This  is  a  digital  copy  of  a  book  that  was  preserved  for  generations  on  library  shelves  before  it  was  carefully  scanned  by  Google  as  part  of  a  project 
to  make  the  world's  books  discoverable  online. 

It  has  survived  long  enough  for  the  copyright  to  expire  and  the  book  to  enter  the  public  domain.  A  public  domain  book  is  one  that  was  never  subject 
to  copyright  or  whose  legal  copyright  term  has  expired.  Whether  a  book  is  in  the  public  domain  may  vary  country  to  country.  Public  domain  books 
are  our  gateways  to  the  past,  representing  a  wealth  of  history,  culture  and  knowledge  that's  often  difficult  to  discover. 

Marks,  notations  and  other  marginalia  present  in  the  original  volume  will  appear  in  this  file  -  a  reminder  of  this  book's  long  journey  from  the 
publisher  to  a  library  and  finally  to  you. 

Usage  guidelines 

Google  is  proud  to  partner  with  libraries  to  digitize  public  domain  materials  and  make  them  widely  accessible.  Public  domain  books  belong  to  the 
public  and  we  are  merely  their  custodians.  Nevertheless,  this  work  is  expensive,  so  in  order  to  keep  providing  this  resource,  we  have  taken  steps  to 
prevent  abuse  by  commercial  parties,  including  placing  technical  restrictions  on  automated  querying. 

We  also  ask  that  you: 

+  Make  non-commercial  use  of  the  files  We  designed  Google  Book  Search  for  use  by  individuals,  and  we  request  that  you  use  these  files  for 
personal,  non-commercial  purposes. 

+  Refrain  from  automated  querying  Do  not  send  automated  queries  of  any  sort  to  Google's  system:  If  you  are  conducting  research  on  machine 
translation,  optical  character  recognition  or  other  areas  where  access  to  a  large  amount  of  text  is  helpful,  please  contact  us.  We  encourage  the 
use  of  public  domain  materials  for  these  purposes  and  may  be  able  to  help. 

+  Maintain  attribution  The  Google  "watermark"  you  see  on  each  file  is  essential  for  informing  people  about  this  project  and  helping  them  find 
additional  materials  through  Google  Book  Search.  Please  do  not  remove  it. 

+  Keep  it  legal  Whatever  your  use,  remember  that  you  are  responsible  for  ensuring  that  what  you  are  doing  is  legal.  Do  not  assume  that  just 
because  we  believe  a  book  is  in  the  public  domain  for  users  in  the  United  States,  that  the  work  is  also  in  the  public  domain  for  users  in  other 
countries.  Whether  a  book  is  still  in  copyright  varies  from  country  to  country,  and  we  can't  offer  guidance  on  whether  any  specific  use  of 
any  specific  book  is  allowed.  Please  do  not  assume  that  a  book's  appearance  in  Google  Book  Search  means  it  can  be  used  in  any  manner 
anywhere  in  the  world.  Copyright  infringement  liability  can  be  quite  severe. 

About  Google  Book  Search 

Google's  mission  is  to  organize  the  world's  information  and  to  make  it  universally  accessible  and  useful.  Google  Book  Search  helps  readers 
discover  the  world's  books  while  helping  authors  and  publishers  reach  new  audiences.  You  can  search  through  the  full  text  of  this  book  on  the  web 


atjhttp  :  //books  .  qooqle  .  com/ 


e 


THEORY  AND   CALCULATION   OF  TRAN- 
SIENT  ELECTRIC   PHENOMENA 
AND   OSCILLATIONS 


Published   by  the 

McGraw-Hill   Book. Company 

New  Yoi*k. 

Successors  to  tke  Book  Department*  of  the 

McGraw  Publishing  Company  Hill  Publishing  Company 

RiblisheM  of  Books  for 

Elec  trical  World  The  Engineering  and  Mining  Journal 

Engineering  Record  Fbwer  and  The  Engineer 

Electric  Railway  Journal  American   Machinist 

Metallurgical  and  Chemical  Engineering 


THEORY  AND  CALCULATION 


OF 


TRANSIENT  ELECTRIC  PHENOMENA 
AND  OSCILLATIONS 


BY 

CHARLES  PROTEUS  STEINMETZ 


FIR8T  EDITION 
Second  Impression  Corrected,  and  With  Appendix,  1911 


McGRAW-HILL  BOOK  COMPANY 

239  WEST  39TH  STREET,  NEW  YORK 

6  BOUVERIE  STREET,  LONDON,  B.C. 

1909 


Copyright,  1909, 

BT   THE 

McGRAW  PUBLISHING  COMPANY 
NEW  YORK 


Stsnbopc  ftatfft 

P.  H.  GILIOM    COMPANY 
BOSTON.    U.S.A. 


DEDICATED 

TO   THB 

MEMORY  OF   MY  FRIEND   AND  TEACHER 
RUDOLF  EICKEMEYER 


PREFACE 


The  following  work  owes  its  origin  to  a  course  of  instruction 
given  during  the  last  few  years  to  the  senior  class  in  electrical 
engineering  at  Union  University  and  represents  the  work  of  a 
number  of  years.  It  comprises  the  investigation  of  phenomena 
which  heretofore  have  rarely  been  dealt  with  in  text-books  but 
have  now  become  of  such  importance  that  a  knowledge  of  them 
is  essential  for  eveny  electrical  engineer,  as  they  include  some  of 
the  most  important  problems  which  electrical  engineering  will 
have  to  solve  in  the  near  future  to  maintain  its  thus  far  unbroken 
progress. 

A  few  of  these  transient  phenomena  were  observed  and  experi- 
mentally investigated  in  the  early  days  of  electrical  engineering, 
for  instance,  the  building  up  of  the  voltage  of  direct-current 
generators  from  the  remanent  magnetism.  Others,  such  as  the 
investigation  of  the  rapidity  of  the  response  of  a  compound 
generator  or  a  booster  to  a  change  of  load,  have  become  of  impor- 
tance with  the  stricter  requirements  now  made  on  electric  systems. 
Transient  phenomena  which  were  of  such  short  duration  and 
small  magnitude  as  to  be  negligible  with  the  small  apparatus  of 
former  days  have  become  of  serious  importance  in  the  huge 
generators  and  high  power  systems  of  to-day,  as  the  discharge  of 
generator  fields,  the  starting  currents  of  transformers,  the  short- 
circuit  currents  of  alternators,  etc.  Especially  is  this  the  case 
with  two  classes  of  phenomena  closely  related  to  each  other:  the 
phenomena  of  distributed  capacity  and  those  of  high  frequency 
currents.  Formerly  high  frequency  currents  were  only  a  subject 
for  brilliant  lecture  experiments;  now,  however,  in  the  wireless 
telegraphy  they  have  found  an  important  industrial  use.  Teleph- 
ony has  advanced  from  the  art  of  designing  elaborate  switch- 
boards to  an  engineering  science,  due  to  the  work  of  M.  L  Pupin 
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and  others,  dealing  with  the  fairly  high  frequency  of  sound 
waves.  Especially  lightning  and  all  the  kindred  high  voltage 
and  high  frequency  phenomena  in  electric  systems  have  become 
of  great  and  still  rapidly  increasing  importance,  due  to  the 
great  increase  in  extent  and  in  power  of  the  modern  electric 
systems,  to  the  interdependence  of  all  the  electric  power  users  in 
a  large  territory,  and  to  the  destructive  capabilities  resulting 
from  such  disturbances.  Where  hundreds  of  miles  of  high  and 
medium  potential  circuits,  overhead  lines  and  underground 
cables,  are  interconnected,  the  phenomena  of  distributed  capacity, 
the  effects  of  charging  currents  of  lines  and  cables,  have  become 
such  as  to  require  careful  study.  Thus  phenomena  which  once 
were  of  scientific  interest  only,  as  the  unequal  current  distribu- 
tion in  conductors  carrying  alternating  currents,  the  finite  velocity 
of  propagation  of  the  electric  field,  etc.,  now  require  careful  study 
by  the  electrical  engineer,  who  meets  them  in  the  rail  return  of 
the  single-phase  railway,  in  the  effective  impedance  interposed 
to  the  lightning  discharge  on  which  the  safety  of  the  entire 
system  depends,  etc. 

The  characteristic  of  all  these  phenomena  is  that  they  are 
transient  functions  of  the  independent  variable,  time  or  distance, 
that  is,  decrease  with  increasing  value  of  the  independent  variable, 
gradually  or  in  an  oscillatory  manner,  to  zero  at  infinity,  while 
the  functions  representing  the  steady  flow  of  electric  energy  are 
constants  or  periodic  functions. 

While  thus  the  phenomena  of  alternating  currents  are  repre- 
sented by  the  periodic  function,  the  sine  wave  and  its  higher 
harmonics  or  overtones,  most  of  the  transient  phenomena  lead 
to  a  function  which  is  the  product  of  exponential  and  trigono- 
metric terms,  and  may  be  called  an  oscillating  function,  and  its 
overtones  or  higher  harmonics. 

A  second  variable,  distance,  also  enters  into  many  of  these 
phenomena;  and  while  the  theory  of  alternating-current  appara- 
tus and  phenomena  usually  has  to  deal  only  with  functions  of 
one  independent  variable,  time,  which  variable  is  eliminated  by 
the  introduction  of  the  complex  quantity,  in  this  volume  we 
have  frequently  to  deal  with  functions  of  time  and  of  distance. 
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We  thus  have  to  consider  alternating  functions  and  transient 
functions  of  time  and  of  distance. 

The  theory  of  alternating  functions  of  time  is  given  in  "Theory 
and  Calculation  of  Alternating  Current  Phenomena."  Transient 
functions  of  time  are  studied  in  the  first  section  of  the  present 
work,  and  in  the  second  section  are  given  periodic  transient 
phenomena,  which  have  become  of  industrial  importance,  for 
instance,  in  rectifiers,  for  circuit  control,  etc.  The  third  section 
gives  the  theory  of  phenomena  which  are  alternating  in  time  and 
transient  in  distance,  and  the  fourth  and  last  section  gives 
phenomena  transient  in  time  and  in  distance. 

To  some  extent  this  volume  can  thus  be  considered  as  a  con- 
tinuation of  "Theory  and  Calculation  of  Alternating  Current 
Phenomena." 

In  editing  this  work,  I  have  been  greatly  assisted  by  Prof.  O. 
Ferguson,  of  Union  University,  who  has  carefully  revised  the 
manuscript,  the  equations  and  the  numerical  examples  and 
checked  the  proofs,  so  that  it  is  hoped  that  the  errors  in  the 
work  are  reduced  to  a  minimum. 

Great  credit  is  due  to  the  publishers  and  their  technical  staff 
for  their  valuable  assistance  in  editing  the  manuscript  and  for 
the  representative  form  of  the  publication  they  have  produced. 

CHARLES  P.  STEINMETZ. 

Schenectady,  December,  1908. 


PREFACE  TO  THE  SECOND  EDITION 


Dub  to  the  relatively  short  time  which  has  elapsed  since 
the  appearance  of  the  first  edition,  no  material  changes  or 
additions  were  needed  in  the  preparation  of  the  second  edition. 
The  work  has  been  carefully  perused  and  typographical  ahd 
other  errors,  which  had  passed  into  the  first  edition,  were 
eliminated.  In  this,  thanks  are  due  to  those  readers  who 
have  drawn  my  attention  to  errors. 

Since  the  appearance  of  the  first  edition,  the  industrial 
importance  of  transients  has  materially  increased,  and  con- 
siderable attention  has  thus  been  devoted  to  them  by  engineers. 
The  term  " transient' '  has  thereby  found  an  introduction,  as 
noun,  into  the  technical  language,  instead  of  the  more  cumber- 
some expression  "  transient  phenomenon,"  and  the  former  term 
is  therefore  used  to  some  extent  in  the  revised  edition. 

As  appendix  have  been  added  tables  of  the  velocity  functions 
of  the  electric  field,  sil  x  and  col  x,  and  similar  functions, 
together  with  explanation  of  their  mathematical  relations,  as 
tables  of  these  functions  are  necessary  in  calculations  of  wave 
propagation,  but  are  otherwise  difficult  to  get.  These  tables 
were  derived  from  tables  of  related  functions  published  by 
J.  W.  L.  Glaisher,  Philosophical  Transactions  of  the  Royal 
Society  of  London,  1870,  Vol.  160. 
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CHAPTER  I. 

THE  CONSTANTS  OF  THE  ELECTRIC  CIRCUIT. 

1.  To  transmit  electric  energy  from  one  place  where  it  is 
generated  to  another  place  where  it  is  used,  an  electric  cir- 
cuit is  required,  consisting  of  conductors  which  connect  the 
point  of  generation  with  the  point  of  utilization. 

When  electric  energy  flows  through  a  circuit,  phenomena 
take  place  inside  of  the  conductor  as  well  as  in  the  space  out- 
side of  the  conductor. 

In  the  conductor,  during  the  flow  of  electric  energy  through 
the  circuit,  electric  energy  is  consumed  continuously  by  being 
converted  into  heat.  Along  the  circuit,  from  the  generator 
to  the  receiver  circuit,  the  flow  of  energy  steadily  decreases 
by  the  amount  consumed  in  the  conductor,  and  a  power  gradi- 
ent exists  in  the  circuit  along  or  parallel  with  the  conductor. 

(Thus,  while  the  voltage  may  decrease  from  generator  to 
receiver  circuit,  as  is  usually  the  case,  or  may  increase,  as  in 
an  alternating-current  circuit  with  leading  current,  and  while 
the  current  may  remain  constant  throughout  the  circuit,  or 
decrease,  as  in  a  transmission  line  of  considerable  capacity 
with  a  leading  or  non-inductive  receiver  circuit,  the  flow  of 
energy  always  decreases  from  generating  to  receiving  circuit, 
and  the  power  gradient  therefore  is  characteristic  of  the  direc- 
tion of  the  flow  of  energy.) 

In  the  space  outside  of  the  conductor,  during  the  flow  of 
energy  through  the  circuit,  a  condition  of  stress  exists  which 
is  called  the  electric  field  of  the  conductor.  That  is,  the 
surrounding  space  is  not  uniform,  but  has  different  electric 
and  magnetic  properties  in  different  directions. 

No  power  is  required  to  maintain  the  electric  field,  but  energy 
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is  required  to  produce  the  electric  field,  and  this  energy  is 
returned,  more  or  less  completely,  when  the  electric  field  dis- 
appears by  the  stoppage  of  the  flow  of  energy. 

Thus,  in  starting  the  flow  of  electric  energy,  before  a  perma- 
nent condition  is  reached,  a  finite  time  must  elapse  during 
which  the  energy  of  the  electric  field  is  stored,  and  the  generator 
therefore  gives  more  power  than  consumed  in  the  conductor 
and  delivered  at  the  receiving  end;  again,  the  flow  of  electric 
energy  cannot  be  stopped  instantly,  but  first  the  energy  stored 
in  the  electric  field  has  to  be  expended.  As  result  hereof, 
where  the  flow  of  electric  energy  pulsates,  as  in  an  alternating- 
current  circuit,  continuously  electric  energy  is  stored  in  the 
field  during  a  rise  of  the  power,  and  returned  to  the  circuit 
again  during  a  decrease  of  the  power. 

The  electric  field  of  the  conductor  exerts  magnetic  and  elec- 
trostatic actions. 

The  magnetic  action  is  a  maximum  in  the  direction  concen- 
tric, or  approximately  so,  to  the  conductor.  That  is,  a  needle- 
shaped  magnetizable  body,  as  an  iron  needle,  tends  to  set  itself 
in  a  direction  concentric  to  the  conductor. 

The  electrostatic  action  has  a  maximum  in  a  direction  radial, 
or  approximately  so,  to  the  conductor.  That  is,  a  light  needle- 
shaped  conducting  body,  if  the  electrostatic  component  of  the 
field  is  powerful  enough,  tends  to  set  itself  in  a  direction  radial 
to  the  conductor,  and  light  bodies  are  attracted  or  repelled 
radially  to  the  conductor. 

Thus,  the  electric  field  of  a  circuit  oyer  which  energy  flows 
has  three  main  axes  which  are  at  right  angles  with  each  other: 

The  electromagnetic  axis,  concentric  with  the  conductor. 

The  electrostatic  axis,  radial  to  the  conductor. 

The  power  gradient,  parallel  to  the  conductor. 

This  is  frequently  expressed  pictorially  by  saying  that  the 
lines  of  magnetic  force  of  the  circuit  are  concentric,  the  lines 
of  electrostatic  force  radial  to  the  conductor. 

Where,  as  is  usually  the  case,  the  electric  circuit  consists  of 
several  conductors,  the  electric  fields  of  the  conductors  super- 
impose upon  each  other,  and  the  resultant  lines  of  magnetic 
and  of  electrostatic  forces  are  not  concentric  and  radial  respec- 
tively, except  approximately  in  the  immediate  neighborhood 
of  the  conductor. 
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In  the  electric  field  between  parallel  conductors  the  magnetic 
and  the  electrostatic  lines  of  force  are  conjugate  pencils  of  circles. 

2.  Neither  the  power  consumption  in  the  conductor,  nor 
the  electromagnetic  field,  nor  the  electrostatic  field,  are  pro- 
portional to  the  flow  of  energy  through  the  circuit. 

The  product,  however,  of  the  intensity  of  the  magnetic  field, 
*,  and  the  intensity  of  the  electrostatic  field,  ¥,  is  proportional 
to  the  flow  of  energy  or  the  power,  P,  and  the  power  P  is  there- 
fore resolved  into  a  product  of  two  components,  i  and  e}  which 
are  chosen  proportional  respectively  to  the  intensity  of  the 
magnetic  field  *  and  of  the  electrostatic  field  ¥. 

That  is,  putting 

P  =  ie  (1) 

we  have 

*  =  Li  =  the  intensity  of  the  electromagnetic  field.        (2) 
¥  «  Ce  =  the  intensity  of  the  electrostatic  field.  (3) 

The  component  i,  called  the  current,  is  defined  as  that  factor 
of  the  electric  power  P  which  is  proportional  to  the  magnetic 
field,  and  the  other  component  e,  called  the  voltage,  is  defined 
as  that  factor  of  the  electric  power  P  which  is  proportional  to 
the  electrostatic  field. 

Current  i  and  voltage  e}  therefore,  are  mathematical  fictions, 
factors  of  the  power  P,  introduced  to  represent  respectively  the 
magnetic  and  the  electrostatic  or  "  dielectric  "  phenomena. 

The  current  i  is  measured  by  the  magnetic  action  of  a  circuit, 
as  in  the  ammeter;  the  voltage  e,  by  the  electrostatic  action  of 
a  circuit,  as  in  the  electrostatic  voltmeter,  or  by  producing  a 
current  i  by  the  voltage  e  and  measuring  this  current  i  by  its 
magnetic  action,  in  the  usual  voltmeter. 

The  coefficients  L  and  C,  which  are  the  proportionality  factors 
of  the  magnetic  and  of  the  dielectric  component  of  the  electric 
field,  are  called  the  inductance  and  the  capacity  of  the  circuit, 
respectively. 

As  electric  power  P  is  resolved  into  the  product  of  current  i 
and  voltage  e,  the  power  loss  in  the  conductor,  Pb  therefore  can 
also  be  resolved  into  a  product  of  current  i  and  voltage  ex 
which  is  consumed  in  the  conductor.    That  is, 

Pi  =  ie* 
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It  is  found  that  the  voltage  consumed  in  the  conductor,  eh  is 
proportional  to  the  factor  i  of  the  power  P,  that  is, 

et  -  ri,  (4) 

where  r  is  the  proportionality  factor  of  the  voltage  consumed 
by  the  loss  of  power  in  the  conductor,  or  by  the  power  gradient, 
and  is  called  the  resistance  of  the  circuit. 

Any  electric  circuit  therefore  must  have  three  constants, 
r,  L,  and  C,  where 

r  =  circuit  constant  representing  the  power  gradient,  or  the 
loss  of  power  in  the  conductor,  called  resistance. 

L  =  circuit  constant  representing  the  intensity  of  the  electro- 
magnetic component  of  the  electric  field  of  the  circuit, 
called  inductance. 

C  =  circuit  constant  representing  the  intensity  of  the  electro- 
static component  of  the  electric  field  of  the  circuit,  called 
capacity. 

3.  A  change  of  the  magnetic  field  of  the  conductor,  that  is, 
of  the  number  of  lines  of  magnetic  force  <j>  surrounding  the 
conductor,  generates  an  e.m.f. 

<-%  *> 

in  the  conductor  and  thus  absorbs  a  power 
or,  by  equation  (2):  *  =  Li  by  definition,  thus: 

and  the  total  energy  absorbed  by  the  magnetic  field  during  the 
rise  of  current  from  zero  to  i  is 

WM  -fFdt  (8) 

*  L  j  idi, 
that  is,  ^j 
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A  change  of  the  dielectric  field  of  the  conductor,  ¥,  absorbs 
a  current  proportional  to  the  change  of  the  dielectric  field: 

and  absorbs  the  power 

P"=ei'  =e  —  >  (11) 

or,  by  equation  (3), 

P»-C.±,  (12) 

and  the  total  energy  absorbed  by  the  dielectric  field  during  a 
rise  of  voltage  from  0  to  e  is 

WK  =fP"dt  (13) 

=  C  fede, 

that  is  -r 

WK  =  f  •  (14) 

The  power  consumed  in  the  conductor  by  its  resistance  r  is 

Pr  =  Mb  (15) 

and  thus,  by  equation  (4), 

Pr  =  ?r.  (16) 

That  is,  when  the  electric  power 

P  =  ei      (1) 
exists  in  a  circuit,  it  is 
Pr=  i?r  =  power  lost  in  the  conductor,      (16) 

WM  =  —  =  energy  stored  in  the'magnetic  field  of  the  circuit,  (9) 

e*C 
WK  =  —  =  energy  stored  in  the  dielectric  field  of  the  cir- 

cuit,     (14) 
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and  the  three  circuit  constants  r,  L,  C  therefore  appear  as  the 
components  of  the  energy  conversion  into  heat,  magnetism,  and 
electric  stress,  respectively,  in  the  circuit. 

4.  The  circuit  constant,  resistance  r,  depends  only  on  the 
size  and  material  of  the  conductor,  but  not  on  the  position  of 
the  conductor  in  space,  nor  on  the  material  filling  the  space 
surrounding  the  conductor,  nor  on  the  shape  of  the  conductor 
section. 

The  circuit  constants,  inductance  L  and  capacity  C,  almost 
entirely  depend  on  the  position  of  the  conductor  in  space,  on 
the  material  filling  the  space  surrounding  the  conductor,  and 
on  the  shape  of  the  conductor  section,  but  do  not  depend  on 
the  material  of  the  conductor,  except  to  that  small  extent  as 
represented  by  the  electric  field  inside  of  the  conductor  section. 

5.  The  resistance  r  is  proportional  to  the  length  and  inversely 
proportional  to  the  section  of  the  conductor, 

r-Pj»  (17) 

where  p  is  a  constant  of  the  material,  called  the  resistivity  or 
specific,  resistance. 

For  different  materials,  p  varies  probably  over  a  far  greater 
range  than  almost  any  other  physical  quantity.  Given  in  ohms 
per  centimeter  cube,*  it  is,  approximately,  at  ordinary  tem- 
peratures : 

Metals:  Cu 1.6  X  lO"6 

Al 2.5X  ie-c 

Fe 10  X  10-6 

Hg £4  X  10-6 

Gray  cast  iron up  to  100  X  10~6 

High-resistance  alloys up  to  150  X  10~* 

Electrolytes:  N03H down  to  1 . 3  at  30  per  cent 

KOH down  to  1.9  at  25  per  cent 

NaCl down  to  4.7  at  25  per  cent 

up  to 

Pure  river  water 104 

and  over  alcohols,  oils,  etc.,  to  practically  infinity. 

*  Meaning  a  conductor  of  one  centimeter  length  and  one  square  centimeter 
section. 
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So-called  "insulators": 

Fiber about  10* 

Paraffin  oil.. about  10" 

Paraffin about  10u  to  10" 

Mica about  10u 

Glass about  10M  to  1016 

Rubber about  10" 

Air practically  <*> 

In  the  wide  gap  between  the  highest  resistivity  of  metal 
alloys,  about  p  =  150  X  10"6,  and  the  lowest  resistivity  of 
electrolytes,  about  p  =  1,  are 

Carbon:  metallic down  to  100  X  10^ 

.  amorphous  (dense) 0.04  and  higher 

anthracite very  high 

Silicon  and  Silicon  Alloys: 

Cast  silicon 1  down  to  0.04 

Ferro  silicon 0.04  down  to  50  X  10"* 

The  resistivity  of  arcs  and  of  Geissler  tube  discharges  is  of  about 
the  same  magnitude  as  electrolytic  resistivity. 

The  resistivity,  p,  is  usually  a  function  of  the  temperature, 
rising  slightly  with  increase  of  temperature  in  metallic  conduct- 
ors and  decreasing  in  electrolytic  conductors.  Only  with  few 
materials,  as  silicon,  the  temperature  variation  of  p  is  so  enor- 
mous that  p  can  no  longer  be  considered  as  even  approximately 
constant  for  all  currents  i  which  give  a  considerable  tempera- 
ture rise  in  the  conductor.  Such  materials  are  commonly 
called  pyroelectrolytes. 

6.  The  inductance  L  is  proportional  to  the  section  and 
inversely  proportional  to  the  length  of  the  magnetic  circuit 
surrounding  the  conductor,  and  so  can  be  represented  by 

L  =  £  (18) 

where  ]t  is  a  constant  of  the  material  filling  the  space  surround- 
ing the  conductor,  which  is  called  the  magnetic  'permeability. 

As  in  general  neither  section  nor  length  is  constant  in  differ- 
ent parts  of  the  magnetic  circuit  surrounding  an  electric  con- 
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ductor,  the  magnetic  circuit  has  as  a  rule  to  be  calculated 
piecemeal,  or  by  integration  over  the  space  occupied  by  it. 

The  permeability,  //,  is  constant  and  equals  unity  or  very 
closely  /*  =  1  for  all  substances,  with  the  exception  of  a  few 
materials  which  are  called  the  magnetic  materials,  as  iron, 
cobalt,  nickel,  etc.,  in  which  it  is  very  much  higher,  reaching 
sometimes  and  under  certain  conditions  in  iron  values  as  high 
as  pl  =  6000. 

In  these  magnetic  materials  the  permeability  /*  is  not  con- 
stant but  varies  with  the  magnetic  flux  density,  or  number  of 
lines  of  magnetic  force  per  unit  section,  (B,  decreasing  rapidly 
for  high  values  of  (B. 

In  such  materials  the  use  of  the  term  /*  is  therefore  incon- 
venient, and  the  inductance,  L,  is  calculated  by  the  relation 
between  the  magnetizing  force  as  given  in  ampere-turns  per 
unit  length  of  magnetic  circuit,  or  by  "field  intensity,"  and 
magnetic  induction  (B. 

The  magnetic  induction  (B  in  magnetic  materials  is  the  sum 
of  the  "space  induction"  0C,  corresponding  to  unit  permeability, 
plus  the  "metallic  induction"  CB',  which  latter  reaches  a  finite 
limiting  value.    That  is, 

<B  =  3C  +  (B'.  (19) 

The  limiting  values,  or  so-called  "saturation  values,"  of  CB' 
are  approximately,  in  lines  of  magnetic  force  per  square  centi- 
meter: 

Iron 20,000 

Cobalt 12,000 

Nickel 6,000 

Magnetite 5,000 

Manganese  alloys up  to  4,000 

The  inductance,  L,  therefore  is  a  constant  of  the  circuit  if 
the  space  surrounding  the  conductor  contains  no  magnetic 
material,  and  is  more  or  less  variable  with  the  current,  i,  if 
magnetic  material  exists  in  the  space  surrounding  the  conductor. 
In  the  latter  case,  with  increasing  current,  i,  the  inductance,  L, 
first  slightly  increases,  reaches  a  maximum,  and  then  decreases, 
approaching  as  limiting  value  the  value  which  it  would  have  in 
the  absence  of  the  magnetic  material. 
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7.  The  capacity,  (7,  is  proportional  to  the  section  and  inversely 
proportional  to  the  length  of  the  electrostatic  field  of  the  con- 
ductor: A 

C-f,  (20) 

where  *  is  a  constant  of  the  material  filling  the  space  surround- 
ing the  conductor,  which  is  called  the  "dielectric  constant/'  or 
the  "specific  capacity,"  or  "  permittivity." 

Usually  the  section  and  the  length  of  the  different  parts  of 
the  electrostatic  circuit  are  different,  and  the  capacity  therefore 
has  to  be  calculated  piecemeal,  or  by  integration. 

The  dielectric  constant  k  of  different  materials  varies  over  a 
relative  narrow  range  only.    It  is  approximately: 

k  =  1  in  the  vacuum,  in  air  and  in  other  gases, 
k  =  2  to  3  in  oils,  paraffins,  fiber,  etc., 
k  =  3  to  4  in  rubber  and  gutta-percha, 
k  =  3  to  5  in  glass,  mica,  etc., 

reaching  values  as  high  as  7  to  8  in  organic  compounds  of  heavy 
metals,  as  lead  stearate,  and  about  12  in  sulphur. 

The  dielectric  constant,  *,  is  practically  constant  for  all  voltages 
e,  up  to  that  voltage  at  which  the  electrostatic  field  intensity, 
or  the  electrostatic  gradient,  that  is,  the  "volts  per  centimeter," 
exceeds  a  certain  value  d,  which  depends  upon  the  material  and 
which  is  called  the  "dielectric  strength  "  or  "disruptive  strength" 
of  the  material.  At  this  potential  gradient  the  medium  breaks 
down  mechanically,  by  puncture,  and  ceases  to  insulate,  but 
electricity  passes  and  so  equalizes  the  potential  gradient. 

The  disruptive  strength,  8,  given  in  volts  per  centimeter  is 
approximately: 

Air:  32,000. 

Oils:  250,000  to  1,000,000. 

Mica:  up  to  4,000,000. 

The  capacity,  C,  of  a  circuit  therefore  is  constant  up  to  the 
voltage  e,  at  which  at  some  place  of  the  electrostatic  field  the 
dielectric  strength  is  exceeded,  disruption  takes  place,  and  a 
part  of  the  surrounding  space  therefore  is  made  conducting,  and 
by  this  increase  of  the  effective  size  of  the  conductor  the  capacity 
C  is  increased. 
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8.  Of  the  amount  of  energy  consumed  in  creating  the  electric 
field  of  the  circuit  not  all  is  returned  at  the  disappearance  of 
the  electric  field,  but  a  part  is  consumed  by  conversion  into  heat 
in  producing  or  in  any  other  way  changing  the  electric  field. 
That  is,  the  conversion  of  electric  energy  into  and  from  the 
electromagnetic  and  electrostatic  stress  is  not  complete,  but  a 
loss  of  energy  occurs,  especially  with  the  magnetic  field  in  the 
so-called  magnetic  materials,  and  with  the  electrostatic  field  in 
unhomogeneous  dielectrics. 

The  energy  loss  in  the  production  and  reconversion  of  the 
magnetic  component  of  the  field  can  be  represented  by  an 
effective  resistance  i*  which  adds  itself  to  the  resistance  r0  of 
the  conductor  and  more  or  less  increases  it. 

The  energy  loss  in  the  electrostatic  field  can  be  represented 
by  an  effective  resistance  r",  shunting  across  the  circuit,  and 
consuming  an  energy  current  i",  in  addition  to  the  current  i  in 
the  conductor.  Usually,  instead  of  an  effective  resistance  r", 
its  reciprocal  is  used,  that  is,  the  energy  loss  in  the  electro- 
static field  represented  by  a  shunted  conductance  g. 

In  its  most  general  form  the  electric  circuit  therefore  contains 
the  constants: 

1.  Inductance  L,  storing  the  energy,  — , 

2.  Capacity  C,  storing  the  energy,  —  i 

3.  Resistance  r  =  r0  +  r*,  consuming  the  power,  iV  =  i*r0+iV, 

4.  Conductance  gy  consuming  the  power,  &g, 

where  r0  is  the  resistance  of  the  conductor,  i*  the  effective  resist- 
ance representing  the  power  loss  in  the  magnetic  field  L,  and  g 
represents  the  power  loss  in  the  electrostatic  field  C. 

9.  If  of  the  three  components  of  the  electric  field,  the  electro- 
magnetic stress,  electrostatic  stress,  and  the  power  gradient,  one 
equals  zero,  a  second  one  must  equal  zero  also.  That  is,  either 
all  of  the  three  components  exist  or  only  one  exists. 

Electric  systems  in  which  the  magnetic  component  of  the 
field  is  absent,  while  the  electrostatic  component  may  be  consider- 
able, are  represented  for  instance  by  an  electric  generator  or 
a  battery  on  open  circuit,  or  by  the  electrostatic  machine.  In 
such  systems  the  disruptive  effects  due  to  high  voltage,  there- 
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fore,  are  most  pronounced,  while  the  power  is  negligible,  and 
phenomena  of  this  character  are  usually  called  "static." 

Electric  systems  in  which  the  electrostatic  component  of  the 
field  is  absent,  while  the  electromagnetic  component  is  consider- 
able, are  represented  for  instance  by  the  short-circuited  secondary 
coil  of  a  transformer,  in  which  no  potential  difference  and,  there- 
fore, no  electrostatic  field  exists,  since  the  generated  e.m.f.  is 
consumed  at  the  place  of  generation.  Practically  negligible  also 
is  the  electrostatic  component  in  all  low-voltage  circuits. 

The  effect  of  the  resistance  on  the  flow  of  electric  energy  in 
industrial  applications  is  restricted  to  fairly  narrow  limits:  as 
the  resistance  of  the  circuit  consumes  power  and  thus  lowers  the 
efficiency  of  the  electric  transmission,  it  is  uneconomical  to 
permit  too  high  a  resistance.  As  lower  resistance  requires  a 
larger  expenditure  of  conductor  material,  it  is  usually  uneco- 
nomical to  lower  the  resistance  of  the  circuit  below  that  which 
gives  a  reasonable  efficiency. 

As  result  hereof,  practically  always  the  relative  resistance, 
that  is,  the  ratio  of  the  power  lost  in  the  resistance  to  the  total 
power,  lies  between  2  per  cent  and  20  per  cent. 

It  is  different  with  the  inductance  L  and  the  capacity  C.     Of 

i2L 

the  two  forms  of  stored  energy,  the  magnetic  —  and  electro- 

it 

static  — - ,  usually  one  is  so  small  that  it  can  be  neglected  com- 

pared  with  the  other,  and  the  electric  circuit  with  sufficient 
approximation  treated  as  containing  resistance  and  inductance, 
or  resistance  and  capacity  only. 

In  the  so-called  electrostatic  machine  and  its  applications, 
frequently  only  capacity  and  resistance  come  into  consideration. 

In  all  lighting  and  power  distribution  circuits,  direct  current 
or  alternating  current,  as  the  110-  and  220- volt  lighting  circuits, 
the  500-volt  railway  circuits,  the  2000-volt  primary  distribution 
circuits,  due  to  the  relatively  low  voltage,  the  electrostatic 

energy  —  is  still  so  very  small  compared   with  the  electro- 

magnetic  energy,  that  the  capacity  C  can  for  most  purposes  be 
neglected  and  the  circuit  treated  as  containing  resistance  and 
inductance  only. 
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Of  approximately  equal  magnitude  is  the  electromagnetic 

energy  —  and  the  electrostatic  energy  —  in  the  high-potential 

long-distance  transmission  circuit,  in  the  telephone  circuit,  and 
in  the  condenser  discharge,  and  so  in  most  of  the  phenomena 
resulting  from  lightning  or  other  disturbances.  In  these  cases 
all  three  circuit  constants,  r,  L,  and  C,  are  of  essential  impor- 
tance. 

10.  In  an  electric  circuit  of  negligible  inductance  L  and 
negligible  capacity  C,  no  energy  is  stored,  and  a  change  in  the 
circuit  thus  can  be  brought  about  instantly  without  any  disturb- 
ance or  intermediary  transient  condition. 

In  a  circuit  containing  only  resistance  and  capacity,  as  a 
static  machine,  or  only  resistance  and  inductance,  as  a  low  or 
medium  voltage  power  circuit,  electric  energy  is  stored  essentially 
in  one  form  only,  and  a  change  of  the  circuit,  as  an  opening  of 
the  circuit,  thus  cannot  be  brought  about  instantly,  but  occurs 
more  or  less  gradually,  as  the  energy  first  has  to  be  stored  or 
discharged. 

In  a  circuit  containing  resistance,  inductance,  and  capacity, 
and  therefore  capable  of  storing  energy  in  two  different  forms, 
the  mechanical  change  of  circuit  conditions,  as  the  opening  of  a 
circuit,  can  be  brought  about  instantly,  the  internal  energy  of 
the  circuit  adjusting  itself  to  the  changed  circuit  conditions  by 
a  transfer  of  energy  between  static  and  magnetic  and  inversely, 
that  is,  after  the  circuit  conditions  have  been  changed,  a  transient 
phenomenon,  usually  of  oscillatory  nature,  occurs  in  the  circuit 
by  the  readjustment  of  the  stored  energy. 

These  transient  phenomena  of  the  readjustment  of  stored 
electric  energy  with  a  change  of  circuit  conditions  require  careful 
study  wherever  the  amount  of  stored  energy  is  sufficiently  large 
to  cause  serious  damage.  This  is  analogous  to  the  phenomena 
of  the  readjustment  of  the  stored  energy  of  mechanical  motion: 
while  it  may  be  harmless  to  instantly  stop  a  slowly  moving  light 
carriage,  the  instant  stoppage,  as  by  collision,  of  a  fast  railway 
train  leads  to  the  usual  disastrous  result.  So  also,  in  electric 
systems  of  small  stored  energy,  a  sudden  change  of  circuit  con- 
ditions may  be  safe,  while  in  a  high-potential  power  system  of 
very  great  stored  electric  energy  any  change  of  circuit  conditions 
requiring  a  sudden  change  of  energy  is  liable  to  be  destructive. 
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Where  electric  energy  is  stored  in  one  form  only,  usually  little 
danger  exists,  since  the  circuit  protects  itself  against  sudden 
change  by  the  energy  adjustment  retarding  the  change,  and 
only  where  energy  is  stored  electrostatically  and  magnetically, 
the  mechanical  change  of  the  circuit  conditions,  as  the  opening 
of  the  circuit,  can  be  brought  about  instantly,  and  the  stored 
energy  then  surges  between  electrostatic  and  magnetic  energy. 

In  the  following,  first  the  phenomena  will  be  considered  which 
result  from  the  stored  energy  and  its  readjustment  in  circuits 
storing  energy  in  one  form  only,  which  usually  is  as  electro- 
magnetic energy,  and  then  the  general  problem  of  a  circuit 
storing  energy  electromagnetically  and  electrostatically  will  be 
considered. 


CHAPTER  II. 

INTRODUCTION. 

11.  In  the  investigation  of  electrical  phenomena,  currents 
and  potential  differences,  whether  continuous  or  alternating, 
are  usually  treated  as  stationary  phenomena.  That  is,  the 
assumption  is  made  that  after  establishing  the  circuit  a  sufficient 
time  has  elapsed  for  the  currents  and  potential  differences  to 
reach  their  final  or  permanent  values,  that  is,  become  constant, 
with  continuous  current,  or  constant  periodic  functions  of  time, 
with  alternating  current.  In  the  first  moment,  however,  after 
establishing  the  circuit,  the  currents  and  potential  differences 
in  the  circuit  have  not  yet  reached  their  permanent  values, 
that  is,  the  electrical  conditions  of  the  circuit  are  not  yet  the 
normal  or  permanent  ones,  but  a  certain  time  elapses  while  the 
electrical  conditions  adjust  themselves. 

12.  For  instance,  a  continuous  e.in.f.,  e0,  impressed  upon  a 
circuit  of  resistance  r,  produces  and  maintains  in  the  circuit  a 
current, 

In  the  moment  of  closing  the  circuit  of  e.m.f.  e0  on  resistance  r, 
the  current  in  the  circuit  is  zero.  Hence,  after  closing  the  circuit 
the  current  i  has  to  rise  from  zero  to  its  final  value  i0.  If  the 
circuit  contained  only  resistance  but  no  inductance,  this  would 
take  place  instantly,  that  is,  there  would  be  no  transition  period. 
Every  circuit,  however,  contains  some  inductance.  The  induc- 
tance L  of  the  circuit  means  L  interlinkages  of  the  circuit  with 
lines  of  magnetic  force  produced  by  unit  current  in  the  circuit, 
or  ih  interlinkages  by  current  i.  That  is,  in  establishing  current 
t0  in  the  circuit,  the  magnetic  flux  i0L  must  be  produced.  A 
change  of  the  magnetic  flux  iL  surrounding  a  circuit  generates 
in  the  circuit  an  am.f., 
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This  opposes  the  impressed  e.m.f.  e„  and  therefore  lowers  the 
e.m.f.  available  to  produce  the  current,  and  thereby  the  current, 
which  then  cannot  instantly  assume  its  final  value,  but  rises 
thereto  gradually,  and  so  between  the  starting  of  the  circuit 
and  the  establishment  of  permanent  condition  a  transition 
period  appears.  In  the  same  manner  and  for  the  same  reasons, 
if  the  impressed  e.nxf.  e%  is  withdrawn,  but  the  circuit  left  closed, 
the  current  i  does  not  instantly  disappear  but  gradually  dies 
out,  as  shown  in  Fig.  1,  which  gives  the  rise  and  the  decay  of  a 
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Fig.  1.    Rise  and  decay  of  continuous  current  in  an  inductm  circuit. 


continuous  current  in  an  inductive  circuit:  the  exciting  current 
of  an  alternator  field,  or  a  circuit  having  the  constants  r  =  12 
ohms;  L  =  6  henrys,  and  e%  =  240  volts;  the  abscissas  being 
seconds  of  time. 

13.  If  an  electrostatic  condenser  of  capacity  C  is  connected 
to  a  continuous  e.m.f.  et,  no  current  exists,  in  stationary  con- 
dition, in  this  direct-current  circuit  (except  that  a  very  small 
current  may  leak  through  the  insulation  or  the  dielectric  of  the 
condenser),  but  the  condenser  is  charged  to  the  potential  dif- 
ference e„  or  contains  the  electrostatic  charge 

Q  =  Cer 

In  the  moment  of  closing  the  circuit  of  e.m.f.  e9  upon  the 
capacity  C,  the  condenser  contains  no  charge,  that  is,  zero 
potential  difference  exists  at  the  condenser  terminals.  If  there 
were  no  resistance  and  no  inductance  in  the   circuit   in  the 
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moment  of  closing  the  circuit,  an  infinite  current  would  exist 
charging  the  condenser  instantly  to  the  potential  difference  e0. 
If  r  is  the  resistance  of  the  direct-current  circuit  containing  the 
condenser,  and  this  circuit  contains  no  inductance,  the  current 

starts  at  the  value  i  =  -°  >  that  is,  in  the  first  moment  after 

r 

closing  the  circuit  all  the  impressed  e.m.f.  is  consumed  by  the 

current  in  the  resistance,  since  no  charge  aud  therefore  no 

potential  difference  exists  at  the  condenser.     With  increasing 

charge  of  the  condenser,   and   therefore  increasing  potential 

difference  at  the  condenser  terminals,  less  and  less  e.m.f.  is 

available  for  the  resistance,  and  the  current  decreases,  and 

ultimately  becomes  zero,  when  the  condenser  is  fully  charged. 

If  the  circuit  also  contains  inductance  L,  then  the  current 
cannot  rise  instantly  but  only  gradually:  in  the  moment  after 
closing  the  circuit  the  potential  difference  at  the  condenser  is 
still  zero,  and  rises  at  such  a  rate  that  the  increase  of  magnetic 
flux  %L  in  the  inductance  produces  an  e.m.f.  Ldi/dt,  which 
consumes  the  impressed  e.m.f.  Gradually  the  potential  differ- 
ence at  the  condenser  increases  with  its  increasing  charge,  and 
the  current  and  thereby  the  e.m.f.  consumed  by  the  resistance 
increases,  and  so  less  e.m.f.  being  available  for  consumption  by 
the  inductance,  the  current  increases  more  slowly,  until  ulti- 
mately it  ceases  to  rise,  has  reached  a  maximum,  the  inductance 
consumes  no  e.m.f.,  but  all  the  impressed  e.m.f.  is  consumed  by 
the  current  in  the  resistance  and  by  the  potential  difference  at 
the  condenser.  The  potential  difference  at  the  condenser  con- 
tinues to  rise  with  its  increasing  charge;  hence  less  e.m.f.  is 
available  for  the  resistance,  that  is,  the  current  decreases  again, 
and  ultimately  becomes  zero,  when  the  condenser  is  fully 
charged.  During  the  decrease  of  current  the  decreasing  mag- 
netic flux  ih  in  the  inductance  produces  an  e.m.f.,  which  assists 
the  impressed  e.m.f.,  and  so  retards  somewhat  the  decrease  of 
current. 

Fig.  2  shows  the  charging  current  of  a  condenser  through  an 
inductive  circuit,  as  i,  and  the  potential  difference  at  the  con- 
denser terminals,  as  e,  with  a  continuous  impressed  e.m.f.  e^ 
for  the  circuit  constants  r  =  250  ohms;  L  =  100  mh.;  C  = 
10  mf.,  and  e0  =  1000  volts. 

If  the  resistance  is  very  small,  the  current  immediately  after 
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closing  the  circuit  rises  very  rapidly,  quickly  charges  the  con- 
denser, but  at  the  moment  where  the  condenser  is  fully  charged 
to  the  impressed  e.m.f.  e0,  current  still  exists.  This  current 
cannot  instantly  stop,  since  the  decrease  of  current  and  there- 
with the  decrease  of  its  magnetic  flux  iL  generates  an  e.m.f., 
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Fig.  2.     Charging  a  condenser  through  a  circuit  having  resistance  and 
inductance.    Constant  potential.    Logarithmic  charge:  high  resistance. 

which  maintains  the  current,  or  retards  its  decrease.  Hence 
electricity  still  continues  to  flow  into  the  condenser  for  some 
time  after  it  is  fully  charged,  and  when  the  current  ultimately 
stops,  the  condenser  is  overcharged,  that  is,  the  potential  dif- 
ference at  the  condenser  terminals  is  higher  than  the  impressed 
e.m.f.  e0,  and  as  result  the  condenser  has  partly  to  discharge 
again,  that  is,  electricity  begins  to  flow  in  the  opposite  direction, 
or  out  of  the  condenser.  In  the  same  manner  this  reverse 
current,  due  to  the  inductance  of  the  circuit,  overreaches  and 
discharges  the  condenser  farther  than  down  to  the  impressed 
e.m.f.  e0,  so  that  after  the  discharge  current  stops  again  a  charg- 
ing current  —  now  less  than  the  initial  charging  current  — 
starts,  and  so  by  a  series  of  oscillations,  overcharges  and  under- 
charges, the  condenser  gradually  charges  itself,  and  ultimately 
the  current  dies  out. 

Fig.  3  shows  the  oscillating  charge  of  a  condenser  through  an 
inductive  circuit,  by  a  continuous  impressed  e.m.f.  e0.  The 
current  is  represented  by  i,  the  potential  difference  at  the  con- 
denser terminals  by  e,  with  the  time  as  abscissas.  The  con- 
stants of  the  circuit  are:  r  =  40  ohms;  L  =  100  mh.;  C  = 
10  mf.,  and  e0  =  1000  volts. 

In  such  a  continuous-current  circuit,  containing  resistance, 
inductance,  and  capacity  in  series  to  each  other,  the  current  at 
the  moment  of  closing  the  circuit  as  well  as  the  final  current 
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is  zero,  but  a  current  exists  immediately  after  closing  the 
circuit,  as  a  transient  phenomenon;  a  temporary  current, 
steadily  increasing  and  then  decreasing  again  to  zero,  or  con- 
sisting of  a  number  of  alternations  of  successively  decreasing 
amplitude:  an  oscillating  current. 

If  the  circuit  contains  no  resistance  and  inductance,  the  cur- 
rent into  the  condenser  would  theoretically  be  infinite.    That 


Fig.  3.    Charging  a  condenser  through  a  circuit  having  resistance  and 
inductance.    Constant  potential.    Oscillating  charge:  low  resistance. 

is,  with  low  resistance  and  low  inductance,  the  charging  current 
of  a  condenser  may  be  enormous,  and  therefore,  although  only 
transient,  requires  very  serious  consideration  and  investigation. 
If  the  resistance  is  very  low  and  the  inductance  appreciable, 
the  overcharge  of  the  condenser  may  raise  its  voltage  above 
the  impressed  e.m.f.,e0  sufficiently  to  cause  disruptive  effects. 
14.  If  an  alternating  e.m.f., 

e  =  E  cos  0, 

is  impressed  upon  a  circuit  of  such  constants  that  the  current 
lags  45°,  that  is,  the  current  is 

i  =  7  cos  (0  -  45°), 

and  the  circuit  is  closed  at  the  moment  0  =  45°,*  at  this 
moment  the  current  should  be  at  its  maximum  value.  It  is, 
however,  zero,  and  since  in  a  circuit  containing  inductance  (that 
is,  in  practically  any  circuit)  the  current  cannot  change  instantly, 
it  follows  that  in  this  case  the  current  gradually  rises  from  zero 
as  initial  value  to  the  permanent  value  of  the  sine  wave  i. 
This  approach  of  the  current  from  the  initial  value,  in  the 
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present  case  zero,  to  the  final  value  of  the  curve  i,  can  either 
be  gradual,  as  shown  by  the  curve  ix  of  Fig.  4,  or  by  a  series 
of  oscillations  of  gradually  decreasing  amplitude,  as  shown  by 
curve  i,  of  Fig.  4. 

16.  The  general  solution  of  an  electric  current  problem  there- 
fore includes  besides  the  permanent  term,  constant  or  periodic, 
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Fig.  4.    Starting  of  an  alternating-current  circuit  having  inductance. 

a  transient  term,  which  disappears  after  a  time  depending  upon 
the  circuit  conditions,  from  an  extremely  small  fraction  of  a 
second  to  a  number  of  seconds. 

These  transient  terms  appear  in  closing  the  circuit,  opening 
the  circuit,  or  in  any  other  way  changing  the  circuit  conditions, 
as  by  a  change  of  load,  a  change  of  impedance,  etc. 

In  general,  in  a  circuit  containing  resistance  and  inductance 
only,  but  no  capacity,  the  transient  terms  of  current  and  volt- 
age are  not  sufficiently  large  and  of  long  duration  to  cause 
harmful  nor  even  appreciable  effects,  and  it  is  mainly  in  circuits 
containing  capacity  that  excessive  values  of  current  and  poten- 
tial difference  may  be  reached  by  the  transient  term,  and  there- 
with serious  results  occur.  The  investigation  of  transient  terms 
therefore  is  largely  an  investigation  of  the  effects  of  electro- 
static capacity. 

16.  No  transient  terms  result  from  the  resistance,  but  only 
those  circuit  constants  which  represent  storage  of  energy,  mag- 
netically by  the  inductance  L,  electrostatically  by  the  capacity 
C,  give  rise  to  transient  phenomena,  and  the  more  the  resist- 
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ance  predominates,  the  less  is  therefore  the  severity  and  dura- 
tion of  the  transient  term. 

When  closing  a  circuit  containing  inductance  or  capacity 
or  both,  the  energy  stored  in  the  inductance  and  the  capacity 
has  first  to  be  supplied  by  the  impressed  e.m.f.  before  the 
circuit  conditions  can  become  stationary.  That  is,  in  the  first 
moment  after  closing  an  electric  circuit,  or  in  general  changing 
the  circuit  conditions,  tne  impressed  e.m.f.,  or  rather  the  source 
producing  the  impressed  e.m.f.,  has,  in  addition  to  the  power 
consumed  in  maintaining  the  circuit,  to  supply  the  power  which 
stores  energy  in  inductance  and  capacity,  and  so  a  transient 
term  appears  immediately  after  any  change  of  circuit  condi- 
tion. If  the  circuit  contains  only  one  energy-storing  constant, 
as  either  inductance  or  capacity,  the  transient  term,  which 
connects  the  initial  with  the  stationary  condition  of  the  circuit, 
necessarily  can  be  a  steady  logarithmic  term  only,  or  a  gradual 
approach.  An  oscillation  can  occur  only  with  the  existence  of 
two  energy-storing  constants,  as  capacity  and  inductance,  which 
permit  a  surge  of  energy  from  the  one  to  the  other,  and  there- 
with an  overreaching. 

17.  Transient  terms  may  occur  periodically  and  in  rapid  suc- 
cession, as  when  rectifying  an  alternating  current  by  synchro- 
nously reversing  the  connections  of  the  alternating  impressed 
e.m.f.  with  the  receiver  circuit  (as  can  be  done  mechanically 
or  without  moving  apparatus  by  undirectional  conductors,  as 
arcs).  At  every  half  wave  the  circuit  reversal  starts  a  tran- 
sient term,  and  usually  this  transient  term  has  not  yet  disap- 
peared, frequently  not  even  greatly  decreased,  when  the  next 
reversal  again  starts  a  transient  term.  These  transient  terms 
may  predominate  to  such  an  extent  that  the  current  essentially 
consists  of  a  series  of  successive  transient  terms. 

18.  If  a  condenser  is  charged  through  an  inductance,  and  the 
condenser  shunted  by  a  spark  gap  set  for  a  lower  voltage  than 
the  impressed,  then  the  spark  gap  discharges  as  soon  as  the 
condenser  charge  has  reached  a  certain  value,  and  so  starts  a 
transient  term;  the  condenser  charges  again,  and  discharges, 
and  so  by  the  successive  charges  and  discharges  of  the  condenser 
a  series  of  transient  terms  is  produced,  recurring  at  a  frequency 
depending  upon  the  circuit  constants  and  upon  the  ratio  of  the 
disruptive  voltage  of  the  spark  gap  to  the  impressed  e.m.f. 
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Such  a  phenomenon  for  instance  occurs  when  on  a  high- 
potential  alternating-current  system  a  weak  spot  appears  in  the 
cable  insulation  and  permits  a  spark  discharge  to  pass  to  the 
ground,  that  is,  in  shunt  to  the  condenser  formed  by  the  cable 
conductor  and  the  cable  armor  or  ground. 

19.  In  most  cases  the  transient  phenomena  occurring  in 
electric  circuits  immediately  after  a  change  of  circuit  conditions 
are  of  no  importance,  due  to  their  short  duration.  They 
require  serious  consideration,  however,  —  , 

(a)  In  those  cases  where  they  reach  excessive  values.  Thus 
in  connecting  a  large  transformer  to  an  alternator  the  large 
initial  value  of  current  may  do  damage.  In  short-circuiting  a 
large  alternator,  while  the  permanent  or  stationary  short-circuit 
current  is  not  excessive  and  represents  little  power,  the  very 
much  larger  momentary  short-circuit  current  may  be  beyond 
the  capacity  of  automatic  circuit-opening  devices  and  cause 
damage  by  its  high  power.  In  high-potential  transmissions 
the  potential  differences  produced  by  these  transient  terms  may 
reaeh  values  so  high  above  the  normal  voltage  as  to  cause 
disruptive  effects. 

(b)  Lightning,  high-potential  surges,  etc.,  are  in  their  nature 
essentially  transient  phenomena,  usually  of  oscillating  character. 

(c)  The  periodical  production  of  transient  terms  of  oscillating 
character  is  one  of  the  foremost  means  of  generating  electric  cur- 
rents of  very  high  frequency  as  used  in  wireless  telegraphy,  etc. 

(d)  In  alternating-current  rectifying  apparatus,  by  which  the 
direction  of  current  in  a  part  of  the  circuit  is  reversed  every  half 
wave,  and  the  current  so  made  unidirectional,  the  stationary 
condition  of  the  current  in  the  alternating  part  of  the  circuit  is 
usually  never  reached,  and  the  transient  term  is  frequently  of 
primary  importance. 

(e)  In  telegraphy  the  current  in  the  receiving  apparatus 
essentially  depends  on  the  transient  terms,  and  in  long-distance 
cable  telegraphy  the  stationary  condition  of  current  is  never 
approached,  and  the  speed  of  telegraphy  depends  on  the  duration 
of  the  transient  terms. 

(/)  Phenomena  of  the  same  character,  but  with  space  instead 
of  time  as  independent  variable,  are  the  distribution  of  voltage 
and  current  in  a  long-distance  transmission  line;  the  phenomena 
occurring  in  multigap  lightning  arresters;  the  traasmission  of 
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current  impulses  in  telephony;  the  distribution  of  alternating 
current  in  a  conductor,  as  the  rail  return  of  a  single-phase  railway; 
the  distribution  of  alternating  magnetic  flux  in  solid  magnetic 
material,  etc. 

Some  of  the  simpler  forms  of  transient  terms  are  investigated 
and  discussed  in  the  following  pages. 


CHAPTER  III. 

INDUCTANCE  AND   RESISTANCE   IN  CONTINUOUS- 
CURRENT  CIRCUITS. 

20.  In  continuous-current  circuits  the  inductance  does  not 
enter  the  equations  of  stationary  condition,  but,  if  e0  =  impressed 
e.m.f.,  r  =  resistance,  L  =  inductance,  the  permanent  value  of 

current  is  t0  =  —  • 

Therefore  less  care  is  taken  in  direct-current  circuits  to  reduce 
the  inductance  than  in  alternating-current  circuits,  where  the 
inductance  usually  causes  a  drop  of  voltage,  and  direct-current 
circuits  as  a  rule  have  higher  inductance,  especially  if  the  circuit 
is  used  for  producing  magnetic  flux,  as  in  solenoids,  electro- 
magnets, machine-fields. 

Any  change  of  the  condition  of  a  continuous-current  circuit, 
as  a  change  of  e.m.f.,  of  resistance,  etc.,  which  leads  to  a  change 
of  current  from  one  value  i0  to  another  value  iv  results  in  the 
appearance  of  a  transient  term  connecting  the  current  values 
i0  and  iv  and  into  the  equation  of  the  transient  term  enters  the 
inductance. 

Count  the  time  t  from  the  moment  when  the  change  in  the 
continuous-current  circuit  starts,  and  denote  the  impressed 
e.m.f.  by  c0,  the  resistance  by  r,  and  the  inductance  by  L. 

%x  =  -°  =  current  in  permanent  or  stationary  condition  after 

the  change  of  circuit  condition. 

Denoting  by  i0  the  current  in  circuit  before  the  change,  and 
therefore  at  the  moment  t  =  0,  by  i  the  current  during  the 
change,  the  e.m.f.  consumed  by  resistance  r  is 

ir, 
and  the  e.m.f.  consumed  by  inductance  L  is 

_  di 

where  i  =  current  in  the  circuit. 

26 
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di 
Hence,  e0  =  ir  +  L-r>  (1) 

or,  substituting  e0  =  ijr,  and  transposing, 

-f*-^.  (2) 

This  equation  is  integrated  by 

--t  =  log(i-  ij  -  logc, 

where  —  log  c  is  the  integration  constant,  or, 

• 

r 
I  —  tl=  CS     L  • 

However,  for  J  =  0,  i  =  t0. 
Substituting  this,  gives 

hence,  i  ==  t\  +  (i0  -  it)  e         ,  (3) 

the  equation  of  current  in  the  circuit. 
The  counter  e.in.f.  of  self-inductance  is 

ei=-L^=r(;0-t>~*''  « 

hence  a  maximum  for  t  =  0,  thus : 

«if-r(ti-t1).  (5) 

The  e.m.f.  of  self-inductance  ex  is  proportional  to  the  change 
of  current  (i0  —  it),  and  to  the  resistance  r  of  the  circuit  after 
the  change,  hence  would  be  oo  for  r  =*  oo ,  or  when  opening  the 
circuit.  That  is,  an  inductive  circuit  cannot  be  opened  instantly, 
but  the  arc  following  the  break  maintains  the  circuit  for  some 
time,  and  the  voltage  generated  in  opening  an  inductive  circuit 
is  the  higher  the  quicker  the  break.  Hence  in  a  highly  inductive 
circuit,  as  an  electromagnet  *or  a  machine  field,  the  insulation 
may  be  punctured  by  excessive  generated  e.m.f.  when  quickly 
opening  the  circuit. 

As  example,  some  typical  circuits  may  be  considered. 
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21.  Starting  of  a  amtintums-current  lighting  circuit,  or  rwrwnr 
ductive  had. 

Let  e0  =  125  volts  =  impressed  e.m.f.  of  the  circuit,  and 
ix  =  1000  amperes  =  current  in  the  circuit  under  stationary 
condition;  then  the  effective  resistance  of  the  circuit  is 

r  =  eJ>  =  0.125  ohm. 
h 

Assuming  10  per  cent  drop  in  feeders  and  mains,  or  12.5  volts, 
gives  a  resistance,  r0  =  0.0125  ohm  of  the  supply  conductors. 
In  such  large  conductor  the  inductance  may  be  estimated  as 
10  mh.  per  ohm;  hence,  L  =  0.125  mh.  =  0.000125  henry. 

The  current  at  the  moment  of  starting  is  i0  =  0,  and  the  general 
equation  of  the  current  in  the  circuit  therefore  is,  by  substitution 

ln  (3)'  i  -  1000  (1  -  e-1000').  (6) 

The  time  during  which  this  current  reaches  half  value,  or 
i  =  500  amperes,  is  given  by  substitution  in  (6) 

500  =  1000  (1  -  «-loooo, 
hence         *  e"1000'  =  0.5, 

t  =  0.00069  seconds. 

The  time  during  which  the  current  reaches  90  per  cent  of  its 
full  value,  or  i  =  900  amperes,  is  t  =  0.0023  seconds,  that  is, 
the  current  is  established  in  the  circuit  in  a  practically  inappre- 
ciable time,  a  fraction  of  a  hundredth  of  a  second. 

22.  Excitation  of  a  motor  field. 

Let,  in  a  continuous-current  shunt  motor,  eQ  =  250  volts  = 
impressed  e.m.f.,  and  the  number  of  poles  =  8. 

Assume  the  magnetic  flux  per  pole,  4>0  =  12.5  megalines,  and 
the  ampere-turns  per  pole  required  to  produce  this  magnetic 
flux  as  IF  =  9000. 

Assume  1000  watts  used  for  the  excitation  of  the  motor 
field  gives  an  exciting  current 

1000      A 
%l  =  250  amPeres> 

and  herefrom  the  resistance  of  the  total  motor  field  circuit  is 
r  =  1°  =  62.5  ohms. 
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To  produce  &  =  9000  ampere-turns,  with  ix  =  4  amperes, 

<p 

requires  —  =  2250  turns  per  field  spool,  or  a  total  of  n  =  18,000 
ix 

turns. 

n  =  18,000  turns  interlinked  with  <fc0  =  12.5  megalines  gives 
a  total  number  of  interlinkages  for  it  =  4  amperes  of  n4>0  = 
225  X  109,  or  562.5  X  109  interlinkages  per  unit  current,  or 
10  amperes,  that  is,  an  inductance  of  the  motor  field  circuit 
L  =  562.5  henrys. 

The  constants  of  the  circuit  thus  are  eQ  =  250  volts;  r  =  62.5 
ohms;  L  =  562.5  henrys,  and  i0  =  0  =  current  at  time  t  =  0. 

Hence,  substituting  in  (3)  gives  the  equation  of  the  exciting 
current  of  the  motor  field  as 

i  =  4  (i  -  £-o.niif)        •  (7) 

Half  excitation  of  the  field  is  reached  after  the  time  t  =  6.23 
seconds; 

90  per  cent  of  full  excitation,  or  i  =  3.6  amperes,  after  the 
time  t  =  20.8  seconds. 

That  is,  such  a  motor  field  takes  a  very  appreciable  time 
after  closing  the  circuit  before  it  has  reached  approximately 
full  value  and  the  armature  circuit  may  safely  be  closed. 

Assume  now  the  motor  field  redesigned,  or  reconnected  so 
as  to  consume  only  a  part,  for  instance  half,  of  the  impressed 
e.m.f.,  the  rest  being  consumed  in  non-inductive  resistance. 
This  may  be  done  by  connecting  the  field  spools  by  two  in 
multiple. 

In  this  case  the  resistance  and  the  inductance  of  the  motor 
field  are  reduced  to  one-quarter,  but  the  same  amount  of 
external  resistance  has  to  be  added  to  consume  the  impressed 
e.m.f.,  and  the  constants  of  the  circuit  then  are:  e0  =  250 
volts;  r  =  31.25  ohms;  L  =  140.6  henrys,  and  i0  =  0. 

The  equation  of  the  exciting  current  (3)  then  is 

i  =  8  (1  -  r  °-2222/),  (8) 

that  is,  the  current  rises  far  more  rapidly.    It  reaches  0.5 
value  after  £  =  3.11  seconds,  0.9  value  after  t  =  10.4  seconds. 

An  inductive  circuit,  as  a  motor  field  circuit,  may  be  made 
to  respond  to  circuit  changes  more  rapidly  by  inserting  non- 
inductive  resistance  in  series  with  it  and  increasing  the  im- 
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pressed  e.m.f.,  that  is,  the  larger  the  part  of  the  impressed 
e.m.f.  consumed  by  non-inductive  resistance,  the  quicker  is  the 
change. 

Disconnecting  the  motor  field  winding  from  the  impressed 
ejn.f.  and  short-circuiting  it  upon  itself,  as  by  leaving  it  con- 
nected in  shunt  with  the  armature  (the  armature  winding 
resistance  and  inductance  being  negligible  compared  with  that 
of  the  field  winding),  causes  the  field  current  and  thereby  the 
field  magnetism  to  decrease  at  the  same  rate  as  it  increased  in 
(7)  and  (8),  provided  the  armature  instantly  comes  to  a  stand- 
still, that  is,  its  e.m.f.  of  rotation  disappears.  This,  however, 
is  usually  not  the  case,  but  the  motor  armature  slows  down 
gradually,  its  momentum  being  consumed  by  friction  and  other 
losses,  and  while  still  revolving  an  e.m.f.  of  gradually  decreas- 
ing intensity  is  generated  in  the  armature  winding;  this  e.m.f. 
is  impressed  upon  the  field. 

The  discharge  of  a  motor  field  winding  through  the  armature 
winding,  after  shutting  off  the  power,  therefore  leads  to  the 
case  of  an  inductive  circuit  with  a  varying  impressed  e.m.f. 

23.  Discharge  of  a  motor  field  minding. 

Assume  that  in  the  continuous-current  shunt  motor  dis- 
cussed under  22,  the  armature  comes  to  rest  tt  =  40  seconds 
after  the  energy  supply  has  been  shut  off  by  disconnecting  the 
motor  from  the  source  of  impressed  e.m.f.,  while  leaving  the 
motor  field  winding  still  in  shunt  with  the  motor  armature 
winding. 

The  resisting  torque,  which  brings  the  motor  to  rest,  may  be 
assumed  as  approximately  constant,  and  therefore  the  deceler- 
ation of  the  motor  armature  as  constant,  that  is,  the  motor 
speed  decreasing  proportionally  to  the  time. 

If  then  S  =  full  motor  speed,  S  (l  —  -J  is  the  speed  of  the 

motor  at  the  time  t  after  disconnecting  the  motor  from  the 
source  of  energy. 

Assume  the  magnetic  flux  4>  of  the  motor  as  approximately 
proportional  to  the  exciting  current,  at  exciting  current  i  the 

magnetic  flux  of  the  motor  is  *  =  -  4>0,  where  4>0=  12.5  mega- 

l\ 
lines  is  the  flux  corresponding  to  full  excitation  il  =  4  amperes. 


30  TRANSIENT  PHENOMENA 

The  e.m.f.  generated  in  the  motor  armature  winding  and 
thereby  impressed  upon  the  field  winding  is  proportional  to 

the  magnetic  flux  of  the  field,  *,  and  to  the  speed  S  (l J, 

and  since  full  speed  S  and  full  flux  *0  generate  an  e.m.f.  e0  = 

250  volts,  the  e.m.f.  generated  by  the  flux  *  and  speed  sll \9 

that  is,  at  time  t  is 

e-o^l-J;),  (9) 

and  since 

we  have  . 

e  «  *  (l  -  TJ;  (10) 

or  for  r  —  62.5  ohms,  and  tx  =  40  seconds,  we  have 

e  =  62.5i(l  -  0.025  0-  (11) 

Substituting  this  equation  (10)  of  the  impressed  e.m.f.  into 
the  differential  equation  (1)  gives  the  equation  of  current  i 
during  the  field  discharge, 

/        t  \  di 

ir\l-j)'ir  +  Ldi'  (12) 

hence, 


rtdt      di 
integrated  by  ^ 

-2iz=logct'' 

where  the  integration  constant  c  is  found  by 

t  =  0,    i  =  i.,    log  ci.  =  0,    c  =  -  i 

h 
hence,  ^ 


(13) 


2txL        b  i, 
or,  „ 


-logV,  (14) 


*-*>    ",L.  (15) 
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This  is  the  equation  of  the  field  current  during  the  time  in 
which  the  motor  armature  gradually  comes  to  rest. 
At  the  moment  when  the  motor  armature  stops,  or  for 

t  =  tv 

it  is  _* 

i2  =  t>   2L.  (16) 

This  is  the  same  value  which  the  current  would  have  with 
the  armature  permanently  at  rest,  that  is,  without  the  assistance 

of  the  e.m.f.  generated  by  rotation,  at  the  time  t  =  ^  . 

The  rotation  of  the  motor  armature  therefore  reduces  the 
decrease  of  field  current  so  as  to  require  twice  the  time  to  reach 
value  iv  that  it  would  without  rotation. 

These  equations  cease  to  apply  for  t  >  tv  that  is,  after  the 
armature  has  come  to  rest,  since  they  are  based  on  the  speed 

equation  £(1  —  -J,  and   this   equation   applies  only  up   to 

t  =  tv  but  for  t  >  ^  the  speed  is  zero,  and  not  negative,  as 


given 


byS(l-^-). 


That  is,  at  the  moment  t  =  tx  a  break  occurs  in  the  field 
discharge  curve,  and  after  this  time  the  current  i  decreases  in 
accordance  with  equation  (3),  that  is, 

or,  substituting  (16), 


-£H) 


(17) 
(18) 


Substituting  numerical  values  in  these  equations  gives : 
for  t  <  tv 

i  =  4  s-0*0013*8'2;  (19) 

for  t  =  tx  =  40, 

i  =  0.436;  (20) 

for  t  >  tv 

i  =  4  €- ciuid -»)#  (21) 
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Hence,  the  field  has  decreased  to  half  its  initial  value  after 
the  time  t  =  22.15  seconds,  and  to  one  tenth  of  its  initial 
value  after  t  =  40.73  seconds. 
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Fig.  5.    Field  discharge  current. 


Fig.  5  shows  as  curve  I  the  field  discharge  current,  by  equations 
(19),  (20),  (21),  and  as  curve  II  the  current  calculated  by  the 
equation 

i  =  4  £-  °"mi', 

that  is,  the  discharge  of  the  field  with  the  armature  at  rest,  or 
when  short-circuited  upon  itself  and  so  not  assisted  by  the 
e.m.f.  of  rotation  of  the  armature. 

The  same  Fig.  5  shows  as  curve  III  the  beginning  of  the  field 
discharge  current  for  L  =  4200,  that  is,  the  case  that  the  field 
circuit  has  a  much  higher  inductance,  as  given  by  the  equation 

%   =   4  €"  0-000185^ 

As  seen  in  the  last  case,  the  decrease  of  field  current  is  very  slow, 
the  field  decreasing  to  half  value  in  47.5  seconds. 

224.  Self-excitcUion  of  direct-current  generator. 

In  the  preceding,  the  inductance  L  of  the  machine  has  been 
assumed  as  constant,  that  is,  the  magnetic  flux  <I>  as  proportional 
to  the  exciting  current  i.  For  higher  values  of  <&,  this  is  not 
even  approximately  the  case.  The  self-excitation  of  the  direct- 
current  generator,  shunt  or  series  wound,  that  is,  the  feature 
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that  the  voltage  of  the  machine  after  the  start  gradually  builds 
up  from  the  value  given  by  the  residual  magnetism  to  its  full 
value,  depends  upon  the  disproportionality  of  the  magnetic  flux 
with  the  magnetizing  current.  When  considering  this  phenom- 
enon, the  inductance  cannot  therefore  be  assumed  as  constant. 

When  investigating  circuits  in  which  the  inductance  L  is  not 
constant  but  varies  with  the  current,  it  is  preferable  not  to  use 
the  term  "inductance"  at  all,  but  to  introduce  the  magnetic 
flux  *. 

The  magnetic  flux  *  varies  with  the  magnetizing  current  i  by 
an  empirical  curve,  the  magnetic  characteristic  or  saturation 
curve  of  the  machine.  This  can  approximately,  within  the  range 
considered  here,  be  represented  by  a  hyperbolic  curve,  as  was 
first  shown  by  Frdhlich  in  1882: 

-its-  ™ 

where  <f>  =  magnetic  flux  per  ampere,  in  megalines,  at  low 
density. 

—  =  magnetic  saturation  value,  or  maximum  magnetic  flux, 
b 

in  megalines,  and 

5  =  ^  W 

can  be  considered  as  the  ijiagnetic  exciting  reluctance  of  the 

machine  field  circuit,  which  here  appears  as  linear  function  of 

the  exciting  current  i. 

Considering  the  same  shunt-wound  commutating  machine  as 

in  (12)  and  (13),  having  the  constants  r  =  62.5  ohms  =  field 

resistance;  4>0  =  12.5  megalines  =  magnetic  flux  per  pole  at 

normal  m.m.f.;  SF  =  9000  ampere-turns  =  normal  m.m.f.  per 

pole;  n  =  18,000  turns  =  total  field  turns  (field  turns  per  pole 

18  000 
=  — J- —  =  2250),    and    ix  =  4    amperes  =  current    for    full 

o 

excitation,  or  flux,  *0  =  12.5  megalines. 

Assuming  that  at  full  excitation,  4>0,  the  magnetic  reluctance 
has  already  increased  by  50  per  cent  above  its  initial  value,  that 
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AinDf^iv—turns  % 

is,  that  the  ratio  —   ..   a — »  or  — ,  at  *=  4>  =  12.5  mega- 
9  magnetic  flux         *  #°  & 

lines  and  i  =  ii  —  4  amperes,  is  50  per  cent  higher  than  at  low 

excitation,  it  follows  that 

1  +  bit  =  1.5, 
or  (24) 

b  -  0.125. 

Since  *  —  it  —  4  produces  4>  =  4>0  =  12.5,  it  follows,  from 
(22)  and  (24) 

<t>  =  4.69. 

That  is,  the  magnetic  characteristic  (22)  of  the  machine  is 
approximated  by 

* -1+1267'  (25) 

Let  now  ec  =  e.m.f.  generated  by  the  rotation  of  the  arma- 
ture per  megaline  of  field  flux. 

This  e.m.f.  ec  is  proportional  to  the  speed,  and  depends  upon 
the  constants  of  the  machine.  At  the  speed  assumed  in  (12) 
and  (13),  4>0  =  12.5  megalines,  e0  =  250  volts,  that  is, 

ec  =^r  =20  volts. 

Then,  in  the  field  circuit  of  the  machine,  the  impressed  e.m.f., 
or  e.m.f.  generated  in  the  armature  by  its  rotation  through  the 
magnetic  field  is, 

e  =  6t:*  =  20*; 

the  e.m.f.  consumed  by  the  field  resistance  r  is 

ir  =  62.5  i; 

the  e.m.f.  consumed  by  the  field  inductance,  that  is,  generated 
in  the  field  coils  by  the  rise  of  magnetic  flux  *,  is 

11  dT10"1  =  18°  dr 

(4>  being  given  in  megalines,  e0  in  volts.) 
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The  differential  equation  of  the  field  circuit  therefore  is  (1) 


T  100  (ft 


(26) 


Since  this  equation  contains  the  differential  quotient  of  4>,  it 
is  more  convenient  to  make  4>  and  not  i  the  dependent  variable; 
then  substitute  for  i  from  equation  (22), 


* 


x  = 


<£-&*' 


which  gives 


or,  transposed, 


e4>  = 


100  eft 


4>r 


0-6*  +  100  d*  ' 
'    (0  -  &4>)  d4> 


n         *  { (<£ec  -  r)  -  6ec  4>  } 


(27) 


(28) 


(29) 


This  equation  is  integrated  by  resolving  into  partial  fraction 
by  the  identity 

(30) 


0-6*                 4 

ec  —  r  —  bec  *  ' 

<I>  j  (</>ec  -  r)  —  bec  4>  }      *      0< 

resolved,  this  gives 

<f>  -  6*  =  A  (<j>ec  -  r)  -  (Abec  *  -  B  *); 

6 

hence,                                A  = > 

<fcc-r 

B-      * 

<fxc-r 

and 

100  d*           <f>d  <J>                           6rd* 

(31) 


= r (32) 

n  (fa,  -  r)  *      (0er  —  r)  (</>e<.  —  r  —  6ec  4>) 

This  integrates  by  the  logarithmic  functions 

™l- -*=-,*•- ■&h«v*'*'-,-'m'*>+c- <33) 
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The  integration  constant  C  is  calculated  from  the  residual 
magnetic  flux  of  the  machine,  that  is,  the  remanent  magnetism 
of  the  field  poles  at  the  moment  of  start. 

Assume,  at  the  time,  t  =  0,  4>  =  4>r  =  0.5  megalines  =  residual 
magnetism  and  substituting  in  (33), 

0  -^zrr  l°s*'-  ,7^37)  **  <*>.  ~  '  -  Mv)+  o, 

and  herefrom  calculate  C. 
C  substituted  in  (33)  gives 

100*  _      </>  *  _  r  0ec  -  r  -  bec& 

n     ~<f>ec-r     g  *r     ec  (<f>ec  -  r)     g  <t>ec  -  r  -  6ec*r' 

or, 


100  et 
substituting 


__JJKh.,;-rbfgT7rl^j.    (35, 

e  =  ec# 
and 

where  cm  =  e.m.f.  generated  in  the  armature  by  the  rotation  in 
the  residual  magnetic  field, 

This,  then,  is  the  relation  between  e  and  t,  or  the  equation 
of  the  building  up  of  a  continuous-current  generator  from  its 
residual  magnetism,  its  speed  being  constant. 

Substituting  the  numerical  values  n  =  18,000  turns;  </>  = 
4.69  megalines;  b  =  0.125;  ee  =  20  volts;  r  =  62.5  ohms;  $r  = 
0.5  megaline,  and  em  =  10  volts,  we  have 

t  =  26.8  log  *  -  17.9  log  (31.25  -  2.5  $)  +  79.6      (37) 

and 

t  -  26.8  log  e  -  17.9  log  (31.25  -  0.125  e)  -  0.8.      (38) 
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Fig.  6  shows  the  e.m.f.  e  as  function  of  the  time  t.  As  seen, 
under  the  conditions  assumed  here,  it  takes  several  minutes 
before  the  e.m.f.  of  the  machine  builds  up  to  approximately 
full  value. 
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Fig.  0.    Building-up  curve  of  a  shunt  generator. 

The  phenomenon  of  self-excitation  of  shunt  generators  there- 
fore is  a  transient  phenomenon  which  may  be  of  very  long 
duration. 

From  equations  (35)  and  (36)  it  follows  that 


e  = 


<t*c  -  r 


250  volts 


(39) 


is  the  e.m.f.  to  which  the  machine  builds  up  at  t  =  <x>,  that  is, 
in  stationary  condition. 
To  make  the  machine  self-exciting,  the  condition 

4*e  -  r  >  0  (40) 

must  obtain,  that  is,  the  field  winding  resistance  must  be 

r  <  <f>en 


or, 


(41) 


r  <  93.8  ohms, 
or,  inversely,  ec,  which  is  proportional  to  the  speed,  must  be 


or, 


r 

ec>2J 
<P 


ec  >  13.3  volts. 


(42) 
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The  time  required  by  the  machine  to  build  up  decreases  with 
increasing  ee,  that  is,  increasing  speed;  and  increases  with 
increasing  r,  that  is,  increasing  field  resistance. 

25.  Self-excitation  of  direct-current  series  machine. 

Of  interest  is  the  phenomenon  of  self-excitation  in  a  series 
machine,  as  a  railway  motor,  since  when  using  the  railway  motor 
as  brake,  by  closing  its  circuit  upon  a  resistance,  its  usefulness 
depends  upon  the  rapidity  of  building  up  as  generator. 

Assuming  a  4-polar  railway  motor,  designed  for  e0  =  600  volts 
and  ix  =  200  amperes,  let,  at  current  i  =  ix  =  200  amperes,  the 
magnetic  flux  per  pole  of  the  motor  be  4>0=  10  megalines,  and 
8000  ampere-turns  per  field  pole  be  required  to  produce  this 
flux.  This  gives  40  exciting  turns  per  pole,  or  a  total  of  n  = 
160  turns. 

Estimating  8  per  cent  loss  in  the  conductors  of  field  and 
armature  at  200  amperes,  this  gives  a  resistance  of  the  motor 
circuit  r0  =  0.24  ohms. 

To  limit  the  current  to  the  full  load  value  of  ix  =  200  amperes, 
with  the  machine  generating  e0=  600  volts,  requires  a  total 
resistance  of  the  circuit,  internal  plus  external,  of 

r  =  3  ohms, 

or  an  external  resistance  of  2.76  ohms. 

600  volts  generated  by  10  megalines  gives 

ec=  60  volts  per  megaline  per  field  pole. 

Since  in  railway  motors  at  heavy  load  the  magnetic  flux  is 
carried  up  to  high  values  of  saturation,  at  ix  =  200  amperes  the 
magnetic  reluctance  of  the  motor  field  may  be  assumed  as  three 
times  the  value  which  it  has  at  low  density,  that  is,  in  equation 

(22)'  1  +  K,  -  3, 

or'  b  =  0.01, 

and  since  for  i  =  200,  4>  =  10,  we  have  in  (22) 

<f>  =  0.15, 

hence,  «  =  — Q  Q~ .  (43) 

represents  the  magnetic  characteristic  of  the  machine. 
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Assuming  a  residual  magnetism  of  10  per  cent,  or  $r  = 
1  megaline,  hence  em  =  cc4>r=  60  volts,  and  substituting  in 
equation  (36)  gives  n  =  160  turns;  <f>  =  0.15  megaline;  6  « 
0.01;  cc=  60  volts;  r  =  3  ohms;  *r=  1  megaline,  and  em  = 
60  volts, 

t  =  0.04  log  e  -  0.01333  log  (600  -  e)  -  0.08.        (44) 

This  gives  for  e  =  300,  or  0.5  excitation,  t  =  0.072  seconds; 
and  for  e  =  540,  or  0.9  excitation,  t  =  0.117  seconds;  that  is, 
such  a  motor  excites  itself  as  series  generator  practically  instantly, 
or  in  a  small  fraction  of  a  second. 

The  lowest  value  of  ee  at  which  self-excitation  still  takes  place 
is  given  by  equation  (42)  as 

ec=^  =  20, 

that  is,  at  one-third  of  full  speed. 

If  this  series  motor,  with  field  and  armature  windings  connected 
in  generator  position, — that  is,  reverse  position, — short-circuits 
upon  itself, 

r  =  0.24  ohms, 

we  have 

t  =  0.0274  log  e  -  0.00073  log  (876  -  e)  -  0.1075,       (45) 

that  is,  self-excitation  is  practically  instantaneous : 

e  =  300  volts  is  reached  after  t  =  0.044  seconds. 

/> 
Since   for  e  =  300  volts,  the  current   i  =  -  =  1250  amperes, 

the  power  is  p  =  ei  —  375  kw.,  that  is,  a  series  motor  short- 
circuited  in  generator  position  instantly  stops. 
Short-circuited  upon  itself,  r  =  0.24,  this  series  motor  still 

builds  up  at  ee  =  -  =  1.6,  and  since  at  full  load  speed  cc=  60, 

9 
ec  =  1.6  is  2.67  per  cent  of  full  load  speed,  that  is,  the  motor 
acts  as  brake  down  to  2.67  per  cent  of  full  speed. 

It  must  be  considered,  however,  that  the  parabolic  equation 
(22)  is  only  an  approximation  of  the  magnetic  characteristic, 
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and  the  results  based  on  this  equation  therefore  are  approximate 
only. 

One  of  the  most  important  transient  phenomena  of  direct- 
current  circuits  is  the  reversal  of  current  in  the  armature  coil 
short-circuited  by  the  commutator  brush  in  the  commutating 
machine.  Regarding  this,  see  "  Theoretical  Elements  of  Elec- 
trical Engineering,"  Part  II,  Section  B. 


CHAPTER  IV. 

INDUCTANCE  AND  RESISTANCE   IN   ALTERNATING- 
CURRENT   CIRCUITS. 

26.  In  alternating-current  circuits,  the  inductance  L,  or,  as 
it  is  usually  employed,  the  reactance  x  =  2  k/L}  where  /  =  fre- 
quency, enters  the  expression  of  the  transient  as  well  as  the 
permanent  term. 

At  the  moment  0  =  0,  let  the  e.m.f.  e  =  E  cos  (0  —  0O)  be 
impressed  upon  a  circuit  of  resistance  r  and  inductance  L,  thus 
inductive  reactance  x  =  2  k/L;  let  the  time  0  =  2  nft  be  counted 
from  the  moment  of  closing  the  circuit,  and  0O  be  the  phase  of 
the  impressed  e.m.f.  at  this  moment. 

In  this  case  the  e.m.f.  consumed  by  the  resistance  =  tr, 
where  i  =  instantaneous  value  of  current. 

The  e.m.f.  consumed  by  the  inductance  L  is  proportional 

di  di 

to  L  and  to  the  rate  of  change  of  the  current,  — ,  thus,  is  L  — , 

at  at 

or,  by  substituting  0  =  2  itflf  x  =  2  xfL,  the  e.m.f.  consumed 

by  inductance  is  x  —  • 

Since  c  =  E  cos  (0  —  0O)  =  impressed  e.m.f., 

di 
dd 

is  the  differential  equation  of  the  problem. 
This  equation  is  integrated  by  the  function 

i  =  /cos(0-  d)  +  Ara\  (2) 

where  e  =  basis  of  natural  logarithms  =  2.7183. 
Substituting  (2)  in  (1), 

E cos  (0  -  0O)  =  Ir  cos  (0 -  d)  +Are'aB -  Ix  sin  (0-d)-  Aaxe~a\ 
or,  rearranged : 

(2?  cos  0O  —  Zr  cos  9  —  Ix  sin  £)  cos  0  +  (E  sin  0O  -  Zr  sin  3 
+  7x  cos  <J)  sin  0  -  Ae~ae  (ax  -  r)  =  0. 

41 


£cos(0-0o)  -ir  +  x-  (1) 
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Since  this  equation  must  be  fulfilled  for  any  value  of  0,  if  (2) 
is  the  integral  of  (1),  the  coefficients  of  cos  0,  sin  0,  e"00  must 
vanish  separately. 

That  is, 

E  cos  0 0  —  It  cos  d  —  Ix  sin  d  =  0, 

J?  sin  0O  —  It  sin  5  +  Ix  cos  5  =  0, 


and 
Herefrom  it  follows  that 


ax  —  r  =  0. 


a  = 


(3) 


(4) 


Substituting  in  (3), 


and 


tan0t  = 


(5) 


z  =  vy  +  ^ 
where  0t  =  lag  angle  and  z  =  impedance  of  circuit,  we  have 


and 

and  herefrom 

and 


E  cos  0O  -  Iz  cos  (5  -  0J  =  0 
J?  sin  0O  -  /z  sin  (5  -  0t)  =  0,  J 


z 


9  -  0O  +  «»• 


(6) 


Thus,  by  substituting  (4)  and  (6)  in  (2),  the  integral  equation 
becomes 


E  -L* 

i cos  (0  -  0O  -  0J  +  i4e    *  , 

z 


(7) 


where  4  is  still  indefinite,  and  is  determined  by  the  initial  con- 
ditions of  the  circuit,  as  follows: 

for  0  =  0,        i  =  0; 

hence,  substituting  in  (7), 

0  =  -  cos  (0O  +  0,)  +  A, 
z 
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or, 

A -cos  (*,  +  *,)»  (8) 

z 

and,  substituted  in  (7), 

i  =  |  |  cos  (0  -  0O-  0J-  c "i#  cos  (0O  +  0t)  |  (9) 

is  the  general  expression  of  the  current  in  the  circuit. 

If  at  the  starting  moment  0  =  0  the  current  is  not  zero 
but  =  i0,  we  have,  substituted  in  (7), 

E 
io=-coa(0„  +  dl)  +A, 

Z 

E 

A  -  i0 cos  (0O  +  0t), 

z 

»  -  ||  cos  (0  -  0O  -  *t)-(coB  (0O  +  fft)-  ^)  c"#  j .    (10) 

27.   The  equation  of  current  (9)  contains  a  permanent  term 

—  cos  (0  —  0O  —  0J,  which  usually  is  the  only  term  considered, 

z  E    -L$ 

and  a  transient  term  —  e   x  cos  (*o  +  *i)« 
z 

The  greater  the  resistance  r  and  smaller  the  reactance  x,  the 

E   --• 

more  rapidly  the  term   —  e   x  cos  (0O  +  0^  disappears. 

z 

This  transient  term  is  a  maximum  if  the  circuit  is  closed  at 

the  moment   0O  =  —  0lf  that  is,  at  the  moment    when  the 

E 
permanent  value  of  current,  —  cos  (0  —  0O  —  dt),  should  be  a 

z 

maximum,  and  is  then 

—  e         • 
z 

The  transient  term  disappears  if  the  circuit  is  closed  at  the 
moment  0O  —  90°  —  0V  or  when  the  stationary  term  of  current 
passes  the  zero  value. 
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As  example  is  shown,  in  Fig.  7,  the  starting  of  the  current 

under  the  conditions  of  maximum  transient  term,  or  0O  =  —  0V 

x 
in  a  circuit  of  the  following  constants:    —  =  0.1,  corresponding 

r 

approximately  to  a  lighting  circuit,  where  the  permanent  value 
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Fig.  7.    Starting  current  of  an  inductive  circuit. 

of  current  is  reached  in  a  small  fraction  of  a  half  wave:  —  —  0.5, 

r 

corresponding  to  the  starting  of  $n  induction  motor  with  rheo- 

x 
stat  in  the  secondary  circuit;    —  =  1.5,  corresponding  to  an 

unloaded  transformer,  or  to  the  starting  of  an  induction  motor 

x 
with  short-circuited  secondary,  and  —  =  10,  corresponding  to  a 

r 

reactive  coil. 
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Fig.  8.    Starting  current  of  an  inductive  circuit. 


Of  the  last  case,  —  =  10,  a  series  of  successive  waves  are 
r 

plotted  in  Fig.  8,  showing  the  very  gradual  approach  to  perma- 
nent condition. 
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Fig.  9  shows,  for  the  circuit  —  =  1.5,  the  current  when  closing 

r 

the  circuit  0°,  30°,  60°,  90°,  120°,  150°  respectively  behind  the 

*ero  value  of  permanent  current. 

The  permanent  value  of  current  is  usually  shown  in  these 

diagrams  in  dotted  line. 
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Fig.  0.    Starting  current  of  an  inductive  circuit. 

28.  Instead  of  considering,  in  Fig.  9,  the  current  wave  as 
consisting    of    the    superposition    of    the    permanent   term 

/  cos  (0—0 ^  and  the  transient  term  —  h    *  cos  0O  the  current 
wave  can  directly  be  represented   by  the  permanent  term 
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Fig.  10.    Current  wave  represented  directly. 
/  cos  (0  —  0O)  by  considering  the  zero  line  of  the  diagram  as 


--B 


deflected   exponentially  to  the  curve  Ie    x   cos  0O  in  Fig.  10. 
That  is,  the  instantaneous  values  of  current  are  the  vertical 
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distances  of  the  sine  wave  /  cos  (0  —  0O)  from  the  exponential 

-r.$ 
curve   h    *      cos  0O,  starting  at  the  initial  value  of  perma- 
nent current. 
In  polar  coordinates,  in  this  case  /  cos  (0  —  0O)  is  the  circle, 

--• 

h    x      cos  0O  the  exponential  or  loxodromic  spiral. 

As  a  rul6,  the  transient  term  in  alternating-current  circuits 
containing  resistance  and  inductance  is  of  importance  only  in 
circuits  containing  iron,  where  hysteresis  and  magnetic  saturation 
complicate  the  phenomenon,  or  in  circuits  where  unidirectional 
or  periodically  recurring  changes  take  place,  as  in  rectifiers, 
and  some  such  cases  are  considered  in  the  following  chapters. 


CHAPTER  V. 

RESISTANCE,    INDUCTANCE,  AND    CAPACITY    IN    SERIE8. 
CONDENSER  CHARGE   AND.  DISCHARGE. 

29.  If  a  continuous  e.m.f .  e  is  impressed  upon  a  circuit  contain- 
ing resistance,  inductance,  and  capacity  in  series,  the  stationary 
condition  of  the  circuit  is  zero  current,  i  =  o,  and  the  poten- 
tial difference  at  the  condenser  equals  the  impressed  e.m.f., 
ex  =  c,  no  permanent  current  exists,  but  only  the  transient 
current  of  charge  or  discharge  of  the  condenser. 

The  capacity  C  of  a  condenser  is  defined  by  the  equation 

that  is,  the  current  into  a  condenser  is  proportional  to  the  rate 
of  increase  of  its  e.m.f .  and  to  the  capacity. 
It  is  therefore 

de  =-idt, 
and 

'  idt  (1) 


4/* 


is  the  potential  difference  at  the  terminals  of  a  condenser  of 
capacity  C  with  current  i  in  the  circuit  to  the  condenser. 

Let  then,  in  a  circuit  containing  resistance,  inductance,  and 
capacity  in  series,  e  =  impressed  e.m.f.,  whether  continuous, 
alternating,  pulsating,  etc.;  i  =  current  in  the  circuit  at  time  t; 
r  =  resistance;  L  =  inductance,  and  C  =  capacity;  then  the 
e.m.f.  consumed  by  resistance  r  is 

•    ™*; 

the  e.m.f.  consumed  by  inductance  L  is 

_  di 
Lt  — » 
dt 
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and  the  e.m.f .  consumed  by  capacity  C  is 

«.  -  bfm- 

hence,  the  impressed  e.m.f.  is 

Tdi      1    C.JA 

e  =  n  +  Ldi+cJldt'  (2) 

and  herefrom  the  potential  difference  at  the  condenser  terminals 
is 

1    C .,  .      r  di 

e^-fult-e-n-L--  (3) 

Equation  (2)  differentiated  and  rearranged  gives 
r  d*i         di      1  .      de 

Ld?  +  rdi  +  cl  =  di  (4) 

as  the  general  differential  equation  of  a  circuit  containing  resist- 
ance, inductance,  and  capacity  in  series. 
90.  If  the  impressed  e.m.f.  is  constant, 

e  =  constant, 

de 
then  ^  =  0, 

knd  equation  (4)  assumes  the  form,  for  continuous-current 
circuits, 

_  (Pi        di      1  . 

LH>  +  rdt  +  c%  =  0-  (5) 

This  equation  is  a  linear  relation  between  the  dependent  vari- 
able, i,  and  its  differential  quotients,  and  as  such  is  integrated 
by  an  exponential  function  of  the  general  form 

i*=Ae-«.    .  (6) 

(This  exponential  function  also  includes  the  trigonometric 
functions  sine  and  cosine,  which  are  exponential  functions  with 
imaginary  exponent  a.) 
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Substituting  (6)  in  (5)  gives 

this  must  be  an  identity,  irrespective  of  the  value  of  t,  to  make 
(6)  the  integral  of  (5).    That  is, 

a3L-ar+^  =  0.  (7) 

A  is  still  indefinite,  and  therefore  determined  by  the  terminal 
conditions  of  the  problem. 
From  (7)  follows 

• 21 « 

hence  the  two  roots, 

r  —  s 

and 

r  +  s 


(9) 


-yl'-'l 


where  s  =  yr2-  —  .  (10) 

Since  there  are  two  roots,  a,  and  a2,  either  of  the  two  expres- 
ions  (6),  e~att  and  e~a*,  and  therefore  also  any  combination  of 
these  two  expressions,  satisfies  the  differential  equation  (5). 

That  is,  the  general  integral  equation,  or  solution  of  differential 
equation  (5),  is 

_!^£,  _n±f, 

i  =  Ate     2L    +A2e     2L    .  (11) 

Substituting  (11)  and  (9)  in  equation  (3)  gives  the  potential 
difference  at  the  condenser  terminals  as 


(         i  r~*s  r+s  .   \ 


(12) 
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31.  Equations  (11)  and  (12)  contain  two  indeterminate  con- 
stants, Ax  and  Av  which  are  the  integration  constants  of  the 
differential  equation  of  second  order,  (5),  and  determined  by 
the  terminal  conditions,  the  current  and  the  potential  differ- 
ence at  the  condenser  at  the  moment  t  =  0. 

Inversely,  since  in  a  circuit  containing  inductance  and  capac- 
ity two  electric  quantities  must  be  given  at  the  moment  of 
start  of  the  phenomenon,  the  current  and  the  condenser  poten- 
tial —  representing  the  values  of  energy  stored  at  the  moment 
t  =  0  as  electromagnetic  and  as  electrostatic  energy,  respec- 
tively —  the  equations  must  lead  to  two  integration  constants, 
that  is,  to  a  differential  equation  of  second  order. 

Let  i  =  i0  =  current  and  el  =  e0  =  potential  difference  at 
condenser  terminals  at  the  moment  t  =  0;  substituting  in  (11) 
and  (12), 

i0  =*  At  +  A3 


and 
hence, 

and 


r  +  s  A       r  —  8  A  m 
eo s  e        2        x         2 


^i  — 


»0        w    ■         9         ° 


*,-  + 


r  +  s  . 

6«  —  6  H l« 


(13) 


and  therefore,  substituting  in  (11)  and  (12),  the  current  is 

r  —  s 
h 

£ 


r  +  s 
e.-e-l —  t, 


t  = 


2          0     _LZf  # 
2L  l 


8 


S 


(14) 


the  condenser  potential  is 

1 


*'=e-2 


r+s.                                j_r~8- 
(r-s) —  £    2i  -(r+s) *~2L 


(15) 
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For  no  condenser  charge,  or  i0  =  0,  e0  =  0,  we  have 


and 


*.-: 


a  __! .  . 

A*  ~    „  —  An 


substituting  in  (11)  and  (12),  we  get  the  charging  current  as 

(  —  r~*        _  r+* i  i 
i-?!,""'-,    «    j.  (16) 

The  condenser  potential  as 

(  1    r  _  Lzf|  -— <"1) 

For  a  condenser  discharge  or  i0  =  0,  e  —  e<>,  we  have 


and 


4,--.* 

1  s 


A    -  +  ?2  -  —  >l  • 


hence,  the  discharging  current  is 

i=_ioj£"2L'_e-2L      j.  (lg) 

The  condenser  potential  is 

eI-^j(r  +  «)«"^,,-(r-«)«"^''j.  (19) 

that  is,  in  condenser  discharge  and  in  condenser  charge  the 
currents  are  the  same,  but  opposite  in  direction,  and  the  con- 
denser potential  rises  in  one  case  in  the  same  way  as  it  falls  in 
the  other. 

32.  As  example  is  shown,  in  Fig.  11,  the  charge  of  a  con- 
denser  of  C  =  10   mf.   capacity   by  an   impressed  e.m.f.  of 
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e  =  1000  volts  through  a  circuit  of  r  =  250  ohms  resistance 
and  L  =  100  nih.  inductance;  hence,  s  =  150  ohms,  and  the 
charging  current  is 

i  =  6.667  {r-5001  -  e-2000t}  amperes. 

The  condenser  potential  is 

ex  =  1000  {1  -  1.333  r600'  +  0.333  e'2™']  volts. 


Fig.  11.    Charging  a  condenser  through  a  circuit  having  resistance  and  induc- 
tance.    Constant  potential.     Logarithmic  charge. 


33.  The  equations  (14)  to  (19)  contain  the  square  root, 


^ 


=  Vr»- 


4L 


hence,  they  apply  in  their  present  form  only  when 

c 

Ifr*  =  — ,  these  equations  become  indeterminate,  or  = —> 

4L 

and  if  r*  <  —^- ,  s  is  imaginary,  and  the  equations  assume  a 

complex  imaginary  form.    In  either  case    they  have  to  be 
rearranged  to  assume  a  form  suitable  for  application. 
Three  cases  have  thus  to  be  distinguished : 

4L 

(a)  r2  >  — ,  in  which  the  equations  of  the  circuit  can  be 

used  in  their  present  form.    Since  the  functions  are  exponen- 
tial or  logarithmic,  this  is  called  the  logarithmic  case. 
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4L 
(5)  r3  -■  —    is  called  the  critical  case,  marking  the  transi- 
tion between  (a)  and  (c),  but  belonging  to  neither. 

4L 

(c)  r3  <  -^-  .    In  this  case  trigonometric  functions  appear;  it 

is  called  the  trigonometric  case,  or  oscillation. 
34.  In  the  logarithmic  case, 

fJ>c" 


or, 


4  L  <  CV, 


that  is,  with  high  resistance,  or  high  capacity,  or  low  induc- 
tance, equations  (14)  to  (19)  apply. 

The  term  e  2L  is  always  greater  than  e  2L  ,  since  the 
former  has  a  lower  coefficient  in  the  exponent,  and  the  differ- 
ence of  these  terms,  in  the  equations  of  condenser  charge  and 
discharge,  is  always  positive.  That  is,  the  current  rises  from 
zero  at  t  =  0,  reaches  a  maximum  and  then  falls  again  to 
zero  at  i  =  oo,  but  it  never  reverses.    The  maximum  of  the 

current  is  less  than  i  =  -  • 

s 

The  exponential  term  in  equations  (17)  and  (19)  also  never 

reverses.    That  is,  the  condenser  potential  gradually  changes, 

without  ever  reversing  or  exceeding  the  impressed  e.m.f.  in  the 

charge  or  the  starting  potential  in  the  discharge. 

4L 
Hence,  in  the  case  r*  >  — ,  no  abnormal  voltage  is  pro- 

\j 

duced  in  the  circuit,  and  the  transient  term  is  of  short  duration, 

so  that  a  condenser  charge  or  discharge  under  these  conditions 

is  relatively  harmless. 

In  charging  or  discharging  a  condenser,  or  in  general  a  circuit 

containing  capacity,  the  insertion  of  a  resistance  in  series  in  the 

circuit   of  such  value  that  r3  >—    therefore   eliminates    the 

clanger  from  abnormal  electrostatic  or  electromagnetic  stresses. 

In  general,  the  higher  the  resistance  of  a  circuit,  compared 
with  inductance  and  capacity,  the  more  the  transient  term  is 
suppressed. 
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35.    In  a  circuit  containing  resistance  and  capacity  but  no 
inductance,  L  =  0,  we  have,  substituting  in  (5), 

(20) 


di 

1 
+  C 

i  = 

0, 

or,  transposing, 

di 

dt 

i 

==  — 

JO' 

t 

which  is  integrated  by 

i  • 

=  ce 

t 

'  rC 

9 

(21) 

where  c  =  integration  constant. 

Equation  (21)  gives  for  t  =  0,  i  =  c;  that  is,  the  current  at 
the  moment  of  closing  the  circuit  must  have  a  finite  value,  or 
must  jump  instantly  from  zero  to  c.  This  is  not  possible,  but 
so  also  it  is  not  possible  to  produce  a  circuit  without  any  induc- 
tance whatever. 

Therefore  equation  (21)  does  not  apply  for  very  small  values 
of  time,  t,  but  for  very  small  t  the  inductance,  L,  of  the  circuit, 
however  small,  determines  the  current. 

The  potential  difference  at  the  condenser  terminals  from  (3)  is 
et  =  e  —  ri 
hence  i 

ex=e-rce    w  (22) 

The  integration  constant  c  cannot  be  determined  from  equation 
(21)  at  I  =  0,  since  the  current  i  makes  a  jump  at  this  moment. 

But  from  (22)  it  follows  that  if  at  the  moment  t  =  0,  et  =  e„ 

e0  =  e  -  re, 

,  e-  en 

hence,  c  =  - 


"0 

—  i 


and  herefrom  the  equations  of  the  non-inductive  condenser 

circuit, 

_  j_ 

i  =  (e  -  eq)e   *  (23) 

r 

and  -z*  /oM 

ex  =  e  -  (e  -  e0)e    rC.  (24) 

As  seen,  these  equations  do  not  depend  upon  the  current  i0  in 
the  circuit  at  the  moment  before  t  =  0. 
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36.  These  equations  do  not  apply  for  very  small  values  of  t, 
but  in  this  case  the  inductance,  L,  has  to  be  considered,  that  is, 
equations  (14)  to  (19)  used. 

For  L  =  0  the  second  term  in  (14)  becomes  indefinite,  as  it 

contains  e  °   ,  and  therefore  has  to  be  evaluated  as  follows: 
For  L  —  0,  we  have 

s  =  r, 

r  +  s 

— ^—  =  r, 


and 

r  —  s 


=  0 


and,  developed  by  the  binomial  theorem,  dropping  all  but  the 
first  term, 


— h-v^HI 


2L 
rC' 


and 


r  +  8      r 
2L   ~~L 

Substituting  these  values  in  equations  (14)  and  (15)  gives  the 
current  as 

i  -  e-^?e  "^  -  e-e»-rVi<  (25) 

r  r 

and  the  potential  difference  at  the  condenser  as 

et  -  e  -  (e  -  O  t  ■  *;  (26) 

that  is,  in  the  equation  of  the  current,  the  term 

«-««-"tf-£' 
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has  to  be  added  to  equation  (23).  This  term  makes  the  transition 
from  the  circuit  conditions  before  t  =  0  to  those  after  t  =  0, 
and  is  of  extremely  short  duration. 

For  instance,  choosing  the  same  constants  as  in  §  32,  namely: 
e  =  1000  volts;  r  =  250  ohms;  C  =  10  mf.,  but  choosing  the 
inductance  as  low  as  possible,  L  =  5  mh.,  gives  the  equations 
of  condenser  charge,  i.e.,  for  i0  =  0  and  e0  =  0, 

i  =  4  {$-«»*  -  £-M,000/ j 

and 

ex  =  1000  {1  -e"400'}. 

The  second  term  in  the  equation  of  the  current,  e-50000',  has 
decreased  already  to  1  per  cent  after  t  =  17.3  X  10"  *  seconds, 
while  the  first  term,  e"400',  has  during  this  time  decreased  only 
by  0.7  per  cent,  that  is,  it  has  not  yet  appreciably  decreased. 

37.  In  the  critical  case, 

and  s  =  0, 


°»  =  a'  =  2L' 


At  =  -A,= 


e-e,  ~2lo 


Hence,  substituting  in  equation  (14)  and  rearranging, 

<-(«-*-s<-K"'('"~.    )•     (27) 


The  last  term  of  this  equation, 


N      e2Li-e~2L'       0 
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that  is,   becomes  indeterminate  for  s  =  0,   and  therefore  is 
evaluated  by  differentiation, 

dN 


Substituting  (28)  in  (27)  gives  the  equation  of  current, 

*"i(e  "'•"£■*•)•  _i*'-  (29) 

The  condenser  potential  is  found,  by  substituting  in  (15),  to  be 

tl  =  e-(e-e9-r-ioy^'-l ^ (30) 

The  last  term  of  this  equation  (30)  is 

(31) 
For  8  =  0,  the  first  term  of  this  equation  (31),  by  substituting 

(28),  becomes  — ,  the  second  term  =  1,  and  substituting  in  (30), 
2  Li 

this  gives  the  condenser  potential  as 

e^e-\i+Me-e°-r2iay^-   (32) 

Herefrom  it  follows  that  for  the  condenser  charge,  t0  =  0  and 
*o  =  0, 


i  =  -ee 


2L 


and 


•.-Hl+&-A'\> 
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for  the  condenser  discharge,  i0  =  0  and  e  =  0, 


t      —  i 


i  =  -  t  eae 


2L 


and 


*-(»+5zKA'- 


38.  As  an  example  are  shown,  in  Fig.  12,  the  charging  current 
and  the  potential  difference  at  the  terminals  of  the  condenser, 
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Fig.  12.    Charging  a  condenser  through  a  circuit  having  resistance  and  induc- 
tance.    Constant  potential.    Critical  charge. 

in  a  circuit  having  the  constants,  e  =  1000  volts;  C  =  10  mf.; 
L  =  100  mh.,  and  such  resistance  as  to  give  the  critical  start, 
that  is, 


-v^- 


200  ohms. 


In  this  case, 
and 


i  -  10,000  JT1000* 

ex  -  1000  {1  -  (1  +  1000  0  c"1000'}. 
39.   In  the  trigonometric  or  oscillating  case, 


r3< 


4L 


The  term  under  the  square  root  (10)  is  negative,  that  is,  the 
square  root,  s,  is  imaginary,  and  ax  and  a2  are  complex  imaginary 
quantities,  so  that  the  equations  (11)  and  (12)  appear  in  imagi- 
nary form.     They  obviously  can  be  reduced  to  real  terms, 
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since  the  phenomenon  is  real.  Since  an  exponential  function 
with  imaginary  exponents  is  a  trigonometric  function,  and 
inversely,  the  solution  of  the  equation  thus  leads  to  trigono- 
metric functions,  that  is,  the  phenomenon  is  periodic  or  oscil- 
lating. 
Substituting  s  =  jq,  we  have 


«-^p 


(33) 


and 


<V 


J9 


2 

r  +  jq 


2 


Substituting  (34)  in  (11)  and  (12),  and  rearranging, 


(34) 


(35) 


(36) 


Between   the  exponential   function   and   the   trigonometric 
functions  exist  the  relations 


and 


* +*•  =  cos  v  +  ]  sin  v 


e   ,v  =  cos  v  —  j  sin  v. 


(37) 


Substituting  (37)  in  (35),  and  rearranging,  gives 

i  -  «  "    j  (A,  +  4,)  cos^*  +  /  (A,  -  4,)  sin  -|-  <| 

Substituting  the  two  new  integration  constants, 
Bt  =  Al  +  At       ] 


and 
gives 


5,  = /(A, -A,),  J 
»-«_5X'  j^cos^  +  ^sin^j. 


(38) 


(39) 
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In  the  same  manner,  substituting  (37)  in  (36),  rearranging, 
and  substituting  (38),  gives 


-h<{rB1  +  qB  q 

»,-«-«  \ 2        C     2L    + 


rBt-gBx 


sin 


M- m 


Bx  and  B2  are  now  the  two  integration  constants,  determined 
by  the  terminal  conditions.  That  is,  for  t  =  0,  let  i  =  i0  =  cur- 
rent and  et  =  e0  =  potential  difference  at  condenser  terminals, 
and  substituting  these  values  in  (39)  and  (40)  gives 


and 


hence, 
and 


h 

-*i 

e0 

=  e  — 

rBt  + 
2 

> 

*. 

-*. 

B2 

2(e 

-«.)" 

"  «'o 

9 

(41) 


Substituting  (41)  in  (39)  and  (40)  gives  the  general  equations 
of  condenser  oscillation: 
the  current  is 


~  77 '  {  .  Q    .       2  (e  —  ea)  —  n'    .      a     ) 

and  the  potential  difference  at  condenser  terminals  is 


(42) 


2L 


r  (e-e0)  - 


r*+<f  . 


(C-60)COS^  + 


'   .      q 
sin-/ 


(43) 


Herefrom  follow  the  equations  of  condenser  charge  and  dis- 
charge, as  special  case : 
For  condenser  charge,  i0  =  0;     e0  =  0,  we  have 


2e  -oT(  .      q 

i  = e    2L  sin  -±  * 

g  2  L 


(44) 


and 
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8|=ejl-e-^(cos2^i  +  r-sin2^)j, 


and  for  condenser  discharge,  i0  =  0,  c  =  0,  we  have 


and 


9 


2eoritt-    q 


ex  -  v 


51' j 


8,11  2L4 


q  r  .      a 

cos^-  t+  -sin  ^jt 
2  L        q       2L 
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(45) 

(46) 
(47) 


40.  As  an  example  is  shown  the  oscillation  of  condenser 
charge  in  a  circuit  having  the  constants,  e  =  1000  volts;  L  = 
100  mh.,  and  C  =  10  mf. 
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Fig.  13.    Charging  a  condenser  through  a  circuit  having  resistance  and  induc- 
tance.    Constant  potential.     Oscillating  charge. 

(a)  In  Fig.  13,  r  =  100  ohms,  hence,  q  =  173  and  the  current  is 

i  =  11.55  e-600A  sin  866*; 

the  condenser  potential  is 

ex  -  1000{1  -e-500'  (cos 866  *  + 0.577 sin 8660}. 

(6)  In  Fig.  14,  r  =  40  ohms,  hence,  q  =  196  and  the  current 
is 

i  =  10.2  e-200'  sin  980*; 

the  condenser  potential  is 

ex  =  1000  {1  -  £"200'  (cos  980*  +  0.21  sin  980  t)\ . 
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41.  Since  the  equations  of  current  and  potential  difference 
(42)  to  (47)  contain  trigonometric  functions,  the  phenomena 
are  periodic  or  waves,  similar  to  alternating  currents.    They 


-21' 


differ  from  the  latter  by  containing  an  exponential  factor  e 
which  steadily  decreases  with  increase  of  L    That  is,  the  suo- 
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Fig.  14. 


Charging  a  condenser  through  a  circuit  having  resistance  and  induc- 
tance.   Constant  potential.    Oscillating  charge. 


cessive  half  waves  of  current  and  of  condenser  potential  pro- 
gressively decrease  in  amplitude.  Such  alternating  waves  of 
progressively  decreasing  amplitude  are  called  oscillating  waves. 

Since  equations  (42)  to  (47)  are  periodic,  the  time  t  can  be 
represented  by  an  angle  0,  so  that  one  complete  period  is  denoted 
by  2  n  or  one  complete  revolution, 


e=flt  =  2nft. 


(48) 


2"  =  2T' 

hence,  the  frequency  of  oscillation  is 


/- 


4*L 


or,  substituting 


v   C 


gives  the  frequency  of  oscillation  as 


J      2  t;  v  LC     \2L) 


(49) 


(50) 
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This  frequency  decreases  with  increasing  resistance  r,  and 

(r  V       1  4  L 

—J  =*  j-z„  that  is,  r2  =  — ,  or  the  critical 

case,  where  the  phenomenon  ceases  to  be  oscillating. 

If  the  resistance  is  small,  so  that  the  second  term  in  equa- 
tion (50)  can  be  neglected,  the  frequency  of  oscillation  is 

/- \=-  (51) 

Substituting  0  for  t  by  equation  (48) 

in  equations  (42)  and  (43)  gives  the  general  equations, 


i=  e 


*{ 


«    <  t,  cos  0  + 


(e-«o)-2l'o 
2? 


sin0 


et  =  e  —  e    q 


f          ^     1*  +  <f  - 
(e  —  60)  cos  0H sin  0 


and 


0  =  2  7r/i 


4rL 


2*VL<7     \2L/       • 


(52) 

,(53) 
(48) 

(50) 


42.  If  the  resistance  r  can  be  neglected,  that  is,  if  r3  is  small 

4L 
compared  with  — ,  the  following  equations  are  approximately 


exact: 
and 


/- 


1 


or. 


2k/' 


2*vOC 
1 


VbC 


(54) 


(55) 
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Introducing    now    x  =  2  nfL  =  inductive    reactance    and 
xf  =  =  capacity  reactance,  and   substituting    (55),  we 

have 


and 


hence, 


-ft 


'-4 


xf  =  X, 


that  is,  the  frequency  of  oscillation  of  a  circuit  containing 
inductance   and   capacity,    but   negligible   resistance,   is   that 

frequency  /  which  makes  the  condensive  reactance  xf 


equal  the  inductive  reactance  x  =  2  njh\ 


2;r/C 


y_,_v/|. 

(56) 

Then  (54), 

?  =  2x, 

(57) 

and  the  general  equations  (52)  and  (53)  are 

t  =  e    2« 

(6  "  6o)  "  2  *° 

L  cos  0  H sin0 

4x 

> 

(58) 

6,  =  e  —  e    2x    J  | 

s       a  ■  r(e-e0)-2xH' 

e  -e0)  cos  6  + 2-s ! 

Jx 

sin 

*(;(») 

*=vf  («» 


and  by  (48)  and  (55) : 


6  = 


VIC 
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43.   Due  to  the  factor  e   2L  ,  successive  half  waves  of  oscilla- 
tion decrease  the  more  in  amplitude,  the  greater  the  resistance  r. 
The  ratio  of  the  amplitude  of  successive  half  waves,  or.  the 

decrement  of  the  oscillation,  is  A  =  £   2L  ,  where  tx  =  duration 

of  one  half  wave  or  one  half  cycle,  =  —  • 

2/ 


A 

0J 

c<  - 

1 

* 

^V.i 

a  = 

*■ 
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0  i 

02 
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(J 

~i 
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Fig.  15.     Decrement  of  Oscillation. 


Hence,  from  (50), 


and 


Denoting  the  critical  resistance  as 


r,*  =  --=-  > 


(60) 
(61) 


we  have 


*-.--.' <@F>, 


or, 


(62) 


a  = 


^')'-; 
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that  is,  the  decrement  of  the  oscillating  wave,  or  the  decay  of 
the  oscillation,  is  a  function  only  of  the  ratio  of  the  resistance 
of  the  circuit   to  its  critical  resistance,  that  is,  the  minimum 
resistance  which  makes  the  phenomenon  non-oscillatory. 
In  Fig.  15  are  shown  the  numerical  values  of  the  decrement  A, 

p 

for  different  ratios  of  actual  to  critical  resistance  —  • 

ri 

As  seen,  for  r  >  0.21  rv  or  a  resistance  of  the  circuit  of  more 
than  21  per  cent  of  its  critical  resistance,  the  decrement  A  is 
below  50  per  cent,  or  the  second  half  wave  less  than  half  the  first 
one,  etc. ;  that  is,  very  little  oscillation  is  left. 

Where  resistance  is  inserted  into  a  circuit  to  eliminate  the 
danger  from  oscillations,  one-fifth  of  the  critical  resistance,  or 

r  —  0.4  y  — ,  seems  sufficient  to  practically  dampen  out  the 
oscillation. 


CHAPTER  VL 

OSCILLATING  CURRENTS. 

44.  The  charge  and  discharge  of  a  condenser  through  an 
inductive  circuit  produces  periodic  currents  of  a  frequency 
depending  upon  the  circuit  constants. 

The  range  of  frequencies  which  can  be  produced  by  electro- 
dynamic  machinery  is  rather  limited:  synchronous  machines 
or  ordinary  alternators  can  give  economically  and  in  units  of 
larger  size  frequencies  from  10  to  125  cycles.  Frequencies 
below  10  cycles  are  available  by  commutating  machines  with 
low  frequency  excitation.  Above  125  cycles  the  difficulties 
rapidly  increase,  due  to  the  great  number  of  poles,  high  periph- 
eral speed,  high  power  required  for  field  excitation,  poor  regu- 
lation due  to  the  massing  of  the  conductors,  which  is  required 
because  of  the  small  pitch  per  pole  of  the  machine,  etc.,  so  that 
1000  cycles  probably  is  the  limit  of  generation  of  constant 
potential  alternating  currents  of  appreciable  power  and  at  fair 
efficiency.  For  smaller  •  powers,  a  few  kilowatts,  by  using 
shunted  capacity  to  assist  the  excitation,  and  not  attempting 
to  produce  constant  potential,  single-phase  alternators  have 
been  built  and  are  in  commercial  service  giving  10,000  and  even 
100,000  cycles,  and  200,000-cycle  alternators  are  being  designed 
for  wireless  telegraphy  and  telephony. 

Still,  even  going  to  the  limits  of  peripheral  speed,  and  sacri- 
ficing everything  for  high  frequency,  a  limit  is  reached  in  the 
frequency  available  by  electrodynamic  generation. 

It  becomes  of  importance,  therefore,  to  investigate  whether 
by  the  use  of  the  condenser  discharge  the  range  of  frequencies 
can  be  extended. 

Since  the  oscillating  current  approaches  the  effect  of  an 
alternating  current  only  if  the  damping  is  small,  that  is,  the 
resistance  low,  the  condenser  discharge  can  be  used  as  high 
frequency  generator  only  by  making  the  circuit  of  as  low  resist- 
ance as  possible. 

67 


68  TRANSIENT  PHENOMENA 

This,  however,  means  limited  power.  When  generating  oscillat- 
ing currents  by  condenser  discharge,  the  load  put  on  the  circuit, 
that  is,  the  power  consumed  in  the  oscillating-current  circuit, 
represents  an  effective  resistance,  which  increases  the  rapidity 
of  the  decay  of  the  oscillation,  and  thus  limits  the  power,  and, 
when  approaching  the  critical  value,  also  lowers  the  frequency. 
This  is  obvious,  since  the  oscillating  current  is  the  dissipation 
of  the  energy  stored  electrostatically  in  the  condenser,  and  the 
higher  the  resistance  of  the  circuit,  the  more  rapidly  is  this 
energy  dissipated,  that  is,  the  faster  the  oscillation  dies  out. 

With  a  resistance  of  the  circuit  sufficiently  low  to  give  a  fairly 
well  sustained  oscillation,  the  frequency  is,  with  sufficient 
approximation, 

/ — w 

2tt  VXC 

46.  The  constants,  capacity,  C,  inductance,  L,  and  resistance,  r, 

have  no  relation  to  the  size  or  bulk  of  the  apparatus.    For 

instance,   a  condenser  of  1  mf.,  built  to  stand  continuously  a 

potential  of  10,000  volts,  is  far  larger  than  a  200-volt  condenser 

of  100  mf.  capacity.    The  energy  which  the  former  is  able  to 

Ce2 
store  is  —  =  50  joules,  while  the  latter  stores  only  2  joules, 

and  therefore  the  former  is  25  times  a3  large.  ' 

A  reactive  coil  of  0.1  henry  inductance,  designed  to  carry 

LP 
continuously  100  amperes,  stores—  =  500  joules;  a  reactive 

coil  of  1000  times  the  inductance,  100  henrys,  but  of  a  current- 
carrying  capacity  of  1  ampere,  stores  5  joules  only,  therefore  is 
only  about  one-hundredth  the  size  of  the  former. 

A  resistor  of  1  ohm,  carrying  continuously  1000  amperes,  is  a 
ponderous  mass,  dissipating  1000  kw.;  a  resistor  having  a 
resistance  a  million  times  as  large,  of  one  megohm,  may  be  a  lead 
pencil  scratch  on  a  piece  of  porcelain. 

Therefore  the  size  or  bulk  of  condensers  and  reactors  depends 

not  only  on  C  and  L  but  also  on  the  voltage  and  current  which 

can  be  applied  continuously,  that  is,  it  is  approximately  pro- 

Ce2        LP 
portional  to  the  energy  stored,    —  and  —  ,  or  since  in  electrical 
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engineering  energy  is  a  quantity  less  frequently  used  than 
power,  condensers  and  reactors  are  usually  characterized  by 
the  power  or  rather  apparent  power  which  can  be  impressed 
upon  them  continuously  by  referring  to  a  standard  frequency, 
for  which  60  cycles  is  generally  used. 

That  means  that  reactors,  condensers,  and  resistors  are  rated 
in  kilowatts  or  kilovolt-amperes,  just  as  other  electrical  appa- 
ratus, and  this  rating  characterizes  their  size  within  the  limits 
of  design,  while  a  statement  like  "a  condenser  of  10  mf."  or 
"a  reactor  of  100  mh."  no  more  characterizes  the  size  than  a 
statement  like  "an  alternator  of  100  amperes  capacity"  or  "a 
transformer  of  1000  volts." 

A  bulk  of  1  cu.  ft.  in  condenser  can  give  about  5  to  10 
kv-amp.  at  60  cycles.  Hence,  100  kv-amp.  constitutes  a  very 
large  size  of  condenser. 

In  the  oscillating  condenser  discharge,  the  frequency  of  oscil- 
lation is  such  that  the  inductive  reactance  equals  the  condensive 
reactance.  The  same  current  is  in  both  at  the  same  terminal 
voltage.  That  means  that  the  volt-amperes  consumed  by  the 
inductance  equal  the  volt-amperes  consumed  by  the  capacity. 

The  kilovolt-amperes  of  a  condenser  as  well  as  of  a  reactor 
are  proportional  to  the  frequency.  With  increasing  frequency, 
at  constant  voltage  impressed  upon  the  condenser,  the  current 
varies  proportionally  with  the  frequency;  at  constant  alter- 
nating current  through  the  reactor,  the  voltage  varies  propor- 
tionally with  the  frequency. 

If  then  at  the  frequency  of  oscillation,  reactor  and  con- 
denser have  the  same  kv-amp.,  they  also  have  the  same  at 
60  cycles. 

A  100-kv-amp.  condenser  requires  a  100-kv-amp.  reactive 
coil  for  generating  oscillating  currents.  A  100-kv-amp.  react- 
ive coil  has  approximately  the  same  size  as  a  50-kw.  trans- 
former and  can  indeed  be  made  from  such  a  transformer,  of 
ratio  1  : 1,  by  connecting  the  two  coils  in  series  and  inserting 
into  the  magnetic  circuit  an  air  gap  of  such  length  as  to  give 
the  rated  magnetic  density  at  the  rated  current. 

A  very  large  oscillating-current  generator,  therefore,  would 
consist  of  100-kv-amp.  condenser  and  100-kv-amp.  reactor. 

46.  Assuming  the  condenser  to  be  designed  for  10,000  volts 
alternating  impressed  e.m.f.  at  60  cycles,  the  100  kv-amp.  con- 
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denser  consumes   10  amperes:  its    condensive    reactance    is 

E  1 

ze  =  y  =  1000  ohms,  and  the  capacity  C==  =  2.65  mf. 

Designing  the  reactor  for  different  currents,  and  therewith 
different  voltages,  gives  different  values  of  inductance  L,  and 
therefore  of  frequency  of  oscillation  /. 

From  the  equations  of  the  instantaneous  values  of  the  con- 
denser discharge,  (46)  and  (47),  follow  their  effective  values,  or 
Vmean  square, 


and 


V2 


.-V^.-A'.^.Hfr 


q  V2y  L 

and  thus  the  power, 

•     e0\/O  -i' 


(63) 


(64) 


since  for  small  values  of  r 


*  =  2vf' 


Herefrom  would  follow  that  the  energy  of  each  discharge  is 

W=£Pldt=ef-rVcl.  (65) 

Therefore,  for  10,000  volts  effective  at  60  cycles  at  the  con- 
denser terminals,  the  e.m.f.  is 

e0  =  10,000  V2, 

and  the  condenser  voltage  is 

-  —  t 
ex  =  10,000 e    2L  . 

Designing  now  the   100-kv-amp.  reactive  coil  for  different 
voltages  and  currents  gives  for  an  oscillation  of  10,000  volts: 
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Reactive  Coil. 

React- 
ance. 

Inductance. 

Frequency 

of 
Oscillation. 

Oscillating 
Current. 

Oscillating 
Power. 

Amp. 
V 

Volte, 

-**--  x. 
2»/o 

/^       *      - 

Amp., 

Kv-amp., 
Pi- 

2»n/XC 

1 

10 

100 

1,000 

10,000 

100,000 

100,000 

10,000 

1,000 

100 

10 

1 

10» 
10s 
10 

10- » 
10- s 
10-  • 

265 
2.65 

2.66x10-' 
2.66x10-* 

2.65  x  10- • 

2.66  X10-8 

6 

60 

'   600 

6,000 

60,000 

600,000 

1 

10 

100 

1,000 

10,000 

100,000 

xe  2L 

10 

100 

1,000 

10,000 

100,000 

1,000,000 

-z' 

X£    L 

As  seen,  with  the  same  kilovolt-ampere  capacity  of  con- 
denser and  of  reactive  coil,  practically  any  frequency  of  oscil- 
lation can  be  produced,  from  low  commercial  frequencies  up  to 
hundred  thousands  of  cycles. 

At  frequencies  between  500  and  2000  cycles,  the  use  of  iron  in 
the  reactive  coil  has  to  be  restricted  to  an  inner  core,  and  at 
frequencies  above  this  iron  cannot  be  used,  since  hysteresis 
and  eddy  currents  would  cause  excessive  damping  of  the  oscil- 
lation.   The  reactive  coil  then  becomes  larger  in  size. 

47.  Assuming  96  per  cent  efficiency  of  the  reactive  coil  and 
99  per  cent  of  the  condenser, 


gives 


r  =  0.05  x, 


r  =  0.05\/^ 


since 


x  =  2  nfL, 


2t:VLC 


and  the  energy  of  the  discharge,  by  (65),  is 


W  =  — -  VZG  =  10  e0*  C  volt-ampere-seconds; 


thus  the  power  factor  is 


cos  00  =  0.05. 
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Since  the  energy  stored  in  the  capacity  is 
W.-  ^joules, 
the  critical  resistance  is 


'.-»V& 


0' 
hence, 

-  =  0.025, 

and  the  decrement  of  the  oscillation  is 

A  =  0.92, 

that  is,  the  decay  of  the  wave  is  very  slow  at  no  load. 

Assuming,  however,  as  load  an  external  effective  resistance 
equal  to  three  times  the  internal  resistance,  that  is,  an  elec- 
trical efficiency  of  75  per  cent,  gives  the  total  resistance  as 

r  +  %*  =  0.2  x; 
hence, 

—!—  =  0.1, 

and  the  decrement  is 

A  =  0.73; 

hence  a  fairly  rapid  decay  of  the  wave. 

At  high  frequencies,  electrostatic,  inductive,  and  radiation 
losses  greatly  increase  the  resistance,  thus  giving  lower  effi- 
ciency and  more  rapid  decay  of  the  wave. 

48.  The  frequency  of  oscillation  does  not  directly  depend 
upon  the  size  of  apparatus,  that  is,  the  kilovolt-ampere  capacity 
of  condenser  and  reactor.    Assuming,  for  instance,  the  size,  in 

kilovolt-amperes,  reduced  to  — ,  then,  designed  for  the  same 

n 

voltage,  condenser  and  reactor,  each  takes  —  the  current,  that 

n 

is,  the  condensive  reactance  is  n  times  as  great,  and  therefore 

the  capacity  of  the  condenser,  C,  reduced  to  — ,  the  inductance,  L, 

n 
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is  increased  n-fold,  so  that  the  product  CL,  and  thereby  the 
frequency,  remains  the  same;  the  power  output,  however,  of  the 

oscillating  currents  is  reduced  to—. 

The  limit  of  frequency  is  given  by  the  mechanical  dimensions. 

With  a  bulk  of  condenser  of  10  to  20  cu.  ft.,  the  minimum 
length  of  the  discharge  circuit  cannot  well  be  less  than  10  ft.; 
10  ft.  of  conductor  of  large  size  have  an  inductance  of  at  least 
0.002  mh.  =  2  X  10  ~6,  and  the  frequency  of  oscillation  would 
therefore  be  limited  to  about  60,000  cycles  per  second,  even 
without  any  reactive  coil,  in  a  straight  discharge  path. 

The  highest  frequency  which  can  be  reached  may  be  estimated 
about  as  follows: 

The  minimum  length  of  discharge  circuit  is  the  gap  between 
the  condenser  plates. 

The  minimum  condenser  capacity  is  given  by  two  spheres, 
since  small  plates  give  a  larger  capacity,  due  to  the  edges. 

The  minimum  diameter  of  the  spheres  is  1.5  times  their 
distance,  since  a  smaller  sphere  diameter  does  not  give  a  clean 
spark  discharge,  but  a  brush  discharge  precedes  the  spark. 

With  e0  =  10,000  v^2,  the  spark  gap  length  between  spheres 
is  e=  0.3  in.,  and  the  diameter  of  the  spheres  therefore  0.45  in. 
The  oscillating  circuit  then  consists  of  two  spheres  of  0.45  in., 
separated  by  a  gap  of  0.3  in. 

This  gives  an  approximate  length  of  oscillating  circuit  of 

0  3  X  10~8 
0.5  in.,  or  an  inductance  L  =    '  =0.125  X  10"7  henry. 

The  capacity  of  the  spheres  against  each  other  may  be 
estimated  as  C  =  50  X  10" 8  mf.;  this  gives  the  frequency  of 


iroviiuti/uji*  «o 

e0  = 

1 

=  2  X  10', 
J  volts, 

or,  2  billion  cycles 
At 

2  WW 

•  10,000  VI 

«t  - 

=  10,000  e" 

'5X'  volts, 

i  = 

T 

2.83  e~" 

t 
amp., 

and 

Pi  = 

.  28.3  «~  X 

t 
kv-amp. 
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Reducing  the  size  and  spacing  of  the  spheres  proportionally, 
and  proportionally  lowering  the  voltage,  gives  still  higher 
frequencies. 

As  seen,  however,  the  power  of  the  oscillation  decreases  with 
increasing  frequency,  due  to  the  decrease  of  size  and  therewith 
of  storage  ability,  of  capacity,  and  of  inductance. 

With  a  frequency  of  billions  of  cycles  per  second,  the  effective 
resistance  must  be  very  large,  and  therefore  the  damping  rapid. 

Such  an  oscillating  system  of  two  spheres  separated  by  a  gap 
would  have  to  be  charged  by  induction,  or  the  spheres  charged 
separately  and"  then  brought  near  each  other,  or  the  spheres 
may  be  made  a  part  of  a  series  of  spheres  separated  by  gaps  and 
connected  across  a  high  potential  circuit,  as  in  some  forms  of 
lightning  arresters. 

Herefrom  it  appears  that  the  highest  frequency  of  oscillation 
of  appreciable  power  which  can  be  produced  by  a  condenser 
discharge  reaches  billions  of  cycles  per  second,  thus  is  enormously 
higher  than  the  highest  frequencies  which  can  be  produced  by 
electrodynamic  machinery. 

At  five  billion  cycles  per  second,  the  wave  length  is  about 
6  cm.,  that  is,  the  frequency  only  a  few  octaves  lower  than 
the  lowest  frequencies  observed  as  heat  radiation  or  ultra  red 
light. 

The  average  wave  length  of  visible  light,  55  X  10~6  cm., 
corresponding  to  a  frequency  of  5.5  X  1014  cycles,  would  require 
spheres  10~5  cm.  in  diameter,  that  is,  approaching  molecular 
dimensions. 

OSCILLATING-CURRENT  GENERATOR. 

49.  A  system  of  constant  impressed  e.m.f.,  e,  charging  a  con- 
denser C  through  a  circuit  of  inductance  L  and  resistance  r,  with 
a  discharge  circuit  of  the  condenser,  C,  comprising  an  air  gap 
in  series  with  a  reactor  of  inductance  L0  and  a  resistor  of  resist- 
ance r0,  is  a  generator  of  oscillating  current  if  the  air  gap  is  set 
for  such  a  voltage  e0  that  it  discharges  before  the  voltage  of  the 
condenser  C  has  reached  the  maximum,  and  if  the  resistance  r0 
is  such  as  to  make  the  condenser  discharge  oscillatory,  that  is, 

2     *Lo 

To  <  -7T  * 
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In  such  a  system,  as  shown  (liagrammatically  in  Fig.  16,  as 
soon,  during  the  charge  of  the  condenser,  as  the  terminal  voltage 
at  C  and  thereby  at  the  spark  gap  has  reached  the  value  e0,  the 
condenser  C  discharges  over  this  spark  gap,  its  potential  dif- 
ference falls  to  zero,  then  it  charges  again  up  to  potential  differ- 
ence e„  discharges,  etc.    Thus  a  series  of  oscillating  discharges 


Fig.  16.     Oscillating-current  generator. 

occur  in  the  circuit,  L0,  r0,  at  intervals  equal  to  the  time  required 
to  charge  condenser  C  over  reactor  L  and  resistor  r,  up  to  the 
potential  difference  e0,  with  an  impressed  e.m.f.  e. 

The  resistance,  r,  obviously  should  be  as  low  as  possible,  to 
get  good  efficiency  of  transformation;  the  inductance,  L,  must 
be  so  large  that  the  time  required  to  charge  condenser  C  to 
potential  e0  is  sufficient  for  the  discharge  over  L0,  r0  to  die  out 
and  also  the  spark  gap  e0  to  open,  that  Ls,  the  conducting  products 
of  the  spark  in  the  gap  0O  to  dissipate.  This  latter  takes  a  con- 
siderable time,  and  an  air  blast  directed  against  the  spark  gap  e0, 
by  carrying  away  the  products  of  the  discharge,  permits  a  more 
rapid  recurrence  of  the  discharge.  The  velocity  of  the  air  blast 
(and  therefore  the  pressure  of  the  air)  must  be  such  as  to  carry 
the  ionized  air  or  the  metal  vapors  which  the  discharge  forms 
in  the  gap  ^0  out  of  the  discharge  path  faster  than  the  con- 
denser recharges. 

Assuming,  for  instance,  the  spark  gap,  e0,  set  for  20,000  volts, 
or  about  0.75  in.,  the  motion  of  the  air  blast  during  successive 
discharges  then  should  be  large  compared  with  0.75  in.,  hence 
at  least  3  to  6  in.  With  1000  discharges  per  second,  this  would 
require  an  air  velocity  of  v  =  250  to  500  feet  per  second,  with 
5000  discharges  per  second  an  air  velocity  of  v  =  1250  to  2500 
feet  per  second,  corresponding  to  an  air  pressure  of  approximately 
p  -  14.7  { (1  +  2  v*  10  " 7)3'5  -  1 }  lb.  per  sq.  in.,  or  0.66  to  2.75 
lb.  in  the  first,  23  to  230  lb.  in  the  second  case. 
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While  the  condenser  charge  may  be  oscillatory  or  logarithmic, 
efficiency  requires  a  low  value  of  r,  that  is,  an  oscillatory  charge. 

With  a  frequency  of  discharge  in  L0,  r0  very  high  compared 
with  the  frequency  of  charge,  the  duration  of  the  discharge  is 
short  compared  with  the  duration  of  the  charge,  that  is,  the 
oscillating  currents  consist  of  a  series  of  oscillations  separated 
by  relatively  long  periods  of  rest.  Thus  the  current  in  L  does 
not  appreciably  change  during  the  time  of  the  discharge,  and  at 
the  end  of  the  condenser  charge  the  current  in  the  reactor,  L, 
is  the  same  as  the  current  in  L,  with  which  the  next  condenser 
charge  starts.  The  charging  current  of  the  condenser,  C,  in  L 
thus  changes  from  i0  at  the  beginning  of  the  charge,  or  con- 
denser e.m.f.,  e0  =  0,  to  the  same  value  i0  at  the  end  of  the 
charge,  or  condenser  e.m.f.,  ex  =  e0. 

60.  Counting,  therefore,  the  time,  't,  from  the  moment  when 
the  condenser  charge  begins,  we  have  the  terminal  conditions: 

t  =  0,  i  =  i0,  ex  =  0  at  the  beginning  of  the  condenser  charge. 
*  =  t&    i  =  h>    ei  =  eo    a^  the  end  of  the  condenser  charge. 

In  the  condenser  discharge,  through  circuit  L0,  r0,  counting 
the  time  if  from  the  moment  when  the  condenser  discharge 
begins,  that  is,  if  =  t  —  t0,  we  have 

V  =  0,    i  =  0,    ex  =  eQ  the  terminal  condition. 

e0,  thus,  is  that  value  of  the  voltage  ex  at  which  discharge 
takes  place  across  the  spark  gap,  and  t0  is  the  time  elapsing 
between  ex  =  0  and  ex  =  e0,  or  the  time  required  to  build  up 
the  voltage  ex  sufficiently  to  break  down  the  spark  gap. 

Under  the  assumption  that  the  period  of  oscillation  of  the 
condenser  charge  through  L,  r,  is  large  compared  with  the 
period  of  oscillation  of  the  condenser  discharge  through  L0,  r0, 
the  equations  are: 

(A)  Condenser  discharge: 

?0  *LQ 


2Lo 


where 


'l-iV  +  iS'fc'l'      (67) 

-V"1 -"■.'•  (68) 
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(B)  Condenser  charge: 


77 


-'|;. 


2  e  -  rin 


cos-^*+— -^° 
2  L  q 


sinYZl\>        (69) 


r>  +  <?  . 
re _^_  lo 

ct  =  e  —  e    2L    \  e  cos-^-r  t  H sin  -^  t 

1  2L  g  2L 

where 


,-vv-- 


,     (70) 


(71) 


Substituting  in  (69)  and  (70)  the  above  discussed  terminal 
conditions, 


*  —  M>  >      i  *■  ^>      ^1  ~~  3» 


gives 


and 


i..-fe»{4«jtfc+?i^-.jifc}        (72) 


"^T«t 


^ 2 h 

eC082Lt9+ q 8in2Z> 


(73) 


Denoting,  for  convenience, 
r 
2L 


'o   =  5> 


and 


2L 


^TT  'o  =  0> 


r 


(74) 


and  resolving  (72)  for  i0,  gives 

2e  e~*sin<£ 


0       g    1  —  e  '  cos  (f>  +  ae  *  sin  ^ 
and  substituting  (75)  in  (73)  and  rearranging, 

1  -2e— cos<6  +  e~2' 

e„  «=  e : —  • 

•        1  —  t~*  cos  4>  +  ae  *  sin  4> 


(75) 


(76) 
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The  two  equations  (75),  (76)  permit  the  calculation  of  two  of 
the  three  quantities  i0,  e0J  t0:  the  time,  t0,  of  condenser  charge 
appears  in  the  exponential  function,  in  s,  and  in  the  trigonometric 
function,  in  <f>. 

Since  in  an  oscillating-current  generator  of  fair  efficiency, 
that  is,  when  r  is  as  small  as  possible,  s  is  a  small  quantity, 
er*  can  be  resolved  into  the  series 


e-.  =  i_s  +  __+ 


(77) 


Substituting  (77)  in  (75),  and  dropping  all  terms  higher  than 
«*,  gives 

(l  -  *  +  g)  sin  4> 


2e 


t.  = 


0  ~  a  s2 

1  —  cos  4>  +  *  cos  <f>  —  —  cos  <f>  +  a  sin  <j>  —  as  sin  <f> 

Multiplying  numerator  and    denominator    by  ( 1  +  -J,  and 
rearranging,  gives 


sin<f> 


2e 


q  2  +  s 

cos  6  +  a  sin  6 

2  —  8 


sin0 


2e 


a     2s         ^  .  ,0  .     , 

*  - +  2  sin2  £  +  a  sm  <j> 


(78) 


Substituting  (77)  in  (76),  dropping  terms  higher  than  s3  and 
<w,  multiplying  numerator  and  denominator  by  (1  +  -),  and 


rearranging,  gives 


^  =  2C-2I 


2sin2|  +  2 


^ 


(79) 


+  2  sin2  -  +  a  sin  <£ 
2  —  s  2 
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Substituting  t0  in  (78)  and  (79)  gives 
.      2e  8in2L'<> 


(80) 


q   _2rt2_  ,_£_      +!!8in-^  * 

4L-rt0  +  28m4Lto  +  g8m2L'° 
and 

Jsin         «0  + 
«,  =  2e— (81) 

as  approximate  equations  giving  i0  and  e0  as  functions  of  t0,  or  the 
time  of  condenser  charge. 

61.  The  time,  t0,  during  which  the  condenser  charges,  increases 
with  increasing  ^0,  that  is,  increasing  length  of  the  spark  gap  in 
the  discharge  circuit,  at  first  almost  proportionally,  then,  as 
e0  approaches  2  e,  more  slowly. 

As  long  as  e0  is  appreciably  below  2  e,  that  is,  about  e0  <  1.75  e, 
t0  is  relatively  short,  and  the  charging  current  i,  which  increases 
from  iQ  to  a  maximum,  and  then  decreases  again  to  i0,  does  not 
vary  much,  but  is  approximately  constant,  with  an  average 
value  very  little  above  i0,  so  that  the  power  supplied  by  the 
impressed  e.m.f.,  e,  to  the  charging  circuit  can  approximately 
be  assumed  as 

p0  =  ei0.  (82) 

The  condenser  discharge  is  intermittent,  consisting  of  a  series 
of  oscillations,  with  a  period  of  rest  between  the  oscillations, 
which  is  long  compared  with  the  duration  of  the  oscillation, 
and  during  which  the  condenser  charges  again. 

The  discharge  current  of  the  condenser  is,  (66), 

%  =  — °£    2Z"    sin  -^  t,  in  amp., 

and  since  such  an  oscillation  recurs  at  intervals  of  t0  seconds, 
the  effective  value,  or  square  root  of  mean  square  of  the  dis- 
charge current,  is 

*>  \/-f\-dt.  (83) 
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Long  before  t  =  tw  i  is  practically  zero,  and  as  upper  limit  of 
the  integral  can  therefore  be  chosen  oo  instead  of  t0. 

Substituting  (66)  in  (83),  and  taking  the  constant  terms  out 
of  the  square  root,  gives  the  effective  value  of  discharge  cur- 
rent as 

■»-^y."-^'*  • 

however, 

and  by  fractional  integration, 

«  *•  cos  |5.  t  dt 

<7. 


hence,  substituting  in  (84), 


r7v[-"*K-*-£'!I 


^-'•s/t-t^i-*-  (85) 


(r.'  +  S.') 
Since 

we  have,  substituting  in  (85), 


and,  denoting  by 


,-,  -  e.^,  (86, 


<. 
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the  frequency  of  condenser  charge,  or  the  number  of  complete 
trains  of  discharge  oscillations  per  second, 


<•-••& 


(87) 


that  is,  the  effective  value  of  the  discharge  current  is  propor- 
tional to  the  condenser  potential,  e0,  proportional  to  the  square 
root  of  the  capacity,  C,  and  the  frequency  of  charge,  /„  and 
inversely  proportional  to  the  square  root  of  the  resistance;  r0, 
of  the  discharge  circuit;  but  it  does  not  depend  upon  the  induc- 
tance L0  of  the  discharge  circuit,  and  therefore  does  not  depend 
on  the  frequency  of  the  discharge  oscillation. 
The  power  of  the  discharge  is 

P.-<«\-/.^-  (88) 

e*C 
Since  -^r-  is  the  energy  stored  in  the  condenser  of  capacity  C 

at  potential  e0,  and  fx  the  frequency  or  number  of  discharges 
of  this  energy  per  second,  equation  (88)  is  obvious. 

Inversely  therefore,  from  equation  (88),  that  is,  the  total 
energy  stored  in  the  condenser  and  discharging  per  second, 
the  effective  value  of  discharge  current  can  be  directly  calcu- 
lated as 


V  r,  ▼  2  r0 


The  ratio  of  effective  discharge  current,  t„  to  mean  charging 
current,  iv  is 


i.     t'  V  2  r  ' 


h 
and  substituting  (80)  and  (81)  in  (89), 


(89) 


*-.vf 


,   2sm4Z>+8L 


2r0  .     q   . 


(90) 
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The  magnitude  of  this  quantity  can  be  approximated  by 
neglecting  r  compared  with  — ,  that  is,  substituting  q  =  y  — 
and  replacing  the  sine-function  by  the  arcs.    This  gives 

*--7=i='  (91) 

*o    V2r0cy; 

that  is,  the  ratio  of  currents  is  inversely  proportional  to  the 
square  root  of  the  resistance  of  the  discharge  circuit,  of  the 
capacity,  and  of  the  frequency  of  charge. 

52.  Example:  Assume  an  oscillating-current  generator,  feed- 
ing a  Tesla  transformer  for  operating  X-ray  tubes,  or  directly 
supplying  an  iron  arc  (that  is,  a  condenser  discharge  between 
iron  electrodes)  for  the  production  of  ultraviolet  light. 

The  constants  of  the  charging  circuit  are:  the  impressed 
e.m.f.,  e  =  15,000  volts;  the  resistance,  r  =  10,000  ohms;  the 
inductance,  L  =  250  henrys,  and  the  capacity,  (7=  2  x  10" 8 
farads  =  0.02  mf. 

The  constants  of  the  discharge  circuit  are:  (a)  operating 
Tesla  transformer,  the  estimated  resistance,  r0  =  20  ohms 
(effective)  and  the  estimated  inductance,  L0  =  60  X  10"  • 
henry  =  0.06  mh.;  (6)  operating  ultraviolet  arc,  the  esti- 
mated resistance,  r0  =  5  ohms  (effective)  and  the  estimated 
inductance,  L0  =  4  X  10" 8  henry  =  0.004  mh. 

Therefore  in  the  charging  circuit, 


q  =  223,400  ohms, 

-=  0.0448, 
2 

2V446-8' 

21T20' 

-  =  0.025; 
r 

then 


=  ai344 8in446-8<° 


Ik. 


and 

6Q=  30,000- 


0.1  -  t0 


+  2  sin2  223.4 10+  0.0448  sin  446.8 10 
2  sin2  223.4  t0  +  200  tQ 


2 


2j°      +  2  sin2  223.4 10  +  0.0448  sin  446.8  t0 


(92) 
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Fig.  17  shows  i0  and  eQ  as  ordinates,  with  the  time  of  charge 


t0  as  abscissas. 
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Fig.  17.    Oscillating^current  generator  charge. 
The  frequency  of  the  charging  oscillation  is 


for 


/  —  t-^-=  =  71.2  cycles  per  sec; 
4  xLi 

iQ  =  0.365  amp., 


substituting  in  equations  (69)  and  (70)  we  have 

i=e-*ot  jo.365 cos 446.8 *+0.118 sin 446.8  *} ,  in  amp., 
and  \  (93) 

e,  =  15,000  { 1  -  €~20t  [cos  446.8 1-2.67  sin  446.8 1] } ,  in  volts, 

the  equations  of  condenser  charge. 

From  these  equations  the  values  of  i  and  ex  are  plotted  in 
Fig.  18,  with  the  time  t  as  abscissas. 

As  seen,  the  value  i  =  i0  =  0.365  amp.,  is  reached  again 
at  the  time  t0  =  0.0012,  that  is,  after  30.6  time-degrees  or  about 
tV  of  a  period.  At  this  moment  the  condenser  e.m.f.  is  ex  = 
e0  =  22,300  volts;  that  is,  by  setting  the  spark  gap  for  22,300 
volts  the  duration  of  the  condenser  charge  is  0.0012  second, 
or  in  other  words,  every  0.0012  second,  or  833  times  per  second, 
discharge  oscillations  are  produced. 

With  this  spark  gap,  the  charging  current  at  the  beginning 
and  at  the  end  of  the  condenser  charge  is  0.365  amp.,  and  the 
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average  charging  current  is  0.3735  amp.  at  15,000  volts,  con- 
suming 5.6  kw. 

Assume  that  the  e.m.f.  at  the  condenser  terminals  at  the  end 
of  the  charge  is  e0  =  22,300  volts;  then  consider  two  cases, 
namely :  (a)  the  condenser  discharges  into  a  Tesla  transformer, 
and  (6)  the  condenser  discharges  into  an  iron  arc. 
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Fig.  18.    Oscillating-current  generator  condenser  charge. 

(a)  The  Tesla  transformer,  that  is,  an  oscillating-current 
transformer,  has  no  iron,  but  a  primary  coil  of  very  few  turns 
(20)  and  a  secondary  coil  of  a  larger  number  of  turns  (360), 
both  immersed  in  oil. 

While  the  actual  ohmic  resistance  of  the  discharge  circuit  is 
only  0.1  ohm,  the  load  on  the  secondary  of  the  Tesla  trans- 
former, the  dissipation  of  energy  into  space  by  brush  discharge, 
etc.,  and  the  increase  of  resistance  by  unequal  current  distribu- 
tion in  the  conductor,  increase  the  effective  resistance  to  many 
times  the  ohmic  resistance.    We  can,   therefore,   assign  the 


OSCILLATING  CURRENTS 


85 


following  estimated  values:  r0=»  20  ohms;  L0=  60  X  10"  •  henry, 
and  C  -  2  X  10~8  farad. 
Then 


q0  =  108  ohms, 


-5  =  0.186, 


^  =  0.898  X  10fl,  £-  =  °-1667  x  10*> 

which  give 

i=415  e-*1**1*1*'  sin  0.898x10*  *,  amp. 
and 
ex  =22,300  c-o-imtxi^i  { cos  Q.898X  10fl «  +  0.186  sin  0.898  X  10f «} , 
volts. 

(94) 
The  frequency  of  oscillation  is 

=  W»»  A   1U     =   14300()  cyde8  ^  gec  (95) 

Fig.  19  shows  the  current  i  and  the  condenser  potential  ex 
during  the  discharge,  with  the  time  t  as  abscissas.  As  seen, 
the  discharge  frequency  is  very  high  compared  with  the  fre- 
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Fig.  19.     Oscillating-current  generator  condenser  discharge. 

quency  of  charge,  the  duration  of  discharge  very  short,  and 
the  damping  very  great;  a  decrement  of  0.55,  so  that  the  oscil- 
lation dies  out  very  rapidly.  The  oscillating  current,  however, 
is  enormous  compared  with  the  charging  current;  with  a  mean 
charging  current  of  0.3735  amp.,  and  a  maximum  charging 
current  of  0.378  amp.  the  maximum  discharge  current  is  315 
amp.,or  813  times  as  large  as  the  charging  current. 
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The  effective  value  of  the  discharge  current,  from  equation 
(87),  is  ix  =  14.4  amp.,  or  nearly  40  times  the  charging  current. 

63.  (6)  When  discharging  the  condenser  directly,  through 
an  ultraviolet  or  iron  arc,  in  a  straight  path,  and  estimating 
r0  =  5  ohms  and  L0  =  4  X  10"e  henry,  we  have 

q0  -  27.84  ohms,  ^  =  0.1795, 

/!-  =  3.48  X  10fl,  r^-  -  0.625  X  106; 

then, 

i  =  1600£-0C25xl°e'  sin  3.48  X  10c*,  in  amp., 
and 
e,  =  22,300  e-  °  ■mxM"  { cos  3.48  X  10fl  /+ 0.1795  sin  3.48  X  10fl  t  \ , 
in  volts, 

(96) 
and  the  frequency  of  oscillation  is 

/0  =  562,000  cycles  per  sec;  (97) 

that  is,  the  frequency  is  still  higher,  over  half  a  million 
cycles;  the  maximum  discharge  current  over  1000  amperes; 
however,  the  duration  of  the  discharge  is  still  shorter,  the 
oscillations  dying  out  more  rapidly. 

The  effective  value  of  the  discharge  current,  from  (87),  is 
ij  =  28.88  amp.,  or  77  times  the  charging  current.  A  hot 
wire  ammeter  in  the  discharge  circuit  in  this  case  showed 
29  amp. 

As  seen,  with  a  very  small  current  supply,  of  0.3735  amp., 
at  e  =  15,000  volts,  in  the  discharge  circuit  a  maximum  voltage 
of  22,300,  or  nearly  50  per  cent  higher  than  the  impressed 
voltage,  is  found,  and  a  very  large  current,  of  an  effective  value 
very  many  times  larger  than  the  supply  current. 

As  a  rule,  instead  of  a  constant  impressed  e.m.f.,  e,  a  low 
frequency  alternating  e.m.f.  is  used,  since  it  is  more  conven- 
iently generated  by  a  step-up  transformer.  In  this  case  the 
condenser  discharges  occur  not  at  constant  intervals  of  t0  sec- 
onds, but  only  during  that  part  of  each  half  wave  when  the 
e.m.f.  is  sufficient  to  jump  the  gap  e0,  and  at  intervals  which 
are  shorter  at  the  maximum  of  the  e.m.f.  wave  than  at  its 
beginning  and  end. 
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For  instance,  using  a  step-up  transformer  giving  17,400  volts 
effective  (by  the  ratio  of  turns  1  :  150,  with  118  volts  im- 
pressed at  60  cycles),  or  a  maximum  of  24,700  volts,  then 
during  each  half  wave  the  first  discharge  occurs  as  soon  as  the 
voltage  has  reached  22,300,  sufficient  to  jump  the  spark  gap, 
and  then  a  series  of  discharges  occurs,  at  intervals  decreasing 
with  the  increase  of  the  impressed  e.m.f.,  up  to  its  maximum, 
and  then  with  increasing  intervals,  until  on  the  decreasing 
wave  the  e.m.f.  has  fallen  below  that  which,  during  the  charg- 
ing oscillation,  can  jump  the  gap  e0,  that  is,  about  13,000  volts. 
Then  the  oscillating  discharges  stop,  and  start  again  during  the 
next  half  wave. 

Hence  the  phenomenon  is  of  the  same  character  as  investi- 
gated above  for  constant  impressed  e.m.f.,  except  that  it  is 
intermittent,  with  gaps  during  the  zero  period  of  impressed 
voltage  and  unequal  time  intervals  t0  between  the  successive 
discharges. 

64.  An  underground  cable  system  can  act  as  an  oscillating- 
current  generator,  with  the  capacity  of  the  cables  as  condenser, 
the  internal  inductance  of  the  generators  as  reactor,  and  a  short- 
circuiting  arc  as  discharge  circuit. 

In  a  cable  system  where  this  phenomenon  was  observed 
the  constants  were  approximately  as  follows:  capacity  of  the 
cable  system,  C  =  102  mf.;  inductance  of  30,000-kw.  in  gen- 
erators, L  =  6.4  mh.;  resistance  of  generators  and  circuit  up  to 
the  short-circuiting  arc,  r  =  0.1  ohm  and  r  =  1.0  ohm  respec- 
tively; impressed  e.m.f.,  11,000  volts  effective,  and  the  fre- 
quency 25  cycles  per  second. 

The  frequency  of  charging  oscillation  in  this  case  is 

/  =  — ^j  =  197  cycles  per  sec. 
since 


q  =  V  -^  -  r2  =  15.8  ohms. 

Substituting  these  values  in  the  preceding  equations,  and 
estimating  the  constants  of  the  discharge  circuit,  gives  enor- 
mous values  of  discharge  current  and  e.m.f. 


CHAPTER  VII. 

RESISTANCE,  INDUCTANCE,  AND  CAPACITY  IN  SERIES  IN 
ALTERNATING-CURRENT  CIRCUIT. 

66.  Let,  at  time  t  =  0  or  0  =  0,  the  e.m.f., 

e  =  #cos(0-  0O),  (1) 

be  impressed  upon  a  circuit  containing  in  series  the  resistance,  r, 
the  inductance,  L,  and  the  capacity,  C. 

The  inductive  reactance  is        x  —  2  nfL 
and  the  condensive  reactance  is  xe  =  ^—^  > 

2  7T/L 

where/  =  frequency  and  5  =  2  nft.  (3) 

Then  the  e.m.f .  consumed  by  resistance  is  ri; 
the  e.m.f.  consumed  by  inductance  is 

di        di 
Ldi  =  XM' 

and  the  e.m.f.  consumed  by  capacity  is 

'i-hf**-**!*48'  (4) 

where  i  =  instantaneous  value  of  the  current. 

di 


dx  C 

Hence,  e  =  ri  +  x  —  +  xe  lidQ,  (5) 

Ecos  (0  -  0O)  =  ri  +  x  ~  +  xcfiM,  (6) 


and  hence,  the  difference  of  potential  at  the  condenser  terminals 


is 


/di 
idB  =  E  cos  (6  -  0Q)  -ri-  x-jz-  (7) 
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<Pi 


di 


Esin  (0  -  0O)  +  x--  +  r  --  +  xci  =  0, 
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(8) 


(9) 


The  integral  of  this  equation  (8)  is  of  the  general  form 

i  =  Ar°*  +  B  cos  (0  -  a). 

Substituting  (9)  in  (8),  and  rearranging,  gives 

Ae'^lcfz— ar+xc\  +sin0  [E  cos  0o-rB  cosa—B  (x—xc)  sin  a} 
—  cos  0  j E  sin  0O  —  rB  sin  a  +  B  {x  —  xc)  cos  a)  =  0, 

and,  since  this  must  be  an  identity, 

a2x  —  ar  +  xc  =  0, 
1?  cos  0O  —  rB  cos  <r  —  B  (x  —  rcc)  sin  a  =  0, 
2?  sin  0O  —  r#  sin  <r  +  B  (x  —  xc)  cos  a  =  0. 

Substituting 


(10) 


s    =  Vr2  —  4  £  ; 


z0  =  vV  +  (x  -  xc)2, 


tan  7  = 


in  equations  (10)  gives 


x  -  xr 


(ID 


r  ±  s 

zo 
*  =  0O  +  7 
and  A  =  indefinite, 

and  the  equation  of  current,  (9),  thus  is 

l  =  -cos  (0  -  0O  -  7)  +  A-e""5* 
z» 


(12) 


+  i42s 


'■^■-« 


(13) 
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and,  substituting  (12)  in   (7),  and  rearranging,  the  potential 
difference  at  the  condenser  terminals  is 


Ex..  . 


r  +  s 


-$     r  —  s 


r+s< 


6l=_^sin(0-0o-7) 5-i^f    2*    -^-^2^    2x    •     (14) 

2A  12, 


The  two  integration  constants  Ax  and  A3  are  given  by  the 
terminal  conditions  of  the  problem. 
Let,  at  the  moment  of  start, 


0  =  0, 

i  =  i0  =  instantaneous  value  of  current  and 

ex  =  e0  =  instantaneous  value  of  condenser  potential 
difference. 

Substituting  in  (13)  and  (14), 

F1 

i0  =  -cos  (0O  +  7)  +  Ax  +  A2 


and 


e0  =  -  — csin  (0O  +  7) —Ax  -  —£-Ar 


(15) 


Therefore 


E 


Ax  +  A2  =  i0 cos(0o  +  7) 

zo 

and 

i41-A2=-n°4"^g°4-  —  {r  cos  (0o+7)-2sc sin  (0o+7)}, 

S  8Zq 


(16) 


or, 

r—s  . 
-«-*o+«o 
Al—*—-  + 


£  | ^cos (d0+y)-xc  sin  (0o+7)  j 


and 


*.-  + 


— 2   to+«o      # 


s 


S2„ 


r--cos  (0O + 7)  -  xcsin  (0O + 7)  |  • 


(17) 
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Substituting  (17)  in  (13)  and  (14)  gives  the  integral  equations 
of  the  problem. 
The  current  is 


{-^008(0-00-7)+  -  \e     2z  '  rr^cos(0o  +  7)-xcsin  (0O+7)1 
z0  sz0  c  l  w  J 

- e ~  2x     [^cos  0. + 7)  - xf  sin  (0O + 7)J  j 

and  the  potential  difference  at  Hue  condenser  terminals  is 
ex — -sin(0-0o-7) 

-^j(r4.s)r^x'[^cos(0o+7)-xcsin(0o+7)] 
-(r-«)f~  **"    [4^  cos  (0o+7)  -xf  sin  (0o  +  7)]j 

+^{fr+.).",i''r-T^«k]-fr-)«"*Tr<'+^i- 

(19) 
where 


*0    =    ^    +    (*   -    *r)2, 


tan  7  = 


x  —  xr 


and 


*  =  Vr2  -  4  x  xr. 


(ID 


The  expressions  of  i  and  ex  consist  of  three  terms  each : 

(1)  The  permanent  term,  which  is  the  only  one  remaining 
after  some  time; 

(2)  A  transient  term  depending  upon  the  constants  of  the 
circuit,  r,  s,  xc,  z0,  x,  the  impressed  e.m.f.,  E,  and  its  phase  00  at 
the  moment  of  starting,  but  independent  of  the  conditions 
existing  in  the  circuit  before  the  start;  and 


92  TRANSIENT  PHENOMENA 

(3)  A  term  depending,  besides  upon  the  constants  of  the 
circuit,  upon  the  instantaneous  values  of  current  and  potential 
difference,  i0  and  e0,  at  the  moment  of  starting  the  circuit,  and 
thereby  upon  the  electrical  conditions  of  the  circuit  before 
impressing  the  e.m.f.,  e.  This  term  disappears  if  the  circuit  is 
dead  before  the  start. 

Equations  (18)  and  (19)  contain  the  term     s  =  Vr2  —  4  x  xe 

=*  y  r2  —  4  -  ;  hence  apply  only  when    r2  >  4  x  xc,  but  become 

indeterminate  if  r2=4  x  xc,  and  imaginary  if  r2<  4  xxc;  in  the 
latter  cases  they  have  to  be  rearranged  so  as  to  appear  in  real 
form,  in  manner  similar  to  that  in  Chapter  V. 

66.  In  the  critical  case,  r2  =  4  xxc  and  5  =  0,  equation  (18), 
rearranged,  assumes  the  form 

p  p i_§ 

i cos  (0  -  0.-  7)  +  -e   2x 

3>  2o 


+/■• 


2*   _  *    '2r 


j|^cos(0o+7)-:c,8in  (0o+y)]- ^ cos(0o+7)J 

•([>•  V   2x  ~  *   2'        •  1 

hi°+e°\ — s M* 


-  c     2x 


However,  developing  in  a  series,  and  canceling  all  but  the 
first  term  as  infinitely  small,  we  have 


—  € 

9 


2x  .      2x  £ 


S  X 

hence  the  current  is 

E       ,„      „       ,   .  E  -fr 


i  =  —  cos  (0  —  0„-  7)  +  —  e 

| [^  cos  (0„+  7)  -  xc sin  (0O  +  **)]--  cos  (0,+  7)  j 

+  rrx'|i.-^'.  +  e0]-|,  (20) 
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and  in  the  same  manner  the  potential  difference  at  condenser 
terminals  is 

ei=^8in(,_0o_7)    * -£' 

jk cos  (0O  +  7)  -  xcrsin  (0,  +  7)]-  -  2  xe  sin  (0  +  7)  j 

+  5f""-|^  +  ^]i  +  2M-  (21) 

Here  again  three  terms  exist,  namely:  a  permanent  term,  a 
transient  term  depending  only  on  E  and  0O,  and  a  transient 
term  depending  on  i0  and  e0. 

57.  In  the  trigonometric  or  oscillatory  case,  r2  <  4  x  xc,  s  be- 
comes imaginary,  and  equations  (18)  and  (19)  therefore  contain 
complex  imaginary  exponents,  which  have  to  be  eliminated, 
since  the  complex  imaginary  form  of  the  equation  obviously 
is  only  apparent,  the  phenomenon  being  real. 

Substituting 

q  =  V4  x  xc  -  r2  =  js  (22) 

in  equations  (13)  and  (14),  and  also  substituting  the  trigono- 
metric expressions 


and 


2x  2  x 


e     2x   =  cost^-0  -  /sin-^-0, 
2x  2x 


(23) 


and  separating  the  imaginary  and  the  real  terms,  gives 

E  -—  • 

t --008(0-0,-7)  +e    2x 

\(At  +  A2)  cos  ±0  -  /(At  -  A2)sin^0J 


Aizia 
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and 

|^±^[rcoS2^_g8inx,]  +  y 

then  substituting  herein  the  equations  (16)  and  (22)  the  imagi- 
nary disappears,  and  we  have  the  current, 

i  =  ^Cos(0_0o_7)-^r^' 
zQ  ZQ 

j  cos(0o+7)cos^ 0  +  [^sin  (0o+7)- -cos(0o+7)l  s^^.»j 
and  the  potential  difference  at  the  condenser  terminals , 

jsm(0o+7)cos^-0+r-sin(0o+7)-  —  cos(0o+7)]sin^-  fl| 

+  r^Seocos^0  +  2re'+94XX^^4       (25) 
(  2x  2q  2x    ) 

Here  the  three  component  terms  are  seen  also. 

58.  As  examples  are  shown  in  Figs.  20  and  21,  the  starting 
of  the  current  t,  its  permanent  term  i',  and  the  two  transient 
terms  ix  and  iv  and  their  difference,  for  the  constants  E  =  1000 
volts  —  maximum  value  of  impressed  e.m.f.;  r  =  200  ohms 
= resistance;  x  =  75  ohms  =  inductive  reactance,  and  xe  =  75 
ohms  —  condensive  reactance.    We  have 

4  x  xc  =  22,500 

and  r2  -  40,000; 

therefore 

r3  >  4xxc, 
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that  is,  the  start  is  logarithmic,  and  z0  =  200,  8  =  132,  and 
T-0. 


Kg.  20.     Starting  of  an  alternating-current  circuit,  having  capacity,  inductance 
and  resistance  in  series.    Logarithmic  start. 

In  Fig.  20  the  circuit  is  closed  at  the  moment  QQ  =  0,  that 
is,  at  the  maximum  value  of  the  impressed  e.m.f.,  giving  from 
the  equations  (18)  and  (19),  since  i0  =  0,  e0  =  0, 

i  =  5  {cos  0  -  1.26  e'2'229  +  0.26  e"0'45" } 
md 

et  =  375  {sinl?  +  0.57  («-»■»•-«-••«•)}. 


4 
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1%.  21.    Starting  of  an  alternating-current  circuit  having  capacity,  inductance 
and  resistance  in  series.    Logarithmic  start. 

In  Fig.  21  the  circuit  is  closed  at  the  moment  00  =  90°,  that 
is,  at  the  zero  value  of  the  impressed  e.m.f.,  giving  the  equa- 
tions 


md 


i  =  5  {sinff  +  0.57  (e'2-220  -  «-•■«•)} 
e%  =  -  375  {cosfl  +  0.26f-a-»#-  1.26 «-••«•)}. 
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There  exists  no  value  of  0O  which  does  not  give  rise  to  a 
transient  term. 
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Fig.  22.    Starting  of  an  alternating-current  circuit  having  capacity,  inductance 
and  resistance  in  series.     Critical  start. 

In  Fig.  22  the  start  of  a  circuit  is  shown,  with  the  inductive 
reactance  increased  so  as  to  give  the  critical  condition, 

r*  =  4  x  xe} 

but  otherwise  the  constants  are  the  same  as  in  figs.  20  and  21, 
that  is,  E  =  1000  volts;  r  -  200  ohms;  x  -  133.3  ohms,  and 
xc  =  75  ohms; 

therefore  s0  =  208.3, 

tan  7  =  ^  =  0.2915,    or    7  =  16°, 

assuming  that  the  circuit  is  started  at  the  moment  00  =  0,  or 
at  the  maximum  value  of  impressed  e.m.f. 
Then  (20)  and  (21)  give 

i  -  4.78  cos  (0  -  16°)  +  e~°'n§  (2.7  0  -  4.6) 
and 

ex  =  358  sin  (0  -  16°)  -  r°'75*(41O0  -  99). 

Here  also  no  value  of  0O  exists  at  which  the  transient  term 
disappears. 

59.  The  most  important  is  the  oscillating  case,  r2  <  4  x  xe, 
since  it  is  the  most  common  in  electrical  circuits,  as  underground 
cable  systems  and  overhead  high  potential  circuits,  and  also  is 
practically  the  only  one  in  which  excessive  currents  or  excessive 
voltages,  and  thereby  dangerous  phenomena,  may  occur. 
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If  the  condensive  reactance  xc  is  high  compared  with  the 
resistance  r  and  the  inductive  reactance  x,  the  equations  of 
start  for  the  circuit  from  dead  condition,  that  is,  i0  —  0  and 
e0  «=  0,  are  found  by  substitution  into  the  general  equations 
(24)  and  (25),  which  give  the  current  as 


(26) 


»---jain  (*-*•)+«   2xTsin0a  cosy  5*0 

-V/|cos(?0sinv/|^]| 
and  the  potential  difference  at  the  condenser  terminals  as 

e^E  [cos  (d-$t)-t  2x.     . 
[cos^cos^+^cos^  +  V^sin^sinV^^j,     (27) 


where 


q  -  2y/zxc>  zo=  xc,  and  7  -  -  90°. 


(28) 


In  this  case  an  oscillating  term  always  exists  whatever  the 
value  of  0O,  that  is,  the  point  of  the  wave,  where  the  circuit  is 
started. 

The  frequency  of  oscillation  therefore  is 


'•-.V-W|-44 


or,  approximately, 


u  -  v/5/, 


where/  —  fundamental  frequency. 
Substituting  x  -  2  xfL  and  xe  =  ,  we  have 


(29) 


2xfC' 


or,  approximately, 


2ns/OL 


(30) 
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60.  The  oscillating  start,  or,  in  general,  change  of  circuit 
conditions,  is  the  most  important,  since  in  circuits  containing 
capacity  the  transient  effect  is  almost  always  oscillating. 

The  most  common  examples  of  capacity  are  distributed 
capacity  in  transmission  lines,  cables,  etc.,  and  capacity  in  the 
form  of  electrostatic  condensers  for  neutralizing  lagging  currents, 
for  constant  potential-constant  current  transformation,  etc. 

(a)  In  transmission  lines  or  cables  the  charging  current  is  a 
fraction  of  full-load  current  t0,  and  the  e.m.f.  of  self-inductance 
consumed  by  the  line  reactance  is  a  fraction  of  the  impressed 
e.m.f.  e0.   Since,  however,  the  charging  current  is  (approximately) 

=  —  and  the  e.m.f.  of  self-inductance  =  xi0,  we  have 


<  t0,  xi0  <  60; 


hence,  multiplying, 

—  <  1  and  x  <  xc. 

xc 

The  resistance  r  is  of  the  same  magnitude  as  x\  thus 

4  x  xc  >  r2. 

For  instance,  with  10  per  cent  resistance  drop,  30  per  cent 
reactance  voltage,  and  20  per  cent  charging  current  in  the  line, 
assuming  half  the  resistance  and  reactance  as  in  series  with  the 
capacity  (that  is,  representing  the  distributed  capacity  of  the 
line  by  one  condenser  shunted  across  its  center)  and  denoting 

V  -   \: 

where  e0  =  impressed  voltage,  i0  =  full-load  current,  we  have 

xe  =  ;rk  =  5  p, 
0.2         y 

x  =  0.5  X  0.3  p  =  0.15  p, 

r  =  0.5  X  0.1  p  =  0.05  p, 
and 

r  h-  x  +  xc  -  1  +  3  h-  100, 
and 

4xxe  +  r*  =  1200  ^  1. 
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In  this  case,  to  make  the  start  non-oscillating,  we  must  have 

x  <  -tjtz r,  or x  <  0.000125  p,  which  is  not  possible;  or  r  >  V3p, 

which  can  be  done  only  by  starting  the  circuit  through  a  very 
large  non-inductive  resistance  (of  such  size  as  to  cut  the  starting 

current  down  to  less  than  — =  of  full-load  current).     Even  in 

y/3 

this  case,  however,  oscillations  would  appear  by  a  change  of 

load,  etc.,  after  the  start  of  the  circuit. 

(6)  When  using  electrostatic  condensers  for  producing  watt- 
less leading  currents,  the  resistance  in  series  with  the  condensers 
is  made  as  low  as  possible,  for  reasons  of  efficiency. 

Even  with  the  extreme  value  of  10  per  cent  resistance,  or 

r  -r-  xc  =  1  -*-  10,  the  non-oscillating  condition  is  x  <  —  r,  or 

0.23  per  cent,  which  is  not  feasible. 
In  general,  if 

x  consumes 1  2  4  9  16  per  cent  of  the  con- 
denser potential 
difference, 

r  must  consume  >  20  28.3  40  60  80  per  cent  of  the  con- 
denser potential 
difference. 

That  is,  a  very  high  non-inductive  resistance  is  required  to 
avoid  oscillations. 

The   frequency  of  oscillation   is  approximately  f0  =  y  — / 

that  is,  is  lower  than  the  impressed  frequency  if  xc  <  x  (or  the 
permanent  current  lags),  and  higher  than  the  impressed  fre- 
quency if  xe  >  x  (or  the  permanent  current  leads).  In  trans- 
mission lines  and  cables  the  latter  is  always  the  case. 

Since  in  a  transmission  line— is  approximately  the  charging 

x 
current,  as  fraction  of  full-load  current,  and  -  half  the  line 

e.m.f.  of  self-inductance,  or  reactance  voltage,  as  fraction  of 
impressed  voltage,  the  following  is  approximately  true: 


7"':Of60'V 
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The  frequency  of  oscillation  of  a  transmission  line  is  the 
impressed  frequency  divided  by  the  square  root  of  the  product 
of  charging  current  and  of  half  the  reactance  voltage  of  the  line, 
given  respectively  as  fractions  of  full-load  current  and  of  im- 
pressed voltage.  For  instance,  10  per  cent  charging  current, 
20  per  cent  reactance  voltage,  gives  an  oscillation  frequency 


/.- 


/ 


V0.1  X  0.1 


=  10/. 


Fig.  28.    Starting  of  an  alternating-current  circuit  having  capacity,  inductance 
and  resistance  in  series.     Oscillating  start  of  transmission  line. 


61.  In  Figs.  23  and  24  is  given  as  example  the  start 
of  current  in  a  circuit  having  the  constants,  E  =  35,000 
cos  (0  —  0O);  r  =»  5  ohms;  x  =  10  ohms,  and  xe  =  1000  ohms. 

In  Fig.  23  for  0O=  0°,  or  approximately  maximum  oscilla- 
tion, 

i  =  -35{sin0-  lOe-M8'sinlO0} 
and 

ex  -  35,000  {cos  0  -  e- 0M  •  [cos  10  0  +  0.025 sin  10  0]) . 

In  Fig.  24  for  00  =  90°,  or  approximately  minimum  oscilla- 
tion, 

i  =  35  {cos  0  -  £-°J5 •  cos  10 0} 
and 

ex  =  35,000  {sin  0  +  0.1  e~ °"  •  sin  10  0}  J 

As  seen,  the  frequency  is  10  times  the  fundamental,  and  in 
starting  the  potential  difference  nearly  doubles. 


RESISTANCE,  INDUCTANCE,  AND  CAPACITY 


101 


As  further  example,  Fig.  25  shows  the  start  of  a  circuit  of  a 
frequency  of  oscillation  of  the  same  magnitude  as  the  funda- 
mental, in  resonance  condition,  x  —  xc,  and  of  high  resistance. 
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Fig.  24.     Starting  of  an  alternating-current  circuit  haying  capacity,  inductance 
and  resistance  in  series.    Oscillating  start  of  transmission  line. 


The  circuit  constants  are  E  =  1500  volts;  r  -  30  ohms; 
x  =  20  ohms;  xe  —  20  ohms,  and  0O  =  —  7;  which  give 
9  =  26.46;  z0  =  30;  7  =  0,  and  0O  =  0. 
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Fig.  25.     Starting  of  an  alternating-current  circuit  having  capacity,  inductance 
and  resistance  in  series.    Oscillating  start.     High  resistance. 


Substituting  in  equations  (24)  and  (25)  gives 
i  =  50  {cos  6  -  «- • 75  •  [cos  0.661  0  -  1.14  sin  0.661  0]) 


and 


ex  =  1000  {sin  0  -  1.51  r  ° 75  •  sin  0.661  0} . 


102 


TRANSIENT  PHENOMENA 


As  example  of  an  oscillation  of  long  wave,  Fig.  26  represents 
the  start  of  a  circuit  having  the  constants  E  =  1500  volts; 
r  =  10  ohms;  x  =  62.5  ohms;  xc  =  10  ohms,  and  0O  =  —  7; 
which  give  q  =  49;  z0  =  53.4;  7  =  79°,  and  0Q  =  -  79°. 

Substituting  in  equations  (24)  and  (25)  gives 


and 


i  =  28  {cos  0  -  r 008  •  [cos  0.39  0  -  0.2 sin  0.39 0]} 
et  -  280  {sin  0  -  2.55  e"  °08  9  sin  0.396  0} . 


62.  While  in  the  preceding  examples,  Figs.  23  to  26,  con- 
stants of  transmission  lines  have  been  used,  as  will  be  shown 
in  the  following  chapters,  in  the  case  of  a  transmission  line 
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Fig.  26.    Starting  of  an  alternating-current  circuit  having  capacity,  inductance 
and  resistance  in  series.    Oscillating  start  of  long  period. 

with  distributed  capacity  and  inductance,  the  oscillation  does 
not  consist  of  one  definite  frequency  but  an  infinite  series  of 
frequencies,  and  the  preceding  discussion  thus  approximates 
only  the  fundamental  frequency  of  the  system.  This,  however, 
is  the  frequency  which  usually  predominates  in  a  high  power 
low  frequency  surge  of  the  system. 

In  an  underground  cable  system  the  preceding  discussion 
applies  more  closely,  since  in  such  a  system  capacity  and  induc- 
tance are  more  nearly  localized :  the  capacity  is  in  the  under- 
ground cables,  which  are  of  low  inductance,  and  the  inductance 
is  in  the  generating  system,  which  has  practically  no  capacity. 

In  an  underground  cable  system  the  tendency  therefore  is 
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either  towards  a  local,  very  high  frequency  oscillation,  or  travel- 
ing wave,  of  very  limited  power,  in  a  part  of  the  cables,  or  a  low 
frequency  high  power  surge,  frequently  of  destructive  magnitude, 
of  the  joint  capacity  of  the  cables,  against  the  inductance  of  the 
generating  system. 

63.  The  physical  meaning  of  the  transient  terms  can  best  be 
understood  by  reviewing  their  origin. 

In  a  circuit  containing  resistance  and  inductance  only,  but  a 
single  transient  term  appears  of  exponential  nature.  In  such  a 
circuit  at  any  moment,  and  thus  at  the  moment  of  start,  the 
current  should  have  a  certain  definite  value,  depending  on 
the  constants  of  the  circuit.  In  the  moment  of  start,  however, the 
current  may  have  a  different  value,  depending  on  the  preceding 
condition,  as  for  instance  the  value  zero  if  the  circuit  has  been 
open  before.  The  current  thus  adjusts  itself  from  the  initial 
value  to  the  permanent  value  on  an  exponential  curve,  which 
disappears  if  the  initial  value  happens  to  coincide  with  the  final 
value,  as  for  instance  if  the  circuit  is  closed  at  the  moment  of 
the  e.m.f.  wave,  when  the  permanent  current  should  be  zero. 
The  approach  of  current  to  the  permanent  value  is  retarded  by 
the  inductance,  accelerated  by  the  resistance  of  the  circuit. 

In  a  circuit  containing  inductance  and  capacity,  at  any 
moment  the  current  has  a  certain  value  and  the  condenser  a 
certain  charge,  that  is,  potential  difference.  In  the  moment  of 
start,  current  intensity  and  condenser  charge  have  definite 
values,  depending  on  the  previous  condition,  as  zero,  if  the 
circuit  was  open,  and  thus  two  transient  terms  must  appear, 
depending  upon  the  adjustment  of  current  and  of  condenser 
e.m.f.  to  their  permanent  values. 

Since  at  the  moment  when  the  current  is  zero  the  condenser 
e.m.f.  is  maximum,  and  inversely,  in  a  circuit  containing  induc- 
tance and  capacity,  a  change  of  circuit  conditions  always  results 
in  the  appearance  of  a  transient  term. 

If  the  circuit  is  closed  at  the  moment  when  the  condenser 
e.m.f.  should  be  zero,  that  is,  about  the  maximum  value  of  cur- 
rent, the  transient  term  of  current  cannot  exceed  in  amplitude  its 
final  value,  since  its  maximum  or  initial  value  equals  the  value 
which  the  current  should  have  at  this  moment.  If,  however, 
the  circuit  is  closed  at  the  moment  where  the  current  should  be 
zero  and  the  condenser  e.m.f.  maximum,  the  condenser  being 
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without  charge  acts  in  the  first  moment  like  a  short  circuit,  that 
is,  the  current  begins  at  a  value  corresponding  to  the  impressed 
e.m.f.  divided  by  the  line  impedance.  Thus  if  we  neglect  the 
resistance  and  if  the  condenser  reactance  equals  n*  times  line 
reactance,  the  current  starts  at  n2  times  its  final  rate;  thus  it 
would,  in  a  half  wave,  give  na  times  the  full  charge  of  the  con- 
denser, or  in  other  words,  charge  the  condenser  in  -  of  the  time 

n 

of  a  half  wave.    That  is,  the  period  of  the  starting  current  is 

-  and  the  amplitude  n  times  that  of  the  final  current.  How- 
n  j 

ever,  as  soon  as  the  condenser  is  charged,  in  -  of  a  period  of 

n 

the  impressed  e.m.f.,  the  magnetic  field  of  the  charging  current 

produces  a  return  current,  discharging  the  condenser  again  at 

the  same  rate. 

Thus  the  normal  condition  of  start  is  an  oscillation  of  such  a 
frequency  as  to  give  the  full  condenser  charge  at  a  rate  which 
when  continued  up  to  full  frequency  would  give  an  amplitude 
equal  to  the  impressed  e.m.f.  divided  by  the  line  reactance. 
The  effect  of  the  line  resistance  is  to  consume  e.m.f.  and  thus 
dampen  the  oscillation,  until  the  resistance  consumes  during  the 
condenser  charge  as  much  energy  as  the  magnetic  field  would 
store  up,  and  then  the  oscillation  disappears  and  the  start  becomes 
exponential. 

Analytically  the  double  transient  term  appears  as  the  result 
of  the  two  roots  of  a  quadratic  equation,  as  seen  above. 


CHAPTER  VIIL 

LOW  FREQUENCY  SURGES  IN  HIGH  POTENTIAL  SYSTEMS. 

64.  In  electric  circuits  of  considerable  capacity,  that  is,  in 
extended  high  potential  systems,  as  long  distance  transmission 
lines  and  underground  cable  systems,  occasionally  destructive 
high  potential  low  frequency  surges  occur;  that  is,  oscillations 
of  the  whole  system,  of  the  same  character  as  in  the  case  of 
localized  capacity  and.  inductance  discussed  in  the  preceding 
chapter. 

While  a  system  of  distributed  capacity  has  an  infinite  number 
of  frequencies,  which  usually  are  the  odd  multiples  of  a  funda- 
mental frequency  of  oscillation,  in  those  cases  where  the 
fundamental  frequency  predominates  and  the  effect  of  the 
higher  frequencies  is  negligible,  the  oscillation  can  be  approxi- 
mated by  the  equations  of  oscillation  given  in  Chapters  V  and 
VII,  which  are  far  simpler  than  the  equations  of  an  oscillation 
of  a  system  of  distributed  capacity. 

Such  low  frequency  surges  comprise  the  total  system,  not  only 
the  transmission  lines  but  also  the  step-up  transformers,  gen- 
erators, etc.,  and  in  an  underground  cable  system  in  such  an 
oscillation  the  capacity  and  inductance  are  indeed  localized  to 
a  certain  extent,  the  one  in  the  cables,  the  other  in  the  generating 
system.  In  an  underground  cable  system,  therefore,  of  the 
infinite  series  of  frequencies  of  oscillations  which  theoretically 
exist,  only  the  fundamental  frequency  and  those  very  high 
harmonics  which  represent  local  oscillations  of  sections  of 
cables  can  be  pronounced,  and  the  first  higher  harmonics  of  the 
fundamental  frequency  must  be  practically  absent.  That  is, 
oscillations  of  an  underground  cable  system  are  either 

(a)  Low  frequency  high  power  surges  of  the  whole  system, 
of  a  frequency  of  a  few  hundred  cycles,  frequently  of  destructive 
character,  or, 

(b)  Very  high  frequency  low  power  oscillations,  local  in 
character,  so  called  "static,"  probably  of  frequencies  of  hundred 
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thousands  of  cycles,  rarely  directly  destructive,  but  indirectly 
harmful  in  their  weakening  action  on  the  insulation  and  the 
possibility  of  their  starting  a  low  frequency  surge. 

The  former  ones  only  are  considered  in  the  present  chapter. 
Their  causes  may  be  manifold,  —  changes  of  circuit  conditions,  as 
starting,  opening  a  short  circuit,  existence  of  a  flaring  arc  on  the 
system,  etc. 

In  the  circuit  from  the  generating  system  to  the  capacity  of 

the  transmission  line  or  the  underground  cables,  we  have  always 

4L 
r2  <  — ;  that  is,  the  phenomenon  is  always  oscillatory,  and 

equations  (24)  and  (25),  Chapter  VII,  apply,  and  for  the  current 
we  have 

jp  r  -  •  r-  JP  -i  n 

i cos(0-0o-7)+«~^    )   io--cos(0o+7)  cos^-0 

and  for  the  condenser  potential  we  have 

EXc— (0-0o_y)+r^'j[eo+^sin(0o+y)]cos|^ 

(2) 

66.  These  equations  (1)  and  (2)  can  be  essentially  simplified 
by  neglecting  terms  of  secondary  magnitude. 

xc  is  in  high  potential  transmission  lines  or  cables  always  very 
large  compared  with  r  and  x. 

The  full-load  resistance  and  reactance  voltage  may  vary 
from  less  than  5  per  cent  to  about  20  per  cent  of  the  impressed 
e.m.f.,  the  charging  current  of  the  line  from  5  per  cent  to 
about  20  per  cent  of  full-load  current,  at  normal  voltage  and 
frequency. 

In  this  case,  xc  is  from  25  to  more  than  400  times  as  large  as  r 
or  x,  and  r  and  x  thus  negligible  compared  with  xc. 


ex  =  —  sin 

*0 
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It  is  then,  in  close  approximation : 


q  =  2\Zx~x~c) 
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7-----W. 


(3) 


Substituting  these  values  in  equations  (1)  and  (2)  gives  the 
current  as 

i= sin (0-flo)  +  e-Ji*\U0-  -sin 0olcosy-0 

_[^+^ 1=(2  *»!>.+ ±«nOJ\«*J$  el,      (4) 

l2VxlTe     2<Jxxt\  *     *c  /J       Vi     ) 

and  the  potential  difference  at  the  condenser  as 

e,  =  E  cos  (0  -  0O)  +  t" &#  j [C()  _  ^  cos  eo]  cos  y/5:0 

T2  re„  +  4  x  jci„  g 

L      4  Vxxc  4  Vxxe 

(2  r  cos  0O  +  4  x  sin  0O)  Jsin  y/— '  0  J  . 


These  equations  consist  of  three  terms: 


t  =  i'  +  i"  +  %'",       1 


i' sin  (0  -  0O), 

e/  =  £cos(0-0o); 


(5) 


(6) 
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_  _  -  e    aV  j  sin  ^  COSJ*Z0  -  [i/^cos  <?, 

Xc  (  *    X  i.      X 

+  V/i8intfo)8inV/f.| 


«/'  =   -  2?£     2x     }COS0OCOS 


cos0o 


or,  by  dropping  terms  of  secondary  order, 

:€    2x  cos  0O  sin  y— c  0, 


'x^ 


and: 


*/'  =  -  Ee    2*%os0ocosy^0; 


{  y  x  4  Vixe  V  x    S 

or,  by  dropping  terms  of  secondary  order, 

i>»  =  ," aV  \  i  cos  J*<o  -  -£=  sinJ^d  I , 
}  v  x         Vxxe       v  x     S 

e»*  =  e ~ *~*'  j c0 cos y  ^ 0  +  i0  Vxx~ siny  ^0 I . 


Thus  the  total  current  is  approximately 


E 

i  = sin(0-  0O)  +  £ 

e0  —  E  cos  0O 


'IX, 


2;*|t0cosv/|< 
inv/|*j> 


(7) 


(8) 


(9) 


(10) 


and  the  difference  of  potential  at  Hie  condenser  is 

ei  =  £  cos  (5  -  0O)  +  e    2x    J  (c0  -  E  cos  0O)  cosy  -  9 


1(11) 


+  ioVxx,  sin  y-0r 
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Of  the  three  terms:  i'}  c/;  t",  e"\  i'",  e/",  the  first  obviously 
represents  the  stationary  condition  of  charging  current  and  con- 
denser potential,  since  the  two  other  terms  disappear  for  t  =  oo. 

The  second  term,  i",  e/',  represents  that  component  of  oscilla- 
tion which  depends  upon  the  phase  of  impressed  e.m.f.,  or  the 
point  of  the  impressed  e.m.f.  wave,  at  which  the  oscillation 
begins,  while  the  third  term,  i'",  e/",  represents  the  component 
of  oscillation  which  depends  upon  the  instantaneous  values  of 
current  and  e.m.f.  respectively,  at  the  moment  at  which  the 

oscillation  begins,  e    2z  is  the  decrement  of  the  oscillation. 
66.  The  frequency  of  oscillation  is 


/.-v/|/. 


where  /  is  the  impressed  frequency.  That  is,  the  frequency  of 
oscillation  equals  the  impressed  frequency  times  the  square  root 
of  the  ratio  of  condensive  reactance  and  inductive  reactance  of 
the  circuit,  or  is  the  impressed  frequency  divided  by  the  square 
root  of  inductance  voltage  and  capacity  current,  as  fraction  of 
impressed  voltage  and  full-load  current. 
Since 

the  frequency  of  oscillation  is 

i 

/„  = 


2ttVCL 


that  is,  is  independent  of  the  frequency  of  the  impressed  e.m.f. 
Substituting 

d  =  2  nft,     xc  =  — Y     and      x  =  2  xfL 
in  equations  (8),  (10),  and  (11),  we  have 

i"  =  V7^e_iri'cos<?0sin 

*     1j 


L  °       VCL 

e"  =-  Ee    'Uj  cos0ocos— =•; 

1  *       VCL 


(12) 
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i--2xfCEtan  (0  -  00)+  «_ix'  jt.cos  — L= 
-  (c0  -  E  cos  0O)  y  ^  sin-— j , 


(13) 


t 
cos 


(14) 


e,  =  £cos  (0-0,)  +  e    2L'  j  (c0  -  £co80o)„„ 

The  oscillating  terms  of  these  equations  are  independent  of 
the  impressed  frequency.  That  is,  the  oscillating  currents  and 
potential  differences,  caused  by  a  change  of  circuit  conditions 
(as  starting,  change  of  load,  or  opening  circuit),  are  independent 
of  the  impressed  frequency,  and  thus  also  of  the  wave  shape  of 
the  impressed  e.m.f.,  or  its  higher  harmonics  (except  as  regards 
terms  of  secondary  order). 

The  first  component  of  oscillation,  equation  (12),  depends 
not  only  upon  the  line  constants  and  the  impressed  e.m.f.,  but 
principally  upon  the  phase,  or  the  point  of  the  impressed  e.m.f. 
wave,  at  which  the  oscillation  starts;  however,  it  does  not 
depend  upon  the  previous  condition  of  the  circuit.  Therefore 
this  component  of  oscillation  is  the  same  as  the  oscillation 
produced  in  starting  the  transmission  line,  that  is,  connecting 
it,  unexcited,  to  the  generator  terminals. 

There  exists  no  point  of  the  impressed  e.m.f.  wave  where  no 
oscillation  occurs  (while,  when  starting  a  circuit  containing 
resistance  and  inductance  only,  at  the  point  of  the  impressed 
e.m.f.  wave  where  the  final  current  passes  zero  the  stationary 
condition  is  instantly  reached). 

With  capacity  in  circuit,  any  change  of  circuit  conditions 
involves  an  electric  oscillation. 
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The  maximum  intensities  of  the  starting  oscillation  occur 
near  the  value  0O  =  0,  and  are 


Vxxr  x 


e 


and 


Since 


-  -  E 


E 


Jl* 


cos 


\/b 


(15) 


i' sin  (0  -  00) 

is  the  stationary  value  of  charging  current,  it  follows  that  the 
maximum  intensity  which  the  oscillating  current,  produced  in 


starting  a  transmission  line,  may  reach 


*\/f 


times  the  sta- 


tionary charging  current,  or  the  initial  current  bears  to  the 
stationary  value  the  same  ratio  as  the  frequency  of  oscillation 
to  the  impressed  frequency. 

The  maximum  oscillating  e.m.f.  generated  in  starting  a  trans- 
mission line  is  of  the  same  value  as  the  impressed  e.m.f.  Thus 
the  maximum  value  of  potential  difference  occurring  in  a  trans- 
mission line  at  starting  is  less  than  twice  the  impressed  e.m.f. 
and  no  excessive  voltages  can  be  generated  in  starting  a  circuit. 

The  minimum  values  of  the  starting  oscillation  occur  near 
09  =  90°,  and  are,  from  equations  (7), 


E  -f  • 


%"  =  -    -  e 


2x 


COS 


y/f, 


and 


y    Xr 


-r*» 


sin 


v^.: 


(16) 


that  is,  the  oscillating  current  is  of  the  same  intensity  as  the 
charging  current,  and  the  maximum  rush  of  current  thus  is 
less  than  twice  the  stationary  value.  The  potential  difference 
in  the  circuit  rises  only  little  above  the  impressed  e.m.f. 

The  second  component  of  the  oscillation,  equation  (13),  does 
not  depend  upon  the  point  of  the  impressed  e.m.f.  wave  at 
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which  the  oscillation  starts,  00,  nor  upon  the  impressed  e.m.f.  as 
a  whole,  E,  but,  besides  upon  the  constants  of  the  circuit,  it 
depends  only  upon  the  instantaneous  values  of  current  and  of 
potential  difference  in  the  circuit  at  the  moment  when  the 
oscillation  starts,  i0  and  e0. 

Thus,  if  \  =  0,  e0  =  0,  or  in  starting  a  transmission  line, 
unexcited,  by  connecting  it  to  the  impressed  e.m.f.,  this  term 
disappears.  It  is  this  component  which  may  cause  excessive 
potential  differences.  Two  cases  shall  more  fully  be  discussed, 
namely: 

(a)  Opening  the  circuit  of  a  transmission  line  under  load,  and 
(6)  rupturing  a  short-circuit  on  the  transmission  line. 

67.  (a)  If  i0  is  the  instantaneous  value  of  full-load  current, 
e0  the  instantaneous  value  of  difference  of  potential  at  the 
condenser,  ri^  is  small  compared  with  c0,  and  Vxxc  i0  is  of  the 
same  magnitude  as  e0. 

Writing 

tan<J  -■ 
and  substituting  in  equations  (10),  we  have 


and 

e 


-v^£-._i',-(vf«  +  ') 

/"  =  Ve0'  +  i*xzee~rz$  sin  (y/5  Q  +  d); 


(17) 


that  is,  the  amplitude  of  oscillation  is\/i02  +  — forthecurrent, 

▼  xxc 

and  Ve0a  +  i02x  xe  for  the  e.m.f.  Thus  the  generated  e.m.f. 
can  be  larger  than  the  impressed  e.m.f.,  but  is,  as  a  rule,  still  of 
the  same  magnitude,  except  when  xc  is  very  large. 

In  the  expressions  of  the  total  current  and  potential  difference 
at  condenser,  in  equations  (11),  (e0  —  E  cos  0O)  is  the  difference 
between  the  potential  difference  at  the  condenser  and  the 
impressed  e.m.f.,  at  the  instant  of  starting  of  the  oscillation,  or 
the  voltage  consumed  by  the  line  impedance,  and  this  is  small 
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if  the  current  is  not  excessive.    Thus,  neglecting  the  terms  with 
(e0  —  E  cos  0O),  equations  (11)  assume  the  form 


and 


»--fain(»-»i)+v   *a§cm\/%0 

Xe  1  X 

ex  =  E  cos  (0  -  0O)  +  i0  Vxlce   2x   siny  - 0; 


(18) 


that  is,  the  oscillation  of  current  is  of  the  amplitude  of  full-load 
current,  and  the  oscillation  of  condenser  potential  difference  is 
of  the  amplitude  i0Vx  xc- 

x  xc  is  the  ratio  of  inductance  voltage  to  condenser  current,  in 
fractions  of  full-load  voltage  and  current.    We  have,  therefore, 


hVx : 


V£ 


Thus  in  circuits  of  very  high  inductance  L  and  relatively  low 
capacity  C,  t0Vx  xe  may  be  much  higher  than  the  impressed 
e.m.f.,  and  a  serious  rise  of  potential  occur  when  opening  the 
circuit  under  load,  while  in  low  inductance  cables  of  high  capacity 
i0\/xxe  is  moderate;  that  is,  the  inductance,  by  tending  to 
maintain  the  current,  generates  an  e.m.f.,  producing  a  rise  in 
potential,  while  capacity  exerts  a  cushioning  effect.  Low 
inductance  and  high  capacity  thus  are  of  advantage  when 
breaking  full-load  current  in  a  circuit. 

68.  (6)  If  a  transmission  line  containing  resistance,  induc- 
tance, and  capacity  is  short-circuited,  and  the  short-circuit 
suddenly  opened  at  time  t  =  0,  we  have,  for  t  <  0, 


and 

where 

and 


e0  =  0 
E 

l  =-COS(0-  0O-  y), 

z 


z  =  vV  +  X3 


tany  =-; 


(19) 
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thus,  at  time  t  =  0, 

E 

i0  =  — cos  (0O  +  y). 
z 


(20) 


Substituting  these  values  of  e9  and  t0  in  equations  (9)  gives 

%'"  =  -cos(0o+  y)  t~Tx>  j  cos  \fco £=  sin  »/£.  0  \ 

z  (         *  x         2vi2c       V  x       ) 

and 
e/"  =  -  cos  (0O  +  y)«  ~  n  '  VxTe  sin  v/^0, 

or,  neglecting  terms  of  secondary  magnitude, 


E  -£• 


*'"  -  -•    2x  "  cos  (0O+  >)  cosy^o 


—e 
z 


and 


,„  =  ^3 e-2*' cos  (fl  +  y)  sini/5L *. 

5?  "      _T 


(21) 


that  is,  i'"  is  of  the  magnitude  of  short-circuit  current,  and 
e/"  of  higher  magnitude  than  the  impressed  e.m.f.,  since  z  is 
small  compared  with  \/xxc. 

The  total  values  of  current  and  condenser  potential  difference, 
from  equation  (11),  are 


x-  {         z 


y) 


cos 


V  x        Vxxc      V  x    ) 


and 


st  =  e  cos  (e  -  e0)  -  Ee   2x*  \ cos e0 cosy  ^e 


^XX,.  COS  (0O  +  y) 


siny/14 


(22) 
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or  approximately,  since  all  terms  are  negligible  compared  with 
i'"  and  e/", 


E  --s-»  fx 

%  =  -e  2x  cos  {6.  +  r)  cos y^d 

2.  ▼     T. 


and 


«i  = 


EVxHr  -{-• 


cos  (0O  +  f)  sin 


v/§* 


(23) 


These  values  are  a  maximum,  if  the  circuit  is  opened  at  the 
moment  0o  =  -  y,  that  is,  at  the  maximum  value  of  the  short- 
circuit  current,  and  are  then 


2  ▼     X 


and 


Vxz 


Ee 


siny  — 


0. 


(24) 


The  amplitude  of  oscillation  of  the  condenser  potential  dif- 
ference is 


fxxt 


~E, 


or,  neglecting  the  line  resistance,  as  rough  approximation, 
x  =  z, 


\/h 


^E; 

X 


that  is,  the  potential  difference  at  the  condenser  is  increased 
above  the  impressed  e.m.f.  in  the  proportion  of  the  square  root 
of  the  ratio  of  condensive  reactance  to  inductive  reactance,  or 
inversely  proportional  to  the  square  root  of  inductance  voltage 
times  capacity  current,  as  fraction  of  the  impressed  voltage  and 
the  full-load  current.  Thus,  in  this  case,  the  rise  of  voltage  is 
excessive. 

The  minimum  intensity  of  the  oscillation  due  to  rupturing 
short-circuit  occurs  if  the  circuit  is  broken  at  the  moment 
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0O  =  90°  -  r,  that  is,  at  the  zero  value  of  the  short-circuit  current. 
Then  we  have 

E  __/n  ,     ,  ,      E_  -£•_ 


i= cos(0  +  f)  +  — =€    2x  sinr&inJ^O 

%a  \/r.T.  ▼    -t 


and 


^=#8^(0  +  r)  -  Ee    2x'sinrcosi/^0; 


(25) 


that  is,  the  potential  difference  at  the  condenser  is  less  than  twice 
the  impressed  e.m.f.;  therefore  is  moderate.  Hence,  a  short- 
circuit  can  be  opened  safely  only  at  or  near  the  zero  value  of  the 
short-circuit  current. 

The  phenomenon  ceases  to  be  oscillating,  and  becomes  an 
ordinary  logarithmic  discharge,  if  Vr3—  4  xxc  is  real,  or 

r  >  2VxTc. 

Some  examples  may  illustrate  the  phenomena  discussed  in  the 
preceding  paragraphs. 

69.  Let,  in  a  transmission  line  carrying  100  amperes  at  full 
load,  under  an  impressed  e.m.f.  of  20,000  volts,  the  resistance 
drop  =  8  per  cent,  the  inductance  voltage  =  15  per  cent  of  the 
impressed  voltage,  and  the  charging  current  =8  per  cent  of  full- 
load  current.  Assuming  1  per  cent  resistance  drop  in  the 
step-up  transformers,  and  a  reactance  voltage  of  2J  per  cent, 
the  resistance  drop  between  the  constant  potential  generator 
terminals  and  the  middle  of  the  transmission  line  is  then  5  per 
cent,  or  r  =  10  ohms,  and  the  inductance  voltage  is  10  per 
cent,  or  x  =  20  ohms.  The  charging  current  of  the  line  is  8 
amperes,  thus  the  condensive  reactance  xc  =  2500  ohms. 

Then,  assuming  a  sine  wave  of  impressed  e.m.f.,  we  have 

E  =  20,000  V2  =  28,280  volts; 
i'  =-  11.3 sin  (0-  0O); 
.    c/=  28,280  cos  (0  -  0O); 
i"  -  -  11.3  C °-25'[sin  0O  cos  11-2  0  -  11.2  cos  0O  sin  11.2  0], 
and     6l"  =  -  28,280  r«M9  [cos  0O  cos  1 1 .2  0  +  (0.0222  cos  0O 
+0.0283  sin  0O)  sin  11.2  0] 
^  -28,280  e-02*9 cos 0O  cos  11.2 0. 
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Therefore  the  oscillations  produced  in  starting  the  trans- 
mission line  are 

i 11.3  [sin  (6-6,)+  «-°-M'(sin  60  cos  11.2  6 

-  11.2  cos  0O  sin  11.2  6)] 
and      e,  =  28,280  { cos  (6  -  0O)  -  «-••»•  [cos  0,  cos  1 1 .2  6 

+  (0.0222  cos  0O  +  0.0283  sin  0O)  sin  1 1 .2  0] } 
as  28,280  [cos  (9  -  60)  -  «-••"•  cos  0,  cos  1 1.2  0]. 
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Fig.  27.     Starting  of  a  transmission  line. 


100 


Fig.  28.    Starting  of  a  transmission  line. 

Hence  the  maximum  values  for  0O  =  0,  are 
i  =  -11.3  (sin0  -  11.2  e-0259  sin  11.2  0) 
and    ex  =  28,280  [cos  0-  e-°'2*9  (cos  11.2  0+0.0222  sin  1 1.2  0)] 

s*  28,280  (cos  0  -  £-°-25'  cos  11.2  0), 
and  the  minimum  values,  for  0O  =  90°,  are 

i  =  11.3  (cos  0  -  £-°'25'cos;il.2  0) 
and    ex  =  28,280  (sin  0-0.0283  e-°'2*9  sin  11.2  0) 
s;  28,280  sin  0 
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These  values  are  plotted  in  Figs.  27  and  28,  with  the  current,  i, 
in  dotted  and  the  potential  difference,  el9  in  drawn  line.  The 
stationary  values  are  plotted  also,  in  thin  lines,  i  and  ef,  respec- 
tively. 

(a)  Opening  the  circuit  under  full  load,  we  have 

i 11.3  sin  (0  -  0O)  +  ioS-*'2S9  cos  11.2  0 

and  ex  =  28,280  cos  (0  -  0O)  +  224  v^'sin  11.2  0. 
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Fig.  29.    Opening  a  loaded  transmission  line. 

These  values  are  maximum  for  0O  =  0  and  non-inductive 
circuit,  or  t0  =  141.4,  and  are 

i  =  -11.3  sin  0  +  141.4  £-°-25'cos  11.2  0 

and  ex  =  28,28Ocos0  +  31,600£-°-M'  sin  11.2ft 

These  values  are  plotted,  in  Fig.  29,  in  the  same  manner  as 
Figs.  27  and  28. 
(6)  Rupturing  the  line  under  short-circuit,  we  have 

z  =  22.4 

and  i0  =  1265  cos  (0O  +  y)\ 

and  therefore 

i  =  -  11.3  sin  (0  -  0O)  +  1265 e-°-35'[cos  (0O  +  r) 
cos  11.2  0  +  0.1  cos  0Q  sin  11.2  0] 
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and    ex  =  28,280  {cos  (0  -  0O)  -  e-°M9[coe  0O  cos  11.2  0 

-  10  cos  (0O  +  r)  sin  11.2  0]j. 

These  values  are  a  maximum  for  0O  =  —  y  =  —  63°,  thus 

i  =  -  11.3  sin  (0  +  63°)  +  1265  r*™9  (cos  11.2  0 
+  0.044  sin  11.2  0) 
and     ex  =  28,280  cos  (0  +  63°)  -  282,800  e~0M$  (0.044  cos  11.2  0 

-  sin  11.2  0); 

that  is,  the  potential  difference  rises  about  tenfold,  to  282,800 
volts.    These  values  are  plotted  in  Fig.  30. 


Degrees 

Fig.  30.     Opening  a  short-circuited  transmission  line. 


hi. 


70.  On  an  experimental  10,000-volt,  40-cycle  line,  when  a 
destructive  e.m.f.  was  produced  by  a  short-circuiting  arc,  the 
author  observed  a  drop  in  generator  e.m.f.  to  about  5000  volts, 
due  to  the  limited  machine  capacity.  The  resistance  of  the 
system  was  very  low,  about  r  =  1  ohm,  while  the  inductive 
reactance  may  be  estimated  as  x  =  10  ohms,  and  the  condensive 
reactance  as  xc  =  20,000  ohms.  Therefore  tan  y  =  10,  or 
approximately,  y  =  90°. 

Herefrom  it  follows  that 


and 


i  -  707  r0-06'  cos  44.7  0 
et  -  316,000  r°-"#sin  44.7  0; 
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that  is,  the  oscillation  has  a  frequency  of  about  1800  cycles  per 
second  and  a  maximum  e.m.f.  of  nearly  one-third  million  volts, 
which  fully  accounts  for  its  disruptive  effects. 
71.  As  conclusion,  it  follows  herefrom: 

1.  A  most  important  source  of  destructive  high  voltage 
phenomena  in  high  potential  circuits  containing  inductance  and 
capacity  are  the  electric  oscillations  produced  by  a  change  of 
circuit  conditions,  as  starting,  opening  circuit,  etc. 

2.  These  phenomena  are  essentially  independent  of  the  fre- 
quency and  the  wave  shape  of  the  impressed  e.m.f.,  but  de- 
pend upon  the  conditions  under  which  the  circuit  is  changed, 
as  the  manner  of  change  and  the  point  of  the  impressed  e.m.f. 
and  current  wave  at  which  the  change  occurs. 

3.  The  electric  oscillations  occurring  in  connecting  a  trans- 
mission line  to  the  generator  are  not  of  dangerous  potential,  but 
the  oscillations  produced  by  opening  the  transmission  circuit 
under  load  may  reach  destructive  voltages,  and  the  oscillations 
caused  by  interrupting  a  short-circuit  are  liable  to  reach  voltages 
far  beyond  the  strength  of  any  insulation.  Thus  special  pre- 
cautions should  be  taken  in  opening  a  high  potential  circuit 
under  load.  But  the  most  dangerous  phenomenon  is  a  low 
resistance  short-circuit  in  open  space. 

4.  The  voltages  produced  by  the  oscillations  in  open-circuiting 
a  transmission  line  under  load  or  under  short-circuit  are  mod- 
erate if  the  opening  of  the  circuit  occurs  at  a  certain  point  of 
the  e.m.f.  wave.  This  point  approximately  coincides  with  the 
moment  of  zero  current. 
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DIVIDED  CIRCUIT. 

72.  A  circuit  consisting  of  two  branches  or  multiple  circuits 
1  and  2  may  be  supplied,  over  a  line  or  circuit  3,  with  an  impressed 
e.m.f.,  e0. 

Let,  in  such  a  circuit,  shown  diagrammatically  in  Fig  31, 
rv  Lv  Cx  and  rv  Lv  C2  =  resistance,  inductance,  and  capacity, 
respectively,  of  the  two  branch  circuits  1  and  2;  rw  Lw  C0  = 


tAMkMJ 


J. 


Fig.  31.     Divided  circuit. 

resistance,  inductance,  and  capacity  of  the  undivided  part  of  the 
circuit,  3.  Furthermore  let  e  =  potential  difference  at  terminals 
of  branch  circuits  1  and  2,  ix  and  i2  respectively  =  currents  in 
branch  circuits  1  and  2,  and  is  =  current  in  undivided  part  of 
circuit,  3. 

Then  i8  -  ix  +  i2  (1) 

and  e.m.f.  at  the  terminals  of  circuit  1  is 


of  circuit  2  is 


r  dit       1    C    , 

T      di2  1         C        JA 


(2) 
(3) 
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and  of  circuit  3  is 

e,-e  +  r#M  +  L,$f  +  ±fi9dL  (4) 

Instead  of  the  inductances,  L,  and  capacities,  C,  it  is  usually 
preferable,  even  in  direct-current   circuits,  to    introduce  the 

reactances,  x  =  2  nfL  =  inductive  reactance,  xc  =  =  con- 

densive  reactance,  referred  to  a  standard  frequency,  such  as 
/  =  60  cycles  per  second.    Instead  of  the  time  t,  then,  an  angle 

6  =  2  */*  (5) 

is  introduced,  and  then  we  have 


and 


dt        x    di  dB  _     di 
Jt=S2^fdid'dt^XdJd 

l-fidt  =  2nfxcf^M  =  *J\  d0, 


(6) 


since 


Hereby  resistance,  inductance,  and  capacity  are  expressed  in 
the  same  units,  ohms. 

Time  is  expressed  by  an  angle  0  so  that  360  degrees  correspond 
to  gV  of  a  second,  and  the  time  effects  thus  are  directly  com- 
parable with  the  phenomena  on  a  60-cycle  circuit. 

A  better  conception  of  the  size  or  magnitude  of  inductance 
and  capacity  is  secured.  Since  inductance  and  capacity  are 
mostly  observed  and  of  importance  in  alternating-current  cir- 
cuits, a  reactor  having  an  inductive  reactance  of  x  ohms  and 
i  amperes  conveys  to  the  engineer  a  more  definite  meaning  as 
regards  size:  it  has  a  volt-ampere  capacity  of  i*x,  that  is,  the 
approximate  size  of  a  transformer  of  half  this  capacity,  or  of  a 

i'x 

—  -watt  transformer.    A  reactor  having  an  inductance  of  L 

henrys  and  i  amperes,  however,  conveys  very  little  meaning  to 
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the  engineer  who  is  mainly  familiar  with  the  effect  of  inductance 
in  alternating-current  circuits. 

Substituting  therefore  (5)  and  (6)  in  equations  (2),  (3),  (4), 
gives  the  e.m.f.  in  circuit  1  as 

*  =  rih  +  *i-fi  +  x«fhMl  (7) 

in  circuit  2  as 


di 
in  circuit  3  as 


e  =  r2i2  +  x2-^  +  xCtfi2dd;  (8) 


«•-  e  +  roh  +  xo~m  +  xcofhM;  (9) 

hence,  the  potential  differences  at  the  condenser  terminals  are 

/di 
itdd  =  e-  rxix  -  xx— S  (10) 

«,-  *c>J\M  =  6  -  r2i3  -  x2  -£,'  (11) 

and  cs=  x^ J  i, d0  =  e0  -  e  -  r0i9  -  x0 ^  •  (12) 

Differentiating  equations  (7),  (8),  and  (9),  to  eliminate  the 
integral,  gives  as  differential  equations  of  the  divided  circuit: 

<Pit         dit  de  ,<rtV 

x»d^  +  r«*  +  ^"S'  (13) 

cPi.         dL  de  ,HA^ 

x>M  +  r*dd  +  x«t>  =  d0'  (14) 

(PL         di%  .       deft      de  ,„_ 

4,1(1  X<W  +  r'>-M  +  X«l>=d0-dd'  (15) 

Subtracting  (14)  from  (13)  gives 

/     dKt         dit  .  \     /     cPt'  dL  .  \      ^     „„. 

(*■  w  +  r>*  +  x^)-(Xj  ^  +  r'^  +  x^)=  °- (16) 
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Multiplying  (15)  by  2,  and  adding  thereto  (13)  and  (14),  gives, 
by  substituting  (1),  ^  =  t,  +  iv 

(Pi  di 

(2x0  +  xt)  -^+  (2r0  +  rt)  -^  +  (2^  +  xf>\  + 

(it  dx  (l& 

(2x0+x,)  -J+(2r0  +  r,)^+  (2  x„  +  xji,  =  2  — °  •   (17) 

These  two  differential  equations  (16)  and  (17)  are  integrated 
by  the  functions 

ix  =  t/  +  Ajt-" 
and  (18) 

t,  =  t,'  +  A/--, 

where  i/  and  t/  are  the  permanent  values  of  current,  and 
t,"  =  A^-00  and  i,"  =  Af~°*  are  the  transient  current  terms. 
Substituting  (18)  in  (16)  and  (17)  gives 

/     <Pi'  di.'         .A      /     d*i'  di'  .  ,\ 

+  A^-"  (a'x,  -  arx  +  xc)  -  Af~<*  (aJx,  -  or,  +  xc>)  =  0     (19) 

and 

<Pi '  di ' 

(2  x0  +  x.)  -j±  +  (2  r0  +  rl)1fc+  (2  x«  +  xc>,'  +  (2  x0  +  x,) 

(Pi '  di ' 

-£  +  (2  rt  +  r2)  -+  +  (2  x„  +  xc,)i,  +  ii,.-- {a'(2  x0  +x.) 

-  o  (2  r0  +  r.)  +  (2  x*  +  xe)}  +  Af-<*  {a*  (2  x0  +  x,) 

-  a  (2r0  +  r,)  +  (2x„  +  xj}  =  2^  •  (20) 

73.  For  0  =  oo,  the  exponential  terms  eliminate,  and  there 
remain  the  differential  equations  of  the  permanent  terms 
t/  and  i/,  thus 

/     (Pi/         di/  .A      /     (PtV  di'  .A      „    /rtiix 

and 

d*t  '  di  ' 

(2  x0  +  x,)  -^  +  (2  r0  +  r.)  -^  +  (2  x„  +  x„)  i/  +  (2  a;0+  x,) 

££  +  (2r0  +  r2)^+  (2X..+  xc.)  i,'  -2^.  (22) 
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The  solution  of  these  equations  (21)  and  (22)  is  the  usual 
equation  of  electrical  engineering,  giving  t/  and  i2  as  sine  waves 
if  the  e.m.f.,  e0,  is  a  sine  wave;  giving  i(  and  i2  as  constant 
quantities  if  e0  is  constant  and  x^  and  either  xCi  or  xc%  or  both 
vanish,  and  giving  i(  and  i2  =  0  if  either  x^  or  both  xCi  and 
x^  differ  from  zero. 

Subtracting  (21)  and  (22)  from  (19)  and  (20)  leaves  as  dif- 
ferential equations  of  the  transient  terms  i"  and  i2", 

f--  {Ax  (a'x,  -  arx  +  xCl)  -  A2  (a%  -  ar2  +  xc,)}  =  0     (23) 
and 

«-"•  UJaa  (2x0  +  xx)  -  a  (2  r0  +  r,)  +  (2Xco  +  xCi)]  +  A, 
[a*  (2  x0  +  x2)  -  a  (2r0  +  r2)  +  (2  x„  +xCf)]}  =  0.  (24) 

Introducing  a  new  constant  B,  these  equations  give,  from  (23), 
Ax  =  B  (a'x2  -  ar2  +  xCt) 


and 

A2  =  B(a2xx-  arx  +  xCi); 


(25) 


then  substituting  (25)  in  (24)  gives 

(a2x2  -  ar2  +  xc%)  [a2(2  x0  +  xt)  -  a  (2  r0  +  r,)  +  (2  xCo  +  xCi)] 
+  (a2xx  -  arx  +  xj[a2(2  x0  +  x2)  -  a  (2  r0  +  r2)  +  (2  x^ 
+  xj]  =  0,  (26) 

while  B  remains  indeterminate  as  integration  constant. 

Quartic  equation  (26)  gives  four  values  of  a,  which  may  be  all 
real,  or  two  real  and  two  conjugate  imaginary,  or  two  pairs  of 
conjugate  imaginary  roots. 

Rearranged,  equation  (26)  gives 

a4  (x0x1  +  x0x2  +  xxx2)  -  a*  \r0  (xx  +  x2)  +  rt  (x0  +  x2) 
+  r2  (x0  +  xx) }  +  a2  { (rjrx  +  r0r2  +  r/2)  +  xCo  (xt  +  x2) 
+  xCx  (x0+  x2)+  xe%  (x0+  xx)]-a  {x^r^  r2)+  xCi  (r0+  r2) 
+  **  (r.  +  rx) }  +  (x^xfi  +  x^x,,  +  xc  xj  =  0.  (27) 

Let  ap  a2,  as,  a4  be  the  four  roots  of  this  quartic  equation  (27); 
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then 

ix  =  1/  +  Bx  (ax2x2  -  axr2  +  xc%)  e"a''  +  B2  (a2x2 -  a2r2  +  x(%)  e—* 
+  B3  (a,2x2-  azr2+  xc%)  e~**  +  B4  (a4'x3-  a,r2+  xc%)  e~a^  (28) 

and 

i2  =  i/  +  Bx  (a2xx  -  axrx  +  xCi)  c-»#  +  J53  (a2xx  -  a2rt  +  xCl)  £"*■' 
+  £3  (a,1^-  a3rl+  xCt)  €-*>'+  B<  (a2xx-  a4rx+  xc)  e~^§  (29) 

where  the  integration  constants  Bv  B2,  B3  and  B4  are  deter- 
mined by  the  terminal  conditions:  the  currents  and  condenser 
potentials  at  zero  time,  0  =  0. 

The  quartic  equation  (27)  usually  has  to  be  solved  by  approxi- 
mation. 

74.  Special  Cases:  Continuous-current  divided  circuit,  with 
resistance  and  inductance  but  no  capacity,  c0=  constant. 


Fig.  32.     Divided  continuous-current  circuit  without  capacity. 

In  such  a  circuit,  shown  diagrammatically  in  Fig.  32,  equations 
(7),  (8),  and  (9)  are  greatly  simplified  by  the  absence  of  the 
integral,  and  we  have 


.    ,       dix 
e  =  rsx  +  xx-> 

e  =  r2h  +  x2-> 


and 

(30)  and  (31)  combined  give 


dL 

*o  ^e  +  Va  +  ^o^ 


di.         dL 


(30) 
(31) 
(32) 

(33) 
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Substituting  (1),  i,  =  %x  +  iv  in  (32),  multiplying  it  by  2  and 
adding  thereto  (30)  and  (31),  gives 

2  e0=  (2  r0+  rt)  ix+  (2  r0+  r2)  i2+  (2  x0+  xx)  ^ 

x  *"»  (34) 

+  (2x0+x2)^. 

Equations  (33)  and  (34)  are  integrated  by 

and  }•  (35) 

t,  =  */  +  il^--. 

Substituting  (35)  in  (33)  and  (34)  gives 
(V7  -  »V7)  +  «-<"U1(r1-  ox,)  -  ii,(r,  -  ox2)  j  =  0 

and 

2  e,=  (2  r0  +  r.)  t/  +  (2  r0  +  r2)  it'  +  «-«*{.4 ,  [(2  r0  +  r,) 
-  a  (2  x0  +  x,)]  +  A}  [(2  r0  +  r,)-  a  (2  x0  +  x2)]}^ 

These  equations  resolve  into  the  equations  of  permanent 
state,  thus 


%  +  «F1)tl/+(2r0  +  r1)t/-2er  J 


and  (2 

Hence,  t/  =  e0jj 

r. 


(36) 


and  t'/  -  e0  £, 

where  i*  =  r„rl  +  rjr2  +  rlrv  (37) 

and  the  transient  equations  having  the  coefficients 
At  (r,  -  ox,)  -  At  (r,  -  ox,)  -  0 

and 

^,  [(2  r0  +  r,)  -  o  (2  x0  +  x,)]  +  A2  [(2  r0  +  r2) 
-  o  (2  x0  +  x2)]  =  0. 
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Herefrom  it  follows  that 

Ax  =  B  (r2  -  ax2) 


and 
and 


A2  =  B  (rx  -  ox^, 


(38) 


a3  (Vi  +  Vi  +xiX*)  -  a  [ro  (Ji  +  *2)  +  ri  (*o  +  ^2) 

+  r2  (x0  +  xj]  +  (rjr,  +  r0r2  +  rtr2)  -  0,  (39) 

B  =  indefinite.  (40) 

Substituting  the  abbreviations, 

x0xt  +  x0x2  +  xxx2  =  x2, 

and  [(41) 

^0  (*1    +    Xl)    +   ri   (*0  +    *l)    +    r2  (*0  +   *l)    -  *0  (ri  +  Tl) 

+  *i  (r0  +  r2)  +  x2  (r0  +  rx)  =  s2, 

gives  (39) 

aV  -  as2  +  r2  =  0,  (42) 

hence  two  roots, 


°'=     2f 


and 


where 


o, 


s»  +  g* 
2x*   ' 


g*  =  Vs4  -  4  rV. 


(43) 


(44) 


The  two  roots  of  equation  (42),  o,  and  av  are  always  real,  since 
in  g2 

s4  >  4  r2*2, 

as  seen  by  substituting  (41)  therein. 
The  final  integral  equations  thus  are 

«',-«,J  +  (',-«A)  *,«"**"•  +  (r1-a,x,)J5ie"£^r' 
and 


.izii 


«'+«»- 


*>«.;£  +  (»•,-<*,*,)*,«     2*°    +  (r1-aA)£,«     2* 


(45) 
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Bx  and  B2  are  determined  by  the  terminal  conditions,  as  the 
currents  ix  and  i2  at  the  start,  0  =  0. 
Let,  at  zero  time,  or  0  =  0, 


and 


i,  =  %: 


t,  =  i; 


(46) 


then,  substituting  in  (45),  we  have 
r, 


and 


*1°    =   ^   ^  +    ^2    -    «  i*»)  51    +    (r2   ~    <V»)  52 


*3°    =   *0   ^  +    (ri    ~    fli*l)  51    +    (ri    -    Vl)  B2> 


(47) 


and  herefrom  calculate  Bt  and  J5r 

76.  For  instance,  in  a  continuous-current  circuit,  let  the 
impressed  e.m.f.,  e0  =  120  volts;  the  resistance  of  the  undivided 
part  of  the  circuit,  r0  =  20  ohms;  the  reactance,  x0  =  20  ohms; 
the  resistance  of  one  of  the  branches,  rx  =  20  ohms ;  the  reactance, 
xx  =  40  ohms,  and  the  resistance  of  the  other  branch,  r2  = 
5  ohms,  the  reactance,  x2  =  200  ohms. 

Thus  one  of  the  branches  is  of  low  resistance  and  high  react- 
ance, the  other  of  high  resistance  and  moderate  reactance. 

The  permanent  values  of  the  currents,  (r2  =  600),  are 

ix   =  1  amp.  1 

and  > 

i2'  =  4  amp.  J 

(a)  Assuming  now  the  resistance  r0  suddenly  decreased  from 
r0  =  20  ohms  to  r0  =  15  ohms,  we  have  the  permanent  values 
of  current  as 

t/  =  1.265  amp.       1 

and  > 

i2'  =  5.06  amp.         J 

The  previous  values  of  currents,  and  thus  the  values  of  currents 
at  the  moment  of  start,  6  =  0,  are 

i*  =  1  amp. 
and 


4  amp. 


i 
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therefrom  follow  the  equations  of  currents,  by  substitution  in 
the  preceding, 

it  =  1.265  +  0.455  r0-0888'-  0.720  r0*588'  ] 

and  r 

i2  =  5.06  -  1.038  e-0'™"  -  0.022  r  °-588'.    J 

(6)  Assuming  now  the  resistance  r0  suddenly  raised  again 
from  r0  =  15  ohms  to  r0  =  20  ohms,  leaving  everything  else 
the  same,  we  have 

i*  =  1.265  amp.        1 

and  > 

t3°  =  5.06  amp.;        J 

and  then 

ix  =  1  -  0.528 r00697#+  0.793  £~°-874' 
and 

i2  =  4  +  l.oisr00897' 


+  0.793  £-°-674'  1 

+  0.042  e-°-m$  .  J 


(c)  Assuming  now  the   resistance    r0  suddenly  raised   from 
r0  =  20  ohms  to  r0  =  25  ohms,  gives 

ix  =  0.828  -  0.374  «-•••»••  +  0.546  r0'784'- 
and 

i,  =  3.312  +  0.649  r00™' 


'  +  0.546  r0'784'-    -\ 
'+ 0.039  r0*784'.     J 


(d)  Assuming  now  the  resistance  r0  lowered  again  from  r0  = 
25  ohms  to  r0  =  20  ohms,  gives 

ix  =  1  +  0.342  e"0-0897'-  0.514  £"°-874# 
and 

i3  =  4  -  0.660  < 


le"0-0897'-  0.514  £"°-874'  ] 

)e-o.o6W»_  0.028 e"0874#.  J 


.  76.  In  Fig.  33  are  shown  the  variations  of  currents  it  and  iv 
resultant  from  a  sudden  variation  of  the  resistance  r0  from  20 
to  15,  back  to  20,  to  25,  and  back  again  to  20  ohms.  As  seen, 
the  readjustment  of  current  ia,  that  is,  the  current  in  the  induc- 
tive branch  of  the  circuit,  to  its  permanent  condition,  is  very 
slow  and  gradual.  Current  iv  however,  not  only  changes  very 
rapidly  with  a  change  of  r0,  but  overreaches  greatly;  that  is,  a 
decrease  of  r0  causes  i\  to  increase  rapidly  to  a  temporary  value 
far  in  excess  of  the  permanent  increase,  and  then  gradually  ix 
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falls  back  to  its  normal,  and  inversely  with  an  increase  of  r0. 
Hence,  any  change  of  the  main  current  is  greatly  exaggerated 
in  the  temporary  component  of  current  tt;  a  permanent  change 
of  about  20  per  cent  in  the  total  current  results  in  a  practically 
instantaneous  change  of  the  branch  current  iv  by  about  50  per 
cent  in  the  present  instance. 

Thus,  where  any  effect  should  be  produced  by  a  change  of 
current,  or  of  voltage,  as  a  control  of  the  circuit  effected  thereby, 
the  action  is  made  far  more  sensitive  and  quicker  by  shunting 
the  operating  circuit  iv  of  as  low  inductance  as  possible,  across 
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Fig.  33.    Current  in  divided  continuous-current  circuit  resulting  from  sudden 
variations  in  resistance. 

a  high  inductance  of  as  low  resistance  as  possible.  The  sudden 
and  temporary  excess  of  the  change  of  current  ix  takes  care  of 
the  increased  friction  of  rest  in  setting  the  operating  mechanism 
in  motion,  and  gives  a  quicker  reaction  than  a  mechanism 
operated  directly  by  the  main  current. 

This  arrangement  has  been  proposed  for  the  operation  of  arc 
lamps  of  high  arc  voltage  from  constant  potential  circuits. 
The  operating  magnet,  being  in  the  circuit  iv  more  or  less 
anticipates  the  change  of  arc  resistance  by  temporarily  over- 
reaching. 

77.  The  temporary  increase  of  the  voltage,  e,  across  the 
branch  circuit,  iv  corresponding  to  the  temporary  excess  current 
of  this  circuit,  may,  however,  result  in  harmful  effects,  as  de- 
struction of  measuring  instruments  by  the  temporary  excess 
voltage. 


132  TRANSIENT  PHENOMENA 

Let,  for  instance,  in  a  circuit  of  impressed  continuous  e.m.f., 
3,  =  600  volts,  as  an  electric  railway  circuit,  the  resistance  of 
the  circuit  equal  25  ohms,  the  inductive  reactance  44  ohms. 
This  gives  a  permanent  current  of  i'  =  24  amperes. 

Let  now  a  small  part  of  the  circuit,  of  resistance  r,  =  1  ohm, 
but  including  most  of  the  reactance  x2  =  40  ohms  —  as  a  motor 
series  field  winding  —  be  shunted  by  a  voltmeter,  and  rt  =  1000 
ohms  =  resistance,  xx  =  40  ohms  =  reactance  of  the  volt- 
meter circuit. 

In  permanent  condition  the  voltmeter  reads  A  X  600  =  24 
volts,  but  any  change  of  circuit  condition,  as  a  sudden  decrease 
or  increase  of  supply  voltage  c0,  results  in  the  appearance  of  a 
temporary  term  which  may  greatly  increase  the  voltage  impressed 
upon  the  voltmeter. 

In  this  divided  circuit,  the  constants  are:  undivided  part  of 
the  circuit,  r0  =  24  ohms;  x0  =  4  ohms;  first  branch,  voltmeter 
(practically  non-inductive),  rl  =  1000  ohms,  xx  =  40  ohms; 
second  branch,  motor  field,  highly  inductive,  r,  =  1  ohm,  s,  = 
40  ohms. 

(a)  Assuming  now  the  impressed  e.m.f.,  e0,  suddenly  dropped 
from  e0  =  600  volts  to  e0  =  540  volts,  that  is,  by  10  per  cent, 
gives  the  equations 

ix  =  0.0216  -  0.0806  e"0"832^  0.0830  €""a#l 

and  r 

i2  =  21.6  +  2.407  r0-*2'  -  0.007  r28-1*.       J 

(6)  Assuming  now  the  voltage,  e0,  suddenly  raised  again  from 
e0  =  540  volts  to  e0  =  600  volts,  gives  the  equations 

ix  =  0.024  4-  0.0806  e-°'m$  -  0.0830  r23-1^ 
and 

i2  =  24  -  2.407  e-0*882'  +  0.007  e"29'10. 

The  voltage,  e,  across  the  voltmeter,  or  on  circuit  1,  is 

di 

e  =  rih  +  xi~^  =  1000ii'  =F  77.9*-0-882*  ±  6.2 r*-1', 
ad 


where  i'  =  e-^ 
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Hence,  in  case  (a),  drop  of  impressed  voltage,  c0,  by  10  per  cent, 
6  -  21.6  -  77.9  r°-m$  +  6.2  r»a#f 

and  in  (6),  rise  of  impressed  voltage, 

e  =  24.0  +  77.9  e"0-882*-  6.2  «"M1#. 

This  voltage,  6,  in  the  two  cases,  is  plotted  in  Fig.  34.  As 
seen,  during  the  transition  of  the  voltmeter,  reading  from  21.6 
to  24.0  volts,  the  voltage  momentarily  rises  to  95.7  volts,  or 
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Fig.  34.    Voltage  across  inductive  apparatus  in  series  with  circuit  of  high 

resistance. 

four  times  its  permanent  value,  and  during  the  decrease  of 
permanent  voltage  from  24.0  to  21.6  volts  the  voltmeter  momen- 
tarily reverses,  going  to  50.1  volts  in  reverse  direction. 

In  a  high  voltage  direct-current  circuit,  a  voltmeter  shunted 
across  a  low  resistance,  if  this  resistance  is  highly  inductive,  is  in 
danger  of  destruction  by  any  sudden  change  of  voltage  or  current 
in  the  circuit,  even  if  the  permanent  value  of  the  voltage  is  well 
within  the  safe  range  of  the  voltmeter. 


CAPACITY  SHUNTING  A  PART  OF  A  CONTINUOUS-CURRENT 

CIRCUIT. 

78.  A  circuit  of  resistance  rl  and  inductive  reactance  xt  is 
shunted  by  the  condensive  reactance  xCJ  and  supplied  over  the 
resistance  r0  and  the  inductive  reactance  x0  by  a  continuous 
impressed  e.m.f.,  e0,  as  shown  diagram matically  in  Fig.  35. 
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rf 


W 


•v  Ib  tK$  undivided  circuit, 

A*. 


In  the  inductive  branch, 


c  =  r^  +  xx 


dil 


In  the  condenser  branch, 
e  =  xc  I  i2  dO. 


(49) 


(50) 


rAMB1 


C.x. 


Fig.  35.     Suppression  of  pulsations  in  direct-current  circuits  by  series  induc- 
tance and  shunted  capacity. 


Eliminating  e  gives,  from  (48)  and  (49), 

dit 


di2 


and  from  (49)  and  (50), 

di 


t2d0  -r^  +  ^-J 


Differentiating  (52),  to  eliminate  the  integral, 


(51) 


(52) 


(53) 
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Substituting  (53)  in  (51),  and  rearranging, 

«o  -  (r.  +  »-.)  *i  +  -  j  (Vi  +  x^  +  *«*,)  -± 

(Pi  (Pi  ) 

+  (V.  +  ri*o)  ^  +  x<P*Jp  \  >  C5*) 

a  differential  equation  of  third  order. 
This  resolves  into  the  permanent  term 

e.  -  (r,  +  rt)  if, 

(65) 

(56) 

^      +  it.--.  (57) 

'o  +  'i 

Equation  (57)  substituted  in  (54)  gives  as  equation  of  a, 

*e  (r,  +  r,)  -  a  (r/,  +  x,x0  +  x^,)  +  oJ  (r,xt  +  r.x,)  -  o*!^,  =  0, 

or 

as.^  +  M  +  J^  (58) 

\x0     xj         \x0xt      x0      xj  xQxx 

while  A  remains  indefinite  as  integration  constant. 

Equation  (58)  has  three  roots,  av  a2,  and  av  which  either  are 
all  three  real,  when  the  phenomenon  is  logarithmic,  or,  one 
real  and  two  imaginary,  when  the  phenomenon  is  oscillating. 

The  integral  equation  for  the  current  in  branch  1  is 

+  Axt-«*  +  A2e  -*#  +  Af-**' ;        (59) 


hence, 

■V- 

% 

»"o 

+  r.' 

and  a  transient  term 

A, 

i--; 

that  is, 

i.  « »"/ 

+  A*- 

-at 

_       «o 

1     r9  +  rt 

the  current  in  branch  2  is  by  (53) 

1  /    <K,  <PtA 

=  -{-«.  (ri  ~  ¥t)  4.£"a''  ~  «i  (r.  ~  <V»)  ^i*-*' 

-«,fr,-OA)  A/—'},  (60' 
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and  the  potential  difference  at- the  condenser  is 


i2dd  =  rxix  +  Xj— l 


r0  +  rt 

+  (rt  -  Vl)  A,*""*'.  (61) 

In  the  case  of  an  oscillatory  change,  equations  (59),  (60),  and 
(61)  appear  in  complex  imaginary  form,  and  therefore  have  to 
be  reduced  to  trigonometric  functions. 

The  three  integration  constants,  Av  A2,  and  Av  are  deter- 
mined by  the  three   terminal   conditions,   at  0  =  0,  ix  =  i*t 

^2  ==  ^2  y  G  ==  *' 

79.  As  numerical  example  may  be  considered  a  circuit  having 
the  constants,  e0  =  110  volts;  r0  =  1  ohm;  x0  =  10  ohms; 
rx  =  10  ohms;  xx  =  100  ohms,  and  xc  =  10  ohms. 

In  other  words,  a  continuous  e.m.f.  of  110  volts  supplies, 
over  a  line  of  r0  =  1  ohm  resistance,  a  circuit  of  rx  =  10  ohms 
resistance.  An  inductive  reactance  x0  =  10  ohms  is  inserted 
into  the  line,  and  an  inductive  reactance  xx  =  100  ohms  in  the 
load  circuit,  and  the  latter  shunted  by  a  condensive  reactance  of 
xc  =  10  ohms. 

Then,  substituting  in  equation  (58), 

as-  0.2  a2  +  1.11a- 0.11  =  0. 

This  cubic  equation  gives  by  approximation  one  root,  ax  =  0.1, 
and,  divided  by  (a  —  0.1),  leaves  the  quadratic  equation 

a2  -  0.1  a  +  1.1  =  0, 

which  gives  the  complex  imaginary  roots -a2  =  0.05  —  1.047/ 
and  as  =  0.05  +  1.047  /;  then  from  the  equation  of  current, 
by  substituting  trigonometric  functions  for  the  exponential 
functions  with  imaginary  exponent,  we  get  the  equation  for  the 
load  current  as 

ix  =  i(  +  Axe~°-l$  +  r0'05*  (Bx  cos  1.047  0  +  B2  sin  1.047  0), 

the  condenser  potential  as 

6=  10 */  +  r0*05'  { (5  Bx  +  104.7  B2)  cos  1.047  0  -  (104.7  Bx 
-  5B2)  sin  1.047  0}, 
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and  the  condenser  current  as 

i2  =  10.9  r0*06  °  [  Bt  cos  1.047  0  +  B2  sin  1.047  0 } . 

At  6^  =  110  volts  impressed,  the  permanent  current  is  i/  =  10 
amp.,  the  permanent  condenser  potential  is  ef  =  100  volts,  and 
the  permanent  condenser  current  is  i2  =  0. 

Assuming  now  the  voltage,  e0,  suddenly  dropped  by  10  per 
cent,  from  e0  =  110  volts  to  e0  =  99  volts,  gives  the  permanent 
current  as  i(  =  9  amp.  At  the  moment  of  drop  of  voltage, 
0  =  0,  we  have,  however,  ix  =  i*  =  10  amp. ;  e  =  ef  =  100 
volts,  and  i2  =  0;  hence,  substituting  these  numerical  values 
into  the  above  equations  of  iv  e,  i2,  gives  the  three  integration 
constants: 

Ax  =  1;  Bx  -  0,  and  J52  =  0.0955; 
therefore  the  load  current  is 

ix  -  9  +  €"01*  +  0.0955  T0-06*  sin  1.047  0, 
the  condenser  current  is 

i2  -  1.05  fi-0'06*  sin  1.047  0, 
and  the  condenser,  or  load,  voltage  is 

e  =  90  +  r0'06*  (10  cos  1.047  0  +  0.48  sin  1.047  0). 
Without  the  condenser,  the  equation  of  current  would  be 
t=9  +  r0-1*. 

In  this  combination  of  circuits  with  shunted  condensive 
xeactance  xcf  at  the  moment  of  the  voltage  drop,  or  0  =  0,  the 
:rate  of  change  of  the  load  current  is,  approximately, 

^  -  [-  O.lr0-1'  +  0.0955  X  1.047s-0-06'  cos  1.047  0]o  =  0, 
ad 

^while  without  the  condenser  it  would  be 

|  =  [-0.1  .-"•],-  -0.1. 

80.  By  shunting  the  circuit  with  capacity,  the  current  in  the 
circuit  does  not  instantly  begin  to  change  with  a  change  or 
fluctuation  of  impressed  e.m.f. 
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In  Fig.  36  is  plotted,  with  0  as  abscissas,  the  change  of  the 
current,  iv  in  per  cent,  resulting  from  an  instantaneous  change 
of  impressed  e.m.f.,  e0,  of  10  per  cent,  with  condenser  in  shunt 
to  the  load  circuit,  and  without  condenser. 

As  seen,  at  6  =  172°,  both  currents,  ix  with  the  condenser 
and  i  without  condenser,  have  dropped  by  the  same  amount, 
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Fig.  36.     Suppression  of  pulsations  in  direct-current  circuits  by  series  induc- 
tance and  shunted  capacity.     Effect  of  10  per  cent  drop  of  voltage. 

2.6  per  cent.  But  at  0  =  57.3°,  ix  has  dropped  only  \  per  cent, 
and  i  nearly  1  per  cent,  and  at  0  =  24°,  ix  has  not  yet  dropped 
at  all,  while  i  has  dropped  by  0.38  per  cent. 

That  is,  without  condenser,  all  pulsations  of  the  impressed 
e.m.f.,  e0,  appear  in  the  load  circuit  as  pulsations  of  the  current, 
i,  of  a  magnitude  reduced  the  more  the  shorter  the  duration  of 
the  pulsation.  After  0  =  60°,  or  t  =  0.00275  seconds,  the 
pulsation  of  the  current  has  reached  10  per  cent  of  the  pulsation 
of  impressed  e.m.f. 

With  a  condenser  in  shunt  to  the  load  circuit,  the  pulsation 
of  current  in  the  load  circuit  is  still  zero  after  6  =  24°,  or  after 
0.001  seconds,  and  reaches  1.25  per  cent  of  the  pulsation  of 
impressed  e.m.f.,  e0,  after  0  =  60°,  or  t  =  0.00275  seconds. 

A  pulsation  of  the  impressed  e.m.f.,  e0y  of  a  frequency  higher 
than  250  cycles,  practically  cannot  penetrate  to  the  load  circuit, 
that  is,  does  not  appear  at  all  in  the  load  current  ix  regardless 
of  how  much  a  pulsation  of  the  impressed  e.m.f.,  e0,  it  is,  and  a 
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pulsation  of  impressed  e.m.f.,  e0,  of  a  frequency  of  120  cycles  re- 
appears in  the  load  current  iv  reduced  to  1  per  cent  of  its  value. 

In  cases  where  from  a  source  of  e.m.f.,  e0,  which  contains  a 
slight  high  frequency  pulsation  —  as  the  pulsation  corresponding 
to  the  commutator  segments  of  a  commutating  machine — a 
current  is  desired  showing  no  pulsation  whatever,  as  for  instance 
for  the  operation  of  a  telephone  exchange,  a  very  high  inductive 
reactance  in  series  with  the  circuit,  and  a  condensive  reactance 
•  in  shunt  therewith,  entirely  eliminates  all  high  frequency  pulsa- 
tions from  the  current,  passing  only  harmless  low  frequency 
pulsations  at  a  greatly  reduced  amplitude. 

81.  As  a  further  example  is  shown  in  Fig.  37  the  pulsation 
of  a  non-inductive  circuit,  xx  =  0,  of  the  resistance  rx  =  4  ohms, 
shunted  by  a  condensive  reactance  xc  =  10  ohms,  and  supplied 
over  a  line  of  resistance  r0  =  1  ohm  and  inductive  reactance 
x0  =  10  ohms,  by  an  impressed  e.m.f.,  e0  =  110  volts. 

Due  to  xx  =  0  equation  (58)  reduces  to 

xrx       Jsq/       x0  \  rx/ 

or,  substituting  numerical  values, 

a2  -  2.6  a  +  1.25  =  0 

and  ax  =  0.637,  a2  =  1.963; 

that  is,  both  roots  are  real,  or  the  phenomenon  is  logarithmic. 
We  now  have 

t\  -if  +  Alr0M§+Af-umi§, 

i2  =  -  0.255  Al«-°-ai7#-  0.785  A2e'U9es$ y 

and  e  =  rxix  -  4  (i/  +  Axr«'™9  +  AjT1-9"*). 

The  load  current  is 

ix   =  22  amp. 

A  reduction  of  the  impressed  e.m.f.,  e0,  by  10  per  cent,  or  from 
110  to  99  volts,  gives  the  integration  constants  Ax  =  3.26  and 
A2  =  —  1.06;  hence, 

ix  =  19.8  +  3.26  r0'637'  -  1.06  r1'963', 

i2  =  -o.ssCc-0-637^-1-"3'), 

and  e  =  4  iv 
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Without  a  condenser,  the  equation  of  current  would  be 
i  =  19.8  +  2.2  £-°-5«\ 

In  Fig.  37  is  shown,  with  0  as  abscissas,  the  drop  of  current 
il  and  i,  in  per  cent. 

Although  here  the  change  is  logarithmic,  while  in  the  former 
paragraph  it  was  trigonometric,  the  result  is  the  same — a  very 
great  reduction,  by  the  condenser,  of  the  drop  of  current  imme- 
diately after  the  change  of  e.m.f.    However,  in  the  present  case ' 
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Fig.  37.  Suppression  of  pulsations  in  non-inductive  direct-current  circuits  by 
series  inductance  and  shunted  capacity.  Effect  of  10  per  cent  drop  of 
voltage. 

the  change  of  the  circuit  is  far  more  rapid  than  in  the  preceding 
case,  due  to  the  far  lower  inductive  reactance  of  the  present  case. 
For  instance,  after  0  =  0.1,  the  drop  of  current,  with  condenser, 
is  0.045  per  cent,  without  condeaser,  0.5  per  cent.  At  0  =  0.2, 
the  drop  of  current  is  0.23  and  0.95  per  cent  respectively.  For 
longer  times  or  larger  values  of  0,  the  difference  produced  by  the 
condenser  becomes  less  and  less. 

This  effect  of  a  condenser  across  a  direct-current  circuit,  of 
suppressing  high  frequency  pulsations  from  reaching  the  circuit, 
requires  a  very  large  capacity. 


CHAPTER  X. 


MUTUAL  INDUCTANCE. 


82.  In  the  preceding  chapters,  circuits  have  been  considered 
containing  resistance,  self-inductance,  and  capacity,  bjit  no 
mutual  inductance;  that  is,  the  phenomena  which  take  place 
in  the  circuit  have  been  assumed  as  depending  upon  the  impressed 
e.m.f.  and  the  constants  of  the  circuit,  but  not  upon  the 
phenomena  taking  place  in  any  other  circuit. 

Of  the  magnetic  flux  produced  by  the  current  in  a  circuit 
and  interlinked  with  this  circuit,  a  part  may  be  interlinked  with 
a  second  circuit  also,  and  so  by  its  change  generate  an  e.m.f.  in 
the  second  circuit,  and  part  of  the  magnetic  flux  produced  by 
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Fig.  38.     Mutual  inductance  between  circuits. 


the  current  in  a  second  circuit  and  interlinked  with  the  second 
circuit  may  be  interlinked  also  with  the  first  circuit,  and  a 
change  of  current  in  the  second  circuit,  that  is,  a  change  of 
magnetic  flux  produced  by  the  current  in  the  second  circuit, 
then  generates  an  e.m.f.  in  the  first  circuit. 

Diagrammatically  the  mutual  inductance  between  two  circuits 
can  be  sketched  as  shown  by  M  in  Fig.  38,  by  two  coaxial  coils, 
while  the  self-inductance  is  shown  by  a  single  coil  L,  and  the 
resistance  by  a  zigzag  line. 
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The  presence  of  mutual  inductance,  with  a  second  circuit, 
introduces  into  the  equation  of  the  circuit  a  term  depending 
upon  the  current  in  the  second  circuit. 

If  ix  =  the  current  in  the  circuit  and  rt  =  the  resistance  of 
the  circuit,  then  rxix  =  the  e.m.f.  consumed  by  the  resistance 
of  the  circuit.  If  Lx  =  the  inductance  of  the  circuit,  that  is, 
total  number  of  interlinkages  between  the  circuit  and  the  number 
of  lines  of  magnetic  force  produced  by  unit  current  in  the  circuit, 
we  have 

di 
•       Lq+  =  e.m.f.  consumed  by  the  inductance, 

Uv 

where,  t  =  time. 

If  instead  of  time  t  an  angle  0  =  2  nft  is  introduced,  where  / 
is  some  standard  frequency,  as  60  cycles, 

di 
xx  -J2?  =  e.m.f.  consumed  by  the  inductance, 
aJd 

where  xx  =  2  njLx  =  inductive  reactance. 

If  now  M  =  mutual  inductance  between  the  circuit  and 
another  circuit,  that  is,  number  of  interlinkages  of  the  circuit 
with  the  magnetic  flux  produced  by  unit  current  in  the  second 
circuit,  and  i2  =  the  current  in  the  second  circuit,  then 

di 
M  -~  =  e.m.f.  consumed  by  mutual  inductance  in  the  first 
at 

circuit, 

di 
A/-r-^  =  e.m.f.  consumed  by  mutual  inductance  in  the  second 
at 

circuit. 

Introducing  xm  =  2  tzJM  =  mutual  reactance  between  the 
two  circuits,  we  have 

di 
x,n-^=  e.m.f.  consumed  by   mutual  inductance  in  the  first 

circuit, 

di 
xm~iw=  e.m.f.  consumed  by  mutual  inductance  in  the  second 

aO 

circuit. 
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If  now  ex  =  the  e.m.f.  impressed  upon  the  first  circuit  and 
e2  =  the  e.m.f.  impressed  upon  the  second  circuit,  the  equations 
of  the  circuits  are                           ^ 

dit  di,  c 

ex  =  r,t,  +  xt  -^  +  xm  -^  +  xCi  J  t,  dd  (1) 

and 

di.          di.  ■         P.  ,„  .„. 

et  =  r,t,  +  Xi^+xn-^  +  xCl  J  itdd,  (2) 


actance,  and  x^  =  n_/n  =  the  condensive  reactance  of  the 


where  r,  =  the  resistance,  x,  =  2 j$hx  =  the  inductive  re- 

first  circuit;  r2  =  the  resistance,  x2  =  2  ^/L2  =  the  inductive 

reactance,  x^  =  =  the   condensive  reactance   of   the 

£icjL2 

second  circuit,  and  xm  =  2  ^/Af  =-  mutual  inductive  reactance 
between  the  two  circuits. 

83.  In  these  equations,  xt  and  x2  are  the  total  inductive 
reactance,  Lx  and  L2  the  total  inductance  of  the  circuit,  that  is, 
the  number  of  magnetic  -interlinkages  of  the  circuit  with  the 
total  flux  produced  by  unit  current  in  the  circuit,  the  self- 
inductive  flux  as  well  as  the  mutual  inductive  flux,  and  not 
merely  the  self-inductive  reactance  and  inductance  respectively. 

In  induction  apparatus,  such  as  transformers  and  induction 
machines,  it  is  usually  preferable  to  separate  the  total  reactance  x, 
into  the  self-inductive  reactance,  x8,  referring  to  the  magnetic 
flux  interlinked  with  the  inducing  circuit  only,  but  with  no 
other  circuit,  and  the  mutual  inductive  reactance,  xmy  usually 
represented  as  a  susceptance,  which  refers  to  the  mutual  induc- 
tive component  of  the  total  inductance;  in  which  case 
x  =  xa  +  xm.    This  is  not  done  in  the  present  case. 

Furthermore  it  is  assumed  that  the  circuits  are  inductively 
related  to  each  other  symmetrically,  or  reduced  thereto;  that 
is,  where  the  mutual  inductance  is  due  to  coils  enclosed  in  the 
first  circuit,  interlinked  magnetically  with  coils  enclosed  in  the 
second  circuit,  as  the  primary  and  the  secondary  coils  of  a 
transformer,  or  a  shunt  and  a  series  field  winding  of  a  generator, 
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the  two  coils  are  assumed  as  of  the  same  number  of  turns,  or  * 
reduced  thereto. 

n,       No.  turns  second  circuit     .  ,     . 

If  a  =  —  =  —== — n    .    . — r— ,  the  currents  in  the 

nl  No.  turns  first  circuit 

second  circuit  are  multiplied,  the  e.m.fs.  divided  by  a,  the  resis- 
tances and  reactances  divided  by  a2,  to  reduce  the  second  circuit 
to  the  first  circuit,  in  the  manner  customary  in  dealing  with 
transformers  and  especially  induction  machines.* 
If  the  ratio  of  the  number  of  turns  is  introduced  in  the  equa- 

tions,  that  is,  in  the  first  equation  —  xm  substituted  for  Xm,  in  the 

second  equation  —  xm  for  xm,  and  the  equations  then  are 
n3 

di.      n.      dii  C^ 

e>  =  r>t>  +  x>do+nlXmde-+x<Jt>de  (3) 

and 

di"       n.      di.  p.    , 

e2  =  r2i2  +  x2  —  +  -±xm-^+  xc%ji2  dO.  (4) 

Since  the  solution  and  further  investigation  of  these  equations 
(3),  (4)are  the  same  as  in  the  case  of  equations  (1)  and  (2),  except 
that  nx  and  n2  appear  as  factors,  it  is  preferable  to  eliminate  nx 
and  n2  by  reducing  one  circuit  to  the  other  by  the  ratio  of  turns 

a  =  —,  and  then  use  the  simpler  equations  (1),  (2). 
nt 

84.   (A)  Circuits  containing  resistance,  inductance,  and  mutual 

inductance  but  no  capacity. 

In  such  a  circuit,  shown  diagrammatically  in  Fig.  38,  we  have 

dix  di* 

et  -r^  +  xt—1  +  xm  -^  (5) 

j  •  di~  dit 

and  e2  -  r2it  +  x,—2  +  xm  -^  •  (6) 

Differentiating  (6)  gives 

deJ  _     di3  <Pit  <Pt, 

lB~ridB  +  XiW  +  XmW''  W 

*  See  the  chapters  on  induction  machines,  etc.,  in  "  Theory  and  Calcula- 
tion of  Alternating  Current  Phenomena." 
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from  (5)  follows 


dix 


(8) 


dd  xm 

and,  differentiated, 

d\  _  J_  ( de,  _     dt,  _     (Pi, ) 
dP'xZlM      Tld6      Xld&\'  (9) 

Substituting  (8)  and  (9)  in  (7)  gives 

de,  de.  ,  „  di, 

rj*1  +  x*  ~di  ~  Xm  m  =  r,r,tl  +  (r,x*  +  r,x,)  d# 

(Pi 
+  (*,*,-*.»)  ^,  (10) 


d0" 


and  analogously, 

de. 

-  xm 

de, 

de 

+    (*A  " 

-xj) 

dH'2 

di 
=  r/A  +  (rtx2  +  r^,)  -J 


(ID 

Equations  (10)  and  (11)  are  the  two  differential  equations  of 

second  order,  of  currents  i,  and  iY 
If  exf  t/  and  6a',  i/  are  the  permanent  values  of  impressed 

e.m.fs.  and  of  currents  in  the  two  circuits,  and  «/',  ix"  and 

ea">  *"/'  are  fosa  transient  terms,  we  have, 

ex  -  e/  +  e/',  it  =  i/  +  i'/', 

62  =  62+62,  tj  =  ij  ■+■  ^2  • 

Since  the  permanent  terms  must  fulfill  the  differential  equations 
(10)  and  (11), 

de/  de'  • ,      ,  *  di/ 

<Pi ' 
+  (xtx2-xm*)1±  (12) 


and 


de'  de.'  .,      ,  .di' 

<Pi  ' 
+  (xtxt-xm*)-j±,  (13) 
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subtracting  equations  (12)  and  (13)  from  (10)  and  (11)  gives 
the  differential  equations  of  the  transient  terms, 

+  (xxx3  -  xm2)  -^  (14) 

and 

de"  <kt"  .„  ,   ,        ,        NdtV/ 

d2!  " 
+  {xxx7-xn?)-^r.  (15) 

These  differential  equations  of  the  transient  terms  are  the 
same  as  the  general  differential  equations  (10)  and  (11)  and 
the  differential  equations  of  the  permanent  terms  (12)  and  (13). 

86.  If,  as  is  usually  the  case,  the  impressed  e.m.fs.  contain  no 
transient  term,  that  is,  the  transient  terms  of  current  do  not 
react  upon  the  sources  of  supply  of  the  impressed  e.m.fs.  and 
affect  them,  we  have 

et"  =  0    and    ea"  =  0; 
hence,  the  differential  equations  of  the  transient  terms  are 

0  =  rxr2i  +  (rxx2  +  r2xx)  —  +  (xxx2  -  xm2)  -^         (16) 

and  are  the  same  for  both  currents  i"  and  t2",  that  is,  the 
transient  terms  of  currents  differ  only  by  their  integration 
constants,  or  the  terminal  conditions. 
Equation  (16)  is  integrated  by  the  function 

i  =  Ac-*.  (17) 

Substituting  (17)  in  (16)  gives 

Ara*{rlr2  -  a  (rxx2  +  r2xx)  +  a2  (xxx2  -  xm2)}  *•  0; 

hence, 

A  =  indefinite,  as  integration  constant,  and 

a*  _  L^jtli^l  a  +  _ ZZl_  =  o.  (18) 


i 


I 
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The  exponent  a  is  given  by  a  quadratic  equation  (18).  This 
quadratic  equation  (18)  always  has  two  real  roots,  and  in  this 
respect  differs  from  the  quadratic  equation  appearing  in  a  circuit 
containing  capacity,  which  latter  may  have  two  imaginary  roots 
and  so  give  rise  to  an  oscillation. 

Mutual  induction  in  the  absence  of  capacity  thus  always 
gives  a  logarithmic  transient  term;  thus, 

(rxx2  +  r^)  ±  V(rxx2  -  r2xx)2  +  4  rxr&?       (lQ) 
2(Xlx2-xm>) 

As  seen,  the  term  under  the  radical  in  (19)  is  always  positive, 
that  is,  the  two  roots  ax  and  a2  always  real  and  always  positive, 
since  the  square  root  is  smaller  than  the  term  outside  of  it. 

Herefrom  then  follows  the  integral  equation  of  one  of  the 
currents,  for  instance  iv  as 

ix  -  t/  +  Axr*  +  A2r**,  (20) 

and  eliminating  from  the  two  equations  (5)  and  (6)  the  term 


di. 


d0&YeS 


h  =  —  S  W,  +  (xxx2  -  xma)  -j±  +  xme2  -  x2ex  I ,     (21) 

leaving  the  two  integration  constants  Ax  and  A  a  to  be  deter- 
mined by  the  terminal  conditions,  as  0  —  0, 

ix  —  ix°      and      i2  =  i2°. 
86.  If  the  impressed  e.m.fs.  ex  and  e2  are  constant,  we  have 
<fet  i      de. 

hence,  the  equations  of  the  permanent  terms  (12)  and  (13)  give 

•7 -J      and      i,'-i»;  (22) 

rx  r2 

i,  -  -  +  A.*-**  +  A2r°* 
and 


(23) 
where,  Ax  and  A2  follow  from  Ax  and  A2  by  equation  (21). 


t,  =  -2+  ASe-^+AJe-**, 
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If  the  mutual  inductance  between  the  two  circuits  is  perfect, 
that  is, 

xm2  =  xxxv  (24) 

X  X    ~*  X    * 

equation  (18)  becomes,  by  multiplication  with-1-* — , 

rxx2  +  TjXj 

a=— ^ ;  (25) 

rxx2  +  rpx 

that  is,  only  one  transient  term  exists. 

As  example  may  be  considered  a  circuit  having  the  following 
constants:  ex  =  100  volts;  e2  =  0;  rx  =  5  ohms;  r2  =  5  ohms; 
xx  =  100  ohms;  xa  =  100  ohms,  and  xm  =  80  ohms.  This 
gives 

ix'  =  20  amp.  and  i2   =  0, 
and 

aa  -  0.278  a  +  0.00695  =  0; 

the  roots  are       ax  «  0.0278    and    a,  =  0.251 

and 

^-20  + A1fll-€W,#+ A^-0JI1#. 

By  equation  (21), 


hence, 


i3  =-  25+  1.25 tj  +  9^5 


i2  =  Axe-0O2n$-A3r0M$. 


For  0  =  0  let  ix°  =  18  amp.,  or  the  current  10  per  cent  below 
the  normal,  and  i2°  =  0;  then  substituted,  gives: 

18  =  20  +  Ax  +  A2    and    0  =  Ax  -  Av 

hence,  Ax  =  A2  =  —  1; 

and  we  have 

i\  =20-  (c-o.wi#+c-t.itt#) 

and  i, («-00278  -  €-°*"). 
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87.  An  interesting  application  of  the  preceding  is  the  inves- 
tigation of  the  building  up  of  an  overcompounded  direct-current 
generator,  with  sudden  changes  of  load,  or  the  building  up,  or 
down,  of  a  compound  wound  direct-current  booster. 

While  it  would  be  desirable  that  a  generator  or  booster,  under 
sudden  changes  of  load,  should  instantly  adjust  its  voltage  to  the 
change  so  as  to  avoid  a  temporary  fluctuation  of  voltage,  actually 
an  appreciable  time  must  elapse. 

A  600-kw.  8-pole  direct-current  generator  overcompounds 
from  500  volts  at  no  load  to  600  volts  at  terminals  at  full  load 
of  1000  amperes.  The  circuit  constants  are:  resistance  of 
armature  winding,  r0  =  0.01  ohm;  resistance  of  series  field 
winding,  r2'  =  0.003  ohm;  number  of  turns  per  pole  in  shunt 
field  winding,  nl=  1000,  and  magnetic  flux  per  pole  at  500 
volts,  4>  =  10  megalines.  At  600  volts  full  load  terminal  voltage 
(or  voltage  from  brush  to  brush)  the  generated  e.m.f.  is  e  +  ir0 
=  610  volts. 

From  the  saturation  curve  or  magnetic  characteristics  of  the 
machine,  we  have: 

At  no  load  and  500  volts: 

•  5000  ampere-turns,  10  megalines  and  5  amp.  in  shunt  field 
circuit. 

At  no  load  and  600  volts: 

7000  ampere-turns  and  12  megalines. 

At  no  load  and  610  volts: 

7200  ampere-turns  and  12.2  megalines. 

At  full  load  and  600  volts: 

8500  ampere-turns,  12.2  megalines  and  6  amp.  in  shunt 
field. 

Hence  the  demagnetizing  force  of  the  armature,  due  to  the 
shift  of  brushes,  is  1300  ampere-turns  per  pole. 

At  600  volts  and  full  load  the  shunt  field  winding  takes 
6  amperes,  and  gives  6000  ampere-turns,  so  that  the  series  field 
winding  has  to  supply  2500  ampere-turns  per  pole,  of  which 
1300  are  consumed  by  the  armature  reaction  and  1200  magnetize. 

At  1000  amp.  full  load  the  series  field  winding  thus  has  2.5 
turns  per  pole,  of  which  1.3  neutralize  the  armature  reaction 
and  n2  =»  1.2  turns  are  effective  magnetizing  turns. 
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The  ratio  of  effective  turns  in  series  field  winding  and  in  shunt 

71 

field  winding  is  a  =  —  =  1.2  X  10~\    This  then  is  the  reduc- 

ni 
tion  factor  of  the  shunt  circuit  to  the  series  circuit. 

It  is  convenient  to  reduce  the  phenomena  taking  place  in  the 
shunt  field  winding  to  the  same  number  of  turns  as  the  series 
field  winding,  by  the  factors  a  and  a2  respectively. 

If  then  e  —  terminal  voltage  of  the  armature,  or  voltage 
impressed  upon  the  main  circuit  consisting  of  series  field  winding 
and  external  circuit,  the  same  voltage  is  impressed  upon  the 
shunt  field  winding  and  reduced  to  the  main  circuit  by  factor 
«,  gives  ex  -  ae  =  1.2  X  10~8e. 

Since  at  500  volts  impressed   the  shunt  field  current  is  5 

amperes,  the  field  rheostat  must  be  set  so  as  to  give  to  the  shunt 

500 
field  circuit  the  total  resistance  of  r(  =  —  =  100  ohms. 

o 

Reduced  to  the  main  circuit  by  the  square  of  the  ratio  of 
turns,  this  gives  the  resistance, 

rx  =  tfr/  -  144  X  10"e  ohms. 

An  increase  of  ampere-turns  from  5000  to  7000,  corresponding 
to  an  increase  of  current  in  the  shunt  field  winding  by  2  amperes, 
increases  the  generated  e.m.f.  from  500  to  600  volts,  and  the 
magnetic  flux  from  10  to  12,  or  by  2  megalines  per  pole.  In 
the  induction  range  covered  by  the  overcompounding  from  500 
to  600  volts,  1  ampere  increase  in  the  shunt  field  increases  the 
flux  by  1  megaline  per  pole,  and  so,  with  nl  =  1000  turns,  gives 
10*  magnetic  interlinkages  per  pole,  or  8  X  109  interlinkages 
with  8  poles,  per  ampere,  hence  80  X  109  interlinkages  per  unit 
current  or  10  amperes,  that  is,  an  inductance  of  80  henrys. 
Reduced  to  the  main  circuit  this  gives  an  inductance  of  1.22  X 
10~a  X  80  =  115.2  X  10~6  henrys.  This  is  the  inductance  due 
to  the  magnetic  flux  in  the  field  poles,  which  interlinks  with 
shunt  and  series  coil,  or  the  mutual  inductance,  M  =  115.2  X 
10" 6  henrys. 

Assuming  the  total  inductance  Lt  of  the  shunt  field  winding 
as  10  per  cent  higher  than  the  mutual  inductance  M,  that  is, 
assuming  10  per  cent  stray  flux,  we  have 

Lx  =  1.1  M  =  126.7  X  10-8  henrys. 
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In  the  main  circuit,  full  load  is  1000  amp.  at  600  volts.  This 
gives  the  effective  resistance  of  the  main  circuit  as  r  =  0.6  ohm. 

The  quantities  referring  to  the  main  circuit  may  be  denoted 
without  index. 

The  total  inductance  of  the  main  circuit  depends  upon  the 
character  of  the  load.  Assuming  an  average  railway  motor  load, 
the  inductance  may  be  estimated  as  about  L  =  2000  X  10"* 
henrys. 

In  the  present  problem  the  impressed  e.m.fs.  are  not  constant 
but  depend  upon  the  currents,  that  is,  the  sum  i  +  iv  where 
%x  =  shunt  field  current  reduced  to  the  main  circuit  by  the 
ratio  of  turns. 

The  impressed  e.m.f.,  e,  is  approximately  proportional  to  the 
magnetic  flux  <t>,  hence  less  than  proportional  to  the  current,  in 
consequence  of  magnetic  saturation.     Thus  we  have 

e  =  500  volts  for  5000  ampere-turns, 

•     .      ■  5000  X17A  A 

or  i  +  it  =  -— -  =  4170  amp.  and 

e  —  600  volts  for  7200  ampere-turns, 

7200 
or  i  +  ij  =  — -  =  6000  amp.; 

hence,  1830  amp.  produce  a  rise  of  voltage  of  100,  or  1  amp. 
100         1 


raises  the  voltage  by 


1830     18.3 


AAAA 

At  6000  amp.  the  voltage  is  -r^~  =  328  volts  higher  than  at 

0  amp.,  that  is,  the  voltage  in  the  range  of  saturation  between 
500  and  600  volts,  when  assuming  the  saturation  curve  in  this 
range  as  straight  line,  is  given  by  the  equation 

e  =  272  +  ^LL1  • 
^   18.3 

The  impressed  e.m.f.  of  the  shunt  field  is  the  same,  hence, 
reduced  to  the  main  circuit  by  the  ratio  of  turns,  a  =»  1.2  X  10"3, 
is 


e'=(272  +  w)L2x10" 
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Assuming  now  as  standard  frequency,  /  =  60  cycles  per  sec, 
the  constants  of  the  two  mutually  inductive  circuits  shown 
diagrammatically  in  Fig.  38  are: 


Main  Circuit. 

Shunt  Field  Circuit. 

Current 

t  amp. 

e  =  272  +  %-j^-  volts 

r  =  .6  ohms 

L  =  2000X  10-*  henrys 

x  =    755X  10-'  ohms 

M  -  115.2  > 
xm  =    43.5  > 

e,  =  (  272+ j^Ml^XlO-3  volts 

r,  =  0.144X10*-' ohms 
Lx=  126.7X  10-8  henrys 
xx  =  47.8X  10-»  ohms 

<  10""e  henrys  . .. 

C  10~s  ohms 



Impressed  e.m.f... 

Resistance 

Inductance 

Reactance,  2njL.  . 
Mutual  inductance 
Mutual  reactance. 

This  gives  the  differential  equations  of  the  problem  as 


272  +  %-^  -  0.6  i  +  0.755  ^  +  0.0435  ^ 
18.o  acr  do 


and 


i-2(272+w)-oi44i'+47-8l+43-4- 

di 
88.  Eliminating  —  from  equations  (26)  and  (27)  gives 
au 


di 
dO 


±  =  0.695  i  -  0.0712  ix  -  338. 


Equation  (28)  substituted  in  (26)  gives 

ix  =  13.07  ~  +  9.95  i  -  4950. 

da 

Equation  (29)  substituted  in  (28)  gives 

5±=  -  0.93  ^- 0.015 1 +15. 
au  au 

Equation  (29)  differentiated,  and  equated  with  (30),  gives 

^  +  0.828  ^  +  0.00115  i  -  1.15  =  0. 
cur  di) 


(26) 
(27) 


(28) 


(29) 


(30) 


(31) 
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Equation  (31)  is  integrated  by 

i  =  i0  +  Ara$. 

Substituting  this  in  (31)  gives 
Ae~a9{a2  -  0.828a  +  0.00115}  +  {0.00115^  -  1.15}  -  0, 

hence,  t0  =  1000,  A  is  indefinite,  as  integration  constant,  and 
a2  -  0.828  a  +  0.00115  =  0; 

thus  a  =  0.414  ±  0.4126, 

and  the  roots  are 

ax  -  0.0014    and    a2  =  0.827. 

Therefore 

i  =  1000  +  Axe'°'09U9  +  A2e-°'"1$.  (32) 

Substituting  (32)  in  (29)  gives 

ix  -  5000  +  9.932  A/"0""1"-  0.85  A/~ °'S279.         (33) 

Substituting  in  (32)  and  (33)  the  terminal  conditions  6  =  0, 
i  =  0,  and  il  =  4170,  gives 

A^A.^-IOOO    and    9.932  A,  -  0.85  A2  =  -  830, 

that  is, 

Ax  =  -  156    and    A2  -  -  844. 

Therefore 

i  -  1000  -  156  r9'™9  -  844  r  ••"7#  (34) 

and 

ix  -  5000  -  1550 «"  ••00l4#  +  720  r  9'm§ ;  (35) 

or  the  shunt  field  current  ix  reduced  back  to  the  number  of  turns 
of  the  shunt  field  by  the  factor  c  =  1.2  X  10~3  is 

i/  -  6  -  1.86  r9'09"9  +  0.86  e"0827,  (36) 
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and  the  terminal  voltage  of  the  machine  is 

i  +  ix 


e  =  272  + 


18.3 


(38) 


or,  e  =  600  -  93.2 r00014'  -  6.8 s"007'.  (37) 

As  seen,  of  the  two  exponential  terms  one  disappears  very 

quickly,  the  other  very  slowly. 
Introducing  now  instead  of  the  angle  0  =  2  nft  the  time,  t, 

gives  the  main  current  as 

i  -  1000  -  156  r0'53'  -  844e"3U/, 
the  shunt  field  current  as 

t/  =  6  -  1.86  r0'53'  +  0.86  e~sm, 
and  the  terminal  voltage  as 

e  =  600  -  93.2 £-0M<  -  6.8 s-8m. 

89.  Fig.  39  shows  these  three  quantities,  with  the  time,  /,  as 
abscissas. 
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Fig.  39.     Building-up  of  over-compounded  direct-current  generator  from 
600  volts  no  load  to  600  volts  load. 

The  upper  part  of  Fig.  39  shows  the  first  part  of  the  curve 
with  100  times  the  scale  of  abscissas  as  the  lower  part.  As  seen, 
the  transient  phenomenon  consists  of  two  distinctly  different 
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periods:  first  a  very  rapid  change  covering  a  part  of  the  range 
of  current  or  e.m.f.,  and  then  a  very  gradual  adjustment  to  the 
final  condition. 

So  the  main  current  rises  from  zero  to  800  amp.  in  0.01  sec, 
but  requires  for  the  next  100  amp.,  or  to  rise  to  a  total  of  900 
amp.,  about  a  second,  reaching  95  per  cent  of  full  value  in  2.25 
sec.  During  this  time  the  shunt  field  current  first  falls  very 
rapidly,  from  5  amp.  at  start  to  4.2  amp.  in  0.01  sec,  and  then, 
after  a  minimum  of  4.16  amp.,  at  t  =  0.015,  gradually  and  very 
slowly  rises,  reaching  5  amp.,  or  its  starting  point,  again  after 
somewhat  more  than  a  second.  After  2.5  sec.  the  shunt  field 
current  has  completed  half  of  its  change,  and  after  5.5  sec  90 
per  cent  of  its  change. 

The  terminal  voltage  first  rises  quickly  by  a  few  volts,  and 
then  rises  slowly,  completing  50  per  cent  of  its  change  in  1.2 
sec,  90  per  cent  in  4.5  sec,  and  95  per  cent  in  5.5  sec 

Physically,  this  means  that  the  terminal  voltage  of  the  machine 
rises  very  slowly,  requiring  several  seconds  to  approach  station- 
ary conditions.  First,  the  main  current  rises  very  rapidly,  at  a 
rate  depending  upon  the  inductance  of  the  external  circuit,  to 
the  value  corresponding  to  the  resistance  of  the  external  circuit 
and  the  initial  or  no  load  terminal  voltage,  and  during  this 
period  of  about  0.01  sec.  the  magnetizing  action  of  the  main 
current  is  neutralized  by  a  rapid  drop  of  the  shunt  field  current. 
Then  gradually  the  terminal  voltage  of  the  machine  builds  up, 
and  the  shunt  field  current  recovers  to  its  initial  value  in  1.15 
sec,  and  then  rises,  together  with  the  main  current,  in  corre- 
spondence with  the  rising  terminal  voltage  of  the  machine. 

It  is  interesting  to  note,  however,  that  a  very  appreciable 
time  elapses  before  approximately  constant  conditions  are 
reached. 

90.  In  the  preceding  example,  as  welLas  in  the  discussion  of 
the  building  up  of  shunt  or  series  generators  in  Chapter  II,  the 
e.m.fs.  and  thus  currents  produced  in  the  iron  of  the  magnetic 
field  by  the  change  of  the  field  magnetization  have  not  been 
considered.  The  results  therefore  directly  apply  to  a  machine 
with  laminated  field,  but  only  approximately  to  one  with  solid 
iron  poles. 

In  machines  with  solid  iron  in  the  magnetic  circuit,  currents 
produced  in  the  iron  act  as  a  second  electric  circuit  in  inductive 
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relation  to  the  field  exciting  circuit,  and  the  transition  period 
thus  is  slower. 

As  example  may  be  considered  the  excitation  of  a 'series 
booster  with  solid  and  with  laminated  poles;  that  is,  a  machine 
with  series  field  winding,  inserted  in  the  main  circuit  of  a  feeder, 
for  the  purpose  of  introducing  into  the  circuit  a  v>ltage  propor- 
tional to  the  load,  and  thus  to  compensate  for  the  increasing 
drop  of  voltage  with  increase  of  load. 

Due  to  the  production  of  eddy  currents  in  the  solid  iron  of  the 
field  magnetic  circuit,  the  magnetic  flux  density  is  not  uniform 
throughout  the  whole  field  section  during  a  change  of  the  mag- 
netic field,  since  the  outer  shell  of  the  field  iron  is  magnetized  by 
the  field  coil  only,  while  the  central  part  of  the  iron  is  acted  upon 
by  the  impressed  m.m.f.  of  the  field  coil  and  the  m.m.f.  of  the 
eddy  currents  in  the  outer  part  of  the  iron,  and  the  change  of 
magnetic  flux  density  in  the  interior  thus  lags  behind  that  of 
the  outside  of  the  iron.  As  result  hereof  the  eddy  currents  in 
the  different  layers  of  the  structure  differ  in  intensity  and  in 
phase. 

A  complete  investigation  of  the  distribution  of  magnetism  in 
this  case  leads  to  a  transient  phenom- 
enon in  space,  and  is  discussed  in 
Section  III.  For  the  present  purpose, 
where  the  total  m.m.f.  of  the  eddy 
currents  is  small  compared  with  that 
of  the  main  field,  we  can  approxi- 
mate the  effect  of  eddy  currents  in 
the  iron  by  a  closed  circuit  second- 
ary conductor,  that  is,  can  assume 
uniform  intensity  and  phase  of 
secondary  currents  in  an  outer  layer      Fi«'40-    Section  of  a  mag- 

.,      ,    ;       .     (  .  .  ,       lf  *\  netic  circuit, 

of  the  iron,  that  is,  consider  the  outer 

layer  of  the  iron,  up  to  a  certain  depth,  as  a  closed  circuit 

secondary. 

Let  Fig.  40  represent  a  section  of  the  magnetic  circuit  of  the 

machine,  and  assume  uniform  flux  density.    If  <t>  =*  the  total 

magnetic  flux,    lr=  the  radius  of  the  field  section,  then  at  a 

distance  I  from  the  center,  the  magnetic  flux  enclosed  by  a 

circle  with  radius  I  is  (y)  *,  and  the  e.m.f.  generated  in  the 
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zone  at  distance  I  from  the  center  is  proportional  to  I -A  <f>,that 

is,  e  =  a  (yj  <t>.    The  current  density  of  the  eddy  currents  in 

this  zone,  which  has  the  length  2  nl,  is  therefore  proportional  to 

e  bl 

- — - ,  or  is  i  —  yi  <t>.    This  current  density  acts  as  a  m.m.f .  upon 

the  space  enclosed  by  it,  that  is,  upon  f  —  J   of  the  total  field 

section,  and  the  magnetic  reaction  of  the  secondary  current  at 

distance  I  from  the  center  therefore  is  proportional  to  i  ( — J  ,  or 

cP 
is  <F  —  —  <t>,  and  therefore  the  total  magnetic  reaction  of  the 

eddy  currents  is 


^0 


4 


At  the  outer  periphery  of  the  field  iron,  the  generated  e.m.f. 
is    e,=  a<t>,  the  current  density  therefore  ix  —  y  $,   and    the 

magnetic  reaction  Sr1  =  y  4>,  and  therefore 


4 


V   =  -i  ff  • 


that  is,  the  magnetic  reaction  of  the  eddy  currents,  assuming 
uniform  flux  density  in  the  field  poles,  is  the  same  as  that  of  the 

currents  produced  in  a  closed  circuit  of  a  thickness  -j,  or  one- 
fourth  the  depth  of  the  pole  iron,  of  the  material  of  the  field  pole 
and  surrounding  the  field  pole,  that  is,  fully  induced  and  fully 
magnetizing. 
The  eddy  currents  in  the  solid  material  of  the  field  poles  thus 

can  be  represented  by  a  closed  secondary  circuit  of  depth  -^ 

surrounding  the  field  poles. 
The  magnitude  of  the  depth  of  the  field  copper  on  the  spools 
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is  probably  about  one-fourth  the  depth  of  the  field  poles.  Assum- 
ing then  the  width  of  the  band  of  iron  which  represents  the 
eddy  current  circuit  as  about  twice  the  width  of  the  field  coils 
—  since  eddy  currents  are  produced  also  in  the  yoke  of  the 
machine,  etc,  —  and  the  conductivity  of  the  iron  as  about  0.1 
that  of  the  field  copper,  the  effective  resistance  of  the  eddy 
current  circuit,  reduced  to  the  field  circuit,  approximates  five 
times  that  of  the  field  circuit. 

Hence,  if  r3  =  resistance  of  main  field  winding,  rx  =  5  r3  = 
resistance  of  the  secondary  short  circuit  which  represents  the 
eddy  currents. 

Since  the  eddy  currents  extend  beyond  the  space  covered  by 
the  field  poles,  and  considerably  down  into  the  iron,  the  self- 
inductance  of  the  eddy  current  circuit  is  considerably  greater 
than  its  mutual  inductance  with  the  main  field  circuit,  and  thus 
may  be  assumed  as  twice  the  latter. 

91.  As  example,  consider  a  200-kw.  series  booster  covering 
the  range  of  voltage  from  0  to  200,  that  is,  giving  a  full  load 
value  of  1000  amperes  at  200  volts.  Making  the  assumptions 
set  forth  in  the  preceding  paragraph,  the  following  constants 
are  taken:  the  armature  resistance  =»  0.008  ohms  and  the 
series  field  winding  resistance  =  0.004  ohm;  hence,  the  short 
circuit  —  or  eddy  current  resistance  —  rx  =  0.02  ohm.  Further- 
more let  M  =  900  X  10~~8  henry  —  mutual  inductance  between 
main  field  and  short-circuited  secondary;  hence,  xm  =  0.34  ohm 
=  mutual  reactance,  and  therefore,  assuming  a  leakage  flux  of 
the  secondary  equal  to  the  main  flux,  Lx  =  1800  X  10~e  henry 
and  xx  «■  0.68  ohm. 

The  booster  is  inserted  into  a  constant  potential  circuit  of  550 
volts,  so  as  to  raise  the  voltage  from  550  volts  no  load  to  750 
volts  at  1000  amperes. 

The  total  resistance  of  the  circuit  at  full  load,  including  main 
circuit  and  booster,  therefore  is  r  =  0.75  ohm. 

The  inductance  of  the  external  circuit  may  be  assumed  as 
L  —  4500  X  10~8  henrys;  hence,  the  reactance  at/  =  60  cycles 
per  sec.  is  x  =  1.7  ohms.  The  impressed  e.m.f.  of  the  circuit  is 
e  =  550  +  e',  e'  being  the  e.m.f.  generated  in  the  booster. 
Since  at  no  load,  for  i  =  0,  e'  =  0,  and  at  full  load,  for  i  —  1000, 
e'  =  200,  assuming  a  straight  line  magnetic  characteristic  or 
saturation  curve,  that  is,  assuming  the  effect  of  magnetic  satura- 
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tion  as  negligible  within  the  working  range  of  the  booster,  we 
have 

e  =  550  +  0.2  (t  +  it). 

This  gives  the  following  constants: 


Current 

Impressed  e.m.f 

Resistance 

Inductance 

Reactance 

Mutual  inductance. . . 
Mutual  reactance 


Main  Circuit. 


i  amp. 

e=  550+ 0.2  (t+i,)  volts 
r«0.75  ohm. 
L-4500X10-6  henrys. 
3=1.7  ohms 


Eddy  Current  Circuit. 


1,  amp. 

0  volts. 

r,  =  0.02  ohm. 

L,«=  1800X 10"6  henrys. 

jj1==0.68  ohm. 
M  =  900  X  10"6  henrys. 
-  =  0.34  ohm. 


This  gives  the  differential  equations  of  the  problem  as 


550  -  0.55i  +  0.2 i.  -  1.7  ^-  0.34^  =  0 

do  do 


and 


0.02^  +  0.34^  +  0.68^  -  0- 
do  do 


Adding  2  times  (39)  to  (40)  gives 


di 


or 


1100  -  1.1  i  +  0.42  ix  -  3.06  -jz  -  0, 

do 

tt=  7.28  ^  +  2.62  i- 2620, 

OCT 


herefrom:      0.02  it  -  0.1456  -  +  0.0524  i  -  52.4, 

o0 


and 


di.  d?i  di 


substituting  the  last  two  equations  into  (40), 


If 
then 


t&%  di 

3-=  +  0.458  ^  +  0.0106  i  -  10.6  =  0. 
air  an 

i  -  L  +  As-**, 


(39) 
(40) 

(41) 
(42) 

(43) 

(44) 

(45) 
(46) 


Ae—(a?  -  0.458  o  +  0.0106)  +  0.0106 10  -  10.6  -  0. 
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As  transient  and  permanent  terms  must  each  equal  zero, 
i0  =  1000    and    a'  -  0.458  a  +  0.0106  -  0, 

wherefrom  a  =  0.229  ±  0.205; 

the  roots  are        a,  =  0.024    and    o,  =  0.434; 

then  we  have 

t  =  1000  +  Af-*0"'  +  Af-0M,$ 

and 

i,  =  2.45  A,e-oaM#  -  0.55  Af-9™*. 

With  terminal  conditions  0  =  0,  t  =  0,  and  i,  =  0, 
At 183    and    A, 817. 

If  d  =  2  itft  =  377.5 1,  we  have 

i  =  1000  -  183  f  +•"-  817  e-«M «, 

», 450  \s->mt  -  «-»"}, 

and  e  =  750  - 127  «-•*»«-  73"144'. 


(47) 
(48) 


(49) 


Fig.  41.    Building  up  of  feeder  voltage  by  series  booster. 

In  the  absence  of  a  secondary  circuit,  or  with  laminated  field 
poles,  equation  (39)  would  assume  the  form  ix  =  0,  or 

di 

(50) 


550  +  0.2  i  =  0.75t  +  1.7 


dB' 


hence, 

and 

or 
and 


di 
did 


=  0.323  (1000  -  i) 


i  -  1000  (1  -  «-••""); 

i  =  1000 
e  =  750 


)  (1  -  «-«')  1 
-200e-m<;J 


(51) 
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that  is,  the  e.m.f.,  e,  approaches  final  conditions  at  a  more  rapid 
rate. 

Fig.  41  shows  the  curves  of  the  e.m.f.,  e,  for  the  two  conditions, 
namely,  solid  field  poles,  (49),  and  laminated  field  poles,  (51). 

(B)  Mutual  inductance  in  circuits  containing  self-inductance 
and  capacity. 

92.  The  general  equations  of  such  a  pair  of  circuits,  (3)  and 
(4),  differentiated  to  eliminate  the  integral  give 

det  dit  <Pit  <Pi2 

Hi  ~Xc*%l  +  Tl~dB  +  Xl W  +  Xm W  {5) 


and 


de2  _  di3  <Pi2  (Pit 

M~Xc't2  +  r2dd+X*dP  +XmdP'  (53) 


and  the  potential  differences  at  the  condensers,  from  (3)  and  (4), 
are 

«/  -  K)  \M  =  ex-  rxxx-  x^-  Xm-j*         (54) 


and 

di2  di 

Hd  "  XmM 


-  *«fh 


M  -  e2  -  r2i2-  x2-^  -  xm^-        (55) 


If  now  the  impressed  e.m.fs.,  ex  and  ev  contain  no  transient 
term,  that  is,  if  the  transient  values  of  currents  it  and  i2  exert 
no  appreciable  reaction  on  the  source  of  e.m.f.,  and  if  i(  and  i2 
are  the  permanent  terms  of  current,  then,  substituting  i/  and 
i2  in  equations  (52)  and  (53),  and  subtracting  the  result  of  this 
substitution  from  (52)  and  (53),  gives  the  equations  of  the 
transient  terms  of  the  currents  ix  and  i2f  thus : 

dit  <Pi<  (PL  ,m„K 

°-x^  +  r^  +  x>W+x"W  (56) 


and 


dL  (PL   ,        <Pit  ,„„ 

**  +  ',■&  +  *,&  +  *-■&'  (57) 


If  the  impressed  e.m.fs.,  ex  and  e7,  are  constant,  -—7  and  -~ 

do  do 
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equal  zero,  and  equations  (52)  and  (53)  assume  the  form  (56) 
and  (57);  that  is,  equations  (56)  and  (57)  are  the  differential 
equations  of  the  transient  terms,  for  the  general  case  of  any 
e.m.fs.,  ex  and  c2,  which  have  no  transient  terms,  and  are  the 
general  differential  equations  of  the  case  of  constant  impressed 
e.m.fs.,  ex  and  er 
From  (56)  it  follows  that 

(Pi2  _  .  d^         (Pix  ^^ 

XmW  "  "  Vl  ~*1  dd"*1^'  (X) 

Differentiating  equation  (57)  twice,  and  substituting  therein 
(58),  gives 

/  *x  dH      ,  v  (Pi      /  v  (Pi 

(.c.x,  -  xM2)  —  +  (r,x,  +  r,x,)  ^  +  (xe,x,  +  x^ct  +  rtrt)  — 

di 

+  far  2  +  Vi)  ^  +  **&* %  =  0-  (59) 

This  is  a  differential  equation  of  fourth  order,  symmetrical  in 
rxxxxCl  and  r^x^,  which  therefore  applies  to  both  currents, 
ix  and  ir 

The  expressions  of  the  two  currents  ix  and  i2  therefore  differ 
only  by  their  integration  constants,  as  determined  by  the  ter- 
minal conditions. 

Equation  (59)  is  integrated  by 

i  =  Ar°*  (60) 

and  substituting  (60)  in  (59)  gives  for  the  determination  of  the 
exponent  a  the  quartic  equation 

{xxx2  -  xm2)  a4  -  (rxx2  +  r2xx)  a8  +  (xClx2  +  x^x,  +  rxr2)a2 
-  (xClr,  +  xejrx)  a  +  xClxet  =  0, 
or 

fl4  _    T\X1   +   T2Xx  fl8  _^_     XClX2   +  %crtX\    +   fir2  a3 

xxx2      Xm  x\x%      X*n 

^Xeft  +  Xcfi  a  +        XClXCi     ^  =  0  ^ 

XlX2   "~  Xm  X\Xi  ~~  Xm 

The  solution  of  this  quartic  equation  gives  four  values  of  a, 
and  thus  gives 

i  =  Axe-**9  +  A2e-a*+  Af-**+  Af**9.  (62) 
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The  roots,  a,  may  be  real,  or  two  real  and  two  imaginary,  or 
all  imaginary,  and  the  solution  of  the  equation  by  approxima- 
tion therefore  is  difficult. 

In  the  most  important  case,  where  the  resistance,  r,  is  small 
compared  with  the  reactances  x  and  xe  —  and  which  is  the  only 
case  where  the  transient  terms  are  prominent  in  intensity  and 
duration,  and  therefore  of  interest  —  as  in  the  transformer  and 
the  induction  coil  or  Ruhmkorff  coil,  the  equation  (61)  can  be 
solved  by  a  simple  approximation. 

In  this  case,  the  roots,  a,  are  two  pairs  of  conjugate  imaginary 
numbers,  and  the  phenomenon  oscillatory. 

The  real  components  of  the  roots,  a,  must  be  positive,  since 
the  exponential  €"""*  must  decrease  with  increasing  0. 

The  four  roots  thus  can  be  written : 


<*4    -    «3    +   jfiV 


(63) 


where  a  and  ft  are  positive  numbers. 

In  the  equation  (61),  the  coefficients  of  a8  and  a  are  small, 
since  they  contain  the  resistances  as  factor,  and  this  equation 
thus  can  be  approximated  by 

fl4  +  xCxx2  +*c^ia2  +      zClxC2     =  Q  ^ 

hence, 

that  is,  o*  is  negative,  having  two  roots, 

6,  =  -  0*    and    \  =  -  &'. 
This  gives  the  four  imaginary  roots  of  a  as  first  approximation: 

«  =  ±  jfit  1 

±*r  (66> 
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If  av  a„  av  a4  are  the  four  roots  pf  equation  (61),  this  equation 
can  be  written 

/(a)  =  ( a-  at)  (a  -  a,)  (a  -  a,)  (a  -  a<)  =  0; 
or,  substituting  (63), 

/(a)  =  {(a  -  a,)'  +  ft'}  {(a  -  a,)'  +  #}  -  0,    (67) 
and  comparing  (67)  with  (61)  gives  as  coefficients  of  a8  and  of  o, 

2  (a,  +  a,)  -  f^  +  r^2 

X|X2        Xm 

and  I  (68) 


2(aA3  +  a^2)  =  ^H^^1, 


XcS*  +  xc,rt 
^^  -  **2 

and  since  ft*  and  ft2  are  given  by  (65)  and  (66)  as  roots  of  equa- 
tion (64),  av  av  ft,  ft,  and  hereby  the  four  roots  av  a2,  a9,  a4  of 
equation  (61)  are  approximated  by  (64),  (65),  (66),  (68). 

The  integration  constants  Av  A2,  A9,  AA  now  follow  from  the 
terminal  conditions. 

93.  As  an  example  may  be  considered  the  operation  of  an 
inductorium,  or  Ruhmkorff  coil,  by  make  and  break  of  a  direct- 
current  battery  circuit,  with  a  condenser  shunting  the  break,  in 
the  usual  manner. 

Let  ^  =  10  volts  =  impressed  e.m.f.;  rt  =  0.4  ohm  = 
resistance  of  primary  circuit,  giving  a  current,  at  closed  circuit 
and  in  stationary  condition,  of  i0  =  25  amp. ;  r2  =  0.2  ohm  = 
resistance  of  secondary  circuit,  reduced  to  the  primary  by  the 
square  of  the  ratio  of  primary  -*-  secondary  turns;  xx  =  10  ohms 
=  primary  inductive  reactance;  x2  =  10  ohms  =  secondary 
inductive  reactance,  reduced  to  primary;  xm  =  8  ohms  =  mutual 
inductive  reactance;  xCi  =  4000  ohms  =  primary  condensive 
reactance  of  the  condenser  shunting  the  break  of  the  interrupter 
in  the  battery  circuit,  and  x^  =  6000  ohms  =  secondary 
condensive  reactance,  due  to  the  capacity  of  the  terminals  and 
the  high  tension  winding. 

Substituting  these  values,  we  have 


(69) 


*1  - 

10  volts           i0 

=  25  amp. 

rt  —  0.4  ohm 

xx  =  10  ohms 

xCx  =  4000  ohms 

r3  =  0.2  ohm 

x2  =  10  ohms 
xm  —  8  ohms. 

x^  =  6000  ohms 
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These  values  in  equation  (61)  give 

/  (a)  =  a4-  0.167  a3  +  2780a2-  89a  +  667,000  =  0,     (70)   , 
and  in  equation  (64)  they  give 

fx  (a)  -  a4  +  2780a2  +  667,000  -0 
and  a* --(1390  ±1125) 

-  -2515, 
or  =  -265; 

hence,  A  =  50.15 

and  &  =  16.28. 

From  (68)  it  follows  that 

ax  +  a2  =  0.0833 
and  265  a,  +  2515  a2  =  44.5; 

hence,  ax  =  0.073, 

a2  =  0.010. 

Introducing  for  the  exponentials  with  imaginary  exponents  the 
trigonometric  functions  give 

i,  =  *-"»•{  Ax  cos  50.15  0  +  A2  sin  50.15  0} 

+  t'M09{Bl  cos  16.28  0  +  B2sin  16.280} 

i2  =  «-"■•{ C,  cos  50.15  0  +  C2  sin  50.15  0} 

+  «-•*>•{  Dt  cos  16.28  0  +  D2sin  16.28  0}, 

where  the  constants  C  and  D  depend  upon  A  and  B  by  equations 
(56),  (57),  or  (58),  thus: 
Substituting  (71)  into  (58), 

8*h  +  4000  ;,+0.4§  +  10^  =  0  (58) 

gives  an  identity,  from  which,  by  equating  the  coefficients  of 
r<"  cos  bO  and  e*00  sin  60  to  zero,  result  four  equations,  in  the 
coefficients 

A,  B,  C,  D, 


(71) 


(72, 


(73)— 
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from  which  follows,  with  sufficient  approximation, 

4,=  -0.95Ct 
At  =  -  0.98  Ct 
fi,  -  +  1.57  D, 
fi2  =  +  1.57D,; 
hence, 

i\  =  -  0.96  «-<""»»  {Ci  cos  50.15  0  +  Ci  sin  50.15  0} 
+  1.57  «-<">«>»{  /)t  cos  16.28  0  +  D2  sin  16.28  0} 

and  substituting  (71)  and  (73)  in  the  equations  of  the  condenser — 
potential,  (54)  and  (55),  gives 

10  +  79  «-  "»•  { C2  cos  50.15  0  -  C,  sin  50.15  0 } 

-385  «-•*••{*),  cos  16.28  0  -  Dt  sin  16.28  0} 

(74) 
e2'  =  118  e-aaa'\C2  cos  50.15  0  -  C,  sin  50.15  0} 

+  367  «-•"••{£,  cos  16.28  0  -  D,  sin  16.28  0} 

94.  Substituting  now  the  terminal  conditions  of  the  circuit: 
At  the  moment  where  the  interrupter  opens  the  primary 

circuit  the  current  in  this  circuit  is  i,  =  -*  =  25  amp.     The 

condenser  in  the  primary  circuit,  which  is  shunted  across  the 
break,  was  short-circuited  before  the  break,  hence  of  zero  poten- 
tial difference.     The  secondary  circuit  was  dead.     This  then 
gives  the  conditions  0  =  0;  i,  =  25,  h  =  0,  e,'  =  0,  and  e/  =  0. 
Substituting  these  values  in  equations  (71),  (73),  (74)  gives 

25  =  -  0.95   C,  +  1.58  Dt 
0  =  C,  +         Z>, 

0  =  10  +  79  C2  -  385  Z>2 
0  =  118C,  +367D, 


hence 


C, 10 

C2  =  -  0.05  ^  0 

D,  =  +  10 

Z)2  =  +  0.016  ~  0, 
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and 

t,  =  9.6  e-°™9  cos  50.15  0  +  15.7  e"0*10'  cos  16.28  0 
i,  =  -10  e-osme  cos  50.15  0  +  10  e"0010'  cos  16.28  0 
e/  =  io  +  790  e-«™e  sin  50.15  0  +  3850  f"0010'  sin  16.28  0 
c/  =  1180  e-°™9  sin  50.15  0  -  3670  e"0*10'  sin  16.28  0 


(75) 


Approximately  therefore  we  have 

i,  -  9.6  e-0"78'  cos  50.15  0  +  15.7  e-°mo$  cos  16.28  0 
i2  «  -l0{€-°^'  cos  50.15  0  -  f-™10'  cos  16.28  0} 

6/  =  3850  s-°Moe  sin  16.28-0 

e/  =  -3670  e-°™$  sin  16.28  0. 

The  two  frequencies  of  oscillation  are  3009  and  977  cycles 
per  sec,  hence  rather  low. 

The  secondary  terminal  voltage  has  a  maximum  of  nearly 
4000,  reduced  to  the  primary,  or  400  times  as  large  as  corre- 
sponds to  the  ratio  of  turns. 

In  this  particular  instance,  the  frequency  3009  is  nearly 
suppressed,  and  the  main  oscillation  is  of  the  frequency  977. 


CHAPTER  XL 

GENERAL  SYSTEM  OP  CIRCUITS. 

(A)  Circuits  containing  resistance  and  inductance  only. 

95.  Let,  upon  a  general  system  or  network  of  circuits  con- 
nected with  each  other  directly  or  inductively,  and  containing 
resistance  and  inductance,  but  no  capacity,  a  system  of  e.m.fs., 
ey  be  impressed.  These  e.m.fs.  may  be  of  any  frequency  or 
wave  shape,  or  may  be  continuous  or  anything  else,  but  are 
supposed  to  be  given  by  their  equations.  They  may  be  free  of 
transient  terms,  or  may  contain  transient  terms  depending  upon 
the  currents  in  the  system.  In  the  latter  case,  the  dependency 
of  the  e.m.f.  upon  the  currents  must  obviously  be  given. 

Then,  in  each  branch  circuit, 

where  e  =  total  impressed  e.m.f.;  r  =  resistance;  L  —  induc- 
tance, of  the  circuit  or  branch  of  circuit  traversed  by  current  t, 
and  M8  =  mutual  inductance  of  this  circuit  with  any  circuit  in 
inductive  relation  thereto  and  traversed  by  current  i*. 

The  currents  in  the  different  branch  circuits  of  the  system 
depend  upon  each  other  by  Kirchhoff's  law, 


%i  =  0 


(2) 


at  every  branching  point  of  the  system. 

By  equation  (2)  many  of  the  currents  can  be  eliminated  by 
expressing  them  in  terms  of  the  other  currents,  but  a  certain 
number  of  independent  currents  are  left. 

Let  n  =  the  number  of  independent  currents,  denoting  these 
currents  by  iK,  where  k  =  1,  2, .  .  .  n.  (3) 

Usually,  from  physical  considerations,  the  number  of  inde- 
pendent currents  of  the  system,  n,  can  immediately  be  given. 
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For  these  n  currents  iK,  n  independent  differential  equations 
of  form  (1)  can  be  written  down,  between  the  impressed  e.m.fs. 
ey  or  their  combinations,  and  currents  which  are  expressed  by 
the  n  independent  currents  iK.  They  are  given  by  applying 
equation  (1)  to  a  closed  circuit  or  ring  in  the  system. 

These  equations  are  of  the  form 


diK 


e<-2*  ^-2*^  =  0, 


(4) 


where  q  =  1,  2, . . .  n, 

where  the  n*  coefficients  bf  are  of  the  dimension  of  resistance )  ,-v 
and  the  n2  coefficients  cf  of  the  dimension  of  inductance.        y 

These  n  simultaneous  differential  equations  of  n  variables  iK 
are  integrated  by  the  equations 

*,=  ;/  + 2*  A*ra4>  (•) 

i 

'where  if  is  the  stationary  value  of  current  iK,  reached  for  t  =  <» . 
Substituting  (6)  in  (4)  gives 

e*  -  i>  w  -  i>  c*qdii  -  2"  6-f  S'  A?r*' + 2"  c*q 

i  1^11  i 

2*  M/c-V-o.  (7) 

i 

For  $=*<»,  this  equation  becomes 

«,-2*  vc-ij"  c-f*""a  (8) 

These  n  equations  (8)  determine  the  stationary  components 
of  the  n  currents,  if. 

Subtracting  (8)  from  (7)  gives,  for  the  transient  components 
of  currents  iK, 

i/'  =  2^-a',  w 

i 

the  n  equations 

2«  ft.*  2*  ^  *  -  2"  c*<  2*  Mi"''*  =  0.      (10) 
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Reversing  the  order  of  summation  in  (10)  gives 

2>  rVj.  A'(b*-atc«)  =0. 


(ID 


The  n  equations  (11)  must  be  identities,  that  is,  the  coefficients 
of  £"°»*  must  individually  disappear.  Each  equation  (11)  thus 
gives  m  equations  between  the  constants  a,  A,  b,  c,  for  i  =  1, 
2, . . .  m,  and  since  n  equations  (11)  exist,  we  get  altogether  mn 
equations  of  the  form 


where 


%*  A?(b*-axc*)  =  0, 


q  =  1,  2,  3,. . .  n    and    i  =  1,  2,  3,. . .  m. 


(12) 


In  addition  hereto,  the  n  terminal  conditions,  or  values  of 
current  i"  for  t  —  0:  i*0,  give  by  substitution  in  (9)  n  further 
equations. 


tf-S^11- 


(13) 


There  thus  exist  (mn  +  n)  equations  for  the  determination 
of  the  mn  constants  A*  and  the  m  constants  ait  or  altogether 
(mn  +  m)  constants.    That  is, 


m  =  n 

(14) 

and 

1 

(15) 

where 

X«  4^  (&.«  -  o,c.*)  =  0; 

1 

(16) 

2-  A/-!.'; 
i 

(17) 

^  =  1,  2, ...  n, 

*  =  1,  2,  ...  n, 

(18) 

and 

t  =  1,  2, . . .  n. 
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Each  of  the  n  sets  of  n  linear  homogeneous  equations  in 
Ax*  (16)  which  contains  the  same  index  i  gives  by  elimination 
of  A*  the  same  determinant: 


fcf-OAll' 


bf^afi*,  b*-afi*,  b'-af?  . . .  bf-afif 
b2l-axc2\  b22-axc22,  b2*-axc2l 


b2n-atc2n 


btl-atc2\  b22-axcj,  b2'-axcz* . . .  bf-afif 
bnx-axcn\bn*-a%cn\bn*-a%cn* ... .  bf-afif 


•0.(19) 


Thus  the  n  values  of  ax  are  the  n  roots  of  the  equation  of  nth 
degree  (19),  and  determined  by  solving  this  equation. 

Substituting  these  n  values  of  ax  in  the  equations  (16)  gives 
n2  linear  homogeneous  equations  in  Ax*,  of  which  n  (n  —  1)  are 
independent  equations,  and  these  n  (n  —  1)  independent  equa- 
tions together  with  the  n  equations  (17)  give  the  n2  linear 
equations  required  for  the  determination  of  the  n2  con- 
stants A*. 

The  problem  of  determining  the  equations  of  the  phenomena 
in  starting,  or  in  any  other  way  changing  the  circuit  conditions, 
in  a  general  system  containing  only  resistance  and  inductance, 
with  n  independent  currents  and  such  impressed  e.m.fs.,  ey, 
that  the  equations  of  stationary  condition, 

can  be  solved,  still  depends  upon  the  solution  of  an  equation  of 
nth  degree,  in  the  exponents  at  of  the  exponential  functions 
which  represent  the  transient  term. 

96.  As  an  example  of  the  application  of  this  method  may 
be  considered  the  following  case,  sketched  diagrammatically  in 
Kg.  42: 

An  alternator  of  e.m.f.  E  cos  (0  —  0O)  feeds  over  resistance 
rt  the  primary  of  a  transformer  of  mutual  reactance  xm.  The 
secondary  of  this  transformer  feeds  over  resistances  r2  and  rs 
the  primary  of  a  second  transformer  of  mutual  reactance  Xm0, 
and  the  secondary  of  this  second  transformer  is  closed  by  resist- 
ance r4.  Across  the  circuit  between  the  two  transformers  and 
the  two  resistances  r,  and  r8,  is  connected  a  continuous-current 
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e.m.f.,  60,  as  a  battery,  in  series  with  an  inductive  reactance  -^ 
The  transformers  obviously  must  be  such  as  not  to  be  saturates 
magnetically  by  the  component  of  continuous  current  whic^ 
traverses  them,  must  for  instance  be  open  core  transformers. 


Fig.  42.     Alternating-current  circuit  containing  mutual  and  self-inductive 
reactance,  resistance  and  continuous  e.m.f. 


Let  iv  iv  i0,  is,  i4  =  currents  in  the  different  circuits;  then,  at 
the  dividing  point  P,  by  equation  (2)  we  have 


\  +  h  -  h  -  o; 


hence, 


leaving  four  independent  currents  iv  iv  iv  i4. 
This  gives  four  equations  (4) : 

di 
E cos  (0  -  d0)  -  rxix  -  xm-^  =  0, 

dix  (dL       di2\ 

-e"-r^-XmW+x[d0-do)  =  o' 

di4         idi        dL\ 


and 


dL 


-r^-xmo-  =  0. 


(20) 


(21) 


If  now  i/,  t'/,  t'„  ?"/  are  the  permanent  terms  of  current,  by 
substituting  these  into  (21)  and  subtraction,  the  equations  of 
the  transient  terms  rearranged  are: 
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q:    *=  1 
1  r. 


2 
3 


dit 


dit 
+XmdO 
di. 


Xmdd+r*h+x~dd 


di,, 
~Xd0 


=0, 

=o, 


~xdJ+r^+xd0     +Xmde=0> 


Xndd  +r*14 


=0. 


(22) 


These  equations  integrated  by 


K"  =  %iA?t-a*» 


(23) 


give  (or  the  determination  of  the  exponents  a,-  the  determinant 
(19): 

0  0 

0 


—  oxm   r2  —  ax       ax 

0  ax        rt  —  ax     —  ax„ 


-  o*m,        r, 


=  0; 


(24) 


0  0 

or,  resolved, 

/  =  o'Xm'xm,,'  +  o*x  (xm*r4  +  xm*rt)  -  a1  (xmar/4  +  xmoV,r,) 

-  oxr,r4  (r2  +  r,)  +  r,r/sr4  -  0.  (25) 

Assuming  now  the  numerical  values, 

r,  =    1  xm  =    10 

(26) 


r,=    1 

Xm0  =       10 

r.-    1 

x  =  100 

r4  =  10 

equation  (25)  gives 

/  =  o«  +  11  o*  -  0.11  a*  -  0.2  a  +  0.001  =  0.  (27) 

The  sixteen  coefficients, 

At',    i  =  1,  2,  3,  4,    k  =  1,  2,  3,  4, 

are  now  determined  by  the  16  independent  linear  equations  (12) 
and  (13). 
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(B)  Circuits  containing  resistance,  self -inductance,  mutual  in- 
ductance and  capacity. 

97.  The  general  method  of  dealing  with  such  a  system  is  the 
same  as  in  (A). 

KirchhofTs  equation  (1)  is  of  the  form 

.-K-t*-S.Jf.*-i/«*-a         (28) 

Eliminating  now  all  the  currents  which  can  be  expressed 
in  terms  of  other  currents,  by  means  of  equation  (2),  leaves 
n  independent  currents: 

iK,    *  =  1,  2, . . .  n. 

Substituting  these  currents  iK  in  equations  (28)  gives  n  inde- 
pendent equations  of  the  form 


e* 


-  X*  b<H*  -   £*  c*q17  ~  XK  9<9  A*  -  0.m  (29) 
l  x  ai         x  u 

Resolving  these  equations  for  /  iK  dt  gives 

e/=~-fiKdt  =  Xe  +  2W  +  Xc  %  (30) 

as  the  equations  of  the  potential  differences  at  the  condensers. 
Differentiating  (29)  gives 

$-%■«*.-%.*%-%.*%-,      (3., 

where  q  =  1,  2, ...  n. 

By  the  same  reasoning  as  before,  the  solution  of  these  equa- 
tions (31)  can  be  split  into  two  components,  a  permanent  term, 

i/=/(0,  (32) 

and  a  transient  term,  which  disappears  for  t  =  oo,  and  is  given 
by  the  n  simultaneous  differential  equations  of  second  order, 
thus: 

i«|ffA+vf  +  C^|=0.  (33) 
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These  equations  are  integrated  by 

1 
Substituting  (34)  in  (33)  gives 
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(34) 


where 


%'    %<  ^«~  v  \ 9?  ~  «A.f  +  <*<V | ,  (35) 

(36) 


q  =  1,  2,  ...  n, 
k  =  1,  2, .  . .  n, 
and  i  =  1,  2, ...  hi. 

Reversing  in  these  n  equations  the  order  of  summation, 

£i  ."«/  f>  ^<"  j  9«*  -  fl*.f  +  o«V  i  -  0, 

i  i  *  * 

and  this  gives,  as  identity,  the  mn  equations  for  the  determina- 
tion of  the  constants: 


(37) 


X«  Ai\tf  -OiV  +  ^VJ-  0, 


(38) 


where 

q  =  1,  2,  ...  n    and    i  =  1,  2,  . . .  m. 

In  addition  to  these  mn  equations  (38),  two  sets  of  terminal 
conditions  exist,  depending  respectively  on  the  instantaneous 
current  and  the  instantaneous  condenser  potential  at  the  moment 
of  start. 

The  current  is 


-a.4 


i,  =  %/  +  1/  A'e 


and  the  condenser  potential  of  the  circuit  q  is 


(39) 


dL 


<  '  X"  tffi.  dt  =  eq  -  %  «6A  -  %*c<  ^  ;    (40) 


hence,  for  t  =  0, 


i«°  =  t/  +  X*  A'> 


(41) 
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where  k  =  1,  2, . . .  n, 

and  eq*  -  e,  -  £.  W  -  J-^  ^  > 

where,  g  =  1,  2  . . .  n; 

or,  substituting  (39)  in  (40),  and  then  putting  t  =  0, 


(42) 


v-[*-i-jw-*£H_t 

-  i>  2*  ^«'  -  a»c*')-  <43> 

1       1 

As  seen,  in  (41)  and  (43),  the  first  term  is  the  instantaneous 
value  of  the  permanent  current  i\  and  condenser  potential  eq'. 

These  two  sets  of  n  equations  each,  given  by  the  terminal 
conditions  of  the  current,  i'K  =  iK°  (42),  and  condenser  potential, 
eq'  =  eq°  (43),  together  with  the  mn  equations  (38),  give  a  total 
of  {mn  +  2  n)  equations  for  the  determination  of  the  mn  con- 
stants A?  and  the  m  constants  aif  that  is,  a  total  of  (ran  +  m) 
constants. 

From 

mn  +  2  n  —  mn  +  m 

it  follows  that 

m  =  2n.  (44) 

We  have,  then,  2  n  constants,  at,  giving  the  coefficients  in  the 
exponents  of  the  2n  exponential  transient  terms,  and  2n* 
coefficients,  At*,  and   for   their  determination  2n*  equations, 

n 

2)«  A,"  fo„'  -  c,V  +  a?c*)  =  0,  (45) 

1 

n  equations, 

i 
and  n  equations, 

S-^^-W-aA^-Vf  (47) 


i      i 
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where 


v=[*,  -  i>  &' /*«<*<]  (J 


(48) 


or  the  difference  between  the  condenser  potential  required  by 
the  permanent  term  and  the  actual  condenser  potential  at  time 
t  =  0,  where 

q  =  1,  2,  3,  ...  n, 

*  =  l,2,3,...n,  (49) 

and  i  =  1,  2,  3, . . .  2  n. 

Eliminating  4/  from  the  equations  (45)  gives  for  each  of  the 
2  n  sets  of  n  equations  which  have  the  same  a4  the  determinant: 


\\g*  -  a&«  +  a.VH  = 

0il-<M>il+a»2cil>  0i2-%&i2+<*iV, . 

g2l-axb2l  +  a?c2l,  g22-a%b22+a?c2\  . 


.gf-afif+afcf 


9nl-*finl+*?cnl,  ^-a.V+a.V, . . .  gf^-a.V  +  a.V 


=0.(50) 


The  2  n  values  of  at  thus  are  the  roots  of  an  equation  of  2  nth 
order. 

Substituting  these  values  of  a{  in  equations  (45),  (46),  (47), 
leaves  2  n  (n  —  1)  independent  equations  (45)  and  2  n  inde- 
pendent equations  (46)  and  (47),  or  a  total  of  2  n2  linear  equa- 
tions, for  the  determination  of  the  2  n2  constants  A*}  which  now 
can  easily  be  solved. 

The  roots  of  equation  (50)  may  either  be  real  or  may  be  com- 
plex imaginary,  and  in  the  latter  case  each  pair  of  conjugate 
roots  gives  by  elimination  of  the  imaginary  form  an  electric 
oscillation. 

That  is,  the  solution  of  the  problem  of  n  independent  circuits 
leads  to  n  transient  terms,  each  of  which  may  be  either  an 
oscillation  or  a  pair  of  exponential  functions. 

98.  The  preceding  discussion  gives  the  general  method  of  the 
determination  of  the  transient  phenomena  occurring  in  any 
system  or  net  work  of  circuits  containing  resistances,  self-indue- 
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tances  and  mutual  inductances  and  capacities,  and  impressed  and 
counter  e.m.fs.  of  any  frequency  or  wave  shape,  alternating  or  con- 
tinuous. 
It  presupposes,  however, 

(1)  That  the  solution  of  the  system  for  the  permanent  terms 
of  currents  and  e.m.fs.  is  given. 

(2)  That,  if  the  impressed  e.m.fs.  contain  transient  terms 
depending  upon  the  currents  in  the  system,  these  transient 
terms  of  impressed  or  counter  e.m.fs.  are  given  as  linear  functions 
of  the  currents  or  of  their  differential  coefficients,  that  is,  the 
rate  of  change  of  the  currents. 

(3)  That  resistance,  inductance,  and  capacity  are  constant 
quantities,  and  for  instance  magnetic  saturation  does  not  appear. 

The  determination  of  the  transient  terms  requires  the  solution 
of  an  equation  of  2  nth  degree,  which  is  lowered  by  one  degree 
for  every  independent  circuit  which  contains  no  capacity. 

Thus,  for  instance,  a  divided  circuit  having  capacity  in  either 
branch  leads  to  a  quartic  equation.  A  transmission  line  loaded 
with  inductive  or  non-inductive  load,  when  representing  the 
capacity  of  the  line  by  a  condenser  shunted  across  its  middle, 
leads  to  a  cubic  equation. 


CHAPTER  XII. 

MAGNETIC    SATURATION  AND    HYSTERESIS    IN    ALTERNAT- 
ING-CURRENT CIRCUITS. 

99.  If  an  alternating  e.m.f.  is  impressed  upon  a  circuit  con- 
taining resistance  and  inductance,  the  current  and  thereby  the 
magnetic  flux  produced  by  the  current  immediately  assume 
their  final  or  permanent  values  only  in  case  the  circuit  is  closed 
at  that  point  of  the  e.m.f.  wave  at  which  the  permanent  current 
is  zero.  Closing  the  circuit  at  any  other  point  of  the  e.m.f.  wave 
produces  a  transient  term  of  current  and  of  magnetic  flux.  So 
for  instance,  if  the  circuit  is  closed  when  the  current  i  should 
have  its  negative  maximum  value  —  70,  and  therefore  the 
magnetic  flux  and  the  magnetic  flux  density  also  be  at  their 
negative  maximum  value  —  4>0  and  —  <B0  —  that  is,  in  an 
inductive  circuit,  near  the  zero  value  of  the  decreasing  e.m.f. 
wave  —  during  the  first  half  wave  of  e.m.f.  the  magnetic  flux, 
which  generates  the  counter  e.m.f.,  should  vary  from  —  4>0  to 
-f  4>0,  or  by  2  4>0;  hence,  starting  with  0,  to  generate  the  same 
counter  e.m.f.,  it  must  rise  to  +  2  4>0,  that  is,  twice  its  permanent 
value,  and  so  the  current  i  also  rises,  at  constant  inductance  L, 
from  zero  to  twice  its  maximum  permanent  value,  2  I0.  Since 
the  e.m.f.  consumed  by  the  current  during  the  variation  from 
0  to  2  /0  Is  greater  than  during  the  normal  variation  from  —  /0 
to  +  70,  less  e.m.f.  is  to  be  generated  by  the  change  of  magnetic 
flux,  that  is,  the  magnetic  flux  does  not  quite  rise  to  2  4>0,  but 
remains  below  this  value  the  more,  the  higher  the  resistance  of 
the  circuit.  During  the  next  half  wave  the  e.m.f.  has  reversed, 
but  the  current  is  still  mostly  in  the  previous  direction,  and  the 
generated  e.m.f.  thus  must  give  the  resistance  drop,  that  is,  the 
total  variation  of  magnetic  flux  must  be  greater  than  2  4>0, 
tt*e  more,  the  higher  the  resistance.  That  is,  starting  at  a  value 
somewhat  below  2  4>0,  it  decreases  below  zero,  and  reaches  a 
Negative  value.  During  the  third  half  wave  the  magnetic  flux, 
starting  not  at  zero  as  in  the  first  half  wave,  but  at  a  negative 
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value,  thus  reaches  a  lower  positive  maximum,  and  thus  grad- 
ually, at  a  rate  depending  upon  the  resistance  of  the  circuit,  the 
waves  of  magnetic  flux  4>,  and  thereby  current  t,  approach  their 
final  permanent  or  symmetrical  cycles. 

100.  In  the  preceding,  the  assumption  has  been  made  that 
the  magnetic  flux,  4>,  or  the  flux  density,  (B,  is  proportional  to 
the  current,  or  in  other  words,  that  the  inductance,  L,  is  con- 
stant. If  the  magnetic  circuit  interlinked  with  the  electric 
circuit  contains  iron,  and  especially  if  it  is  an  iron-clad  or  closed 
magnetic  circuit,  as  that  of  a  transformer,  the  current  is  not 
proportional  to  the  magnetic  flux  or  magnetic  flux  density,  but 
increases  for  high  values  of  flux  density  more  than  proportional, 
that  is,  the  flux  density  in  the  iron  reaches  a  finite  limiting  value. 
In  the  case  illustrated  above,  the  current  corresponding  to 
double  the  normal  maximum  magnetic  flux,  <fr0,  or  flux  density, 
<B0,  may  be  many  times  greater  than  twice  the  normal  maximum 
current,  I0.  For  instance,  if  the  maximum  permanent  current 
is  I0  =  4.5  amperes,  the  maximum  permanent  flux  density, 
(B0  =  10,000,  and  the  circuit  closed,  as  above,  at  that  point  of 
the  e.m.f.  wave  where  the  flux  density  should  have  its  negative 
maximum,  -  (B0  =  -  10,000,  but  the  actual  flux  density  is  0, 
during  the  first  half  wave  of  e.m.f.,  the  flux  density,  when 
neglecting  the  resistance  of  the  electric  circuit,  should  rise  from 
0  to  2  (B0  =  20,000,  and  at  this  high  value  of  saturation  the 
corresponding  current  maximum  would  be,  by  the  magnetic 
cycle,  Fig.  43,  200  amperes,  that  is,  not  twice  but  44.5  times 
the  normal  value.  With  such  excessive  values  of  current,  the 
e.m.f.  consumed  by  resistance  would  be  in  general  considerable, 
and  the  e.m.f.  consumed  by  inductance,  and  therefore  the 
variation  of  magnetic  flux  density,  considerably  decreased,  that 
is,  the  maximum  magnetic  flux  density  would  not  rise  to  20,000, 
but  remain  considerably  below  this  value.  The  maximum 
current,  however,  would  be  still  very  much  greater  than  twice 
the  normal  maximum.  That  is,  in  an  iron-clad  circuit,  in 
starting,  the  transient  term  of  current  may  rise  to  values  very 
much  higher  than  in  air  magnetic  circuits.  While  in  the  latter 
it  is  limited  to  twice  the  normal  value,  in  the  iron-clad  circuit, 
if  the  magnetic  flux  density  reaches  into  the  range  of  magnetic 
saturation,  very  much  higher  values  of  transient  current  are 
found.    Due  to  the  far  greater  effect  of  the  resistance  with  such 
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excessive  values  of  current,  the  transient  term  of  current  during 
ihe  first  half  waves  decreases  at  a  more  rapid  rate;  due  to  the 
lack  of  proportionality  between  current  and  magnetic  flux 
density,  the  transient  term  does  not  follow  the  exponential  law 
any  more. 

101.  In  an  iron-clad  magnetic  circuit,  the  current  is  not  only 
not  proportional  to  the  magnetic  flux  density,  but  the  same 
magnetic  flux  density  can  be  produced  by  different  currents,  or 
with  the  same  current  the  flux  density  can  have  very  different 
values,  depending  on  the  point  of  the  hysteresis  cycle.  Therefore 
the  magnetic  flux  density  for  zero  current  may  equal  zero,  or,  on 
the  decreasing  branch  of  the  hysteresis  cycle,  Fig.  43,  may  be 
+  7600,  or,  on  the  increasing  branch,  —  7600.  Thus,  when 
closing  the  electric  circuit  energizing  an  iron-clad  magnetic 
circuit,  as  a  transformer,  at  the  moment  of  zero  current,  the 
magnetic  flux  density  may  not  be  zero,  but  may  still  have  a  high 
value,  as  remanent  magnetism.  For  instance,  closing  the 
circuit  at  the  point  of  the  e.m.f.  wave  where  the  permanent 
wave  of  magnetic  flux  density  would  have  its  negative  maximum 
value,  —  (B0  =  -  10,000,  the  actual  density  at  this  moment  may 
be  <&r  =  +  7600,  the  remanent  magnetism  of  the  cycle.  During 
the  first  half  wave  of  impressed  e.m.f.  the  variation  of  flux 
density  by  2  <B0,  as  required  to  generate  the  counter  e.m.f.,  when 
neglecting  the  resistance,  would  bring  the  positive  maximum  of 
flux  density  up  to  <Br  +  2  <B0  =  27,600,  requiring  1880  amperes 
maximum  current,  or  420  times  the  normal  current.  Obviously, 
no  such  rise  could  occur,  since  the  resistance  of  the  circuit  would 
consume  a  considerable  part  of  the  e.m.f.,  and  so  lower  the  flux 
density  by  reducing  the  e.m.f.  consumed  by  inductance. 

It  is  obvious,  however,  that  excessive  values  of  transient 
current  may  occur  in  transformers  and  other  iron-clad  magnetic 
circuits. 

102.  When  disconnecting  a  transformer,  its  current  becomes 
zero,  that  is,  the  magnetic  flux  density  is  left  at  the  value  of  the 
remanent  magnetism  ±  (Br,  and  during  the  period  of  rest  more 
or  less  decreases  spontaneously  towards  zero.  Hence,  in  con- 
necting a  transformer  into  circuit  its  flux  density  may  be  any- 
where between  +  (Br  and  -  (B^  The  maximum  magnetic  flux 
density  during  the  first  half  cycle  of  impressed  e.m.f.  therefore  is 
produced  if  the  circuit  is  closed  at  the  moment  where  the  per- 


182  TRANSIENT  PHENOMENA 

manent  value  of  the  flux  density  should  be  a  maximum,  ±  <BP 
and  the  actual  density  in  this  moment  is  the  remanent  magnetisn: 
in  opposite  direction,  T  <Br,  and  the  maximum  value  ol 
density  which  could  occur  then  is  ±  ((Br  +  2  &„).  If  therefore 
the  maximum  magnetic  flux  density  <B0  in  the  transformer  is 
such  that  <Br  +  2  (B0  is  still  below  saturation,  the  transient  term 
of  current  cannot  reach  abnormal  values.  At  (B  =  16,000,  the 
flux  density  is  about  at  the  bend  of  the  saturation  curve,  and 
the  current  still  moderate.  Estimating  (Br  =  0.75  (B0  as  approx- 
imate value,  (Br  +  2  (B0  =  16,000  thus  gives  (B  =  5800,  or 
37,500  lines  of  magnetic  flux  per  square  inch. 

In  125-cycle  transformers,  <B0  is  below  5800  or  not  much  above, 
for  reasons  of  heating,  and  this  phenomenon  of  excessive  tran- 
sient currents  in  starting  thus  does  not  appear.  At  60  cycles, 
<B0  is  usually  above  this  value,  and  under  unfavorable  conditions 
considerable  transient  current  may  be  observed.  However, 
for  (Br  =  0,  the  limit  is  <B0  =  8000,  or  51,600  lines  per  square 
inch;  and  since  in  60-cycle  transformers  the  flux  density  rarely 
exceeds  this  value  to  a  great  extent,  and  in  starting  the  remanent 
magnetism  is  rarely  very  high,  this  phenomenon  of  an  excessive 
transient  current  is  not  very  marked.  At  25  cycles,  however, 
higher  densities  are  used  and  the  transient  starting  current 
may  then  reach  formidable  values. 

103.  Since  the  relation  between  the  current,  i,  and  the  mag- 
netic flux  density,  (B,  is  empirically  given  by  the  magnetic  cycle 
of  the  material,  and  cannot  be  expressed  with  sufficient  accuracy 
by  a  mathematical  equation,  the  problem  of  determining  the 
transient  starting  current  of  a  transformer  cannot  be  solved  in 
general,  but  must  be  investigated  in  the  individual  case  by 
constructing  the  curves  of  current  and  magnetic  flux  density. 

Let  the  normal  magnetic  cycle  of  a  transformer  be  represented 
by  the  dotted  curve  in  Figs.  43  and  44;  the  characteristic  points 
are:  the  maximum  values,  ±  (B0  =  ±  10,000;  the  remanent 
values,  ±  (Br  =  ±  7600,  and  the  maximum  exciting  current, 
im  =  ±  4.5  amp. 

At  very  high  values  of  flux  density  an  appreciable  part  of  the 
total  magnetic  flux  $  may  be  carried  through  space,  outside  of 
the  iron,  depending  on  the  construction  of  the  transformer. 
The  most  convenient  way  of  dealing  with  such  a  case  is  to 
resolve  the  magnetic  flux  density,  (B,  in  the  iron  into  the  "metallic 
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Fig.  43.     Magnetic  cycle  of  a  transformer  starting  with  low  stray  field. 
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Fig.  44.     Magnetic  cycle  of  a  transformer  starting  with  high  stray  field. 
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flux  density/'  CB'  =  (B  -  OC,  which  reaches  a  finite  limiting 
value,  and  the  density  in  space,  OC.  The  total  magnetic  flux 
then  consists  of  the  flux  carried  by  the  molecules  of  the  iron, 
*'  =  4'CR',  where  A'  is  the  section  of  the  iron  circuit,  and  the 
space  flux,  *"  =  A"oc,  where  A"  is  the  total  section  interlinked 
with  the  electric  circuit,  including  iron  as  well  as  other  space. 

*=  4/  +  *"  =  A'(B'  +  A"K. 

If  then  A"  =  kA',  that  is,  the  total  space  inside  of  the  coil  is 
A;  times  the  space  filled  by  the  iron,  we  have 

*  =  A'  (<B'  +  A3C), 

or  the  total  magnetic  flux  even  in  a  case  where  considerable 
stray  field  exists,  that  is,  magnetic  flux  can  pass  also  outside  of 
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Fig.  45.     Starting  current  of  a  transformer.     Low  stray  field. 

the  iron,  can  be  calculated  by  considering  only  the  iron  section 
as  carrying  magnetic  flux,  but  using  as  curve  of  magnetic  flux 
density  not  the  usual  curve, 

<B  =  <B'  +  OC, 

but  a  curve  derived  therefrom, 

<B  =  &'  +  A-X, 

where  k  =  ratio  of  total  section  to  iron  section. 

This,  for  instance,  is  the  usual  method  of  calculating  the 
m.m.f.  consumed  in  the  armature  teeth  of  commutating  machines 
at  very  high  saturations. 
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In  investigating  the  transient  transformer  starting  current, 
the  magnetic  density  curve  thus  is  corrected  for  the  stray  field. 

Figs.  43  and  45  correspond  to  k  —  3,  or  a  total  effective  air 
section  equal  to  three  times  the  iron  section,  that  is,  <B  =  <B'  + 

Figs.  44  and  46  correspond  to  k  =  25,  or  a  section  of  stray 
field  equal  to  25  times  the  iron  section,  that  is,  (B  =  (B'  +  25  3C. 
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Fig.  46.     Starting  current  of  a  transformer.     High  stray  field. 

104.  At  very  high  values  of  current  the  resistance  consumes 
a  considerable  voltage,  and  thus  reduces  the  e.m.f.  generated 
by  the  magnetic  flux,  and  thereby  the  maximum  magnetic  flux 
and  transient  current.    The  resistance,  which  comes  into  con- 
sideration here,  is  the  total  resistance  of  the  transformer  primary 
circuit  plus  leads  and  supply  lines,  back  to  the  point  where  the 
voltage  is  kept  constant,  as  generator,  busbars,  or  supply  main. 
Assuming  then  at  full  load  of  im  =  50  amperes  effective  in  the 
transformer,  a  resistance  drop  of  8  per  cent,  or  the  voltage  con- 
sumed by  the  resistance,  as  er  =  0.08  of  the  impressed  e.m.f. 

Let  now  the  remanent  magnetic  flux  density  be  <Br  =  +  7600, 
and  the  circuit  be  closed  at  the  moment  0  =  0,  where  the  flux 
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density  should  be  (fc  =  -(B0  =  —  10,000;  then  the  impressed 
e.m.f.  is  given  by 

e  =  -tfsinfl  =  E^-(c<x0).  (1) 

do 

It  is,  however, 

.  <#*      „. 
e  =  Ad0+Ch  (2) 

where  A  and  C  are  constants;  that  is,  the  impressed  e.m.f.,  e,  is 

consumed  by  the  self-inductance,  or  the  e.m.f.  generated  by  the 

d(fc 
changing  magnetic  density,  which  is  proportional  to  — ,  and  by 

da 

the  voltage  consumed  by  the  resistiance,  which  is  proportional 

to  the  current  i. 

Combining  (1)  and  (2)  gives 

Aw  +  Ct-E-w-  {3) 

E 
However,  at  full  load,  we  have  —= .  =  effective  impressed 

e.m.f.  and  im  =  50  amperes  =  effective  current;  hence 
Cim  =  50  C  =  e.m.f.  consumed  by  resistance, 
and  since  this  equals  er  =  0.08  of  impressed  e.m.f., 


or 


or  ^  =  t^t=  =  £^=  -  0.00113.  (4) 


d<B=  f  dcosfl-  ^  W 

and 

J™2  EC*  C  C- 

*-1Jd«»0--rJS*; 


Cim  =  -^> 

50(7  =°«£, 

V2 

c 

er            0.08 

E 

t'mV2        50  V2 

From  (3)  follows 
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hence,  for  i  =  0,  or  negligible  resistance  drop,  that  is,  permanent 
condition, 

<B0  -  ^  -  10,000.  (6) 

A 

Multiplying  (4)  and  (6)  gives 

*     ^ft.  11.3,  (7) 

and  substituting  (6)  and  (7)  in  (5)  gives 

d<B  =  (Bodcos0  -i^zdB 

lmV2 

=  10,000  d  cos  0  -  11.3  id0.  .  (8) 

Changing  now  from  differential  to  difference,  that  is,  replacing, 
as  approximation,  d  by  A,  gives 

A<B  =  (B0A  cos  0  -  i  A-t=  A0 

=  10,000  A  cos  0  -  11.3  *A0.  (9) 

Assuming  now 

A0  =  10°  =  0.175  (10) 

gives  for  the  increment  of  magnetic  flux  density  during  10° 
change  of  angle  the  value 

A(B  =  10,000  A  cos  d  -  2  i  (11) 

and  <B  =  <B'  +  A(B 

=  <B'  +  10,000  A  cos  6  -  2  i.  (12) 

From  equation  (12)  the  instantaneous  values  of  magnetic 
flux  density  <B,  and  therefrom,  by  the  magnetic  cycles,  Figs.  43 
and  44,  respectively,  the  values  of  current  i  are  calculated,  by 
starting,  for  0  =  0,  with  the  remanent  density  (B'  =  (Br  =  7600, 
adding  thereto  the  change  of  cosine,  10,000  A  cos  0,  which  gives 
a  value  (Bl  =  (B'  +  10,000  A  cos  0,  taking  the  corresponding 
value  of  i  from  the  hysteresis  cycle,  Figs.  43  and  44,  subtracting 
2  i  from  (Blf  and  then  correcting  i  for  the  value  corresponding  to 
(B  =  (Bj  -  2  i. 

The  quantity  2  i  is  appreciable  only  during  the  range  of  the 
curve  where  i  is  very  large. 
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106.  The  following  table  is  given  to  illustrate  the  beginning 
of  the  calculation  of  the  curve  for  low  stray  field. 


STARTING    CURRENT   OF   A  TRANSFORMER. 


r» 

OO0  0 

10  A  cos  9 

im 

2t  X10-* 

03 

0 
10 
20 
30 
40 
50 
60 
70 
80 
90 

+  1.00 
0.98 
0.94 
0.87 
0.77 
0.64 
0.50 
0.34 

+  0.17 
0 

7.6 

7.8 

8.2 

8.9 

9.9 

11.2 

12.6 

14.2 

15.9 

17.6 

0 

1.0 

1.9 

2.9 

3.8 

5.2 

7.3 

12.0 

27 

70 

+  0.2 
0.4 
0.7 
1.0 
1.3 
1.4 
1.6 
1.7 
1.7 

0.1 

17.5 

100 

-0.17 

1.7 

19.2 

138 

0.3 

18.9 

110 

0.34 

1.7 

20.6 

220 

0.45 

20.15 

120 

0.50 

1.6 

21.75 

270 

0.55 

21.2 

130 

0.64 

1.4 

22.6 

450 

0.9 

21.7 

140 

0.77 

1.3 

23.0 

510 

1.0 

22.0 

150 

0.87 

1.0 

23.0 

510 

1.0 

22.0 

160 

0.94 

0.7 

22.7 

440 

0.9 

21.8 

170 

0.98 

0.4 

22.2 

350 

0.7 

21.5 

180 

1.00 

+  0.2 

21.7 

250 

0.5 

21.2 

190 

0.98 

-0.2 

21.0 

200 

0.4 

20.6 

200 

0.94 

0.4 

20.2 

180 

0.35 

19.85 

210 

0.87 

0.7 

19.15 

130 

0  25 

18.9 

220 

0.77 

1.0 

17.9 

76 

0.15 

17.75 

230 

0.64 

1.3 

16.45 

40 

0.2 

16.25 

240 

0.50 

1.4 

14.85 

14 

0.05 

14.8 

250 
260 
270 
280 
290 
300 
310 
320 
330 
340 
350 
360 

0.34 
-0.17 

0 
+  0.17 
0.34 
0.50 
0.64 
0.77 
0.87 
0.94 
0.98 
+  1.00 

1.6 
1.7 
1.7 
1.7 
1.7 
1.6 
1.4 
1.3 
1.0 
0.7 
0.4 
-0.2 

13.2 

11.5 

9.8 

8.1 

6.4 

4.8 

3.4 

2.1 

1.1 

.4 

0 

-.2 

7 

3.2 
-1.0 
-    .4 
-1.3 
-1.9 
-2.2 
-2.5 
-2.6 
-2.75 
-2.8 
-2.8 

370 

0.98 

+  0.2 

0 

-1.3 

380 
390 
400 
410 
420 
430 
440 
450 
460 
470 
480 

0.94 
0.87 
0.77 
0.64 
0.50 
0.34 
+  0.17 

0 
-0.17 
-0.34 
-0.50 

0.4 
0.7 
1.0 
1.3 
1.4 
1.6 
1.7 
1.7 
1.7 
1.7 
1.6 

+  0.4 

1.1 

2.1 

3.5 

4.9 

6.5 

8.2 

9.9 

11.6 

13.3 

14.9 

-0.5 
+  0.3 
1.0 
1.7 
2.2 
2.7 
3.3 
4.3 
6.2 
9.5 
16.5 
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The  first  column  gives  angle  0, 

The  second  column  gives  cos  0, 

The  third  column  gives  A<Bf  =  10  A  cos  0,  in  kilolines  per 
sq.  cm., 

The  fourth  column  gives  <Bt  =  <B  +  AcBj, 

The  fifth  column  gives  i, 

The  sixth  column  gives  Dt  =  2  i  X  10"~3,  and 

The  seventh  column  gives  (B  =  d^  -  Dv 
i  in  the  fifth  column  being  chosen,  by  trial,  so  as  to  corre- 
spond, on  the  hysteresis  cycles,  not  to  Aiy  but  to  <B  =  (Bj—  Dv 

These  values  are  recorded  as  magnetic  cycles  on  Figs.  43  and 
44,  and  as  waves  of  flux  density,  current,  etc.,  in  Figs.  45  and  46. 

The  maximum  values  of  successive  half  waves  are : 


A.  Low  Stray  Field. 
*-  3 

B.  High  Stray  Field. 
*=  25 

• 

<B 

*■» 

9 

(B 

*■» 

0 

145° 

360° 

530° 

720° 

900° 

1080° 

1260° 

1440° 

1620° 

7.6 

22.0 

-    .2 

18.6 
-2.2 

18.0 
-2.8 

17.4 
-3.1 

16.9 

0 
510 
-2.8 
120 
-2.9 

92 
-3.0 

66 
-3.0 

50 

0 
160° 
360° 
530° 
720° 

7.6 
24.6 

+  2.0 
20.7 

-    .4 

0 
230 
-2.4 
117 
-2.7 

Permanent 

±10.0 

±4.5 

±10.0 

±4.5 

As  seen,  the  maximum  value  of  current  during  the  first  cycle, 
510,  is  more  than  one  hundred  times  the  final  value  4.5,  and  more 
than  7  times  the  maximum  value  of  the  full-load  current,  50N/2 
=  70.7  amperes,  and  the  transient  current  falls  below  full-load 
current  only  in  the  fourth  cycle.  That  is,  the  excessive  value  of 
transient  current  in  an  ironclad  circuit  lasts  for  a  considerable 
number  of  cycles. 

In  the  presence  of  iron  in  the  magnetic  field  of  electric  circuits, 
transient  terms  of  current  may  thus  occur  which  are  very  large 
compared  with  the  transient  terms  in  ironless  reactors,  which  do 
not  follow  the  exponential  curve,  can  usually  not  be  calculated 
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by  general  equations,  but  require  numerical  investigation  by 
the  use  of  the  magnetic  cycles  of  the  iron. 

These  transient  terms  lead  to  excessive  current  values  only  if 
the  normal  magnetic  flux  density  exceeds  half  the  saturation 
value  of  the  iron,  and  so  are  most  noticeable  in  25-cycle  circuits. 


Fig.  47.    Starting  current  of  a  26-cycle  transformer. 

As  illustration  is  shown,  in  Fig.  47,  an  oscillogram  of  the 
starting  current  of  a  25-cycle  transformer  having  a  resistance 
in  the  supply  circuit  somewhat  smaller  than  in  the  above 
instance,  thus  causing  a  still  longer  duration  of  the  transient 
term  of  excessive  current. 

These  starting  transients  of  the  ironclad  inductance  at  high 
density  are  unsymmetrical  waves,  that  is,  successive  half  waves 
have  different  shapes,  and  when  resolved  into  a  trigonometric 
series,  would  give  even  harmonics  as  well  as  the  odd  harmonics. 

Thus  the  first  wave  of  Fig.  45  can,  when  neglecting  the  tran- 
sient factor,  be  represented  by  the  series: 

i  =  +  108.3  -  183.8  cos  (0  +  28.0°) 

+  112.4  cos  2(0  +  29.8°)  -  53.1  cos  3  (0  +  33.3°) 
+  27.2  cos  4  (0  +  39.1°)  -  18.4  cos  5  (0  +  38.1°) 
4-  13.6  cos  6  (0  +  33.4°)  -  8.1  cos  7  (0  +  32.7°) 
or,  substituting:  0  =  04-  150°,  gives: 

e  =  E  sin  (/?  4-  .150°) 
i  =  108.3  +  183.8  cos  (p  -  2.0°)  4-  112.4  cos  2  (0  -  0.2°) 
4-  53.1  cos  3  09  +  3.3°)  +  27.2  cos  4  (/?  +  9.1°) 
4-  18.4  cos  5  (p  4-  8.1°)  +  13.6  cos  6  (/?  +  3.4°) 
4-  8.1  cos  7  09  +  2.7°). 


CHAPTER  XIII. 

TRANSIENT  TERM   OF   THE    ROTATING   FIELD. 

106.  The  resultant  of  np  equal  m.m.fs.  equally  displaced 
from  each  other  in  space  angle  and  in  time-phase  is  constant  in 
intensity,  and  revolves  at  constant  synchronous  velocity.  When 
acting  upon  a  magnetic  circuit  of  constant  reluctance  in  all 
directions,  such  a  polyphase  system  of  m.m.fs.  produces  a 
revolving  magnetic  flux,  or  a  rotating  field.  ("Theory  and 
Calculation  of  Alternating  Current  Phenomena,"  4th  edition, 
Chapter  XXXIII,  paragraph  368.)  That  is,  if  np  equal  mag- 
netizing coils  are  arranged  under  equal  space  angles  of  — 

electrical  degrees,  and  connected  to  a  symmetrical  np  phase 

system,  that  is,  to  np  equal  e.m.fs.  displaced  in  time-phase  by 

360 

—  degrees,  the  resultant  m.m.f.  of  these  np  coils  is  a  constant 

np 

n 
and  uniformly  revolving  m.m.f.,  of  intensity  SF0  =  -^1F,  where  (F 

is  the  maximum  value  (hence  -— -  the  effective  value)  of  the 

\  V2  I 

m.m.f.  of  each  coil. 

In  starting,  that  is,  when  connecting  such  a  system  of  mag- 
netizing coils  to  a  polyphase  system  of  e.m.fs.,  a  transient  term 
appears,  as  the  resultant  magnetic  flux  first  has  to  rise  to  its 
constant  value.  This  transient  term  of  the  rotating  field  is  thje 
resultant  of  the  transient  terms  of  the  currents  and  therefore 
the  m.m.fs.  of  the  individual  coils. 

107.  If,  then,  $  =  nl  =  maximum  value  of  m.m.f.  of  each 
coil,  where  n  =  number  of  turns,  and  /  =  maximum  value  of 
current,  and  r  =  space-phase  angle  of  the  coil,  the  instantaneous 
value  of  the  m.m.f.  of  the  coil,  under  permanent  conditions,  is 

/'=(Fcos(0  -  r),  (1) 

101 
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and  if  the  time  0  is  counted  from  the  moment  of  closing  the 
circuit,  the  transient  term  is,  by  Chapter  IV, 

/"  =  -  yf    x    cos  Tf  (2) 

where  Z  =  r  —  jx. 

The  complete  value  of  m.m.f.  of  one  coil  is 

fx  =f  +f"  =  ff  {cos(0  -  r)  -T^'cosr}.  (3) 

In  an  np-phase  system,  successive  e.m.fs.  and  therefore  currents 

1  2  n 

are  displaced  from  each  other  by  —  of  a  period,  or  an  angle  — > 

np  np 

and  the  m.m.f.  of  coil,  i,  thus  is 

/, :  =  IF  \  cos  (d  -  t ij  -  e"  * #  cos  f  r  +  —  ij    .    (4) 

The  resultant  of  nv  such  m.m.fs.  acting  together  in  the  same 
direction  would  be 

n*  "*  I  2  it   \ 

Xi/<  =  *Xi    COS(d-T-—i) 

-r  B      "*  /  27T\ 

-  $e    *    y.i  cos  ( r  +  —  i)  =  0;  (5) 

i  \        np    / 

that  is,  the  sum  of  the  instantaneous  values  of  the  permanent 
terms  as  well  as  the  transient  terms  of  all  the  phases  of  a  sym- 
metrical polyphase  system  equals  zero. 

In  the  polyphase  field,  however,  these  m.m.fs.  (4)  do  not  act 
in  the  same  direction,  but  in  directions  displaced  from  each 

2tt 
other  by  a  space  angle —  equal  to  the  time  angle  of  their  phase 


np 


displacement. 

108.  The  component  of  the  m.m.f.,  /„  acting  in  the  direction 
(0O  -  t),  thus  is 


//-/■C08(».-r-?n-f)f  (6) 
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and  the  sum  of  the  components  of  all  the  np  m.m.fs.,  in  the 
direction  (0O  -  r),  that  is,  the  component  of  the  resultant  m.m.f. 
of  the  polyphase  field,  in  the  direction  (0O  —  r),  is 

np 

f-Z'ff 

-  *  I*  H  {'  - r  -  ^i)  - r"  cos(r +^i)l 

«»(*.- r-^i).  (7) 

Transformed,  this  givfcs 

/=   £|£<cos^  +  »0-2r-i^t)  +  X'  cos  (6-0} 


-'-*  + 


"*  -r9ttp  I  4  7T    \  ) 


4tt 
and  as  the  sums  containing  —  i  equal  zero,  we  have 


/-M 


cos  (0  -  0O)  -  «    *'  cos  0O  J ,  (8) 


and  for  6  =  » ,  that  is  as  permanent  term,  this  gives 

/.-^ff  cos  (0  -0O);  (9) 

hence,  a  maximum,  and  equal  to  -^  IF,  that  is,  constant,  for 

0O  =  0,  that  is,  uniform  synchronous  rotation.  That  is,  the 
resultant  of  a  polyphase  system  of  m.m.fs.,  in  permanent  con- 
dition, rotates  at  constant  intensity  and  constant  synchronous 
velocity. 

Before  permanent  condition  is  reached,  however,  the  resultant 
m.m.f.  in  the  direction  0O  =  0,  that  is,  in  the  direction  of  the 
synchronously  rotating  vector,  in  which  in  permanent  condition 
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the  m.m.f .  is  maximum  and  constant,  is  given  during  the  transient 
period,  from  equation  (8),  by 


/.-*'! 


1 


e    x$  cos  0  [  9 


(10) 


that  is,  it  is  not  constant  but  periodically  varying.  * 

As  example  is  shown,  in  Fig.  48,  the  resultant  m.m.f.  f0  in  the 
direction  of  the  synchronously  revolving  vector,  0O  =  0,  for  the 
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Fig.  48.    Transient  term  of  polyphase  magnetomotive  force. 

constants    nv  =  3,    or  a  three-phase  system;  SF  —  667,   and 
Z  =  r  -  jx  =  0.32  -  4  /;  hence, 

/0  =  1000(1  -rlM§  cos  i?), 

with  0  as  abscissas,  showing  the  gradual  oscillatory  approach  to 
constancy. 

109.  The  direction,  0O  =  0,  is,  however,  not  the  direction  in 
which  the  resultant  m.m.f.  in  equation  (8)  is  a  maximum,  but 
the  maximum  is  given  by 


this  gives 
hence, 


£-0 

M0     U' 


sin  (0  -  0O)  +  e    *    sin  0O  =  0, 


-  '-  $ 


cot  0ft  = 


cos  0  —  e    z 
sin  0 


(id 

(12) 
(13) 


that  is,  the  resultant  maximum  m.m.f.  of  the  polyphase  system 
does  not  revolve  synchronously,  in  the  starting  condition,  but 
revolves  with  a  varying  velocity,  alternately  running  ahead  and 
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dropping  behind  the  position  of  uniform  synchronous  rotation, 
by  equation  (13),  and  only  for  0  =  «,  equation  (12)  becomes 
cot  0O  =  cot  0,  or  0O  =  0,  that  is,  uniform  synchronous  rotation. 
The  speed  of  rotation  of  the  maximum  m.m.f.  is  given  from 
equation  (12)  by  differentiation  as 


dff 


dQ 

d0 

dQ' 

d0n 


where 


Q  -  sin  (0  -  0O)  +  e    *  sin  0O; 


S- 


hence, 

or  approximately, 


cos  (0  -  0O)  --e    x   sin0o 
cos  (0  -  0O)  -  e    *    cos  0O 


S  - 


r  -^# 
1  --e    *    sm0o 
x 


1 


COS0ft 


(14) 


(15) 


For  0  =«  oo,  equation  (14)  becomes  S  =  1,  or  uniform  syn- 
chronous rotation,  but  during  the  starting  period  the  speed 
alternates  between  below  and  above  synchronism. 

From  (13)  follows 


cos0ft  = 


cos  0  —  e    x 


CR 


and 


where 


sin0 


sin0o=    ^ 


(16) 


(R  -  V(cos0-e  ~*  /   +  sin20  =  VI  - 


-le  -2-9. 

2  £    x     cos  0  +  e     * 

(17) 
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110.  The  maximum  value  of  the  resultant  m.m.f.,  at  time- 
phase  0,  and  thus  of  direction  0O  as  given  by  equation  (13)  or 
(16),  (17),  is  derived  by  substituting  (16),  (17)  into  (8),  as: 


-  5=SF  V I  -  2  e  *  'cos  0  +  e   *3#,  (18) 

hence  is  not  constant,  but  pulsates  periodically,  with  gradually 
decreasing  amplitude  of  pulsation,  around  the  mean  value  —  fr. 
For  0  =  0,  or  at  the  moment  of  start,  it  is,  by  (13), 

cos  e  -  t  *      o 

cot  0/  = ^— =  -• 

0  sin  0  0 

hence,  differentiating  numerator  and  denominator, 

-sm0  +  -e   * 

cot  0/ - 

0  COS0  x 

X 

and  tan  0/  =  -  ; 

r 

that  is,  the  position  of  maximum  resultant  m.m.f.  starts  from 
angle  0/  ahead  of  the  permanent  position,  where  0/  is  the  time- 
phase  angle  of  the  electric  magnetizing  circuit.  The  initial 
value  of  the  resultant  m.m.f.,  for  0  =  0,  is  fm  =  0,  that  is,  the 
revolving  m.m.f.  starts  from  zero. 
Substituting  (16)  in  (15)  gives  the  speed  as  function  of  time 

_l9  r 

1  —  e    x    (cos0 sin0) 

S=    — 1 (19) 

He    2x°-2e    *    cos0 

for  0  «=  0  this  gives  the  starting  speed  of  the  rotating  field 

„      0  .    ,  „  . 

S0  =  -,  or,  indefinite; 
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hence,  after  differentiating  numerator  and  denominator  twice, 
this  value  becomes  definite. 


s*=r 


(20) 


that  is,  the  rotating  field  starts  at  half  speed. 

As  illustration  are  shown,  in  Fig.  49,  the  maximum  value  of 
the  resultant  polyphase  m.m.f.,  /m,  and  its  displacement  in 
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Fig.  49.    Start  of  rotating  field. 

position  from  that  of  uniform  synchronous  rotation,  0O—  0,  for 
the  same  constants  as  before,  namely:  np  =  3;  &  =  667,  and 
Z  =  r  -  jx  =  0.32  -  4  j;  hence, 


/m  -  1000  VI  -2e-g'08'    cos0  +  «-w-f, 

with  the  time-phase  angle  5  as  abscissas,  for  the  first  three  cycles. 
111.  As  seen,  the  resultant  maximum  m.m.f.  of  the  poly- 
phase system,  under  the  assumed  condition,  starting  at  zero 
in  the  moment  of  closing  the  three-phase  circuit,  rises  rapidly 
—  within  60  time-degrees  —  to  its  normal  value,  overreaches 
and  exceeds  it  by  78  per  cent,  then  drops  down  again  below 
normal,  by  60  per  cent,  rises  47  per  cent  above  normal,  drops 
37  per  cent  below  normal,  rises  28  per  cent  above  normal,  and 
thus  by  a  series  of  oscillations  approaches  the  normal  value. 
The  maximum  value  of  the  resultant  m.m.f.  starts  in  position 
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85  time-degrees  ahead,  in  the  direction  of  rotation,  but  has  in 
half  a  period  dropped  back  to  the  normal  position,  that  is,  the 
position  of  uniform  synchronous  rotation,  then  drops  still  fur- 
ther back  to  the  maximum  of  40  deg.,  runs  ahead  to  34  deg., 
drops  23  deg.  behind,  etc. 

It  is  interesting  to  note  that  the  transient  term  of  the  rotat- 
ing field,  as  given  by  equations  (10),  (13),  (18),  does  not  contain 
the  phase  angle,  that  is,  does  not  depend  upon  the  point  of  the 
wave,  0  =  t,  at  which  the  circuit  is  closed,  while  in  all  preced- 
ing investigations  the  transient  term  depended  upon  the  point 
of  the  wave  at  which  the  circuit  was  closed,  and  that  this  tran- 
sient term  is  oscillatory.  In  the  preceding  chapter,  in  circuits 
containing  only  resistance  and  inductance,  the  transient  term 
has  always  been  gradual  or  logarithmic,  and  oscillatory  phenom- 
ena occurred  only  in  the  presence  of  capacity  in  addition  to  in- 
ductance. In  the  rotating  field,  or  the  polyphase  m.m.f.,  we 
thus  have  a  case  where  an  oscillatory  transient  term  occurs  in 
a  circuit  containing  only  resistance  and  inductance  but  not 
capacity,  and  where  this  transient  term  is  independent  of  the 
point  of  the  wave  at  which  the  circuits  were  closed,  that  is,  is 
always  the  same,  regardless  of  the  moment  of  start  of  the  phe- 
nomenon. 

The  transient  term  of  the  polyphase  m.m.f.  thus  is  independ- 
ent of  the  moment  of  start,  and  oscillatory  in  character,  with 
an  amplitude  of  oscillation  depending  only  on  the  reactance 

x 
factor,  -,  of  the  circuit. 
r 


CHAPTER  XIV. 

SHORT-CIRCUIT  CURRENTS  OF  ALTERNATORS. 

112.  The  short-circuit  current  of  an  alternator  is  limited  by 
armature  reaction  and  armature  self-inductance;  that  is,  the 
current  in  the  armature  represents  a  m.m.f.  which  with  lagging 
current,  as  at  short  circuit,  is  demagnetizing  or  opposing  the 
impressed  m.m.f.  of  field  excitation,  and  by  combining  therewith 
to  a  resultant  m.m.f.  reduces  the  magnetic  flux  from  that  corre- 
sponding to  the  field  excitation  to  that  corresponding  to  the 
resultant  of  field  excitation  and  armature  reaction,  and  thus 
reduces  the  generated  e.m.f.  from  the  nominal  generated  e.m.f., 
60,  to  the  virtual  generated  e.m.f.,  ev  The  armature  current 
also  produces  a  local  magnetic  flux  in  the  armature  iron  and  pole- 
faces  which  does  not  interlink  with  the  field  coils,  but  is  a  true 
self-inductive  flux,  and  therefore  is  represented  by  a  reactance  xv 
Combined  with  the  effective  resistance,  rv  of  the  armature 
winding,  this  gives  the  self-inductive  impedance  Zt  =  rt  —  jxv 
or  zx  =  Vr?  +  xt*.  Vectorially  subtracted  from  the  virtual 
generated  e.m.f.,  ev  the  voltage  consumed  by  the  armature 
current  in  the  self-inductive  impedance  Zt  then  gives  the  ter- 
minal voltage,  e. 

At  short  circuit,  the  virtual  generated  e.m.f.,  ev  is  consumed 
by  the  armature  self-inductive  impedance,  zv  As  the  effective 
armature  resistance,  rv  is  very  small  compared  with  its  self- 
inductive  reactance,  xv  it  can  be  neglected  compared  thereto, 
and  the  short-circuit  current  of  the  alternator,  in  permanent 
condition,  thus  is 

•      ei 

As  shown  in  Chapter  XXII,  "Theory  and  Calculation  of 
Alternating  Current  Phenomena, "  the  armature  reaction  can  be 
represented  by  an  equivalent,  or  effective  reactance,  xv  and  the 
self-inductive   reactance,   xv   and   the   effective   reactance   of 
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armature  reaction,  xv  combine  to  form  the  synchronous  react- 
ance, x0  =  xx  +  xv  and  the  short-circuit  current  of  the  alterna- 
tor, in  permanent  condition,  therefore  can  be  expressed  by 

*    —    — 9 

where  e0  =  nominal  generated  e.m.f. 

113.  The  effective  reactance  of  armature  reaction,  xv  differs, 
however,  essentially  from  the  true  self-inductive  reactance,  xv 
in  that  xx  is  instantaneous  in  its  action,  while  the  effective 
reactance  of  armature  reaction,  xv  requires  an  appreciable  time 
to  develop:  x2  represents  the  change  of  the  magnetic  field  flux 
produced  by  the  armature  m.m.f.  The  field  flux,  however,  can- 
not change  instantaneously,  as  it  interlinks  with  the  field  exciting 
coil,  and  any  change  of  the  field  flux  generates  an  e.m.f.  in  the 
field  coils,  changing  the  field  current  so  as  to  retard  the  change 
of  the  field  flux.  Hence,  at  the  first  moment  after  a  change  of 
armature  current,  the  current  change  meets  only  the  reactance, 
xv  but  not  the  reactance  xr  Thus,  when  suddenly  short-cir- 
cuiting an  alternator  from  open  circuit,  in  the  moment  before 
the  short  circuit,  the  field  flux  is  that  corresponding  to  the 
impressed  m.m.f.  of  field  excitation  and  the  voltage  in  the  arma- 
ture, i.e.,  the  nominal  generated  e.m.f.,  e0  (corrected  for  mag- 
netic saturation).  At  the  moment  of  short  circuit,  a  counter 
m.m.f.,  that  of  the  armature  reaction  of  the  short-circuit 
current,  is  opposed  to  the  impressed  m.m.f.  of  the  field  excitation, 
and  the  magnetic  flux,  therefore,  begins  to  decrease  at  such  a 
rate  that  the  e.m.f.  generated  in  the  field  coils  by  the  decrease 
of  field  flux  increases  the  field  current  and  therewith  the  m.m.f. 
so  that  when  combined  with  the  armature  reaction  it  gives  a 
resultant  m.m.f.  producing  the  instantaneous  value  of  field  flux. 
Immediately  after  short  circuit,  while  the  field  flux  still  has  full 
value,  that  is,  before  it  has  appreciably  decreased,  the  field  m.m.f. 
thus  must  have  increased  by  a  value  equal  to  the  counter  m.m.f. 
of  armature  reaction.  As  the  field  is  still  practically  unchanged, 
the  generated  e.m.f.  is  the  nominal  generated  voltage,  e0>  and 
the  short-circuit  current  is 

i'°  =  -°, 
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and  from  this  value  gradually  dies  down,  with  a  decrease  of  the 
field  flux  and  of  the  generated  e.m.f.,  to 

i  .  fi  =  £°. 

Hence,  approximately,  when  short-circuiting  an  alternator, 
in  the  first  moment  the  short-circuit  current  is 

i'°  =  % 

while  the  field  current  has  increased  from  its  normal  value  i0  to 
the  value 

Field  excitation  +  Armature  reaction  m 
0  Field  excitation 

gradually  the  armature  current  decreases  to 

Xl         xo 

and  the  field  current  again  to  the  normal  value  t0. 

Therefore,  the  momentary  short-circuit  current  of  an  alternator 
bears  to  the  permanent  short-circuit  current  the  ratio 

P_  =  x,  =  xx  +  x2f 
i       xx  xx 

that  is, 

Armature  self-inductance  4-  Armature  reaction 
Armature  self-inductance 

In  machines  of  high  self-inductance  and  low  armature  reaction, 
as  uni-tooth  high  frequency  alternators,  this  increase  of  the 
momentary  short-circuit  current  over  the  permanent  short- 
circuit  current  is  moderate,  but  may  reach  enormous  values  in 
machines  of  low  self-inductance  and  high  armature  reaction,  as 
large  low  frequency  turbo  alternators. 

114.  Superimposed  upon  this  transient  term,  resulting  from 
the  gradual  adjustment  of  the  field  flux  to  a  change  of  m.m.f.,  is 
the  transient  term  of  armature  reaction.  In  a  polyphase 
alternator,  the  resultant  m.m.f.  of  the  armature  in  permanent 
conditions  is  constant  in  intensity  and  revolves  with  regard  to 
the  armature  at  uniform  synchronous  speed,  hence  is  stationary 
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with  regard  to  the  field.  In  the  first  moment,  however,  the 
resultant  armature  m.m.f .  is  changing  in  intensity  and  in  velocity, 
approaching  its  constant  value  by  a  series  of  oscillations,  as 
discussed  in  Chapter  XIII.  Hence,  with  regard  to  the  field,  the 
transient  term  of  armature  reaction  is  pulsating  in  intensity  and 
oscillating  in  position,  and  therefore  generates  in  the  field  coils 


FlHrt  C  arrant 


Armature  Current 


Fig.  60.     Three-phase  short-circuit  current  of  a  turbo-alternator. 


an  e.m.f.  and  causes  a  corresponding  pulsation  in  the  field 
current  and  field  terminal  voltage,  of  the  same  frequency  as 
the  armature  current,  as  shown  by  the  oscillogram  of  such  a 
three-phase  short-circuit,  in  Fig.  50.  This  pulsation  of  field 
current  is  independent  of  the  point  in  the  wave,  at  which  the 
short-circuit  occurs,  and  dies  out  gradually,  with  the  dying  out 
of  the  transient  term  of  the  rotating  m.m.f. 

In  a  single-phase  alternator,  the  armature  reaction  is  alter- 
nating with  regard  to  the  armature,  hence  pulsating,  with  double 
frequency,  with  regard  to  the  field,  varying  between  zero  and  its 
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maximum  value,  and  therefore  generates  in  the  field  coils  a 
double  frequency  e.m.f.,  producing  a  pulsation  of  field  current 
of  double  frequency.  This  double-frequency  pulsation  of  the 
field  current  and  voltage  at  single-phase  short-circuit  is  pro- 
portional to  the  armature  current,  and  does  not  disappear 
with  the  disappearance  of  the  transient  term,  but  persists  also 
after  the  permanent  condition  of  short-circuit  has  been  reached, 


Armature 
current 


Fig.  51.    Single-phase  short-circuit  current  of  a  three-phase  turbo-alternator. 


merely  decreasing  with  the  decrease  of  the  armature  current. 
It  is  shown  in  the  oscillogram  of  a  single-phase  short-circuit  on 
a  three-phase  alternator,  Fig.  51. 

Superimposed  on  this  double  frequency  pulsation  is  a  single- 
frequency  pulsation  due  to  the  transient  term  of  the  armature 
current,  that  is,  the  same  as  on  polyphase  short-circuit.  With 
single-phase  short-circuit,  however,  this  normal  frequency  pul- 
sation of  the  field  depends  on  the  point  of  the  wave  at  which 
the  short-circuit  occurs,  and  is  zero,  if  the  circuit  is  closed  at 
the  moment  when  the  short-circuit  current  is  zero,  as  in  Fig.  51, 
and  a  maximum  when  the  short-circuit  starts  at  the  maximum 
point  of  the  current  wave.  As  this  normal  frequency  pulsation 
gradually  disappears,  it  causes  the  successive  waves  of  the 
double  frequency  pulsation  to  be  unequal  in  size  at  the 
beginning  of  the  transient  term,  and  gradually  become  equal, 
as  shown  in  the  oscillogram,  Fig.  52. 

The  calculation  of  the  transient  term  of  the  short-circuit 
current  of  alternators  thus  involves  the  transient  term  of  the 
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armature  and  the  field  current,  as  determined  by  the  self- 
inductance  of  armature  and  of  field  circuit,  and  the  mutual 
inductance  between  the  armature  circuits  and  the  field  circuit, 
and  the  impressed  or  generated  voltage;  therefore  is  rather 
complicated;  but  a  simpler  approximate  calculation  can  be 


Fig.  52.     Single-phase  short-circuit  current  of  a  three-phase  turbo-alternator. 

given  by  considering  that  the  duration  of  the  transient  term  is 
short  compared  with  that  of  the  armature  reaction  on  the  field. 

(A)  Polyphase  alternator.  • 

115.  Let  np  =  number  of  phases;  0  =  2nft  =  time-phase 
angle;  n0=  number  of  field  turns  in  series  per  pole;  n,=  number 
of  armature  turns  in  series  per  pole;  Z0=  r0—  jx0=  self-inductive 
impedance  of  field  circuit;  Zx  =  rx  -  jxx  =  self-inductive  impe- 
dance of  armature  circuit;  p  =  permeance  of  field  magnetic  cir- 
cuit; a  =  2  7tfnx  10"8  =  induction  coefficient  of  armature;  E0  = 

E 
exciter  voltage;  /  0  =  —  =  field  exciting  current,  in  permanent 


i0§  =  field 


condition;   ?'0  =  field   exciting   current   at   time   0; 

exciting  current  immediately  after  short-circuit;  i  «  armature 

2  n 
current  at  time  0,  and  kt  = =  transformation  ratio  of  field 
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to  resultant  armature.  Counting  the  time  angle  0  from  the 
moment  of  short  circuit,  6  =  0,  and  letting  &  =  time-phase 
angle  of  one  of  the  generator  circuits  at  the  moment  of  short 
circuit,   we  have, 

SF0  =  nJQ  =  field  excitation,  in  permanent  or  stationary  con- 
dition, (1) 

*o  =  P^o  =  PnJo  =  magnetic  flux  corresponding  thereto, 

and 

e0°  =  ap&0  =  aapnj0.  (2) 

=  nominal  generated  voltage,  maximum  value,  at  0  =  0. 

Hence,  P  =  ^  =  a-^/0  (3) 

xl         xx 

=  momentary  short-circuit  current  at  time  0  —  0,  and 

^=|«/=^f^  (4) 

=  resultant  armature  reaction  thereof. 
Assume  this  armature  reaction  as  opposite  to  the  field  excita- 
tion, 

fro0  =  "oh0,  (5) 

as  is  the  case  at  short  circuit. 

The  resultant  m.m.f.  of  the  magnetic  circuit  at  the  moment 
of  short-circuit  is 

SF°  =  (F0°  -  V*.  (6) 

At  this  moment,  however,  the  field  flux  is  still  *0,  and  the  result- 
ant m.m.f.  is  given  by  (1)  as 

V*  =  50  =  V,.  (7) 

Substituting  (4),  (5),  (7)  in  (6)  gives 


xt  + 


2xt 
npapnl 


hence,  t0°  = — 10.  (8) 
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Writing  *,  =  »,  (9) 

we  have  i0°  -  h+Jti /  .  (10) 

that  is,  at  the  moment  of  short  circuit  the  field  exciting  current 
rises  from  I0  to  i0°,  and  then  gradually  dies  down  again  to  J0  at 

a  rate  depending  on  the  field  impedance  ZQ,  that  is,  by  £    *    ,  as 
discussed  in  preceding  chapters.    Hence,  it  can  be  represented 

by 

=  s,  +  x2s-^'/b.  (1i) 

The  resultant  armature  m.m.f.,  or  armature  reaction,  is 

W° . 

thus  the  magnetic  flux  which  would  be  produced  by  it  is 

and  therefore  the  voltage  generated  by  this  flux  is 

apnpnj0 

hence, 

apnpnt 


2 

Voltage  corresponding  to  the  m.m.f.  of  armature  current. 
Armature  current 

that  is,  z2  is  the  equivalent  or  effective  reactance  of  armature 
reaction. 

In  equations  (10)  and  (11)  the  external  self-inductance  of  the 
field  circuit,  that  is,  the  reactance  of  the  field  circuit  outside  of 
the  machine  field  winding,  has  been  neglected.    This  would 
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introduce  a  negative  transient  term  in  (11),  thus  giving  equation 
(11)  the  approximate  form  * 

_  Xx  +  X2{e     *Q    -  b     "  )  (12) 


where  x,  =  self-inductive  reactance  of  the  field  circuit  outside 
of  alternator  field  coils. 

The  more  complete  expression  requires  consideration  when 
x,  is  very  large,  as  when  an  external  reactive  coil  is  inserted  in 
the  field  circuit. 

In  reality,  x^  is  a  mutual  inductive  reactance,  and  x%  can  be 
represented  approximately  by  a  corresponding  increase  of  xv 

116.   If  /  =  maximum  value  of  armature  current,  we  have 

_      nvntI  t  _ 

&t=  =  armature  m.m.f., 

hence,  *-».*.- ^y-  .  (13) 

=  resultant  m.m.f., 
and  E  =  ap(F 

=  e.m.f.  maximum  generated  thereby, 

and  / -JF  (14) 

x,     x, 

=  armature  current,  maximum. 

Substituting  (13)  in  (14)  gives 

.  .       npapn 


and  /  =     a/?wQt'»       =  aPV*  . 

*i1         o 


(15) 


or,  by  (9), 


2 


H.      s, 


/  =  --°i0— =-,  (16) 
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2    nn 
where   —  —  =  kt  —  transformation  ratio   of   field   turns  to 
np  nt 

resultant  armature  turns;  hence, 

1  -  k^v^r  •  d7) 

Substituting  (11)  in  (17)  thus  gives  the  maximum  value  of  the 
armature  current  as 

7  =  Vttt  Xl  +  Zf  *°  '  (18) 

xx  +  x,  xt 

the  instantaneous  value  of  the  armature  current  as 

••-^^^rH9-^-'"*''^!' (19) 

and  by  equation  (10)  of  Chapter  XIII,  the  armature  reaction  as 


.      npnx '    x3 \xt  +  x2e    *>)(.         -^$        ni 


(20) 


where  xt  +  x2  =  x0  is  the  synchronous  reactance  of  the  alter- 
nator. 

For  0  =  oo,  or  in  permanent  condition,  equations  (18),  (19), 
(20)  assume  the  usual  form : 


/  =  */-? 

1         Ktlo  „  > 
xo 

i  -  ktI0  -2  cos  (0  -  ff) 


and 


/ 


npn  x3 


(21) 


117.  As  an  example  is  shown,  in  Fig.  53,  the  instantaneous 
value  of  the  transient  short-circuit  current  of  a  three-phase 
alternator,  with  the  time  angle  0  as  abscissas,  and  for  the  con- 
stants: the  field  turns,  n0  =  100;  the  normal  field  current, 
70  =  200  amp.;  the  field  impedance,  Z0  =  r0  -  jx0  =  1.28  - 
160/  ohms;  the  armature  turns,  nx  =  25,  and  the  armature 
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impedance,   Zt  =  rx  -  jxx  =  0.4  —  5  j  ohms.    For  the  phase 
angle,  0*  =  0,  the  transformation  ratio  then  is 

*,  =  ~°  =  |  =  2.67, 
and  the  equivalent  impedance  of  armature  reaction  is 

=  15, 


and 

we 

have 

/  = 

400  (1  +  3  e" 

-  0.008  0\ 

(18) 

i  = 

400  (1  +  3  r 

""-'Mcostf- 

-  e-°M'), 

(19) 

and 

/= 

15,000  (1  +  3  «" 

-0.00M)  (1   _  f- 

0M'  cos 0). 

(20) 

/v 


w 


») 


WmWlSffi 


Fig.  63.    Short-circuit  current  of  a  three-phase  alternator. 

(B)  Single-phase  alternator. 

118.  In  a  single-phase  alternator,  or  in  a  polyphase  alternator 
with  one  phase  only  short-circuited,  the  armature  reaction  is 
pulsating. 

The  m.m.f.  of  the  armature  current, 

i  -  /  cos  (0  -  0'),  (22) 

of  a  single-phase  alternator,  is,  with  regard  to  the  field, 

fx  =  nj  cos  (0  -  0')  cos  (0O  -  0'); 

hence,  for  position  angle  0O  =  time  angle  0,  or  synchronous 
rotation, 


n, 


/i  =  2^11 +  <*>s2  (0-00}; 


(23) 
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that  is,  of  double  frequency,  with  the  average  value, 

*i-jf'i  (24) 

pulsating  between  0  and  twice  the  average  value. 

The  average  value  (24)  is  the  same  as  the  value  of  the  poly- 
phase machine,  for  np  =  1. 

Using  the  same  denotations  as  in  (A),  we  have: 

(1)    ff,  -nj,,,  (25) 

Id'}. 
(26) 


(4)    ?«=«/0|l+co82M))  =  «/,(l  +  co82n. 


Denoting  the  effective  reactance  of  armature  reaction  thus: 

and  substituting  (27)  in  (26)  we  obtain 
*•  =-2n/0{l  +  cos2  (0  -  0')}  =-Vo  {l  +  cos20'};    (28) 


hence,  by  (6), 


n0/0  -  n0i0°  -  -2V0{  1  +  cos  2  0>} 
xi 


and 


V  -?LJ3/.  |l  +  it^t  cosH  '  (29> 

X,  (  X,  +  X,  ) 

and  the^feW  current, 

s-a'  +  ^  *  z.|i+-^-Co,yp-g.)|    (30) 

119.   If  /  =  maximum  value  of  armature  current, 

ff1-|l/{l  +  cos2(tf-0')}  (31) 

=  armature  m.m.f . ; 
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hence, 

(32) 


ff  -  n0i0  -  g\ 

=  resultant  m.m.f. 

Since,  however, 

$  =  jff, 

e  =  a$  =  ap5} 

T  _  e       ap& 

xi       xi 

and,  by  (27), 

2 

ap=-x„ 

we  have,  by  (33) 

ap         2  x, 

(33) 


(34) 


Substituting  (30),  (31),  and  (34)  into  (32)  gives 


-|/{l  +  cos2(^-^)}; 


or,  substituting, 


kt  =  2  — ■  =  transformation  ratio,  (35) 

and  rearranging,  gives 

/  -  V0— 5—  gl  +  X2£    *°  (36) 

X|  ~i~  Xj  Xj 

as  the  maximum  value  of  the  armature  current. 

This  is  the  same  expression  as  found  in  (18)  for  the  poly- 
phase machine,  except  that  now  the  reactances  have  different 
values. 
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Herefrom  it  follows  that  the  instantaneous  value  of  the  armature 
current  is 


i  =  k,I( 


x,  (x,  +  x,e    *>  ) 


0      xt  (xt  +  x,) 
and,  by  (31),  the  armature  reaction  is 


Scos(d-^)-«    ^'cos^J,    (37) 


n.  ,  T   xt(x.  +  zjs    *•  )  I .  ,.  ,„      „,.  ) 

f'-2V'      *,(*,  +  *,)    ;jl  +  cos2(g-y)j. 


(38) 


^3 


For  5  =  oo ,  or  permanent  condition,  equations  (30),  (36),  (37), 
and  (38)  give 


\ 


%  =  A, )  i  + 


/  =  ktL 


x,  +  x, 


cos  2 


(9-<T)\, 


x,  +  x,' 


and 


i  =  Jfcr/0 — ::?—  cos  (5  -  00, 

x, +  x, 


IF   =  ^7 


xt  +  x2 


\ 


(3»> 


As  seen,  the  field  current  i0  is  pulsating  even  in  permanen" 
condition,  the  more  so  the  higher  the  armature  reaction  xs 
compared  with  the  armature  self-inductive  reactance  xv 

120.  Choosing  the  same  example  as  in  Fig.  52,  paragraph 
117,  but  assuming  only  one  phase  short-circuited,  that  is,  a  single — ~~~ 
phase  short  circuit  between  two  terminals,  we  have  the  effective""--^ 
armature  series  turns,  nl  =  25  V3  =  43.3;  the  armature  impe-^~ 
dance,  Zx  =  rt  -  jxx  =  0.8  -  10/;  V  =  0;  the  transformation^ 
ratio,  kt  =  4.62,  and  the  effective  reactance  of  armature  reaction. 

3 
%2  =  32  X°  =15;  herefrom' 
/  =  555(1  +  1.5  e"0'008'),  (36) 

i  =  555  (1  +  1.5  r0'00**)  (cos  0  -  r°'0B9)f       (37) 

and  /  =  12,000  (1  +  1.5*-°'°°*')  (1  +  cos20);       (38) 
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ind  the  field  current  is 

i0  =  200  (1  +  1.5  r  °-008  9 )  (1  +  0.6  cos  2  0).  (30) 

In  this  case,  in  the  open-circuited  phase  of  the  machine,  a 
high  third  harmonic  voltage  is  generated  by  the  double  frequency 
pulsation  of  the  field,  and  to  some  extent  also  appears  in  the 
short-circuit  current. 
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PERIODIC   TRANSIENTS 


CHAPTER  I. 

INTRODUCTION. 

1.  Whenever  in  an  electric  circuit  a  sudden  change  of  the 
circuit  conditions  is  produced,  a  transient  term  appears  in  the 
circuit,  that  is,  at  the  moment  when  the  change  begins, 
ihe  circuit  quantities,  as  current,  voltage,  magnetic  flux,  etc.,  cor- 
respond to  the  circuit  conditions  existing  before  the  change,  but 
lo  not,  in  general,  correspond  to  the  circuit  conditions  brought 
ibout  by  the  change,  and  therefore  must  pass  from  the  values 
corresponding  to  the  previous  condition  to  the  values  corre- 
sponding to  the  changed  condition.  This  transient  term  may  be 
a  gradual  approach  to  the  final  condition,  or  an  approach  by  a 
series  of  oscillations  of  gradual  decreasing  intensities. 

Gradually  —  after  indefinite  time  theoretically,  after  relatively 
short  time  practically  —  the  transient  term  disappears,  and 
permanent  conditions  of  current,  of  voltage,  of  magnetism,  etc., 
are  established.  The  numerical  values  of  current,  of  voltage,  etc., 
in  the  permanent  state  reached  after  the  change  of  circuit  con- 
ditions, in  general,  are  different  from  the  values  of  current, 
voltage,  etc.,  existing  in  the  permanent  state  before  the  change, 
since  they  correspond  to  a  changed  condition  of  the  circuit. 
They  may,  however,  be  the  same,  or  such  as  can  be  considered 
the  same,  if  the  change  which  gives  rise  to  the  transient  term 
can  be  considered  as  not  changing  the  permanent  circuit  con- 
ditions. For  instance,  if  the  connection  of  one  part  of  a  circuit, 
*ith  regard  to  the  other  part  of  the  circuit,  is  reversed,  a  transient 
term  is  produced  by  this  reversal,  but  the  final  or  permanent 
condition  after  the  reversal  is  the  same  as  before,  except  that 
the  current,  voltage,  etc.,  in  the  part  of  the  circuit  which  has  been 
^versed,  are  now  in  opposite  direction.  In  this  latter  case, 
the  same  change  can  be  produced  again  and  again  after  equal 
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intervals  of  time  t0,  and  thus  the  transient  term  made  to  recur 
periodically.  The  electric  quantities  i,  e,  etc.,  of  the  circuit, 
from  time  t  =  0  to  t  =  t0J  have  the  same  values  as  from  time 
t  =  t0  to  t  =  2  t0,  from  t  =  2 10  to  t  =  3  t0,  etc.,  and  it  is  sufficient 
to  investigate  one  cycle,  from  t  =  0  to  t  =  t0. 

In  this  case,  the  starting  values  of  the  electrical  quantities 
during  each  period  are  the  end  values  of  the  preceding  period, 
or,  in  other  words,  the  terminal  values  at  the  moment  of  start 
of  the  transient  term,  t  =  0,  i  =  i0  and  e  =  e0J  are  the  same  as 
the  values  at  the  end  of  the  period  t  =  t0J  i  =  i'  and  e  =  ef] 
that  is,  i0  =  ±  i\  e0  =  ±  e7,  etc.;  where,  the  plus  sign  applies 
for  the  unchanged,  and  the  minus  sign  for  the  reversed  part  of  the 
circuit. 

2.  With  such  periodically  recurrent  changes  of  circuit  con- 
ditions, the  period  of  recurrence  t0  may  be  so  long,  that  the 
transient  term  produced  by  a  change  has  died  out,  the  permanent 
conditions  reached,  before  the  next  change  takes  place.  Or, 
at  the  moment  where  a  change  of  circuit  conditions  starts,  a 
transient  term,  the  transient  term  due  to  the  preceding  change, 
has  not  yet  disappeared,  that  is,  the  time,  t0,  of  a  period  is  shorter 
than  the  duration  of  the  transient  term. 

In  the  first  case,  the  terminal  or  starting  values,  that  is,  the 
values  at  the  moment  when  the  change  begins,  are  the  same  as 
the  permanent  values,  and  periodic  recurrence  has  no  effect  on 
the  character  of  the  transient  term,  but  the  phenomenon  is  cal- 
culated as  discussed  in  Section  I,  as  single  transient  term, 
which  gradually  dies  out. 

If,  however,  at  the  moment  of  change,  the  transient  term  of 
the  preceding  change  has  not  yet  vanished,  then  the  starting  or 
terminal  values  of  the  electric  quantities,  as  i0  and  e0,  also  contain 
a  transient  term,  namely,  that  existing  at  the  end  of  the  preced- 
ing period.  The  same  term  then  exists  also  at  the  end  of  the 
period,  or  at  t  =  t0.  Hence  in  this  case,  the  terminal  conditions 
are  given,  not  as  fixed  numerical  values,  but  as  an  equation 
between  the  electric  quantities  at  time  t  =  0  and  at  time  t  =  t9) 
or,  at  the  beginning  and  at  the  end  of  the  period,  and  the  inte- 
gration constants,  thus,  are  calculated  from  this  equation. 

3.  In  general,  the  permanent  values  of  electric  quantities 
after  a  change  are  not  the  same  as  before,  and  therefore  at  least 
two  changes  are  required  before  the  initial  condition  of  the 
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circuit  is  restored,  and  the  cycle  can  be  repeated.  Periodically 
recurring  transient  phenomena,  thus  usually  consist  of  two  or 
more  successive  changes,  at  the  end  of  which  the  original  con- 
dition of  the  circuit  is  reproduced,  and  therefore  the  series  of 
changes  can  be  repeated.  For  instance,  increasing  the  resistance 
of  a  circuit  brings  about  a  change.  Decreasing  this  resistance 
again  to  its  original  value  brings  about  a  second  change,  which 
restores  the  condition  existing  before  the  first  change,  and  thus 
completes  the  cycle.  In  this  case,  then,  the  starting  values  of 
the  electric  quantities  during  the  first  part  of  the  period  equal 
the  end  values  during  the  second  part  of  the  period,  and  the 
starting  values  of  the  second  part  of  the  period  equal  the  end 
values  of  the  first  part  of  the  period.  That  is,  if  a  resistor  is 
inserted  at  time  t  =  0,  short  circuited  at  time  t  =  tXJ  and  inserted 
again  at  time  t  =  t0J  and  e  and  i  are  voltage  and  current  respec- 
tively during  the  first,  ex  and  ix  during  the  second  part  of  the 
period,  we  have 

AA-o  =  AiA-«.;  AiA-i,  =  AA-* 

and 

AA-o  =  AiA-to;  AiA-i,  =  AA-<,- 

If  during  the  times  tx  and  t0  -  tx  the  transient  terms  have 
already  vanished,  and  permanent  conditions  established,  so  that 
the  transient  terms  of  each  part  of  the  period  depend  only  upon 
the  permanent  values  during  the  other  part  of  the  period,  the 
length  of  time  tx  and  t0  has  no  effect  on  the  transient  term,  that 
is,  each  change  of  circuit  conditions  takes  place  and  is  calculated 
independently  of  the  other  change,  or  the  periodic  recurrence. 
A  number  of  such  cases  have  been  discussed  in  Section  I,  as 
for  instance,  the  effect  of  cutting  a  resistor  in  and  out  of  a 
divided  inductive  circuit,  paragraph  75,  Fig.  33.  In  this  case, 
four  successive  changes  are  made  before  the  cycle  recurs:  a 
resistor  is  cut  in,  in  two  steps,  and  cut  out  again  in  two 
steps,  but  at  each  change,  sufficient  time  elapses  to  reach 
practically  permanent  condition. 

In  general,  and  especially  in  those  cases  of  periodic  transient 
phenomena,  which  are  of  engineering  importance,  successive 
changes  occur  before  the  permanent  condition  is  reached,  or 
even  approximated  after  the  preceding  change,  so  that  frequently 
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the  values  of  the  electric  quantities  are  very  different  throughout 
the  whole  cycle  from  the  permanent  values  which  they  would 
gradually  assume;  that  is,  the  transient  term  preponderates 
in  the  values  of  current,  voltage,  etc.,  and  the  permanent  term 
occasionally  is  very  small  compared  with  the  transient  term. 

4.  Periodic  transient  phenomena  are  of  engineering  impor- 
tance mainly  in  three  cases:  (1)  in  the  control  of  electric  circuits; 
(2)  in  the  production  of  high  frequency  currents,  and  (3)  in  the 
rectification  of  alternating  currents. 

1.  In  controlling  electric  circuits,  etc.,  by  some  operating 
mechanism,  as  a  potential  magnet  increasing  and  decreasing  the 
resistance  of  the  circuit,  or  a  clutch  shifting  brushes,  etc.,  the 
main  objections  are  due  to  the  excess  of  the  friction  of  rest  over 
the  friction  while  moving.    This  results  in  a  lack  of  sensitiveness, 
and  an  overreaching  of  the  controlling  device.    To  overcome 
the  friction  of  rest,  the  deviation  of  the  circuit  from  normal 
must  become  greater  than  necessary  to  maintain  the  motion  of 
the  operating  mechanism,  and  when  once  started,  the  mechanism 
overreaches.    This  objection  is  eliminated  by  never  allowing 
the  operating  mechanism  to  come  to  rest,  but  arranging  it  in 
unstable  equilibrium,  as  a  "floating  system/'  so  that  the  con- 
dition of  the  circuit  is  never  normal,  but  continuously  and 
periodically  varies  between  the  two  extremes,  and  the  resultant 
effect  is  the  average  of  the  transient  terms,  which  rapidly  and 
periodically   succeed    each   other.     By    changing   the   relative 
duration  of  the  successive  transient  terms,  any  resultant  inter- 
mediary between  the  two  extremes  can  thus  be  produced.    On 
this  principle,  for  instance,  operated  the  controlling  solenoid  of 
the  Thomson-Houston  arc  machine,  and  also  numerous  auto- 
matic potential  regulators. 

2.  Production  of  high  frequency  oscillating  currents  by  period- 
ically recurring  condenser  discharges  has  been  discussed  under 
"oscillating  current  generator,,,  in  Section  I,  paragraph  44. 

Non-sinusoidal  high  frequency  alternating  currents  are  pro- 
duced by  an  arc,  when  made  unstable  by  shunting  it  with  a 
condenser,  as  discussed  before. 

The  Ruhmkorff  coil  or  inductorium  also  represents  an  appli- 
cation of  periodically  recurring  transient  phenomena,  as  also 
does  Prof.  E.  Thomson's  dynamostatic  machine. 

3.  By  reversing  the  connections  between  a  source  of  alter- 
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nating  voltage  and  the  receiver  circuit,  synchronously  with  the 
alternations  of  the  voltage,  the  current  in  the  receiver  circuit  is 
made  unidirectional  (though  more  or  less  pulsating)  and  there- 
fore rectified. 

In  rectifying  alternating  voltages,  either  both  half  waves  of 
voltage  can  be  taken  from  the  same  source,  as  the  same  trans- 
former coil,  and  by  synchronous  reversal  of  connections  sent  in 
the  same  direction  into  the  receiver  circuit,  or  two  sources  of 
voltage,  as  the  two  secondary  coils  of  a  transformer,  may  be 
used,  and  the  one  half  wave  taken  from  the  one  source,  and  sent 
into  the  receiver  circuit,  the  other  half  wave  taken  from  the 
other  source,  and  sent  into  the  receiver  circuit  in  the  same 
direction  as  the  first  half  wave.  The  latter  arrangement  has 
the  disadvantage  of  using  the  alternating  current  supply  source 
less  economically,  but  has  the  advantage  that  no  reversal,  but 
only  an  opening  and  closing  of  connections,  is  required,  and  is 
therefore  the  method  commonly  applied  in  stationary  rectify- 
ing apparatus. 

6.  In  rectifying  alternating  voltages,  the  change  of  connec- 
tions between  the  alternating  supply  and  the  unidirectional 
receiving  circuit  can  be  carried  out  as  outlined  below: 

(a)  By  a  synchronously  moving  commutator  or  contact 
maker,  in  mechanical  rectification.  Such  mechanical  rectifiers 
may  again  be  divided,  by  the  character  of  the  alternating  supply 
voltage,  into  single  phase,  quarter  phase  and  three  phase,  and 
by  the  character  of  the  electric  circuit,  into  constant  potential 
and  constant  current  rectifiers.  Mechanical  rectification  by  a 
commutator  driven  by  a  separate  synchronous  motor  has  not  yet 
found  any  industrial  application.  Rectification  by  a  commuta- 
tor driven  by  the  generator  of  the  alternating  voltage  has  found 
very  extended  and  important  industrial  use  in  the  excitation  of 
the  field,  or  a  part  of  the  field  (the  series  field)  of  alternators  and 
synchronous  motors,  and  especially  in  the  constant-current  arc 
machine.  The  Brush  arc  machine  is  a  quarter-phase  alternator 
connected  to  a  rectifying  commutator  on  the  armature  shaft, 
and  the  Thomson-Houston  arc  machine  is  a  star-connected 
three-phase  alternator  connected  to  a  rectifying  commutator  on 
the  armature  shaft.  The  reason  for  using  rectification  in  these 
machines,  which  are  intended  to  produce  constant  direct  current 
at  very  high  voltage,  is  that  the  ordinary  commutator  of  the 
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continuous-current  machine  cannot  safely  commutate,  even  at 
limited  current,  more  than  30  to  50  volts  per  commutator 
segment,  while  the  rectifying  commutator  of  the  constant- 
current  arc  machine  can  control  from  2000  to  3000  volts  per 
segment,  and  therefore  rectification  is  superior  to  commutation 
for  very  high  voltages  at  limited  current,  as  explained  by  the 
character  of  this  phenomenon,  discussed  in  Chapter  III. 

(6)  The  synchronous  change  of  circuit  connection  required 
by  the  rectification  of  alternating  e.m.fs.  can  be  brought  about 
without  any  mechanical  motion  in  so-called  "arc  rectifiers," 
by  the  characteristic  properties  of  the  electric  arc,  to  be  a  good 
conductor  in  one,  an  insulator  in  the  opposite  direction.  By 
thus  inserting  an  arc  in  the  path  of  the  alternating  circuit, 
current  can  exist  and  thus  a  circuit  be  established  for  that  half 
wave  of  alternating  voltage,  which  sends  the  current  in  the 
same  direction  as  the  current  in  the  arc,  while  for  the  reversed 
half  wave  of  voltage  the  arc  acts  as  open  circuit.  As  seen,  the 
arc  cannot  reverse,  but  only  open  and  close  the  circuit,  and  so 
can  rectify  only  one  half  wave,  that  is,  two  separate  sources  of 
alternating  voltage,  or  two  rectifiers  with  the  same  source  of 
voltage,  are  required  to  rectify  both  half  waves  of  alternating 
voltage. 

(c)  Some  electrolytic  cells,  as  those  containing  aluminum  as 
one  terminal,  offer  a  low  resistance  to  the  passage  of  current  in 
one  direction,  but  a  very  high  resistance,  or  practically  interrupt 
the  current,  in  opposite  direction,  due  to  the  formation  of  a  non- 
conducting film  on  the  aluminum,  when  it  is  the  positive  terminal. 
Such  electrolytic  cells  can  therefore  be  used  for  rectification  in 
a  similar  manner  as  arcs. 

The  three  main  classes  of  rectifiers  thus  are:  (a)  mechanical 
rectifiers;  (b)  arc  rectifiers;  (c)  electrolytic  rectifiers. 

Still  other  methods  of  rectification,  as  by  the  unidirectional 
character  of  vacuum  discharges,  of  the  conduction  in  some 
crystals,  etc.,  are  not  yet  of  industrial  importance. 


CHAPTER  II. 

CIRCUIT  CONTROL  BY   PERIODIC  TRANSIENT    PHENOMENA. 

6.  As  an  example  of  a  system  of  periodic  transient  phenomena, 
used  for  the  control  of  electric  circuits,  may  be  considered  an 
automatic  potential  regulator  operating  in  the  field  circuit  of 
the  exciter  of  an  alternating  current  system. 

Let,  r0  =  40  ohms  =  resistance  and  L  =  400  henrys  = 
inductance  of  the  exciter  field  circuit. 

A  resistor,  having  a  resistance,  rx  =  24  ohms,  is  inserted  in 
series  to  r0,  L  in  the  exciter  field,  and  a  potential  magnet,  con- 
trolled by  the  alternating  current  system,  is  arranged  so  as  to 
Bhort  circuit  resistance,  rv  if  the  alternating  potential  is  below, 
to  throw  resistance  rx  into  circuit  again,  if  the  potential  is 
above  normal. 

With  a  single  resistance  step,  rv  in  the  one  position  of  the 
regulator,  with  rx  short  circuited,  and  only  r0  as  exciter  field 
winding  resistance,  the  alternating  potential  would  be  above 
normal,  that  is,  the  regulator  cannot  remain  in  this  position, 
but  as  soon  after  short  circuiting  resistance  rx  as  the  potential 
has  risen  sufficiently,  the  regulator  must  change  its  position 
and  cut  resistance  rx  into  the  circuit,  increasing  the  exciter  field 
circuit  resistance  to  r0  +  rv  This  resistance  now  is  too  high, 
would  lower  the  alternating  potential  too  much,  and  the  regula- 
tor thus  cuts  resistance  rx  out  again.  That  is,  the  regulator 
continuously  oscillates  between  the  two  positions,  corresponding 
to  the  exciter  field  circuit  resistances  r0  and  (r0  +  rx)  respec- 
tively, at  a  period  depending  on  the  momentum  of  the  moving 
mass,  the  force  of  the  magnets,  etc.,  that  is,  approximately 
constant.  The  time  of  contact  in  each  of  the  two  positions, 
however,  varies:  when  requiring  a  high  field  excitation,  the 
regulator  remains  a  longer  time  in  position  r0,  hence  a  shorter 
time  in  position  (r0  +  rx),  before  the  rising  potential  throws  it 
over  into  the  next  position;  while  at  light  load,  requiring  low 
field  excitation,  the  duration  of  the  period  of  high  resistance, 
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(r0  +  rt),  is  greater,  and  that  of  the  period  of  low  resistance,  r0, 
less. 

7.  Let,  tx  -  the  duration  of  the  short  circuit  of  resistance  rx\ 
t2  =  the  time  during  which  resistance  rt  is  in  circuit,  and  *0  = 
tx.+  tr 

During  each  period  t0,  the  resistance  of  the  exciter  field, 
therefore,  is  r0  for  the  time  tx,  and  (r0  +  rx)  for  the  time  tv 

Furthermore,  let,  ix  =  the  current  during  time  tv  and  i2  = 
the  current  during  time  tY 

During  each  of  the  two  periods,  let  the  time  be  counted 
anew  from  zero,  that  is,  the  transient  current  ix  exists  during  the 
time  0  <  I  <  tv  through  the  resistance  r0,  the  transient 
current,  iv  during  the  time  0  <  I  <  t2,  through  the  resistance 
(r0  +  rx). 

This  gives  the  terminal  conditions: 


and 


AVi—  -  AiA-i,; 


(i) 


that  is,  the  starting  point  of  the  current,  iv  is  the  end  value  of 
the  current,  iv  and  inversely. 

If  now,  e  =  voltage  impressed  upon  the  exciter  field  circuit, 
the  differential  equations  are: 


and 


(2) 


or, 


e 
t. 


-^  dt, 
L     ' 


di2 


r»  +ri 


r0  +rt 


dt. 


(3) 
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Integrated, 


s--  +  <* 


-V 


and 


.  Z5_±Ii# 


+  <* 


(4) 


Substituting  the  terminal  conditions  (1)  in  equations   (4), 
gives  for  the  integration  constants  cl  and  c2  the  equations, 


and 


herefrom, 


and 


-  +  Ct   =   ; +  Cf        L 


e  e  -  =  «, 

— ; —  +  c2  =  -  +  cis        ; 


>,ii-.-p'i 


fd  nt-t-rt, 


»•,(»•,  +r1){l-«~Z*,~"i"*,J 


c,=  +• 


-.Il-.-H 


(5) 


r0(r0  +  r1)!l-r^-^r,',j 
Substituting  (5)  in  (4), 

r.fl  -T^j 


and 


(6) 


'".t'fr.+rOll-.-l'-^j'         J 

1 

,-      e   fi  i    ^l1 -'"**!    .-^0 

r.+r,1        r,|l-«    *''      *  *|  J 

If,  e  =  250  volts;  t0  =  0.2  sec,  or  5  complete  cycles  per  sec; 
t,  =  0.15,  and  t9  =  0.05  sec;  then 

t,  =  6.25  {1  -  0.128  r01'} 
and  |  (7) 

i, -3.91  {1  +  0.391  «-••"'} 
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8.  The  mean  value  of  current  in  the  circuit  is 

This  integrated  gives, 


(8) 


and,  if 
and 


'. 

e  +t 

e 

1       In 

+  r, 

h+h 

*7 

e 

' 

s' 

e 

U  +r. 

(9) 


(10) 


are  the  two  extreme  values  of  permanent  current,  corresponding 
respectively  to  the  resistances  r0  and  (r0  +  r,),  we  have 

that  is,  the  current,  i,  varies  between  i,'  and  t/  as  linear  function 
of  the  durations  of  contact,  lt  and  tr 

The  maximum  variation  of  current  during  the  periodic  change 
is  given  by  the  ratio  of  maximum  current  and  minimum  current; 
or, 


t-0 


=  Q, 


and  is 

where, 
and 


Q  = 


r„  (1-s--')  +r,  (1  -£-")    . 


(12) 


(13) 


*.=I<' 


ro  +  r. , 


(14) 
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Substituting 

l_e       =x^j  +  --+...,  (15) 

by  using  only  term  of  first  order; 

1  -  e~*  =  x, 
gives  S-  (16) 


::i 


that  is,  the  primary  terms  eliminate,  and  the  difference  between 
it  and  i2  is  due  to  terms  of  secondary  order 'only,  hence  very 
small. 

Substituting 

!-«"*-*-  j;  (17) 

that  is,  using  also  terms  of  second  order,  gives 

K  («i  +  *,)  +  V,}  -  i  {»\>  (»i  +  *»)'  +  ri*i*  +  2r,s1s,}  ' 

(18) 

(19) 
(20) 

(21) 

(22) 
(23) 


ori  approximately, 

9=1 

,                        Vl*l 

r0  («i  +  «»)  +  risi  ' 

an<*,  substituting  (14), 

1    1       rA'» 

9 

+  L  (*,+*,)  ' 

**t  is,  the  percentage 

variation  of  current  is 

,           W, 

9 

L(tt+  tj 

^Ixiation  (21)  is  a  maximum  for 

t       f       '• 
h  -  «,  =  g  ' 

and,  then,  is 

o-l=^- 
91       4L  ' 
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or,  in  the  above  example,     (rt  =  24;  L  —  400;  t%  =  0.2); 

q  -  1  =0.003; 

that  is,  0.3  per  cent. 

The  time  t0  of  a  cycle,  which  gives  1  per  cent  variation  ^*» 
current,  q  —  1  =  0.01,  is 

'  1 

=  i  sec. 

The  pulsation  of  current,  0.3  per  cent  respectively  1  per  cen  -«nt, 
thus  is  very  small  compared  with  the  pulsation  of  the  resistance  ^=?e, 
rx  =  24  ohms,  which  is  46  per  cent  of  the  average  resistance  _ce 

r_i 
2 


r0  +  ^  =  52  ohms. 
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MECHANICAL  RECTIFICATION. 

9.  If  an  alternating-current  circuit  is  connected,  by  means 
f  a  synchronously  operated  circuit  breaker  or  rectifier,  with  a 
econd  circuit  in  such  a  manner,  that  the  connection  between 
he  two  circuits  is  reversed  at  or  near  the  moment  when  the 
Iternating  voltage  passes  zero,  then  in  the  second  circuit 
urrent  and  voltage  are  more  or  less  unidirectional,  although 
hey  may  not  be  constant,  but  pulsating. 

If  i  =  instantaneous  value  of  alternating  current,  and  i0  — 
nstantaneous  value  of  rectified  current,  then  we  have,  before 
•eversal,  i0  =  i,  and  after  reversal,  i0  =  —  i;  that  is,  during 
he  reversal  of  the  circuit  one  of  the  currents  must  reverse. 
Jince,  however,  due  to  the  self-inductance  of  the  circuits,  neither 
JUrrent  can  reverse  instantly,  the  reversal  occurs  gradually, 
o  that  for  a  while  during  rectification  the  instantaneous  value 
>f  the  alternating  and  of  the  rectified  current  differ  from  each 
>ther.  Thus  means  have  to  be  provided  either  to  shunt  the 
ifference  between  the  two  currents  through  a  non-inductive 
ypath,  or,  the  difference  of  the  two  currents  exists  as  arc  over 
he  surface  of  the  rectifying  commutator.* 

The  general  phenomenon  of  single-phase  rectification  thus 
J:  The  alternating  and  the  rectified  circuit  are  in  series.  Both 
ircuits  are  closed  upon  themselves  at  the  rectifier,  by  the 
^stances,  r  and  r0,  respectively.  The  terminals  are  reversed. 
"he  shunt-resistance  circuits  are  opened,  leaving  the  circuits 
*  series  in  opposite  direction. 

Special  cases  hereof  are: 

I.  If  r  =  r0  =  0,  that  is,  during  rectification  both  circuits  are 
lWt  circuited.  Such  short-circuit  rectification  is  feasible  only 
&  limited-current  circuits,  as  on  arc  lighting  machines,  or  in 

*  If  the  circuit  is  reversed  at  the  moment  when  the  alternating  current 
Passes  zero,  due  to  self-inductance  of  the  rectified  circuit  its  current  differs 
from  zero,  and  an  arc  still  appears  at  the  rectifier. 
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cases  where  the  voltage  of  the  rectified  circuit  is  only  a  small  part 
of  the  total  voltage,  and  thus  the  current  not  controlled  thereby, 
as  when  rectifying  for  the  supply  of  series  fields  of  alternators. 

2.  r  =  r0  =  oo ,  or  open  circuit  rectification.  This  is  feasible 
only  if  the  rectified  circuit  contains  practically  no  self-inductance, 
but  a  constant  counter  e.m.f.,  e,  (charging  storage  batteries), 
so  that  in  the  moment  when  the  alternating  impressed  e.m.f. 
falls  to  e,  and  the  current  disappears,  the  circuit  is  opened,  and 
closed  again  in  opposite  direction  when  after  reversal  the  alter- 
nating impressed  e.m.f.  has  reached  the  value,  e. 

In  polyphase  rectification,  the  rectified  circuit  may  be  fed 
successively  by  the  successive  phases  of  the  system,  that  is 
shifted  over  from  a  phase  of  falling  e.m.f.  to  a  phase  of  rising 
e.m.f.,  by  shunting  the  two  phases  with  each  other  during  the 
time  the  current  changes  from  the  one  to  the  next  phase.  Thus 
the  Thomson-Houston  arc  machine  is  a  star-connected  three- 
phase  constant-current  alternator  with  rectifying  commutator. 
The  Brush  arc  machine  is  a  quarter-phase  machine  with  rectify- 
ing commutator. 

In  rectification  frequently  the  sine  wave  term  of  the  current 
is  entirely  overshadowed  by  the  transient  exponential  term, 
and  thus  the  current  in  the  rectified  circuit  is  essentially  of  an 
exponential  nature. 

As  examples,  three  cases  will  be  discussed : 

1.  Single-phase  constant-current  rectification;  that  is,  a 
rectifier  is  inserted  in  an  alternating-current  circuit,  and  the 
voltage  consumed  by  the  rectified  circuit  is  small  compared  with 
the  total  circuit  voltage;  the  current  thus  is  not  noticeably 
affected  by  the  rectifier.  In  other  words,  a  sine  wave  of  current 
is  sent  over  a  rectifying  commutator. 

2.  Single-phase  constant-potential  rectification;  that  is,  a 
constant-potential  alternating  e.m.f.  is  rectified,  and  the  impe- 
dance between  the  alternating  voltage  and  the  rectifying  com- 
mutator is  small,  so  that  the  rectified  circuit  determines  the 
current  wave  shape. 

3.  Quarter-phase  constant-current  rectification  as  occurring 
in  the  Brush  arc  machine. 
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i.  Single-phase  constant-current  rectification. 

10.  A  sine  wave  of  current,  i0  sin  0,  derived  from  an  e.m.f. 
very  large  compared  with  the  voltage  consumed  in  the  recti- 
fied circuit,  feeds,  after  rectification, 
a  circuit  of  impedance  Z  =*  r  —  jx. 
This  circuit  is  permanently  shunted 
by  a  circuit  of  resistance  rx. 

Rectification  takes  place  over  short- 
circuit  from  the  moment  n  —  02  to 
ic  +  0X;  that  is,  at  n  —  02  the  rectified 
and  the  alternating  circuit  are  closed 
upon  themselves  at  the  rectifier,  and 
this  short-circuit  opened,  after  rever- 
sal, at  n  +  0V  as  shown  by  the  dia- 
grammatic representation  of  a  two- 
pole  model  of  such  a  rectifier  in  Fig. 
54.  In  this  case  the  space  angles 
7t  +  tx  and  n  —  r2  and  the  time  angles 
tz  +  0X  and  n  -  02  are  identical. 

This  represents  the  conditions  ex- 
isting   in    compound-wound    alter- 
nators,  that   is,    alternators   feeding   a   series    field   winding 
through  a  rectifier. 

Let,  during  the  period  from  0X  to  n  —  02,  i  =  current  in 
impedance  Z,  and  ix  =  current  in  resistance  rv  then: 

i  +  ix  =  i0  sin  0.  (1) 

However, 

di 
%xrx  =  it  +  x—  (2) 

and  substituting  (1)  in  (2)  gives  the  differential  equation: 

di 
i(r  +rx)  +x—-  i0rx  sin  0  =  0, 

which  is  integrated  by  the  function : 

i  =  Ae-a$+Bsin(d  -  8). 
'  Substituting  (4)  in  (3)  and  arranging,  gives : 
A  (r  +  rx  -  ax)  e~a$  +  [B  ( [r  +  rj  cos  d  +  x  sin  8)  -  i0rx]  sin  0 
—  [(r  +  rx)  sin  8  —  x  cos  8]  B  cos  6  =  0,     (5) 


Fig.  54.     Single-phase  current 
rectifier  commutator. 


(3) 


(4) 
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which  equation  must  be  an  identity,  thus: 

r  +  rl  -  ax  =  0, 
B  ( [r  +  rj  cos  3  +  x  sin  d)  -  i/t  =  0 


and 

(r 

+  rt)  sin  < 

*  —  x  cos  8 

=  0, 

and  herefrom 

a 

=            f 

X 

tan* 

X 

r  +rx 

and 

£ 

=  i  

ri 

=  v\ 

°V(r 

+  rj  +  x» 

2 

where 

2  = 

Vfr+r^ 

+  x>; 

hence: 


i  =  Ae      *     +  t0-±sin  (0  -  3). 
z 


(6) 


C7) 


<*> 


During  the  time  of  short-circuit,  from  it  —  0aio  n  +  dv  if 
i'  —  current  in  impedance  Z,  we  have 


t'r+x-   =0, 


(?) 


hence: 


(10) 


The  condition  of  sparkless  rectification  is,  that  no  sudden 
change  of  current  occur  anywhere  in  the  system.  In  consequence 
hereof  we  must  have: 

i  =  %'  =  i0  sin  0  at  the  moment  0  =  it  —  0V 

and,  at  the  moment  0  =  n  +  0V  if  must  have  reached  the  same 
value  as  i  and  i0  sin  0  at  the  moment  0  =  0V 
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This  gives  the  two  double  equations: 

and  (11) 

*»,  =  *'»+»,=  *o  sin  0iJ 

or,  substituting  (8)  and  (9), 

At      *  +  i^sin  (d  +  6t)  =  A'e  "  =  i0 sin 0t  (12) 

Z 

and 

^1 6      x       -  C-± sin  (5  -  0.)  =  A'e    x  -  i0  sin  0r       (13) 

z 

These  four  equations  (12)  (13)  determine  four  of  the  five 
quantities,  A,  A',  Qv  Qv  rv  leaving  one  indeterminate. 

Thus,  one  of  these  five  quantities  can  be  chosen.  The  deter- 
mination of  the  four  remaining  quantities,  however,  is  rather 
clifficult,  due  to  the  complex  character  of  equations  (12)  (13), 
c^nd  is  feasible  only  by  approximation,  in  a  numerical  example. 

11.  Example:  Let  an  alternating  current  of  effective  value 
*>F  100  amp.,  that  is,  of  maximum  value  i0  =  141.4,  be  rectified 
for  the  supply  of  a  circuit  of  impedance  Z  =  0.2  -  2  /,  shunted 
l>y  a  non-inductive  circuit  of  resistance  rx. 

Let  the  series  connection  of  the  rectified  and  alternating 
circuits  be  established  30  time-degrees  after  the  zero  value  of 

alternating  current,  that  is,  0X  =  30  deg.  =  -  chosen. 

Then,  from  equation  (13),  we  have 

--(»  +  '») 
A'e   x  —  i0  sin  0V 

hence,  substituting  r,  z,  0V  i0,  gives 

A'  =  102. 

From  equation  (12), 

A'e    x  =  i0  sin  02, 

and,  substituting, 

sin02  =  0.527  e0'1'*; 
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approximately 

sin  02  =  0.527    and    02  =  32°; 

thus 

sin  62  =  0.527  e**°     =  0.558,    and   -d3  -  34°; 

thus 

sin  02  =  0.527  eS4°     -  0.559,    and    03  =  34°. 

From  equations  (12)  and  (13)  it  follows: 

Ae      *    *"     +  L  -i  sin  (S  +  02)  =  i0  sin  02, 
z 

Ae      x      —  i0  —  sin  (5  -  0J  =  i0  sin  0^ 
z 

eliminating  A  gives 

--0r-*,-*a)    -^(ir-*,-*,)         Z  SHI  0.   -  ft  8m  (d  +  0,) 

£       X  £       X  —-     £ * : £1  • 

z  sin  0X  +  rx  sin  (<J  -  0X) ' 
substituting  sin  d  =  ->  cos  d  = L,  s2  =  (r  +  rt)2  +  x3, 

substituting  for  r,  x,  0t,  02,  gives  after  some  changes: 

_58r,o_  1.5  -  1.04  rt. 
1.1  -r,     ' 

calculating  by  approximation, 

assuming  r,  =  0.5, 

0.603  =  0.612; 

assuming  r,  =  0.51, 

0.597  =  0.602; 

assuming  rl  =  0.52, 

0.591  =  0.592; 

hence,  r,  =  0.52, 

and  z  =  2.124, 

(J  =  70°. 
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I 


to  the  resistances;  that  is,  in  a  rectified  circuit,  self-inductance 
does  not  greatly  affect  the  intensity  of  the  current,  but  only  its 
character  as  regards  fluctuations. 
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Fig.  55.     Single-phase  current  rectification. 


2.  Single-phase  constant-potential  rectification* 

12.   Let  the  alternating  e.m.f.  e0  sin  0  of  the  alternating  cir- 
cuit of  impedance  Z0  =  r0  —  jx0  be  rectified  by  connecting  ft 
at  the  moment  0l  with  the  direct-current  receiver  circuit  o* 
impedance  Z  =  r  —  jx  and  continuous  counter  e.m.f.  e,  di^ 
connecting  it  therefrom  at  the  moment  n  —  0V  and  closing 
during  the  time  from  n  -  02  to  n  +  0X  the  alternating  circuit  fc*3 
the  resistance  rv  the  direct-current  circuit  by  the  resistance  r~  -= 
then  connecting  the  circuits  again  in  series  in  opposite  direction" 
at  iz  +  0V  etc.,  as  shown  diagrammatically  by  Fig.  56,  where 

1 


1 


7,+ 


1 


yf    _(.  f"  fHI  _J_  /'"  > 


/+r" 


+ 


r"  _1_  r"< 


1.  Then,  during  the  time  from  0X  to  n  —  02,  if  it 
the  differential  equation  is 

e0  sin  0  -  e  -  ix  (r  +  r0)  -  (x  +  x0)  -£  =  0, 


currents 


(1) 
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which  is  integrated  by 

t,  =  At  +  Bf—*0  +  C,  sin  (0  -  <J,) 
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(2) 


Fig.  66.    Single-phase  constant-potential  rectifying  commutator. 

Equation  (2)  substituted  in  (1)  gives 

e9sind  -  e  -  (r  +  r0)  [Ax  +  B^-**9  +  C^sin  (0  -  *f)] 

-  (*  +  *•)  [-  *  A*""1*  +  Ct  cos  (0  -  dx)]  =  0; 

or>  transposing, 

-  [+  c  +  (r  +  r0)  AJ  +  B^   «'  [a,  (x  +  x0)  -  (r  +  r0)] 
+  sin  0  [e0  —  (r  +  r0)  Cf  cos  dt  —  (x  +  x0)  Ct  sin  dx] 
+  Ct  cos  0 [(r  +  r0)  sin *t  -  (x  +  x0)  cos <JJ  =  0; 

he*-ef rom  it  follows  that 

e  +  (r  +r0)At  =  0, 
<*i  (*  +  *0)  -  (r  +  r0)  =  0, 
«o  "  (r  +  ro)  @\ cos  si  ~  (x  +  xo)  @i  sin  *t  =  0, 
and 

(r  +  r0)  sin  ^  -  (x  +  x0)  cos  dt  =  0; 


\ 
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*t- 


r+r0 


iandl  = 


c, 


x+x0' 


^r+rj'  +  ^+J;,)' 


(3) 


and,  substituting  in  (2), 


r  +  m 


r  +r. 


+  Bte 


T%*  L  e,[(r  +r,)mnff  -  (x  +x0) cosfl] 


+ 


tan  5,  = 


*  +x„ 


(O 


2.   During  the  time  from  tt  —  02  to  *  +  0V  if  i2  =  current  it 
the  direct  circuit,  is  =  current  in  alternating  circuit,  we  have 


Alternating-current  circuit: 


e0wi  0  -  i3  (r0  +  rt)  -  z0— 8  -  0, 


eft, 

yd6 


(5) 


which  is  integrated  the  same  as  in  (1),  by 


•       „    -25L'        e.«rin(0-a,) 


V(r0  +  r,)2  +  x02 


(r.+r,)*+*0» 


tan  <?,  =  — — 
'      r.  +  r, 


(6) 
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trcwrrerti  circuit: 


di 
-e-i2(r+r2)-x^  =  0,  (7) 


rated  by 


e  _    -r4*' 


r  +  r2 


=  *  —  02,  however,  we  must  have 


h  =  h  =  *3 
i2  at  0  =  n  +  ^t  must  be  equal  to 
ix  at  0  =  01;  and  opposite  to  iz  at  0  =  *  +  0^ 


(9) 


3se  terminal  conditions  represent  four  equations,  which 
2  for  the  determination  of  the  three  remaining  integration 
ants,  Bv  B2,  Bv  and  one  further  constant,  as  0t  or  02,  or 
ra,  or  c;  that  is,  with  the  circuit  conditions  Z0,  Z,  rlf  r2,  e0,  e 
n,  the  moment  ^t  depends  on  02  and  inversely. 
Special  case: 

Z0  =  0,    r2  =  0,    e  =  0;  (10) 

is,  the  alternating  e.m.f.  c0  sin  0  is  connected  to  the  circuit 
pedance  Z  =  r  —  jx  during  time  0t  to  *r  —  02,  and  closed 
distance  rv  while  the  rectified  circuit  is  short-circuited, 
g  time  n  —  02  to  n  +  0V 
b  equations  are: 


me  0X 

to  TZ  — 

«,: 

h 

-B,« 

x    + 

C°      [r 

me  n 

-  0,  to 

*  +  0, 

• 

h 

'=*/;• 

h 

ea  sin  6 

[r  sin  5  —  x  cos  0]. 


(ii) 
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The  terminal  conditions  now  assume  the  following  forms: 

At  0  =  *  -  0„ 


*i«  ~*(*  *  +  ^^  (r sin *»  +  * cos *•)  =  **~ '(""W  1 
=  ^sin0.: 

at  0  —  jt  +  0,  and  0t  respectively  ■  (12) 

Bi*  ~  ""  +  ^3  (r  sin  *»  -  *  cos  0,)  =  Bf~  *("+',) 
=  -sin0t. 

These  four  equations  suffice  for  the  determination  of  the  t^» 
integration  constants  Bl  and  B2,  and  two  of  the  three  rectified 
tion  constants,  0V  0V  rv  so  that  one  of  the  latter  may  be  chos^ : 

Choosing  62,  the  moment  of  beginning  reversal,  the  equation 
(12)  transposed  and  expanded  give 

--(0i  +  «j)      sin  0. 
e    x  =  - — 7T  > 

sin  02 


/r2  4-  x2 
cot0t         "      '  " 


,1+.5cat*,-(-i— 3(J-l), 


*,-' 


eosin0,  +-(»-•,). 


f 


and 


Bi=B3-  ^-j  (r  sin  0,  +  x  cos  0,)^ ("  w , 


<l£ 


which  give  0U  ru  Bv  Bt:  0,  is  calculated  by  approximation. 
Assuming,  as  an  example, 

e0  =  156  sin  0  (corresponding  to  110  volts  effective), 

Z  =  10  -  30  j, 
and  „ 

6 


0f  =  -  =  30°, 


(14 
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As  seen,  in  this  case  the  exponential  or  transient  term  of 
current  largely  preponderates  over  the  permanent  or  sinusoidal 
term. 
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Fig.  57.    Single-phase  e.m.f.  rectification. 

In  Fig.  57  is  shown  the  rectified  current  in  drawn  line,  the 
value  it  would  have  without  self-inductance,  and  the  value  the 
alternating  current  would  have,  in  dotted  lines. 


3*  Quarter-phase  constant-current  rectification. 

14.  In  the  quarter-phase  constant-current  arc  machine,   && 
the  Brush  machine,  two  e.m.fs.,  Et  =  e  cos  0  and  E%  =  e  sin  &' 
are  connected  to  a  rectifying  commutator,  so  that  while  the  fix^ 
Et  is  in  circuit  E2  is  open-circuited.    At  the  moment  0V  E9    *& 
connected  in  parallel,  as  shown  diagrammatically  in  Fig.  &&' 
with  Ev  and  the  rising  e.m.f.  in  E2  gradually  shifts  the  cuire** 
i0  away  from  Et  into  Ev  until  at  the  moment  0V  Ex  is  d5~^* 
connected  and  E2  left  in  circuit. 

Assume  that,  due  to  the  superposition  of  a  number  of  sa*^*1 
quarter-phase  e.m.fs.,  displaced  in  time-phase  from  each  oth^**' 
and  rectified  by  a  corresponding  number  of  commutators  offe^ 
against  each  other,  and  due  to  self-inductance  in  the  exten*^* 
circuit,  the  rectified  current  is  practically  steady  and  has  it*e 
value  i0.    Thus  up  to  the  moment  0t  the  current  in  Ex  is  i0,  *** 
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The  differential  equation  (2)  is  integrated  by 

i  =  A  +Be—  +  Ccos(0  -  d); 


(3 


thus 


di  D  - 

do=-aBe 


-  C  sin  (0  -  d), 


and  substituting  in  (2), 

e  (sin  0  -  cos  0)  +  i0r  -  2  4r  -  2  fire"0*  -  2  Cr  cos  (0  -  <J) 
+  2aBx*-<"  +  2Crsin(0  -  d)  -  0* 

or,  transposed, 

(i0  -2A)r  +2  Be-tiax  -  r)  +  sin  0  [e  -  2  Cr  sin  d 

+  2Cx  cos  ^  -  cos  0  [e  +  2  Cr  cos  5  +  2  Cx  sin  5]  = 

thus 

**o-2ii=0, 

ax  —  r  =  0, 

e  -  2  Cr  sin  d  +  2  Cx  cos  d  =  0, 

and  6+2  Cx  sin  5  +  2  Cr  cos  <J  =  0, 


and  herefrom,  letting  -  =  tan  <r,  we  have 
r 


and 


6 

=  - 

2Cz 

sin  (<r  — 

5), 

e 

=  - 

2Cz 

cos  (o-  — 

*), 

4 

=  2J 

a 

r 

X 

tan  r 

X 
X 

-  r 

+  r 

C 

=  - 

V'2 

e 

(.r2  +  r>) 

t 

tan  (<r 

-5) 

c 

=  1, 

e 

V2z 
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;se  values  substituted  in  (3)  give 


»=!•  +  Be   *' e  cos  (0  -  8), 

2  V2  (x2  +  r2)  • 

tan  8  =  —  •  (5) 

x+r 


9  =  6V  i  =  0,  and  we  have 


0  =  ^  +  Be   >*-  e  cos  (0.  -  8); 

2  V2  (z2  +  r2) 


*"'• ? :cos  (0,  -  5)  -£;  (6) 


V2  (x2  +  r8)  '  2 


tuting  in  (5),  we  have  the  equations  of  current  in  the  two 
is  follows: 


=  -°  +  (     .  cos  (6.  -  8)  -  -°)«    * 

2      \n/2  (x2  +  i*)  l  2/ 

,  cos  (0  -  8) 

V2  (x2  +  r2) 

_i(,_.-£.-^ 

6       -fnns  (0 -  8)  -  cos  (0,  -8)  e~ •('"*) Vi  J 

V2(x2+r2)\  / 


=  j  -  f      e      «» (*,  - *>  -  j^r**-" 

cos  (5  -  <J). 


V2(xi  H-r2) 


(7) 
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At  0  —  03,  i  —  i0;  thus 

^  -  [  — ==cos  (0t  —  5)  —  -?  W    * 

+    ,  cos  (0,  -  a)  =  0; 

V2  (x2  +  r1) 

or,  multiplied  by  e    x  !  and  rearranged,  we  have  the  condition 
connecting  moments  0X  and  02,  as  follows: 

2  V  /     v^TTTT)  I  2 


-«     **cos  (0j  -  *)!  -  0 


and 

7Z  [  ex      +€*)  =  - —  J  ex    COS  (0,  -  <J) 

2\  /       V2  (**+!*){       '  ' 

-e^'cos  (03-o)J.  (8) 

Rearranged  equation  (8)  gives 

/«?,)  =  «^["l  +  .         2J  cos  (0,  -  d)l 

L        t„V2  (x2  +  r2)  J 


.,V2  (x2  +  r») 
2 

"(FT*5) 


_  J*- r_j^__ cos  (,  _  a>  -  il,    0 


X  —  T 

where  tan  d  =    • 

By  approximation,  from  this  equation  the  value  of  0„  cof*^ 
sponding  to  a  given  0V  is  derived. 
16.  Example: 

e  =  2000,  i0  =  10,  and  Z  =  10  -  40/. 
Thus  d  =  31°  =  0.£4  radians 
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I  i  =  5+  [34.3  cos  (6l  -  31°)  -  5]  r0M<-'-«> 

-34.3  cos  id  -31°), 
/(0,)  =  e0M*"  [1  +  6.86  cos  (6t  -  31°)] 

=  e0M*'  [6.86  cos  (0,  -  31°)  -  1]. 

Substituting  for  0V  30°  =  *,45°  =  j, and 60°  =  \,  respec- 
ely,  gives : 


(9      W\ 
M_      .  .       -  , ~"  -34. 3  cos  (0-31°) 

*,  i=  5  +  28. 3  e"0* ('"«)- 34. 3  cos  (0-31°) 


5+25.1  e"026v       »'- 34. 3 cos  (0-31°) 


*-T 

*-5 

*-i 

tf° 

X 

15 

t 

is 

i 

it 

01 

ei 

25 

30 

35 

40 

45 

50 

55 

60 

65 

70 

75 

80 

85 

90 

95 

100 

105 

110 

115 

1810 

850 

0 

10 

1640 

1150 

-0.9 

10.9 

0 

10 

1410 

1410 

-0.6 

10.6 

.8 

9.2 

1150 

1640 

+  0.6 

9.4 

0 

10 

2.5 

7.5 

850 

1810 

3.0 

7.0 

2.2 

7.8 

5.1 

4.9 

520 

1930 

6.0 

4.0 

5.4 

4.6 

8.6 

1.4 

170 

1990 

9.9 

0.1 

9.3 

0.7 

12.8 

-2.8 

-170 

1990 

14.3 

-4.3 

13.8 

-3.8 

17.3 

-7.3 

-520 

1930 

19.1 

-9.1 

18.6 

-8.6 

22.2 

-12.2 

-850 

1810 

These  values  are  plotted  in  Fig.  59,  together  with  ex  and  e2. 
follows  then, 


9t  =        90.2° 


88.6° 


91.7° 
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The  actual  curves  of  an  arc  machine  differ,  however,  very 
greatly  from  those  of  Fig.  59.  In  the  arc  machine,  inherent  regu- 
lation for  constant  current  is  produced  by  opposing  a  very  high 
armature  reaction  to  the  field  excitation,  so  that  the  resultant 
m.m.f.,  or  m.m.f.  which  produces  the  effective  magnetic  flux,  is 
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Fig.  59.     Quarter-phase  rectification. 

small  compared  with  the  total  field  m.m.f.  and  the  armature 
reaction,  and  so  greatly  varies  with  a  small  variation  of  armature 
current.  As  result,  a  very  great  distortion  of  the  field  occurs, 
and  the  magnetic  flux  is  concentrated  at  the  pole  corner.  This 
gives  an  e.m.f.  wave  which  has  a  very  sharp  and  high  peak,  with 
very  long  flat  zero,  and  so  cannot  be  approximated  by  an  equiva- 
lent sine  wave,  but  the  actual  e.m.f.  curves  have  to  be  used  in  ft 
more  exact  investigation. 


CHAPTER  IV. 

ARC  RECTIFICATION. 

I.  The  Arc. 

16.  The  operation  of  the  arc  rectifier  is  based  on  the  charac- 
teristic of  the  electric  arc  to  be  a  good  conductor  in  one  direction 
but  a  non-conductor  in  the  opposite  direction,  and  so  to  permit 
only  unidirectional  currents. 

In  an  electric  arc  the  current  is  carried  across  the  gap  between 
the  terminals  by  a  bridge  of  conducting  vapor  consisting  of  the 
material  of  the  negative  or  the  cathode,  which  is  produced  and 
constantly  replenished  by  the  cathode  blast,  a  high  velocity 
blast  issuing  from  the  cathode  or  negative  terminal  towards  the 
anode  or  positive  terminal. 

An  electric  arc,  therefore,  cannot  spontaneously  establish 
itself.  Before  current  can  exist  as  an  arc  across  the  gap  between 
two  terminals,  the  arc  flame  or.  vapor  bridge  must  exist,  i.e., 
energy  must  have  been  expended  in  establishing  this  vapor 
bridge.  This  can  be  done  by  bringing  the  terminals  into  contact 
and  so  starting  the  current,  and  then  by  gradually  withdrawing 
the  terminals  derive  the  energy  of  the  arc  flame  by  means  of  the 
cUrrent,  from  the  electric  circuit,  as  is  done  in  practically  all  arc 
**mps.  Or  by  increasing  the  voltage  across  the  gap  between  the 
terminals  so  high  that  the  electrostatic  stress  in  the  gap  repre- 
^nts  sufficient  energy  to  establish  a  path  for  the  current,  i.e.,  by 
Jumping  an  electrostatic  spark  across  the  gap,  this  spark  is  fol- 
lowed by  the  arc  flame.  An  arc  can  also  be  established  between 
Wo  terminals  by  supplying  the  arc  flame  from  another  arc,  etc. 

The  arc  therefore  must  be  continuous  at  the  cathode,  but  may 
be  shifted  from  anode  to  anode.  Any  interruption  of  the  cathode 
blast  puts  out  the  arc  by  interrupting  the  supply  of  conducting 
Vapor,  and  a  reversal  of  the  arc  stream  means  stopping  the 
cathode  blast  and  producing  a  reverse  cathode  blast,  which,  in 
general,  requires  a  voltage  higher  than  the  electrostatic  striking 
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voltage  (at  arc  temperature)  between  the  electrodes.     With  an 
alternating  impressed  e.m.f.  the  arc  if  established  goes  out  at 
the  end  of  the  half  wave,  or  if  a  cathode  blast  is  maintained 
continuously  by  a  second  arc   (excited  by  direct  current  or 
overlapping  sufficiently  with  the  first  arc),  only  alternate  half 
waves  can  pass,  those  for  which  that  terminal  is  negative  from 
which  the  continuous  blast  issues.    The  arc,  with  an  alternating 
impressed  voltage,  therefore  rectifies,  and  the  voltage  range  of 
rectification  is  the  range  between  the  arc  voltage  and  the  electro- 
static spark  voltage  through  the  arc  vapor,  or  the  air  or  residual 
gas  which  may  be  mixed  with  it.    Hence  it  is  highest  with  the 
mercury  arc,  due  to  its  low  temperature. 

The  mercury  arc  is  therefore  almost  exclusively  used  for  arc 
rectification.    It  is  enclosed  in  an  evacuated  glass  vessel,  so  as 
to  avoid  escape  of  mercury  vapor  and  entrance  of  air  into  the 
arc  stream.     Due  to  the  low  temperature  of  the  boiling  point  oi 
mercury,  enclosure  in  glass  is  feasible  with  the  mercury  arc. 

II.  Mercury  Arc  Rectifier. 

17.  Depending  upon  the  character  of  the  alternating  supply 
whether  a  source  of  constant  alternating  potential  or  constant 
alternating  current,  the  direct-current  circuit  receives  from  th^ 
rectifier  either  constant  potential  or  constant  current.    Depend 
ing  on  the  character  of  the  system,  thus  constant-potent^ 
rectifiers  and  constant-current  rectifiers  can  be  distinguished- 
They  differ  somewhat  from  each  other  in  their  construction  and 
that  of  the  auxiliary  apparatus,  since  the  constant-potential 
rectifier  operates  at  constant  voltage  but  varying  current,  while 
the  constant-current  rectifier  operates  at  varying  voltage.    The 
general  character  of  the  phenomenon  of  arc  rectification  is,  how- 
ever, the  same  in  either  case,  so  that  only  the  constant-current 
rectifier  will  be  considered  more  explicitly  in  the  following 
paragraphs. 

The  constant-current  mercury  arc  rectifier  system,  as  used 
for  the  operation  of  constant  direct-current  arc  circuits  from  an 
alternating  constant  potential  supply  of  any  frequency,  is  sketched 
diagrammatically  in  Fig.  60.  It  consists  of  a  constant-current 
transformer  with  a  tap  C  brought  out  from  the  middle  of  the 
secondary  coil  AB.    The  rectifier  tube  has  two  graphite  anodes 
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a,  6,  and  a  mercury  cathode  c,  and  usually  two  auxiliary  mercury 
anodes  near  the  cathode  c  (not  shown  in  diagram,  Fig.  60), 
which  are  used  for  excitation,  mainly  in  starting,  by  establishing 
between  the  cathode  c  and  the  two  auxiliary  mercury  anodes, 
from  a  small  low  voltage  constant-potential  transformer,  a  pair 
of  low  current  rectifying  arcs.  In  the  constant-potential  rectifier, 
generally  one  auxiliary  anode  only  is  used,  connected  through 
a  resistor  r  with  one  of  the  main  anodes,  and  the  constant- 


Fig.  60.    Constant-current 
mercury  arc  rectifier. 


Fig.  61.    Constant-potential 
mercury  arc  rectifier. 


Current  transformer  is  replaced  by  a  constant-potential  trans- 
former or  compensator  (auto-transformer)  having  considerable 
inductance  between  the  two  half  coils  II  and  III,  as  shown  in 
Kg.  61.  Two  reactive  coils  are  inserted  between  the  outside 
terminals  of  the  transformer  and  rectifier  tube  respectively,  for 
the  purpose  of  producing  an  overlap  between  the  two  rectifying 
arcs,  ca  and  cb,  and  thereby  the  required  continuity  of  the  arc 
stream  at  c.  Or  instead  of  separate  reactances,  the  two  half  coils 
II  and  III  may  be  given  sufficient  reactance,  as  in  Fig.  61.  A 
reactive  coil  is  inserted  into  the  rectified  or  arc  circuit,  which 
connects  between  transformer  neutral  C  and  rectifier  neutral  c, 
for  the  purpose  of  reducing  the  fluctuation  of  the  rectified  current 
to  the  desired  amount. 

In  the  constant-potential  rectifier,  instead  of  the  transformer 
ACB  and  the  reactive  coils  A  a  and  Ba,  generally  a  compensator 
or  auto-transformer  is  used,  as  shown  in  Fig.  61,  in  which  the 
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two  halves  of  the  coil,  AC  and  BC}  are  made  of  considerable 
self-inductance  against  each  other,  as  by  their  location  on 
different  magnet  cores,  and  the  reactive  coil  at  c  frequently 
omitted.  The  modification  of  the  equations  resulting  herefrom  is 
obvious.  Such  auto-transformer  also  may  raise  or  lower  the 
impressed  voltage,  as  shown  in  Fig.  61. 

The  rectified  or  direct  voltage  of  the  constant-current  rectifier 
is  somewhat  less  than  one-half  of  the  alternating  voltage  supplied 
by  the  transformer  secondary  A B,  the  rectified  or  direct  current 
somewhat  more  than  double  the  effective  alternating  current 
supplied  by  the  transformer. 

In  the  constant-potential  rectifier,  in  which  the  currents  are 
larger,  and  so  a  far  smaller  angle  of  overlap  0  is  permissible,  the 
direct-current  voltage  therefore  is  very  nearly  the  mean  value 
of  half  the  alternating  voltage,  minus  the  arc  voltage,  which  is 
about  13  volts.  That  is,  if  e  =  effective  value  of  alternating 
voltage  between  rectifier  terminals  ab  of  compensator  (Fig.  61)f 

2\/2 
hence e  =  mean  value,  the  direct  current  voltage  is 

n  . 

V2 
eQ  =  —  e  —  13. 

n 

III.  Mode  of  Operation. 

18.  Let,  in  Figs.  62  and  63,  the  impressed  voltage  between 
the  secondary  terminals  AB  of  an  alternating-current  trans- 
former be  shown  by  curve  I.  Let  C  be  the  middle  or  center  of 
the  transformer  secondary  AB.  The  voltages  from  C  to  A  and 
from  C  to  B  then  are  given  by  curves  II  and  III. 

If  now  A,B,C  are  connected  with  the  corresponding  rectifier 
terminals  a,  6,cand  at  c  a  cathode  blast  maintained,  those  currents 
will  exist  for  which  c  is  negative  or  cathode,  i.e.,  the  current 
through  the  rectifier  from  a  to  c  and  from  6  to  c,  under  the 
impressed  e.in.fs.  II  and  III,  are  given  by  curves  IV  and  V,  and 
the  current  derived  from  c  is  the  sum  of  IV  and  V,  as  shown  in 
curve  VI. 

Such  a  rectifier  as  shown  diagrammatically  in  Fig.  62  requires 
some  outside  means  for  maintaining  the  cathode  blast  at  c,  since 
the  current  in  the  half  wave  1  in  curve  VI  goes  down  to  zero  at 
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the  zero  value  of  e.m.f.  Ill  before  the  current  of  the  next  half 
wave  2  starts  by  the  e.m.f.  II. 

It  is  therefore  necessary  to  maintain  the  current  of  the  half 
wave  1  beyond  the  zero  value  of  its  propel- 
ling impressed  e.m.f.  Ill  until  the  current  of 
the  next  half  wave  2  has  started,  i.e.,  to 
overlap  the  currents  of  the  successive  half 
waves.  This  is  done  by  inserting  reactances 
into  the  leads  from  the  transformer  to  the 
rectifier,  i.e.,  between  A  and  a,  B  and  6  respec- 
tively, as  shown  in  Fig.  60.  The  effect  of 
this  reactance  is  that  the  current  of  half  wave 
1,  V,  continues  beyond  the  zero  of  its  im- 
pressed e.m.f.  Ill  i.e.,  until  the  e.m.f.  Ill  has 
died  out  and  reversed,  and  the  current  of  the 
half  wave  2,  IV,  started  by  e.m.f.  II;  that  is, 
the  two  half  waves  of  the  current  overlap, 
and  each  half  wave  lasts  for  more  than  half 
a  period  or  180  degrees. 

The  current  waves  then  are  shown  in  curve 
VII.    The  current  half  wave  1  starts  at  the  zero  value  of  its 
e.m.f.  Ill,  but  rises  more  slowly  than  it  would  without  react- 


IV 
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Fig.  62.  Constant- 
current  mercury 
arc  rectifier. 


im 
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Fig.  63.    E.m.f.  and  current  waves  of  constant-current  mercury  arc  rectifier. 

ance,  following  essentially  the  exponential  curve  of  a  starting 
current  wave,  and  the  energy  which  is  thus  consumed  by  the 
reactance  as  counter  e.m.f.  is  returned  by  maintaining  the 


254  TRANSIENT  PHENOMENA 

current  half  wave  1  beyond  the  e.m.f.  wave,  i.e.,  beyond  180 
degrees,  by  00  time-degrees,  so  that  it  overlaps  the  next  half 
wave  2  by  0O  time-degrees. 

Hereby  the  rectifier  becomes  self-exciting,  i.e.,  each  half  wave 
of  current,  by  overlapping  with  the  next,  maintains  the  cathode 
blast  until  the  next  half  wave  is  started. 

The  successive  current  half  waves  added  give  the  rectified  or 
unidirectional  current  curve  VIII. 

During  a  certain  period  of  time  in  each  half  wave  from  the  zero 
value  of  e.m.f.  both  arcs  ca  and  cb  exist.  During  the  existence 
of  both  arcs  there  can  be  no  potential  difference  between  the 
rectifier  terminals  a  and  b,  and  the  impressed  e.m.f.  between  the 
rectifier  terminals  a  and  b  therefore  has  the  form  shown  in  curve 
IX,  Fig.  63,  i.e.,  remains  zero  for  0O  time-degrees,  and  then  with 
the  breaking  of  the  arc  of  the  preceding  half  wave  jumps  up  to 
its  normal  value. 

The  generated  e.m.f.  of  the  transformer  secondary,  howeveT, 
must  more  or  less  completely  follow  the  primary  impressed  e.m-l- 
wave,  that  is,  has  a  shape  as  shown  in  curve  I,  and  the  different 
between  IX  and  I  must  be  taken  up  by  the  reactance.    That  ^ 
during  the  time  when  both  arcs  exist  in  the  rectifier,  the   a—  c* 
reactive  coils  consume  the  generated  e.m.f.  of  the  transfonx^cT 
secondary,  and  the  voltage  across  these  reactive  coils,  therefo^^' 
is  as  shown  in  curve  X.    That  is,  the  reactive  coil  consun^-f* 
voltage  at  the  start  of  the  current  of  each  half  wave,  at  x    ^ 
curve  X,  and  produces  voltage  near  the  end  of  the  current,  at  ^j 
Between  these  times,  the  reactive  coil  has  practically  no  effect  ai^  ** 
its  voltage  is  low,  corresponding  to  the  variation  of  the  rectify** 
alternating  current,  as  shown  in  curve  XI.    That  is,  during,  thi^ 
intermediary  time  the  alternating  reactive  coils  merely  assist  th& 
direct-current  reactive  coil. 

Since  the  voltage  at  the  alternating  terminals  of  the  rectifier,    ' 
a,  bf  has  two  periods  of  zero  value  during  each  cycle,  the  rectified 
voltage  between  c  and  C  must  also  have  the  same  zero  periods, 
and  is  indeed  the  same  curve  as  IX,  but  reversed,  as  shown  in 
curve  XII. 

Such  an  e.m.f.  wave  cannot  satisfactorily  operate  arcs,  since 
during  the  zero  period  of  voltage  XII  the  arcs  go  out.  The 
voltage  on  the  direct-current  line  must  never  fall  below  the 
"counter  e.m.f."  of  the  arcs,  and  since  the  resistance  of  this 
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circuit  is  low,  frequently  less  than  10  per  cent,  it  follows  that  the 
total  variation  of  direct-current  line  voltage  must  be  below 
10  per  cent,  i.e.,  the  voltage  practically  constant,  as  shown  by  the 
straight  line  in  curve  XII.  Hence  a  high  reactance  is  inserted 
into  the  direct-current  circuit,  which  consumes  the  excess  voltage 
during  that  part  of  curve  XII  where  the  rectified  voltage  is 
above  line  voltage,  and  supplies  the  line  voltage  during  the 
period  of  zero  rectified  voltage.  The  voltage  across  this  reactive 
coil,  therefore,  is  as  shown  by  curve  XIII. 

IV.  Constant-Current  Rectifier. 

19.  The  angle  of  overlap  0O  of  the  two  arcs  is  determined  by 
the  desired  stability  of  the  system.  By  the  angle  0O  and  the 
impressed  e.m.f.  is  determined  the  sum  total  of  e.m.fs.  which 
has  to  be  consumed  and  returned  by  the  a.  c.  reactive  coil,  and 
herefrom  the  size  of  the  a.  c.  reactive  coil. 

Prom  the  angle  0O  also  follows  the  wave  shape  of  the  rectified 
voltage,  and  therefrom  the  sum  total  of  e.m.f.  which  has  to  be 
given  by  the  d.  c.  reactive  coil,  and  hereby  the  size  of  the  d.  c. 
reactive  coil  required  to  maintain  the  d.  c.  current  fluctuation 
within  certain  given  limits. 

The  efficiency,  power  factor,  regulation,  etc.,  of  such  a  mercury 
arc  rectifier  system  are  essentially  those  of  the  constant-current 
transformer  feeding  the  rectifier  tube. 

Let  /  =  frequency  of  the  alternating-current  supply  system, 
*•  *»  mean  value  of  the  rectified  direct  current,  and  a  =  the  pulsa- 
tion of  the  rectified  current  from  the  mean  value,  i.e.,  i0  (1  +  a) 
the  maximum  and  i0  (1  -  a)  the  minimum  value  of  direct  cur- 
y^nt.  A  pulsation  from  a  mean  of  20  to  25  per  cent  is  permissible 
***  an  arc  circuit.  The  total  variation  of  the  rectified  current 
then  is  2  ai0,  i.e.,  the  alternating  component  of  the  direct  current 

has  the  maximum  value  ai0,  hence  the  effective  value  —  i0   (or 

for  a  =  0.2, 0.141  i0)  and  the  frequency  2/.    Hysteresis  and  eddy 
losses  in  the  direct-current  reactive  coil,  therefore,  correspond 
to  an  alternating  current  of  frequency  2/  and  effective  value 
a 
—  i0,  or  about  0.141  i0)  i.e.,  are  small  even  at  relatively  high 

densities. 
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In  the  alternating-current  reactive  coils  the  current  varies, 

unidirectionally,  between  0  and  i0  (1  +  a),  i.  e.,  its  alternating 

1  +a 
component  has  the  maximum  value  — —  i0  and   the  effec- 

tive  value  — ^=  \  (or,  for  a  =  +  0.2,  0.425  i0)   and  the  fre- 
quency/.    The  hysteresis  loss,  therefore,  corresponds  to  an 

1  +a- 


2V2 


alternating  current  of  frequency  /  and  effective  value 

or  about  0.425  i0. 

With  decreasing  load,  at  constant  alternating-current  supply, 
the  rectified  direct  current  slightly  increases,  due  to  the  increas- 
ing overlap  of  the  rectifying  arcs,  and  to  give  constant  direct 
current  the  transformer  must  therefore  be  adjusted  so  as  to 
regulate  for  a  slight  decrease  of  alternating-current  output  with 
decrease  of  load. 


V.  Theory  and  Calculation. 

20.  In  the  constant-current  mercury-arc  rectifier  shown  dia- 
grammatically  in  Fig.  64,  let  e  sin  0  =  sine  wave  of  e.m.f.  im- 
pressed between  neutral  and  outside  of 
alternating-current  supply  to  the  rec- 
tifier; that  is,  2  e  sin  0  =  total  secondary 
generated  e.m.f.  of  the  constant-current 
transformer;  Zl  =  r,  —  jxx  =  imped- 
ance of  the  reactive  coil  in  each  anode 
circuit  of  the  rectifier  ("  alternating- 
current  reactive  coil"),  inclusive  of  the 
internal  self-inductive  impedance  be- 
tween the  two  halves  of  the  transformer 
secondary  coil;  it  and  i2  =  anode  cur- 
rents, counted  in  the  direction  from 
anode  to  cathode;  ea  =  counter  e.mX 
of  rectifying  arc,  which  is  constant;  Z^ 
ro  ~  ixo  =  impedance  of  reactive  coil 
in  rectified  circuit  ("direct-current  re- 
active coir');  Z2  =  r2  -  jx2  =  impedance  of  load  or  arc-lamp 
circuit;  e0'  =  counter  e.m.f.  in  rectified  circuit,  which  is  con- 


Fig.  64.    Constant-current 
mercury  arc  rectifier. 
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stant  (equal  to  the  sum  of  the  counter  e.m.fs.  of  the  arcs  in  the 
lamp  circuit) ;  0O  =  angle  of  overlap  of  the  two  rectifying  arcs, 
or  overlap  of  the  currents  ix  and  i3;  i0  =  rectified  current  during 
the  period,  0  <  0  <  0O,  where  both  rectifying  arcs  exist,  and  i0'  = 
rectified  current  during  the  period,  0O  <  0  <  n,  where  only  one 
arc  or  one  anode  current  ix  exists. 

Let  eQ  =  e0'  +  ea  =  total  counter  e.m.f.  in  the  rectified  cir- 
cuit and  Z  =  r  -  jx  =  (rt  +  r0  +  r2)  -  j  (zt  +  x0  +  z2)  =  total 
impedance  per  circuit;  then  we  have 

(a)  During  the  period  when  both  rectifying  arcs  exist, 

0  <  0  <  00, 

i.  -  *t  +  V  (1) 

In  the  circuit  between  the  e.m.f.  2  e  sin  0,  the  rectifier  tube, 
and  the  currents  it  and  i2)  according  to  KirchhofTs  law,  it  is, 
Fig.  64, 

QX  QX 

2 e sin 8  -  r,t,  -  xt-^  +  r,t,  +  x,-^  =  0.  (2) 

In  the  circuit  from  the  transformer  neutral  over  e.m.f.  e  sin  0, 
current  t„  rectifier  arc  ea  and  rectified  circuit  t*0,  back  to#the 
transformer  neutral,  we  have 


dit  .  di0  di0 

Hb  ~e"  ~  Vo "  x"~dd  ~  r,t°  ~Xi1b 


e«"»tf-r1t1-»I-j|  -ea  -  v'e  -  x0^-  r,i0  -  x,-^  -  c0'  =  0; 


■^-(r0+r2)t0-(x0+x,)-^ 


e gin  e  -  r,i,  -  x,-^  -  (r,  +  r2)  t,  -  (x0  +  x,)  -^  -  e0  =  0.     (3) 


(&)  During  the  period  when  only  one  rectifying  arc  exists, 
00<d  <7t, 


t. 


hence,  in  this  circuit, 

di '  di ' 

esinfl  -r^V  -  zx-^-  (r0  +  ra)  t'0'-(xt  +  x,)-^  -e0  -  0.    (4) 
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Substituting  (1)  in  (2)  and  combining  the  result  (5)  of  this 
substitution  with  (3)  gives  the  differential  equations  of  the  rec- 
tifier: 

2esin0  +  rt  (t0  -  2t\)  +  xt  —  (i0  -  2t\)  -  0,  (5) 


i 


ld0 


dL 


and 


2e0  +  (2r  -  rj  id  +  (2x  -  xt)  -jj  -  0, 
c sin 0  -  e0  -  n0'  -  x-£-  =  0. 


(6) 

(7> 


In  these  equations,  i0  and  it  apply  for  the  time,  0  <  0  <  699> 
i0'  for  the  time,  d0  <  0  <  n. 

21.  These  differential  equations  are  integrated  by  the  func- 
tions 

i0  -  2 1\  =  A*"0'  +  4'  sin  (0  -  0),  (8> 

t0- A""  +  £',  («r>- 

and                  tV  -  Ce-«  +  C"  +  C"  sin  (0  -  r).  (10  ^ 

Substituting  (8),  (9),  and  (10)  into  (5),  (6),  and  (7)  givfes 
three  identities : 

2  e  sin  0+A'  [rx  sin  (d-p)  +xx  cos  (0 -p)]+  Ae~a0  (i^-orj  =0. 

2e0+ZJ/(2r-r1)+Be-w[(2r-r1)-6(2x-xl)]=0, 
and 
e»\nO-e0-C,,[rsm(d-r)+xcos(d-r)]-C,r-Ce'e$(r--cx)^CP) 

hence, 

rt  -  aXj  =  0, 
(2r-rx)  -b(2x-xt)  =  0, 
and  r  —  ex  =  0. 

2e0  +J8'(2r-r1)  =0, 

eo+C"r  =  0,  I  C*^ 

2  c  +  A'  (rt  cos  /?  +  Xj  sin  £)  =  0, 
A'  (rt  sin  £  -  Xj  cos  /?)  =  0, 
e  -  C"  (r  cos  y  +  x  sin  j)  =  0, 
C"  (r  sin  y  -  x  cos  y)  =  0. 


ARC  RECTIFICATION 


259 


riting 


zx  =  \/r*  +  x*, 

xi 
tan  a.  =  — , 


z  =  -s/r2  +  x2, 
tan  a  =  -  • 


(12) 


(13) 


itituting  (12)  and  (13)  gives  by  resolving  the  9  equations 
the  values  of  the  coefficients  a,  b,  c,  A',  B',  C,  C",  /?,  y\ 


(14) 


a  = 

1 

—  1 

xl 

6  = 

2r  -  rt 
2x  —  xx 

c  = 

r 

—  y 
X 

j»- 

<*l> 

r  = 

«, 

A'  = 

2e 

B'  = 

2e0 

2r-r, 

C"  = 

_faf 

r 

C"  = 

6 

+  -> 
z 

thus  the  integral  equations  of  the  rectifier  are 

2  e 
i0  -  2 1\  =  ^e-a' sin  (0  -  ax), 


2r-r/ 


io'  =C£~C#  -^+-sin(0-a), 
r      z 


(15) 


(16) 


(17) 

(18) 
(19) 
(20) 


260 


TRANSIENT  PHENOMENA 


where  a,  6,  c  are  given  by  equations  (14),  a  and  al  by  equations 
(12)  and  (13),  and  A,  B,  C  are  integration  constants  given  by  the 
terminal  conditions  of  the  problem. 
22.  These  terminal  conditions  are: 


and 


KN-o  =  o, 


(21) 


That  is,  at  0  =  0  the  anode  current  t\  =  0. 


After  half  a 
period,  or  n  =  180°,  the  rectified  current  repeats  the  same 
value.    At  0  =  0O,  all  three  currents  .ilf  i0,  i0'  are  identical. 

The  four  equations  (21)  determine  four  constants,  A,B,C,  0O. 

Substituting  these  constants  in  equations  (18),  (19),  (20) 
gives  the  equations  of  the  rectified  current  i0,  i0',  and  of  the 
anode  currents  i\  and  i2  =  iQ  —  iv  determined  by  the  constants 
of  the  system,  Z,  Zv  eQJ  and  by  the  impressed  e.m.f.,  c. 

In  the  constant-current  mercury-arc  rectifier  system  of  arc 
lighting,  6,  the  secondary  generated  voltage  of  the  constant- 
current  transformer,  varies  with  the  load,  by  the  regulation  of 
the  transformer,  and  the  rectified  current,  i0,  i0',  is  required  to 
remain  constant,  or  rather  its  average  value. 

Let  then  be  given  as  condition  of  the  problem  the  average 
value  i  of  the  rectified  current,  4  amperes  in  a  magnetite  or 
mercury  arc  lamp  circuit,  5  or  6.6  or  9.6  amperes  in  a  carbon 
arc  lamp  circuit. 

Assume  as  fair  approximation  that  the  pulsating  rectified 
current  t0,  i0'  has  its  mean  value  i  at  the  moment,  0  =  0.  This 
then  gives  the  additional  equation 

Kol.-o  =  i9  .  (22) 

and  from  the  five  equations  (21)  and  (22)  the  five  constants 
A,  B,C,  00,  e  are  determined. 
Substituting  (22),  (18),  (19),  (20)  in  equations  (21)  gives 

2e 


A=i- 


B 


i  + 


sin  at 


2e„ 

2  r  —  rx 

r 


sin 


•i 


(23) 
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^o 


_  A*-*  -  —  sin  («.-  0O)  =  Be-"'  -  -^ 


&-+>  _  f»  _  ?  sin  («  -  0O).  (24) 


Substituting  (23)  in  (24)  gives 


-je"a'0sinal  -  sin  (at  -  0O)  >  =  i  \e~a$*  +  e""6*0   > 


and 
z 


\  •**-«■>  sin  a  +  sin  (a  -  0O)  I  -  i   \  «*<—*>_,-  w»  J 

+  2V^V,  I1 "  e"W°  |  +?  )eC(^"  * !'       (26) 

***d  eliminating  e  from  these  two  equations  gives 
ec(ir-«„)  gin  a  +  gin  («  —  0O) 
e~a9°  sin  at  -  sin  (at  -  0O) 

_  2J^-^j+tl^ji-^j+§je^)-ij 

(27) 

^Equation  (27)  determines  angle  0O,  and  by  successive  substitu- 
tion in  (26),  (23),  e,  A,  B,  C  are  found. 

Equation  (27)  is  transcendental,  and  therefore  has  to  be  solved 
^y  approximation,  which  however  is  very  rapid. 

As  first  approximation,  a  =  6  =  c  =  0;  a  =  at  =  90°  or  - 

and  substituting  these  values  in  (27)  gives 

e*  +  cos 0X  _2z  \      ~    A    +  ir) 
1  —  cos  0t       zx  2 
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and 

cos0.  =  - (28) 

:-:(<■- 0(«+s+i 

This  value  of  01  substituted  in  the  exponential  terms  of  equa- 
tion (27)  gives  a  simple  trigonometric  equation  in  0O,  from  which 
follows  the  second  approximation  02,  and,  by  interpolation,  the 
final  value, 

,.-*,+  £lZ*£  (29) 

23.  For  instance,  let  e0  =  950,  i  =  3.8,  the  constants  of  the 
circuit  being  Z,  =  10  -  185  j  and  Z  =  50  -  1000  j. 

Herefrom  follows 

a  =  0.054,  6  =  0.050,  and  c  -  0.050,  (1-*^ 

a,  =  86.9°  and  a  =  87.1°.  (13) 

From  equation  (28)  follows  as  first  approximation,  0,  =  47  S3»\ 
as  second  approximation,  02  =  44.2°. 
Hence,  by  (29), 

0  =  44.4°. 

Substituting  a  in  (26)  gives  e  =  2100, 
hence,  the  effective  value  of  transformer  secondary  voltage, 

2e 

—  =  2980  volts 

v'2 

and,  from  (23), 

A  =  -  18.94,  B  =  24.90,  C  =  24.20. 
Therefore,  the  equations  of  the  currents  are 
i0  =  24.90  €-°'<*°°-  21.10, 
i07=  24.20  £-0060'-  19.00  +  2.11  sin  (0  -  87.1°), 
i\  =  12.45 e-0060'  +  9.47  *-••«••-  10.58  + 11.35 sin  (0-86.9*^' 

and 
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$  effective  or  equivalent  alternating  secondary  current  of 
ansformer,  which  corresponds  to  the  primary  load  current, 
s,  primary  current  minus  exciting  current,  is 


i'  =  \  -  i2 


m  these  equations  are  calculated  the  numerical  values  of 
ed  current  i0,  i0',  of  anode  current  iv  and  of  alternating 
it  i',  and  plotted  as  curves  in  Fig.  65. 
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Pig.  65.    Current  waves  of  constant-current  mercury  arc  rectifier. 


As  illustrations  of  the  above  phenomena  are  shown  in 
►6  the  performance  curves  of  a  small  constant-current  rec- 
and  in  Figs.  07  to  76  oscillograms  of  this  rectifier, 
cresting  to  note  is  the  high  frequency  oscillation  at  the  ter- 
,ion  of  the  jump  of  the  potential  difference  cC  (Fig.  60) 
i  represents  the  transient  term  resulting  from  the  electro- 
capacity  of  the  transformer.  At  the  end  of  the  period  of 
ipof  thetwo  rectifying  arcs  one  of  the  anode  currents  reaches 
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Fig.  66.     Results  from  tests  made  on  a  constant-current  mercury  arc  rectifier. 


Fig.  67.    Supply  e.m.f.  to  constant-current  rectifier. 


Fig.  68.    Secondary  terminal  e.m.f.  of  transformer. 


Fig.  69.     E.m.f.  across  a.c.  reactive  coils. 


Fig.  70.    Alternating  e.m.f.  impressed  upon  rectifier  tube. 
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Fig.  71.     Unidirectional  e.m.f.  produced  between  rectifier  neutral  and 
transformer  neutral. 


Fig.  72.     E.m.f.  across  d.c.  reactive  coils. 


\ 


Fig.  73.     Rectified  e.m.f.  supplied  to  arc  circuit. 


Fig.  74.    Primary  supply  current. 


r\  r\  r\  r\ 


Fig.  75.    Current  in  rectifying  arcs. 


Fig.  76.     Rectilied  current  in  arc  circuit. 
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di 
zero  and  stops,  and  so  its  L  —  abruptly  changes;  that  is,  asud- 

den  change  of  voltage  takes  place  in  the  circuit  aACDc  or 
bBCDc.  Since  this  circuit  contains  distributed  capacity,  that 
of  the  transformer  coil  ACBC  respectively,  the  line,  etc.,  and 
inductance,  an  oscillation  results  of  a  frequency  depending  upon 
the  capacity  and  inductance,  usually  a  few  thousand  cycles  per 
second,  and  of  a  voltage  depending  upon  the  impressed  e.m.f.; 

di 
that  is,  the  L  —  of  the  circuit.    An  increase  of  inductance  L 
di 

di 
increases  the  angle  of  overlap  and  so  decreases  the  — ,  hence  does 

not  greatly  affect  the  amplitude,  but  decreases  the  frequency  of 

di 


this  oscillation. 


An  increase  of  ^  at  constant  L,  as  resulting 
dt 


from  a  decrease  of  the  angle  of  overlap  by  delayed  starting  o& 
the  arc,  caused  by  a  defective  rectifier,  however  increases  ih& 
amplitude  of  this  oscillation,  and  if  the  electrostatic  capacity  i^* 
high,  and  therefore  the  damping  out  of  the  oscillation  slow,  tt*^ 


Fig.  77.    E.m.f.  between  rectifier  anodes. 


oscillation  may  reach  considerable  values,  as  shown  in  oscillo^ 
gram,  Fig.  77,  of  the  potential  difference  ab.    In  such  cases,  if 
the  second  half  wave  of  the  oscillation  reaches  below  the  zero 
value  of  the  e.m.f.  wave  ab,  the  rectifying  arc  is  blown  out  and 
a  disruptive  discharge  may  result. 
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VI.  Equivalent  Sine  Waves. 

25.  The  curves  of  voltage  and  current,  in  the  mercury-arc 
rectifier  system,  as  calculated  in  the  preceding  from  the  con- 
stants of  the  circuit,  consist  of  successive  sections  of  exponential 
or  of  exponential  and  trigonometric  character. 

In  general,  such  wave  structures,  built  up  of  successive  sections 
of  different  character,  are  less  suited  for  further  calculation. 
For  most  purposes,  they  can  be  replaced  by  their  equivalent 
sine  waves,  that  is,  sine  waves  of  equal  effective  value  and  equal 
power. 

The  actual  current  and  e.m.f.  waves  of  the  arc  rectifier  thus 
may  be  replaced  by  their  equivalent  sine  waves,  for  general 
calculation,  except  when  investigating  the  phenomena  resulting 
from  the  discontinuity  in  the  change  of  current,  as  the  high 
frequency  oscillation  at  the  end  and  to  a  lesser  extent  at  the 
fceginning  of  the  period  of  overlap  of  the  rectifying  arcs,  and 
similar  phenomena. 

In  a  constant-current  mercury  arc  rectifier  system,  of  which 
tile  exact  equations  or  rather  groups  of  equations  of  currents 
and  of  e.m.fs.  were  given  in  the  preceding,  let  i0  =  the  mean 
^a.lue  of  direct  current;  e0  =  the  mean  value  of  direct  or  rectified 
voltage;  i  =  the  effective  value  of  equivalent  sine  wave  of 
secondary  current  of  transformer  feeding  the  rectifier;  e  =  the 
effective  value  of  equivalent  sine  wave  of  total  e.m.f.  generated 

lr*     the  transformer  secondary  coils,  hence,  -  =  the  effective 

ecluivalent  sine  wave  of  generated  e.m.f.  per  secondary  trans- 
former coil,  and  0O  =  the  angle  of  overlap  of  rectifying  arcs. 

The  secondary  generated  e.m.f.,  e,  is  then  represented  by  a 
Sl**e  wave  curve  I,  Fig.  78,  with  e  V2  as  maximum  value. 

Neglecting  the  impedance  voltage  of  the  secondary  circuit 

during  the  time  when  only  one  arc  exists  and  the  current  changes 

a*e  very  gradual,  the  terminal  voltage  between  the  rectifier 

abodes,  ev  is  given  by  curve  II,  Fig.  78,  with  e  V2  as  maximum 

v*iue.    This  curve  is  identical  with  e,  except  during  the  angle 

°f  overlap  0O,  when  et  is  zero.    Due  to  the  impedance  of  the 

Active  coils  in  the  anode  leads,  curve  II  differs  slightly  from  I, 

but  the  difference  is  so  small  that  it  can  be  neglected  in  deriving 
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the  equivalent  sine  wave,  and  this  impedance  considered  a 
wards  as  inserted  into  the  equivalent  sine-wave  circuit. 
The  rectified  voltage,  ev  is  then  given  by  curve  III,  Fig. 

e    r-       e 
with  a  maximum  value  of  -  v  2  =  —^-  and  zero  value  du 

2  v2 

the  angle  of  overlap  0O,  or  rather  a  value  =  ea,  the  e.m.f. 

sumed  by  the  rectifying  arc  (13  to  18  volts). 
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Fig.  78.     E.m.f.  and  current  curves  in  a  mercury  arc  rectifier  system. 

The  direct  voltage  e0,  when  neglecting  the  effective  resist* 
of  the  reactive  coils,  is  then  the  mean  value  of  the  recti 
voltage,  e2,  of  curve  III,  hence  is    . 


e    1   r 

y/2  xJ9o 


m\0d0 
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_  e  (1  +  cos  0O) 

Vfn        ; 


or.  p.  =  p. 


91  +cos0o 

If  e„  =  the  mercury  arc  voltage,  r0  =  the  effective  resistance  of 
^active  coils  and  i0  =  the  direct  current,  more  correctly  it  is 

The  effective  alternating  voltage  between  the  rectifier  anodes 
*s  the  Vmean  square  of  ev  curve  II,  hence  is 


ef  =e\/2\-  f  sin20de 

1  TZ  U  Oq 


6a  .  sin  2  0„ 


-ey/i_  2g0-sin2ff0 


*r»d  the  drop  of  voltage  in  the  reactive  coils  in  the  anode  leads, 
c*used  by  the  overlap  of  the  arcs,  thus  is 


(  2  TZ  ) 

26.  Let  i'  =  the  maximum  variation  of  direct  current  from 
mean  value  i0,  hence,  i2  =  i0  +  i'  =  the  maximum  value  of 
rectified  current,  and  therefore  also  the  maximum  value  of 
anode  current. 

The  anode  current  thus  has  a  maximum  value  i2,  and  each 
half  wave  has  a  duration  tz  +  00,  as  shown  by  curve  IV,  Fig.  78. 

The  direct  current,  i0,  is  then  given  by  the  superposition  or 
addition  of  the  two  anode  currents  shown  in  curves  V,  and  is 
given  in  curve  VI. 
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The  effective  value  of  the  equivalent  alternating  second** 
current  of  the  transformer  is  derived  by  the  subtraction  of  fcl 
two  anode  currents,  or  their  superposition  in  reverse  direction 
as  shown  by  curves  VII,  and  is  given  by  curve  VIII. 

Each  impulse  of  anode  current  covers  an  angle  n  +  00,  c 
somewhat  more  than  one  half  wave. 

Denoting,  however,  each  anode  wave  by  n,  that  is,  considerin 
each  anode  impulse  as  one  half  wave  (which  corresponds  to 

lower  frequency — ),   then,  referred  to  the  anode  impute 

as  half  wave,  the  angle  of  overlap  is 

The  direct  current,  ioy  is  the  mean  value  of  the  anode  currerr 
curves  V,  VI,  and,  assuming  the  latter  as  equivalent  sine  wave 
of  maximum  value  i2  =  i0  +  i',  the  direct  current,  i0,  is 


i0  =  t2— L-  f  smO'dff 
2», 


and 


or, 


n  -  0, 
.n-0. 


2 


2        2(n+0B)' 
and  the  pulsation  of  the  direct  current,  i'  =  it  —  i0,  is 


-<[ 


1 


2  (*  +  0o) 

The  effective  value  of  the  secondary  current,  as  equivalent 
sine  wave  in  one  transformer  coil,  is  the  Vroean  square  of  curves 
VII,  VIII,  or,  assuming  this  current  as  existing  in  both  trans- 
former secondary  coils  in  series  —  actually  it  alternates,  one  half 
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wave  in  one,  the  other  in  the  other  transformer  coil  —  is  half  this 
value,  or 

^  =  W_LJ  I*     sin20W+  f  [sin0''  +  sin(0'-01)]wj 
=  W_L_  j  r*m2  VW+  (  2  sin  fl7  sin  (0'  -  0X)  d0'  j 

or,  substituting 


*»-*•- 2 


=  ^V(*  -^)  \*}  +0lu*0l  -sinflJ 


=2^fn1-")(1+irC08','-;8"1#'); 

°r>  substituting 


d.  =  -*•■ 


« +  *. 


JL=y]l-JS-  +  2°*-,Ml*—l 


Ojc 
-sin- 


2  2\/2  x  +  00      (*  +  0o)*       n  +  00      n+0a       z  +  d0 

^*Aere  — —  =  ratio  of  effective  value  to  mean  value  of  sine  wave. 
2V2 

.  37.  An  approximate  representation  by  equivalent  sine  waves, 
l*  e0  =  the  mean  value  of  direct  terminal  voltage,  t0  =  the  mean 
value  of  direct  current,  is  therefore  as  follows: 

The  secondary  generated  e.m.f.  of  the  transformer  is 

c  =  (e,  +  ea  +  r0i0) 


1  +  cos  0    ' 


section  m 

TRANSIENTS  IN   SPACE 


section  m 

TRANSIENTS  IN  SPACE 


TRANSIENTS   IN   SPACE 


CHAPTER  I. 

INTRODUCTION. 

1.  The  preceding  sections  deal  with  transient  phenomena  in 
e,  that  is,  phenomena  occurring  during  the  time  when  a 
nge  or  transition  takes  place  between  one  condition  of  a  cir- 
,  and  another.  The  time,  t,  then  is  the  independent  variable, 
trie  quantities  as  current,  e.m.f.,  etc.,  the  dependent  variables, 
imilar  transient  phenomena  also  occur  in  space,  that  is,  with 
te,  distance,  length,  etc.,  as  independent  variable.  Such 
isient  phenomena  then  connect  the  conditions  of  the  electric 
ntities  at  one  point  in  space  with  the  electric  quantities  at 
ther  point  in  space,  as,  for  instance,  current  and  potential 
erence  at  the  generator  end  of  a  transmission  line  with  those 
he  receiving  end  of  the  line,  or  current  density  at  the  surface 
st  solid  conductor  carrying  alternating  current,  as  the  rail 
urn  of  a  single-phase  railway,  with  the  current  density  at  the 
ter  or  in  general  inside  of  the  conductor,  or  the  distribution 
ilternating  magnetism  inside  of  a  solid  iron,  as  a  lamina  of  an 
troating-current  transformer,  etc.  In  such  transient  phenom- 
.  in  space,  the  electric  quantities,  which  appear  as  functions 
(pace  or  distance,  are  not  the  instantaneous  values,  as  in  the 
ceding  chapters,  but  are  alternating  currents,  e.m.fs.,  etc., 
iracterized  by  intensity  and  phase,  that  is,  they  are  periodic 
actions  of  time,  and  the  analytical  method  of  dealing  with 
h  phenomena  therefore  introduces  two  independent  variables, 
ie  t  and  distance  I,  that  is,  the  electric  quantities  are  periodic 
ictions  of  time  and  transient  functions  of  space. 
Hie  introduction  of  the  complex  quantities,  as  representing  the 
ernating  wave  by  a  constant  algebraic  number,  eliminates 
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the  time  t  as  variable,  so  that,  in  the  denotation  by  com 
quantities,  the  transient  phenomena  in  space  are  function 
one  independent  variable  only,  distance  Z,  and  thus  lead  to 
same  equations  as  the  previously  discussed  phenomena,  i 
the  difference,  however,  that  here,  in  dealing  with  space  phen 
ena,  the  dependent  variables,  current,  e.m.f.,  etc.,  are  com 
quantities,  while  in  the  previous  discussion  they  appeara 
instantaneous  values,  that  is,  real  quantities. 

Otherwise  the  method  of  treatment  and  the  general  forn 
the  equations  are  the  same  as  with  transient  functions  of  tin* 

2.  Some  of  the  cases  in  which  transient  phenomena  in  sj 
are  of  importance  in  electrical  engineering  are: 

(a)  Circuits  containing  distributed  capacity  and  self-inc 
tance,  as  long-distance  energy  transmission  lines,  long-diste 
telephone  circuits,  multiple  spark-gaps,  as  used  in  some  fo 
of  high  potential  lightning  arresters  (multi-gap  arrester),  etc 

(b)  The  distribution  of  alternating  current  in  solid  conduci 
and  the  increase  of  effective  resistance  and  decrease  of  effecl 
inductance  resulting  therefrom. 

(c)  The  distribution  of  alternating  magnetic  flux  in  solid  ii 
or  the  screening  effect  of  eddy  currents  produced  in  the  iron,  i 
the  apparent  decrease  of  permeability  and  increase  of  poi 
consumption  resulting  therefrom. 

(d)  The  distribution  of  the  electric  field  of  a  conduc 
through  space,  resulting  from  the  finite  velocity  of  propagat 
of  the  electric  field,  and  the  variation  of  self-inductance  s 
mutual  inductance  and  of  capacity  of  a  conductor  withe 
return,  as  function  of  the  frequency,  in  its  effect  on  wirel 
telegraphy. 

(e)  Conductors  conveying  very  high  frequency  currents, 
lightning  discharges. 


CHAPTER  H. 

LONG-DISTANCE  TRANSMISSION  UNB. 

1  If  an  electric  impulse  is  sent  into  a  conductor,  as  a  trans- 
mission fine,  this  impulse  travels  along  the  line  at  the  velocity 
of  fight  (approximately),  or  1S8,000  miles  per  second.  If  the 
line  is  open  at  the  other  end,  the  impulse  there  is  reflected  and 
returns  at  the  same  velocity.  If  now  at  the  moment  when  the 
impulse  arrives  at  the  starting  point  a  second  impulse*  of 
opposite  direction,  is  sent  into  the  line,  the  return  of  the  firet 
impulse  adds  itself,  and  so  increases  the  second  impulse:  the 
return  of  this  increased  second  impulse  adds  itself  to  the  thin! 
impulse,  and  so  on;  that  is,  if  alternating  impulses  succeed  each 
other  at  intervals  equal  to  the  time  required  by  an  impulse  to 
tiavel  over  the  line  and  back,  the  effects  of  successive  impulses 
add  themselves,  and  large  currents  and  high  e.m.fs.  may  be 
produced  by  small  impulses,  that  is,  low  impressed  alternating 
e.m.fs.,  or  inversely,  when  once  started,  even  with  zero  impressed 
e.m.f.,  such  alternating  currents  traverse  the  lines  for  some  time, 
gradually  decreasing  in  intensity  by  the  energy  consumption  in 
the  conductor,  and  so  fading  out. 

The  condition  of  this  phenomenon  of  electrical  resonance 
thus  is  that  alternating  impulses  occur  at  time  intervals  equal 
to  the  time  required  for  the  impulse  to  travel  the  length  of  the 
line  and  back;  that  is,  the  time  of  one  half  wave  .of  impressed 
e.m.f.  is  the  time  required  by  light  to  travel  twice  the  length  of 
the  line,  or  the  time  of  one  complete  period  is  the  time  light 
Squires  to  travel  four  times  the  length  of  the  line;  in  other 
*ords,  the  number  of  periods,  or  frequency  of  the  impressed 
alternating  e.m.fs.,  in  resonance  condition,  is  the  velocity  of 
light  divided  by  four  times  the  length  of  the  line;  or,  in  free 
oscillation  or  resonance  condition,  the  length  of  the  line,  is  one 
quarter  wave  length. 
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If  then  I  =  length  of  line,  S  =  speed  of  light,  the  frequency  of 
oscillations  or  natural  period  of  the  line  is 

t'-rt  cl) 

or,  with  I  given  in  miles,  hence  S  =  188,000  miles  per  second,  i*fc IS 

r       47'000         i  S<2) 

/0  =  — t—    cycles.  C*> 

To  get  a  resonance  frequency  as  low  as  commercial  frequenci^6, 
as  25  or  60  cycles,  would  require  I  =  1880  miles  for  f0  =  ^5 
cycles,  and  I  =  783  miles  for  f0  «  60  cycles. 

It  follows  herefrom  that  many  existing  transmission  lines  m~& 
such  small  fractions  of  a  quarter-wave  length  of  the  impress*^* 
frequency  that  the  change  of  voltage  and  current  along  the  fi:^e 
can  be  assumed  as  linear,  or  at  least  as  parabolic;  that  is,  the  Kjye 
capacity  can  be  represented  by  a  condenser  in  the  middle  of  t^Je 
line,  or  by  condensers  in  the  middle  and  at  the  two  ends  of  t^^16 
line,  the  former  of  four  times  the  capacity  of  either  of  the  tw^^° 
latter  (the  first  approximation  giving  linear,  the  second  a  par — *" 
bolic  distribution). 

For  further  investigation  of  these  approximations  see  "Theo:^*}' 
and  Calculation  of  Alternating-Current  Phenomena,"  4th  edition  J» 
pages  225  to  233. 

If,  however,  the  wave  of  impressed  e.m.f.  contains  appreciab^J* 
higher  harmonics,  some  of  the  latter  may  approach  resonan  *=# 
frequency  and  thus  cause  trouble.     For  instance,  with  a  line  ^ 
150  miles  length,  the  resonance  frequency  is  f0  =  313  cycles  p*^ 
second,  or  between  the  5th  harmonic  and  the  7th  harmonic,  3O0 
and  420  cycles  of  a  60-cycle  system;  fairly  close  to  the  5th  har- 
monic. 

The  study  of  such  a  circuit  of  distributed  capacity  thus 
becomes  of  importance  with  reference  to  the  investigation  ol 
the  effects  of  higher  harmonics  of  the  generator  wave. 

In  long-distance  telephony  the  important  frequencies  ot 
speech  probably  range  from  100  to  2000  cycles.    For  these  foe- 

quencies  the  wave  length  varies  from  -=■  =  1880  miles  down  to 

94  miles,  and  a  telephone  line  of  1000  miles  length  would  thus 
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contain  from  about  one-half  to  11  complete  waves  of  the  im- 
pressed frequency.  For  long-distance  telephony  the  phenomena 
occurring  in  the  fine  thus  can  be  investigated  only  by  consider- 
ing the  complete  equation  of  distributed  capacity  and  inductance 
as  so-called  "wave  transmission"  ami  the  phenomena  thus 
essentially  differ  from  those  in  a  short  energy  transmission  line* 

4.  Therefore  in  very  long  circuits,  as  in  lines  conveying  alter- 
nating currents  of  high  value  at  high  potential  over  extremely 
long  distance?,  by  overhead  conductors  or  underground  cables, 
or  with  very  feeble  currents  at  extremely  high  frequency,  such 
as  telephone  currents,  the  consideration  of  the  line  resistance* 
which  consumes  e.m.fs.  in  phase  with  the  current,  and  of  the 
line  reactance,  which  consumes  e.m.fs.  in  quadrature  with  the 
current,  is  not  sufficient  for  the  explanation  of  the  phenomena 
taking  {dace  in  the  line,  but  several  other  factors  have  to  be  taken 
into  account. 

In  long  fines,  especially  at  high  potentials,  the  electrostatic 
capacity  of  the  line  is  sufficient  to  consume  noticeable  currents. 
The  charging  current  of  the  line  condenser  is  provisional  to  the 
difference  of  potential  and  is  one-fourth  period  ahead  of  the 
ejn.f.  Hence,  it  either  increases  or  decreases  the  main  current, 
according  to  the  relative  phase  of  the  main  current  and  the  e.m.f. 

As  a  consequence  the  current  changes  in  intensity,  as  well  as 
in  phase,  in  the  line  from  point  to  point;  and  the  e.m.fs.  con- 
sumed by  the  resistance  and  inductance,  therefore,  also  change 
in  phase  and  intensity  from  point  to  point,  being  dej>endent 
upon  the  current. 

Snce  no  insulator  has  an  infinite  resistance,  and  since  at  high 
potentials  not  only  leakage  but  even  direct  escajw  of  electricity 
into  the  air  takes  place  by  "  brush  discharge,"  we  have  to  rec- 
ognixe  the  existence  of  a  current  approximately  promotional 
and  in  phase  with  the  e.m.f.  of  the  line.  This  current  represents 
consumption  of  power,  and  is  therefore  analogous  to  the  e.m.f. 
consumed  by  resistance,  while  the  condenser  current  and  the 
e-m.f.  of  inductance  are  wattless  or  reactive. 

Furthermore,  the  alternating  current  passing  over  the  line  pro- 
duces in  all  neighboring  conductors  secondary  current**,  which 
react  upon  the  primary  current  and  thereby  introduce  e.m.fs. 
of  mutual  inductance  into  the  primary  circuit.  Mutual  induc- 
tance is  neither  in  phase  nor  in  quadrature  with  the  current, 
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and  can  therefore  be  resolved  into  a  power  component  of  mutual  I 
inductance  in  phase  with  the  current,  which  acts  as  an  increase   * 
of  resistance,  and  into  a  reactive  component  in  quadrature  with 
the  current,  which  decreases  the  self-inductance. 

This  mutual  inductance  is  not  always  negligible,  as,  for 
instance,  its  disturbing  influence  in  telephone  circuits  shows. 

The  alternating  potential  of  the  line  induces,  by  electrostatic 
influence,  electric  charges  in  neighboring  conductors  outside  of 
the  circuit,  which  retain  corresponding  opposite  charges  on  the 
line  wires.  This  electrostatic  influence  requires  the  expenditure 
of  a  current  proportional  to  the  e.m.f.  and  consisting  of  a 
power  component  in  phase  with  the  e.m.f.  and  a  reactive  com- 
ponent in  quadrature  thereto. 

The  alternating  electromagnetic  field  of  force  set  up  by  the 
line  current  produces  in  some  materials  a  loss  of  power  by  mag- 
netic hysteresis,  or  an  expenditure  of  e.m.f.  in  phase  with  the  cur- 
rent, which  acts  as  an  increase  of  resistance.  This  electro- 
magnetic hysteresis  loss  may  take  place  in  the  conductor  proper 
if  iron  wires  are  used,  and  may  then  be  very  serious  at  high  fre- 
quencies such  as  those  of  telephone  currents. 

The  effect  of  eddy  currents  has  already  been  referred  to  under 
"  mutual  inductance,"  of  which  it  is  a  power  component. 

The  alternating  electrostatic  field  of  force  expends  power  in 
dielectrics  by  what  is  called  dielectric  hysteresis.  In  concentric 
cables,  where  the  electrostatic  gradient  in  the  dielectric  is  com- 
paratively large,  the  dielectric  hysteresis  may  at  high  potentials 
coasume  considerable  amounts  of  power.  The  dielectric  hystere- 
sis appears  in  the  circuit  as  consumption  of  a  current  whose 
component  in  phase  with  the  e.m.f.  is  the  dielectric  power  current, 
which  may  be  considered  as  the  power  component  of  the  charging 
current. 

Besides  this  there  is  the  apparent  increase  of  ohmic  resistance 
due  to  unequal  distribution  of  current,  which,  however,  is  usually 
not  large  enough  to  be  noticeable  at  low  frequencies. 

Also,  especially  at  very  high  frequency,  energy  is  radiated  into 
space,  due  to  the  finite  velocity  of  the  electric  field,  and  can  be 
represented  by  power  components  of  current  and  of  voltage 
respectively. 

6.  This  gives,  as  the  most  general  case  and  per  unit  length 
of  line, 
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E.m.fs.  consumed  in  phase  with  the  current,  I,  and  =  rl,  repre- 
senting consumption  of  power,  and  due  to  resistance,  and  its 
apparent  increase  by  unequal  current  distribution;  to  the  power 
component  of  mutual  inductance:  to  secondary  currents;  to  the 
power  component  of  self -inductance:  to  electromagnetic  hysteresis; 
and  to  electromagnetic  radiation. 

E.m.fs.  consumed  in  quadrature  with  the  current,  I,  and  =  xl, 
reactive,  and  due  to  self-inductance  and  mutual  inductance. 

Currents  consumed  in  phase  with  the  e.m.f,  E,  and  =  gE, 
representing  consumption  of  power,  and  due  to  leakage  through 
the  insulating  material,  including  brush  discharge;  to  the  power 
component  of  electrostatic  influence;  to  the  power  component  of 
capacity,  or  dielectric  hysteresis,  and  to  electrostatic  radiation. 

Currents  consumed  in  quadrature  with  the  e.m.f,  E,  and  =  bE, 
being  reactive,  and  due  to  capacity  and  electrostatic  influence. 

Hence  we  get  four  constants  per  unit  length  of  line,  namely: 
Effective  resistance,  r;  effective  reactance,  z;  effective  conduc- 
tance, g,  and  effective  susceptance,  b  =  -  bc  (bc  being  the 
absolute  value  of  susceptance).  These  constants  represent  the 
coefficients  per  unit  length  of  line  of  the  following:  e.m.f. 
consumed  in  phase  with  the  current;  e.m.f.  consumed  in  quadra- 
ture with  the  current;  current  consumed  in  phase  with  the  e.m.f., 
and  current  consumed  in  quadrature  with  the  e.m.f. 

6.  This  line  we  may  assume  now  as  supplying  energy  to  a 
receiver  circuit  of  any  description,  and  determine  the  current  and 
e.m.f.  at  any  point  of  the  circuit. 

That  is,  an  e.m.f.  and  current  (differing  in  phase  by  any 
desired  angle)  may  be  given  at  the  terminals  of  the  receiving 
circuit.  To  be  determined  are  the  e.m.f.  and  current  at  any 
point  of  the  line,  for  instance,  at  the  generator  terminals;  or 
the  impedance,  Zx  =  rt  -  jxv  or  admittance,  Yt  =  gt  +  jbv 
of  the  receiver  circuit,  and  e.m.f.,  EQ,  at  generator  terminals  are 
given;  the  current  and  e.m.f.  at  any  point  of  circuit  to  be  deter- 
mined, etc. 

7.  Counting  now  the  distance,  I,  from  a  point  0  of  the  line 
which  has  the  e.mX 

and  the  current 

Iml-h  +jh', 
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and  counting  I  positive  in  the  direction  of  rising  power  and 
negative  in  the  direction  of  decreasing  power,  at  any  point  /,  in 
the  line  differential  dl  the  leakage  current  is 

Egdl 

and  the  capacity  current  is 

-  jEb  dl; 

hence,  the  total  current  consumed  by  the  line  differential  dl 
dl  =  E(g  -  jb)  dl 
=  EYdl, 


or 


$-** 


(i) 


In  the  line  differential  dl  the  e.m.f.  consumed  by  resistano^  is 

the  e.m.f.  consumed  by  inductance  is 

-  jlx  dl; 
hence,  the  total  e.m.f.  consumed  by  the  line  differential  dl  is 

dE  =  /  (r  -  jx)  dl 
=  IZdl, 

(2) 


or 


dE-zi 


These  fundamental  differential  equations  (1)  and  (2)  are  sym- 
metrical with  respect  to  /  and  E. 
Differentiating  these  equations  (1)  and  (2)  gives 


and 


dU  dE 
dP"  dl 
<PE  dl 
dF=ZdT' 


(3) 
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and  substituting  (1)  and  (2)  in  (3)  gives-  the  differential  equa- 
tions of  E  and  I,  thus: 

and  '&--YZ'-  <6> 

These  differential  equations  are  identical,  and  consequently  I  and 
E  are  functions  differing  by  their  integration  constants  or  by  their 
lim-iting  conditions  only. 

These  equations  are  of  the  form 

and  are  integrated  by 

U  =  Ae™, 

where  e  is  the  basis  of  the  natural  logarithms,  =  2.718283. 
Choosing  equation  (5),  which  is  integrated  by 

/  =  Ae"  (6) 

and  differentiating  (6)  twice  gives 

and  substituting  (6)  in  (5),  the  factor  Aevl  cancels,  and  we  have 

V2  =  ZY, 

or 

V  =  VZY,  (7) 

^nce,  the  general  integral, 

/  =  Af  +  vi  _  Af-n.  (8) 

By  equation  (1), 

f    ldi 

*nA  substituting  herein  equation  (8)  gives 

^  =  ^4^  +  4^-"  j,  (9) 


} 
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or,  substituting  (7),     • 


dO 


The  integration  constants  At  and  A3  in  (8),  (9),  (10),  ir 
general,  are  complex  quantities.  The  coefficient  of  the  exponent  ^ 
V,  as  square  root  of  the  product  of  two  complex  quantities,  akz^ 
is  a  complex  quantity,  therefore  may  be  written 


V  =  a  -  j0, 
and  substituting  for  V,  Z  and  Y  gives 

(«  -  m2  -  (r  -  j'x)  (S  -  jb), 


(n: 


or 


(a2  -  /?)  -  2 /a/?  =  (r#  -  a*)  -  j  (rb  +  gx), 
and  this  resolves  into  the  two  separate  equations 
a2  —  (?  =  rg  —  xb 


2  aft  =  rh  +  grx. 


I 


(12) 


since,  when  two  complex  quantities  are  equal,  their  real  terms  as 
well  as  their  imaginary  terms  must  be  equal. 
Equations  (12)  sauared  and  added  give 

(a2  +  pY  =  (rg  -  xb)*  +  (rb  +  xgf 
=  (r*  +  x3)  (j|»  +  V) 

=  *Y; 

hence, 

a*  +  fP  -  *t/,  (13) 


and  from  (12)  and  (13), 

a  =  \^(*2/  +  rgf  -  xb) 
and 


and 


0  -  V\(zy  -rg  +  xb).  I 
Equations  (8)  and  (10)  now  assume  the  form 


(14) 


£ 


-<«-iW 


!■ 


(15) 
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Substituting  for  the  exponential  function  with  an  imaginary 
cponent  the  trigonometric  expression 

«*'"  =  cos  pi  ±  ]  sin  pi,  (16) 

quations  (15)  assume  the  form 


\  =  Ajs+^ico&pi  -  j  sin  pi)  -  Af—*(coapl  +  j  sin  pi) 
md      __ 

E^y^jA^+^cos/JJ-js^ 


(17) 


where  Ax  and  A2  are  the  constants  of  integration. 

The  distribution  of  current  /  and  voltage  E  along  the  circuit, 
therefore,  is  represented  by  the  sum  of  two  products  of  expo- 
nential and  trigonometric  functions  of  the  distance  L  Of  these 
terms,  the  one,  with  factor  Ae+al,  increases  with  increasing  dis- 
tance I,  that  is,  increases  towards  the  generator,  while  the  other, 
^ith  factor  4ae~a'»  decreases  towards  the  generator  and  thus 
l&creases  with  increasing  distance  from  the  generator.  The 
phase  angle  of  the  former  decreases,  that  of  the  latter  increases 
towards  the  generator,  and  the  first  term  thus  can  be  called  the 
toain  wave,  the  second  term  the  reflected  wave. 

At  the  point  I  =  0,  by  equations  (17)  we  have 

io  "^  At  "~  Av 


ind  the  ratio 


^v/f^+^l' 


—-  =  m  (cos  t  +  j  sin  r), 


vhere  t  may  be  called  the  angle  of  reflection,  and  m  the  ratio  of 
implitudes  of  reflected  and  main  wave  at  the  reflection  point. 

8.  The  general  integral  equations  of  current  and  voltage  dis- 
tribution (17)  can  be  written  in  numerous  different  forms. 

Substituting  -  A2  instead  of  +  Av  the  sign  between  the 
,erms  reverses,  and  the  current  appears  as  the  sum,  the  voltage 
ts  difference  of  main  and  reflected  wave. 
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Rearranging  (17)  gives 

/  -  (A^  -  A#-*)  cospl  -  j  (Ale+tU+  Af—1)  sin/?Z 
and 


Substituting  (7)  gives 


▼    V  T/         V 


1  Y      V      Y 

and  substituting 

and 

v-*> 

or 

and 

Y  ~  -l 

4-r 

Y           •'  2' 

(19 


changes  equations  (17)  to  the  forms, 

/  =  V  j  Bte  +at  (cos  pi  -  j  sin  #)  -  Bjs  ~  *  (cos  pi  +j  sin  #)  J 

and 

E  =  Z  j  Bte  +,/(cos  /H  -/  sin  pi)  +Bte  ~  ■'  (cos  £/  +j  sin  #) ,  j 


(20) 


or 


/  =  Y  \  C,e  +*'  (cos  pi  -  j  sin  /H)  -  C3s  — '  (cos  /H  +  j  sin  #)  j 

and 

£  =  7  jcte+,J(cos^-ysin/?0+C2e""'(cosi9Z+/sin^)  / 


(21 
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Substituting  in  (17) 


4, 


VY  vy 


ves 


.nd 


(22) 


vT  JD^+^CcoBiM-jaini^-D^^tcoBiM+jainiSoi 

E=VZ  JD^+^^os/JZ-ysin^+^-^^/JZ+ysin^)  j 

Reversing  the  sign  of  Z,  that  is,  counting  the  distance  in  the 
apposite  direction,  or  positive  for  decreasing  power,  from  the 
generator  towards  the  receiving  circuit,  and  not,  as  in  equations 
(17)  to  (22),  from  the  receiving  circuit  towards  the  generator, 
exchanges  the  position  of  the  two  terms;  that  is,  the  first  term, 
or  the  main  wave,  decreases  with  increasing  distance,  and  lags; 
the  second  term,  or  the  reflected  wave,  increases  with  the  dis- 
tance, and  leads. 

Equations  (17)  thus  assume  the  form 
/  =  A1f-,(coB#  + jsiniM)  -  Af*"*  (a*  fil  -  j  tin  fit) 

^aVy{4ifi"^(^^  +  J^i90+4/+^(cos^-/sini90j, 

*ad  correspondingly  equations  (18)  to  (22)  modify. 

9.  The  two  integration  constants  contained  in  equations  (17) 
to  (23)  require  two  conditions  for  their  determination,  such  as 
current  and  voltage  at  one  point  of  the  circuit,  as  at  the  generator 
or  at  the  receiving  end;  or  current  at  one  point,  voltage  at  the 
other;  or  voltage  at  one  point,  as  at  the  generator,  and  ratio  of 
voltage  and  current  at  the  other  end,  as  the  impedance  of  the 
receiving  circuit. 

Let  the  current  and  voltage  (in  intensity  as  well  as  phase,  that 
is,  as  complex  quantities)  be  given  at  one  point  of  the  circuit, 
stnd  counting  the  distance  I  from  this  point,  the  terminal  con- 
ditions are 

J  =  0, 
/  =  /    =i   +tf/  (24) 

ind  E  =  E,  =  e0  +  ;e0'- 
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Substituting  (24)  in  (17)  gives 

/.  -  4,  -  4, 

*.  =  y/f  (4,  +  4,); 


and 


hence, 


and 


+ 


and 


(£& 


$\ 


and  substituted  in  (17)  gives 

(/0-  E0  ¥?)*-*{** fil  +  jsmpl)  | 

^  j(&  +  /.V§)«+-1  (cos/?/  -  /sin #) 

+  (&  ~  (tV^|)«"rf  (cos#  +  ysin/?Z)  j. 


If  then  /0  and  #0are  the  current  and  voltage  respectively  &*> 
the  receiving  end  or  load  end  of  a  circuit  of  length  l0,  equation^ 
(25)  represent  current  and  voltage  at  any  point  of  the  circuit, 
from  the  receiving  end  Z  =  0  to  the  generator  end  I  =  l0. 

If  /0  and  E0  are  the  current  and  voltage  at  the  generator 
terminals,  since  in  equations  (17)  I  is  counted  towards  rising 
power,  in  the  present  case  the  receiving  end  of  the  line  is  repre- 
sented by  I  =  -  Z0;  that  is,  the  negative  values  of  I  represent 
the  distance  from  the  generator  end,  along  the  line.  In  this 
case  it  is  more  convenient  to  reverse  the  sign  of  I,  that  is,  use 
equations  (22)  and  the  distribution  of  current  and  voltage  at 
distance  I  from  the  generator  terminals.    /,  E  are  then  given  by 


(26) 
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-  \  j(/.+  £,vf  )*-"(<**/»  +  ;sin/M) 

=  ^  j(ff.+  /.V/I).""^^  +  /sin/B) 
+(£0-/0Vf)e+*(cos/H-/sin/H)j. 

.  Assume  that  the  character  of  the  load,  that  is,  the  impe- 

e,  j-1  =Zl=r1-;x1,  or  admittance,—1  =Ft=  —  =  ft+ft, 

e  receiving  circuit  and  the  voltage  E0  at  the  generator  end 
e  circuit  be  given. 

t  l0  =  length  of  circuit,  and  counting  distance  I  from  the 
rator  end,  for  I  =  0  we  have 

e  -  #,; 

substituted  in  equation  (23)  gives 


(27) 


3wever,  for  i  =  lw 


I        " 


tituting  (23)  herein  gives 

JZ  Alt-+ {&*  fl.+  i*nflJ  +  Af++(c(*fl%-  j  tan  ft,)  , 

V  7^.-*  («»#,+  /  sin  ft) -4^+*  («*#,-/ an  fly  ' 

e,  substituting  (19)  and  expanding, 

Alg-,°(co8ffl0  +  ;sinffl0)       VZt+Z 
Aj  +  *  (cos/?/0  -  j  sin  fl9)      VZt  -  Z' 
V7  —  7 

4i  =  4l  vz~trie~'*(i™  2  &•  +  i sln  2  #•>' 
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and  denoting  the  complex  factor  by 

V7    —  7 
C  -  yz'  +  z«— l'(coB2ff.  +  jsin/H0),  (28) 

which  may  be  called  the  reflection  constant,  we  have 
and  by  (27), 


(29) 


hence,  substituted  in  (22), 


l  +  C 
and 


V ^  j e"1  (cos pl+j sin 01)  -  Ce+,/(cos  /M-j  sin  #) 

£  =  — ^  j «— '  (cosjft  +  /  sin  0/)  +  Ce+«  (cos  /»  -  j  sin  #) 

(30) 

11.  As  an  example,  consider  the  problem  of  delivering,  in  a 
three-phase  system,  200  amperes  per  phase,  at  90  per  cent  power 
factor  lag  at  60,000  volts  per  phase  (or  between  line  and  neutral) 
and  60  cycles,  at  the  end  of  a  transmission  line  200  miles  in 
length,  consisting  of  two  separate  circuits  in  multiple,  each 
consisting  of  number  00  B.  and  S.  wire  with  6  feet  distance 
between  the  conductors. 

Number  00  B.  and  S.  wire  has  a  resistance  of  0.42  ohms  per 
mile,  and  at  6  feet  distance  from  the  return  conductor  an 
inductance  of  2.4  mh.  and  capacity  of  0.015  mf.  per  mile. 

The  two  circuits  in  multiple  give,  at  60  cycles,  the  following 
line  constants  per  mile:  r  =  0.21  ohm,  L  =  1.2  X  10""*  henry* 
and  C  =  0.03  X  10" •  farad;  hence, 

x  =  2  nfL  =  0.45, 

Z  =  0.21  -0.45j, 

z   =  0.50, 
and,  neglecting  the  conductance  (g  =  0), 


b 

=  2?r/C  =  nxio- 

e 

Y 

y 

=  -  n  x  io~' j, 
=  11  x  io-', 
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a  =  0.524  X  10"  », 
p  =  2.285  X  10-', 
V  =  (0.524  -  2.285/)  10"', 

!  =  ^=(4.53-0.9/)10-s 


Ji.Y.. 

1    V  v 


I  y-  =  -  =  (0^08  +  0.047  j)  10+8. 

Counting  the  distance  Z  from  the  receiving  end,  and  choosing 
3  receiving  voltage  as  zero  vector,  we  have 

i-0, 
E  =  E,  =  e0  =  60,000  volts, 

d  the  current  of  200  amperes  at  90  per  cent  power  factor, 
/  =  /.-».  +  **'.' -180 +  87/, 

id  substituting  these  values  in  equations  (25)  gives 

=  (226  +  14.4  j)  «+ai  (cos/?*-/  sin  pi)-  (46  -72.6  /)«—'» 

(cos  /M  +  /  sin  #),  in  amperes, 
id 

=  (46.7+ 13.3  j)e+mi(cospl-)sinpl)  +  (13.3-13.3  /)e-i 
(cos  /#  +  j  sin  /?/),  in  kilo  volts, 

tere  a  and  /?  are  given  by  above  equations  (31). 

Prom  equations  (32)  the  following  results  are  obtained. 


(32) 


oeiving  end  of  line, 

J  =0 

-  180  +  87/ 

i  =  200  amp. 

tan  0,  -  0.483            0,  -  26° 

?-    60  X  101 

e  =  60,000  volts 

0t-   a 
power  factor,    0.90  lag 

Idle  of  line, 

I  -  100 

-177+  18/ 

t  =  178  amp. 

tan  ^-  +  0.102     0,  -      6° 

r-  (66.2-  6.9/)  W 

e  =  66,400  volts 

tan  0,  «-  0.104    0,  -  -  6° 

ex  -  0,  -  0  -    120 

power  factor,  cos  0  —  0.979  lag. 

^fcifctor  end  of  line, 

/  -200 

-  165.7-56/ 

%  =  175  amp. 

tan  0,-- 0.338     0,  -  -19° 

?*(60-  15/)  101 

e  =  70,700  volts 

tan  0,  -  -  0.218     0,  -  - 12° 

0,-0,-0  -  -  7° 

power  factor,  cos  0  —  0.993  lead. 


294  TRANSIENT  PHENOMENA 

As  seen,  the  current  decreases  from  the  receiving  end  to  the 
middle  of  the  line,  but  from  there  to  the  generator  remains  prac- 
tically constant.  The  voltage  increases  more  in  the  receiving 
half  of  the  line  than  in  the  generator  half.  The  power-factor  is 
practically  unity  from  the  middle  of  the  line  to  the  generator. 

12.  It  is  interesting  to  compare  with  above  values  the  values 
derived  by  neglecting  the  distributed  character  of  resistance, 
inductance,  and  capacity. 

From  above  constants  per  mile  it  follows,  for  the  total  line  of 
200  miles  length,  r0  =  42  ohms,  x0  =  90  ohms,  and  b0  =  2.2 
X  10" s  mho;  hence, 

Z0  =  42  -90/ 
and  Y0  =  -2.2/10-3. 

(1)  Neglecting  the  line  capacity  altogether,  with  70and  S0at 
the  receiver  terminals,  at  the  generator  terminals  we  have 


and 


hence, 

/,  -  180  +  87/  t,  -  200  amp.  tan  0X  -      0.483   9X  -+  26° 

Ex  =  (75.4  -  12.6/)  10s       et  -  76,400  volts        tan  02  -  -  0.167    fl,--J° 

0l  -  et  -rr^TS0 

power  factor,  cob  6  «  0.83  lag. 

These  values  are  extremely  inaccurate,  voltage  and  current 
at  generator  too  high  and  power  factor  too  low. 

(2)  Representing  the  line  capacity  by  a  condenser  at  the 
generator  end,  that  is,  adding  the  condenser  current  at  the 
generator  end, 

and 

hence, 

/,  -  152  -  89/  ix  -  176  amp.  tan  0X  --  0.585    0,  -  -30° 

£,=  (75.4  -  12.6  /HO3     et  -  76,400  volts  tan  0t  -  -0.167    0,  -  -Jg 

*,-*,-  r^2T° 

power  factor,  cos  0   —  0.93  lead. 
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As  seen,  the  current  is  approximately  correct,  but  the  voltage 
is  far  too  high  and  the  power  factor  is  still  low,  but  now  leading. 

(3)  Representing  the  line  capacity  by  a  condenser  at  the 
receiving  end,  that  is,  adding  the  condenser  current  at  the  load, 


/*   -I.+  YJB. 

and 

EX  =  E,  +  ZJA) 

hence, 

I,  -  180  -  45; 

ij-lSeamp.               tan0,--.25O    0,--14° 

^-(63.5-  18.1/)  101 

e,«  66,000 volts         tan  0,=-. 285    0, 16° 

ex  -  et  -  0  -  +  2° 

power  factor,  cos  0  —    1.00 

In  this  case  the  voltage  ex  is  altogether  too  low,  the  current 
somewhat  high,  but  the  power  factor  fairly  correct. 

(4)  Taking  the  average  of  the  values  of  (2)  and  of  (3)  gives 

iv  «  166  -  67/  t\  -  179  amp.  tan  0,  -  -  0.403    0,  -  -  22° 

Ex  =  (69.4  -  15.3/)  101        e,  -  71,100  volts       tan  02  -  -  0.220    0,  -  -  12° 

0t  _  0f  -  0  -  -  10° 
power-factor,  cos  0  —  0.985  lead. 

As  seen  by  comparing  these  average  values  with  the  exact 
result  as  derived  above,  these  values  are  not  very  different,  but 
constitute  a  fair  approximation  in  the  present* case.  Such  a 
close  coincidence  of  this  approximation  with  the  exact  result  can, 
however,  not  be  counted  upon  in  all  instances. 

13.  In  the  equations  (17)  to  (23)  the  length 

C-y  (33) 

2k 
is  a  complete  wave  length,  which  means  that  in  the  distance  — 

the  phases  of  the  components  of  current  and  of  e.m.f.  repeat,  and 
that  in  half  this  distance  they  are  just  opposite. 

Hence,  the  remarkable  condition  exists  that  in  a  very  long 
line  at  different  points  the  currents  are  simultaneously  in  oppo- 
site directions  and  the  e.m.fs.  are  opposite. 
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The  difference  of  space  phase  t  between  current  /  and  e.m.f. 
E  at  any  point  I  of  the  line  is  determined  by  the  equation 

E 

m  (cos  t  +  j  sin  t)  =  y  i  (34) 

where  m  is  a  constant. 

Hence,  t  varies  from  point  to  point,  oscillating  around  a 
medium  position,  t^,  which  it  approaches  at  infinity. 

This  difference  of  phase,  t^,  towards  which  current  and 
e.m.f.  tend  at  infinity,  is  determined  by  the  expression 

m  (cos  t„+  ]  sin  t  J  =   -         , 

or,  substituting  for  E  and  /  their  values  from  equations  (23),  and 
since  e_ai  =  0,  and  A^  (cos  fil  -  j  sin  fit)  cancels, 

x       k/~Z       V       a-  jfi 
m  (cos  Too  +  j  sin  t.)  =  Vy  =  -  =  —% 

_  (ag  +  fib)  +  j  (ab  -  fig) 

v  +  f 

hence,  tan  rw  -  +  "*  "  f  g   -  (35) 

ag  +  fib 

14.  This  angle,  t^  =  0;  that  is,  current  and  e.m.f.  come 
more  and  more  in  phase  with  each  other  when 

ab  —  fig  =  0;  that  is, 

a  +  fi    =  g  -h  6,  or 

<*2  -  fi*       g2  -b2 
2afi  2gb    ' 

substituting  (12)  gives 

gr  -bx  _  g1  -  V 
gx  +  br         2  gb    ' 

hence,  expanding,  r  -*-  x  =  g  -*■  6;  (36) 

that  is,  the  ratio  of  resistance  to  inductance  equals  the  ratio  of 
leakage  to  capacity. 
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This  angle,  t^  =  45°;  that  is,  current  and  e.m.f.  differ  by 
one-€ighth  period  if  +  ab  -  fig  =  ag  +  fib,  or 

«  =  b  +  g 

fi     h-g' 

which  gives  rg  +  xb  =  0,  (37) 

which  means  that  two  of  the  four  line-constants,  either  g  and  x 
or  g  and  6,  must  be  zero. 

The  case  where  g  =  0  =  x,  that  is,  a  line  having  only  resistance 
anci  distributed  capacity  but  no  self-inductance,  is  approxi- 
mately realized  in  concentric  or  multiple-conductor  cables,  and 
in  these  the  space-phase  angle  tends  towards  45  degrees  lead  for 
infinite  length. 

16.  As  an  example  are  shown  the  characteristic  curves  of  a 
transmission  line  of  the  relative  constants, 

r  :  x  :  g  :  b  =  8  :  32  : 1.25  X  10"4  :  25  X  10"4  and  e  =  25,000, 
i  =  200  at  the  receiving  circuit,  for  the  conditions 

(a)  Non-inductive  load  in  the  receiving  circuit,  Fig.  80. 
(6)  Wattless  receiving  circuit  of  90  time-degrees  lag,  Fig.  81. 
(c)  Wattlass  receiving  circuit  of  90  time-degrees  lead,  Fig.  82. 
These  curves  are  determined  graphically  by  constructing  the 
topographic    circuit    characteristics    in    polar    coordinates    as 
Explained   in   "The   Theory   and   Calculation   of  Alternating- 
current  Phenomena,"  fourth  edition,  Chapter  VII,  paragraphs 
^2  to  44,  and  deriving  corresponding  values  of  current,  potential 
difference,  and  phase  angle  therefrom. 

As  seen  from  these  diagrams,  for  wattless  receiving  circuit, 
current  and  e.m.f.  oscillate  in  intensity  inversely  to  each  other, 
^ith  an  amplitude  of  oscillation  gradually  decreasing  when 
passing  from  the  receiving  circuit  towards  the  generator,  while 
the  space-phase  angle  between  current  and  e.m.f.  oscillates 
between  lag  and  lead  with  decreasing  amplitude.  Approximately 
maxima  and  minima  of  current  coincide  with  minima  and 
maxima  of  e.m.f.  and  zero  phase  angles. 

For  such  graphical  constructions,  polar  coordinate  paper  and 
two  angles  a  and  d  are  desirable,  the  angle  a  being  the  angle 

x 
between  current  and  change  of  e.m.f.,  tan  a  =  -  =  4,  and  the 

r 
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Fig.  80.    Current,  e.m.f.  and  space-phase  angle  between  current  and  e.m.f. 
in  a  transmission  line.    Non-inductive  load. 
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Fig.  81.     Current,  e.m.f.  and  space-phase  angle  between  current  and  e.m.f* 
in  a  transmission  line.    Inductive  load. 
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lgle  d  the  angle  between  e.m.f.  and  change  of  current,  tan  8  — 

=  20  in  above  instance. 

With  non-inductive  load,  Pig.  80,  these  oscillations  of  intensity 
ive  almost  disappeared,  and  only  traces  of  them  are  noticeable 
.  the  fluctuations  of  the  space-phase  angle  and  the  relative 
ilues  of  current  and  e.m.f.  along  the  line. 
Towards  the  generator  end  of  the  line,  that  is,  towards  rising 
>wer,  the  curves  can  be  extended  indefinitely,  approaching 
iore  and  more  the  conditions  of  non-inductive  circuit.  Towards 
creasing  power,  however,  all  curves  ultimately  reach  the 
mditions  of  a  wattless  receiving  circuit,  as  Figs.  81  and  82,  at 
le  point  where  the  total  energy  input  into  the  line  has  been 
>nsumed  therein,  and  at  this  point  the  two  curves  for  lead  and 
>r  lag  join  each  other  as  shown  in  Fig.  83,  the  one  being  a 
rolongation  of  the  other,  and  the  power  in  the  line  reverses, 
hus  in  Fig.  83  energy  flows  from  both  sides  of  the  line  towards 
le  point  of  zero  power  marked  by  0,  where  the  current  and  e.m.f. 
^e  in  quadrature  with  each  other,  the  current  being  leading 
ith  regard  to  the  power  from  the  left  and  lagging  with  regard 
>  the  power  from  the  right  side  of  the  diagram. 

16.  It  is  of  interest  to  investigate  some  special  cases  of  such 
rcuits  of  distributed  constants. 

(A)  Open  circuit  at  the  end  of  the  line. 

Assuming  a  constant  alternating  e.m.f.  Ex  impressed  upon  a 
^rcuit  at  one  end  while  the  other  end  of  the  circuit  is  open. 

Counting  the  distance  I  from  the  open  end  of  the  line,  and 
enoting  the  length  of  the  line  by  l0,  for  I  =  0, 

I  -  I.  =  o, 

nd  for  I  =  lQ, 

ence,  substituting  in  equations  (17), 
0  -  A,  -  Av 

ence,  A2  =  Ax  -  A 
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Fig.  82.    Current,  e.m.f.  and  space-phase  angle  between  current  and  e.m*- 
in  a  transmission  line.     Anti-inductive  load. 
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Fig.  83.    Current,  e.m.f.  and  space-phase  angle  between  current  and  e.t*1'1 
in  a  transmission  line. 
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801 


*v1 


i  - 


t ■•■■*  (cos  pl0  -  j  sin  #0)  +  «— *  (cos  0ZO  -  /  sin  #0) 


*.v1 


"  (e++  +  «-*)  cos  /»,  -  j  (e+a,»  -  «-«*)  sin #, ' 

je,  substituting  in  (17), 

/y  (t+««  -  t— «)  cosffl  -  /  (e+a<  +  t— Q  sinffl 
• »  *  Z  («+"fc+«-fc)  cos pl0-j  (e+afc  -  t— <•)  sin#0 

(c-*-1  +  «— Q  cosffl  -  j  (e-*-*  -  i— Q  mnff 
-  ?i  (,+*  +  ,-• fc)  cos  ^/o  _  y  (,+•*  _  t—k)  Sin  ^ ' 

t  I  =  0,  or  the  open  end  of  the  line,  by  equations  (38), 

/.-0 


(38) 


£. - 


2£, 


(,+«fc  +  ,-- fc)  cos  ^/o  _  y  (,+-fc  _  f -- fc)  gin  fa 


(39) 


he  absolute  values  of  /  and  E  follow  from  equations  (38) 
(39): 

-s\ft  \A+"  ~  '"^  cos,/?* +  ^ +  g"W)i  sin*  ^ 

ch  expanded  gives 


-*.V*£ 


»««  +  ,-s-i  _  2  cos  2  # 


2£+2«l'  +  r2*  +  2C08  2/M, 


£ 


-m/- 


■,+»■»  +  ,-»«» +  2  cob  2  ff 


+2«fc 


+  e 


-2aJn 


+  2cos#0 


(40) 


B.- 


2Et 


V«+z-  +  «-*•*  +  2  cos  2  #,  ' 


(41) 


I 
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As  function  of  Z,  the  e.m.f .  E  or  the  current  /  is  a  maximum  or 
minimum  for 


-l(e+2'1  +  e-2tl  ±  2cos2#)=  0; 
hence, 


a  (e+2"*  -  e~2"0  =  ±  2  p  sin  2  pi  (42) 

For  Z  =  0,  and  since  a  is  a  small  quantity,  the  left  side  of  (42) 
also  is  small,  and  for  values  of  sin  2  pi  approximating  zero,  that 

is,  in  the  neighborhood  of  I  =   — ,  or  where  /3l  is  a  multiple 

of  a  quadrant,  equation  (42)  becomes  zero.  At  pi  =  2  n^,  or 
the  even  quadrants,  2?  is  a  maximum,  /  a  minimum,  at 
(ft  =  (2  n  —  1)  -  ,  or  the  odd  quadrants,  E  is  a  minimum,  /  a 

maximum. 

The  even  quadrants,  therefore,  are  nodes  of  current  and  wave 
crests  of  e.m.f.,  and  the  odd  quadrants  are  nodes  of  e.m.f.  and 
crests  of  current. 

A  maximum  voltage  point,  or  wave  crest,  occurs  at  the  open 
end  of  the  line  at  Z  =  0,  and  is  given  by  equation  (41).  As  func- 
tion of  the  length  Z0  of  the  line  this  is  a  maximum  for 

J_^+2a/o  +  e.2ak  +  2cos2i9/o)  =  o, 

or  a  (e+2al*  -  e-2aA>)  =  2  fi  sin  2  0lo, 

or  approximately  at 


/*.   * 


"0 


7  n 

'•  =  n2l; 


(4^3 


that  is,  when  the  line  is  a  quarter  wave  length  or  an  odd  multiple 
thereof. 
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Substituting  in  (41),  pi0  =  ^  gives  (44) 


E. *± 


(45) 


Ve  +  "*  +  e-**  -  2 

_         2Et 

~  e  +  +  _  e-«fc' 

ince 

**+  =  1  ±  «'.  +  i«V  ±  2^1  "V  +  ±  •  •  • » 

or  small  values  of  aJ0  we  have 

e++  -e~+  =  2al0 
ad 

*•-$■  <46) 

rhich  is  the  maximum  voltage  that  can  occur  at  the  open  end 
f  a  line  with  voltage  Ex  impressed  upon  it  at  the  other  end. 
Since,  approximately, 

=  2  7r/VLC, 
Y  (44)  we  have 

/  = 1-i=>  (47> 

il0VW 

*e  frequency  which  at  the  length  of  line  l0  produces  maximum 
^>ltage  at  the  open  end. 

For  the  constants  in  the  example  discussed  in  paragraph  11 
e  have  l0  =  200  miles,  r  =  0.21  ohm,  L  =  1.2  X  10"3  henry, 

-  0.03  X  10"*  farad,  g  -  0,  /  =  208  cycles  per  sec,  x  = 
57  ohms,  z  =  1.58  ohms,  b  =  39  X  10"e  mho,  a  =  0.53  X 
>*,  and  £0  =  9.3  Ev 

(B)  Line  grounded  at  the  end. 
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17.  Let  the  circuit  be  grounded  or  connected  to  the  return 
conductor  at  one  end,  I  =  0,  and  supplied  by  a  constant  impressed 
e.m.f.  Ex  at  the  other  end,  I  =  Z0. 

Then  for  I  =  0, 


E  =  E0  =  0 


and  for  I  =  Z0, 


E-Et; 

hence,  substituting  in  (17), 

0  =  A,  +  A2 

and 

^Vlj^+^cos/^ 
hence, 


*.\/f 


and 

*"« 

•        (« +afc.-  e " "*>)  cos  #0  -  j  (« +**>  +  e  — «•)  sin  0ZO' 
and,  substituting  in  (17), 

/  =  £   t/y      (*+J<  +  *"**)  <*»  fl  ~  7  («+al-c— Q  sin  pi 

■       • l  V  Z  (e+*  -  «  -'»)  cos  ft,  -  j  (e+"*»  +  £-*•)  sin  fl, 

H  «  e     ^^  ~  '"^  C°S  ^  ~  ?  (****  +  '"^  8i"  ^ 
• '  («+*'  -  e"*)  cos  /?/„  -  ;  (e+**>  +  «— ')  sin  fit,' 


(48) 


At  the  grounded  end,  1  =  0, 


*v? 


= 2^tVZ (49) 

••      (**+  -  «— *)  cos  #,  -  j  («+«••  +  «-«*  )  sin  fl,  ' 

Substituting  (49)  in  (48)  gives 
I  =  J  (o{ («+,i  +  «"")  cos  fi  -  j  (£+"  -  e-0  sin  #} 

*  -  i  ^.Vp  j  («+ai-e-"/)  cob#  -  j  (.+««  +  •"-)  sinjM.  j 
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In  this  case  nodes  of  voltage  and  crests  of  current  appear  at 
=  0  and  at  the  even  quadrants,  fil  =  2  n  - ,  and  nodes  of  current  • 

ind  crests  of  voltage  appear  at  the  odd  quadrants,  (ft  =  (2n  —  1)  -  • 

(C)  Infinitely  long  conductor. 

18.  If  an  e.m.f.  E0  is  impressed  upon  an  infinitely  long  con- 
luctor,  that  is,  a  conductor  of  such  length  that  of  the  power 
nput  no  appreciable  part  reaches  the  end,  we  have,  for  I  =  0, 

E  =  E0 
ind  f  or  /  =  oo , 

E  =  0  and  /  =0; 

lence,  substituting  in  (23)  gives 
A2=0 


ind 


lence, 


ind 


*.  =  Vf  4,; 


-*.v^«- 


-       (cos  pi  +  j  sin  pi) 


E  =  Ef-*  (cos  pi  +  j  sin  pi). 
From  (51)  it  follows  that 


(51) 


/      v  Y' 


that  is,  an  infinitely  long  conductor  acts  like  an  impedance, 

%i  -  V  Y  =  r*  "  Jxi' 

and  the  current  at  every  point  of  the  conductor  thus  has  the  same 
space-phase  angle  to  the  voltage, 

tan  at  =  -2  • 
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The  equivalent  impedance  of  the  infinite  conductor  is 

7    _\P      *       «-$ 
**      XY      Y     g-jb 

«g  +  fib     ■  fig  -  «&  m 

and  the  space-phase  angle  is 

tanai=^l^.  (53) 

1     <*g  +  fib 

If  g  =  0  and  x  =  0,  we  have 

2 

and 

tan  at  —  1, 

or 

at  =  45°; 

that  is,  current  and  e.m.f.  differ  by  one-eighth  period. 

This  is  approximately  the  case  in  cables,  in  which  the  dielectric 
losses  and  the  inductance  are  small. 

An  infinitely  long  conductor  therefore  shows  the  wave  propa- 
gation in  its  simplest  and  most  perspicuous  form,  since  the 
reflected  wave  is  absent. 

(D)  Generator  feeding  into  a  closed  circuit. 

19.  Let  I  =  0  be  the  center  of  the  circuit;  then 

Et  =  -  E_i   and  It  -  /_,; 

hence,  E  =  0  at  I  =  0, 

and  the  equations  are  the  same  as  those  of  a  line  grounded  at  the 
end  I  =  0,  which  have  been  discussed  under  (B). 

(E)  Line  of  quarter  wave  length. 

20.  Interesting  is  the  case  of  a  line  of  quarter  wave  length. 
Let  the  length  l0  of  the  line  be  one  quarter  wave  of  the  im- 
pressed e.m.f. 

fih  -  5  '  <«> 
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To  illustrate  the  general  character  of  the  phenomena,  we  may 
as  first  approximation  neglect  the  energy  losses  in  the  circuit, 
that  is,  assume  the  resistance  r  and  the  conductance  g  as  neg- 
ligible compared  with  x  and  6, 

r  -  0  =  g. 


These  values  substituted  in  (14)  give 

a  =  0  and   p  -  Vx6. 


(55) 


Counting  the  distance  I  from  the  end  of  the  line  l0  we  have  for 
1  =  0, 

E0  =  e0  +  je9' 
and  (56) 

and  at  the  beginning  of  the  line  for  I  =  lof 


and 


and  by  (54)  and  (55), 


li  -*i  +  Pi',. 


/o"2\^ 


Substituting  (56),  (57),  and  (54)  in  (17)  gives 


and 


or 


and 


*.  =  \%  (4,  +  4,)  =  V^  (4,  +  4>» 
£--jVf<4. -4«>--/V?(4.-4>; 


(57) 


(58) 


hence,  eliminating  4,  and  4,  gives  the  relations  between  the 
electric  quantities  at  the  generator  end  of  the  quarter-wave  line, 
Ev  /„  and  at  the  receiving  end,  E0,  1 0: 
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E, 


,-lV?/. 


and 


L-i>l%Xu 


(59) 


and  the  absolute  values  are 
and 


.-vl*.i 


(60) 


which  means  that  if  the  supply  voltage  Et  is  constant,  the  output 
current  I0  is  constant  and  lags  90  space-degrees  behind  the 
input  voltage ;  if  the  supply  current  It  is  constant,  the  output 
voltage  E0  is  constant,  and  lags  90  space-degrees,  and  inversely. 
A  quarter-wave  line  of  negligible  losses  thus  converts  from 
constant  potential  to  constant  current,  or  from  constant  cur- 
rent to  constant  voltage.  (Constant-potential  constant-current 
transformation.) 
Multiplying  (60)  gives 

EJ0  =  ItEv 


or 


Bo  =  -J—  I 

•*  A 


hence,  if  70  =  0,  that  is,  the  line  is  open  at  the  end,  2?0  =  oo ,  && 
with  a  finite  voltage  supply  to  a  line  of  quarter-wave  length,  ** 
infinite  (extremely  high)  voltage  is  produced  at  the  other  end  ~ 
Such  a  circuit  thus  may  be  used  to  produce  very  high  volta^^* 
Since  x0  =  l0x  =  total  reactance  and  60  =  l0b  =  total  s*^ 
ceptance  of  the  circuit,  by  (58)  we  have 


*oK 


(01) 


or  the  condition  of  quarter-wave  length. 
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ituting  x0  =  2  nfL„  and  60  =  2  xfC9,  we  have 
1 


Lfi.- 


/  = 


16/" 
1 


809 

(62) 
(63) 


dition  of  quarter-wave  transmission. 
f  the  resistance,  r,  and  the  conductance,  g,  of  a  quarter- 
rcuit  are  not  negligible,  substituting  (56),  (54)  and  (57) 
we  have,  for  1  =  0, 


l  =  L 


U  =  4,  -  4, 

£0=V/f(A,+  ,4,), 

/,=  -/Ja^  +  ^-^J 

*i--jV§|ai,+*-A*-   \ 
W)  it  follows  that 

^,-~(/.-vf4 

etituting  in  (65)  and  rearranging  we  have 
-^'Vz 2 +^ 2 1 

-?|/,VY 2 +E" 2 {' 


(64) 


(65) 


(66) 


(67) 
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or, 

.(        fit  e+aA)  +  e""*0  £+«*>-.£-•*»    ) 

d 


and 


(6 


or,  analogous  to  equation  (59), 


and 


In  these  equations  the  second  term  is  usually  small,  due 
the  factor  (e+4a°  -  e*"**0),  and  the  first  term  represents  consti 
potential-constant  current  transformation. 

22.  In  a  quarter-wave  line,  at  constant  impressed  e.m.f. 
the  current  output  /  0  is  approximately  constant  and  laggmg 
degrees  behind  Et ;  it  falls  off  slightly,  however,  with  increasi 
load,  that  is,  increasing  /  v  due  to  the  second  term  in  equati 
(68);  the  voltage  at  the  end  of  the  line,  E0,  at  consti 
impressed  voltage,  is  approximately  proportional  to  the  la 
but  does  not  reach  infinity  at  open  circuit,  but  a  finite,  thoi 
high,  limiting  value. 

Inversely,  at  constant  current  input  the  voltage  output 
approximately  constant  and  the  output  current  proportio 
to  the  load. 

The  deviation  from  constancy,  at  constant  Ev  of  /0,  or 
constant  /  v  of  E0,  therefore,  is  due  to  the  second  term,  w 
factor  (e+"*>-  *-'*). 

Substituting  (54), 

.        an 

hence,  al0  is  usually  a  very  small  quantity,  and  e±ttZo  =  €  **$ 
can  be  represented  by  the  first  terms  of  the  series: 
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*   "  "      ^iJ +2V0  2/  ±2x3\/?2/  +  ±* 


a  tz 


hence, 

and 

and,  by  (69), 


+  «*>_L   ,-«*> 


«+**+  e 


=  1, 


.+  •*>_  ,-«4 


02 


and  E^isflu-y-s/lu. 


(70) 


If  r  and  g  are  small  compared  with  x  and  6, 

£  =  Vi  (ay  -  ry  +  a*)  =  Va6 
and  a  =  V^  (zy  +  rg  —  xb); 

substituting,  by  the  binomial  theorem, 

zy=  V(f  +  x>)  (g>  +  6')  =  xb  j[l  +  gj][l  +(|J] j 

-*K(-K(D'+-S 

gives 


2-1  )* 


-^C-f)- 


a       1  (r       g\ 
aad  5=2U  +  6> 
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The  quantity 

may  be  called  the  time  constant  of  the  circuit. 
The  equations  of  quarter-wave  transmission  thus  are 

and  B.-yy^JU-™!^, 


(72) 


and  the  maximum  voltage  E0,  at  the  open  end  of  the  circuit,  at 
constant  impressed  e.m.f.  Ev  is 


(73) 


u 

=  0 

and 

*. 

2/tf, 

—                   1 

and  the  current  input  is 

/77 

/, 

2kJY 

"    UTt    y  Z' 

where,  approximately, 


vf-vf- 


(74) 


(75) 


23.  Consider  as  an  example  a  high  potential  coil  of  a  trans- 
former with  one  of  its  terminals  connected  to  a  source  of  high 
potential,  for  testing  its  insulation  to  ground,  while  the  othei 
terminal  is  open. 

Assume  the  following  constants  per  unit  length  of  circuit: 
r  =  0.1  ohm,  L  =  0.02  mh.,  C  =  0.01  X  10~e  farad,  and  g  -  0; 
then,  with  a  length  of  circuit  l0  =  100,  the  quarter-wave  fre- 
quency is,  by  (47), 

/  = z=r  =  177  cycles  per  sec, 
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or  very  close  to  the  third  harmonic  of  a  60-cycle  impressed 
voltage. 

If,  therefore,  the  testing  frequency  is  low,  59  cycles,  the  circuit 
is  a  quarter  wave  of  the  third  harmonic. 

Assuming  an  impressed  e.m.f.  of  50,000  volts  and  59  cycles, 
containing  a  third  harmonic  of  10  per  cent,  or  Et  —  5000  volts  at 
177  cycles,  for  this  harmonic,  we  have  x  =  22.2  ohms  and 
b  =  11.1  X  10- e  ohm;  hence,  u  =  0.00225 
and 

therefore  at  Et  =  5000  volts,  E0  =  1,415,000  volts; 
that  is,  infinity,  as  far  as  insulation  strength  is  concerned. 

Quarter-wave  circuits  thus  may  be  used,  and  are  used,  to  pro- 
duce extremely  high  voltages,  and  if  a  sufficiently  high  frequency 
is  used  —  100,000  cycles  and  more,  as  in  wireless  telegraphy,  etc. 
—  the  length  of  the  circuit  is  moderate. 

This  method  of  producing  high  voltages  has  the  disadvantage 
that  it  does  not  give  constant  potential,  but  the  high  voltage  is 
due  to  the  tendency  of  the  circuit  to  regulate  for  constant  current, 
which  means  infinite  voltage  at  infinite  resistance  or  open  circuit, 
but  as  soon  as  current  is  taken  off  the  high  potential  point  the 
voltage  falls.  The  great  advantage  of  the  quarter-wave  method 
of  producing  high  voltage  is  its  simplicity  and  ease  of  insula- 
tion; as  the  voltage  gradually  builds  up  along  the  circuit, 
the  high  voltage  point  or  end  of  circuit  may  be  any  distance 
away  from  the  power  supply,  and  thus  can  easily  be  made 
safe. 

24.  As  a  quarter-wave  circuit  converts  from  constant  poten- 
tial to  constant  current,  it  is  not  possible,  with  constant  voltage 
impressed  upon  a  circuit  of  approximately  a  quarter-wave  length, 
to  get  constant  voltage  at  the  other  or  receiving  end  of  the  circuit. 
Long  before  the  circuit  approaches  quarter-wave  length,  and  as 
soon  as  it  becomes  an  appreciable  part  of  a  quarter  wave,  this 
tendency  to  constant  current  regulation  makes  itself  felt  by  great 
variations  of  voltage  with  changes  of  load  at  the  receiving  end  of 
the  circuit,  constant  voltage  being  impressed  upon  the  generator 
end ;  that  is,  with  increasing  length  of  transmission  lines  the  volt- 
age regulation  at  the  receiving  end  becomes  seriously  impaired 


314  TRANSIENT  PHENOMENA 

hereby,  even  if  the  line  resistance  is  moderate,  and  the  operation 
of  apparatus  which  require  approximate  constancy  of  voltage 
but  do  not  operate  on  constant  current  —  as  most  synchronous 
apparatus  —  becomes  difficult. 

Hence,  at  the  end  of  very  long  transmission  lines  the  voltage 
regulation  becomes  poor,  and  synchronous  machines  tend  to 
instability  and  have  to  be  provided  with  powerful  steadying 
devices,  giving  induction  motor  features,  and  with  a  line 
approaching  quarter-wave  length,  voltage  regulation  at  the 
receiving  end  ceases. 

In  this  case  the  constant  potential-constant  current  trans- 
formation may  be  used  to  produce  constant  or  approximately 
constant  voltage  at  the  load,  by  supplying  constant  current  to 
the  line;  that  is,  the  transmission  line  is  made  a  quarter-wave 
length  by  modifying  its  constants,  or  choosing  the  proper  fre- 
quency, the  generators  are  designed  to  regulate  for  constant 
current  and  thus  give  a  voltage  varying  with  the  load,  and  are 
connected  in  series  (with  constant  current  generators  series  con- 
nection is  stable,  parallel  connection  unstable)  and  feed  constant 
current,  at  variable  voltage,  into  the  quarter-wave  line.  At 
the  receiving  end  of  the  line,  constant  voltage  then  exists  with 
varying  load,  or  rather  a  voltage,  which  slightly  falls  off  with  the 
load,  due  to  the  power  loss  in  the  line.  To  maintain  constant 
receiver  voltage  at  all  loads,  then,  would  require  a  slight  increase 
of  generator  current  with  increase  of  load,  that  is,  increase  of 
generator  voltage,  which  can  be  produced  by  compounding 
regulated  by  the  voltage. 

In  such  a  quarter-wave  transmission  the  voltage  at  the  receiv- 
ing end  then  remains  constant,  while  the  current  output  from  the 
line  increases  from  nothing  at  no  load.  At  the  generator  end  the 
current  remains  approximately  constant,  increasing  from  no  load 
to  full  load  by  the  amount  required  to  take  care  of  the  line  loss, 
while  the  voltage  at  the  generators  increases  from  nearly  nothing 
at  no  load,  with  increasing  load,  approximately  proportional 
thereto. 

25.  There  is,  however,  a  serious  limitation  imposed  upon 
quarter-wave  transmission  by  considerations  of  voltage;  to  use 
the  transmission  line  economically  the  voltage  throughout  it 
should  not  differ  much,  since  the  insulation  of  the  line  depends 
on  the  maximum,  the  efficiency  of  transmission,  however,  on  the 
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average  voltage,  and  a  line  in  which  the  voltage  at  the  two  ends 
is  very  different  is  uneconomical. 

To  use  line  copper  and  line  insulation  economically,  in  a 
quarter-wave  transmission,  the  voltages  at  the  two  ends  should 
be  approximately  equal  at  maximum  load.  These  voltages  are 
related  to  each  other  and  to  the  current  by  the  line  constants,  by 
equations  (72). 

By  these  equations  (neglecting  the  term  with  u),  reduced  to 
absolute  values,  we  have  approximately 


«.-^. 

and 

«.  -  y-H, 

and  if  et  =  e0, 

*>-J\« 

hence,  the  power 

is 

r 

Po 

=  «.*.  =  V  \  «.*, 

or 

*o'  =  p.V^; 

y 


(76) 


hence,  the  voltage  eQ  required  to  transmit  the  power  p0  without 
great  potential  differences  in  the  line  depends  on  the  power  p0 
and  the  line  constants,  and  inversely. 

26.  As  an  example  of  a  quarter-wave  transmission  may  be 
considered  the  transmission  of  60,000  kilowatts  over  a  distance 
of  700  miles,  for  the  supply  of  a  general  three-phase  distribution 
system,  of  95  per  cent  power  factor,  lag. 

The  design  of  the  transmission  line  is  based  on  a  compromise 
between  different  and  conflicting  requirements:  economy  in 
first  cost  requires  the  highest  possible  voltage  and  smallest  con- 
ductor section,  or  high  power  loss  in  the  line;  economy  of  opera- 
tion requires  high  voltage  and  large  conductor  section,  or  low 
power  loss;  reliability  of  operation  of  the  line  requires  lowest 
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permissible  voltage  and  therefore  large  conductor  section  or 
high  power  loss;  reliability  of  operation  of  the  receiving  system 
requires  good  voltage  regulation  and  thus  low  line  resistance, 
etc.,  etc. 

Assume  that  the  maximum  effective  voltage  between  the  line 
conductors  is  limited  to  120,000,  and  that  there  are  two  sepa- 
rate pole  lines,  each  carrying  three  wires  of  500,000  circular 
mils  cross  section,  placed  G  feet  between  wires,  and  provided 
with  a  grounded  neutral. 

If  there  were  no  energy  losses  in  the  line  and  no  increase  of 
capacity  due  to  insulators,  etc.,  the  speed  of  propagation  would 
be  the  velocity  of  light,  S  =  188,000  miles  per  second,  and  the 
quarter-wave  frequency  of  a  line  of  l0  =  700  miles  would  be 

o 

/  =  jy  =67  cycles  per  sec; 

hence,  fairly  close  to  the  standard  frequency  of  60  cycles. 

The  loss  of  power  in  the  line,  and  thus  the  increase  of  induc- 
tance by  the  magnetic  field  inside  of  the  conductor  (which  would 
not  exist  in  a  conductor  of  perfect  conductivity  or  zero  resistance 
loss),  the  increase  of  capacity  by  insulators,  poles,  etc.,  lowers  the 
frequency  Mow  that  corresponding  to  the  velocity  of  light  and 
brings  it  nearer  to  00  cycles. 

In  a  line  as  above  assumed  the  constants  per  mile  of  double 
conductor  are:  r  =  0.055  ohm;  L  =  0.001  henry,  and  C  = 
0.032  X  10~8  farad,  and,  neglecting  the  conductance,  g  =  0,  the 
quarter-wave  frequency  is 

/  = -=  =  63  cycles  per  sec. 

J      ±l0VLC 

Either  then  the  frequency  of  63  cycles  per  second,  or  slightly 
above  standard,  may  be  chosen,  or  the  line  inductance  or  line 
capacity  increased,  to  bring  the  frequency  down  to  60  cycles. 

Assuming  the  inductance  increased  to  L  =  0.0011  henry 
gives  /  =  00  cycles  per  second,  and  the  line  constants  then  are 
/0  =  700  miles;  /  =  00  cycles  per  second;  r  =  0.055  ohm;  L  = 
0.0011  henry;  C  =  0.032  X  10"6  farad,  and  g  =  0;  hence, 
x  =  0.415    ohm;    2  =  0.42    ohm;    Z  =  0.055  -  0.415/    ohm; 
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6  -  12.1  X  10"e  mho;  y  =  12.1  X  l(Te  mho,  and  Y  =  -  / 12.1 
X  10~e  mho,  and 


|=186  +  12y, 
2  =186, 

y 


fi  =  2.247  X  10-8 

a  =  up  =  0.148  X  10-8. 

At  60,000  kilowatts  total  input,  or  20,000  kilowatts  per  line, 

120  000 
and  120,000  volts  between  lines,  or  — '-=-  =  69,000  volts  per 

line,  and  about  95  per  cent  power  factor,  the  current  input  at 
full  load  is  306  amp.  per  line  (of  two  conductors  in  multiple). 

To  get  at  full  load  p  =  20  X  10*  watts,  approximately  the 
same  voltage  at  both  ends  of  the  line,  by  equation  (67),  we  must 
have 

y 

or  e  =  61,000  volts. 

Assuming  therefore  at  the  receiving  end  the  voltage  of  110,000 
between  the  lines,  or,  63,500  volts  per  line,  and  choosing  the 
output  current  as  zero  vector,  and  counting  the  distance  from 
the  receiving  end  towards  the  generator,  we  have  for  I  «•  0, 

I  -  U  "  %> 


and  the  voltage,  at  95  per  cent  power  factor,  or  Vl  -  0.95* 
=  0.312  inductance  factor,  is 

E  =  E0=e0  (0.95  -  0.312  j) 
-  60,300  -  19,800  j. 

Substituting  these  values  in  equations  (72)  gives 
.        \jEt  -  0.104  (60,300  -  19,800/)} 
h  186  +  12  j 

60,300  -  19,800 ;'  =  (186  +  12  j)  {;'/,-  0.104 1„| ; 
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hence,     jEl  -  (186  +  12  /)  i0  +  (6250  -  2060  /) 
and  '        60,300-19,800/ 

J-'  186  +  12/       +  U1U4t» 


=  317  -  128/ 
and  the  absolute  values  are 

+  0.104  i 

Of 

and 

«i  = 
*i  = 

V(186i0  +  6250)'  +  (12  i0  -  2060)1 
V(317  +  0.104  ioy  +  1282; 
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Fig.  84.    Long-distance  quarter- wave  transmission. 


herefrom  the  power  output  and  input,  efficiency,  power  factor, 
etc.,  can  be  obtained. 

In  Fig.  84,  with  the  power  output  per  phase  as  abscissas,  are 
shown  the  following  quantities:  voltage  input  ex  and  output  e¥ 
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in  drawn  lines;  amperes  input  it  and  output  i0,  in  dotted  lines; 
power  input  pt  and  output  p0,  in  dash-dotted  lines,  and  efficiency 
and  power  factor  in  dashed  lines. 

As  seen,  the  power  factor  at  the  generator  is  above  93  per  cent 
leading,  and  the  efficiency  reaches  nearly  85  per  cent. 

At  full  load  input  of  20,000  kilowatts  per  phase,  and  95  per 
cent  power  factor,  lagging,  of  the  output,  the  generator  voltage 
is  58,500,  or  still  8  per  cent  below  the  output  voltage  of  63,500. 
The  generator  voltage  equals  the  output  voltage  at  10  per  cent 
overload,  and  exceeds  it  by  14  per  cent  at  25  per  cent  overload. 

To  maintain  constant  voltage  at  the  output  side  of  the  line, 
the  generator  current  has  to  be  increased  from  342  amperes  at 
no  load  to  370  amperes  at  full  load,  or  by  8.2  per  cent,  and 
inversely,  at  constant-current  input,  the  output  voltage  would 
drop  off,  from  no  load  to  full  load,  by  about  8  per  cent.  This, 
with  a  line  of  15  per  cent  resistance  drop,  is  a  far  closer  voltage 
regulation  than  can  be  produced  by  constant  potential  supply, 
except  by  the  use  of  synchronous  machines  for  phase  control. 


CHAPTER  III. 

THE    NATURAL   PERIOD   OP   THE   TRANSMISSION    LINE. 

27.  An  interesting  application  of  the  equations  of  the  long 
distance  transmission  line  given  in  the  preceding  chapter  can  be 
made  to  the  determination  of  the  natural  period  of  a  transmis- 
sion line;  that  is,  the  frequency  at  which  such  a  line  discharges 
an  accumulated  charge  of  atmospheric  electricity  (lightning),  or 
oscillates  because  of  a  sudden  change  of  load,  as  a  break  of  circuit, 
or  in  general  a  change  of  circuit  conditions,  as  closing  the  circuit, 
etc. 

The  discharge  of  a  condenser  through  a  circuit  containing  self- 
inductance  and  resistance  is  oscillating  (provided  the  resistance 
does  not  exceed  a  certain  critical  value  depending  upon  the 
capacity  and  the  self-inductance) ;  that  is,  the  discharge  current 
alternates  with  constantly  decreasing  intensity.  The  frequency 
of  this  oscillating  discharge  depends  upon  the  capacity  C  and 
the  self -inductance  L  of  the  circuit,  and  to  a  much  lesser  extent 
upon  the  resistance,  so  that,  if  the  resistance  of  the  circuit  is  not 
excessive,  the  frequency  of  oscillation  can,  by  neglecting  the 
resistance,  be  expressed  with  fair,  or  even  close,  approximation 
by  the  formula 

/ — u=. 

2  n  VCL 

An  electric  transmission  line  represents  a  circuit  having 
capacity  as  well  as  self-inductance ;  and  thus  when  charged  to  a 
certain  potential,  for  instance,  by  atmospheric  electricity,  as  by 
induction  from  a  thunder-cloud  passing  over  or  near  the  line, 
the  transmission  line  discharges  by  an  oscillating  current. 

Such  a  transmission  line  differs,  however,  from  an  ordinary 
condenser  in  that  with  the  former  the  capacity  and  the  self- 
inductance  are  distributed  along  the  circuit. 

In  determining  the  frequency  of  the  oscillating  discharge  of 
such  a  transmission  line,  a  sufficiently  close  approximation  is 

320 
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obtained  by  neglecting  the  resistance  of  the  line,  which,  at  the 
relatively  high  frequency  of  oscillating  discharges,  is  small  com- 
pared with  the  reactance.  This  assumption  means  that  the 
dying  out  of  the  discharge  current  through  the  influence  of  the 
resistance  of  the  circuit  is  neglected,  and  the  current  assumed 
as  an  alternating  current  of  approximately  the  same  frequency 
and  the  same  intensity  as  the  initial  waves  of  the  oscillating 
discharge  current.  By  this  means  the  problem  is  essentially 
simplified. 

28.  Let  l0  =  total  length  of  a  transmission  line;  I  =  the  dis- 
tance from  the  beginning  of  the  line;  r  =  resistance  per  unit 
length;  x  =  reactance  per  unit  length  =  2  nfL,  where  L  = 
inductance  per  unit  length;  g  =  conductance  from  line  to  return 
(leakage  and  discharge  into  the  air)  per  unit  length;  b  =  capacity 
susceptance  per  unit  length  =*  2  itfC,  where  C  =  capacity  per 
unit  length. 

Neglecting  the  line  resistance  and  line  conductance, 

r  =  0  and  J  =  0, 

the  line  constants  a  and  p,  by  equations  (14),  Chapter  II,  then 
assume  the  form 

a  =  0  and  p  =  v^A,  (1) 

and  the  line  equations  (17)  of  Chapter  II  become 
/  =  (4X  -  Aa)  cos  pi  -  j  (Ax  +  A2)  sin  pi 


and 


E  -  yf  |  (4i  +  AJcospl-  j{Ax  -  AJ  sin/M  j , 


or  writing 

4i  -  4»  ■  Qx  ^d  4i  +  4»  =  Qv 

and  substituting 

V  Y       V  b       V  C 

we  have 

and  I  "ClcoBfl-iCttanfi 

E  =  V  ^  |  C3  cos  pi  -  jCl  sin  pi  \ 


(2) 


(3) 
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A  free  oscillation  of  a  circuit  implies  that  energy  is  neither 
supplied  to  the  circuit  nor  abstracted  from  it.  This  means  that 
at  both  ends  of  the  circuit,/  =  0  and  I  =  l0,  the  power  equals  zero. 

If  this  is  the  case,  the  following  conditions  may  exist: 

(1)  The  current  is  zero  at  one  end,  the  voltage  zero  at  the 
other  end. 

(2)  Either  the  current  is  zero  at  both  ends  or  the  voltage  is 
zero  at  both  ends. 

(3)  The  circuit  has  no  end  but  is  closed  upon  itself. 

(4)  The  current  is  in  quadrature  with  the  voltage.  This  case 
does  not  represent  a  free  oscillation,  since  the  frequency  depends 
also  on  the  connected  circuit,  but  rather  represents  a  line  supply- 
ing a  wattless  or  reactive  load. 

In  free  oscillation  the  circuit  thus  must  be  either  open  or 
grounded  at  its  ends  or  closed  upon  itself. 

(1)  Circuit  open  at  one  end,  grounded  at  other  end. 

29.  Assuming  the  circuit  grounded  at  I  =  0,  open  at  I  =  lv 
we  have  for  I  =  0, 


and  for  I  =  l0, 

/  -/t-0; 

« 

hence,  substituting 

in  equations  (3),  at  I  —  0, 

<7,  =  0; 

hence, 
and 

/  =  C,  cos  fil 
E=  -/Vfc.sinjM, 

(4) 

and  at  I  =  lQf 

Cx  cos  pl0  =  0, 

and  since  Ct  cannot  be  zero  without  the  oscillation  disappearing 
altogether, 

cobjM0«0;                                      (5) 

hence, 

^,-(2n-l)|,  (6) 
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where  n  =  1,  2,  3  ...  or  any  integer  and 

pi-Vn-D^l.  (7) 

Substituting  (1)  in  (6)  gives 

or  substituting  for  x  and  6,  x  =  2  tt/L  and  6  =  2  7r/U,  gives 

or 

/-^S  (9) 

is  the  frequency  of  oscillation  of  the  circuit. 

The  lowest  frequency  or  fundamental  frequency  of  oscillation 
is,  for  n  =  1, 

'■-kW  (10) 

and  besides  this  fundamental  frequency,  all  its  odd  multiples  or 
higher  harmonics  may  exist  in  the  oscillation 

/-(2n-l)/r  (11) 

Writing  L0  =  IJj  =  total  inductance,  and  C0  =  Z0C  =  total 
capacity  of  the  circuit,  equation  (9)  assumes  the  form 

A  =  —4=  •  (12) 

The  fundamental  frequency  of  oscillation  of  a  transmission 
line  open  at  one  end  and  grounded  at  the  other,  and  having  a 
total  inductance  L0  and  a  total  capacity  C0,  is,  neglecting  energy 


iVLp, 
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while  the  frequency  of  oscillation  of  a  localized  inductance  L0 
and  localized  capacity  C0,  that  is,  the  frequency  of  discharge  of 
a  condenser  C0  through  an  inductance  L0,  is 

/  = 7=  •  (13) 

2nVLfi, 

The  difference  is  due  to  the  distributed  character  of  L0  and  C9 
in  the  transmission  line  and  the  resultant  phase  displacement 
between  the  elements  of  the  line,  which  causes  the  inductance 
and  capacity  of  the  line  elements,  in  their  effect  on  the  frequency, 
not  to  add  but  to  combine  to  a  resultant,  which  is  the  projection 

2 

of  the  elements  of  a  quadrant,  on  the  diameter,  or  -  times  the 

sum,  just  as,  for  instance,  the  resultant  m.m.f.  of  a  distributed 

2 

armature  winding  of  n  turns  of  i  amperes  is  not  ni  but  -  ni. 

Hence,  the  effective  inductance  of  a  transmission  line  in  free 
oscillation  is 


V  -  \v. 


(14) 


and  the  effective  capacity  is 

and  using  the  effective  values  L0'  and  (7/,  the  fundamental 
frequency,  equation  (11),  then  appears  in  the  form 

that  is,  the  same  value  as  found  for  the  condenser  discharge. 

In  comparing  with  localized  inductances  and  capacities,  the 
distributed  capacity  and  inductance,  in  free  oscillation,  thus  are 
represented  by  their  effective  values  (13)  and  (14). 

30.   Substituting  in  equations  (4), 

(\  =  c,  +  jcv  (16) 

gives 

/  =  (ct  +  jc2)  COS  fil 


and  „     4  lL ,         .  v   .    M 


(17) 
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By  the  definition  of  the  complex  quantity  as  vector  represen- 
tation of  an  alternating  wave  the  cosine  component  of  the  wave 
is  represented  by  the  real,  the  sine  component  by  the  imaginary 
term;  that  is,  a  wave  of  the  form  cx  cos  2  nft  +  c2  sin  2  nft  is 
represented  by  cx  +  jc2,  and  inversely,  the  equations  (17),  in 
their  analytic  expression,  are 

i  =  (cl  cos  2  Tzjt  +  ct  sin  2  nft)  cos  pi 


and 


-V&ft 


cos  2  nft  —  cx  sin  2  nft)  sin  pi. 


Substituting  (7)  and  (11)  in  (18),  and  writing 
0  =  2  nfxl  and  r  =  £j 

gives 

i  =  {^cos  (2n-  1)0  +  c2sin  (2n-  1)0}  cos(2n  -l)r 

=  c  cos  (2  n  -  1)  (0  -  r)  cos  (2  w  -  l)r 
and 

cos^n-l^-^sin^n-l^Uin^n-^r 


(18) 


(19) 


=  -  V  -c  sin  (2  n  -  1)  (0  -  r)  sin  (2  n  -  l)r, 
where 


(20) 


tan  (2  »  -  1)  r  =  —     and    c  =  VctJ  +  c,2, 


(21) 


In  the  denotation  (19),  0  represents  the  time  angle,  with  the 
complete  cycle  of  the  fundamental  frequency  of  oscillation  as 
one  revolution  or  360  degrees,  and  r  represents  the  distance 
angle,  with  the  length  of  the  line  as  a  quadrant  or  90  degrees. 
That  is,  distances  are  represented  by  angles,  and  the  whole  line 
is  a  quarter  wave  of  the  fundamental  frequency  of  oscillation. 
This  form  of  free  oscillation  may  be  called  quarter-wave  oscillation. 

The  fundamental  or  lowest  discharge  wave  or  oscillation  of 
the  circuit  then  is 

t\  =  c  cos  (0  —  yx)  cos  T 


and 


_y/I 


c  sin  (0  —  yx)  sin  r. 


(22) 
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With  this  wave  the  voltage  is  a  maximum  at  the  open  end  of 
the  line,  I  =  l0,  and  gradually  decreases  to  zero  at  the  other  end 
or  beginning  of  the  line,  I  =  0. 

The  current  is  zero  at  the  open  end  of  the  line,  and  gradually 
increases  to  a  maximum  at  I  =  0,  or  the  grounded  end  of  the 
line. 

Thus  the  relative  intensities  of  current  and  potential  along 
the  line  are  as  represented  by  Fig.  85,  where  the  current  is  shown 
as  /,  the  voltage  as  E. 


E 

H=0 

Fig.  86.    Discharge  of  current  and  e.m.f.  along  a  transmission  line  open  at 
one  end.    Fundamental  discharge  frequency. 


The  next  higher  discharge  frequency,  for  n  = 
iz  =  c3  cos  3  (0  -  f  3)  cos  3  r 


2,  gives 


and 


*s  =  -  c*  V  n 


sin  3  (0  —  f  3)  sin  3  t. 


(23) 


Here  the  voltage  is  again  a  maximum  at  the  open  end  of  the 
line,  I  =  l0,  or  r  =  -  =  90°,  and  gradually  decreases,  but  reaches 

zero  at  two-thirds  of  the  line,  I  =   — - ,  or  r  =  -  =  60°,  then 

increases  again  in  the  opposite  direction,  reaches  a  second  but 

opposite  maximum  at  one-third  of  the  line,  /  =  -£ ,  orr  =  ^  =  30°, 

3  6 

and  decreases  to  zero  at  the  beginning  of  the  line.    There  is  thus 

a  node  of  voltage  at  a  point  situated  at  a  distance  of  two-thirds 

of  the  length  of  the  line. 

The  current  is  zero  at  the  end  of  the  line,  I  =  l0,  rises  to  a 

maximum  at  a  distance  of  two-thirds  of  the  length  of  the  line, 

decreases  to  zero  at  a  distance  of  one-third  of  the  length  of  the 

line,  and  rises  again  to  a  second  but  opposite  maximum  at  the 
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inning  of  the  line,  I  =  0.    The  current  thus  has  a  node  at  a 
nt  situated  at  a  distance  of  one-third  of  the  length  of  the  line. 


I 

^ 

S. M 

=iy 

Fig.  80.    Discharge  of  current  and  e.m.f.  along  a  transmission 
line  open  at  one  end. 

The  discharge  waves,  H  =  2,  are  shown  in  Fig.  86,  those  with 
=  3,  with  two  nodal  points,  in  Fig.  87. 


^N 

KS 

it    2 

Fig.  87.    Discharge  of  current  and  am.f.  along  a  transmission 
line  open  at  one  end. 

Jl.  In  case  of  a  lightning  discharge  the  capacity  CQ  is  the 
>acity  of  the  line  against  ground,  and  thus  has  no  direct 
ation  to  the  capacity  of  the  line  conductor  against  its  return, 
e  same  applies  to  the  inductance  L0. 

[f  d  =  diameter  of  line  conductor,  lh=  height  of  conductor 
3ve  ground,  and  l0  =  length  of  conductor,  the  capacity  is 

C0  = — — °,inmf. 


self-inductance  is 

i0  =  2X 


10 


2log- 


4^ 


\hg-^y  inmh. 


(24) 
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The  fundamental  frequency  of  oscillation,  by  substituting  (24) 
in  (10),  is 

,__i 7.5  X  10». 

/l~4-^% — '  () 

that  is,  the  frequency  of  oscillation  of  a  line  discharging  to  ground 
is  independent  of  the  size  of  line  wire  and  its  distance  from  the 
ground,  and  merely  depends  upon  the  length,  lv  of  the  line,  being 
inversely  proportional  thereto. 

We  thus  get  the  numerical  values, 
Length  of  line 


=i 


10      20      30      40    50    60       80      100  miles 
1.6    3.2    4.8    6.4    8    9.6    12.8    16  x10s cm. 


hence  frequency, 

fx  =     4700  2350  1570  1175  940  783    587    470  cycles  per  sec. 

As  seen,  these  frequencies  are  comparatively  low,  and  especially 
with  very  long  lines  almost  approach  alternator  frequencies. 

The  higher  harmonics  of  the  oscillation  are  the  odd  multiples 
of  these  frequencies. 

Obviously  all  these  waves  of  different  frequencies  represented 
in  equation  (20)  can  occur  simultaneously  in  the  oscillating  dis- 
charge of  a  transmission  line,  and,  in  general,  the  oscillating 
discharge  of  a  transmission  line  is  thus  of  the  form 


i  =   X  n  c"  cos  (2  n  —  1)  (0  —  yn)  cos  (2  n  -  1)  r, 

i 

-  "  V^  Xncn  an  (2n  -  1)  (0  -  m)  sin  (2n  -  1)  t. 


(26) 


A  simple  harmonic  oscillation  as  a  line  discharge  would  require 
a  sinoidal  distribution  of  potential  on  the  transmission  line  at  the 
instant  of  discharge,  which  is  not  probable,  so  that  probably  all 
lightning  discharges  of  transmission  lines  or  oscillations  produced 
by  sudden  changes  of  circuit  conditions  are  complex  waves  of 
many  harmonics,  which  in  their  relative  magnitude  depend  upon 
the  initial  charge  and  its  distribution  —  that  is,  in  the  case  of  the 
lightning  discharge,  upon  the  atmospheric  electrostatic  field  of 
force. 
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The  fundamental  frequency  of  the  oscillating  discharge  of  a 
transmission  line  is  relatively  low,  and  of  not  much  higher  mag- 
nitude than  frequencies  in  commercial  use  in  alternating-current 
circuits.  Obviously,  the  more  nearly  sinoidal  the  distribution 
of  potential  before  the  discharge,  the  more  the  low  harmonics 
predominate,  while  a  very  unequal  distribution  of  potential, 
that  is  a  very  rapid  change  along  the  line,  causes  the  higher  har- 
monics to  predominate. 

32.  As  an  example  the  discharge  of  a  transmission  line  may  be 
investigated,  the  line  having  the  following  constants  per  mile: 
r  =  0.21  ohm;  L  =  1.2  X  10~s  henry;  C  =  0.03  X  10"fl  farad, 
and  of  the  length  l0  =  200;  hence,  by  equations  (10),  (19), 
ft  =  208  cycles  per  sec;  0  =  1315  t,  and  r  =  0.00785  I,  when 
charged  to  a  uniform  voltage  of  e0  =  60,000  volts  but  with  no 
current  in  the  line  before  the  discharge,  and  the  line  then 
grounded  at  one  end,  I  =  0,  while  open  at  the  other  end,  I  =  l0. 

Then,  for  t  =  0  or  0  =  0,  i  =  0  for  all  values  of  r  except  r  =  0; 
hence,  by  (26), 

cos(2n-  l)rn=0, 


and  thus 


(2n-l)yn=^  (27) 


and 

cos  (2  n  -  1)  {0  -  Tn)  -  sin  (2  n  -  1)  0, 
sin  (2  n  -  1)  (0  -  rii)  -  -  cos  (2  n  -  1)  0; 

hence, 


and 


i  =  2^n  cn  sin  (2  n  —  1)  0  cos  (2  n  —  1)  r 


e  =  y  -  XnCn  cos  (2  W  —  1)  0  sin  (2  n  —  1)  t. 
G  i 


(28) 


Also  for  t  =  0,  or  0  =  0,  e  =  e0  for  all  values  of  r  except  r  =  0; 
hence,  by  (28), 


(29) 
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From  equation  (29),  the  coefficients  cn  are  determined  in  the 
usual  manner  of  evaluating  a  Fourier  series,  that  is,  by  multiply- 
ing with  sin  (2  m  -  1)  r  (or  cos  (2  m  -  1)  r)  and  integrating: 

/    e0  sin  (2  m  —  1)  r  dx  = 

V7V  XnC«      /    sin(2n  -  l)rsin  (2m-  l)rdr. 
Since 

/   sin  (2  n  —  1)  r  sin  (2  m  —  1)  zdz 

rcos  2  (n  —  m)  r  -  cos  2  (n  +  m  —  1)  r 
. 2 *' 

which  is  zero  for  n  =  ±  m,  while  for  m  =  n  the  term 


Jf*  cos  2  (n  —  m)  r  Cw  dx      n 

o    2 dT=l     2~  =  2 

n-1       n2Vc 

.    = i.eJL_  i/?.  (30) 

.      4     .A?  A    sin(2n  -  l)0cos(2n  -  l)r 


and 


we  have 


and 

c 
hence, 


2n  -  1 


4        /C  (  .                     sin  3  6  cos  3  r     sin  5  0  cos  5  r  ) 

--eiVZ}nntfooBr  + 3 + ^ +--J 


(3D 


(  .                     sin  3  0  cos  3  r     sin  5  0  cos  5  r  ) 

=  382  ?  sin  6  cos  r  +  - + - +  •  •  •  \  > 


in  amperes, 
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td 


4       A 


A    cos  (2  n  -  1)  0  sin  (2  n  -  1)  r 


7T  °T  2n  -  1 


4      ( 
-e0  Jcos0 


cos  3  0  sin  3  r      cos  5  0  sin  5  r 

sin  t  + - + - + 


(32) 

«„  „™  f        x>  .           cos  3  0  sin  3  t     cos  5 0 sin  5  r  ) 

=  76,400  \  cos  0  sin  r  + + +  •  •  •  >, 

in  volts. 

33.  As  further  example,  assume  now  that  this  line  is  short- 
rcuited  at  one  end,  1  =  0,  while  supplied  with  25-cycle  alter- 
ing power  at  the  other  end,  I  =  l0,  and  that  the  generator 
>ltage  drops,  by  the  short  circuit,  to  30,000,  and  then  the  line 
its  off  from  the  generating  system  at  about  the  maximum  value 

the  short-circuit  current,  that  is,  at  the  moment  of  zero  value 

the  impressed  e.m.f. 

At  a  frequency  of /0  =  25  cycles,  the  reactance  per  unit  length 

line  or  per  mile  is 

x  =  2  nfjj  =  0.188  ohm 
id  the  impedance  is 

z  =  W2  +  x2  =  0.283  ohm, 
•,  for  the  total  line, 

zo  =  If  =  56-6  ohms; 
»nce,  the  approximate  short-circuit  current 
.      e      30,000      _„ 

*%-  =  -^  =  530amp-' 

nd  its  maximum  value  is 

i0  =  530  X  V2  =  750  amp. 

Therefore,  in  equations  (26),  at  time  t  =  0,  or  0  =  0,  c=  0 

it 
>r  all  values  of  r  except  r  =  —  ;  hence, 

sin  (2  n  -  1)  y„  =  0, 
r,  y»  =  0, 
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and  thus 

i  =  Yn  cn  cos  (2  n  —  1)  0  cos  (2  n  —  1)  r 
and 

6  =  -  y  -  ^n  cn  sin  (2  n  —  1)  0  sin  (2  n  —  1)  r. 


(33) 


However,  at  t  =  0,  "or  0  =  0,  for  all  values  of  r  except  r  =  -, 


hence,  substituting  in  (33), 


=  2^n  cn  cos  (2  n  —  1)  r. 


(34) 


From  equation  (34),  the  coefficients  cn  are  determined  in  the 
same  manner  as  in  the  preceding  example,  by  multiplying  with 
cos  (2  n  —  1)  t  and  integrating,  as 

4t,        . 


c„  =  -  (-  Dn- 


hence, 


(2a-  1)*' 
4to^    /     ,\  cos  (2n  -  l)0cos(2n  -  1)  r 

=  __£„(_   !)n ^___ 

=  i^jCOS0 


(35) 


cos  3  0  cos  3  r      cos  5  0  cos  5  r 

cos  t 1 h 


(36) 

^    .        „              cos  3  0  cos  3  t      cos  5  0  cos  5  r  . 

=  956 )  cos 0  cos  r + +  •••}» 


in  amperes, 


and 


=  _4r     /LA  n>(2n  -  1)  0sin  (2n  -  1)  t 

ttM/Y  2n-l 

4in4/E(   .    ^  .  sin  3  0  sin  3  x     sin  50  sin  5 r  ) 

=  _«v/_jsin<,8inr _ — + — _ +...j 


=  191,200  j  si 


.    „  .         sin  3  0  sin  3  t    sin  5  0  sin  5  r 
sin  0sin  t 1 h 


in  volts. 


(37) 
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The  maximum  voltage  is  reached  at  time  0  =  - ,  and  is 


-Wii- 


sin  3  r      sin  5  t 

sin  r  H i h 


and  since  the  series 

sin  3  r      sin  5  t  n 

the  maximum  voltage  is 

e  =  ioy/-  =  300,000  volts. 

As  seen,  very  high  voltages  may  be  produced  by  the  interrup- 
tion of  the  short-circuit  current. 

(2a)  Circuit  grounded  at  both  ends. 

34.  The  method  of  investigation  is  the  same  as  in  paragraph 
29;  the  terminal  conditions  are,  for  1  =  0, 


E=0, 


and  for  I  =  l0, 


E  =  0. 

Substituting  I  =  0  into  equations  (3)  gives 

C2  =  0; 
hence, 


/  =  Cl  cos  pi, 

E=-jC1\fesmpi. 


C 
Substituting  I  =  lQ  in  (38)  gives 


(38) 


hence, 


sin  0ZO  =  0,  or  pi  =  nn,  (39) 
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and,  in  the  same  manner  as  in  (1), 

n.         n  1 

pi  =  n-l  =  nr; 

In 


(40) 


that  is,  the  length  of  the  line,  l0,  represents  one  half  wave,  or 
t  =  n,  or  a  multiple  thereof. 


n 


/-    -.-^5 


n 


2iyw  zVLfi% 

and  the  fundamental  frequency  of  oscillation  is 


and 


2LvTX!i 


f  =  nfi; 


(41) 


(42) 


(43) 


that  is,  the  line  can  oscillate  at  a  fundamental  frequency  /„  for 
which  the  length,  l0,  of  the  hue  is  a  half  wave,  and  at  all  multiples 
or  higher  harmonics  thereof,  the  even  ones  as  well  as  the  odd  ones. 

This  kind  of  oscillation  may  be  called  a  half-wave  oscillation. 

35.  Unlike  the  quarter-wave  oscillation,  which  contains  only 
the  odd  higher  harmonics  of  the  fundamental  wave,  the  half- 
wave  oscillation  also  contains  the  even  harmonics  of  the  funda- 
mental frequency  of  oscillation. 

Substituting  C\  =  cl  +  jc2  into  (38)  gives 


and 


/   =  (Cj  +  jc2)  cos  pi 

E  =  (c2-jCl)  \/^  sin  pi, 


(44) 


and  replacing  the  complex  imaginary  by  the  analytic  expression, 
that  is,  the  real  term  by  cos  2  nft,  the  imaginary  term  by  sin  2  $> 
gives 

i  =  {cl  cos  2  nft  +  c2  sin  2  nft }  cos  pi 
and 

e  =  y  ~  \c2  cos  2  nft  —  cx  sin  2  nft }  sin  pi, 
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ind  substituting 

Ne  have 


2  nfxl  =  0, 
2  Tift  =  nd; 


(45) 


then  (44)  gives,  by  (40) : 

i  =  (cl  cosnd  +  c2  sin  nd)  cos  nr 
ind 


-^ 


(ct  cos  nO  —cl  sin  n0)  sin  nr; 


or  writing 

• 

and 

cx  =  c  cos  np    ^ 

ca  =  c  sin  ny    J 

gives 
and 

i  =  c  cos  n{6  —  y)  cos  nr 

e  =  —  c  y  —  sin  n  {0  —  f)  sin  nr, 

(46) 


(47) 


(48) 


and  herefrom  the  general  equations  of  this  Iwdf-uxive  oscillation  are 

i  =  2ncw  cos  n  (0  —  fH)  cos  nr 
and  _  |  (49) 

6  =  -  y  ^  2}ncn  sin  n  (0  -  r») 

(26)  Circuit  open  at  both  ends. 
36.  For  Z  =  0  we  have 

/  =0; 
hence, 

Ct  =  0 
and 

/  =  -  jC2  sin  /?/ 
and 


sin  nr 


i?  =  \/£cacos/H, 
while  for  Z  =  lv   7=0; 


(50) 
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sin  fl9  =  0,  or  £Z0  —  rwr; 


that  is,  the  circuit  performs  a  half-wave  oscillation  of  fundar 
mental  frequency, 

and  all  its  higher  harmonics,  the  even  ones  as  well  as  the  odd  ones 
have  a  frequency 

f-nf„  (53) 

and  the  final  equations  are 

i  =  —  2/HCnSinn  (0  —  y)  sin  nr 


and 


where 


-v/f? 


»  cn  cos  n  (0  —  /-)  cos  nx, 


0  -  2*/^   and   x  =  r-Z. 

*A 


(M) 


(55) 


(3)  Circuit  closed  upon  itself 

37.  If  a  circuit  of  length  l0  is  closed  upon  itself,  then  the  free 
oscillation  of  such  a  circuit  is  characterized  by  the  condition  that 
current  and  voltage  at  I  =  l0  are  the  same  as  at  I  =  0,  since  I  *  k 
and  I  =  0  are  the  same  point  of  the  circuit. 

Substituting  thfe  condition  in  equations  (3)  gives 


and 


I  =<7i  =  Cficos^o  -jC2sinpl0 


^ 


7  E  -  C,  =  Ci  cos  /H0  -  /C,  sin  pit; 


(56) 


herefrom  follows 

C,(l  -«*#,)   =  -/C2sin#0,     ? 
0,(1  -cosjM,)   =-/C1sin^0,     > 
hence,  (1  —  cos  $0)2  =  -        sin'  /B, 


or 


cos#0  =»  1; 


(57) 
(68) 
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ice, 


#t'-2fwr; 


(59) 


tis,  the  circuit  must  be  a  complete  wave  or   a   multiple 

reof. 

lie  free  oscillation  of  a  circuit  which  is  closed  upon  itself  is  a 

-wave  oscillation,  containing  a  fundamental  wave  of  frequency 


/i- 


i 


IVLC 


(60) 


1  all  the  higher  harmonics  thereof,  the  even  ones  as  well  as  the 
ones, 

f-nfv  (6D 

ubstituting  in  (3), 

Ct  =  c/  +  jc» 


C,  =  c 


■x  +  icr  i 


/  =  (c/  +  jc/0  cos  jtt  +  (c,"  -  /ca')sin  fl 

?  =  V^  W  +  *"> cos #  +  (c." - M sin #)■ 

ubstituting  the  analytic  expression, 

ct  +  Jc"  =  c/  cos  2  ff/i  +  c,"  sin  2  jr/it,  etc., 


(62) 


zftt-0,    > 


2*/.<  = 
2 


re 


„.      2  wn. 
2* 


(63) 


(64) 


is,  the  length  of  the  circuit,  I  =  Z0,  is  represented  by  the 
e  t  =  2  it,  or  a  complete  cycle,  this  gives 
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and 


/  =  (c/  cos  nO  +  c"  sin  ruO)  cos  nr 
+  (c3"  cos  nO—c2'  sin  n0)  sin  nr 


# 


-\Ziiw 


'  cos  nO  +  c2"  sin  nO)  cos  n0 

+  (Cj"  cos  n0  —  c/  sin  n0)  sin  nr} , 

or  writing  c/   =  a  cos  ny 

c"  =  a  sin  ny 
c2'  =  6  cos  nx 
c2"  =  6  sin  n# 


(65) 


gives 


and 


i  =  a  cos  n  (0  —  y)  cos  nr  —  6  sin  n  (0  —  %)  sin  nr 


-v^ 


{fccosn  (0  —  *)cos  nr  —  a  sinn(0  —  f)sinnr}. 


(66) 


Thus  in  its  most  general  form  the  full-wave  oscillation  gives 
the  equations 


eo 

i  =  ]^n  { an  cos  n  (0  —  yn)  cos  nr  —  6n  sin  n  (0  -£n)  sin  nr } 
i 

e  =  V^]^n  {6ncos  n(0-Xn)  cos  nr  -ansinn(0  —  r„)sinnrj, 
^   i 


where 


0=2  jt/;/, 

1 


L 


i, 


(67) 


(68) 


and  an,  fn  and  &„,  *n  are  groups  of  four  integration  constants. 

38.  With  a  short  circuit  at  the  end  of  a  transmission  line,  the 
drop  of  potential  along  the  line  varies  fairly  gradually  and 
uniformly,  and  the  instantaneous  rupture  of  a  short  circuit  — 
as  by  a  short-circuiting  arc  blowing  itself  out  explosively  — 
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causes  an  oscillation  in  which  the  lower  frequencies  predominate, 
that  is,  a  low-frequency  high-power  surge.  A  spark  discharge 
from  the  line,  a  sudden  high  voltage  charge  entering  the  line 
locally,  as  directly  by  a  lightning  stroke,  or  indirectly  by  induc- 
tion during  a  lightning  discharge  elsewhere,  gives  a  distribution 
of  potential  which  momentarily  is  very  non-uniform,  changes 
very  abruptly  along  the  line,  and  thus  gives  rise  mainly  to  very 
high  harmonics,  but  as  a  rule  does  not  contain  to  any  appre- 
ciable extent  the  lower  frequencies;  that  is,  it  causes  a  high- 
frequency  oscillation,  more  or  less  local  in  extent,  and  while  of 
high  voltage,  of  rather  limited  power,  and  therefore  less  destruc- 
tive than  a  low-frequency  surge. 

At  the  frequencies  of  the  high-frequency  oscillation  neither 
capacity  nor  inductance  of  the  transmission  line  is  perfectly 
constant:  the  inductance  varies  with  the  frequency,  by  the 
increasing  screening  effect  or  unequal  current  distribution  in 
the  conductor;  the  capacity  increases  by  brush  discharge  over  the 
insulator  surface,  by  the  increase  of  the  effective  conductor 
diameter  due  to  corona  effect,  etc.  The  frequencies  of  the  very 
high  harmonics  are  therefore  not  definite  but  to  some  extent 
variable,  and  since  they  are  close  to  each  other  they  overlap; 
that  is,  at  very  high  frequencies  the  transmission  line  has  no 
definite  frequency  of  oscillation,  but  can  oscillate  with  any 
frequency. 

A  long-distance  transmission  line  has  a  definite  natural  period 
of  oscillation,  of  a  relatively  low  fundamental  frequency  and  its 
overtones,  but  can  also  oscillate  with  any  frequency  whatever, 
provided  that  this  frequency  is  very  high. 

This  is  analogous  to  waves  formed  in  a  body  of  water  of 
regular  shape :  large  standing  waves  have  a  definite  wave  length, 
depending  upon  the  dimensions  of  the  body  of  water,  but  very 
short  waves,  ripples  in  the  water,  can  have  any  wave  length,  and 
do  not  depend  on  the  size  of  the  body  of  water. 

A  further  investigation  of  oscillations  in  conductors  with 
distributed  capacity,  inductance,  and  resistance  requires,  how- 
ever, the  consideration  of  the  resistance,  and  so  leads  to  the 
investigation  of  phenomena  transient  in  space  as  well  as  in  time, 
which  are  discussed  in  Section  IV. 

39.  In  the  equations  discussed  in  the  preceding,  of  the  free 
oscillations  of  a  circuit  containing  uniformly  distributed  resist- 
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ance,  inductance,  capacity,  and  conductance,  the  energy  losses 
in  the  circuit  have  been  neglected,  and  voltage  and  current 
therefore  appear  alternating  instead  of  oscillating.  That  is, 
these  equations  represent  only  the  initial  or  maximum  values  of 
the  phenomenon,  but  to  represent  it  completely  an  exponential 
function  of  time  enters  as  factor,  which,  as  will  be  seen  in  Section 
IV,  is  of  the  form 

(69) 

where  u  =  -  f -^  +  jj  may  be  called  the  "time  constant"  of  the 

circuit. 

While  quarter-wave  oscillations  occasionally  occur,  and  are  of 
serious  importance,  the  occurrence  of  half-wave  oscillations  and 
especially  of  full-wave  oscillations  of  the  character  discussed 
before,  that  is,  of  a  uniform  circuit,  is  less  frequent. 

When  in  a  circuit,  as  a  transmission  line,  a  disturbance  or 
oscillation  occurs  while  this  circuit  is  connected  to  other  cir- 
cuits —  as  the  generating  system  and  the  receiving  apparatus  — 
as  is  usually  the  case,  the  disturbance  generally  penetrates  into 
the  circuits  connected  to  the  circuit  in  which  the  disturbance 
originated,  that  is,  the  entire  system  oscillates,  and  this  oscilla- 
tion usually  is  a  full-wave  oscillation ;  that  is,  the  oscillation  of 
a  circuit  closed  upon  itself;  occasionally  a  half-wave  oscillation. 
For  instance,  if  in  a  transmission  system  comprising  generators, 
step-up  transformers,  high-potential  lines,  step-down  trans- 
formers, and  load,  a  short  circuit  occurs  in  the  line,  the  circuit 
comprising  the  load,  the  step-down  transformers,  and  the  lines 
from  the  step-down  transformers  to  the  short  circuit  is  left 
closed  upon  itself  without  power  supply,  and  its  stored  energy  is, 
therefore,  dissipated  as  a  full-wave  oscillation.  Or,  if  in  this 
system  an  excessive  load,  as  the  dropping  out  of  step  of  a  syn- 
chronous converter,  causes  the  circuit  to  open  at  the  generating 
station,  the  dissipation  of  the  stored  energy  —  in  this  case  that 
of  the  excessive  current  in  the  system  —  occurs  as  a  full-wave 
oscillation,  if  the  line  cuts  off  from  the  generating  station  on  the 
low-tension  side  of  the  step-up  transformers,  and  the  oscillating 
circuit  comprises  the  high-tension  coils  of  the  step-up  trans- 
formers, the  transmission  line,  step-down  transformers,  and  load. 
If  the  line  disconnects  from  the  generating  system  on  the  high- 
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potential  side  of  the  step-up  transformers,  the  oscillation  is  a 
half-wave  oscillation,  with  the  two  ends  of  the  oscillating  circuit 
open. 

Such  oscillating  circuits,  however, —  representing  the  most 
frequent  and  most  important  case  of  high-potential  disturbances 
in  transmission  systems, — cannot  be  represented  by  the  preced- 
ing equations  since  they  are  not  circuits  of  uniformly  distributed 
constants  but  complex  circuits  comprising  several  sections  of 
different  constants,  and  therefore  of  different  ratios  of  energy 

t         a 
consumption  and  energy  storage,  y  and -•    During  the  free 

oscillation  of  such  circuits  an  energy  transfer  takes  place  be- 
tween the  different  sections  of  the  circuit,  and  energy  flows  from 
those  sections  in  which  the  energy  consumption  is  small  com- 
pared with  the  energy  storage,  as  transformer  coils  and  highly 
inductive  loads,  to  those  sections  in  which  the  energy  consump- 
tion is  large  compared  with  the  energy  storage,  as  the  more 
non-inductive  parts  of  the  system.  This  introduces  into  the  equa- 
tions exponential  functions  of  the  distance  as  well  as  the  time, 
and  requires  a  study  of  the  phenomenon  as  one  transient  in 
distance  as  well  as  in  time.  The  investigation  of  the  oscillation 
of  a  complex  circuit,  comprising  sections  of  different  constants,  is 
treated  in  Section  IV. 


CHAPTER  IV. 

DISTRIBUTED   CAPACITY  OF   HIGH-POTENTIAL 
TRANSFORMERS. 

40.  In  the  high-potential  coils  of  transformers  designed  for 
very  high  voltages  phenomena  resulting  from  distributed 
capacity  occur. 

In  transformers  for  very  high  voltages  — 100,000  volts  and 
more,  or  even  considerably  less  in  small  transformers  —  the  high- 
potential  coil  contains  a  large  number  of  turns,  a  great  length  of 
conductor,  and  therefore  its  electrostatic  capacity  is  appreciable, 
and  such  a  coil  thus  represents  a  circuit  of  distributed  resistance, 
inductance,  and  capacity  somewhat  similar  to  a  transmission 
line. 

The  same  applies  to  reactive  coils,  etc.,  wound  for  very  high 
voltages,  and  even  in  smaller  reactive  coils  at  very  high  frequency. 

This  capacity  effect  is  more  marked  in  smaller  transformers, 
where  the  size  of  the  iron  core  and  therewith  the  voltage  per 
turn  is  less,  and  therefore  the  number  of  turns  greater  than  in 
very  large  transformers,  and  at  the  same  time  the  exciting  cur- 
rent and  the  full-load  current  are  less;  that  is,  the  charging 
current  of  the  conductor  more  comparable  with  the  load  current 
of  the  transformer  or  reactive  coil. 

However,  even  in  large  transformers  and  at  moderately  high 
voltages,  capacity  effects  occur  in  transformers,  if  the  frequency 
is  sufficiently  high,  as  is  the  case  with  the  currents  produced  in 
overhead  lines  by  lightning  discharges,  or  by  arcing  grounds 
resulting  from  spark  discharges  between  conductor  and  ground, 
or  in  starting  or  disconnecting  the   transformer.    With  such 
frequencies,  of  many  thousand  cycles,  the  internal  capacity  of 
the  transformer  becomes  very  marked  in  its  effect  on  the  dis- 
tribution of  voltage  and  current,  and  may  produce  dangerous 
high-voltage  points  in  the  transformer. 

The  distributed  capacity  of  the  transformer,  however,  is  differ- 
ent from  that  of  a  transmission  line. 
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In  a  transmission  line  the  distributed  capacity  is  shunted 
capacity,  that  is,  can  be  represented  diagrammatically  by  con- 
densers shunted  across  the  circuit  from  line  to  line,  or,  what 
amounts  to  the  same  thing,  from  line  to  ground  and  from  ground 
to  return  line,  as  shown  diagrammatically  in  Fig.  88. 


IttttttTttt-tttTTttttttttI 

Fig.  88.  Distributed  capacity  of  a  transmission  line. 


The  high-potential  coil  of  the  transformer  also  contains  shunted 
capacity,  or  capacity  from  the  conductor  to  ground,  and  so  each 
coil  element  consumes  a  charging  current  proportional  to  its 
potential  difference  against  ground.  Assuming  the  circuit  as  insu- 
lated, and  the  middle  of  the  transformer  coil  at  ground  potential, 
the  charge  consumed  by  unit  length  of  the  coil  increases  from 
zero  at  the  center  to  a  maximum  at  the  ends.  If  one  terminal 
of  the  circuit  is  grounded,  the  charge  consumed  by  the  coil 
increases  from  zero  at  the  grounded  terminal  to  a  maximum  at 
the  ungrounded  terminal. 

In  addition  thereto,  however,  the  transformer  coil  also  con- 
tains a  capacity  between  successive  turns  and  between  successive 
layers.    Starting  from  one  point  of  the  conductor,  after  a  certain 
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Fig.  89.    Distributed  capacity  of  a  high-potential  transformer  coil. 


length,  the  length  of  one  turn,  the  conductor  reapproaches  the 
first  point  in  the  next  adjacent  turn.    It  again  approaches  the 
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first  point  at  a  different  and  greater  distance  in  the  next  adjacent 
layer. 

A  transformer  high-potential  coil  can  be  represented  dia- 
grammatically  as  a  conductor,  Fig.  89.  Cx  represents  the  capacity 
against  ground,  C2  represents  the  capacity  between  adjacent 
turns,  and  Cs  the  capacity  between  adjacent  layers  of  the  coil. 

The  capacities  C2  and  Cs  are  not  uniformly  distributed  but 
more  or  less  irregularly,  depending  upon  the  number  and  arrange- 
ment of  the  transformer  coils  and  the  number  and  arrangement 
of  turns  in  the  coil.  As  approximation,  however,  the  capacities 
C2  and  C8  can  be  assumed  as  uniformly  distributed  capacity 
between  successive  conductor  elements.  If  /  =  length  of  con- 
ductor, they  may  be  assumed  as  a  capacity  between  I  and  I  +  dl, 
or  as  a  capacity  across  the  conductor  element  dl. 

This  approximation  is  permissible  in  investigating  the  general 
effect  of  the  distributed  capacity,  but  omits  the  effect  of  the 
irregular  distribution  of  C2  and  C3,  which  leads  to  local  oscilla- 
tions of  higher  frequencies,  extending  over  sections  of  the  circuit, 
and  of  lesser  power. 

41.  Let  then,  in  the  high-potential  coil  of  a  high-voltage  trans- 
former, e  =  the  e.m.f.  generated  per  unit  length  of  conductor, 
as,  for  instance,  per  turn;  Z  =  r  —  jx  =  the  impedance  per  unit 
length;  Y  =  g  —  jb  =  the  capacity  admittance  against  ground 
per  unit  length  of  conductor,  and  Y'  =  pY=  the  capacity 
admittance,  per  unit  length  of  conductor,  between  conductor 
elements  distant  from  each  other  by  unit  length,  as  admittance 
between  successive  turns.  Y'  is  assumed  to  represent  the  total 
effective  admittance  representing  the  capacity  between  successive 
turns,  successive  layers,  and  successive  coils,  as  represented  by 
the  condensers  C2  and  C8  in  Fig.  89. 

The  charging  current  of  a  conductor  element  dl,  due  to  the 
admittance  Y',  is  made  up  of  the  charging  currents  against  the 
next  following  and  that  against  the  preceding  conductor  element. 

Let  l0  =  length  of  conductor;  I  =  distance  along  conductor; 
E  =  potential  at  point  /,  or  conductor  element  dl,  and  /  =  cur- 
rent in  conductor  element  dl;  then 

dE 
dE  =  -J7  dl  =  the    potential    difference    between    successive 
at 

conductor  elements  or  turns. 
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dE 
Y'  —  dl  =  the  charging  current  between  one  conductor  ele- 
dl 

ment  and  the  next  conductor  element  or  turn. 

—  Yf  — — —. dl  =  the  charging  current  between  one  con- 

al 

ductor  element  and  the  preceding  conductor  element  or  turn, 

hence, 

cPE 
y— j=-  dl  =  the  charging  current  of  one  conductor  element  due 
or 

to  capacity  between  adjacent  conductors  or  turns. 

If  now  the  distance  /  is  counted  from  the  point  of  the  con- 
ductor, which  is  at  ground  potential,  YEdl  =  the  charging  cur- 
rent of  one  conductor  element  against  ground,  and 

is  the  total  current  consumed  by  a  conductor  element. 

However,  the  e.m.f.  consumed  by  impedance  equals  the  e.m.f. 
consumed  per  conductor  element;  thus 

dEz  =  Zldl. 
This  gives  the  two  differential  equations: 

(2) 


I 

dE      „r 

Mfferentiati 

ng  (2)  and  substituting  in  (1)  gives 

<PE_         i            d>E). 

usposing, 

<PE        -  E 

dP              1  ' 
P~ZY 

<PE 

(3) 

or  -zs-  =  -  <*e,  (4) 
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where  a2  = —  • 

P~ZY 
If  —  is  small  compared  with  p,  we  have,  approxima 

a- -I 

V 

and  E  =  A  cos  oZ  +  B  sin  oZ, 

and  since,  for  Z  =  0,  E  =  0,  if  the  distance  I  is  counted  fr 
point  of  zero  potential,  we  have 

E  =  B  sin  al, 

and  the  current  is  given  by  equation  (2)  as 

.      1  (         dB  i 

substituting  (8)  in  (9)  gives 

/  =  -=  \  e  —  aB  cos  al  {  . 

42.  If  now  / 1  =  the  current  at  the  transformer   ten 
/  =  l0,  we  have,  from  (10), 

Zi \x  =  e  —  aB  cos  al0 

and  5  =  r1 , 

a  cos  al0 

substituting  in  (8)  and  (10), 

sin  a7 

E  =(e  -  ZI,)- 

a  cos  a/0 

and  /       lj(.-Z/^*        |; 

for  7t  =  0,  or  open  circuit  of  the  transformer,  this  gives 

sin  al 


E 


a  cos  al0 


and  /       «(^-,\ 

Z  \cos  a/n         / 
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The  e.m.f.,  E,  thus  is  a  maximum  at  the  terminals, 
Et  =  -tana/(M 

the  current  a  maximum  at  the  zero  point  of  potential,  1  =  0, 

where 


CHAPTER  V. 

DISTRIBUTED  SERIES  CAPACITY. 

43.  The  capacity  of  a  transmission  line,  cable,  or  high-poten- 
tial transformer  coil  is  shunted  capacity,  that  is,  capacity  from 
conductor  to  ground,  or  from  conductor  to  return  conductor,  or 
shunting  across  a  section  of  the  conductor,  as  from  turn  to  turn 
or  layer  to  layer  of  a  transformer  coil. 

In  some  circuits,  in  addition  to  this  shunted  capacity,  dis- 
tributed series  capacity  also  exists,  that  is,  the  circuit  is  broken 
at  frequent  and  regular  intervals  by  gaps  filled  with  a  dielectric 
or  insulator,  as  air,  and  the  two  faces  of  the  conductor  ends  thus 
constitute  a  condenser  in  series  with  the  circuit.  Where  the 
elements  of  the  circuit  are  short  enough  so  as  to  be  represented, 
approximately,  as  conductor  differentials,  the  circuit  constitutes 
a  circuit  with  distributed  series  capacity. 

An  illustration  of  such  a  circuit  is  afforded  by  the  so-called 
"multi-gap  lightning  arrester, "  as  shown  diagrammatically  in 
Fig.  90,  which  consists  of  a  large  number  of  metal  cylinders  p,  ? 
. . . ,  with  small  spark  gaps  between  the  cylinders,  connected 
between  line  L  and  ground  G.  This  arrangement,  Fig.  90,  can 
be  represented  diagraramatically  by  Fig.  91.  Each  cylinder  has 
a  capacity  C0  against  ground,  a  capacity  C  against  the  adja- 
cent cylinder,  a  resistance  r, —  usually  very  small, —  and  an 
inductance  L. 

If,  such  a  series  of  n  equal  spark  gaps  is  connected  across  a 

constant  supply  voltage  e0,  each  gap  has  a  voltage  e  =  — .    If, 

n 

however,  the  supply  voltage  is  alternating,  the  voltage  does  not 

divide  uniformly  between  the  gaps,  but  the  potential  difference 

is  the  greater,  that  is,  the  potential  gradient  steeper  the  nearer 

the  gap  is  to  the  line  L,  and  this  distribution  of  potential  becomes 

the  more  non-uniform  the  higher  the  frequency;  that  is,  the 

greater  the  charging  current  of  the  capacity  of  the  cylinder 

against  ground.    The  charging  currents  against  ground,  of  all 
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the  cylinders  from  q  to  the  ground  G,  Figs.  90  and  91,  must  pass 
the  gap  between  the  adjacent  cylinders  p  and  q;  that  is,  the 
charging  current  of  the  condenser  represented  by  two  adjacent 
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Fig.  90.    Multi-gap  lightning  arrester. 

cylinders  p  and  q  is  the  sum  of  all  the  charging  currents  from 
q  to  G;  and  as  the  potential  difference  between  the  two  cylinders 
p  and  q  is  proportional  to  the  charging  current  of  the  condenser 
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Fig.  01.    Equivalent  circuit  of  a  multi-gap  lightning  arrester. 

formed  by  these  two  cylinders,  C,  this  potential  difference 
increases  towards  L,  being,  at  each  point  proportional  to  the 
vector  sum  of  all  the  charging  currents,  against  ground,  of  all 
the  cylinders  between  this  point  and  ground. 

The  higher  the  frequency,  the  more  non-uniform  is  the  poten- 
tial gradient  along  the  circuit  and  the  lower  is  the  total  supply 
voltage  required  to  bring  the  maximum  potential  gradient,  near 
the  line  L,  above  the  disruptive  voltage,  that  is,  to  initiate  the 
discharge.  Thus  such  a  multigap  structure  is  discriminating 
regarding  frequency;  that  is,  the  discharge  voltage  with  increas- 
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ing  frequency,  does  not  remain  constant,  but  decreases  with 
increase  of  frequency,  when  the  frequency  becomes  sufficiently 
high  to  give  appreciable  charging  currents.  Hence  high  fre- 
quency oscillations  dis«harge  over  such  a  structure  at  lower 
voltage  than  machine  frequencies. 

For  a  further  discussion  of  the  feature  which  makes  such  a 
multigap  structure  useful  for  lightning  protection,  see  A.  I.  E.  E. 
Transactions,  1906,  pp.  431,  448,  1907,  p.  425,  etc. 

44*  Such  circuits  with  distributed  series  capacity  are  of  great 
interest  in  that  it  is  probable  that  lightning  flashes  in  the  clouds 
are  discharges  in  such  circuits.  From  the  distance  traversed  by 
lightning  flashes  in  the  clouds,  their  character,  and  the  disruptive 
strength  of  air,  it  appears  certain  that  no  potential  difference 
can  exist  in  the  clouds  of  such  magnitude  as  to  cause  a  disruptive 
discharge  across  a  mile  or  more  of  space.  It  is  probable  that 
as  the  result  of  condensation  of  moisture,  and  the  lack  of  uni- 
formity of  such  condensation,  due  to  the  gusty  nature  of  air 
currents,  a  non-uniform  distribution  of  potential  is  produced 
between  the  rain  drops  in  the  cloud;  and  when  the  potential 
gradient  somewhere  in  space  exceeds  the  disruptive  value,  an 
oscillatory  discharge  starts  between  the  rain  drops,  and  grad- 
ually, in  a  number  of  successive  discharges,  traverses  the  cloud 
and  equalizes  the  potential  gradient.  A  study  of  circuits 
containing  distributed  series  capacity  thus  leads  to  an  under- 
standing of  the  phenomena  occurring  in  the  thunder  cloud  during 
the  lightning  discharge.* 

Only  a  general  outline  can  be  given  in  the  following. 

46.   In  a  circuit  containing  distributed  resistance,  conductance, 
inductance,  shunt,  and  series  capacity,  as  the  multigap  lightning 
arrester,  Fig.  90,  represented  electrically  as  a  circuit  in  Fig.  91, 
let  r  =  the  effective  resistance  per  unit  length  of  circuit,  or  per 
circuit  element,  that  is,  per  arrester  cylinder;  g  =  the  shunt 
conductance  per  unit  length,  representing  leakage,  brush  dis- 
charge, electrical  radiation,  etc.;  L  =  the  inductance  per  unit 
length  of  circuit;  C  =  the  series  capacity  per  unit  length  of  cir- 
cuit, or  circuit  element,  that  is,  capacity  between  adjacent  arrester 
cylinders,  and  C0  =  the  shunt  capacity  per  unit  length  of  circuit, 
or  circuit  element,  that  is,  capacity  between  arrester  cylinder  and 

*  See  paper,  "Lightning  and  Lightning  Protection,"  N.E.L.A.,  1907. 
Reprinted  and  enlarged  in  "  General  Lectures  on  Electrical  Engineering,"  by 
Author. 
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ground.  If  then  /  =  the  frequency  of  impressed  e.m.f.,  the 
series  impedance  per  unit  length  of  circuit  is 

Z=r-/(x-xc);  (1) 

the  shunt  admittance  per  unit  length  of  circuit  is 

Y-g-jb,  (2) 

where 

x  =  2  tt/L, 

1 


Xc      2njC' 
or  the  absolute  values  are 


(3) 


and 


.  z  =  w  +  (p-xey 


(4) 


If  the  distance  along  the  circuit  from  line  L  towards  ground 
G  is  denoted  by  I,  the  potential  difference  between  point  I  and 
ground  by  E,  and  the  current  at  point  I  by  /,  the  differential 
equations  of  the  circuit  are  * 


a-" 

dl 


and 


dl 


YE. 


Differentiating  (5)  and  substituting  (6)  therein  gives 
<FE 


dp 


=  YZE. 


Equation  (7)  is  integrated  by 
where 


E  =  A,«— '  +  A^"1, 


a 
a 


VYZ 


iP> 


and 


vita*  +  ffr  -  b(x  -  xc)} 


J9-  V${y*  -yr  +  6(x-xc)}, 
*  Section  III,  Chapter  II,  paragraph  7. 


(5) 
(6) 

(7) 

(8) 

(9) 

(10) 
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Substituting  (10)  in  (8)  and  eliminating  the  imaginary  expo- 
nents by  the  substitution  of  trigonometric  functions, 

E  -  Af—*  (cos  pi  +  j  sin  pi)  +  A2e+<a  (cos  pi  -  j  sin  pi).  (11) 

46.  However,  if  n  =  the  total  length  of  circuit  from  line  L  to 
ground  G,  or  total  number  of  arrester  cylinders  between  line  and 
ground,  for  l  =  n, 

#  =  0,  (12) 

and  for  l  =  0, 

#  —  60  =  the  impressed  e.m.f.  (13) 

Substituting  (12)  and  (13)  into  (11)  gives 

0  =  Axe-*n  (cos  pn  +  j  sin  pn)  +  A^+an  (cospn  -  jsin^) 

and 

60  =  At  +  A2) 

hence, 


4t  = 


(14) 


1  -  e"2*"  (cos  2 0n  f-  j  sin  2  0n) ' 
A,  =  -  Ate-2"*  (cos  2  fin  +  jwa.2fin), 
and  the  potential  difference  against  ground  is 

£  =  «o 

i— '(cos  pl+j  sin  ffl)  -  «— (an-|)  [cos  /?  (2  n-Z)  +;  sin  /?(2  n-D] 
1  -  £~2M  (cos  2  0n  +  j  sin  2  0n) 

(15) 
From  equation  (5),  substituting  (15)  and  (9),  we  have 

/=-Vfe0 

t-a*(cosffl+/sin/?Q+e— (2n-') [cos/?  (2 n-fl+/sin p.(2n-Q] 
1  _  e-2«»(cos  2  /9n  +  j  sin  2  /?n) 

(16) 
Reduced  to  absolute  terms  this  gives  the  potential  difference 
against  ground  as 

t  /i-™  +  ,-»■?—"  -  2  ^  *-  cos  2  /?  (n  -  Q 
C"e°V  l+e-4*»-24-2-cos2i9n  '  (17) 
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the  current  as 

*   -  e*    V  T  V  ,      ,      -4an o.-2.n^o^ '       (18) 


and  the  potential  gradient,  or  potential  difference  between  adja- 
cent cylinders,  is 

d    xi    ^^.A-'^-'^'^+^^^^^-O   (19) 
*     *e*    «AVaV  l+£-4--2e-2-cos2^n  •  UW 

For  an  infinite  length  of  line,  n  =  oo ,  that  is,  for  a  very  large 
number  of  lightning  arrester  cylinders,  where  e"2a*  is  negligible, 
as  in  the  case  where  the  discharge  passes  from  the  line  into  the 
arrester  without  reaching  the  ground,  equations  (17),  (18),  (19) 
simplify  to 

e-v-1,  (20) 

and 


(21) 


>fe'-: 


^«AV:«    i  t22) 


that  is,  are  simple  exponential  curves. 
Substituting  (4)  and  (3)  in  (21)  and  (22)  gives 


v2 


0        Kl   C|[l  -  (2  Kfy  CL]2  +  (2  xfCrYl       KM) 

and 

i-2xfCJ;  (24) 

or,  approximately,  if  r  and  gr  are  negligible,  we  have 


~  6°€~al  Veil-  (2  V)2CL(  (25) 


il  -{2nfyCL\ 
and 


2^-v1-(2g;).cf 


(26) 


47.  Assume,  as  example,  a  lightning  arrester  having  the  fol- 
lowing   constants:    L  =  2  X  10~8    henry;    C0  =  10"u    farads; 
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C  =  4X  10~n  farads;  r  =  1  ohm;  g  =  4  X  10-e  mho;/  =  108  = 
100  million  cycles  per  second;  n  =»  300  cylinders,  and  c0  =  30,000 
volts;  then  from  equation  (3),  x  =  12.6  ohms,  sc  =  39.7  ohms,  and 
6  =  62.8  X  10-*  mhos; 

from  equation  (1), 

Z  =  1  +  27.1  j  ohms; 

from  equation  (2), 

Y  -  (4  -  62.8  j)  10-e  mho; 
from  equation  (4), 

z  =  27.1  ohms  and  y  =  62.9  X  10~6  mho; 
from  equation  (10), 

a  =  0.0021  and  /J  =  0.0412; 
from  equation  (17), 

e  -  35,500  VP**1  +  0.08  e+0'W421  -  0.568  cos  (24.72  -0.08247); 
from  equation  (18), 

%  =  54  Ve"0-™2'  +  0.08  e^-0042'  +  0.568  cos  (24.72  -  0.0824  0, 
and  from  equation  (19), 


e  =  2140  Vf^0042 '  +  0.08  a*0'00421  +  0.568  cos  (24.72  -  0.0824 1). 

Hence,  at  1  =  0,  e  =  30,000  volts,  i  =  64.6  amperes,  and 
ef  =  2560  volts;  and  at  /  =  300,  e  =  0,  i  =  57.5  amperes,  and 
e>  =  2280  volts. 

With  voltages  per  gap  varying  from  2280  to  2560,  300  gaps 
would,  by  addition,  give  a  total  voltage  of  about  730,000,  while 
the  actual  voltage  is  only  about  one-twenty-fourth  thereof;  that 
is,  the  sum  of  the  voltages  of  many  spark-gaps  in  series  may  be 
many  times  the  resultant  voltage,  and  a  lightning  flash  may  pass 
possibly  for  miles  through  clouds  with  a  total  potential  of  only 
a  few  hundred  million  volts.  In  the  above  example  the  300 
cylinders  include  7.86  complete  wave-lengths  of  the  discharge. 


CHAPTER  VI. 

ALTERNATING  MAGNETIC  FLUX  DISTRIBUTION. 

48.  As  carrier  of  magnetic  flux  iron  is  used,  as  far  as  possible, 
since  it  has  the  highest  permeability  or  magnetic  conductivity. 
If  the  magnetic  flux  is  alternating  or  otherwise  changing  rapidly, 
an  e.m.f.  is  generated  by  the  change  of  magnetic  flux  in  the  iron, 
and  to  avoid  energy  losses  and  demagnetization  by  the  currents 
produced  by  these  e.m.fs.  the  iron  has  to  be  subdivided  in  the 
direction  in  which  the  currents  would  exist,  that  is,  at  right 
angles  to  the  lines  of  magnetic  force.  Hence,  alternating 
magnetic  fields  and  magnetic  structures  desired  to  respond  very 
quickly  to  changes  of  m.m.f.  are  built  of  thin  wires  or  thin  iron 
sheets,  that  is,  are  laminated. 

Since  the  generated  e.m.fs.  are  proportional  to  the  frequency 
of  the  alternating  magnetism,  the  laminations  must  be  finer 
the  higher  the  frequency. 

To  fully  utilize  the  magnetic  permeability  of  the  iron,  it  there- 
fore has  to  be  laminated  so  as  to  give,  at  the  impressed  frequency, 
practically  uniform  magnetic  induction  throughout  its  section, 
that  is,  negligible  secondary  currents.  This,  however,  is  no 
longer  the  case,  even  with  the  thinnest  possible  laminations, 
at  extremely  high  frequencies,  as  oscillating  currents,  lightning 
discharges,  etc.,  and  under  these  conditions  the  magnetic  flux 
distribution  in  the  iron  is  not  uniform,  but  the  magnetic  flux 
density,  (fc,  decreases  rapidly,  and  lags  in  phase,  with  increasing 
depth  below  the  surface  of  the  lamination,  so  that  ultimately 
hardly  any  magnetic  flux  exists  in  the  inside  of  the  laminations, 
but  practically  only  a  surface  layer  carries  magnetic  flux.  The 
apparent  permeability  of  the  iron  thus  decreases  at  very  high 
frequency,  and  this  has  led  to  the  opinion  that  at  very  high  fre- 
quencies iron  cannot  follow  a  magnetic  cycle.  There  is,  however, 
no  evidence  of  such  a  " viscous  hysteresis,"  but  it  is  probable 
that  iron  follows  magnetically  even  at  the  highest  frequencies, 
traversing  practically  the  same  hysteresis  cycle  irrespective  of 
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the  frequency,  if  the  true  m.m.f.,  that  is,  the  resultant  of  the 
impressed  m.m.f.  and  the  tn.m.f.  of  the  secondary  currents  in 
the  iron,  is  considered.  Since  with  increasing  frequency,  at 
constant  impressed  m.m.f.,  the  resultant  m.m.f.  decreases,  due 
to  the  increase  of  the  demagnetizing  secondary  currents,  this 
simulates  the  effect  of  a  viscous  hysteresis. 

Frequently  also,  for  mechanical  reasons,  iron  sheets  of  greater 
thickness  than  would  give  uniform  flux  density  have  to  be  used 
in  an  alternating  field. 

Since  rapidly  varying  magnetic  fields  usually  are  alternating, 
and  the  subdivision  of  the  iron  is  usually  by  lamination,  it  will 
be  sufficient  to  consider  as  illustration  of  the  method  the  dis- 
tribution of  alternating  magnetic  flux  in  iron  laminations. 

49.  Let  Fig.  92  represent  the  section  of  a  lamination.  The 
alternating  magnetic  flux  is  assumed  to  pass  in  a  direction 
perpendicular  to  the  plane  of  the  paper. 

Let  fi  =  the  magnetic  permeability,  A  =  the 
electric  conductivity,  I  =  the  distance  of  a  layer 
dl  from  the  center  line  of  the  lamination,  and 
2 10  =  the  total  thickness  of  the  lamination.  If 
then  /  =  the  current  density  in  the  layer  dl, 
and  E  =  the  e.m.f.  per  unit  length  generated  in 
the  zone  dl  by  the  alternating  magnetic  flux,  we 
have 

/  =  XE.  (1) 


di 


-t- 


The  magnetic  flux  density  (Bj  at  the  surface 
I  =  l0  of  the  lamination  corresponds  to  the 
impressed  or  external  m.m.f.  The  density  & 
in  the  zone  dl  corresponds  to  the  impressed 
m.m.f.  plus  the  sum  of  all  the  m.m.fs.  in  the 
zones  outside  of  dl,  or  from  I  to  l0. 
The  current  in  the  zone  dl  is 


Fig.  92.  Alter- 
nating magnetic 
flux  distribution 
in  solid  iron. 


Idl  =  XEdl  (2) 

and  produces  the  m.m.f. 

K=0An*Edl,  (3) 

which  in  turn  would  produce  the  magnetic  flux  density 

tf(B  ^OAxXiiEdl;  (4) 
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that  is,  the  magnetic  flux  density  (B  at  the  two  sides  of  the  zone 
dl  differs  by  the  magnetic  flux  density  dflfc  (equation  (4))  pro- 
duced by  the  m.m.f.  in  zone  dl,  and  this  gives  the  differential 
equation  between  (B,  E,  and  I, 

^  =  0.4  nXisE.  (5) 

dl 

The  e.m.f.  generated  at  distance  I  from  the  center  of  the 
lamination  is  due  to  the  magnetic  flux  in  the  space  from  I  to  l0. 
Thus  the  e.m.fs.  at  the  two  sides  of  the  zone  dl  differ  from  each 
other  by  the  e.m.f.  generated  by  the  magnetic  flux  (BcK  in  this 
zone. 

Considering  now  (B,  E,  and  /  as  complex  quantities,  the  e.m.f. 
dE,  that  is,  the  difference  between  the  e.m.fs.  at  the  two  sides  of 
the  zone  dl,  is  in  quadrature  ahead  of  <&dl,  and  thus  denoted  by 

dE  =  -  j  2  tt/(B  10-8  dl,  (6) 

where  /  =  the  frequency  of  alternating  magnetism. 
This  gives  the  second  differential  equation 

^  =  -/2;r/(BlO-8.  (7) 

60.  Differentiating  (5)  in  respect  to  I,  and  substituting  (7) 
therein,  gives 

^  =  -0.8?V/V10-8(B,  (8) 


or,  writing 


we  have 


c3  =/a2  =  0.4  ^  10-",  (9) 

a2  =  0.4  7?Xfi  10-«,  (10) 


(P(S> 

^=-2,V*B.  (11) 

This  differential  equation  is  integrated  by 

$  =  Ae~vl;  (12) 

this  equation  substituted  in  (11)  gives 

^=-2^;  (13) 
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hence, 

v  =  ±  (1  -  j)  c  (14) 

and 

«  =  Al€+<l-»a+  Af-*-**. 

Since  ®  must  have  the  same  value  for  —  I  as  for  +  /,  being 
symmetrical  at  both  sides  of  the  center  line  of  the  lamination, 

Ax  =  A2  =  A, 
hence 

fc  =  A{e+«-»el  +  e-(1-')c'};  (15) 

or,  substituting 

e±Jcl  =  cog  ci  j_  y  gjn  ^  (!(}) 

gives 

©  =  A{(e+C'  +  e~cl)  cos  cZ  -  /  (e+c'~  £-c')sincZ}.      (17) 

51.  Denoting  the  flux  density  in  the  center  of  the  lamination, 
for  I  =  0,  by  (R0  from  (17)  we  have 

<B0  =  2A; 
hence, 

A  =  \  «§  (IS) 

and 

®  =  ®o  ) o cos  °l  -  1 9 sin  cl  | .        (1^) 

Denoting  the  flux  density  at  the  outside  of  the  laminatio*1* 
for  I  =  l0,  that  is,  the  density  produced  by  the  external  m.m.f-> 
by  CBP  substituted  in  (19),  we  have 

«i  =  «<>  \ 2 cos  cl°  " ? 2 — TsincZoj >   (2°^ 

and  substituting  (20)  in  (19), 

1  (£  +r«.  +   £  -  ,/0)  C()S  ^^  _   y  (£  +  c*0  _  £  -  c*o)  sin  ^  V- 

The  moan  or  apparent  value  of  the  flux  density,  i.e.,  the  average 
throughout  the  lamination,  is 

1     P* 
(Am  -t  I    <*dl.  {22) 


\ 
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Using  equation  (15)  as  the  more  convenient  for  integration 
gives 

A 


(Bm  = 


p-(l-i)cl, 


(1  -  J)  4. 

and  substituting  herein  (16),  (18)  and  (20),  gives 


(23) 


(Bm  = 


(Bo 


<!-/)<*. 


e+«'o_e-^o 


coscJ0-j- 


P+**o 


+  e 


-clo 


-sin 


*j 


_       (B,       (e+c''-e~c*0)co3d0-/(e+c<'+e-',*'')sincZ0 


(1  -  j)  d,  (£+c'«+e-c'«)cos  c/0-j(« 


+«*«._« 


c/,)'sincJ0 


(24) 


The  absolute  values  of  the  flux  densities  are  derived  as  square 
root  of  the  sum  of  the  squares  of  real  and  imaginary  terms  in 
equations  (19),  (20),  (21),  and  (24),  as 


2 


+acj  +  ,-••»  +  2  cos  2d, 


and 


<Bi  _  ^V.+t*  +  ,-«*  +  2  cos  2  c*0, 

J  £+2c<  +  e"8"'  +  2cos2cr 


<B. 


*. 


2dV5 


V£+2"/„+e-2c<._2cos2c/ 


(25) 
(26) 
(27) 

(28) 


<Bt     Je+icl'  +  e-2ci' -  2  cos  2  rf, 
cZ0  VlJ  *  e+2c'«  +  «"■*+  2  cos  2  c/0' 

62.  Where  the  thickness  of  lamination,  2 19,  or  the  frequency/, 
is  so  great  as  to  give  cl0  a  value  sufficiently  high  to  make  e~cl', 
or  the  reflected  wave,  negligible  compared  with  the  main  wave 
t+cl*,  the  equations  can  be  simplified  by  dropping  e_c'.  In  this 
case  the  flux  density,  <B,  is  very  small  or  practically  nothing  in 
the  interior,  and  reaches  appreciable  values  only  near  the  surface. 
It  then  is  preferable  to  count  the  distance  from  the  surface  of  the 
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lamination  into  the  interior,  that  is,  substitute  the  independent 
variable 

8  =  l0  -  I.  (29) 

Dropping  «"cl  and  e~c/°  in  equation  (21)  gives 

eel  (cos  d  —  j  sin  61) 

(B  =  (B.  — » — — 

•   ecl%  (cos  c/0  -  j  sin  c/0) 

-  ^c-'^-^fooBC  (Z0-  Z)  +  /sine  (J0-  0} ; 

hence, 

<B  =  (Ej  e~Cf  (cos  cs  +  ]  sin  cs);  (30) 

or  the  absolute  value  is 

<B    =<B1*-C#,  (31) 

and  at  the  center  of  the  lamination, 

®o  =  (Bt€"cl°(coscZ0  +  7  sin  cZ0), 


<a    =  <B  f-* 


(32) 


From  equation  (24)  the  mean  value  of  flux  density  follows 
when  dropping  e~c/°  as  negligible,  thus: 

*-  -  (T^Tm  •  » 

or  the  absolute  value  is 

63.  As  seen,  the  preceding  equations  of  the  distribution  of 
alternating  magnetic  flux  in  a  laminated  conductor  are  of  the 
same  form  as  the  equations  of  distribution  of  current  and  voltage 
in  a  transmission  line,  but  more  special  in  form,  that  is,  the 
attenuation  constant  a  and  the  wave  length  constant  ft  have 
the  same  value,  c.  As  result,  the  distribution  of  the  alternating 
magnetic  flux  in  the  lamina  depends  upon  one  constant  only,  dr 

The  wave  length  is  given  by 

clw  —  2n\ 
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hence 

i  =2- 

"       c 

and  by  (9) 

aVf 

10,000 

and  the  attenuation  during  one  wave  length,  or  decrease  of 

intensity  of 

magnetism,  per  wave  length,  is 

e~2'=  0.0019, 

and  per  half 

-wave  length  is 

e~  '  =  0.043. 

At  the  depth— below  the  surface,  the  magnetic  flux  lags  90 

degrees  and  has  considerably  decreased;  at  the  depth ^  it  lags 

180  degrees,  that  is,  is  opposite  in  direction  to  the  flux  at  the 
surface  of  the  lamination,  but  is  very  small,  the  intensity  being 
less  than  5  per  cent  of  that  at  the  surface,  and  at  the  depth  lw 
the  flux  is  again  in  phase  with  the  surface  flux,  but  its  intensity 
is  practically  nil,  less  than  0.2  per  cent  of  the  surface  intensity; 
that  is,  the  penetration  of  alternating  flux  into  the  laminated 
iron  is  inappreciable  at  the  depth  of  one  wave  length. 

By  equations  (33)  and  (34),  the  total  magnetic  flux  per  unit 
width  of  lamination  is 

2  (B 
the  absolute  value  is   2  L<Bm  =  — -k  ; 

cV2 

that  is,  the  same  as  would  be  produced  at  uniform  density  in  a 
thickness  of  lamination 

■" =  (W)V 

or  absolute  value, 

i  -^- 
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which  means  that  the  resultant  alternating  magnetism  in  the 
lamination  lags  45  degrees,  or  one-eighth  wave  behind  the  im- 
pressed m.m.f.,  and  is  equal  to  a  uniform  magnetic  density 
penetrating  to  a  depth 

h  =  ~  .  (36) 

cv2 

lp,  therefore,  can  be  called  the  depth  of  penetration  of  the 
alternating  magnetism  into  the  solid  iron. 

Since  the  only  constant  entering  into  the  equation  is  c/0,  the 
distribution  of  alternating  magnetism  for  all  cases  can  be  repre- 
sented as  function  of  cl0. 

If  cl0  is  small,  and  therefore  the  density  in  the  center  of  the 
lamination  (B0  comparable  with  the  density  <BX  at  the  outside, 
the  equations  (19),  (20),  and  (24)  respectively  (25),  (26),  and  (28) 
are  preferably  used;  if  cl0  is  large,  and  the  flux  density  B0  in  the 
center  of  the  lamination  is  negligible,  the  equations  (30)  to  (34) 
are  preferably  used. 

54.  As  an  example,  let  jx  =  1000  and  ^  =  10*;  then  a  =  1.98, 
and  for  /  =  60  cycles  per  second,  c  =  a\/f  =  15.3;  hence,  the 
thickness  of  effective  layer  of  penetration  is 

L  =  — -  =  0.046  cm  =  0.018  inches. 
cV2 

In  Fig.  93  is  shown,  with  cl  as  abscissas,  the  effective  value  of 
the  magnetic  flux,  which  from  equation  (25)  is 

<B  =  ^°  vVrf  -He-™ +  2  cos  2d, 

and  also  the  space-phase  angle  between  <B  and  <B0,  which  from 
equation  (19)  is 

tan  t0  =  -j— — — |  tan  cl  (37) 

In  Fig.  94  is  shown,  with  cs  as  abscissas,  the  effective  value 
of  the  magnetic  flux,  which  from  equation  (31)  is 

(B  =  (R1£~<*, 
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and  also  the  space-phase  angle  between  <B  and  (Bl;  which  from 
equation  (30)  is 

tan  tx  =  tan  c$.  (38) 

The  thickness  of  the  equivalent  layer  is  marked  in  Fig.  94. 
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Fig.  03.     Alternating  magnetic  flux  distribution  in  solid  iron. 

As  further   illustrations  are    shown  in  Fig.  95  the  absolute 
values  of  magnetic  flux  density  <B  throughout  a  layer  of  14  mils 
thickness,  that  is,  of  l0  =  0.007  inches  =  0.018  cm.  thickness. 
For  60  cycles,  by  Curve  I,  c  =    15.3    cl0  =  0.275 

For  1000  cycles,  by  Curve  II,       c  =    62.5    cl0  =  1.125 
For  10,000  cycles,  by  Curve  III,  c  =  198       cl0  =  3.55 
It  is  seen  that  the  density  in  Curve  I  is  perfectly  uniform, 
while  in  Curve  III  practically  no  flux  penetrates  to  the  center. 

66.  The  effective  penetration  of  the  alternating  magnetism 
into  the  iron,  or  the  thickness  lp  of  surface  layer  which  at  con- 
stant induction  <BX  would  give  the  same  total  magnetic  flux  as 
exists  in  the  lamination,  is 


L 


(1  -  j)c 


(39) 


or  the  absolute  value  is 


L  = 


V2' 
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Fig.  D4.    Alternating  magnetic  flux  distribution  in  solid  iron. 
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hence,  substituting  for  c  from  equation  (9), 

10*  3570 

that  is,  the  penetration  of  an  alternating  magnetic  flux  into  a 
solid  conductor  is  inversely  proportional  to  the  square  root  of 
the  electric  conductivity,  the  magnetic  permeability,  and  the 
frequency. 

The  values  of  penetration,  lP9  in  centimeters  for  various 
materials  and  frequencies  are  given  below. 


Frequency. 

25 

60 

1000 

10,000 

l(f 

Soft  iron,  /»- 1000,  X- 10» 

Cast  iron,  /*«  200,    X- 10* 

Copper,  /»- 1,  X-  6X 10* 

Resistance  alloys,  /*—  1,X«  10* 

0.0714 
0.504 
0.922 
7.14 

0.0460 
0.325 
0.595 
4.60 

0.0113 
0.080 
0.144 
1.13 

0.0036 
0.0252 
0.0461 
0.357 

0.00036 
0.0025 
0.0046 
0.036 

As  seen,  even  at  frequencies  as  low  as  25  cycles  alternating 
Magnetism  does  not  penetrate  far  into  solid  wrought  iron,  but 
Penetrates  to  considerable  depth  into  cast  iron.  It  also  is 
^teresting  to  note  that  little  difference  exists  in  the  penetration 
***to  copper  and  into  cast  iron,  the  high  conductivity  of  the 
former  compensating  for  the  higher  permeability  of  the  latter. 

2  TZ 

56.  The  wave  length,  l^  =  —  ,  substituting  for  c,  from  equa- 

c 

tion  (9),  is 


l»  = 


31,600 

V3?; 


(41) 


that  is,  the  wave  length  of  the  oscillatory  transmission  of  alter- 
nating magnetism  in  solid  iron  is  inversely  proportional  to  the 
square  root  of  the  electric  conductivity,  the  magnetic  permea- 
bility, and  the  frequency. 

Comparing  this  equation  (41)  of  the  wave  length  lw  with  equa- 
tion (40)  of  the  depth  of  penetration  lp,  it  follows  that  the  depth 
of  penetration  is  about  one-ninth  of  the  wave  length,  or  40  degrees, 
or,  more  accurately,  since 

lp  —  — —and  h  =  — > 
cy/2  c 
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we  ha\ 

re 

h 

1 

1 

K, 

2V'Xn 

r      8.9 

or  40.S 

>  degrees. 

* 

The 

speed  of  propagation  is 

s 

31,600 

v7. 

(42) 


'Via 


(43) 


that  is,  the  speed  of  propagation  is  inversely  proportional  to  the 
square  root  of  the  electric  conductivity  and  of  the  magnetic  per- 
meability, but  directly  proportional  to  the  square  root  of  the 
frequency.  This  gives  a  curious  instance  of  a  speed  which 
increases  with  the  frequency.    Numerical  values  are  given  below. 


Frequency.           . 

25  Cycles. 

10,000 
Cycles. 

Soft  iron,  /*=1000,  A=10* 

S=  15.8cm. 
Ill      cm. 
204     cm. 

316  cm. 
2230  cm. 
4080  cm. 

Cast  iron.  /*•=   200,  X=  104 

Copper,      /*=       1,A=6X10* 

It  is  seen  that  these  speeds  are  extremely  low  compared  with 
the  usual  speeds  of  electromagnetic  waves. 

67.  Since  instead  of  (Bp  corresponding  to  the  impressed  m.m.f. 
and  permeability  //,  the  mean  flux  density  in  the  lamina  is  jB», 
the  effect  is  the  same  as  if  the  permeability  of  the  material  were 
changed  from  /*  to 


/  = 


(44) 


and  /  can  be  called  the  effective  permeability,  which  is  a  function 
of  the  thickness  of  the  lamination  and  of  the  frequency,  that  is,  a 
function  of  cl0;  ft'  appears  in  complex  form  thus, 

/  =  fi  +  W; 
that  is,  the  permeability  is  reduced  and  also  made  lagging. 

For  high  values  of  clg,  that  is,  thin  laminations  or  high  fre- 
quencies, from  (33),  we  have 


(1 

ft 
2cL 


i)  do 


+  i 


2d. 


(45) 


ALTERNATING  MAGNETIC  FLUX  DISTRIBUTION        367 

68.  As  illustration,  for  iron  of  14  mils  thickness,  or  l0  =  0.018 
centimeters,  and  the  constants  /*  =  1000  and  >l  =  105,  that  is 
a  =  1.98,  the  absolute  value  of  the  effective  permeability  is 


ft- 


and 
hence, 


cl9V2 


19.800 

(46) 


19,800 


v7  ' 

that  is,  the  effective  or  apparent  permeability  at  very  high 
frequencies  decreases  inversely  proportional  to  the  square  root 
of  the  frequency.  In  the  above  instance  the  apparent  per- 
meability is : 

At  low  frequency,       fi  =  1000; 

at  10,000  cycles,  /  =  198; 

at  1,000,000  cycles,     /  =  19.8; 

at  100  million  cycles,  /  =  1.98,  and 

at  392  million  cycles,  /  =  1, 

or  the  same  as  air,  and  at  still  higher  frequencies  the  presence 
of  iron  reduces  the  magnetic  flux. 

It  is  interesting  to  note  that  with  such  a  coarse  lamination 
as  a  14-mil  sheet,  even  at  the  highest  frequencies  of  millions  of 
cycles,  an  appreciable  apparent  permeability  is  still  left;  that  is, 
the  magnetic  flux  is  increased  by  the  presence  of  iron;  and  the 
effect  of  iron  in  increasing  the  magnetic  flux  disappears  only  at 
400  million  cycles,  and  beyond  this  frequency  iron  lowers  the 
magnetic  flux.  However,  even  at  these  frequencies,  the  presence 
of  iron  still  exerts  a  great  effect  in  the  rapid  damping  of  the 
oscillations  by  the  lag  of  the  mean  magnetic  flux  by  45  degrees. 

Obviously,  in  large  solid  pieces  of  iron,  the  permeability  / 
falls  below  that  of  air  even  at  far  lower  frequencies. 

Where  the  penetration  of  the  magnetic  flux  lp  is  small  com- 
pared with  the  dimensions  of  the  iron,  its  shape  becomes  im- 
material, since  only  the  surface  requires  consideration,  and  so 
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in  this  case  any  solid  structure,  no  matter  what  shape,  can  be 
considered  magnetically  as  its  outer  shell  of  thickness  lp  when 
dealing  with  rapidly  alternating  magnetic  fluxes. 

At  very  high  frequencies,  when  dealing  with  alternating 
magnetic  circuits,  the  outer  surface  and  not  the  section  is,  there- 
fore, the  dominating  feature. 

The  lag  of  the  apparent  permeability  represents  an  energy 
component  of  the  e.m.f.  of  self-induction  due  to  the  magnetic 
flux,  which  increases  with  increasing  frequency,  and  ultimately 
becomes  equal  to  the  reactive  component. 


CHAPTER  VII. 

DISTRIBUTION  OF  ALTERNATING-CURRENT  DENSITY  IN 
CONDUCTOR. 

69.  If  the  frequency  of  an  alternating  or  oscillating  current 
is  high,  or  the  section  of  the  conductor  which  carries  the  current 
is  very  large,  or  its  electric  conductivity  or  its  magnetic  per- 
meability high,  the  current  density  is  not  uniform  throughout 
the  conductor  section,  but  decreases  towards  the  interior  of  the 
conductor,  due  to  the  higher  e.m.f.  of  self-inductance  in  the 
interior  of  the  conductor,  caused  by  the  magnetic  flux  inside  of 
the  conductor.  The  phase  of  the  current  inside  of  the  conductor 
also  differs  from  that  on  the  surface  and  lags  behind  it. 

In  consequence  of  this  unequal  current  distribution  in  a  large 
conductor  traversed  by  alternating  currents,  the  effective  resist- 
ance of  the  conductor  may  be  far  higher  than  the  ohjnic  resist- 
ance, and  the  conductor  also  contains  internal  inductance. 

In  the  extreme  case,  where  the  current  density  in  the  interior 
of  the  conductor  is  very  much  lower  than  on  the  surface,  or  even 
negligible,  due  to  this  "screening  effect,"  as  it  has  been  called, 
the  current  can  be  assumed  to  exist  only  in  a  thin  surface  layer 
of  the  conductor,  of  thickness  lp;  that  is,  in  this  case  the  effective 
resistance  of  the  conductor  for  alternating  currents  equals  the 
ohmic  resistance  of  a  conductor  section  equal  to  the  periphery 
of  the  conductor  times  the  "thickness  of  penetration." 

Where  this  unequal  current  distribution  throughout  the  con- 
ductor section  is  considerable,  the  conductor  section  is  not  fully 
utilized,  but  the  material  in  the  interior  of  the  conductor  is  more 
or  less  wasted.  It  is  of  importance,  therefore,  in  alternating- 
current  circuits,  especially  in  dealing  with  very  large  currents,  or 
with  high  frequency,  or  materials  of  very  high  permeability,  as 
iron,  to  investigate  this  phenomenon. 

An  approximate  determination  of  this  effect  for  the  purpose 
of  deciding  whether  the  unequal  current  distribution  is  so  small 
as  to  be  negligible  in  its  effect  on  the  resistance  of  the  conductor, 

869 
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or  whether  it  is  sufficiently  large  to  require  calculation  and 
methods  of  avoiding  it,  is  given  in  "Alternating-Current  Phe- 
nomena," Chapter  XIV,  paragraph  133. 

An  appreciable  increase  of  the  effective  resistance  over  the 
ohmic  resistance  may  be  expected  in  the  following  cases : 

(1)  In  the  low-tension  distribution  of  heavy  alternating  cur- 
rents by  large  conductors. 

(2)  When  using  iron  as  conductor,  as  for  instance  iron  wires 
in  high  potential  transmissions  for  branch  lines  of  smaller  power, 
or  steel  cables  for  long  spans  in  transmission  lines. 

(3)  In  the  rail  return  of  single-phase  railways. 

(4)  When  carrying  very  high  frequencies,  such  as  lightning 
discharges,  high  frequency  oscillations. 

In  the  last  two  cases,  which  probably  are  of  the  greatest  impor- 
tance, the  unequal  current  distribution  usually  is  such  that 
practically  no  current  exists  at  the  conductor  center,  and  the 
effective  resistance  of  the  track  rail  even  for  25-cycle  alternating 
current  thus  is  several  times  greater  than  the  ohmic  resistance, 
and  conductors  of  low  ohmic  resistance  may  offer  a  very  high 
effective  resistance  to  a  lightning  stroke. 

By  subdividing  the  conductor  into  a  number  of  smaller 
conductors,  separated  by  some  distance  from  each  other,  or  by 
the  use  of  a  hollow  conductor,  or  a  flat  conductor,  as  a  bar  or 
ribbon,  the  effect  is  reduced,  and  for  high-frequency  discharges, 
as  lightning  arrester  connections,  flat  copper  ribbon  offers  a  very 
much  smaller  effective  resistance  than  a  round  wire.     Strand- 
ing the  conductor,  however,  has  no  direct  effect  on  this  phenom- 
enon, since  it  is  due  to  the  magnetic  action  of  the  current,  and 
the  magnetic  field  in  the  stranded  conductor  is  the  same  as  in 
a  solid  conductor,  other  things  being  equal.    That  is,  while  eddy 
currents  in  the  conductor,  due  to  external  magnetic  fields,  are 
eliminated  by  stranding  the  conductor,  this  is  not  the  case  with 
the  increase  of  the  effective  resistance  by  unequal  current  dis- 
tribution.   Stranding    the    conductor,   however,   may    reduce 
unequal  current  distribution  indirectly,  especially  with  iron  as 
conductor  material,   by  reducing  the  effective  or  mean  per- 
meability of  the  conductor,  due  to  the  break  in  the  magnetic 
circuit  between  the  iron  strands,  and  also  by  the  reduction  of 
the  mean  conductivity  of  the  conductor  section.    For  instance, 
if  in  a  stranded  conductor  60  per  cent  of  the  conductor  section 
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is  copper,  40  per  cent  space  between  the  strands,  the  mean 
conductivity  is  60  per  cent  of  that  of  copper.  If  by  the  sub- 
division of  an  iron  conductor  into  strands  the  reluctance  of  the 
magnetic  circuit  is  increased  tenfold,  this  represents  a  reduction 
of  the  mean  permeability  to  one-tenth.  Hence,  if  for  the  con- 
ductor material  proper  //  =  1000,  X  =  105,  and  the  conductor 
section  is  reduced  by  stranding  to  60  per  cent,  the  permeability 
to  one-tenth,  the  mean  values  would  be 

/i0  =  100    and     X0  =  0.6  X  105, 

and  the  factor  VT/T,  in  the  equation  of  current  distribution,  is 
reduced  from  V7^  =  10,000  to  V%^  =  2450,  or  to  24.5  per 
cent  of  its  previous  value.  In  this  case,  however,  with  iron  as 
conductor  material,  an  investigation  must  be  made  on  the  cur- 
rent distribution  in  each  individual  conductor  strand. 

Since  the  simplest  way  of  reducing  the  effect  of  unequal  current 
distribution  is  the  use  of  flat  conductors,  the  most  important  case 
is  the  investigation  of  the  alternating-current  distribution 
throughout  the  section  of  the  flat  conductor.  This  also  gives 
the  solution  for  conductors  of  any  shape  when  the  conductor 
section  is  so  large  that  the  current  penetrates  only  the  surface 
layer,  as  is  the  case  with  a  steel  rail  of  a  single-phase  railway. 
Where  the  alternating  current  penetrates  a  short  distance  only 
into  the  conductor,  compared  with  the  depth  of  penetration  the 
curvature  of  the  conductor  surface  can  be  neglected,  that  is,  the 
conductor  surface  considered  as  a  flat  surface  penetrated  to 
the  same  depth  all  over.  Actually  on  sharp  convex  surfaces  the 
current  penetrates  somewhat  deeper,  somewhat  less  on  sharp 
concave  surfaces,  so  that  the  error  is  more  or  less  compensated. 

60.  In  a  section  of  a  flat  conductor,  as  shown  diagrammatically 
in  Fig.  92,  page  356,  let  X  =  the  electric  conductivity  of  conductor 
material;  jx  =  the  magnetic  permeability  of  conductor  material; 
I  =  the  distance  counted  from  the  center  line  of  the  conductor, 
and  2  l0  =  the  thickness  of  conductor. 

Furthermore,  let  E0  =  the  impressed  e.m.f.  per  unit  length  of 
conductor,  that  is,  the  voltage  consumed  per  unit  length  in  the 
conductor  after  subtracting  the  e.m.f.  consumed  by  the  self- 
inductance  of  the  external  magnetic  field  of  the  conductor;  thus, 
if  Ex  =  the  total  supply  voltage  per  unit  length  of  conductor 
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and  E3  =  the  external  reactance  voltage,  or  voltage  consumed 
by  the  magnetic  field  outside  of  the  conductor,  between  the  con- 
ductors, we  have 

Let 

/  =  ix  +  ji2  =  current  density  in  conductor  element  dl, 
(B  =  6j  +  jb2  =  magnetic  density  in  conductor  element  dl, 
E  =  e.m.f .  consumed  in  the  conductor  element  dl  by  the  self- 
inductance  due  to  the  magnetic  field  inside  of  the  conductor; 
then  the  current  161  in  the  conductor  element  represents  the 
m.m.f.  or  field  intensity, 

<&C  =  0.4*7  dl,  (1) 

which  causes  an  increase  of  the  magnetic  density  (B  between  the 
two  sides  of  the  conductor  element  dl  by 

<to  =  fidtt 

=  0.4  niildl.  (2) 

The  e.m.f.  consumed  by  self-inductance  is  proportional  to  the 
magnetic  flux  and  to  the  frequency,  and  is  90  time-degrees  ahead 
of  the  magnetic  flux. 

The  increase  of  magnetic  flux  (B  dZ,  in  the  conductor  element  dl, 
therefore,  causes  an  increase  in  the  e.m.f.  consumed  by  self- 
inductance  between  the  two  sides  of  the  conductor  element  by 

dE  =  +  2  jnfto  10-8  dl,  (3) 

where  /  =  the  frequency  of  the  impressed  e.m.f. 

Since  the  impressed  e.m.f.  E0  equals  the  sum  of  the  e.m.f.  con- 
sumed by  self-inductance  E  and  the  e.m.f.  consumed  by  the 

resistance  of  the  conductor  element  y,  we  have 


E9  =  E  +  t.  (4) 


Differentiating  (4)  gives 


dE=-jdI,  (5) 
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and  substituting  (5)  in  (3)  gives 

dl  =  -  2  jtt/VKB  lO"8  c«.  (6) 

The  two  differential  equations  (6)  and  (2)  are  in  <&,  /,  and  I, 
which  by  eliminating  &,  give  the  differential  equation  between 
/  and  I:  differentiating  (6)  and  substituting  (2)  therein  gives 

—  --0.8jV/10-«i/i/;  (7) 


or  writing 

where 

gives 


c*  =  a,/.=  0.4;r,10-8W,  (8) 

a3  =  0.4  *»  lO"8  Ip,  (9) 


£~2*7.  (10) 

This  differential  equation  (10)  is  integrated  by 

/  =  Ae~vl,  (11) 

and  substituting  (11)  in  (JO)  gives 

*»--2jc»f 

v  -±c(l  -j);  (12) 

hence, 

/  -  4ff +«a-i)«  +  A3£-c(1-^>/.  (13) 

Since  /  gives  the  same  value  for  +1  and  for  -Z, 

4,  =  A2  -  X;  (14) 

hence, 

7=4  fe+«<W>i  +  t-^1-^1}.  (15) 

Substituting 

e±jcl  =  cos  d  ±  j  sin  d  (16) 

gives 

I  -  ^J («+rf  +  *""')  cos  d  -  j  (s+cl  -  e"cl)  sin  dj,     (17) 
and  for  I  =  l0,  or  at  the  conductor  surface, 

Ix  -  A  {(*+<'•  +  *-"•)  cos  d0  -  j  (£+c/°  -  *-*)  sin  dj.  (18) 
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At  the  conductor  surface,  however,  no  e.m.f.  of  self-inductance 
due  to  the  internal  field  exists,  and 

/0  =  XE0.  (19) 

Substituting  (19)  in  (18)  gives  the  integration  constant  Ay  and 
this  substituted  in  (17)  gives  the  distribution  of  current  density 
throughout  the  conductor  section  as 

•  °  («  +cl*  +  £ -c/o)  cos  cl0 -  j  (e  +cl*  -  e ""•)  sin  cl0 '     (    ' 

The  absolute  value  is  given  as  the  square  root  of  the  sum  of 
squares  of  real  and  imaginary  terms, 


1       ^V  e^+e-*«'+2coS2ci;  (2I) 

The  current  density  in  the  conductor  center,  I  =  0,  is 

•°       («+*  +  «   cl>)  cos  clQ  -/(e+c'°-e-^)sincV    v  "' 
or  the  absolute  value  is 

7°  =  Ve+*cl>  +  e-*c<°  +  2  cos  2  <  (23) 

61.  It  is  seen  that  the  distribution  of  alternating-current 
density  throughout  a  solid  flat  conductor  gives  the  same  equa- 
tion as  the  distribution  of  alternating  magnetic  density  through 
an  iron  rail,  equations  of  the  same  character  as  the  equation  of 
the  long  distance  transmission  line,  but  more  special  in  form. 

The  mean  value  of  current  density  throughout  the  conductor 
section, 

l  rl° 

Im  =  T  /     Idl,  (24) 

which  is  derived  in  the  same  manner  as  in  Chapter  V,  §  51,  is 

=       XE0  { (e+cl«  -c-*)  cos  cl0  -  j  (g+c/°  +  e~cl*)  sin  d0\ 
•m  ""  (1  -  ft  clQ  {(*+*+ €-*)coad0-j  (€+*-*-*)  An  d%\' 

(25) 
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and  the  absolute  value  is 


XE0    ./,+'*  +  «-'*  -2cos2< 
"      cl9V2  V  «+2<"«  +  «-**  +  2  cos  2d/         W 

Therefore,  the  increase  of  the  effective  resistance  B  of  the 
conductor  over  the  ohmic  resistance  R0  is 

w-'¥->  (27) 

R  1        (£+'*»  +  g-«'o)  cqS^0  -  /  (g+c/<>-  «-*)  sin cZ0 

#0~   (1- j)  d§  (£+c/»-  «-<•)  cos<  -  j  (£+c''+  e"c'')  sin< 

(28) 
or  the  absolute  value  is 


*a L:y/^2c<0+g"2c<0+  2  cos  2  d0 

Ro      cl0  V2  V  e+2  ^+e-2c'-  -  2  cos  2  cZ0 '  C    ; 

62.  If  cl0  is  so  large  that  e~cl°  can  be  neglected  compared  with 
e+<?/°,  then  in  the  center  of  the  conductor  /  is  negligible,  and  for 
values  of  I  near  to  l0,  or  near  the  surface  of  the  conductor,  from 
equation  (20)  we  have 

e+el  (cos  cl  -  j sin  cl) 
•  °£+c*o  (cos  c/o  _  j  sin  cy 

=  >U?0  <•<'-*>  {cos  c  (J  -  Z0)  -  j  sin  c  (I  -  l0)}. 

Substituting 

«-'.-/,  (30) 

where  s  is  the  depth  below  the  conductor  surface,  we  have 

/  —  A£0e_c*  (cos  cs  +  j  sin  cs),  (31) 

and  the  absolute  value  is 

/  =  XE^-";  (32) 

the  mean  value  of  current  density  is 

|m=  (i-))<  (33) 
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and  the  absolute  value  is 

d0V2 

hence,  the  resistance  ratio,  since  the  current  density  at  the  sur- 
face, or  density  in  the  absence  of  a  screening  effect,  is  /0  =  XE,\ 

|  =  A  =  (1_J-)do 

#0         1  m 

=  cl0  -  jcl0,  (35) 

and  the  absolute  value  is 

^-  =  <V2;  (36) 

that  is,  the  effective  resistance  R  of  the  conductor,  as  given  by 
equation  (28),  and,  for  very  thick  conductors,  from  equation 
(35),  appears  in  the  form 

R  =  R0  K  -  jm2),  (37) 

which  for  very  thick  conductors  gives  for  ml  and  m2  the  values 

R  =  «o  «  -  K).  (38) 

63.  As  the  result  of  the  unequal  current  distribution  in  the 
conductor,  the  effective  resistance  is  increased  from  the  ohmic 
resistance  R0  to  the  value 

R  =  R0mv 
R  -  clji0t 

and  in  addition  thereto  an  effective  reactance 

X  =»  R0m2, 
or 

X  =  clQR0, 

is  produced  in  the  conductor. 

In  the  extreme  case,  where  the  current  does  not  penetrate 
much  below  the  surface  of  the  conductor,  the  effective  resistance 
and  the  effective  reactance  of  the  conductor  are  equal  and  are 

where  72  0  is  the  ohmic  resistance  of  the  conductor. 


I   -iL.i- 

hi  ' 
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It  follows  herefrom  that  only  —  of  the  conductor  section  is 

<*o 

effective;  that  is,  the  depth  of  the  effective  layer  is 

cl0      c 

or,  in  other  words,  the  effective  resistance  of  a  large  conductor 
carrying  an  alternating  current  is  the  resistance  of  a  surface 
layer  of  the  depth 

h  =  \>  (39) 

and  in  addition  thereto  an   effective  reactance   equal  to  the 
effective  resistance  results  from  the  internal  magnetic  field  of 
the  conductor. 
Substituting  (8)  in  (39)  gives 

104 


h- 


(40) 


n  V0.4  kpf 

or 

7        5030 

It  follows  from  the  above  equations  that  in  such  a  conductor 
carrying  an  alternating  current  the  thickness  of  the  conducting 
layer,  or  the  depth  of  penetration  of  the  current  into  the  con- 
ductor, is  directly  proportional,  and  the  effective  resistance  and 
effective  internal  inductance  inversely  proportional,  to  the  square 
root  of  the  etectric  conductivity,  of  the  magnetic  permeability, 
and  of  the  frequency. 

From  equation  (40)  it  follows  that  with  a  change  of  conduc- 
tivity >l  of  the  material  the  apparent  conductance,  and  therewith 
the  apparent  resistance  of  the  conductor,  varies  proportionally 
to  the  square  root  of  the  true  conductivity  or  resistivity. 

Curves  of  distribution  of  current  density  throughout  the  sec- 
tion of  the  conductor  are  identical  with  the  curves  of  distribution 
of  magnetic  flux,  as  shown  by  Figs.  93,  94,  95  of  Chapter  VI. 

64.  It  is  interesting  to  calculate  the  depth  of  {>enetration 
of  alternating  current,  for  different  frequencies,  in  different 
materials,  to  indicate  what  thickness  of  conductor  may  be 
employed. 
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Such  values  may  be  given  for  25  cycles  and  60  cycles  as  the 
machine  frequencies,  and  for  10,000  cycles  and  1,000,000  cycles 
as  the  limits  of  frequency,  between  which  most  high  frequency 
oscillations,  lightning  discharges,  etc.,  are  found,  and  also  for 
1,000,000,000  cycles  as  about  the  highest  frequencies  which 
can  be  produced.  The  depth  of  penetration  of  alternating 
current  in  centimeters  is  given  below. 


Material 


Very  soft  iron... 

Steel  rail 

Cast  Iron 

Copper 

Aluminum    

German  silver  . . 

Graphite 

8ilicon 

Salt  solu.,  cone. 
Pure  river  water 


2000 
1000 
200 

1 

1 
1 

1 


1.1  X  10s 
10» 

10* 

6.2  x10s 
3.7X10» 
0.33  X  10» 

900 
80 
0.2 

io-* 


Penetration  in  cm.  at 


25 
Cycles. 


0.068 

0.101 

0.71 

1.28 

1.65 

5.53 
33.5 
112.5 

2.25  x10s 


60 
Cycles. 


0.044 

0.065 

0.46 

0.82 

1.07 

3.57 

21.7 

72.7 


10,000 
Cycles. 


1.45X10*112 


3.4  X  10-» 

5.0  X  10~s 

0.0355 

0.064 

0.082 

0.270 

1.67 

5.63 


100.6   X  10s  65X10*      16030 


10» 
Cycles. 


0.34  x  MM 
0.5  xl0-! 
3.55  X10-' 
6.4  X10-' 
8.2    Xl0-i 

27.6   X10-' 
0.167 
0.563 

11.2 
503 


10* 
Cydo. 


0.011  x  io-* 

0.016  >10-» 
0.113  X»-' 
0.203  X10-* 
0.263  xW-' 
0.88  XW-* 
6  J     XM-* 

17.9  XlO"1 
0.36 

16 


It  is  interesting  to  note  from  this  table  that  even  at  low 
machine  frequencies  the  depth  of  penetration  in  iron  is  so  little 
as  to  give  a  considerable  increase  of  effective  resistance,  except 
when  using  thin  iron  sheets,  while  at  lightning  frequencies  the 
depth  of  penetration  into  iron  is  far  less  than  the  thickness 
of  sheets  which  can  be  mechanically  produced.  With  copper 
and  aluminum  at  machine  frequencies  this  screening  effect  be- 
comes noticeable  only  with  larger  conductors,  approaching  one 
inch  in  thickness,  but  with  lightning  frequencies  the  effect  is 
such  as  to  require  the  use  of  copper  ribbons  as  conductor,  and 
the  thickness  of  the  ribbon  is  immaterial;  that  is,  increasing  its 
thickness  beyond  that  required  for  mechanical  strength  does  not 
decrease  the  resistance,  but  merely  wastes  material.  In  general, 
all  metallic  conductors,  at  lightning  frequencies  give  such  small 
penetration  as  to  give  more  or  less  increase  of  effective  resistance, 
and  their  use  for  lightning  protection  therefore  is  less  desirable, 
since  they  offer  a  greater  resistance  for  higher  frequencies,  while 
the  reverse  is  desirable. 

Only  pure  river  water  does  not  show  an  appreciable  increase 
of  resistance  even  at  the  highest  obtainable  frequencies,  and 
electrolytic  conductors,  as  salt  solution,  give  no  screening  effect 
within  the  range  of  lightning  frequencies,  while  cast  silicon  can 
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fven  at  one  million  cycles  be  used  in  a  thickness  up  to  one-half 
nch  without  increase  of  effective  resistance. 

The  maximum  diameter  of  conductor  which  can  be  used  with 
dternating  currents  without  giving  a  serious  increase  of  the 
effective  resistance  by  unequal  current  distribution  is  given 
jelow. 

At  25  cycles: 

5teel  wire 0.30    cm.  or  0.12  inch 

Copper 2.6      cm.  or  1  inch 

Aluminum 3.3      cm.  or  1.3  inches 

At  60  cycles: 

Steel  wire 0.20  cm.  or  0.08  inch 

Copper 1.6     cm.  or  0.63  inch 

Aluminum 2.1     cm.  or  0.83  inch 

At  lightning  frequencies,  up  to  one  million  cycles: 

Copper 0.013  cm.  or  0.005  inch 

AJuminum 0.016  cm.  or  0.00(55  inch 

German  silver 0.055  cm.  or  0.022  inch 

Cast  silicon 1.1      cm.  or  0.44  inch 

Salt  solution 22        cm.  or  8.7  inches 

River  water All  sizes. 


APPENDIX 
Transient  Unequal  Current  Distribution. 

65.  The  distribution  of  a  continuous  current  in  a  large  con- 
ductor is  uniform,  as  the  magnetic  field  of  the  current  inside 
3f  the  conductor  has  no  effect  on  the  current  distribution,  Ixung 
3onstant.  In  the  moment  of  starting,  stopping,  or  in  any  way 
changing  a  direct  current  in  a  solid  conductor,  the  correspond- 
ing change  of  its  internal  magnetic  field  produces  an  unequal 
current  distribution,  which,  however,  is  traiiNient. 

As  in  this  case  the  distribution  of  current  \h  tranment  in  time 
is  well  as  in  space,  the  problem  proj>erly  belongs  in  Section  IV, 
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but  may  be  discussed  here,  due  to  its  close  relation  to  the 
permanent  alternating-current  distribution  in  a  solid  conductor. 
Choosing  the  same  denotation  as  in  the  preceding  paragraphs, 
but  denoting  current  and  e.m.f.  by  small  letters  as  instantaneous 
values,  equations  (1),  (2),  and  (4)  of  paragraph  61  remain  the 
same: 


dX.  =0Axidl, 

(1) 

d<&  =0Aitpidl, 

(2) 

e0=e+1-, 

(4) 

where  e0  =  voltage  impressed  upon  the  conductor  (exclusive 
of  its  external  magnetic  field)  per  unit  length,  c  =  voltage  con- 
sumed by  the  change  of  internal  magnetic  field,  i  =  current 
density  in  conductor  element  dl  at  distance  I  from  center  line 
of  flat  conductor,  /*  =  the  magnetic  permeability  of  the  con- 
ductor, and  X  =  the  electric  conductivity  of  the  conductor. 
Equation  (3),  however, 

dE=2]7:fBlQ-sdl, 
changes  to 

de  =  -^-lQ-'dl  (3) 

at 

when  introducing  the  instantaneous  values;  that  is,  the  integral 
or  effective  value  of  the  e.m.f.  E  consumed  by  the  magnetic 
flux  density  (B  is  proportional  and  lags  90  time-degrees  behind 
(B,  while  the  instantaneous  value  i  is  proportional  to  the  rate  of 
change  of  (B,  that  is,  to  its  differential  quotient. 
Differentiating  (3)  with  respect  to  dl  gives 

(Pe  d  AftB\        .  ,.N 

Tr  =  -dtU10">  (5) 

and  substituting  herein  equation  (2)  gives 

_- -04*^10-.  (6) 

Differentiating  (4)  twice  with  respect  to  dl  gives 
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and  substituting  (7)  into  (6)  gives 

(Pi  di 

-- +04**10-3  (8) 

as  the  differential  equation  of  the  current  density  i  in  the  con- 
ductor. 
Substituting 

&  =  0.4  tt/*JI  10~8  (9) 

gives 

%-*%■         <«» 

This  equation  (10)  is  integrated  by 

i  =A  +  Be-**-",  (11) 

and  substituting  (11)  in  (10)  gives  the  relation 
V  -  -  cV; 

hence, 

b  =  ±  jca,  (12) 

and  substituting  (12)  in  (11),  and  introducing  the  trigonometric 
expressions  for  the  exponential  functions  with  complex  imagi- 
nary exponents, 

i  =  A  +  e~aH  (Ct  cos  cal  +  C2  sin  cal),  (13) 

where 

Ct  =  Bx  +  B2  and  C3  =  j  (i?1  -  B2). 

Assuming  the  current  distribution  as  symmetrical  with  the 
axis  of  the  conductor,  that  is,  i  the  same  for  +  I  and  for  —  I, 
gives 

C,=0; 
hence, 

i  =  A  +  Ce-aV  cos  arf  (13) 

as  the  equation  of  the  current  distribution  in  the  conductor. 
It  is,  however,  for  t  =  <x> ,  or  for  uniform  current  distribution, 

i  =  e0X; 
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hence,  substituting  in  (13), 

A  =e0X 
and 

i  =e0X  +  Ce~aH  cos  col.  (14) 

At  the  surface  of  the  conductor,  or  for  I  =  l0,  no  induction  by 
the  internal  magnetic  field  exists,  but  the  current  has  from  the 
beginning  the  final  value  corresponding  to  the  impressed  e.m.f. 
e0)  that  is,  for  I  =  Z0, 

i  -  e0l, 

and  substituting  this  value  in  (14)  gives 

e0X  =  e0X  +  Ce~aH  cos  cal0; 


hence, 

cos  cal0  =  0 

and 

(2«-l)« 
cal9=         2 

or 

(2  *  -  1)  * 
<*  =  7z~ ; > 

2cL 


(15) 
(16) 


where  k  is  any  integer. 

There  exists  thus  an  infinite  series  of  transient  terms,  exponen- 
tial in  the  time,  /,  and  trigonometric  in  the  distance,  Z,  one  of 
fundamental  frequency,  and  with  it  all  the  odd  harmonics,  and 
the  equation  of  current  density,  from  (14),  thus  is  - 


i  =  e0X  +  %*CKe-v*-1)3aiHcos  (2*  -  1)  mxl 
i 


a. 


(17) 


where 

it 


'•  -fa.-  « 

The  values  of  the  integration  constants  CK  are  determined 
by  the  terminal  conditions,  that  is,  by  the  distribution  of  current 
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density  at  the  moment  of  start  of  the  transient  phenomenon, 
or  t  =  0. 

For  t  =  0, 

,      Z,  „         (2  k  -  1)  id  /im 

h  =  *J  +  XK  C«  cos or2 •  (19) 

Assuming  that  the  current  density  i0  was  uniform  throughout 
the  conductor  section  before  the  change  of  the  circuit  con- 
ditions which  led  to  the  transient  phenomena  —  as  would  be 
expected  in  a  direct-current  circuit,  —  from  (19)  we  have 

•  (2  /c  —  1)  7zl 

2)«  CK  cos — — —  =  —  (e0X  -  i0)  =  constant,         (20) 

and  the  coefficients  CK  of  this  Fourier  series  are  derived  in  the 
usual  manner  of  such  series,  thus : 

CK  =  2  avg^-  (e0X  -  i0)  cos  v ^T"1  J 

=  (-ir-(e0J-t0),  (21) 

it 

where  avg  [F(x)]xxZxJ denotes  the  average  value  of  the  function 
F(x)  between  the  limits  x=xx  and  x=x7 

and  equation  (17)  then  assumes  the  form 

i=e0X  +  -(e0l  ~  0i>i^T«-(,-,,,*,,««  (2*-.1),tl.     (22) 

This  then  is  the  final  equation  of  the  distribution  of  the 
current  density  in  the  conductor. 

If  now  lx  =  width  of  the  conductor,  then  the  total  current  in 
the  conductor,  of  thickness  2  lof  is 

r+h 
I=Ll       idL 


16 11  •      -(a«-i)«at^ 

or 

/..V^ji-l, (i  -i;!;.-!--,.— ~j.     (23) 
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For  the  starting  of  current,  that  is,  if  the  current  is  zero, 
t0  =  0,  in  the  conductor  before  the  transient  phenomenon,  this 
gives  . 


/  =  2^jl4|;.(-^?e----}. 


(24) 


While  the  true  ohmic  resistance,  r0,  per  unit  length  of  the 
conductor  is 

''-m'  (25) 

the  apparent  or  effective  resistance  per  unit  length  of  the  con- 
ductor during  the  transient  phenomenon  is 

f»=  r* 

-   -  -  '         (26) 


1        i      8V  1 


-(2«-l)»oi< 


and  in  the  first  moment,  for  t  =  0,  is 
since  the  sum  is 


<?    (2*-l)3       8 

The  effective  resistance  of  the  conductor  thus  decreases  from 
oo  at  the  first  moment,  with  very  great  rapidity  —  due  to  the 
rapid  convergence  of  the  series  —  to  its  normal  value. 

66.  As  an  example  may  be  considered  the  apparent  resist- 
ance of  the  rail  ret  lrn  of  a  direct-current  railway  during  the 
passage  of  a  car  over  the  track. 

Assume  the  car  moving  in  the  direction  away  from  the 
station,  and  the  current  returning  through  the  rail,  then  the 
part  of  the  rail  behind  the  car  carries  the  full  current,  that  ahead 
of  the  car  carries  no  current,  and  at  the  moment  where  the  car 
wheel  touches  the  rail  the  transient  phenomenon  starts  in  this 
part  of  the  rail.  The  successive  rail  sections  from  the  wheel 
contact  backwards  thus  represent  all  the  successive  stages  of 
the  transient  phenomenon  from  its  start  at  the  wheel  contact 
to  permanent  conditions  some  distance  back  from  the  car. 
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Assume  the  rail  section  as  equivalent  to  a  conductor  of 
8  cm.  width  and  8  cm.  height,  or  lx  =8,  l0  =  4,  and  the  car 
speed  as  40  miles  per  hour,  or  1800  cm.  per  second. 

Assume  a  steel  rail  and  let  the  permeability  /*  =  1000  and 
the  electric  conductivity  X  =  10*. 


Then  c  =  V0.4  izfiX  10"8  =  vT2566  =  1.121, 

a,  =^  =  0.35, 

a*  =  0.122. 

Since  i0  =  0,  the  current  distribution  in  the  conductor,  by 
(22),  is 

i  =  e0X  1 1  +  1  j>  ^=-^"  ,-*»<>.- vi C08  0.393  (2 *  -  1)  J  j 

=  e0>l  {1- 1.27  [e-om< cos  0.393/-Je-110<cos  1.18Z +|e-3^' 

cos  1.96/  -+    ...  ]}, 
the  ohmic  resistance  per  unit  length  of  rail  is 

r0=  -yy-:  =  0.156  X  10~6  ohms  per  cm. 

and  the  effective  resistance  per  unit  length  of  rail,  by  (26),  is 

0.156X  IP"* 

1-0.81  [e-omt  +if-1JOI  +  A*"""  +  A«"MI+   •  •  •]' 

At  a  velocity  of  1800  cm.  per  second,  the  distance  from  the 
wheel  contact  to  any  point  p  of  the  rail,  /',  is  given  as  function 
of  the  time  t  elapsed  since  the  starting  of  the  transient  phenom- 
enon at  point  p  by  the  passage  of  the  car  wheel  over  it,  by  the 
expression  V  =  1800 1,  and  substituting  this  in  the  equation  of 
the  effective  resistance  r  gives  this  resistance  as  function  of  the 
distance  from  the  car,  after  passage, 

0.156  X  IP"* 

f       1  -0.81[f-«xl0",'  +  if-m,c10-1,  +2V*"1700xl°~er+.  .  .] 
ohms  per  cm. 

'As  illustration  is  plotted  in  Fig.  96  the  ratio  of  the  effective 

T 

resistance  of  the  rail  to  the  true  ohmic  resistance,  —,  and  with 


r  = 
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the  distance  from  the  car  wheel,  in  meters,  as  abscissas,  from  the 
equation 


1  -0.81  [e"00069'' +i  s-0Mal'  +  2V  «"""'  +  A  «-°-S4''  + 


•] 


As  seen  from  the  curve,  Fig.  96,  the  effective  resistance  of  the 
rail  appreciably  exceeds  the  true  resistance  even  at  a  consider- 
able distance  behind  the  car  wheel.  Integrating  the  excess  of 
tiie  effective  resistance  over  the  ohmic  resistance  shows  that 
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Fig.  96.    Transient  resistance  of  a  direct-current  railway  rail  return. 
Car  speed  18  meters  per  second. 


the  excess  of  the  effective  or  transient  resistance  over  the  ohmic 
resistance  is  equal  to  the  resistance  of  a  length  of  rail  of  about 
300  meters,  under  the  assumption  made  in  this  instance,  and  at 
a  car  speed  of  40  miles  per  hour.  This  excess  of  the  transient 
rail  resistance  is  proportional  to  the  car  speed,  thus  less  at  lower 
speeds* 


CHAPTER  VIII. 

VELOCITY  OF  PROPAGATION   OF  ELECTRIC  FIELD. 

67.  In  the  theoretical  investigation  of  electric  circuits  the 
velocity  of  propagation  of  the  electric  field  through  space  is 
usually  not  considered,  but  the  electric  field  assumed  as  instan- 
taneous throughout  space;  that  is,  the  electromagnetic  com- 
ponent of  the  field  is  considered  as  in  phase  with  the  current,  the 
electrostatic  component  as  in  phase  with  the  voltage.  In  reality, 
however,  the  electric  field  starts  at  the  conductor  and  propa- 
gates from  there  through  space  with  a  finite  though  very  high 
velocity,  the  velocity  of  light;  that  is,  at  any  point  in  space 
the  electric  field  at  any  moment  corresponds  not  to  the  condi- 
tion of  the  electric  energy  flow  at  that  moment  but  to  that  at- a 
moment  earlier  by  the  time  of  propagation  from  the  conductor 
to  the  point  under  consideration,  or,  in  other  words,  the  electric 
field  lags  the  more,  the  greater  the  distance  from  the  conductor. 

Since  the  velocity  of  propagation  is  very  high  —  about  3  X  10w 
centimeters  per  second  —  the  wave  of  an  alternating  or  oscillating 
current  even  of  very  high  frequency  is  of  considerable  length;  at 
60  cycles  the  wave  length  is  0.5  X  10*  centimeters,  and  even  at 
a  million  cycles  the  wave  length  is  30,000  centimeters,  or  about 
1000  feet,  that  is,  very  great  compared  with  the  distance  to 
which  electric  fields  usually  extend. 

The  important  part  of  the  electric  field  of  a  conductor  extends 
to  the  return  conductor,  which  usually  is  only  a  few  feet  distant; 
beyond  this,  the  field  is  the  differential  field  of  conductor  and 
return  conductor.  Hence,  the  intensity  of  the  electric  field  has 
usually  already  become  inappreciable  at  a  distance  very  small 
compared  with  the  wave  length,  so  that  within  the  range  in 
which  an  appreciable  field  exists  this  field  is  practically  in  phase 
with  the  flow  of  energy  in  the  conductor,  that  is,  the  velocity  of 
propagation  has  no  appreciable  effect. 

Thus,  the  finite  velocity  of  propagation  of  the  electric  field 
requires  consideration  only: 

387 
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(a)  At  extremely  high  frequencies,  hundreds  of  millions  of 
cycles  per  second,  as  given  by  Hertzian  resonators. 

(6)  In  high  frequency  discharges  having  no  return  circuit  or 
no  well  defined  return  circuit,  as  lightning  discharges.  In  this 
case  the  effective  resistance  of  radiation  may  be  so  large  com- 
pared with  the  ohmic  resistance,  even  wljen  considering  the 
unequal  current  distribution  in  the  conductor  (Chapter  VII),  that 
the  effect  of  the  conductor  material  practically  disappears.  In 
the  conductors  forming  the  discharge  path  of  lightning  arresters 
this  phenomenon  therefore  requires  serious  consideration. 

(c)  With  high  frequencies,  in  the  case  where  the  field  at  a 
considerable  distance  from  the  conductor  is  of  importance  as  in 
wireless  telegraphy. 

In  wireless  telegraphy  the  electric  field  of  the  sending  antennae 
propagating  through  space  impinges  upon  the  receiving  antennae 
and  there  is  observed  by  its  electromagnetic  and  electrostatic 
effect. 

68.  The  electric  field  of  an  infinitely  long  conductor  without 
return  conductor  decreases  inversely  proportionally  to  the  dis- 
tance, and  therefore  is  represented  by 

*-T,  a) 

where  ¥  is  the  intensity  of  the  electric  field  at  unit  distance  from 
the  conductor. 

The  electric  field  of  a  finite  conductor  of  length  1^  decreases 
inversely  proportionally  to  the  distance  I  and  also  proportionally 
to  the  angle  subtended  by  the  conductor  ^  from  the  distance  /, 
and  since  this  angle,  for  great  distances,  is  inversely  proportional 
to  the  distance  Z,  the  electric  field  of  a  finite  conductor  of  length  4 
without  return  conductor  is  represented  by 

/  ¥ 

<P=—  •  (2) 

Since  the  electric  field  of  the  return  conductor  is  opposite  to 
that  of  the  conductor,  it  follows  that  the  electric  field  of  an 
infinitely  long  conductor,  with  the  return  conductor  at  distance 
I ,  by  equation  (1)  is 

*= 77 ]7>  &) 

'-5     ,+I 
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where  V  =  lx  cos  t  is  the  projection  of  the  distance  lx  between 
the  conductors  upon  the  direction  I,  that  is,  V  is  the  difference 
in  the  distance  df  the  two  conductors  from  the  point  I. 
For  large  distances  I,  equation  (3),  becomes 

♦  -£•  (« 

In  the  same  manner,  from  equation  (2)  it  follows  that  the 
decrease  of  the  electric  field  of  the  conductor  of  finite  length  4» 
with  its  return  conductor  at  the  distance  lv  that  is,  of  a  recti- 
linear circuit  of  the  dimensions  of  l0  and  lx : 

hence, 


■('--?  *(<+r 


#-*£•  (5) 

69.  Since  infinitely  long  conductors,  (1)  and  (4),  are  of 
theoretical  interest  only,  practically  available  are  the  cases  (2) 
and  (5). 

The  electric  field  of  a  closed  circuit  decreases  with  the  cube 
of  the  distance,  hence  much  more  rapidly  than  that  of  a  con- 
ductor without  a  return  conductor,  which  decreases  only  with 
the  square  of  the  distance.  Hence,  where,  as  in  wireless  teleg- 
raphy, action  at  great  distance  is  required,  only  conductors 
without  return  conductor  can  be  used.  To  establish  consider- 
able currents  in  such  open  conductors  requires  high  frequen- 
cies, so  that  the  current  is  absorbed  by  the  capacity  of  the 
conductor  or  the  capacity  attached  to  its  end.  No  conductor 
parallel  to  the  ground  can  be  treated  as  conductor  without 
return  conductor,  since  secondary  currents  in  the  ground  and 
also  in  the  higher  strata  of  the  atmosphere  act  as  return  con- 
ductor with  regard  to  the  electric  field.  The  practical  reali- 
zation of  a  conductor  without  return  thus  requires  a  vertical 
position  of  the  conductor,  and  for  this  reason  in  wireless  teleg- 
raphy the  vertical  sending  and  receiving  antennae  are  necessary, 
and  the  transmission  is  far  more  successful  across  the  ocean 
than  across  the  land,  since  in  the  latter  case  every  tree,  moun- 
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tain,  etc.,  acts  inductively  as  return  conductor,  and  thus 
increases  the  rapidity  of  the  decrease  of  the  electric  field. 

In  such  a  case  the  use  of  high  frequency  and  of  conductors 
without  return  conductor,  hence  with  electric  fields  decreasing 
relatively  slowly  with  the  distance,  requires  an  introduction  of 
the  velocity  of  propagation  into  the  circuit  equations. 

As  illustrations  will  be  discussed: 

(A)  The  inductance  of  a  finite  section  of  an  infinitely  long  con- 
ductor without  return  conductor. 

(B)  The  mutual  inductance  between  two  finite  conductors 

without  return  conductors,  at  considerable  distance  from 
each  other. 

(C)  The  capacity  of  a  sphere  in  free  space. 

(D)  The  capacity  of  a  sphere  against  ground,  in  space. 

Cases  A  and  B  deal  with  the  electromagnetic,  C  and  D  with  the 
electrostatic  component  of  the  electric  field. 

A.  Inductance  of  a  length  I  of  an  infinitely  long  conductor  without 
return  conductor. 

70.  The  inductance  of  a  length  Z  of  a  straight  conductor  is 
usually  given  by  the  equation 

L  =  2Zlog^XlO-*,  (6) 

where  V  =  the  distance  of  return  conductor,  Zr=  the  radius  of  the 
conductor,  and  the  total  length  of  the  conductor  is  assumed  as 
infinitely  great  compared  with  I  and  /'.  This  is  approximately 
the  case  with  the  conductors  of  a  long  distance  transmission  line. 

For  infinite  distance  V  of  the  return  conductor,  that  is,  a 
conductor  without  return  conductor,  equation  (6)  gives  L  -  * ; 
that  is,  a  finite  length  of  an  infinitely  long  conductor  without 
return  conductor  has  an  infinite  inductance  L  and  inversely, 
zero  capacity  C 

In  equation  (6)  the  magnetic  field  is  assumed  as  instantaneous, 
that  is,  the  velocity  of  propagation  of  the  magnetic  field  is 
neglected.  With  alternating  currents  traversing  the  conductor 
this  is  permissible  when  the  distance  to  the  return  conductor 
is  a  negligible  fraction  of  the  wave  length;  that  is,  if  V  is 

negligible  compared  with  -,  where  S  —  the  speed  of  light  and 

j 
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/  =  the  frequency  of  alternating  current.  It  obviously  is  not 
permissible  in  a  conductor  having  no  return  conductor. 

If  a  conductor  conveying  an  alternating  current  has  no  return 
conductor,  its  circuit  is  closed  by  electrostatic  capacity,  either 
the  distributed  capacity  of  the  conductor  or  capacity  connected 
to  the  ends  of  the  conductor.  To  produce  in  such  a  case  con- 
siderable currents,  either  the  conductor  must  be  very  long  or 
the  frequency  and  e.m.f.  very  high. 

No  conductor  extending  parallel  to  the  ground,  as  a  telegraph 
or  transmission  wire,  can  be  considered  as  having  no  return  con- 
ductor, since  even  if  the  conductor  is  isolated  from  the  ground 
secondary  currents  produced  in  the  ground  (and  in  the  higher 
regions  of  the  atmosphere)  act  inductively  as  return  currents. 

Hence  the  case  of  the  conductor  without  return  conductor  can 
physically  be  realized  only  by  a  conductor  perpendicular  to  the 
ground,  as  the  sending  and  receiving  antennae  of  a  wireless  tele- 
graph station,  and  even  then  completely  only  on  the  ocean, 
where  there  are  no  other  vertical  conductors  in  the  space,  as 
trees,  mountains,  etc.,  which  may  act  as  inductive  returns. 

Since  a  vertical  conductor  is  limited  in  length,  very  high  fre- 
quencies are  required,  and  therefore  the  wave  is  of  moderate 
length,  that  is,  the  velocity  of  propagation  of  the  magnetic  (and 
electrostatic)  field  must  be  considered  when  investigating  the 
self-induction  and  the  mutual  induction  of  such  a  conductor. 

The  magnetic  field  at  a  distance  I  from  the  conductor  and  at 
time  t  corresponds  to  the  current  in  the  conductor  at  the  time 
t  —  t',  where  t'  is  the  time  required  for  the  electric  field  to 

travel  the  distance  Z,  that  is,  tf  =-,  where  £=the  speed  of  light; 

o 

or,  the  magnetic  field  at  distance  I  and  time  t  corresponds  to  the 

current  in  the  conductor  at  the  time  t  —  -^ . 

71.  Representing  the  time  t  by  angle  0  =  2  nft,  where  /= 
the  frequency  of  the  alternating  current  in  the  conductor,  and 
denoting 


where 


lw=  -j.  =  the  wave  length  of  electric  field, 
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the  field  at  distance  /  and  time  angle  0  corresponds  to  time  angle 
0  —  al,  that  is,  lags  in  time  behind  the  current  in  the  conductor 
by  the  phase  angle  al. 
Let 

i   =  /  cos  0  =  current,  absolute  units.  (8) 

The  magnetic  induction  at  distance  I  then  is 

(B  =—  cos  (0  -  al);  (9) 

hence,  the  total  magnetic  flux  surrounding  the  conductor,  from 
distance  I  to  infinity  is 

t    —  cos  (0  -  al)  dl 

^2Ik\^ef^dl  +  tm»f^^l      (10) 

/cos  aZ 
— - —  dl  cannot  be  integrated  in  finite  form,  but  represents 

a  new  function  which  in  its  properties  is  intermediate  between 
the  sine  function 

/cos  al  dl  =  -  sin  al 
a 

and  the  logarithmic  function 

J  -dl  =  log  I 

and  thus  may  be  represented  by  a  new  symbol, 
sine  —  logarithm  =  sil. 

In  the  same  manner,   /  - — ; — dl  is  related  to  — cos  al  and 
d       I  a 

to  log  I. 

Introducing  therefore  for  these  two  new  functions  the  symbols 


sila^Jf^U  (11) 

colaZ=  J7  ^<«,  (12) 
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gives 

4>  =  2  Il0  { cos  0  sil  al  +  sin  0  col  al\ .  (13) 

The  e.m.f.  consumed  by  this  magnetic  flux,  or  e.m.f.  of  induc- 
tance, then  is 

hence, 

6=4  7r///0  { cos  0  col  aZ  -  sin  6  sil  aZ} ;  (14) 

and  since  the  current  is 

i  =  I  cos  0 , 

the  e.m.f.  consumed  by  the  magnetic  field  beyond  distance  Z,  or 
e.m.f.  of  inductance,  contains  a  component  in  phase  with  the 
current,  or  power  component, 

ex  =  4  7r//Z0  col  al  cos  0,  (15) 

and  a  component  in  quadrature  with  the  current,  or  reactive  com- 
ponent, 

e2  =  -  4  tt/7/o  sil  aZ  sin  0,  (16) 

which  latter  Zeack  the  current  by  a  quarter  period. 

The  reactive  component  e2  is  a  true  self-induction,  that  is,  rep- 
resents a  surging  of  energy  between  the  conductor  and  its  electric 
field,  but  no  power  consumption.  The  effective  component  ev 
however,  represents  a  power  consumption 

p  =  exi 

=  4  xfPl0  col  al  cos'0  (17) 

by  the  magnetic  field  of  the  conductor,  due  to  its  finite  velocity; 

that  is,  it  represents  the  power  radiated  into  space  by  the  conductor. 

The  energy  component  et  gives  rise  to  an  effective  resistance, 

r  =?i  =  4  7r/Z0  col  al,  (18) 

i 

and  the  reactive  component  gives  rise  to  a  reactance, 

x  =  [^?]=  4  ;:./70  sil  al,  (19) 
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When  considering  the  finite  velocity  of  propagation  of  the 
electric  field,  self-inductance  thus  is  not  wattless,  but  contains 
an  energy  component,  and  so  can  be  represented  by  an  impe- 
dance, 

Z  =  r  -  jx 

=  4  nfk  (col  al  -  j  sil  al)  10"9  ohms.  (20) 

The  inductance  would  be  given  by 

=  2k[  sil  al  +  j  col  al }  10~Q  henrys,  (21) 

and  the  power  radiated  by  the  conductor  is 

p  =  i*r. 
72.  The  functions 

old-  £-**  (ID 

and 

cold-Jf^dl  (12) 

can  in  general  not  be  expressed  in  finite  form,  and  so  have  to  be 
recorded  in  tables.*  Close  approximations  can,  however,  be 
derived  for  the  two  cases  where  I  is  very  small  and  where  /  b 
very  large  compared  with  the  wave  length  /„,  of  the  electric  field, 
and  these  two  cases  are  of  special  interest,  since  the  former  rep- 
resents the  total  magnetic  field  of  the  conductor,  that  is,  its  self- 
inductance,  and  the  latter  the  magnetic  field  interlinked  with  a 
distant  receiving  conductor,  that  is,  the  mutual  inductance 
between  sending  and  receiving  conductor. 
It  is 

sil  0  =  oo , 


colO  =-, 

sil  oo  =  0, 
col  oo  =  0. 

*  Tables  of  these  and  related  functions  are  jriven  in  the  appendix,  page  545. 


(22) 
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And  it  can  be  shown  that  for  small  values  of  al,  that  is,  such 
values  of  I  as  are  only  a  small  fraction  of  a  wave  length,  the 
approximations  hold: 


silo/  =  log4    -  05772, 
al 

col  a/  =  - , 


(23) 


and  for  large  values  of  Z,  that  is,  values  of  I  which  make  al  equal 
to  a  considerable  number  of  wave  lengths,  we  have 

2  sin  al    ^    .,    ,      2  sin  al 

<  sil  al  < j 

™l  *"*  (24) 

2  cos  a/  ij^2  cos  al  K 

<  col  al  < > 

Tt\fi\  7TW2 

where  n1  and  n2  are  the  two  successive  quadrants  between  which 
cU  lies.     For  instance,  for 


since 


tod 


al  =  40, 


40  =  25.5X^, 

n,  =  25, 
n3  =  26, 

sin  al  =  sin  1.5  X  \  =  +  0.707, 
cos  al  =  cos  1.5  X  \  =  -  0.707, 


0.01725  <   81140^      0.01805, 
-  0.01805  <  col  40  <  -  0.01725. 


As  seen,  for  larger  values  of  al  sil  al  has  the  same  sign  as  the 
sine  function,  col  al  the  same  sign  as  the  cosine  function. 

73.  From  equations  (20)  and  (21)  then  follow,  for  I  =  lr,  the 
self-inductive  impedance  and  the  self-inductance  of  the  con- 
ductor, where  lr  =  the  radius  of  sending  conductor,  and  since  lr 
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is  very  small  compared  with  the  wave  length  lw,  the  values  (23) 
can  be  used,  and  give 
Self-inductive  impedance: 

Z  =  4  nfl0  j  ^  -  j  (log -1  -  0.5772)  1 10"*  ohms,      (25) 

and  effective  self-inductance: 

L  =  2 1*  j  log-i  -  0.5772  +  j  *  1 10"Q  heniys.  (26) 

As  an  example  let  a  current  of  i=  100  amperes  be  impressed 
upon  a  sending  antenna  of  l0  =  100  feet  =  3  X  108  centimeters, 
consisting  of  a  cylindrical  conductor  of  radius  lr  =  0.4  inch  =  1 
centimeter,  at  a  frequency  of  /=  200,000  cycles,  then 

lw  =  1.5  X  105 
=  0.94  mile, 
a  -  4.19  X  10"5; 


hence, 


or,  absolute, 


L=  (57.2  +  9.4  j)  10"8  henrys, 
Z=  (11.8  -71.8/)  ohms, 


z  =  72.8  ohms. 

Hence,  the  voltage  required  by  i  =  100  amperes  is 

e  =  7280  volts, 

and  the  power  radiated  into  space  during  the  oscillation  is 

p  —  i*r  =  118  kilowatts. 

74.   Since  the  effective  resistance  of  the  total  electromagnetic 
radiation,  from  the  conductor  surface  to  infinity,  is,  by  (25), 

r=2*y/0Hr»,  (27) 

it  follows  that  the  effective  resistance  of  electromagnetic  radia- 
tion of  a  conductor  is  proportional  to  the  frequency  and  to  the 
length  of  the  conductor,  but  independent  of  its  size  or  shape,  and 
the  radiated  power  is 

p  -  2  TejlJ  10-o,  (28) 
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or  proportional  to  the  frequency.  Thus  while  the  radiated  power 
is  moderate  at  commercial  frequencies,  it  becomes  considerable 
at  very  high  frequencies,  and  then  requires  consideration. 

For  instance,  at  i  =  100  amperes  per  100  feet  =  3000  centi- 
meters of  conductor,  the  radiated  power  is 

At  60  cycles 3.5  watts; 

At  10,000  cycles 5.9  kilowatts; 

At  106  cycles    5900  kilowatts. 

The  imaginary  component  of  self -inductance  L,  that  is,  the 
term  in  L  which  represents  the  power  radiation,  is 

l0r:  10~9  henrys;  (29) 

hence  independent  of  conductor  size,  shape,  and  material,  of  fre- 
quency, current,  etc. 
The  imaginary  or  reactive  component  of  the  impedance, 

x  «  4  *fkk>gi  -  0.5772)  10"9  ohms, 

is  approximately,  neglecting  0.5772  against  log  —  ,  and  substitut- 
ing equation  (7), 

x  =-  4  7r/70log     k       10~9  ohms 
1tzJIt 

-  4  nflJ^gJL  ~l0g/)  10~9  °hmS*  (30) 

Hence,  with  increasing  frequency  /,  the  reactance  x  increases, 
but  less  than  proportional  to  the  frequency,  due  to  the  appearance 
of  the  term  —  log /in  equation  (30). 

For  instance,  with  the  constants  l0  =  100  feet  =  3X  103, 
4.  =  0.4  inch  =  1,  at  the  speed  of  light,  S  =  3  X  1010,  we  have 

/=     102        104     106       108, 
x   =0.0667    4.94    319    14,550. 

B.  Mviual  inductance  of  two  conductors  of  finite  length  at  con- 
siderable distance  from  each  other. 
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75.  Let  lx  and  l2  be  the  length  of  the  sending  and  of  the  receiv- 
ing conductor  respectively. 

By  equation  (2),  the  electric  field  of  a  conductor  of  length  lv  at 
a  considerable  distance  l}  is  given  by 

hence,  for  current 

i  =  /  cos  0 

IJ  cos  (0  -  al) 
«  -  - ^ L  (32) 

is  the  electromagnetic  component  of  the  field  at  distance  L 

The  magnetic  flux  intercepted  by  the  receiving  conductor  of 
length  lv  at  distance  ld  from  the  sending  conductor,  and 
assumed  to  be  inductively  parallel  thereto,  then  is 

fly  cos  (d  -al)dl 

=  W  jcos  9^^T  *  +  ^fi^T*  |  '   (33) 
By  partial  integration, 

JT*  cos  al  „            r*          .  ,1       cftsa/  _     , 

— - — al  =  —   I     cos  al  a-  =  — ; a  col  al. 
i        P                 Ji                  11  ' 

rsin  al  r*  .  1      sin  al 

— zr—  al  =  -  /     sin  al  a  —  =  — = —  +  a  sil  ah 
P  Ji  I  I 

hence, 

<J>  =  W|cos^(^-acolaZd)  +  sin«(^+asUa/(J)j 

(35) 
and  the  mutual  inductance  is 

kjtf = hh  (-y-*  -  a  col  a/dJ + j  ^— j-i  +  a  sil  aJdJ  j  10~»  henrys; 

(36) 


(34) 
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the  mutual  impedance, 

Z-2JIJ,  j(^  +  arilafc)  -jf^S  -  a  col  ald)  j 

X  10-*  ohms,  (37) 

or,  absolute, 

«     y.  i  .  /TsnTaE         ~    "I1     (cos  a/d  "    7T5 

«=2  w/y,  y  j  — r—  +  a  sil  <  J  +  j  — y— d-  a  col  ajd  J 

X  10-  ohms.  (38) 

76.  As  an  example,  let 

/,  =  /,  =  100  feet 
=  3  X  10s, 
ld  =  100  miles  =  15.9  X  106, 
/  =  200,000  cycles; 


and 


then,  by  (24), 


a  =  4.19  X  10"', 
aJd  =  666 

-  424.5  x|; 

sin  ald  =  sin  0.5^  =  0.707, 
cos  ald  =  cos  0.5-  =  0.707, 

sila/d>  5EA -1.661  x  10- 

<*^L  =1.665X10- 
424 

col  a^  >  ^t  =1.661  X  10- 
<^  -1.686  x  10-; 
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hence,  approximately, 

sil  ald  -  0.1663  X  10"8, 
cola/d  =  0.1663  X  10"8, 

and 

LM  =  (-  0.227  +  1.026  j)  10~9  henrys, 
Z  =  (0.387  +  0.086/)  10"8  ohms, 


or,  absolute, 


Lm  =  1.051  X  10"9  henrys, 
z  =  0.3964  X  10"8  ohms. 


Hence,  with  an  oscillating  current  of  100  amperes  in  the  sending 
antenna,  the  oscillating  voltage  generated  in  the  receiving  an- 
tenna, 100  miles  distant,  is 

e  =  iz 
=  0.03964  volts. 

C.  Capacity  of  a  sphere  in  space. 

77.  The  electrostatic  field  of  a  sphere  in  free  space  decreases 
with  the  square  of  the  distance  I;  hence, 

x-%,  (39) 

where  lr  =  the  radius  of  the  sphere  and  e  =  the  voltage  of  the 
sphere.  } 

Therefore,  if  e0  =  E  cos  0  (40) 

is  the  potential  or  voltage  of  the  sphere,  the  electrostatic  field  B^ 
distance  I  is 

^      IrEcosjd  -a(l-lr)] 

P 
or,  neglecting  lr  compared  with  lf 

»,<*»»(' -«P,  (417 
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and  the  potential,  or  voltage  at  distance  I,  is 

e  =  J    Vdl 

=  ^J-c^_-aZ)^.  (42) 

hence,  expanded, 

e  =  /^  J  cos  0  J     -y-  dl  +  sin  6  Ji    —p—di  \ ;  (43) 

by  equations  (34)  this  gives 

e  =  l,E  J  costfh^-^-  a  col  o/J + sin  ^f^^-+ a  silaZj  |  ;  (44) 

hence,  for  I  =  lr,  e  =  2?  cos  0. 
The  inductive  capacity  thus  is 


K  = 


EcosO 
hence,  at  distance  l0 


=  K  j  (c_^_acolaz)  +  y(5Ef?+  asiiaz)  J  ;(45) 


K  =  Zr  |(^  _acol<)+  y(^.o  +  asilo^  j .      (46) 

or  the  absolute  value  is 

k  .  Vj^-acoKJV  j8-^+  asil<  j  •'     (47) 

78.  For  instance,  let  Zr  =  10  feet  =  300  centimeters;  l0  = 
1O0  miles  =  15.9  X  106  centimeters,  and  /  =  200,000  cycles  per 
second;  then  (see  example  in  section  B)  we  have 

k  =  10.5  X  10"6; 

hence,  with  e0  =  10,000  volts  impressed  upon  the  sending  sphere, 
the  voltage  induced  statically  in  the  receiving  sphere,  at  100  miles 
distance,  is 

e  =  ke0  =  0.105  volts. 

D.  Sphere  at  a  distance  llfrom  ground. 
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79.  If  lr  is  the  radius  of  a  sphere,  at  a  distance  lx  from  ground 
and  at  a  potential  difference  e  from  ground,  the  ground,  as  zero 
potential  surface,  can  be  replaced  by  the  image  of  the  sphere, 
that  is,  by  a  sphere  of  radius  lr,  elevation  -Z,  and  potential 
difference  —  e. 

The  electrostatic  field  of  such  a  system  of  spheres,  at  dis- 
tance I  and  elevation  l2,  then  is  the  difference  of  the  fields  of 
the  two  spheres,  thus: 

f=  eK *r 

3   p  +  ft-y1   r+ih+w 

hence,  if  I  is  large  compared  with  lt  and  lv 

and  the  induced  potential,  at  distance  I  and  elevation  lv  is    . 

,-WtffiZllf**.  (49) 

The  potential  difference  of  the  sending  sphere  at  elevation  lx  is 

6b  =  E  cos  0.  (50) 

This  voltage  e,  at  considerable  distances  Z,  is  very  small;  that 
is,  the  purpose  of  the  condenser  at  the  top  of  wireless  sending  and 
receiving  antennae  seems  not  so  much  to  send  out  or  receive  elec- 
trostatic fields,  as  to  afford  a  capacity  return  for  the  oscillating 
current  in  the  conductor,  and  thus  produce  a  large  current,  hence 
a  powerful  electromagnetic  field. 


CHAPTER   IX. 

HIGH-FREQUENCY  CONDUCTORS. 

80.  As  the  result  of  the  phenomena  discussed  in  the  preceding 
chapters,  conductors  intended  to  convey  currents  of  very  high 
frequency,  as  lightning  discharges,  high  frequency  oscillations  of 
transmission  lines,  the  currents  used  in  wireless  telegraphy,  etc., 
cannot  be  calculated  by  the  use  of  the  constants  derived  at  low 
frequency,  but  effective  resistance  and  inductance,  and  therewith 
the  power  consumed  by  the  conductor,  and  the  voltage  drop, 
may  be  of  an  entirely  different  magnitude  from  the  values  which 
would  be  found  by  using  the  usual  values  of  resistance  and  induc- 
tance. In  conductors  such  as  are  used  in  the  connections  and 
the  discharge  path  of  lightning  arresters  and  surge  protectors,  the 
unequal  current  distribution  in  the  conductor  (Chapter  VII)  and 
the  power  and  voltage  consumed  by  electric  radiation,  due  to  the 
finite  velocity  of  the  electric  field  (Chapter  VIII),  require  con- 
sideration. 

The  true  ohmic  resistance  in  high  frequency  conductors  is 
usually  entirely  negligible  compared  with  the  effective  resistance 
resulting  from  the  unequal  current  distribution,  and  still  greater 
may  be,  at  very  high  frequency,  the  effective  resistance  repre- 
senting the  power  radiated  into  space  by  the  conductor.  The 
total  effective  resistance,  or  resistance  representing  the  power 
consumed  by  the  current  in  the  conductor,  thus  comprises  the 
true  ohmic  resistance,  the  effective  resistance  of  unequal  current 
distribution,  and  the  effective  resistance  of  radiation. 

The  power  consumed  by  the  effective  resistance  of  unequal 
current  distribution  in  the  conductor  is  converted  into  heat  in 
the  conductor,  and  this  resistance  thus  may  be  called  the 
"thermal  resistance"  of  the  conductor,  to  distinguish  it  from  the 
radiation  resistance.  The  power  consumed  by  the  radiation 
resistance  is  not  converted  into  heat  in  the  conductor,  but  is 
dissipated  in  the  space  surrounding  the  conductor,  or  in  any 
other  conductor  on  which  the  electric  wave  impinges.    That  is, 
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at  very  high  frequency,  the  total  power  consumed  by  the  effective 
resistance  of  the  conductor  does  not  appear  as  heating  of  the 
conductor,  but  a  large  part  of  it  may  be  sent  out  into  space  as 
electric  radiation,  which  accounts  for  the  power  exerted  upon 
bodies  near  the  path  of  a  lightning  stroke,  as  "side  discharge." 

The  inductance  is  reduced  by  the  unequal  current  distribution 
in  the  conductor,  which,  by  deflecting  most  of  the  current  into 
the  outer  layer  of  the  conductor,  reduces  or  practically  eliminates 
the  magnetic  field  inside  of  the  conductor.  The  lag  of  the  mag- 
netic field  in  space,  behind  the  current  in  the  conductor,  due  to 
the  finite  velocity  of  radiation,  also  reduces  the  inductance  to 
less  than  that  from  the  conductor  surface  to  a  distance  of  one- 
half  wave.  An  exact  determination  of  the  inductance  is,  how- 
ever, not  passible;  the  inductance  is  represented  by  the  electro- 
magnetic field  of  the  conductor,  and  this  depends  upon  the 
presence  and  location  of  other  conductors,  etc.,  in  space,  on  the 
length  of  the  conductor,  and  the  distance  from  the  return  con- 
ductor. Since  very  high  frequency  currents,  as  lightning  dis- 
charges, frequently  have  no  return  conductor,  but  the  capacity 
at  the  end  of  the  discharge  path  returns  the  current  as  "dis- 
placement current,"  the  extent  and  distribution  of  the  magnetic 
field  is  indeterminate.  If,  however,  the  conductor  under  con- 
sideration is  a  small  part  of  the  total  discharge  —  as  the  ground 
connection  of  a  lightning  arrester,  a  small  part  of  the  discharge 
path  from  cloud  to  ground  —  and  the  frequency  very  high,  so 
that  the  wave  length  is  relatively  short,  and  the  space  covered  by 
the  first  half  wave  thus  is  known  to  be  free  of  effective  return 
conductors,  the  magnitude  of  the  inductance  can  be  calculated 
with  fair  approximation  by  assuming  the  conductor  as  a  finite 
section  of  a  conductor  without  return  conductor. 

Here  then,  as  in  many  cases,  for  the  two  extremes  —  low  fre- 
quency, where  unequal  current  distribution  and  radiation  are 
negligible,  and  very  high  frequency,  where  the  current  traverses 
only  the  outer  layer  and  the  total  effect,  contained  within  one 
wave  length,  is  within  a  moderate  distance  of  the  conductor— 
the  constants  can  be  calculated;  but  for  the  intermediary  case, 
of  moderately  high  frequency,  the  conductor  constants  may  be 
anywhere  between  the  two  limits,  i.e.,  the  low  frequency  values 
and  the  values  corresponding  to  an  infinitely  long  conductor 
without  return  conductor. 
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Since,  however,  the  magnitude  of  the  conductor  constants, 
as  derived  from  the  approximate  equations  of  unequal  current 
distribution  and  of  radiation,  are  usually  very  different  from  the 
low  frequency  values,  their  determination  is  of  interest  even  in 
the  case  of  intermediate  frequency,  as  indicating  an  upper  limit 
of  the  conductor  constants. 

81.  Using  the  following  symbols,  namely, 

l0  =  the  length  of  conductor, 

A  =  the  sectional  area, 

I    =  the  circumference  at  conductor  surface,  that  is,  following 
all  the  indentations  of  the  conductor, 

I    =  the  shortest  circumference  of  the  conductor,  that  is,  cir- 
cumference without  following  its  indentations, 

lr  =  the  radius  of  the  conductor, 

ld  =  the  distance  from  the  return  conductor, 
X  =  the  conductivity  of  conductor  material, 

fi  —  the  permeability  of  conductor  material, 

/  =  the  frequency, 

S  =  the  speed  of  light  =  3  X  1010  cm.,  and  (1) 

27tf 

a  —  -~  —  the  wave  length  constant, 
IS 


the  true  ohmic  resistance  is 


r0=-^ohms;  (2) 


(3) 


the  ohmic  reactance,  low  frequency  value  is 

x0  =  2  zflt  j  2  log.  f  +  %1 10-*  ohms; 

or,  reduced  to  common  logarithms  by  dividing  by  log  s, 

x,  =  2  nfl  (4.6  log  lj  +  I)  10-«  ohms.  (4) 

The  equivalent  depth  of  penetration  of  the  current  into  the  con- 
ductor, from  Chapter  VII,  (40),  is 

I  =        104        _  5030  #  (5) 

n\/0A\nf~  Vlaf' 
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hence,  the  effective  resistance  of  unequal  current  distribution,  or 
thermal  resistance  of  the  conductor,  is,  approximately, 

and  the  effective  reactance  of  the  internal  flux  is 


1.98  lt 


y^  10-4  ohms.  (7) 


The  effective  resistance  resulting  from  the  finite  velocity  of  the 
electric  field,  or  radiation  resistance,  by  assuming  the  conductor 
as  a  section  of  an  infinitely  long  conductor  without  return  con- 
ductor, from  Chapter  VIII,  (25),  is 

r3  =  2  iyf  10~9  =  1.97  l0f  10~9  ohms,  (8) 

and  the  effective  reactance  of  the  external  field  of  finite  section  of  an 
infinitely  long  round  conductor  without  return  conductor,  from 
Chapter  VIII,  (25),  is 

x2=±*fk  (log,  i  -  0.5772)  10-'.  (9) 

Assuming  now  that  the  external  magnetic  field  of  a  conductor 
of  any  shape  is  equal  to  that  of  a  round  conductor  having  the 
same  minimum  circumference,  as  is  approximately  the  case,  that 
is,  substituting 

^  =  2H  (10) 

in  equation  (9),  and  also  substituting  (1),  gives 

S 


,  =  4  </-(log.  —  -  0.5772)  10-» 


=  1.26 1 J  (log.  -^j  -  0.5772)  10-«;  (ID 

or,  reduced  to  common  logarithms  by  dividing  by  log  e,  and 
substituting  for  S, 


x2  =  5 1 J  (1  -  0.547  log  l^f)  10"»  ohms 
=  0.547  J0/(9.15  -  logZri/)  10-«  ohms. 


(12) 
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r2  =  4  „l0f  (log.  ^-  -0.5772) 


10- 


(13) 


(14) 


82.  The  total  impedance  of  the  conductor  for  high  frequencies 
is,  therefore, 

Z  -r-jz-  (r,+  ra)  -  j  (*,+  x,), 
r,  =2/0^/10-»  =  1.97Z0/10-», 

=  0.547 1 J  (9.15  -log  ^/HO-'; 
while  the  conductor  impedance  for  low  frequencies  is 
z*  =  »o  -  /*<>  -  ro  -  J  (*>"  +  *!*) 
-i->2^/(2.o&i  +  |)l0. 

=  M  ~~  j/o/  (2'89  l0g  *(  +  °'314  J")  10"8 

Although  the  true  ohmic  resistance  r0  is  independent  of  the 
frequency,  the  thermal  resistance  rx  is  proportional  to  the  square 
root  and  the  radiation  resistance  r2  to  the  first  power  of  the  fre- 
quency. With  increasing  frequency,  the  resistance  rx  is  at  first 
appreciable,  while  r3  is  still  negligible,  and  appears  only  at  still 
higher  frequencies,  and  ultimately,  at  the  highest  frequency, 
becomes  the  dominant  factor.  Since  r2  does  not  contain  the 
conductor  dimensions,  it  follows  that  at  very  high  frequencies 
size,  shape,  and  material  of  the  conductor  are  immaterial  in  their 
effect  on  the  total  effective  resistance  r. 

The  low  frequency  reactance,  x0)  is  proportional  to  the  fre- 
quency; the  internal  reactance,  xv  is  proportional  only  to  the 
square  root  of  the  frequency;  that  is,  with  increasing  frequency 
the  internal  field  of  the  conductor  has  less  and  less  effect  on  its 
reactance.  The  radiation  reactance,  x2,  increases  proportionally 
with  the  frequency  for  moderate  frequencies,  but  for  higher  fre- 
quencies increases  at  a  lesser  rate  as  soon  as  the  negative  term 
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in  x2  becomes  appreciable;  it  ultimately  reaches  a  maximum  and 
then  decreases  again,  but  the  latter  at  such  high  frequencies  as 
to  be  of  no  practical  importance.  Besides,  for  extremely  high 
frequencies,  thousands  of  millions  of  cycles,  equation  (12)  does 
not  apply,  as  it  is  only  the  first  term  of  a  series,  and  the  further 
terms  begin  to  become  appreciable. 
83.  As  examples,  the  following  may  be  considered : 

(1)  A  copper  wire  No.  4  B.  and  S.  gauge  of  0.204  inch  =  0.518 
centimeter  diameter. 

(2)  An  iron  wire  of  the  same  size,  d  =  0.204  inch  =  0.518 
centimeter. 

(3)  A  copper  ribbon  of  3  inches  width  and  one-eighth  inch 
thickness,  or  the  dimensions  7.6  by  0.317  centimeters. 

(4)  A  wrought-iron  pipe  of  2  inches  =  5.06  centimeters  exter- 
nal diameter  and  one-eighth  inch  =  0.317  centimeter  thickness 
of  walls,  that  is,  of  nearly  the  same  circumference  as  the  copper 
ribbon  in  (3). 

Assuming  the  following  constants: 

copper,  fi  =  1,        X  =  6.2  X  10s; 

wrought  iron,  fi  =  2000,  >l  =  1.1  X  106, 


we  have 

A 

t,  =  ^  = 

Wire  No.  4  B.  and  S.  dau^e. 

3  In.  by  J  In. 
Ribbon. 

2  In.  Pipe.  J  In. 

Copi*T. 

Iron. 

Copper. 

Iron. 

0.211 
1.63 

0.211 
1.63 

2.40 
15.85 

4.70 
15.85 

i  -  k  - 

lr  ~  2~ 

0.259 

0.259 

2.53 

2.53 

7.6X10-* 

43X10-* 

o.erxio-^ 

1.94X10-1 

x,» 

X 

0. 00314  X10~V 

6.28X10"6/ 

0. 00314  X10-V 

6.28X10-1/ 

0.0824X10-8/ 

0.0824X10"V 

0.0536X10-V 

0.0536X10-1/ 

r,      x,_ 

0.155X10-«V7 

16.5  XlO^V/ 

0.0159X10-,V'/ 

l.esxio-M 

r. 

0.0197X10"V 

0.0197X10-V 

0.0197X10-*/ 

0.0197X10-M 

0.00547xl0-V(8.94-log/) 

0.00547xl0-f/( 

7.95-log/)     j 
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In  x°f  the  distance  from  the  return  conductor  has  been 
chosen  as  ld  =  6  feet  =  182  centimeters.  The  values  of  x°  for 
iron  are  not  realized;  they  are  due  to  the  excessive  field  in  the 
conductor,  caused  by  its  high  permeability,  but  can  be  realized 
only  at  extremely  low  frequency  and  small  currents;  at  larger 
currents,  magnetic  saturation  greatly  reduces  the  reactance,  so 
that  in  iron  conductors  the  internal  reactance  is  a  function  of  the 
current  and  decreases  with  increase  of  current.  In  conductors 
of  the  size  above  discussed,  even  at  25  cycles  the  unequal  current 
distribution  in  the  conductor  is  so  great  as  to  make  equation  (14) 
inapplicable,  and  the  reactance  is  given  by 

^  =  4^/Z0log€^XlO-*  +  xl7  (15) 

where  xx  is  the  internal  reactance  of  equation  (7). 

84.  In  Fig.  97  are  plotted  values  of  the  resistances  r0,  rv  r2 
and  of  the  reactances  x*,  x2°,  xv  xv  for  the  four  conductors  illus- 
trated, for  frequencies  from  one  cycle  to  1000  million  cycles. 
As  it  is  not  possible  to  represent  directly  quantities  varying  over 
such  a  wide  range,  in  Fig.  97  as  abscissas  are  used  the  logarithms 
of  the  frequency,  and  as  ordinates  the  logarithms  of  the  ohmic 
resistance  or  reactance  per  meter  =  100  centimeters  length  of 
conductor;  that  is,  a  geometric  scale  is  used.  This  means  that 
each  scale  section  is  a  change  by  factor  10,  and  since,  as  discussed 
above,  these  quantities  can  be  determined  only  in  their  general 
magnitude,  a  value  one  scale  section  below  another  one,  there- 
fore, is  negligible  compared  with  the  latter  one,  being  only  one- 
tenth  of  it. 

The  following  conclusions  may  be  drawn  from  the  curves 
shown  in  Fig.  97. 

(1)  In  copper  wire  No.  4,  the  true  ohmic  resistance  prepon- 
derates up  to  100  cycles.  At  100  cycles  the  reactance  z°  rises 
beyond  the  resistance,  and  the  true  ohmic  resistance  becomes 
negligible  in  the  impedance  at  1000  cycles.  At  3000  cycles  the 
screening  effect,  or  the  unequal  current  distribution  in  the  con- 
ductor, becomes  appreciable  and  increases  its  heating  at  con- 
stant value  of  current.  The  radiation  resistance  r2  would  equal 
the  ohmic  resistance  r0  at  about  500  cycles  if  at  this  low  fre- 
quency the  case  of  an  infinitely  long  conductor  without  return 
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Fig.  97.    Iligb -frequency  conductors. 
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conductor  could  be  realized.  At  500,000  cycles,  the  radiation 
resistance  r3  equals  the  external  reactance  xv  and  since  the 
internal  resistance  rx  at  high  frequencies  is  equal  to  the  internal 
reactance  xx  at  500,000  cycles,  the  total  effective  resistance  r 
equals  the  total  effective  reactance  x,  that  is,  the  current  lags  45 
degrees;  and  at  still  higher  frequencies  the  lag  of  the  current 
decreases  still  further,  and  the  radiation  resistance  preponder- 
ates. 

(2)  In  iron  wire  No.  4,  the  true  ohmic  resistance  r0  ceases  to  be 
the  main  term  even  at  frequencies  below  10  cycles,  and  the 
screening  effect  or  the  unequal  current  distribution  in  the  con- 
ductor is  marked  at  10  cycles.  The  internal  reactance  xx°,  which 
corresponds  to  uniform  current  density,  thus  ceases  to  represent 
the  actual  conditions  at  frequencies  even  below  10  cycles.  Up 
to  about  one  million  cycles,  the  internal  resistance  rx  and  internal 
reactance  xx  preponderate.  At  about  one  million  cycles,  all 
four  quantities  —  internal  resistance  rv  representing  power 
converted  into  heat  in  the  conductor,  radiation  resistance  r2, 
representing  power  radiated  by  the  conductor,  internal  reactance 
xv  representing  the  magnetic  field  in  the  conductor,  the  external 
reactance  xv  representing  the  magnetic  field  outside  of  the 
conductor — are  approximately  equal  and  the  current  lags  45 
degrees.  Above  one  million  cycles,  radiation  resistance  r2  and 
external  reactance  x2  preponderate,  and  as  they  are  independent 
of  the  conductor  material  above  one  million  cycles,  the  iron  wire 
thus  becomes  nearly  as  good  —  or  poor  —  a  conductor  as  copper 
wire. 

Similar  relations  exist  between  the  larger  conductors  (3) 
and  (4). 

(3)  Three-inch  by  one-eighth  inch  copper  ribbon.  Above 
10  cycles,  the  reactance  is  greater  than  the  resistance,  and  above 
2000  cycles  unequal  current  distribution  is  marked.  At  50,000 
cycles,  the  radiation  resistance  equals  the  external  reactance, 
and  the  current  lags  45  degrees,  and  at  still  higher  frequencies 
the  radiation  resistance  preponderates,  and  the  current  lags  less 
than  45  degrees. 

(4)  Two-inch  iron  pipe,  one-eighth  inch  walls.  The  internal 
reactance  xx°  here  has  no  meaning,  as  it  would  correspond  to  a 
2-inch  iron  rod.  The  ohmic  resistance  r0  ceases  to  be  applicable, 
and  unequal  current  distribution  begins  already  at  one  cycle  per 
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second.  At  about  30  cycles  the  external  reactance  rises  beyond 
the  ohmic  resistance;  at  5000  cycles  beyond  the  internal  reactance 
and  resistance.  At  30,000  cycles  the  current  lags  45  degrees,  and 
less  than  45  degrees  at  higher  frequencies.  At  100,000  cycles 
rt  and  xx  are  small  compared  with  r2  and  x2,  and  the  conductor 
material  thus  ceases  to  have  an  effect  on  the  voltage  drop;  that 
is,  above  100,000  cycles  a  large  iron  conductor  gives  practically 
the  same  voltage  drop,  at  the  same  current,  as  a  copper  conductor 
of  the  same  circumference;  that  is,  iron  is  nearly  as  good  a  con- 
ductor as  copper,  when  considering  a  finite  section  of  an  infinitely 
long  conductor  without  return  conductor,  that  is,  approximately, 
when  dealing  with  oscillatory  high  frequency  discharges,  as 
lightning. 

It  is  interesting  to  note  the  high  power  component  of  impe- 
dance existing  at  high  frequencies  and  mainly  due  to  the  radia- 
tion resistance,  which  causes  a  rapid  decay  of  the  oscillation,  due 
to  the  high  power  factor.  The  internal  constants  rt  and  xx  are 
equal,  and  in  the  most  important  range  of  high  frequencies, 
from  10,000  to  1,000,000  cycles,  the  external  constants  r,  and 
x2  are  not  very  different  from  each  other  and  their  plotted  curves 
intersect  at  some  certain  frequency.  That  is,  at  high  frequen- 
cies, the  power  radiated  into  space  increases  at  such  a  rapid 
rate  that  the  circuit  never  becomes  highly  reactive.  This, 
however,  applies  only  under  the  consideration  assumed  here; 
under  different  conditions  the  radiation  power  may  be  sufficiently 
limited  to  give  a  large  angle  of  lag  of  the  current  and  therefore  a 
slower  decay  of  the  oscillating  discharge,  that  is,  a  more  sustained 
oscillation.  In  general,  however,  these  results  show  that  even 
at  high  frequencies  and  in  iron  conductors  the  angle  of  lag  may 
be  moderate. 

It  is  interesting  to  note  that  with  increasing  frequency  the 
conductor  material  decreases  in  importance,  and  even  soft  iron 
becomes  as  good  as  copper  in  the  voltage  drop  in  the  conductor, 
and  at  still  much  higher  frequencies  even  the  size  and  shape  of 
the  conductor  become  less  important,  and  ultimately  all  con- 
ductors act  practically  alike. 

86.  From  the  data  of  the  preceding  table  and  Fig.  97  the 
total  effective  resistance,  reactance,  impedance,  and  the  power 
factor  per  meter  length  of  conductor  for  high  frequency  dis- 
charge are  given  on  p.  413. 
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Wire  No.  4  B.  and  8.  Gauge. 


Copi>er. 


Iron. 


requency 

esistance,  r 

eactance,  x 

apedance,  z 

ower  factor 

oltage  drop  at  100  amperes 

requency 

esistance,  r 

eactance,  x 

apedance,  z 

ower  factor 

oltage  drop  at  100  amperes 


104 

10* 

0.0212 

0.202 

0.0286 

0.221 

0.0356 

0.299 

0.59 

0.67 

3.6 

30 

10« 
1.986 
1.626 
2.57 
0.77 
257 


104 

10* 

0.185 

0.717 

0.168 

0.736 

0.250 

1.028 

0.74 

0.70 

25 

103 

10» 
3.62 
3.26 

4.87 
0.75 
487 


Copper  Ribbon,  3  In. 
by  1  In. 


Wroiight-iron  Pipe, 
2  In.  by  }  In. 


104 
0.0199 
0.0219 
0.0296 
0.67 
3.0 


10* 
0.198 
0.162 
0.256 
0.77 
26 


10« 
1.972 
1.072 
2.24 
0.88 
224 


104 

10* 

0.0365 

0.250 

0.0385 

0.214 

0.0530 

0.326 

0.69 

0.76 

5.3 

33 

10* 
2.14 
124 
2.47 
0.87 
247 


As  seen  herefrom,  within  the  range  of  frequencies  from  101  to 
D6  cycles  the  power  factor  varies  from  59  per  cent  to  88  per  rout, 
eing  higher  at  the  higher  frequencies,  but  there  is  little  dilTer- 
ice  in  the  power  factor  between  iron  and  copper. 

The  difference  between  the  different  conductors  decrease* 
ith  increase  of  frequency;  while  at  104  cycles  the  iron  wire  Iwk 
jven  times  the  voltage  drop  of  the  same  size  of  copjx»r  wire, 
b  10*  cycles  it  has  only  90  per  cent  more  voltage  drop. 

With  the  large  conductors  the  difference  in  the  voltage  drop 
etween  iron  and  copper  is  very  small;  the  voltage  drop  iti  t4* 
on  pipe  at  104  cycles  is  only  80  per  cent  greater  than  in  U*  aft- 
er ribbon,  while  at  10*  cycles  the  difference  has  decreased  u 
3  per  cent,  that  is,  has  practically  become  negligible,  find  1& 
on  pipe  is   practically  as    good    a  conductor  and   hm  mm 
ractically  the  same  power  factor  as  the  copper  n\)\j(nifm^tm^ 
small  increase  in  the  size  of  the  iron  pipe,  to  2.5  inckw mi 
ier,  would  make  it  superior  to  the  3-inch  copper 
equencies  of  a  million  cycles  and  over,  about  the  \ 
feles,  and  very  little  inferior  at  104  cycles. 

This  is  rather  against  the  usual  expectations, 
reponderance  of  the  radiation  resistance,  and, 
Dt  apply,  or  at  least  not  to  the  same  extent, 
distance  is  smaller. 
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CHAPTER  I. 

GENERAL  EQUATIONS. 

1.  The  energy  relations  of  an  electric  circuit  can  be  charac- 
terized, as  discussed  in  Section  III,  by  the  four  constants, 
namely : 

r  =  effective  resistance,  representing  the  power  or  rate  of 
energy  consumption  depending  upon  the  current,  tV;  or  the 
power  component  of  the  e.m.f.  consumed  in  the  circuit,  that  is, 
with  an  alternating  current,  the  voltage,  ir,  in  phase  with  the 
current. 

L  =  effective  inductance,   representing  the  energy  storage 

PL 
depending  upon  the  current,  — ,  as  electromagnetic  component 

of  the  electric  field ;  or  the  voltage  generated  due  to  the  change 

di 
of  the  current,  L  — ,  that  is,  with  an  alternating  current,  the 
at 

reactive  voltage  consumed  in  the  circuit  -  jxi,  where  x  =  2  nfL 

and  /  =  frequency. 

g  =  effective  (shunted)  conductance,  representing  the  power 
or  rate  of  energy  consumption  depending  upon  the  voltage,  e*g; 
or  the  power  component  of  the  current  consumed  in  the  circuit, 
that  is,  with  an  alternating  voltage,  the  current,  eg,  in  phase  with 
the  voltage. 

C  =  effective    capacity,    representing    the    energy    storage 

depending  upon  the  voltage,  — ,  as  electrostatic  component  of 

the  electric  field;  or  the  current  consumed  by  a  change  of  the 

de 
voltage,  C-r- ,  that  is,  with  an  alternating  voltage,  the  Grading) 
at 

reactive  current  consumed  in  the  circuit  —  jbe,  where  6  =  2  itfC 

and  /  =  frequency. 

417 
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In  the  investigation  of  electric  circuits,  these  four  constants, 
r,  L,  g,  C,  usually  are  assumed  as  located  separately  from  each 
other,  or  localized.  Although  this  assumption  can  never  be  per- 
fectly correct,  —  for  instance,  every  resistor  has  some  inductance 
and  every  reactor  has  some  resistance,  —  nevertheless  in  most 
cases  it  is  permissible  and  necessary,  and  only  in  some  classes  of 
phenomena,  and  in  some  kinds  of  circuits,  such  as  high-frequency 
phenomena,  voltage  and  current  distribution  in  long-distance, 
high-potential  circuits,  cables,  telephone  circuits,  etc.,  this 
assumption  is  not  permissible,  but  r,  L,  g,  C  must  be  treated  as 
distributed  throughout  the  circuit. 

In  the  case  of  a  circuit  with  distributed  resistance,  inductance, 
conductance,  and  capacity,  as  r,  L,  gy  C,  are  denoted  the  effec- 
tive resistance,  inductance,  conductance,  and  capacity,  respec- 
tively, per  unit  length  of  circuit.  The  unit  of  length  of  the  circuit 
may  be  chosen  as  is  convenient,  thus :  the  centimeters  in  the  high- 
frequency  oscillation  over  the  multigap  lightning  arrester  circuit, 
or  a  mile  in  a  long-distance  transmission  circuit  or  high-potential 
cable,  or  the  distance  of  the  velocity  of  light,  300,000  km.,  etc. 

The  permanent  values  of  current  and  e.m.f.  in  such  circuits 
of  distributed  constants  have,  for  alternating-current  circuits, 
been  investigated  in  Section  III,  where  it  was  shown  that  they 
can  be  treated  as  transient  phenomena  in  space,  of  the  complex 
variables,  current  /  and  e.m.f.  E. 

Transient  phenomena  in  circuits  with  distributed  constants, 
and,  therefore,  the  general  investigation  of  such  circuits,  leads  to 
transient  phenomena  of  two  independent  variables,  time  t  and 
space  or  distance  I;  that  is,  these  phenomena  are  transient  in 
time  and  in  space. 

The  difficulty  met  in  studying  such  phenomena  is  that  they 
are  not  alternating  functions  of  time,  and  therefore  can  no  longer 
be  represented  by  the  complex  quantity. 

It  is  possible,  however,  to  derive  from  the  constants  of  the 
circuit,  r,  L,  g,  C,  and  without  any  assumption  whatever  regard- 
ing current,  voltage,  etc.,  general  equations  of  the  electric  cir- 
cuits, and  to  derive  some  results  and  conclusions  from  such 
equations. 

These  general  equations  of  the  electric  circuit  are  based  on  the 
single  assumption  that  the  constants  r,  L,  g,  C  remain  constant 
with  the  time  t  and  distance  Z,  that  is,  are  the  same  for  every  unit 
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length  of  the  circuit  or  of  the  section  of  the  circuit  to  which  the 
equations  apply.  Where  the  circuit  constants  change,  as  where 
another  circuit  joins  the  circuit  in  question,  the  integration  con- 
stants in  the  equations  also  change  correspondingly. 

Special  cases  of  these  general  equations  then  are  all  the  phe- 
nomena of  direct  currents,  alternating  currents,  discharges  of 
reactive  coils,  high-frequency  oscillations,  etc.,  and  the  difference 
between  these  different  circuits  is  due  merely  to  different  values 
of  the  integration  constants. 

2.  In  a  circuit  or  a  section  of  a  circuit  containing  distributed 
resistance,  inductance,  conductance,  and  capacity,  as  a  transr 
mission  line,  cable,  high-potential  coil  of  a  transformer,  telephone 
or  telegraph  circuit,  etc.,  let  r  =  the  effective  resistance  per  unit 
length  of  circuit;  L  =  the  effective  inductance  per  unit  length 
of  circuit;  g  =  the  effective  shunted  conductance  per  unit 
length  of  circuit;  C  =  the  effective  capacity  per  unit  length  of 
circuit;  t  =  the  time,  I  =  the  distance,  from  some  starting 
point;  e  =  the  voltage,  and,  i  =  the  current  at  any  point  I  and 
at  any  time  t;  then  e  and  i  are  functions  of  the  time  t  and  the  dis- 
tance I. 

In  an  element  dl  of  the  circuit,  the  voltage  e  changes,  by  de, 

by  the  voltage  consumed  by  the  resistance  of  the  circuit  element, 

ri  dly  and  by  the  voltage  consumed  by  the  inductance  of  the  cir- 

di 
cuit  element,  L  —dl.    Hence, 
at 

de  ^  di 

In  this  circuit  element  dl  the  current  i  changes,  by  di>  by  the 

current  consumed  by  the  conductance  of  the  circuit  element, 

gedl,  and  by  the  current  consumed  by  the  capacity  of  the  circuit 

de 

element,  C  -jAdl.    Hence, 

at 

di  „  de  /rkX 

Differentiating  (1)  with  respect  to  t  and  (2)  with  respect  to  I, 
and  substituting  then  (1)  into  (2),  gives 

d?i  .       ,  „         r^di       „  -,  (Pi 

5p-V+('C  +  »L)5  +  «7s,  (3) 
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and  in  the  same  manner, 

These  differential  equations,  of  the  second  order,  of  cunent  t 
and  voltage  e  are  identical;  that  is,  in  an  electric  circuit  current 
and  e.m.f.  are  represented  by  the  same  equations,  which  differ 
by  the  integration  constants  only,  which  are  derived  from  the 
terminal  conditions  of  the  problem. 

Equation  (3)  is  integrated  by  terms  of  the  form 

i  =  Ae-"-**.  (5) 

Substituting  (5)  in  (3)  gives  the  identity 

a2  =  rg  -  (rC  +  gL)  b  +  LCb* 

-  (bL  -r){bC  -  g).  (6) 

In  the  terms  of  the  form  (5)  the  relation  (6)  thus  must  exist 
between  the  coefficients  of  I  and  L 
Substituting  (5)  into  (1)  gives 


and,  integrated, 


e  =h±ll  As-<*-».  (8) 


The  integration  constant  of  (8)  would  be  a  function  of  t}  and 
since  it  must  fulfill  equation  (4),  must  also  have  the  form  (5) 

for  the  special  value  a  =  0,  hence,  by  (6),  b  =  -  or  6  =  ^and 

therefore  can  be  dropped. 

In  their  most  general  form  the  equations  of  the  electric  circuit 
are 

i  =  SnMne-^-^},  (9) 

e  =  ^hI^Ane-^-M^  (10) 

an2  _  {hnL  _  r)  (bnC  -  g)  =  0,  (ID 
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where  An  and  On  and  bn  are  integration  constants,  the  last  two 
being  related  to  each  other  by  the  equation  (11). 

3.  These  pairs  of  integration  constants,  An  and  (On,  6n),  are 
determinated  by  the  terminal  conditions  of  the  problem. 

Some  such  terminal  conditions,  for  instance,  are : 

Current  i  and  voltage  e  given  as  a  function  of  time  at  one 
point  l0  of  the  circuit  —  atihe  generating  station  JeedingJnto 
the  circuit  or  at  the  receiving  end  of  the  transmission  line. 

Current  i  given  at  one  point,  voltage  e  at  another  point  — 
as  voltage  at  the  generator  end,  current  at  the  receiving  end  of 
the  line. 

Voltage  given  at  one  point  and  the  impedance,  that  is,  the 

complex  ratio ,  at  another  point  —  voltage  at  the  gen- 
amperes 

erator  end,  load  at  the  receiving  end  of  the  circuit. 

Current  and  voltage  given  at  one  time  t0  as  function  of  the 
distance  I  —  distribution  of  voltage  and  current  in  the  circuit 
at  the  starting  moment  of  an  oscillation,  etc. 

Other  frequent  terminal  conditions  are: 

Current  zero  at  all  times  at  one  point  l0 —  the  open  end  of  the 
circuit. 

Voltage  zero  at  all  times  at  one  point  Z0—  the  grounded  or  the 
short-circuited  end  of  the  circuit. 

Current  and  voltage,  at  all  times,  at  one  point  l0  of  the  circuit, 
equal  to  current  and  voltage  at  one  point  of  another  circuit  — 
connecting  point  of  one  circuit  with  another  one. 

As  illustration,  some  of  these  cases  will  be  discussed  below. 

The  quantities  i  and  e  must  always  be  real;  but  since  an  and 
6n  appear  in  the  exponent  of  the  exponential  function,  an  and 
bn  may  be  complex  quantities,  in  which  case  the  integration 
constants  An  must  be  such  complex  quantities  that  by  com- 
bining the  different  exponential  terms  of  the  same  index  n,  that 
is,  corresponding  to  the  different  pairs  of  a  and  b  derived  from 
the   same   equation    (10),   the  imaginary   terms  in  An   and 

— An  cancel. 

an 

In  the  exponential  function 
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writing 


we  have 


a  =  h  +  jk    and    b  =  p  +  jq,  (12) 


and  the  latter  term  resolves  into  trigonometric  functions  of  the 
angle 

kl  +  qt. 

kl  +  qt  =  constant  (13) 

therefore  gives  the  relation  between  I  and  t  for  constant  phase 
of  the  oscillation  or  alternation  of  the  current  or  voltage. 

With  change  of  time  t  the  phase  thus  changes  in  position  I 
in  the  circuit,  that  is,  moves  along  the  circuit. 

Differentiating  (13)  with  respect  to  t  gives 

or 

that  is,  the  phase  of  the  oscillation  or  alternation  moves  along 
the  circuit  with  the  speed  -  ~9  or,  in  other  words, 

K 

&  =  -%  (15) 

k 

is  the  speed  of  propagation  of  the  electric  phenomenon  in  the  cir- 
cuit. 

(If  no  energy  losses  occur,  r  =  0,  g  =  0,  in  a  straight  con- 
ductor in  a  medium  of  unit  magnetic  and  dielectric  constant, 
that  is,  unit  permeability  and  unit  inductive  capacity,  S  is  the 
velocity  of  light.) 

4.  Since  (11)  is  a  quadratic  equation,  several  pairs  or  corre- 
sponding values  of  a  and  b  exist,  which,  in  the  most  general  case, 
are  complex  imaginary.  The  terms  with  conjugate  complex 
imaginary  values  of  a  and  b  then  have  to  be  combined  for  the 
elimination  of  their  imaginary  form,  and  thereby  trigonometric 
functions  appear;  that  is,  several  terms  in  the  equations  (9)  and 
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(10),  which  correspond  to  the  same  equation  (11),  and  thus  can 
be  said  to  form  a  group,  can  be  combined  with  each  other. 

Such  a  group  of  terms,  of  the  same  index  n,  is  defined  by  the 
equation  (11), 

a^  =  (bnL  -  r)  Q>nC  -  g). 

For  convenience  the  index  n  may  be  dropped  in  the  investiga- 
tion of  a  group  of  terms  of  current  and  voltage,  thus : 

a2  -  (bL  -  r)  (bC  -  g),  (16) 

and  the  following  substitutions  may  be  made : 

a  =  at  VW,  (17) 

a  =  h   +  jk, 

at~K  +  jkv  |  (18) 

*>  -  P  +  h> 


from  which 


&  =  A,\/ZCand 

k  -  kA  VW. 


Substituting  (18)  in  (16), 

(hi  +  lKY  -  [(P  +  W)  "  j\  [(P  +  »)  -  §]• 


(19) 


(20) 


Carrying  out  and  separating  the  real  and  the  imaginary  terms, 
equation  (20)  resolves  into  the  two  equations  thus: 


and 


*■*■ -«(2 '-!-§)■ 


(21) 


Substituting 


(22) 
(23) 
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and 

p  =  S  +  U 

(24>> 

into  (21)  gives 
or 

htkt  =  sq,                    J 

(25) 

and 

or 

s*  -  <t  =  V  "  *,*  +  <  | 
*?  =  Mi-                   I 

(26) 

Adding  four  times  the  square  of  the  second  equation  to  the  square 
of  the  first  equation  of  (25)  and  (26)  respectively,  gives 


and 


V  +  k*  =  vV  -  ?  -  m*)*  +  4  «y 
=  vV  +  g2  -  w2)2  +  4  qhr? 

s2  +  q*   =  V(At2  -  Jfc,2  +  m2)2  +  4  *,«*,* 


(27) 


=  V(h*  +  k?  f  ro2)2  -  4 *>J 
and  substituting  (19),  gives,  by  (25),  (26)  and  (27),  (28) 

k  =  \^y/|^7T77^  +  m*}, 

ft,2  =  \/(.sJ  +  g2  -  m2)2  +  4  ^ro2, 
or 


(28) 


(29) 


=^vT{fl7+^^+ 


\/LCy  2 


LCm2}, 


*- :^75  V'i  !«,'-*■ 


ft,2  =  v/(/i2  +  JP  +  LCm2)2  -  4  LCA^m*. 


(30) 


I 
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If,  however  (+  h  +  jk)  and  (u  +  s  +  jq)  satisfy  equation  (16), 
then  any  other  one  of  the  expressions 

(±  h  ±  jk)  and  (u  ±  s  ±  jq) 

also  satisfies  equation  (16),  providing  also  the  second  equation  of 
(25)  or  (26)  is  satisfied, 

hk  =  VLC  sq;  (31) 

that  is,  if  s  and  q  have  the  same  sign,  h  and  k  must  have  the  same 
sign,  and  inversely,  if  s  and  q  have  opposite  signs,  h  and  k  must 
have  opposite  signs. 
This  then  gives  the  corresponding  values  of  a  and  6 : 


(1)  a  =  +  h  +  jk 

+  h  -  jk 

(2)  a  =  -  h  -  jk 

-  h  +  jk 

(3)  a  =  -  h  +  jk 

—  h  -  jk 

(4)  a  =  +  h  -  jk 

+  h  +  jk 


b  =  u  —  s  —  jq 

u  —  s  +  jq 
b  =  u  —  s  —  jq 

u  —  s  +  jq 
b  =  u  +  s  —  jq 

u  +  s  +  jq 
b  =  u  +  s  —  jq 

u  +  s  +  jq 


(32) 


or  eight  pairs  of  corresponding  values  of  a  and  b. 

5.  Substituting  the  values   (1)  of    (32)  into  one  group  of 
terms  of  equations  (9)  and  (10), 

i  =  As-*-* 
and 


bL 


e  = 


-At 


-al-bt 


(33) 


gives 


and  substituting  for  the  exponential  functions  with  imaginary 
exponents  their  trigonometric  expressions  by  the  equation 

e±ix  =  cos  a:  ±  jsinx 
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gives 

i,  =  e-w-("-)'{A,[cos  (qt  -kt)+  j'sin  (qt  -  kl)] 
+  A/[cos  (qt  -kl)-jsin  (qt  -  kl)]} 
=e-M-*-)'{(Al+Al')  cos  (qt-kl)+i  (At-At')  sin  (qt-kl)\; 

hence,  At  and  4,'  must  be  conjugate  complex  imaginary  quan- 
tities, and  writing 

Cx  =  Ax  +  it/ 
and  (34) 

C/-j(A,-4/) 
gives 

t,  =  «-"-<--•>« {C,  cos  tyt  -  JW)  +  C/sin  (#  -  A/)}.    (35) 

Substituting  in  the  same  manner  in  the  equation  of  e,  in  (33), 
gives 

(u-s-  jq)  L  -  r         (k+Mi.(u.,.MI 
1  h  +  jk  ' 

(u-s  +  jg)  L  -  r  ih+ik)l_(u_.+iq)t 

+  h-jk 

_      M-„-.w  \[(u  ~  »  -  jq)  L-r](h-  jk)         H¥_a 
\  h2  +  k* 

[(u-s  +  jq)  L-r](h  +  jk)      , •<„_„,). 

+  /Tne  Al*  J' 

hence  expanding,  and  substituting  the  trigonometric  expressions 
=  _u_(u_,u[([(u-s)L-r]h-qkL       [(u-s)  L-r]k+qhL\ 
1    e  (\  tf  +  k2  '  h'  +  k*  I 

ir      ,  .     i»x     •  •    /  ,     ,tm     A(u-s)  L-r]h-qkL 
A,[cos (qt-kl)  +]  sin  (qt-kl)]+  ^ #  +  # ~ 

+  J- -j^p       H     )A/[cos  (qt-kl) -j^n  (qt-i 

and  introducing  the  denotations 

_  qkL  +  h[r  -  (u  —  s)  L]  _  qk  +  h  (m  +  s) 

Cl  ~  h2  +  k2  =      itr\v 

f     k[r  —  (u  —  s)  L]  -  ghL      k  (m  +  s)  —  qh 


h2  +  k2 


h2  +  k2 


(37) 
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and  substituting  (37)  in  (36),  gives 
e,=e-w-("-)'{(-c1  +  /c/MJcos  (qt  -kl)  +  jsin  (qt  -  kl)] 
+  (-  ci  -  JCiO  4/ [cos  (0  -  W)  -  j  sin  (qt  -  kl)]} 
-«-"-<—*>«{[-  c,  (4,  +  AS)+  jc/iA,  -  Aftcm  fef  -  *t) 
+[-  fc^,-  4/)-  et'(At+  At*)]mn(gt  -  U)}.   (38) 
Substituting  the  denotations  (34)  into  (38)  gives 
ex  =  ^-"-("-^{(c/C/  -  cfit)  cos  (#-  iW) 

-  (cfif  +  c/CJ  sin  (qt  -  kl) } .  (39) 

The  second  group  of  values  of  a  and  b  in  equation  (32)  differs 
from  the  first  one  merely  by  the  reversal  of  the  signs  of  h  and  k, 
and  the  values  it  and  e,  thus  are  derived  from  those  of  t,  and  e, 
by  reversing  the  signs  of  h  and  k. 

Leaving  then  the  same  denotations  c,  and  c,'  would  reverse 
the  sign  of  e„  or,  by  reversing  the  sign  of  the  integration  con- 
stants C,  that  is,  substituting 

C,  =  -(At  +  At')    1 
and  \  (40) 

C,'=-/(4,--A,0,J 

the  sign  of  i2  reverses;  that  is, 

i2  -  -  c +*£-<1,-')i{C1cob  (gt  +  Id)  +Ca'sin  (#  +&Z)}      (41) 
and 

e2  =  ^"-^-•"{(c/C,'  -  cxC2)  cos  (g*  +  JfcZ) 

-  foC,'  +  cx'C2)  sin  (gt  +  H) } .  (42) 

The  third  group  in  equation  (32)  differs  from  the  first  one  by 
the  reversal  of  the  signs  of  h  and  s,  and  its  values  i9  and  e3  there- 
fore are  derived  from  it  and  ex  by  reversing  the  signs  of  h  and  s. 

Introducing  the  denotations 

qk  —  h  (m  —  s) 


2  h2  +  k* 

f_k(m-s)+qh 

3 "      WTle 


L, 


and 


C,   =  A,  +  As>,      1 
Ct' =  j  (At- At>),  J 


(43) 


(44) 
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gives 


t,  -  «+"-(»+•)«  {C,  cos  (qt  -  kl)  +  C,'  sin  (qt  -  kl) }     (45) 


and 


e,  -«+«-(»+•)'{  (c/C/  -  cjCt)  cos  (0  -  W) 
-  (c/Y  +  e/C,)  sin  (qt  -  kl)\. 


(46) 


The  fourth  group  in  (32)  follows  from  the  third  group  by  the 
reversal  of  the  signs  h  and  k,  and  retaining  the  denotations  c, 
and  c,',  but  introducing  the  integration  constants, 

C4  =  -  (it,  +  4/)    ' 
and  •  (47) 

gives 

t,  =  -  «-«-(«+•)«  {C,  cos  (gt  +  JU)  +  C/sin  (qt  +  M)}  (48) 
and 

e4  =  ,-«-(«+.)«  ( (Cj/c/  -  c2Ct)  cos  fet  +  kl) 

-  (cfiS  +  ct'Ct)  sin  (qt  +  H) } .  (49) 

6.  This  then  gives  as  the  general  expression  of  the  equations  of 
the  electric  circuit: 


i  =  £[£-"-<»-"{C,  cos  (qt  -  kl)  +  C/sin  (qt  -  kl)}  (»\) 

-  «+"-<»-»>,{CI  cos  (qt  +  kl)  +  C,'  sin  (£  +  kl) }  (t,) 
+  «+"-<«+«>'{Ct  cos  (?*  -  W)  +  C,' sin  (qt  -  kl) }  (is) 

-  «-*'-<"+,),{C4cos  (qt+  kl)  +  C/sin  (g<  +JW)}]  (t«)J 
and 

«  =  2[«""'(""*)'{(ci'c'i/- 
-  fc.'C.  +  c.C) 


(50) 


[,-«-(— .xj^/^/  _  CjCi)  cos  (g/  _  jw) 

-  (c/C,  +  cfifi  sin  (g<  -  &)}  (e,) 

•  «+M-("-)'{(c,/C1/  -  c,Q  cos  (qt  +  &) 

-  (c/C,  +  cfi7')  sin  (g«  +  kl)\  (e,) 
£+w-(u+»)*{(Cj/Cj/  _  CjCj)  cog  (qt_M) 

-  (c2'C3  +  c2Cz')  sin  (qt-kl)}  (et) 


+ 
+ 


e  ■  -   -  ■  "•(  y;tx,y  -  c2v3)  cos  (#  -  W) 

-  (c2'C3  +  c2C3')  sin  (qt-kl)}  (es) 

«-«-<•+•>«{  (Cj'C/  -  c2C4)  cos  (9<  +  W) 

-  (c/C,  +  c,C/)  sin  (# +  «)}](««), 


(51) 


M&rjiTyiif:* 


hl 


usneiiaixK:  hl  "Hi 


r.  — ' 


i    i*  —  *•   _ 


XL     = 


c  = 


tr  —  *r 

IT  —  «T  ~* 

—  i    n.  —  f    _ 


** -■ 


it  —  ir        ~ 

1  '- 


.  =  *  'I  _  £> 
f\L     C/ 

and  &,  k  awl  «.  f  «R  reissei  twr  tJ»?  «3sis»c!n* 

k  =  %  XT-w  *  ;jf./  -  r  -  c  -  nr*    1 


» 


and 


k=*ir*i.X-:-r-f-*rl     j. 


*V  =  *    r  -  y  -  «r  -  _  4  ^; 
*  -  *»  =  if**" 


or 


*  =  Trc  *  nSTTP^TnTjcgn  - 


5* 


.•v* 


and 


nciUBCy 


\  L/C       -«-  *  r-mr;. 


V-^^^TT^rrnr^ 


*  _  o*       *V 


.*' 


tSn 
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Writing 

D  (qt  ±  kl)  =  C  cos  (qt  ±  kl)  +  C  sin  (qt  ±  kl)        (58) 

and 

H  (qt  ±  kl)  -  (e'C  -  cC)  cos  (qt  ±  kl) 

-  (&C  +  cC')  an(qt±kl),  (59) 

equations  (50)  and  (51)  can  be  written  thus: 


i  =2[«-w-<— •  )'D,(g*-W)-e+*,-<«- ){ D7(qt+kl)  (i') 

+  ,+"-<«+•>«  Dt  (qi^s-"-^**"  Dt(qt+kl)]  (i"), 
and 

e  =  X[£"w"(u_,,)'ffi  (g*-W)+«+*,-<""",)<  #,(#+*&  («0 


(60) 


(61) 


CHAPTER  II. 

DISCUSSION  OF  GENERAL  EQUATIONS. 

7.  In  the  preceding  chapter  the  general  equations  of  current 
and  voltage  were  derived  for  a  circuit  or  section  of  a  circuit 
having  uniformly  distributed  aud  constant  values  of  r,  L,  g,  C. 
These  equations  appear  as  a  sum  of  groups  of  four  terms  each, 
characterized  by  the  feature  that  the  four  terms  of  each  group 
have  the  same  values  of  s,  q,  h,  k. 

Of  the  four  terms  of  each  group,  iv  i2,  iv  i4  or  ev  ev  ev  e4 
respectively  (equations  (50)  and  (51)),  two  contain  the  angles 
(qt  —  Id):  iv  e1  and  iv  e3;  and  two  contain  the  angles  (qt  +  Id): 
i2,  e2  and  i4,  ev 

In  the  terms  iv  ex  and  iv  ev  the  speed  of  propagation  of  the 
phenomena  follows  from  the  equation 

qt  —  Id  =  constant, 
thus: 

dl=       q 
dt  k' 

hence  is  positive,  that  is,  the  propagation  is  from  lower  to  higher 
values  of  /,  or  towards  increasing  I. 
In  the  terms  iv  e2  and  i4,  e4,  the  speed  of  propagation  from 

qt  +  Id  =  constant 
is 

(U_  _q 
dt~      k 

hence  is  negative,  that  is,  the  propagation  is  from  higher  to 
lower  values  of  I,  or  towards  decreasing  L 

Considering  therefore  iv  ex  and  iv  e3  as  direct  or  main 
waves,  iv  e,  and  i4,  e4  are  their  return  waves,  or  reflected  waves, 
and  iv  e2  is  the  reflected  wave  of  iv  el}  i41  e4  is  the  reflected  wave 
of  iv  er 
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Obviously,  i2,  e2  and  i4J  e4  may  be  considered  as  main  waves, 
and  then  iv  ex  and  iv  e,  are  reflected  waves.  Substituting  (  —  I) 
for  (+  I)  in  equations  (50)  and  (51),  that  is,  looking  at  the 
circuit  in  the  opposite  direction,  terms  i2J  e2  and  il9  ex  and  terms 
i4,  e4  and  iv  e3  merely  change  places,  but  otherwise  the  equations 
remain  the  same,  except  that  the  sign  of  i  is  reversed,  that  is, 
the  current  is  now  considered  in  the  opposite  direction. 

Each  group  thus  consists  of  two  waves  and  their  reflected 
waves:  ix  -  i2  and  ex  +  e2  is  the  first  wave  and  its  reflected 
wave,  and  it  —  i4  and  ez  +  e4  is  the  second  wave  and  its 
reflected  wave. 

In  general,  each  wave  and  its  reflected  wave  may  be  con- 
sidered as  one  unit,  that  is,  we  can  say:  i'  =  ix  —  i2  and  ef  = 
ex  +  e2  is  the  first  wave,  and  i"  =  iz  —  i4  and  e"  =  e,  +  e4  is 
the  second  wave. 

In  the  first  wave,  i' ,  ef,  the  amplitude  decreases  in  the  direction 
of  propagation,  e~wfor  rising,  e+M  for  decreasing  Z,  and  the 
wave  dies  out  with  increasing  time  t  by  e~(u"a)l  =  e"^  e+*. 

In  the  second  wave,  i",  e77,  the  amplitude  increases  in  the 
direction  of  propagation,  e+w  for  rising,  e~M  for  decreasing  /, 
but  the  wave  dies  out  with  the  increasing  time  t  by  *~("+,)< 
=  £"^  e~*,  that  is,  faster  than  the  first  wave. 

If  the  amplitude  of  the  wave  remained  constant  throughout 
the  circuit  —  as  would  be  the  case  in  a  free  oscillation  of  the 
circuit,  in  which  the  stored  energy  of  the  circuit  is  dissipated, 
but  no  power  supplied  one  way  or  the  other  —  that  is,  if  h  =  0, 
from  equation  (50)  s  =  0;  that  is,  both  waves  coincide  and  form 
one,  which  dies  out  with  the  time  by  the  decrement  e"-. 

It  thus  follows:  In  general,  two  waves,  with  their  reflected 
waves,  traverse  the  circuit,  of  which  the  one,  t",  e",  increases  in 
amplitude  in  the  direction  of  propagation,  but  dies  out  corre- 
spondingly more  rapidly  in  time,  that  is,  faster  than  a  wave  of 
constant  amplitude,  while  the  other,  i\  c7,  decreases  in  amplitude 
but  lasts  a  longer  time,  that  is,  dies  out  slower  than  a  wave  of 
constant  amplitude.  In  the  one  wave,  i",  e",  a  decrease  of 
amplitude  takes  place  at  a  sacrifice  of  duration  in  time,  while  in 
the  other  wave,  i',  ef,  a  slower  dying  out  of  the  wave  with  the 
time  is  produced  at  the  expense  of  a  decrease  of  amplitude  during 
its  propagation,  or,  in  i",  e"  duration  in  time  is  sacrificed  to 
duration  in  distance,  and  inversely  in  i'f  ef. 
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It  is  interesting  to  note  that  in  a  circuit  having  resistance, 
inductance,  and  capacity,  the  mathematical  expressions  of  the 
two  cases  of  energy  flow;  that  is,  the  gradual  or  exponential 
and  the  oscillatory  or  trigonometric,  are  both  special  cases  of 
the  equations  (60)  and  (61),  corresponding  respectively  to 
q  =  0,  k  =  0  and  to  h  =  0,  s  =  0. 

8.  In  the  equations  (50)  and  (51) 

qt  =  2tt 
gives  the  time  of  a  complete  cycle,  that  is,  the  period  of  the  wave, 

°      q' 
and  the  frequency  of  the  wave  is 

gives  the  distance  of  a  complete  cycle,  that  is,  the  wave  length, 

LW  k     ' 

(u  —  s)  t  =  1    and     (t*  +  s)  t  =  1 
give  the  time, 

«/-—     and     tx"--±-> 

u  —  s  u  +  s 

during  which  the  wave  decreases  to  -  =  0.3679  of  its  value,  and 

hi  =  1 
gives  the  distance, 

'■4 

over  which  the  wave  decreases  to  -  =  0.3679  of  its  value; 
that  is,  q  is  the  frequency  constant  of  the  wave, 
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k  is  the  wave  length  constant, 

i  -2-^- 


(63) 


(u  —  s)  and  (u  +  s)  are  the  time  attenuation  constants  of  the  wave, 

1 


*.'- 


«."- 


w  -  « 
1 

u  +  s' 


(64) 


and  h  is  the  distance  attenuation  constant  of  the  wave, 

'■4 


(65) 


9.  If  the  frequency  of  the  current  and  e.ra.f.  is  very  high, 
thousands  of  cycles  and  more,  as  with  traveling  waves,  lightning 
disturbances,  high-frequency  oscillations,  etc.,  q  is  a  very  large 
quantity  compared  with  s,  u,  m,  h,  k,  and  A;  is  a  large  quantity 
compared  with  h,  then  by  dropping  in  equations  (50)  to  (61)  the 
terms  of  secondary  order  the  equations  can  be  simplified. 

From  (54), 


R2  =  V{s2  +  q>-mty+4q2mi  =  V(q2  +  m2)2+2s2(q2  -  m2) 
2s2(qt  -  m2))i 


=  (q2  +  m2)    1  + 


M     +      (q>  +  m2)2    I 


=  q2  +  m2  +  S2 


m' 


tf  +  m2 
=  q2  +  m2  +  s2 

=  93, 
h^VWVl  \R2  +  s*  -  q2  -  m2}  ^sVffi, 

k=VWVi  \R*-s>+q>  +  m*}  =Vffi 

h2  +  ifc2  =  (s2  +  q2)LC  =  fW, 
and 


/W,  } 

,_  H66) 

(q2+m2)^qVLC,\ 


c.  = 


qk  +  h  (m  +  s) 
h2  +  k2 
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C*  h2  +  V 


k     Vc" 


,     k  (m  +  s)  -  qh        q  VW  (m  +  s)  -  qs  VW 


tf  +  tf  ^LC  .  5  VC' 


.  a  V  C 


,  _  k  (m  -  s)  +  qh        qVW  (m  -  s)  +  qs  VW 


h1  +  A2 


that  is, 


and 


Writing 


tfLC 

1     2     9Vc' 

<r  =  VZc, 


-,=v|.- 


(67) 


(68) 


where  <r  is  the  reciprocal  of  the  frequency  of  propagation  (velocity 
of  light),  we  have 

h  —  as,  \ 

(69) 
k  =  <rq,  ) 


and 


'=  /•' 


m 


(70) 


and  introducing  the  new  independent  variable,  as  distance, 

X  =  «l,  (71) 

we  have 

kl  =  qX   "I 
and  \  (72) 

W  =  sX;  J 
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hence, 

the 

wave  length  is 

giver 
qX- 

i  by 
=  2jt 

as 

K  = 

2tt 

7' 

and  since 

the  period  is 

'.- 

2n 

(73) 


it  follows  that  by  the  introduction  of  the  denotation  (71)  dis- 
tances are  measured  with  the  velocity  of  propagation  as  unit 
length,  and  wave  length  lw  and  period  t0  thus  have  the  same 
numerical  values. 
Substituting  now  in  equations  (50)  and  (51)  gives 

i  =  «-*3){c+«<«-*>  Dt[q  0-Jt)]_e+*<l+A>  D3[q  (jt+X)]  (?) 

+  «-*-*  D,  [q(t  -  ;)]-*-«+*>  D.  [q  (t+X)]}  (?)  (74) 
and 
e  =  e— 2{«+,(l'A)  Hi  fe  (t-m+e+ait+k)  H2[q(t  +  X)]  (e0 

where 

# [J  (<  ±  ^)]  =  Ccosq(t  ±  X)  +  C" sin 5  (t  ±  X) 
and 

#  [q  it  ±  I)]  =  \\\QC'  ~  C)cosq(t  ±  X) 

-(-C  +  C')sin?(*±>l)j.  (76) 

10.  As  seen  from  equations  (74)  and  (75),  the  waves  are 
products  of  e_Mi  and  a  function  of  (t  -  X)  for  the  main  wave, 
(t  +  X)  for  the  reflected  wave,  thus: 

%t  + 1,  =  t-*/;  (*  -  x) 

and  }►  (77) 


it  +  t,  =  t-*/;  (*  -  J)  I 
i2  +  i4  =  e-*f2(t  +  X)J 
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hence,  for  constant  (t  -  X)  on  the  main  waves,  and  for  constant 
(t  +  >l)  on  the  reflected  waves,  we  have 

i\ +  *•,-&—    ] 

and  V  (78) 

i2  +  i4  =  B'e-«;) 

that  is,  during  its  passage  along  the  circuit  the  wave  decreases 
by  the  decrement  e-M/,  or  at  a  constant  rate,  independent  of 
frequency,  wave  length,  etc.,  and  depending  merely  on  the 
circuit  constants  r,  L,  g,  C.  The  decrement  of  the  traveling 
wave  in  the  direction  of  its  motion  is 

and  therefore  is  independent  of  the  character  of  the  wave,  for 
instance  its  frequency,  etc. 

11.  The  physical  meaning  of  the  two  waves  i'  and  ef  can  best 
be  appreciated  by  observing  the  effect  of  the  wave  when  travers- 
ing a  fixed  point  X  of  the  circuit. 

Consider  as  example  the  main  wave  only,  i'  =  i1  +  iv  and 
neglect  the  reflected  waves,  for  which  the  same  applies. 

From  equation  (74), 

i  =  «-*-(«- •"DJgp  -  X)]  +  e+°x-(u+9)tDs[q(t-  X)];  (79) 
or  the  absolute  value  is 

/  =  Die-*-(u-a)i  +  j)^ +*-<«+•>«,  (go) 

where  Dt  and  D3  have  to  be  combined  vectorially. 

Assuming  then  that  at  the  time  t  =  0,  /  =  0,  for  constant  X 
we  have 

/  =  D(e-(u-*)l_£-(u+,)^  (81) 

the  amplitude  of  /  at  point  X. 

Since  (81)  is  the  difference  of  two  exponential  functions  of 
different  decrement,  it  follows  that  as  function  of  the  time  t,  I 
rises  from  0  to  a  maximum  and  then  decreases  again  to  zero,  as 
shown  in  Fig.  98,  where 

/  =  /,  "  /a, 

and  the  actual  current  i  is  the  oscillatory  wave  with  /  as  envelope. 
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The  combination  of  two  waves  thus  represents  the  passage  of 
a  wave  across  a  given  point,  the  amplitude  rising  during  the 
arrival  and  decreasing  again  after  the  passage  of  the  wave. 


Fig.  98.    Amplitude  of  electric  traveling  wave. 

12.  If  h  and  so  also  s  equal  zero,  i'y  ef  and  ?,  e"  coincide  in 
equations  (74)  and  (75),  and  Ct  and  Cs  thus  can  be  combined 
into  one  constant  Bv  C2  and  CA  into  one  constant  Bv  thus: 


Cx  +  Cs  =  Bv 
C2  +C4  =  Bv 

c/  +  ry  -  s/, 

and  (74),  (75)  then  assume  the  fonn 


(82) 


sin 


i  =  £-*"  J)  |[#,  <,(*  7  ('  -  *)  +  Bf  sin  q(t  -  X)] 

-  [B2  cos  q(t  +  X)  +  B2'  sin  g  (*  +  J)] } ,         (83) 

e  =  \/^  -S{[(^/  -  ^congfl-i) -(=!»,  +  */) 

g(/  —  ^l+r^''^/  —  £J3Vc»*g(/  +  Jl)  —  (— «,  +  fi/)sin5r(H-x)J|- 


These  equations  contain  the  distance  ^  only  in  the  trigono- 
metric but  not  in  the  exponential  function;  that  is,  i  and  e 
vary  in  phase  throughout  the  circuit,  but  not  in  amplitude;  or, 
in  other  words,  the  oscillation  is  of  uniform  intensity  throughout 
the  circuit,  dying  out  uniformly  with  the  time  from  an  initial 
maximum  value;  however,  the  wave  does  not  travel  along  the 
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circuit,  but  is  a  stationary  or  standing  wave.  It  is  an  oscillatory 
discharge  of  a  circuit  containing  a  distributed  r,  L,  g,  C,  and 
therefore  is  analogous  to  the  oscillating  condenser  discharge 
through  an  inductive  circuit,  except  that,  due  to  the  distributed 
capacity,  the  phase  changes  along  the  circuit.  The  free  oscilla- 
tions of  a  circuit  such  as  a  transmission  line  are  of  this  character. 
For  X  =  0,  that  is,  assuming  the  wave  length  of  the  oscillation 
as  so  great,  hence  the  circuit  as  such  a  small  fraction  of  the  wave 
length,  that  the  phase  of  i  and  e  can  be  assumed  as  uniform 
throughout  the  circuit,  the  equations  (83)  and  (84)  assume  the 
form 

i  =  e-*{B0cos#  +  B0' sin  qt] 
and  (85) 

e  =  y/^-*/(-B'-f?)cos9*  -  (-B  +  B'Jsin^}; 

these  are  the  usual  equations  of  the  condenser  discharge  through 
an  inductive  circuit,  which  here  appear  as  a  special  case  of  a 
special  case  of  the  general  circuit  equations. 

If  q  equals  zero,  the  functions  D  and  H  in  equations  (74)  and 
(75)  become  constant,  and  these  equations  so  assume  the  form 


and 


-vs.- 


(86) 


where 


+  [£3£+*(<+A)+B4£-«<<+A)]}, 


B  =  -  C"  -  C.  (87) 


This  gives  expressions  of  current  and  e.m.f.  which  are  no 
longer  oscillatory  but  exponential,  thus  representing  a  gradual 
change  of  i  and  e  as  functions  of  time  and  distance,  corresponding 
to  the  gradual  or  logarithmic  condenser  discharge.  For  X  =  0, 
these  equations  change  to  the  equations  of  the  logarithmic  con- 
denser discharge. 
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These  equations  (86)  are  only  approximate,  however,  since  in 
them  the  quantities  s,  u,  h  have  been  neglected  compared  with 
q,  assuming  the  latter  as  very  large,  while  now  it  is  assumed  as 
zero. 

13.  If,  however, 


m 


(H)-* 


1  ir 
2 


that  is, 


or 


L     C 


g  =  L  +  C, 


(88) 


(89) 


or,  in  words,  the  power  coefficients  of  the  circuit  are  proportional 
to  the  energy  storage  coefficients,  or  the  time  constant  of  the 

T 

electromagnetic  field  of  the  circuit,  y ,  equals  the  time  constant 
of  the  electrostatic  field  of  the  circuit,  ^ ,  then 

u  =  -  =  ^  =  time  constant  of  the  circuit,  (90) 


and  from  equation  (54) 

Rt  =  s2  +  g2, 

h  =  VLCs  =  <rs, 
k  =  VWq  =  <rg, 

and  from  equation  (52) 

L  .f1     1 

c,'  =  0, 

L     .IL 


(91) 


and 


c,'  =  0; 


(92) 
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hence,  substituting  in  equations  (50)  and  (51), 
i  =  ,-X1  {,+•<«-*>  Dx  [q  {t  -  X)]  -  e+*«+A)  Z),  [g  (t  +  a)] 

+  £-«"*>  D,  [?  (t  -  i)]  -  *-««+*>  D4  [9  («  +  i)]}     (93) 
and 
e  -  -  y/^r  Z1  {,+««-*>  Di  [q  {t  _  ;)]  +  £+.(<+a)  Djg  (<  +  x)] 

+  e-(<-A)Z>sfe  (t-jt)]  +  €-<«+*>  D,[g  (*  +  J)]}. 

(94) 

These  equations  are  similar  to  (74)  and  (75),  but  are  derived 
here  for  the  case  m  =  0,  without  assumptions  regarding  the 
relative  magnitude  of  q  and  the  other  quantities:  "distortionless 
circuit." 

These  equations  (93)  and  (94)  therefore  also  apply  for  q  =  0, 
and  then  assume  the  form 

i=r^{[Gl€+'(<-A)+C^-'(|-A>]-[C/+*(<+A>+C/-'(<+A)]},(95) 

a— y^t"2'  {[C>+'«-A>  +  c>-«-A>] 

+  [C>+t*+A>  +  C<£-*«+*>]}.  (96) 

These  equations  (95)  and  (96)  are  the  same  as  (86),  but  in  the 
present  case,  where  m  =  0,  apply  irrespective  of  the  relative 
values  of  the  quantities  s,  etc. 

Therefore  in  a  circuit  in  which  w  =  0a  transient  term  may 
appear  which  -is  not  oscillatory  in  time  nor  in  space,  but 
changing  gradually. 

If  the  constant  h  in  equations  (50)  and  (51)  differs  from  zero, 
the  oscillation  (using  the  term  oscillation  here  in  the  most  general 
sense,  that  is,  including  also  alternation,  as  an  oscillation  of  zero 
attenuation)  travels  along  the  circuit,  but  it  becomes  stationary, 
as  a  standing  wave,  for  h  =  0;  that  is,  the  distance  attenuation 
constant  h  may  also  be  called  the  propagation  constant  of  the 
wave. 

h  =  0  thus  represents  a  wave  which  does  not  propagate  or 
move  along  the  circuit,  but  stands  still,  that  is,  a  stationary  or 
standing  wave. 


CHAPTER  III. 

STANDING  WAVES. 

14.  If  the  propagation  constant  of  the  wave  vanishes, 

h  =  0, 

the  wave  becomes  a  stationary  or  standing  wave,  and  the  equa- 
tions of  the  standing  wave  are  thus  derived  from  the  general 
equations  (50)  to  (61),  by  substituting  therein  h  —  0,  which 
gives 

R2  =  V(J?  -  LCm2)2)  (97) 

hence,  if  #  >  LCm2, 

R22  =  ie  -  LCm2; 

and  if  A?  <  LCm2, 

R2  =  LCm2  -  V. 

Therefore,  two  different  cases  exist,  depending  upon  the  rela- 
tive values  of  A?  and  LCm2,  and  in  addition  thereto  the  inter- 
mediary orcritical  case,  in  which  A?  =  LCm2. 

These  three  cases  require  separate  consideration. 

is  a  circuit  constant,  while  k  is  the  wave  length  constant,  that  is, 
the  higher  k  the  shorter  the  wave  length. 
A.  Short  waves, 

ie  >  LCm2,  (99) 

hence, 

R2  =  &  -  LCm2  (100) 

and 

s  =  0, 


V  //? 
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or  approximately,  for  very  large  k, 


?  =  — = 
VLC 


(102) 


Herefrom  then  follows 


c<  = 


and 


qL 


,      ™L       , 

c>  =¥  =  '' 

qL 

c'  -  ft   =  c' 


(103) 


Substituting  now  h  =  0  and  (101),  (103)  in  equations  (50), 
(51),  the  two  waves  i',  ef  and  F,  e?  coincide,  and  all  the  expo- 
nential terms  reduce  to  e""*;  hence,  substituting 

Bt  =  Cx  +  Cv 

B3  =  C2  +  C4, 

Bx9  -  C/  +  C,', 

*.'  -  <Y  +  C/, 


and 
gives 

and 


(104) 


i  -  f-*  {[Bt  cos  (gf  -  H)  +  B/  sin  (qt  -  &)] 

-  [B3  cos  (gt  +  *Q  +  B2'  sin  (0  +  lcl)]\     (105) 


6  "  I*"-  {[(mBi/~9Si)  cos  (qt-W-imB^qB,')  sin  (#-«)] 
+  [(mB2'-qB2)  cos  (g*  +  W)-(m£2+gJ32')  sin  (#+«)]}.  (106) 

Equations  (105)  and  (106)  represent  a  stationary  electrical  osctt- 
lation  or  standing  wave  on  the  circuit. 


B.  Long  waves, 


V  <  LCm2; 


(107) 
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R22  -  LCm2  -  A2, 


vk-n? 


(108) 


(109) 


9  =  0, 

or  approximately,  for  very  small  values  of  k, 

1/r 


=  M=2(l-§> 


(110) 


herefrom  then  follows 


«/- 


c2  =  0, 

(m  +  s)  L 


and 


(m  —  s)  L 


(111) 


Substituting  now  A  =  0  and  (109),  (111)  into  (50)  and  (51),  the 
two  waves  i',  ef  and  i"9  ef  remain  separate,  having  different  expo- 
nential terms,  e~iu~a)t  and  £~(u+8)lj  but  in  each  of  the  two  waves 
the  main  wave  and  the  reflected  wave  coincide,  due  to  the 
vanishing  of  q. 

Substituting  then 


and 


#i  =  Ct  -  C2, 
2?/  =  C/  +  C2, 
B2  =  C2  -  C4, 

b;  -  c;  +  cv, 


(112) 


gives 

i  =  e-^liB,^81  +  B2e-')  cos  U- (Bft**  +  B2'«~*)  sin*/} 

(113) 


STANDING  WAVES 


445 


and 

e  =  |e-««{[(TO  +  s) B,'e+-  +  (to  -  s) B/e""] cos  JW 
+  [(/n  +  s)  J3,«+*  +  (to  -  s)  5,*-*]  sin  Id} 
=  |e-«rf{OT[(BI'«+-  +  £,'«-*)«»# 

+  {Bs+*  +  B2e--)  sin  Id]     |  (114) 

+  s[(J5/«+«'  -£/«-")  cos  JW 
+  (Bt$  +  *  -B,e~*)  sin  &*]} 

Equations  (113)  and  (114)  represent  a  gradual  or  exponential 
circuit  discharge,  and  the  distribution  still  is  a  trigonometric 
function  of  the  distance,  that  is,  a  wave  distribution,  but  dies  out 
gradually  with  the  time,  without  oscillation. 

C.  Critical  case, 

jfc2  =  LCm2; 


hence, 


«,' 


0, 

8  =  0, 


(115) 


(116) 


and 


c,  =  c,  =  0, 


(117) 


and  all  the  main  waves  and  their  reflected  waves  coincide  when 
substituting  h  =  0,  (116),  (117)  in  (50)  and  (51). 
Hence,  writing 

B  =  Ct   -  Ct  +  C,  -  C4    1 

and  L 

B'  =  c;  +  Ci  +  C/  +  c:   J 


(118) 


gives 


i  =  e-«<  {£  cos  kl  -  B'  sin  JW} 


(119) 
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and 

{B'cobH  +  BAuH}.  (120) 


4- 


In  the  critical  case,  (119)  and  (120),  the  wave  is  distributed 
as  a  trigonometric  function  of  the  distance,  but  dies  out  as  a 
simple  exponential  function  of  the  time. 

16.  An  electrical  standing  wave  thus  can  have  two  different 
forms :  it  can  be  either  oscillatory  in  time  or  exponential  in  time, 
that  is,  gradually  changing.  It  is  interesting  to  investigate  the 
conditions  under  which  these  two  different  cases  occur. 

The  transition  from  gradual  to  oscillatory  takes  place  at 

k*  =  m2LC;  (121) 

for  larger  values  of  k  the  phenomenon  is  oscillatory;  for  smaller, 
exponential  or  gradual. 

Since  k  is  the  wave  length  constant,  the  wave  length,  at  which 
the  phenomenon  ceases  to  be  oscillatory  in  time  and  becomes  a 
gradual  dying  out,  is  given  by  (63)  as 


0 

2k 


m 


vw 


(122) 


In  an  undamped  wave,  that  is,  in  a  circuit  of  zero  r  and  zero  g, 
in  which  no  energy  losses  occur,  the  speed  of  propagation  is 

s'l'vm-  <123> 

and  if  the  medium  has  unit  permeability  and  unit  inductivity,  it 
is  the  speed  of  light, 

S0  =  3X  10".  (124) 

In  an  undamped  circuit,  this  wave  length  Z^  would  correspond 
to  the  frequency, 

*• 
\LC 


hence,  from  (62), 
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The  frequency  at  the  wave  length  lWo  is  zero,  since  at 
this  wave  length  the  phenomenon  ceases  to  be  oscillatory;  that  is, 
due  to  the  energy  losses  in  the  circuit,  by  the  effective  resistance  r 
and  effective  conductance  g,  the  frequency  /  of  the  wave  is 
reduced  below  the  value  corresponding  to  the  wave  length  lw, 
the  more,  the  greater  the  wave  length,  until  at  the  wave  length 
lw^  the  frequency  becomes  zero  and  the  phenomenon  thereby 
non-oscillatory.  This  means  that  with  increasing  wave  length 
the  velocity  of  propagation  of  the  phenomenon  decreases,  and 
becomes  zero  at  wave  length  lWo. 

If  m2LC  =  0, 

k0  =  0  and  1Wq  -  oo  ; 

that  is,  the  standing  wave  is  always  oscillatory. 
If  m'LC  =  oo, 

k0  =  oo  and  lWo  =  0; 

that  is,  the  standing  wave  is  always  non-oscillatory,  or  gradually 
dying  out. 

In  the  former  case,  m2LC  =  0,  or  oscillatory  phenomenon, 
substituting  for  m2,  we  have 

km)*—. 


ry/f-^-o, 


and 

r  _L 

9~C 

or 

rC  —  gL  =  0    (distortionless  circuit). 

In  the  latter  case,  m2LC  =  oo ,  or  non-oscillatory  or  exponen- 
tial standing  wave,  we  have 


'fr.-*4- 


oo, 
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and  since  neither  r,  g,  L,  nor  C  can  be  equal  infinity  it  fol- 
lows that  either  L  =  0  or  C  =  0. 

Therefore,  the  standing  wave  in  a  circuit  is  always  oscillatory, 
regardless  of  its  wave  length,  if 

rC  -  gL  -  0,  (126) 

or 

that  is,  the  ratio  of  the  energy  coefficients  is  equal  to  the  ratio 
of  the  reactive  coefficients  of  the  circuit. 

The  standing  wave  can  never  be  oscillatory,  but  is  always 
exponential,  or  gradually  dying  out,  if  either  the  inductance  L  or 
the  capacity  G  vanishes;  that  is,  the  circuit  contains  no  capacity 
or  contains  no  inductance. 

In  all  other  cases  the  standing  wave  is  oscillatory  for  waves 

2  it 
shorter  than  the  critical  value  lw  =  — ,  where 

0       &* 


v-^-H'^-'Ve}' 


(128) 


and  is  exponential  or  gradual  for  standing  waves  longer  than  the 
critical  wave  length  lWo;  or  for  k  <  ko  the  standing  wave  is 
exponential,  for  k  >  k0  it  is  oscillatory. 

The  value  k0  =  m  VLC  thus  takes  a  similar  part  in  the  theory 
of  standing  waves  as  the  value  r03  =  4  L0C0  in  the  condenser 
discharge  through  an  inductive  circuit;  that  is,  it  separates 
the  exponential  or  gradual  from  trigonometric  or  oscillatory 
conditions. 

The  difference  is  that  the  condenser  discharge  through  an 
inductive  circuit  is  gradual,  or  oscillatory,  depending  on  the 
circuit  constants,  while  in  a  general  circuit,  with  the  same  circuit 
constants,  usually  gradual  as  well  as  oscillatory  standing  waves 
exist,  the  former  with  greater  wave  length,  or 

m  VLC  >  k,  (129) 

the  latter  with  shorter  wave  length,  or 

m  VLC  <  k.  (130) 
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An  idea  of  the  quantity  k0,  and  therewith  the  wave  length  Z^, 
at  which  the  frequency  of  the  standing  wave  becomes  zero,  or 
the  wave  non-oscillatory,  and  of  the  frequency  /0,  which,  in  an 
undamped  circuit,  will  correspond  to  this  critical  wave  length  lW9, 
can  best  be  derived  by  considering  some  representative  numerical 
examples. 

As  such  may  be  considered: 

(1)  A  high-power  high-jx)tential  overhead  transmission  line. 

(2)  A  high-potential  underground  power  cable. 

(3)  A  submarine  telegraph  cable. 

(4)  A  long-distance  overhead  telephone  circuit. 

(1)  Wghrjwwer  high-potential  overhead  transmission  line. 

16.  Assume  energy  to  be  transmitted  120  miles,  at  40,000 
volts  between  line  and  ground,  by  a  three-phase  system  with 
grounded  neutral.  The  line  consists  of  copper  conductors,  wire 
No.  00  B.  and  S.  gage,  with  5  feet  between  conductors. 

Choosing  the  mile  as  unit  length, 

r  =  0.41  ohm  per  mile. 
The  inductance  of  a  conductor  is  given  by 

L  =  I  (2  log.  f  +  0 10-9,  in  henrys,  (131) 

where  I  =  the  length  of  conductor,  in  cm.;  lr  =  the  radius  of 
conductor;  ld  =  the  distance  from  return  conductor,  and  jn  = 
the  permeability  of  conductor  material.     For  copper,  ft  =  1. 

As  one  mile  equals  1.61  X  10*  cm.,  substituting  this,  and 
reducing  the  natural  logarithm  to  the  common  logarithm,  by  the 
factor  2.3026,  gives 

L  =  (o.7415%  ^  +  0.0805Y  in  mh.  per  mile.         (132) 

For  lr  =  0.1825  inch  and  ld  =  60  inches, 

L  =  1.95  mh.  per  mile. 
The  capacity  of  a  conductor  is  given  by 

C  =  I  (  A*  *     \  109;  in  farads7  (133) 

[*S*bgJf] 
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where  S0  =  3  X  10io  =  the  speed  of  light,  and  d  —  the  allow- 
ance for  capacity  of  insulation,  tie  wires,  supports,  etc.,  assumed 
as  5  per  cent. 

Substituting  S0,  and  reducing  to  one  mile  and  common  loga- 
rithm, gives 

„       0-0408  .       , 

C  -  — ,inmf.;  (134) 

hence,  in  this  instance, 

C  -  0.0162  mf. 

Estimating  the  loss  in  the  static  field  of  the  line  as  400  watts 
per  mile  of  conductor  gives  an  effective  conductance, 

400 

which  gives  the  line  constants  per  mile  as  r  =  0.41  ohm;  L  = 
1.95 X  10~8  henry;  g  =  0.25  X  10~*  mho,  and  C  -  0.0162  X  10"1 
farad. 
Herefrom  then  follows 

**-5(r+cN(210  +  15-5)-U3' 

a-  =  VLC  =  V31.6  X  10"*  =  5.62  X  10"*, 
k„  =  m  VW  =  545  X  10"*; 

hence,  the  critical  wave  length  is 

2x  I 

/„,„  =  -^=  11,500  miles, 

and  in  an  undamped  circuit  this  wave  length  would  correspond 
to  the  frequency  of  oscillation, 

Ttl 

/o  =  ^—  =  15.7  cycles  per  sec. 


\ 
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Since  the  shortest  wave  at  which  the  phenomenon  ceases  to  be 
oscillatory  is  11,500  miles  in  length,  and  the  longest  wave  which 
can  originate  in  the  circuit  is  four  times  the  length  of  the  circuit, 
or  480  miles,  it  follows  that  whatever  waves  may  originate  in  this 
circuit  are  by  necessity  oscillatory,  and  non-oscillatory  currents 
or  voltages  can  exist  in  this  circuit  only  when  impressed  upon  it 
by  some  outside  source,  and  then  are  of  such  great  wave  length 
that  the  circuit  is  only  an  insignificant  fraction  of  the  wave,  and 
great  differences  of  voltage  and  current  of  non-oscillatory  nature 
cannot  exist. 

Since  the  difference  in  length  between  the  shortest  non- 
oscillatory  wave  and  the  longest  wave  which  can  originate  in  the 
circuit  is  so  very  great,  it  follows  that  in  high-potential  long- 
distance transmission  circuits  all  phenomena  which  may  result 
in  considerable  potential  differences  and  differences  of  current 
throughout  the  circuit  are  oscillatory  in  nature,  and  the  solution 
case  (A)  is  the  one  the  study  of  which  is  of  the  greatest 
importance  in  long-distance  transmissions. 

With  a  length  of  circuit  of  120  miles,  the  longest  standing  wave 
which  can  originate  in  the  circuit  has  the  wave  length 

lw  =  480  miles, 


and  herefrom  follows 


k  =  ^  =  0.0134 


and 

#  0.0134* 

LC  ~  31.6  X  10-"  ~  6J  X  10  ; 

hence,  in  the  expression  of  q  in  equation  (101), 


-^- 


=  V  5.7  X  106  -  0.00941  X  106, 

A? 
m*  is  negligible  compared  with  —  ;  that  is, 

q  =  _A    =      00134       =  2380;  (135) 

*       vLC      5.62  X  10-« 
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or 

f  =  ~  =  380  cycles  per  sec. 
2  it 

Hence,  even  for  the  longest  standing  wave  which  may  origi- 
nate in  this  transmission  line,  q  =  2380  is  such  a  large  quantity 
compared  with  m  —  97  that  m  can  be  neglected  compared  with 
q,  and  for  shorter  waves,  the  overtones  of  the  fundamental  wave, 
this  is  still  more  the  case;  that  is,  in  equations  (106)  and  (106) 

the  terms  with  m  may  be  dropped.     In  equation  (106)  —■  thus 

become  common  factors,  and  since  from  equation  (135) 

(136) 


£-v£ 


by  substituting  m  =  0  and  (136)  in  (105)  and  (106)  we  get  the 
general  equations  of  standing  waves  in  long-distance  transmission 
lines,  thus: 

t  =  e--  [[Bt  cos  (qt-  kl)  +  B(  sin  (qt  -  kl)] 

-  [Bt  cos  (qt  +  kl)  +  B,'  sin  (qt  +  kl)]},  (137) 

e  =  -  y  ^e-u'{  [B,  cos  (qt  -  kl)  +  Bt'  sin  (qt  -  kl)] 

+  [B2  cos  (qt  +  kl)  +  B,'  sin  (qt+kl)]},  (138) 


or 


e  =  t-«\  [Al  cos  (qt  +  kl)  +  A/  sin  (qt  +  kl)] 

+  [A3  cos  (qt  -  kl)  +  A,'  sin  (qt  -  kl)]},  (139) 

i  =  y  ~  e-u'\[At  cos  (qt  +  kl)  +  Af  sin  (qt  +  kl)] 

-  [A2  cos  (qt  -  kl)  +  A,'  sin  (qt  -  kl)]},  (140) 
where 

ax—\/~bv     as  —  ^b;, 


etc. 


(2)  High-potential  underground  pouter  cable. 
17.  Choose  as  example  an  underground  power  cable  of  20 
miles  length,  transmitting  energy  at  7000  volts  between  cod- 
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ductor  and  ground  or  cable  armor,  that  is,  a  three-phase  three- 
conductor  12,000-volt  cable. 

Assume  the  conductor  as  stranded  and  of  a  section  equiva- 
lent to  No.  00  B.  and  S.  G. 

Calculating  the  constants  in  the  same  manner,  except  that 
the  expression  for  the  capacity,  equation  (119),  multiplies  with 
the  dielectric  constant  or  specific  capacity  of  the  cable  insula- 
tion, and  that  f  is  very  small,  about  three  or  less;  or  taking  the 

values  of  the  circuit  constants  from  tests  of  the  cable,  we  get 
values  of  the  magnitude,  per  mile  of  single  conductor,  r  =  0.41 
ohm;  L  =  0.4  X  10~8  henry;  g  =  10"e  mho,  corresponding  to  a 
power'  factor  of  the  cable-charging  current,  at  25  cycles,  of 
1  per  cent;  C  =  .6  X  10~e  farad. 

Herefrom  the  following  values  are  obtained :  u  =  513,  m  =  512, 
a-  =  \/LC  =  15.5  X  10"6,  k0  =  m  VZC  =  7.95  X  10"8,  and  the 
critical  wave  length  is  l^  =  790  miles,  and  the  frequency  of  an 
undamped  oscillation,  corresponding  to  lVof  is  f0  =  81.5  cycles 
per  second. 

As  seen,  in  an  underground  high-potential  cable  the  critical 
wave  length  is  very  much  shorter  than  in  the  overhead  long- 
distance transmission  line.  At  the  same  time,  however,  the 
length  of  an  underground  cable  circuit  is  very  much  shorter  than 
that  of  a  long-distance  transmission  line,  so  that  the  critical  wave 
length  still  is  very  large  compared  with  the  greatest  wave  length 
of  an  oscillation  originating  in  the  cable,  at  least  ten  times  as 
great.  Which  means  that  the  discussion  of  the  possible  phe- 
nomena in  any  overhead  line,  under  (1),  applies  also  to  the  under- 
ground high-potential  cable  circuit. 

In  the  present  example  the  longest  standing  wave  which  may 
originate  in  the  cable  has  the  wave  length 


which  gives 
and 


lw  =  80  miles, 
k  =  0.0785 


*=  =  5070, 


VW 
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or  about  ten  times  as  large  as  m,  so  that  m  can  still  be  neglected 
in  equation  (87),  and  we  have 

q  =  ~^=  -  5070, 

or  /  —  810  cycles  per  second, 

and  the  general  equations  of  the  phenomenon  in  long-distance 
transmission  lines,  (123)  to  (125),  also  apply  as  the  general  equa- 
tions of  standing  waves  in  high-potential  underground  cable 
circuits. 

(3)  Submarine  telegraph  cable. 

18.  Choosing  the  following  values:  length  of  cable,  single 
stranded-conductor,  ground  return,  =  4000  miles;  constants  per 
mile  of  conductor:  r  =  3  ohms,  L  =  10"~8  henry,  g  =  10~*mho, 
andC  =  0.1  X  10~6  farad,  we  get  u  =  1500;  m  =  1500;  <r  =  VIC 
=  10  X  10"6,  and  k0  =  m  VLC  =  15  X  10"*,  from  which  the 
critical  wave  length  is  lWo  =  418  miles,  and  the  corresponding 
frequency  fo  =  239  cycles  per  second. 

From  the  above  it  is  seen  that  in  a  submarine  cable  the  critical 
wave  length  lW9  is  relatively  short,  so  that  in  long  submarine 
cables  standing  waves  may  appear  which  are  not  oscillatory  in 
time  but  die  out  gradually,  that  is,  are  shown  by  the  equation 
of  case  B.  In  such  cables,  due  to  their  relatively  high  resist- 
ance, the  damping  effect  is  very  great;  u  =  1500,  and  standing 
waves,  therefore,  rapidly  die  out. 

In  the  investigation  of  the  submarine  cable,  the  complete 
equations  must  therefore  be  used,  and  q  cannot  always  be 
assumed  as  large  compared  with  m  and  u,  except  when  dealing 
with  local  oscillations. 

(4)  Long-diMance  overfiead  telephone  circuit. 

19.  Consider  a  telephone  circuit  of  1000  miles  length,  metallic 
return,  consisting  of  two  wires  No.  4  B.  and  S.  G.,  24  inches 
distant  from  each  other. 

Calculating  in  the  same  way  as  discussed  under  (1),  the  follow- 
ing constants  per  mile  of  conductor  are  obtained:  r  =  1.31  ohms, 
L  =  1.84  X  10"3  henry,  and  C  =  .0172  X  10"6  farad. 

As  conductance,  g}  we  may  assume 

(a)  </=»();  that  is,  very  perfect  insulation,  as  in  dry  weather. 

(6)  g  =  2.5  X  10"6;  that  is,  slightly  leaky  line. 
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(c)  g  =  12  X  10"6;  that  is,  poor  insulation,  or  a  leaky  line. 

(d)  g  =  40  X  10"6;  that  is,  extremely  poor  insulation,  as 
during  heavy  rain. 

The  condition  may  also  be  investigated  where  the  line  is 
loaded  with  inductance  coils  spaced  so  close  together  that  in 
their  effect  we  can  consider  this  additional  inductance  as  uni- 
formly distributed.  Let  the  total  inductance  per  unit  length 
be  increased  by  the  loading  coils  to 

Lx  =  9X  lO^A, 

or  about  five  times  the  normal  value. 

Denoting  then  the  constants  of  the  loaded  line  by  the  index  1, 
we  have: 


Quantity 

(a) 

(b) 

(<0 

(d) 

u    a 

366 

429 

706 

1,618 

»i  - 

73 

146 

423 

1,236 

m  =» 

356 

283 

6 

-    806 

m,- 

73 

0 

-277 

-1,090 

<r  -  y/LC     - 

6.63X10-* 

<Tt  -  y/I^c    - 

12.46  X10"« 

*0  =  m  Vic  =- 

2X10"» 

1.6X10-8 

33.7   X10"« 

4.56X10-* 

*01=  myz^'= 

910  XlO"8 

0 

3.45x10"* 

13.6   X10"» 

3,140 

3,920 

187,000 

1,380 

6,900 

00 

1,820 

464 

f  -  fL     - 

65.6 

45 

0.96 

128 

/o1       2^ 

11.6. 

0 

44 

173 

In  a  long-distance  telephone  line,  distributed  leakage  up  to  a 
certain  amount  increases  the  critical  wave  length  and  thus 
makes  even  the  long  wave  oscillatory.  Beyond  this  amount 
leakage  again  decreases  the  wave  length.  Distributed  induc- 
tance, as  by  loading  the  line,  increases  the  critical  wave  length 
if  the  leakage  is  small,  but  in  a  very  leaky  line  it  decreases  the 
critical  wave  length,  and  the  amount  of  leakage  up  to  which  an 
increase  of  the  critical  wave  length  occurs  is  less  in  a  loaded  line, 
that  is,  in  a  line  of  higher  inductance. 
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In  other  words,  a  moderate  amount  of  distributed  leakage 
improves  a  long-distance  telephone  line,  an  excessive  amount  of 
leakage  spoils  it.  An  increase  of  inductance,  by  loading  the  line, 
improves  the  line  if  the  leakage  is  small,  but  may  spoil  the  line 
if  the  leakage  is  considerable.  The  amount  of  leakage  up  to 
which  improvement  in  the  telephone  line  occurs  is  less  in  a 
loaded  than  in  an  unloaded  line;  that  is,  a  loaded  telephone  line 
requires  a  far  better  insulation  than  an  unloaded  line. 


CHAPTER  IV. 

TRAVELING  WAVES. 

20.  As  seen  in  Chapter  III,  especially  in  electric  power  cir- 
cuits, overhead  or  underground,  the  longest  existing  standing 
wave  has  a  wave  length  which  is  so  small  compared  with  the 
critical  wave  length  —  where  the  frequency  becomes  zero  —  that 
the  effect  of  the  damping  constant  on  the  frequency  and  the 
wave  length  is  negligible.  The  same  obviously  applies  also  to 
traveling  waves,  generally  to  a  still  greater  extent,  since  the 
lengths  of  traveling  waves  are  commonly  only  a  small  part  of  the 
length  of  the  circuit.  Usually,  therefore,  in  the  discussion  of 
traveling  waves,  the  effect  of  the  damping  constants  on  the  fre- 
quency constant  q  and  the  wave  length  constant  k  can  be 
neglected,  that  is,  frequency  and  wave  length  assumed  as  inde- 
pendent of  the  energy  loss  in  the  circuit. 

Usually,  therefore,  the  equations  (74)  and  (75)  can  be  applied 
in  dealing  with  the  traveling  wave. 

In  these  equations  the  distance  traveled  by  the  wave  per 
second  is  used  as  unit  length  by  the  substitution 

X  =  <rl, 

where  <r  =  vTC, 

as  this  brings  t  and  i  into  direct  comparison  and  eliminates  h 
and  k  from  the  equations  by  the  equation  (72). 

With  this  unit  length  the  critical  value*  of  k,  k0  =  m  VLCt 
by  substituting  (69)  and  (08),  gives  r/0  --  ///,  and  the  condition 
of  the  applicability  of  equations  (74)  and  (7f>),  therefore,  is  that 
q  be  a  large  quantity  compared  with  f/0-  in. 

171 

In  this  case  —  is  a  small  quantity,  and  thus  can  usually  be 

neglected  in  equations  (7(\)  and  (7f>),  except  when  C  and  C"  are 
very  different  in  magnitude. 

467 
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This  gives,  under  the  limiting  conditions  discussed  above,  the 
general  equations  of  the  traveling  wave,  thus: 

i  =*-*{£+•«-*>  [Ct  cos  $  (*  -  X)+Cx'miq(t  -  X)] 
-  *+•«+*>  [Ca  cos  q  (t  +  X)  +  C'  sin  q  (I  +  J)] 
+  ,-•«-*>  [C8  cos  g  (t  -  J)  +  C,'  sin  q  (t  -  J)] 

[C,  cos q  (t  +  X)  +  C: sin  q  (t  +  X)]}     (141) 


_  ff-t(«+A) 


and 


e  = 


-^ 


e--*  (e+.(«-*)  [Ci  cos  ?  (*  -  X)+  C' sin ?  (( 
+  «+•«+»)  [C,  cos  9  (*  +  >l)  +  C,'  sin  q  (t 
+  «-('-*)  [C,  cos  $  «  -  X)  +  C,'  sin  ?  (t 
+  «- »  +*>  [C4  cos  g  (*  +  J)  +  C/  sin  q  (t 


-i)] 
+  >»)] 

+  J)]}. 
(142] 


or 


=  ,-«"> 


e  =  e 


{ e+"'+A  [4,  cos  q  (t  +  X)  +  A,'  sin  ?  (t  +  X)] 
+  ,+•<«-*>  [A,  cos  q  (t  -  X)  +  A/  sin  5  (I  -  J)] 
+  «-•<•+»>  [A,  cos  q  (t  +  1)  +  A,'  sin  5  (<  +  X)] 
+  e-'«-K)[Atcosq(t  -  X)+  A/anq  (t  -  X))} 


and 


i  =  \Jy  1-"  {t+,<,+k)[AtcoBq(t  +  X)+  AftanqQ  + 

-  c+,(,-*>  [A,  cos  g  (f  -  X)  +  A/  sin  q  {t  - 
+  £-•«+*>  [A,  cos  g  (<  +  X)+  A,' sin  $  (<  + 

-  «-•«-*> [A, cos g(<  -  >1)  +  A/sing(*  - 


where 


and 


U=2(z  +  5) 

<r  -  VW. 


(143) 


J)] 
(144) 


(145) 


In  these  equations  (141)  to  (144)  the  sign  of  X  may  be  reversed, 
which  merely  means  counting  the  distance  in  opposite  direction. 
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This  gives  the  following  equations: 

i  =  ,-*{,+•(«-»>  [Bl  cos  q  (t  -  X)  +  Bx'  sin  q  (t  -  X)] 
-  ,+•«+*>  [Bt  cosq(t  +  X)  +  Bt'  sin 3  (t  +  X)) 
+  ,-•«-*)  [fis  cos  g  (<  -  X)  +  Bt'  sin  g  (t  -  X)] 
_,-«+*>  [£,  cos  g  («  +  A)  +  Bt'  sin  g  (*  +  X)] } ,     (146) 
and 

e  =  y/ =e-"*{«+'('-A)  [B,  cos  g  (*  -  >l)+  B*  sin  g  (<  -  >l)] 
+  «+•«+*>  [S2  cos g  (*  +  X)  +  Bt'  sin  g  {t  +  X)] 
+  ,-•«-»>  [B8  cos  g  (I  -  >l)  +  Bt'  sin  q(t-  X)] 
+  «-«  +»)  [£,  cos  g  (<  +  A)  +  5/  sin  g  (*  +  j|)] } , 

(147) 
or 

e  =  «-«{«+»«-*>  [4,  cos  g(<  -  >t)+i4/sing(*  -  X)] 
+  «+»« +A)  [A,  cos  g  (t  +  X)+  At'  sin  g  (t  +  >l)] 
+  «-«-*>  [As  cos  g  («  -  X)  +  A/  sin  g  (t  -  X)] 
+  «"• (< +A)  [4,  cos  g  (*  +  J)  +  A/  sin  q(t  +  X)] }      (148) 

and 

i  =  y/^-t-"'{«+,<*-*)  [A,  cos  g  (t  -  X)+  At'  sin  g  (t  -  X)] 

-  £+«<'+*>  [A2  cos  g  (t  +  A)  +  A/  sin  g  (<  +  >l)] 
+  «-«-*>  [A,  cos  g  (*  -  X)  +  As'  sin  q  (t  -  X)] 

-  «+••+*)  [44  cos  g  (*  +  ,1)  +  A/  sin  g  (*  +  i)] } . 

(149) 

In  these  equations  (141)  to  (149)  the  values  A,  B,  C,  etc.,  are 
integration  constants,  which  are  determined  by  the  terminal 
conditions  of  the  problem. 

The  terms  with  (t  —  X)  may  be  considered  as  the  main  wave, 
the  terms  with  (t  +  X)  as  the  reflected  wave,  or  inversely,  depend- 
ing on  the  direction  of  propagation  of  the  wave. 

21.  As  the  traveling  wave,  equations  (141)  to  (149),  consists 
of  a  main  wave  with  variable  (t  —  X)  and  a  reflected  wave  of  the 
same  character  but  moving  in  opposite  direction,  thus  with  the 
variable  (f,  +  X),  these  waves  may  be  studied  separately,  and 
afterwards  the  effect  of  their  combination  investigated. 
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Thus,  considering  at  first  one  of  the  waves  only,  that  with  the 
variable  (t  -  X),  from  equations  148  and  149  we  have 

e  =  «-«"{  £+*  («-A>  [At  cos  q  (t  -  X)  +  A/  sin  q  (t  -  X)] 
+  «-««-*>  [A3  cos  q  (t  -  X)  +  A,'  sin  ?  (t  -  X)]} 
e-*  {(4lS+*<'-A>     +  A*-«-A))  cos?  (<  -  A) 
+  (A/« +'«-*>   +  A/.-^-*)  sin?  («  -  i)| 

(150) 


and 


t 


=  V^e;  (15D 


that  is,  in  a  single  traveling  wave  current  and  voltage  are  in 
phase  with  each  other,  and  proportional  to  each  other  with  an 
effective  impedance 


i    V a 


(152 


This  proportionality  between  e  and  i  and  coincidence  of  phase 
obviously  no  longer  exist  in  the  combination  of  main  waves 
and  reflected  waves,  since  in  reflection  the  current  reverses  with 
the  reversal  of  the  direction  of  propagation,  while  the  voltage 
remains  in  the  same  direction,  as  seen  by  (148)  and  (149). 

In  equation  (150)  the  time  i  appears  only  in  the  term  (t-l) 
except  in  the  factor  e'^,  while  the  distance  X  appears  only  in  the 
term  (t  -  X).    Substituting  therefore 

ti  =  t  -  X, 

hence 

that  is,  counting  the  time  differently  at  any  point  X}  and  counting 
it  at  every  point  of  the  circuit  from  the  same  point  in  the  phase  of 
the  wave  from  which  the  time  t  is  counted  at  the  starting  point 
of  the  wave,  X  =  0,  or,  in  other  words,  shifting  the  starting  point 
of  the  counting  of  time  with  the  distance  X,  and  substituting  in 
(150),  we  have 
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(153) 


e  =  e'"*  [e+ail  (At  cos  qtt+  A/  sin  qtt) 
+  e~8tl  (A,  cos  qtt  +  A/  sin  qtt)  \ 
=  e-**  «-"*{e+*  (At  cos  g^+  A/  sin  qtt) 
+  s~8tl  (A,  cos  g/|+  A8  sin  5^) } 

+  (A/f+^  +  A/  «"«)  sin  #,}. 

The  latter  form  of  the  equation  is  best  suited  to  represent  the 
variation  of  the  wave,  at  a  fixed  point  X  in  space,  as  function  of 
the  local  time  tt. 

Thus  the  wave  is  the  product  of  a  term  e"^  which  decreases 
with  increasing  distance  X,  and  a  term 


c„  =  e 


{ e  +8'1  (At  cos  qtt  +  A/  sin  qtt) 
+  e~**1  (A8  cos  qtx  +  A8'  sin  qtj) } 


=   c-«fl 


=  £ 


+  (A/ a*"1  +  A8/£-^)sin^}, 


(154) 


which  latter  term  is  independent  of  the  distance,  but  merely  a 
function  of  the  time  tx  when  counting  the  time  at  any  point  of  the 
line  from  the  moment  of  the  passage  of  the  same  phase  of  the 
wave. 
Since  the  coefficient  in  the  exponent  of  the  distance  decrement 


-uA 


contains  only  the  circuit  constant, 


H(z+§> 


but  does  not  contain  s  and  q  or  the  other  integration  constants, 
resubstituting  from  equations  (71)  to  (68), 

X  -  <rl  =  I  VLG, 
we  have 

uX  -  u  VW I 

where  I  is  measured  in  any  desired  length. 
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Therefore  the  attenuation  constant  of  a  traveling  wave  is 

(155) 


*-.vro-I{rv/£  +  ,v^}. 


and  hence  the  distance  decrement  of  the  wave, 

depends  upon  the  circuit  constants  r,  L,  g,  C  only,  but  does  not 
depend  upon  the  wave  length,  frequency,  voltage,  or  current; 
hence,  all  traveling  waves  in  the  same  circuit  die  out  at  the  same 
rate,  regardless  of  their  frequency  and  therefore  of  their  wave 
shape,  or,  in  other  words,  a  complex  traveling  wave  retains  its 
wave  shape  when  traversing  a  circuit,  and  merely  decreases  in 
amplitude  by  the  distance  decrement  e""**.  The  wave  attenua- 
tion thus  is  a  constant  of  the  circuit. 

The  above  statement  obviously  applies  only  for  waves  of  con- 
stant velocity,  that  is,  such  waves  in  which  q  is  large  compared 
with  s,  u,  and  m,  and  therefore  does  not  strictly  apply  to  ex- 
tremely long  waves,  as  discussed  in  13. 

22.  By  changing  the  line  constants,  as  by  inserting  inductance 
L  in  such  a  manner  as  to  give  the  effect  of  uniform  distribution 
(loading  the  line),  the  attenuation  of  the  wave  can  be  reduced, 
that  is,,  the  wave  caused  to  travel  a  greater  distance  I  with  the 
same  decrease  of  amplitude. 

As  function  of  the  inductance  L,  the  attenuation  constant  (155) 
is  a  minimum  for 

du{ 

hence, 


0 

dL 


=  0; 
rC  -  gL  =  0, 


or 

L     r 


C     9 


(156) 


and  if  the  conductance  g  =  0  we  have  L  =  » ;  hence,  in  a  per- 
fectly insulated  circuit,  or  rather  a  circuit  having  no  energy  losses 
depending  on  the  voltage,  the  attenuation  decreases  with  increase 
of  the  inductance,  that  is,  by  "loading  the  line,"  and  the  more 
inductance  is  inserted  the  better  the  telephonic  transmission. 
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In  a  leaky  telephone  line  increase  of  inductance  decreases  the 
attenuation,  and  thus  improves  the  telephonic  transmission,  up 
to  the  value  of  inductance, 

L  =  -,  (157) 

9 

and  beyond  this  value  inductance  is  harmful  by  again  increasing 
the  attenuation. 

For  instance,  if  a  long-distance  telephone  circuit  has  the 
following  constants  per  mile:  r  =  1.31  ohms,  L  =  1.84  X  10"3 
henry,  g  =  1.0  X  10"6  mho,  and  C  =  0.0172  X  10-6  farad,  the 
attenuation  of  a  traveling  wave  or  impulse  is 

u0  =  0.00217; 

hence,  for  a  distance  or  length  of  line  of  l0  =  2000  miles, 
£-«oJo  =  £-4.M  =  0.0129; 

that  is,  the  wave  is  reduced  to  1.29  per  cent  of  its  original  value. 
The  best  value  of  inductance,  according  to  (157),  is 

L  =  -C  =  0.0225  henry, 

and  in  this  case  the  attenuation  constant  becomes 

u0  =  0.00114, 
and  thus 

£-Uelo  =  £-2.U  =  0.1055, 

or  10.55  per  cent  of  the  original  value  of  the  wave;  which  means 
that  in  this  telephone  circuit,  by  adding  an  additional  inductance 
of  22.5  -  1.84  =  20.7  mh.  per  mile,  the  intensity  of  the  arriving 
wave  is  increased  from  1.29  per  cent  to  10.55  per  cent,  or  more 
than  eight  times. 

If,  however,  in  wet  weather  the  leakage  increases  to  the  value 
g  =  5  X  10~6,  we  have  in  the  unloaded  line 

u0  =  0.00282  and  e"^  -  0.0035, 

while  in  the  loaded  line  we  have 

u0  =  0.00341  and  e'^  =  0.0011, 
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and  while  with  the  unloaded  line  the  arriving  wave  is  still  0.35 
per  cent  of  the  outgoing  wave,  in  the  loaded  line  it  is  only  0.11 
per  cent;  that  is,  in  this  case,  loading  the  line  with  inductance 
has  badly  spoiled  telephonic  communication,  increasing  the 
decay  of  the  wave  more  than  threefold.  A  loaded  telephone  line, 
therefore,  is  much  more  sensitive  to  changes  of  leakage  g,  that  is, 
to  meteorological  conditions,  than  an  unloaded  line. 
23.  The  equation  of  the  traveling  wave  (153), 


e  =  e 


e-u*  j€+*  (^  C06  ^  +  Af  sin  gtj 


can  be  reduced  to  the  form 

+  E2e-«<*  (£+'*  -  £-'«*)  cos  <$,},  (158) 

where 

k  -  k  "  7i  =  '  -  *  -  ?i 
and  V  .    (159) 


i  -  ri  -  *  -  *  -  rt  1 

*  -  y2  =  l  -  *  -  ya-  J 


^  =  *i  -  y*  = 


By  substituting  (159)  in  (158),  expanding,  and  equating  (158) 
with  (153),  we  get  the  identities 


E^**1  cos  qyx  -  E^***  sin  qy2  =  Av 
J^e"**  sin  gyj  +  Ejs~**  cos 572  =  A/, 
f^e +**  cos  gyj  -  2?2£+f*  sin  57,  =  -  Av 
Ete+9yt  sin  qyx  +  E2e+8y*  cosjy,  =  -A,', 


(160) 


and  these  four  equations  determine  the  four  constants  Ev  Ey 

yv  y2- 

Any  traveling  wave  can  be  resolved  into,  and  considered  as 
consisting  of,  a  combination  of  two  waves: 
the  traveling  sine  wave, 

ex  -  E^T*  £-u'h(£+«ii  -  «-*)  sin  gfo  (161) 

and  the  traveling  cosine  wave, 

e2  =  Ef-"  e-ut*  (e+"'.  -  £-'*•)  cos  qtw  (162) 
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Since  q  is  a  large  quantity  compared  with  u  and  s,  the  two 

component  traveling  waves,  (161)  and  (162),  differ  appreciably 

from  each  other  in  appearance  only  for  very  small  values  of  th 

that  is,  near  tk  =  0  and  tl%  =  0.    The  traveling  sine  wave  rises 

in  the  first  half  cycle  very  slightly,  while  the  traveling  cosine  wave 

rises  rapidly;  that  is,  the  tangent  of  the  angle  which  the  wave 

de 
makes  with  the  horizontal,  or—  ,  equals  0  with  the  sine  wave  and 

at 

has  a  definite  value  with  the  cosine  wave. 

All  traveling  waves  in  an  electric  circuit  can  be  resolved  into 
constituent  elements,  traveling  sine  waves  and  traveling  cosine 
waves,  and  the  general  traveling  wave  consists  of  four  component 
waves,  a  sine  wave,  its  reflected  wave,  a  cosine  wave  and  its 
reflected  wave. 

The  elements  of  the  traveling  wave,  the  traveling  sine  wave  ev 
and  the  traveling  cosine  wave  e2  contain  four  constants:  the 
intensity  constant,  E;  the  attenuation  constant,  u,  and  u0 
respectively ;  the  frequency  constant,  g,  and  the  constant,  s. 

The  wave  starts  from  zero,  builds  up  to  a  maximum,  and  then 
gradually  dies  out  to  zero  at  infinite  time. 

The  absolute  term  of  the  wave,  that  is,  the  term  which  repre- 
sents the  values  between  which  the  wave  oscillates,  is 

e0  =  Et-^i-*  (e+8tl  -  e-'>).  (163) 

The  term  e0  may  be  called  the  amplitude  of  the  wave.  It  is  a 
maximum  for  the  value  of  tv  given  by 

£-* 

which  gives 

-  (u  -  s)  «-<•-•>*  +(u  +  s)  £-<»+'>'*  -  0; 

hence, 

f  *«%  _  ?L±J 

u  —  s 

and  i 

1    ,      u  +  s  „nMK 

<'»  =  2^l0gM— '  (164) 
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and  substituting  this  value  into  the  equation  of  the  absolute 
term  of  the  wave,  (163),  gives 

The  rate  of  building  up  of  the  wave,  or  the  steepness  of  the  wave 
front,  is  given  by 


r°     UJ*-i 


o 


as 

G0  =  &-■*[-  (it  -  s)e-<u- >*  +  (u  +  *)e-(*+')ft]0 
=  2«&-,u;  (166) 

that  is,  the  constant  s,  which  above  had   no   interpretation, 
represents  the  rapidity  of  the  rise  of  the  wave. 

Referring,  however,  the  rise  of  the  wave  to  the  maximum 
value  em  of  the  wave,  and  combining  (165)  with  (166),  we  have 

(ii  +  sy*f 

G0  =  em ^  •  (16') 

(u  -  s)  2a 

The  rapidity  of  the  rise  of  the  wave  is  a  maximum,  that  is, 
tt  a  minimum,  for  the  value  of  s,  in  equation  (164),  given  by 

which  gives 

u  +  s        2us 


log 


u  — 


u2  -  s2' 


hence,  s  =  0,  or  the  standing  wave,  which  rises  infinitely  fast, 
that  is,  appears  instantly. 

The  smaller  therefore  s  is,  the  more  rapidly  is  the  rise  of  the 
traveling  wave,  and  therefore  s  may  be  called  the  acceleration 
constant  of  the  traveling  wave. 

24.  In  the  components  of  the  traveling  wave,  equations  (161) 
and  (162),  the  traveling  sine  wave, 

ex  =  Ee-^e-"1  («+*  -  $'+)  sin  qtt  (161), 
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and  the  traveling  cosine  wave,  (162), 

e2  -  &-*«-«*  («+*  -  «-*)  cosgft 

with  the  amplitude, 

e0  =  Et-^i"*  (e+*  -  *-«'),  (168) 

we  have 

ex  =  60  sin  qtt 


and 

62  =  e0  cos  gft.  , 


(169) 


If  tt  =  0,  e0  =  0;  that  is,  ft  is  the  time  counted  from  the 
beginning  of  the  wave. 
It  is 

ft  - 1  -  i  -  r, 

or,  if  we  change  the  zero  point  of  distance,  that  is,  count  the 
distance  X  from  that  point  of  the  line  at  which  the  wave  starts 
at  time  t  =  0,  or,  in  other  words,  count  time  t  and  distance  X 
from  the  origin  of  the  wave, 

ft  -  t  -  K 
and  the  traveling  wave  thus  may  be  represented  by  the  amplitude, 

e0  =  Ee-ut(e+«<  -  «"*); 
the  sine  wave, 

ex  =  Ee-Ut  (e+ttl  -  «-*)  sin  gft  =  e0  sin  gft;  [         (170) 
the  cosine  wave, 

e2  =  Ee~ut  (e+8tl  -  e~8tt)  cos  gft  =  e0  cos  qtt; 

and  ft  =  t  —  -A  can  be  considered  as  the  distance,  counting 
backwards  from  the  wave  front,  or  the  temporary  distance;  that 
is,  distance  counted  with  the  point  X}  which  the  wave  has  just 
reached,  as  zero  point,  and  in  opposite  direction  to  X. 

Equation  (170)  represents  the  distribution  of  the  wave  along 
the  line  at  the  moment  L 

As  seen,  the  wave  maintains  its  shape,  but  progresses  along 
the  line,  and  at  the  same  time  dies  out,  by  the  time  decrement 
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Resubstituting, 

t,  =  t  -  X, 

the  equation  of  the  amplitude  of  the  wave  is 

e0  =  #£-*(*+•«-*>-*-«-*>). 


(171) 


As  function  of  the  distance  X,  the  amplitude  of  the  traveling 
wave,  (171),  is  a  maximum  for 


which  gives 


dX     u' 


X  =  0; 


that  is,  the  amplitude  of  the  traveling  wave  is  a  maximum  at  all 
times  at  its  origin,  and  from  there  decreases  with  the  distance. 
This  obviously  applies  only  to  the  single  wave,  but  not  to  a 
combination  of  several  waves,  as  a  complex  traveling  wave. 


For 


X  =  0, 


eo-a—Cf^-f-11), 


and  as  function  of  the  time  t  this  amplitude  is  a   maximum, 
according  to  equations  (103)  to  (165),  at 


1         u  +  s 


and  is 


E0  -  E     i!_p+-Vn. 

\'U2   -  S2  \U  -  8/ 


(172) 


At  any  other  point  X  of  the  circuit,  the  amplitude  therefore 
is  a  maximum,  according  to  equation  (164),  at  the  time 


and  is 


tm  '0    T"    A, 

_   U_ 

vV  -  s2  w  -  s/ 


(173) 
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26.  As  an  example  may  be  considered  a  traveling  wave  having 
the  constants  u  =  115,  s  =  45,  q  =.2620,  and  E  =  100,  hence, 

eQ   =    100£-U5<(6+"'» -£"«'!), 

=  100e-u5A(€-70<«-6-iao'0, 
where  t^t— X. 

In  Fig.  99  is  shown  the  amplitude  e0  as  function  of  the  dis- 
tance A,  for  the  different  values  of  time, 

t  =  2,  4,  8, 12, 16,  20,  24,  and  32  X  lO"8, 


jv  £"                           *t  t-  *,**  i. 

J2.  M^il,  Bill'1  *r 

t  =  us) 

£  Sv  X 

/•«■ 

Av4^                   - 

F    N§* 

f"5    ^5    ^^ 

e,l.  ^^5^±  : 

3      C"^^^,^?,,, 

^^                         1}  »L,nu&  X 

t     L         A          N^"~"s 

^__ §^, 

L_  J     .  \«                  *               "f 

"^6        ^^^^ ;_ 

J     J           5            Sl 

v    K^  ^-t^   w 

Fig.  09.    Spread  of  amplitude  of  electric  traveling  wave. 

with  the  maximum  amplitude  em,  in  dotted  line,  as  envelope  of 
the  curve  of  e0. 

As  seen,  the  amplitude  of  the  wave  gradually  rises,  and  at  the 
same  time  spreads  oyer  the  line,  reaching  the  maximum  at  the 
starting  point  k  =  0  at  the  time  t0  =  9.2  X  10~s  sec,  and  then 
decreases  again  while  continuing  to  spread  over  the  line,  until  it 
gradually  dies  out. 

It  is  interesting  to  note  that  the  distribution  curves  of  the 
amplitude  are  nearly  straight  lines,  but  also  that  in  the  present 
instance  even  in  the  longest  power  transmission  line  the  wave  has 
reached  the  end  of  the  line,  and  reflection  occurs  before  the 
maximum  of  the  curve  is  reached.  The  unit  of  length  X  is  the 
distance  traveled  by  the  wave  per  second,  or  188,000  miles,  and 
during  the  rise  of  the  wave,  at  the  origin,  from  its  start  to  the 
maximum,  or  9.2  X  10"s  sec,  the  wave  thus  has  traveled  1760 
miles,  and  the  reflected  wave  would  have  returned  to  the  origin 
before  the  maximum  of  the  wave  is  reached,  providing  the  cir- 
cuit is  shorter  than  880  miles. 


/ 
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Fig.  100.    Passage  of  traveling  wave  at  a  given  point  of  a  transmission  ttna 
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Fig.  101.    Beginning  of  electric  traveling  waves. 
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With  s  —  1  it  would  be  t0  =  8.7  X  10"s  sec,  or  nearly  the 
same,  and  with  s  =  0.01  it  would  be  t0  =  3.75  X  10"s  sec,  or, 
in  other  words,  the  rapidity  of  the  rise  of  the  wave  increases  very 
little  with  a  very  great  decrease  of  s. 

Fig.  100  shows  the  passage  of  the  traveling  wave,  ex  =e0  sin  qth 
across  a  point  X  of  the  line,'  with  the  local  time  tt  as  abscissas 
and  the  instantaneous  values  of  ex  as  ordinates.  The  values  are 
given  for  X  =  0,  where  tx  =  t;  for  any  other  point  of  the  line  X 
the  wave  shape  is  the  same,  but  all  the  ordinates  reduced  by  the 
factor  e"Mk  in  the  proportion  as  shown  in  the  dotted  curve  in 
Fig.  99. 

Fig.  101  shows  the  beginning  of  the  passage  of  the  traveling 
wave  across  a  point  X  =  0  of  the  line,  that  is,  the  starting  of  a 
wave,  or  its  first  one  and  one-half  cycles,  for  the  trigonometric 
functions  differing  successively  by  45  degrees,  that  is, 

et  =  e0  sin  qth 

e2  =  e0  cos  qtt  =  e0  sin  (qtt  +  ^j, 


e2  ~  e\ 


V2 


=  e0  cos  {qtt  +  ^j=  e0  sin  ^  +  -£). 


The  first  curve  of  Fig.  101  therefore  is  the  beginning  of  Fig.  100. 

In  waves  traveling  over  a  water  surface  shapes  like  Fig.  101 
can  be  observed. 

For  the  purpose  of  illustration,  however,  in  Figs.  100  and  101 
the  oscillations  are  shown  far  longer  than  they  usually  occur; 
the  value  q  =  2620  corresponds  to  a  frequency  /  =  418  cycles, 
while  traveling  waves  of  frequencies  of  100  to  10,000  times  as 
high  are  more  common. 

Fig.  102  shows  the  beginning  of  a  wave  having  ten  times  the 
attenuation  of  that  of  Fig.  101,  that  is,  a  wave  of  such  rapid 
decay  that  only  a  few  half  waves  are  appreciable,  for  values  of 
the  phase  differing  by  30  degrees. 

26.  A  specially  interesting  traveling  wave  is  the  wave  in 
which 

s  =  u,  (174) 


472 


TRANSIENT  PHENOMENA 


since  in  this  wave  the  time  decrement  of  the  first  main  wave  and 
its  reflected  wave  vanishes, 


(175) 


that  is,  the  first  main  wave  and  its  reflected  wave  are  not  tran- 
sient but  permanent  or  alternating  waves,  and  the  equations  of 
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Fig.  102.    Passage  of  a  traveling  wave  at  a  given  point  of  a  line. 


the  first  main  wave  give  the  equations  of  the  alternating-current 
circuit  with  distributed  r,  L,  g,  C,  which  thus  appear  as  a  special 
case  of  a  traveling  wave. 

Since  in  this  case  the  frequency,  and  therewith  the  value  of  q, 
are  low  and  comparable  with  u  and  s,  the  approximations  made 
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in  the  previous  discussion  of  the  traveling  wave  are  not  per- 
missible, but  the  general  equations  (50)  and  (51)  have  to  be  used. 
Substituting  therefore  in  (50)  and  (51), 

s  =  u, 
gives 

i  =  [*~w  {Ct  cos  (qt  -  kl)  +  C( sin  (qt  -  kl)} 

-  *+w  {C2  cos  (qt  +  kl)  +  C*  sin  (qt  +  kl)}] 

_  e-2ul  [£-M  jC<  cog  ^  +  iq   +  q,  gin  ^  +  U)  J 


—  £ 


+W 


{Cs cos  (gf  -  kl)  +  C,' sin  (g*  -  kl)}]         (176) 


and 


6  =  [*~w  {(c/C/-  c^)  cos  (gt  -  U) 

-  (c/C1  +  ^(7/)  sin  (qt  -*  kl)} 

+  £+w  { (c/C/-  cfi2)  cos  (gt  +  JU) 

-  (cl,C2  +  clC2f)  sin(g*  +  A;/)}] 

+  *~21"  [e~w  { (c/C,  -  c2C4)  cos  (g*  +  tt) 

-  (c/C«  +  c2C/)  sin  (g*  +  A;/)} 

+  £+w  { (c/C/  -  c2C8)  cos  (g*  -  kl) 

-  (c/C,  +  c/7/)  sin  (qt  -  U) }].        (177) 

In  these  equations  of  current  i  and  e.m.f.  e  the  first  term 
represents  the  usual  equations  of  the  distribution  of  alternating 
current  and  voltage  in  a  long-distance  transmission  line,  and  can 
by  the  substitution  of  complex  quantities  be  reduced  to  a  form 
given  in  Section  III. 

The  second  term  is  a  transient  term  of  the  same  frequency; 
that  is,  in  a  long-distance  transmission  line  or  other  circuit  of 
distributed  r,  L,  g,  C,  when  carrying  alternating  current  under  an 
alternating  impressed  e.m.f.,  at  a  change  of  circuit  conditions,  a 
traasient  term  of  fundamental  frequency  may  appear  which  has 
the  time  decrement,  that  is,  dies  out  at  the  rate 


— 2ut 


-<£+*>'■ 


In  this  decrement  the  factor 


#...-»• 
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is  the  usual  decrement  of  a  circuit  of  resistance  r  and  inductance 
L,  while  the  other  factor, 

82  =  e    c 

may  be  attributed  to  the  conductance  and  capacity  of  the  circuit, 
and  the  total  decrement  is  the  product, 

d  =  8t8r 

A  further  discussion  of  the  equations  (176)  and  (177)  and  the 
meaning  of  their  transient  term  requires  the  consideration  of 
the  terminal  conditions  of  the  circuit. 

27.  The  alternating  components  of  (176)  and  (177), 

i0  =  e~hl{Cl  cos  (qt  -  H)  +  C( sin  (qt  -  kl)} 

-  e+fu{C2  cos  (qt  +  U)  +  C2' sin  (qt  +  kl) }       (178) 
and 

6o=  £-«  {(c/C/  -  efix)  cos  (qt-kV-^'C^cfi/)  sin  (qt-kl)\ 
+  5+w  {(c/C/  -  cxC2)  cos  (qt  +  kl)-(cx'C2+cxC2')sin(qt+kl)}} 

(179) 

are  reduced  to  their  usual  form  in  complex  quantities  by  resolv- 
ing the  trigonometric  function  into  functions  of  single  angles, 
qt  and  kl,  then  dropping  cos  qt,  and  replacing  sin  qt  by  the  imagi- 
nary unit  j.    This  gives 

i0  =  e~hl  [  (Cx  cos  kl  —  Cx  sin  kl)  cos  qt 
+  (Cx  cos  kl  +  Cx  sin  kl)  sin  qt} 

-  e+hl  { (C2  cos  kl  +  C2'  sin  kl)  cos  qt 

+  (C2  cos  W  —  C2   sin  &Z)  sin  qt} ; 

hence,  in  complex  expression, 
I  =  e~hl  { (Ct  +  jCx')  cos  «  -  (C/  -  ]CX)  sin  &} 

-  s+w  { «72  +  jC/)  cos  M  +  (C/  -  j'C,)  sin  W},  (180) 

and  in  the  same  manner, 

E  =  e~hl  {[r/  (CV-  jCx)    -  cx  (Cl  +  jCx')]  cos  kl 
+  [*/  (C,  +  jCx')  +  cx  (C/-  jCx)]  sin  W} 

+  *+A/  {[<•/  (c/-  yo  -  r,  (ca  +  yc/)]  cos  u 

-  [*/  (C\  +  yc/)  +  cx  (C/  -  yC3)]  sin  «} .  (181) 
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However,  from  equation  (52), 
qk  +  h  (m  +  s) 


h2  +  A2 


r         j       ,       k(m  +  s)  -  qhT 
L    and    c/  =  L»  ■   m        ^» 


tf +  A2 


since 


?   =  2*/, 


m 


and 


we  have 


and 


L 


2  7rfLk+rh   _  xk  +  rh 
h2  +  &  h2  +  W 

r k  —  2  ;r/L/i       rfc  —  zA 


h2  +  k* 


h2  +  *» 


where  x  =  2  7r/L  =  reactance  per  unit  length. 
From  equation  (54), 


ft,2  =  Vfs2  +  tf  -  m2)2  +  4  (?m2; 
hence,  substituting  (182)  and  (184)  and  also 

b  =  2nfC, 
we  have 


LC' 


where 
and 


z  =  vr  +  ?  =  impedance  per  unit  length 


y  =  Vg2  +  b2  =  admittance  per  unit  length. 


(182) 


(183) 


(184) 


(185) 


(186) 
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From  the  above  it  follows  that 


and 


h  =  VW  Vi   \R>  +  s>  -q>  -  m2\ 
=  V\  {zy  +  rg  -  xb) 


k  =V  ±(zy  -  rg  +  xb). 
If  we  now  substitute 

Cx  +  jC/  =  B2VY 


(187) 


and 

or 

and 

where 

and 


c,  +  jc;  =  -  Byr, 
c;  -  jct  =  -  jBy? 

C^-jG^+jB.V?, 

Z  =  r  —  jx 


(188) 


(189) 


(190) 


Y-g-jb;\ 
in  (180)  and  (181)  we  have 
/  =  VY  { Bte  +**  (cos  kl  -  j  sin  tt)  +  Bj~  u  (cos  W + j  sin  U) }  (191) 

and 

£  =  (C,  +  /<•/)  vT  {fi,e+w  (cos  kl  -  /sin  JU) 

-  Bte~ w  (cos  Jtf  +  /  sin  M) } ,    (192) 
and  substituting  (183)  gives 

//  ( r  -  jx)  +  k(x  +  jr)       (r  -  jx)  (h  +  jk)      r  -  jx 


h2  +  k2 


h2  +  k2 


However, 

h-jk  =  V(h-jk)2  =  V(h2  -  k2)  -2jhk 


h—jk' 


(183) 


-  \/(ny  -  xb)  -  jVjzyf  -  (rg  -  xb)2 

=  V(rg-xb)-j\/(r>  +  x2)(g2  + b2)  -  (rg^W 

=  Virg  -  xb)  -  j  Vr'b2  +  x'g2  +  2  rgx& 


=  \/(r(7  -  xb)  -  j  (rb  +  xy) 
=  V(r  -  jx)  (g  -  jb); 
or  A  -  jk  =  VZY 


(194) 
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substituted  in  (193)  gives 

'i  +  fa'-Vf'  (195> 

and  (195)  substituted  in  (192)  gives 

E=  VZ  [B^*  (cos  U-j sin  H)  -B^M  (cos  H  +  j sin  kl)}, 

(196) 

where  Bx  and  B2  are  the  complex  imaginary  integration  constants. 
Writing 

h  =  a  and  k  =  /?, 
51  =  Di  and  52  =  -Da 

the  equations  (191)  and  (196)  become  identical  with  the  equa- 
tions of  the  long-distance  transmission  line  derived  in  Section  III, 
equations  (22)  of  paragraph  8. 

It  is  interesting  to  note  that  here  the  general  equations  of 
alternating-current  long-distance  transmission  appear  as  a  special 
case  of  the  equations  of  the  traveling  wave,  and  indeed  can  be 
considered  as  a  section  of  a  traveling  wave,  in  which  the  accelera- 
tion constant  s  equals  the  exponential  decrement  u. 


CHAPTER  V. 
FREE  OSCILLATIONS. 

28.  The  general  equations  of  the  electric  circuit,  (50)  and  (51), 
contain  eight  terms:  four  waves:  two  main  waves  and  their 
reflected  waves,  and  each  wave  consists  of  a  sine  term  and  a 
cosine  term. 

The  equations  contain  five  constants,  namely:  the  frequency 
constant,  g;  the  wave  length  constant,  k;  the  time  attenuation 
constant,  u;  the  distance  attenuation  constant,  h,  and  the  time 
acceleration  constant,  s;  among  these,  the  time  attenuation,  u,  is 
a  constant  of  the  circuit,  independent  of  the  character  of  the  wave. 

By  the  value  of  the  acceleration  constant,  s,  waves  may  be  sub- 
divided into  three  classes,  namely:  s  =  0,  standing  waves,  as 
discussed  in  Chapter  III;  u  >  s  >  0,  traveling  waves,  as  dis- 
cussed in  Chapter  IV;  s  =  u,  alternating-current  and  e.m.f. 
waves,  as  discussed  in  Section  III. 

The  general  equations  contain  eight  integration  constants  C 
and  C",  which  have  to  be  determined  by  the  terminal  condi- 
tions of  the  problem. 

Upon  the  values  of  these  integration  constants  C  and  C" 
largely  depends  the  difference  between  the  phenomena  occurring 
in  electric  circuits,  as  those  due  to  direct  currents  or  pulsating 
currents,  alternating  currents,  oscillating  currents,  inductive  dis- 
charges, etc.,  and  the  study  of  the  terminal  conditions  thus  is  of 
the  foremost  importance. 

29.  By  free  oscillations  are  understood  the  transient  phe- 
nomena occurring  in  an  electric  circuit  or  part  of  the  circuit  to 
which  neither  electric  energy  is  supplied  by  some  outside  source 
nor  from  which  electric  energy  is  abstracted. 

Free  oscillations  thus  are  the  transient  phenomena  resulting 
from  the  dissipation  of  the  energy  stored  in  the  electric  field  of 
the  circuit,  or  inversely,  the  accumulation  of  the  energy  of  the 
electric  field;  and  their  appearance  therefore  presupposes  the 
possibility  of  energy  storage  in  more  than  one  form  so  as  to  allow 
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an  interchange  or  surge  of  energy  between  its  different  forms, 
electromagnetic  and  electrostatic  energy.  Free  oscillations  occur 
only  in  circuits  containing  both  capacity  C  and  inductance,  L. 

The  absence  of  energy  supply  or  abstraction  defines  the  free 
oscillations  by  the  condition  that  the  power  p  =  ei  at  the  two 
ends  of  the  circuit  or  section  of  the  circuit  must  be  zero  at  all 
times,  or  the  circuit  must  be  closed  upon  itself. 

The  latter  condition,  of  a  circuit  closed  upon  itself,  leads  to  a 
full-wave  oscillation,  that  is,  an  oscillation  in  which  the  length  of 
the  circuit  is  a  complete  wave  or  a  multiple  thereof.  With  a  cir- 
cuit of  uniform  constants  as  discussed  here  such  a  full-wave 
oscillation  is  hardly  of  any  industrial  importance.  While  the 
most  important  and  serious  case  of  an  oscillation  is  that  of  a 
closed  circuit,  such  a  closed  circuit  never  consists  of  a  uniform 
conductor,  but  comprises  sections  of  different  constants;  generat- 
ing system,  transmission  line  and  load,  thus  is  a  complex  circuit 
comprising  transition  points  between  the  sections,  at  which  par- 
tial reflection  occurs. 

The  full-wave  oscillation  thus  is  that  of  a  complex  circuit, 
which  will  be  discussed  in  the  following  chapters. 

Considering  then  tKe  free  oscillations  of  a  circuit  having  two 
ends  at  which  the  power  is  zero,  and  representing  the  two  ends 
of  the  electric  circuit  by  I  —  0  and  I  =  l0,  that  is,  counting  the 
distance  from  one  end  of  the  circuit,  the  conditions  of  a  free 
oscillation  are 

I  =  0,  p  =  0. 

'  =  h>  V  =  0. 

Since  p  =  ei,  this  means  that  at  I  =  0  and  I  =  l0  either  e  or  t 
must  be  zero,  which  gives  four  sets  of  terminal  conditions: 


(1)  e  -  0  at  Z  -  0. 

(2)  i  =  0  at  I  -  0 

(3)  e  =  0  at  I  =  0 

(4)  i  =  0  at  I  =  0 


i  =  0  at  I  -  l0. 

e  =  0  at  /  =  l0. 

e  =  0  at  I  =  Z0. 

t  =  0  at  I  =  Z0. 


(197) 


Case  (2)  represents  the  same  conditions  as  (1),  merely  with  the 
distance  I  counting  from  the' other  end  of  the  circuit  — a  line 
open  at  one  end  and  grounded  at  the  other  end.    Case  (3)  repre- 
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sents  a  circuit  open  at  both  ends,  and  case  (4)  a  circuit  grounded 
at  both  ends. 

30.  In  either  of  the  different  cases,  at  the  end  of  the  circuit 
I  =  0,  either  e  =  0,  or  i  =  0. 

Substituting  1  =  0  into  the  equations  (50)  and  (51)  gives 

eQ  =  t-<— )f{[c/  «Y  +  C,')  -  ct  (C%  +  Cj\  cos  qt 

-  [c/  (Ct  +  C,)  +  c,  (C/  +  C/)]  sin  g*} 
+  £-^+a)<{[c/  (C,'+  C4')-  c3  (C,  +  C4)]cos?* 

-  [*/  (C,  +  C4)  +  ca  (C/  +  C/)]  sin  qt }  (198) 
and 

if  ««-<«->'  { (Ct  -  C2)  cos  0  +  (C/  -  C3')  sin  qt  \ 

+  £-<«+•>'{  (C,  -  C4)  cosg*  +  (C/  -  C/)  sin  #}.    (199) 

If  neither  g  nor  s  equals  zero, 
for  e0  =  0, 

*/  (C/  +  <V)  -  ex  (Ct  +  Ga)  -  0 
and  c/  (Ct  +  C2)  +  ct  (C/  +  C3')  -  0; 


i 


hence, 


and  for  i0  =  0, 


C2   —  —  Cj  ,        G4   — 


(200) 


(201) 


Substituting  in  (50)  and  (51), 
t  =  ,-<•-*>«  {C,  [s"w  cos  (gf  -Id)  ±  e+w  cos  (#  +  kl)] 

+  C,'  [f_M  sin  (<#  -  tt)  ±  e+w  sin  (qt  +  H)]} 
+  ,-(«+•>«  {Cs  [e+w  cos  (gf  -  kl)  ±  «-"  cos  (0  +  &)] 

+  C/  [«+w  an  («*  -  H)  ±  «"w  sin  (qt  +  kl)]}     (202) 
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and 

e  =  «-<"->'  {(c/C/-  cfij  [e-wcos  (g*-W) 

T  e+w  cos  (#  +  &)] 

-  (c/Ct  +  c.C/)  [e-u  sin  (g*  -  W) 
T*+Wsin(g*  +  JW)]} 

+  f-c+-)«{  (c/C/-  c3C3)  [£+w  cos  (gt-W) 
T  £-"  cos  (qt+ Id)] 

Te"" sin  (#  +  &)]},     (203) 

where  the  upper  sign  refers  to  e  =  0,  the  lower  sign  to  i  -  0  for 
Z  =  0. 

31.  In  a  free  oscillation,  either  e  or  i  must  be  zero  at  the  other 
end  of  the  oscillating  circuit,  or  at  /  =  l0. 

Substituting,  therefore,  /  =  l0  in  equations  (202)  and  (203), 
and  resolving  and  arranging  the  terms  by  functions  of  tf  the 
respective  coefficients  of 

e -<*-'>' cos  #,   e-{u-9)tsinqt,   e-<u+9)t  cos  qt,  and  t -<•+•>«  sin  qt 

must  equal  zero,  either  in  equation  (202),  if  i  =»  0  at  I  -  J0,  or  in 
equation  (203),  if  e  =  0  at  /  =  /0,  provided  that,  as  assumed 
above,  neither  s  nor  q  vanishes. 
This  gives,  for  i  =  0  at  /  =  l0,  from  equation  (202), 

Cx  («-*  ±  £+^)  cos  «0  -  C/(£-^  T  «+*<•)  sin  Jfc/0  «  ()/ 

►  (2(H) 
Ct  («-**•  =F  *+w°)  sin  H0  +  C/(e-w*  ±  c -*)  cos  A/0  -  0,  J 

and  analogously  for  C,  and  C8'. 

In  equations  (204),  either  Cv  (?/,  C„  C/  vaninh,  and  thou  Uio 
whole  oscillation  vanishes,  or,  by  eliminating  (\  and  (\*  from 
equations  (204),  we  get 

(£-H  ±  f +*)i  C082  ^  +  (£-*/0  T  f  ui.}i  Hi||.  ^  _  ();     (2()f,; 

hence, 

(«-«.  ±  t>M*)c<mkln  -  0  ' 
and  («"**•  qF  «4*^)Hin*/.  -();/ 
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hence,  for  the  upper  sign,  or  if  e  =  0  for  I  =  0, 
h  =  0  and  cos  Id*  —  0, 


thus: 


_(2n  +  l);r 

**0    —  o  ' 


(206) 


and  for  the  lower  sign,  or  if  i  =  0  for  J  =  0, 
h  =  0   and   sin  £L  = 


thus: 


kl0  =  7WT. 


sin  W0  =  0, 1 


(207) 


thus: 


thus: 


(20S) 


In  the  same  manner  it  follows,  for  e  =  0  at  I  =  l0,  from  equa- 
tion (203),  if  e  =  0  for  I  =  0, 

A  =  0,    sin  fc/0  = 

A/  =  nn, 

and  if  i  =  0  for  /  =  0, 

h  =  0    and    cos  W0  =  0, 

(2n  +  1)  w 


•i 


&«  = 


2 


(209) 


From  equations  (206)  to  (209)  it  thus  follows  that  h  =  0,  that 
is,  the  free  oscillation  of  a  uniform  circuit  is  a  standing  wave. 
Also 

(2n  +  l)*r 
&o  =  " 2~^"  '  (210) 

if  6  =  0  at  one,  i  =  0  at  the  other  end  of  the  circuit,  and 

kl0  =  nn  (211) 

if  either  e  =  0  at  both  ends  of  the  circuit  or  i  =  0  at  both  ends  of 
the  circuit. 
32.   From  (210)  it  follows  that 

or  an  odd  multiple  thereof;  that  is,  the  longest  wave  which  can 
exist  in  the  circuit  is  that  which  makes  the  circuit  a  quarter- 
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wave  length.  Besides  this  fundamental  wave,  all  its  odd  multi- 
ples can  exist.  Such  an  oscillation  may  be  called  a  quarter-wave 
oscillation. 

The  oscillation  of  a  circuit  which  is  open  at  one  end,  grounded 
at  the  other  end,  is  a  quarter-wave  oscillation,  which  can  contain 
only  the  odd  harmonics  of  the  fundamental  wave  of  oscillation. 

From  (211)  it  follows  that 

or  a  multiple  thereof;  that  is,  the  longest  wave  which  can  exist 
in  such  a  circuit  is  that  wave  which  makes  the  circuit  a  half- 
wave  length.  Besides  this  fundamental  wave,  all  its  multiples, 
odd  as  well  as  even,  can  exist.  Such  an  oscillation  may  be  called 
a  half-ivave  oscillation. 

The  oscillation  of  a  circuit  which  is  open  at  both  ends,  or 
grounded  at  both  ends,  is  a  half-wave  oscillation,  and  a  half-wave 
oscillation  can  also  contain  the  even  harmonics  of  the  funda- 
mental wave  of  oscillation,  and  therefore  also  a  constant  term 
for  n  =  0  in  (211). 

It  is  interesting  to  note  that  in  the  half-wave  oscillation  of  a 
circuit  we  have  a  case  of  a  circuit  in  which  higher  even  harmonics 
exist,  and  the  e.m.f.  and  current  wave,  therefore,  are  not  sym- 
metrical. 

From  h  =  0  follows,  by  equation  (56), 


5=0,    if    K  >  LCm\ 
and 

g  =  0,    if    V<LCm\ 


(212) 


The  smallest  value  of  k  which  can  exist  from  equation  (210)  is 


*  =  — 
2 1.9 


and,  as  discussed  in  paragraph  (15),  this  value  in  high-potential 
high-power  circuits  usually  is  very  much  larger  than  LCm2,  so 
that  the  case  q  =  0  is  realized  only  in  extremely  long  circuits, 
as  long-distance  telephone  or  submarine  cable,  but  not  in  trans- 
mission lines,  and  the  first  case,  8  =  0,  therefore,  is  of  most 
importance. 
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Substituting,  therefore,  h  =  0  and  s  =  0  into  the  equation 
(52)  gives 


ci  =°*   =ZL  =  C 


and 


m 


c/  =  r  /  =  _ 7.  =  c' 


(213) 


and  substituting  into  equations  (202)  and  (203)  of  the  free  oscilla- 
tion gives 

i  =  6~ut{Al  [cos  (qt  -  kl)  ±  cos  (g*  +  Id)] 

+  A2  [sin  (gt  -  kl)  ±  sin  (g*  +  kl)]}  (214) 

and 


e=r 


-14* 


{(mil,-  giit)  [cos  (qt-Jd)  T  cos  (gf  +  &Z)] 


-  (mAx  +  qA2)  [sin  (g*-W)  T  sin  (gt  +  W)]}.  (215) 


where:  Al  =  Cl  +  C,  and  A2  -  C/  +  (7/. 

Since  A;  and  therefore  g  are  large  quantities,  m  can  be  neglected 
compared  with  q,  and 

k  =  VLCg; 


hence 


and  the  equation  (215)  assumes,  with  sufficient  approximation, 
the  form 

e  =  - y  ££ -w  { At  [cos  (g£  -  AZ)  T  cos  (qt  +  Id)] 

-A3  [sin  (qt  -  kl)  T  sin  (qt+  kl)]},       (216) 

where  the  upper  sign  in  (214)  and  (216)  corresponds  to  e  =  0  ftt 
/  =  0,  the  lower  sign  to  i  =  0  at  /  =  0,  as  is  obvious  from  the 
equations. 
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Substituting 


and 


Ax  =  A  cos  x    and  A2  =  A  sin  y 
id  (216)  gives  the  equations  of  th< 

i  =  A*-* {cos  {qt-kl-f)  T  cos  (qt  +  Id  -  r)} 


(217) 

into  (214)  and  (216)  gives  the  equations  of  the  free  oscillation, 
thus: 


--»\/i'-( 


cos  (qt-kl—f)  T  C08  (qt  +  kl  -  ?)}. 


(218) 


With  the  upper  sign,  or  for  e  =  0  at  I  =  0,  this  gives 
i  =  2  Ae_M/  cos  AZ  cos  (qt  —  /•) 


and 


e  =  -  24 


y^e-^sinW 


sin  (gf  -  r). 


(219) 


With  the  lower  sign,  or  for  i  =  0  at  I  =  0,  this  gives 
i  =  2  -457,rf  sin  £/  sin  (#  -  7-) 


and 


=  -2Ay-e-vtco8klco8(qt  -  r). 


(220) 


33.  While  the  free  oscillation  of  a  circuit  is  a  standing  wave, 
the  general  standing  wave,  as  represented  by  equations  (139)  and 
(140),  with  four  integration  constants  Av  A/,  Av  A2',  is  not 
necessarily  a  free  oscillation. 

To  be  a  free  oscillation,  the  power  ei,  that  is,  either  e  or  i,  must 
be  zero  at  two  points  of  the  circuit,  the  ends  of  the  circuit  or  sec- 
tion of  circuit  which  oscillates. 

At  a  point  lx  of  the  circuit  at  which  6  =  0,  the  coefficients  of 
cos  qt  and  sin  qt  in  equation  (139)  must  vanish.    This  gives 

(A.  +  A2)  cos  Id.  +  (A/  -  A')  sin  Id.  =  0] 

and  \       (221) 

3X1X1      -  (A,  -  A3)  sin  klt  +  (A/  +  A/)  cos  «t  =  0.  J 

Eliminating  sin  klt  and  cos  kLx  from  these  two  equations  gives 

{A2  _  ^)  +  (A*  _  A/i)  =  0, 

or  (222) 

A,?  +  A/2  =  A/  +  A,", 
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as  the  condition  which  must  be  fulfilled  between  the  integration 
constants. 
The  value  lx  then  follows  from  (221)  as 

At  a  point  l3  of  the  circuit  at  which  i  =  0  the  coefficients  of 
cos  qt  and  sin  qt  in  equation  (140)  must  vanish.  This  gives,  in 
the  same  manner  as  above, 

(At»  -  A?)  +  (V  -  A")  =  0, 
that  is,  the  same  conditions  as  (221),  and  gives  for  l2  the  value 

From  (223)  and  (224)  it  follows  that 

toW»--ti^?  (225) 

That  is,  the  angles  klt  and  kl3  differ  by  one  quarter-wave 
length  or  an  odd  multiple  thereof. 

Herefrom  it  then  follows  that  if  the  integration  constants  of  a 
standing  wave  fulfill  the  conditions 

A*  +  A"  =  A22  +  A"  =  B\  (226) 

the  circuit  of  this  wave  contains  points  lv  distant  from  each  other 
by  a  half- wave  length,  at  which  6  =  0,  and  points  Z2,  distant  from 
each  other  by  a  half-wave  length,  at  which  i  =  0,  and  the  points 
l2  are  intermediate  between  the  points  lv  that  is,  distant  there- 
from by  one  quarter- wave  length.  Any  section  of  the  circuit, 
from  a  point  lx  or  l2  to  any  other  point  lx  or  l2)  then  is  a  freely 
oscillating  circuit. 

In  the  free  oscillation  of  the  circuit  the  circuit  is  bounded  by 
one  point  lx  and  one  point  l2;  that  is,  the  e.m.f.  is  zero  at  one  end 
and  the  current  zero  at  the  other  end  of  the  circuit,  case  (1)  or  (2) 
of  equation  (197),  and  the  circuit  is  then  a  quarter-wave  or  an 
odd  multiple  thereof,  or  the  circuit  is  bounded  by  two  points  /t 
or  by  two  points  /2,  and  then  the  voltage  is  zero  at  both  ends  of 
the  circuit  in  the  former  case,  number  (3)  in  equation  (197),  or 
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the  current  is  zero  at  both  ends  of  the  circuit  in  the  latter  case, 
number  (4)  in  equation  (197),  and  in  either  case  the  circuit  is  one 
half-wave  or  a  multiple  thereof. 

Choosing  one  of  the  points  lx  or  l3  as  starting  point  of  the  dis- 
tance, that  is,  substituting  I  —  lx  or  I  -  l2  respectively,  instead 
of  /,  in  the  equations  (139)  and  (140),  with  some  transformation 
these  equations  convert  into  the  equations  (219)  or  (220).  In 
other  words,  the  equation  (226),  as  relation  between  the  integra- 
tion constants  of  a  standing  wave,  is  the  necessary  and  sufficient 
condition  that  this  standing  wave  be  a  free  oscillation. 

34.  A  single  term  of  a  free  oscillation  of  a  circuit,  with  the  dis- 
tance counted  from  one  end  of  the  circuit,  that  is,  one  point  of 
zero  power,  thus  is  represented  by  equations  (219)  or  (220), 
respectively. 

Reversing  the  sign  of  I,  that  is,  counting  the  distance  in  the 

opposite  direction,  and  substituting  B  =  ±2  Ay-,  these 
equations  assume  a  more  convenient  form,  thus: 


(227) 


for 

e  =  0  at  I  =  0, 

and 

e  =  Be'*  sin  Id  sin  (qt  -  y) 
i  =  B  y  y  e"1*  cos  kL  cos  (qt  ■ 

-y), 

and  for 

'""  i  =  o  at  /  =  0, 

and 

e  =  Be"*  cos  H  cos  (qt  —  y) 

fc 

i  =  tfy-fi-^sin Wsin  (qt  - 

y). 

(228) 


(229) 


Introducing  again  the  velocity  of  propagation  as  unit  distance, 

X  =  <rl, 
*  =  VLC, 

from  equation  (66)  and  (229)  we  get: 
kl  =  X  V<f  +  j»* 


-fvR^ 
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hence,  if  m  is  small  compared  with  q, 

kl  =  qX,  (230) 

and  substituting  (229)  in  (230)  gives 

k  =  <rq  =  qVTiC,  (231) 

and  from  (210)  and  (211),  for  a  quarter-wave  oscillation,  we  have 

(2n  +  l)ir 


k  = 


and 


9  = 


2', 

(2  n  +  1)  * 
2l,VLC  ' 


(232) 


for  a  half-wave  oscillation, 


l0 


?  = 


7MT 


J.VLC 


(233) 


Denoting  the  length  of  the  circuit  in  a  quarter-wave  oscillation 


by 


x.  =  < 


(234) 

and  the  length  of  the  circuit  in  a  half-wave  oscillation  by 

X,  =  •*„  (235) 

the  wave  length  of  the  fundamental  or  lowest  frequency  of 
oscillation  is 

J,  -  4  J,  -  2  Xt;  (236) 

or  the  length  of  the  fundamental  wave,  with  the  velocity  of  prop- 
agation as  distance  unit,  in  a  quarter-wave  oscillation  is 

*0  =  4i0vm,  • 

and  in  a  half-wave  oscillation  is 

X0  =  2laVW.  . 


(237) 
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Substituting  (237)  into  (232)  and  (233)  for  a  quarter-wave 
oscillation  gives 

k  =  (2  n  +  1) - — 


and 


?=  (2n+l)^, 


(238) 


and  for  a  half-wave  oscillation  gives 

2nVLC 


k  =  n- 


and 
Writing  now 


2?r 


(239) 


q  =  n 


2a-,       2xVLC, 

Z  =  TX 1 — '' 

Ao  Ao 


(240) 


that  is,  representing  a  complete  cycle  of  the  fundamental  fre- 
quency, or  complete  wave  in  time,  by  0  =  2  n,  and  a  complete 
wave  in  space  by  r  =  2  *,  from  (239)  and  (240)  we  have 


and 


Id  =  nr 
qt  =  n0, 


(241) 


where  n  may  be  ahy  integer  number  with  a  half-wave  oscillation, 
but  only  an  odd  number  with  a  quarter-wave  oscillation. 

36.  Substituting  (241)  into  (227)  and  (228)  gives  as  the 
complete  expression  of  a  free  oscillation  the  following  equation 

A.  Quarter-wave  oscillation. 

(a)    e  =  0  at  I  =  0  (or  r  =  0) 


e  ^e-ut^£nBnsin(2n  +  1)  rsin[(2n  +  1)  6  -  Tn] 
o 
and 

%  -  \/y£-u'XnJBnCoS(2n+l)rcos[(2n  +  l)^-rn]; 


(242) 
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(b)  i  =  0  at  I  =  0  (or  t  =  0) 

00 

e  =  e-'"2)nfi„cos(2n  +  l)*cos[(2n  +  1)8-  r»] 
and        _ 
t  -  v/?*"""  2> Bn  sin  (2  n  +  1)  t sin  [(2  n  + 1)0-  rJ. 

B.  Half-wave  oscillation. 

(c)  e  =  0  at  I  =  0  (or  r  =  0) 

00 

e  =  *-«*  Vn5nsinnTsin  (nO  —  fj 


and 


Vz'-t- 


Bn  cos  nr  cos  (n0  -  ;•„) ; 


and 


(6)  i  -  0  at  /  =  0  (or  t  =  0) 

00 

*  =  e ~ut  2/^n  cos  nT  cos  (n^  ~~  7») 

0 

£  =  y  y  £   *  Xn5n  sin  nrsin  (n0  -  rn), 


where 


2xVLC 


T  = 


/, 


(240) 


4,  =  4  Z0  VTC  in  a  quarter-wave 

=  2 10  VLC  in  a  half-wave  oscillation 


.} 


(243) 


(244) 


(245) 


(237) 


and 


*-*  = 


tiV 


e        =  £       2». 


(2«) 


^0  is  the  wave  length,  and  thus  y  the  frequency,  of  the  funda- 

mental  wave,  with  the  velocity  of  propagation  as  distance  unit. 

It  is  interesting  to  note  that  the  time  decrement  of  the  free 

oscillation,  e'"*,  is  the  same  for  all  frequencies  and  wave  lengths, 
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and  that  the  relative  intensity  of  the  different  harmonic  compo- 
nents of  the  oscillation,  and  thereby  the  wave  shape  of  the 
oscillation,  remains  unchanged  during  the  decay  of  the  oscillation. 
This  result,  analogous  to  that  found  in  the  chapter  on  traveling 
waves,  obviously  is  based  on  the  assumption  that  the  constants 
of  the  circuit  do  not  change  with  the  frequency.  This,  however, 
is  not  perfectly  true.  At  very  high  frequencies  r  increases,  due 
to  unequal  current  distribution  in  the  conductor,  as  discussed 
in  Section  III,  L  slightly  decreases  hereby,  g  increases  by  the 
energy  losses  resulting  from  brush  discharges  and  from  electro- 
static radiation,  etc.,  so  that,  in  general,  at  very  high  frequency 

T  Q 

an  increase  of  j  and  ^,  and  therewith  of  u,  may  be  expected; 

that  is,  very  high  harmonics  would  die  out  with  greater  rapidity, 
which  would  result  in  smoothing  out  the  wave  shape  with  increas- 
ing decay,  making  it  more  nearly  approach  the  fundamental  and 
its  lower  harmonics. 

36.  The  equations  of  a  free  oscillation  of  a  circuit,  as  quarter- 
wave  or  half-wave,  (242)  to  (245),  still  contain  the  pairs  of  inte- 
gration constants  Bn  and  yn}  representing,  respectively,  the 
intensity  and  the  phase  of  the  nth  harmonic. 

These  pairs  of  integration  constants  are  determined  by  the  ter- 
minal conditions  of  time;  that  is,  they  depend  upon  the  amount 
and  the  distribution  of  the  stored  energy  of  the  circuit  at  the 
starting  moment  of  the  oscillation,  or,  in  other  words,  on  the 
distribution  of  current  and  e.m.f.  at  t  =  0.    • 

The  e.m.f.,  c0,  and  the  current,  i0,  at  time  t  =  0,  can  be  ex- 
pressed as  an  infinite  series  of  trigonometric  functions  of  the 
distance  Z;  that  is,  the  distance  angle  r,  or  a  Fourier  series  of  such 
character  as  also  to  fulfill  the  terminal  conditions  in  space,  as  dis- 
cussed above,  that  is,  e  =  0,  and  i  =  0,  respectively,  at  the 
ends  of  the  circuit. 

The  voltage  and  current  distribution  in  the  circuit,  at  the 
starting  moment  of  the  oscillation,  t  =  0,  or,  0  =  0,  can  be 
represented  by  the  Fourier  series,  thus: 


eo  =  Vn  (an  cos  nz  +  an'  sin  nr) 
and 

CO 

t0  =  2/  @»  cos  nr  +  6»'  sk  nT)> 


(247) 


492 

where 


TRANSIENT  PHENOMENA 


1     /•** 

Go-iT"  /     6o^  =  avg[c0]02*, 

an**   -  J     e0cosnrdT  =  2avg[e0cosnT],5,r,  ^         (248) 

a>n  =   -     /    «0  sin  nr  dr = 2  avg  [c0  sin  nr]02  *, 

and  analogously  for  b. 

The  expression  avg  [Fj£  denotes  the  average  value  of  the 
function  F  between  the  limits  at  and  ar 

Since  these  integrals  extend  over  the  complete  wave  2  7r,  the 
wave  thus  has  to  be  extended  by  utilizing  the  terminal  conditions 
regarding  r,  but  the  wave  is  symmetrical  with  regard  to  /  =  0 
and  with  regard  to  /  =  l0,  and  this  feature  in  the  case  of  a  quarter- 
wave  oscillation  excludes  the  existence  of  odd  values  of  n  in 
equations  (247)  and  (248). 

37.  Substituting  in  equations  (242)  to  (245), 

t  =  o,      0  =  0, 
and  then  equating  with  (247),  gives,  from  (242), 

e0  =  2jn  Bn  sin  (2  n  +  1)  r  sin  yn  =  V  n [an  cos  (2  n  +  l)r 
o  o 

+  an'  sin  (2  n  +  1)  r] 

and 

fc  °°  °° 

t0  =  V y  2)n  #n cos  (2 n  +  1)  t cos yn  =  J/1  \Pn cos  (2n  +  l)f 

0  0 

+  bn'  sin  (2  n  +  1)  t]; 

hence, 

cn  =  0,      &„'  =  0, 

B„ sin  ?-„  =  a„'  and  y-B, cos r„=  &». 
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Equation  (242)  gives  the  constants 

On  =  0;    V  -  0, 


B.-v^a*"+iv. 

On'  ./L 

in  the  same  manner  equation  (243)  gives  the  constants 

On'  -  0;    bn  -  0, 

Bn-sJaJ+^bS, 

tanrn=-V/z- 

(249) 


(250) 


Equation  (244)  gives  the  same  values  as  (242),  and  (245)  the 
same  values  as  (243). 

Examples. 

38.  As  first  example  may  be  considered  the  discharge  of  a 
transmission  line:  A  circuit  of  length  l0  is  charged  to  a  uniform 
voltage  E,  while  there  is  no  current  in  the  circuit.  This  circuit 
then  is  grounded  at  one  end,  while  the  other  end  remains 
insulated. 

Let  the  distance  be  counted  from  the  grounded  end,  and  the 
time  from  the  moment  of  grounding,  and  introducing  the  deno- 
tations (235). 

The  terminal  conditions  then  are: 


(a)  r  -  0    e  -  0, 
0. 


T  =  2    % 


(6)  at  6  -  0 

e  -  0  for  t  =  0;  e  =  E  for  t^  0, 

t  -  0  for  t  jt  0;  t  =  indefinite  for  t  =  0. 
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The  distribution  of  e.m.f.,  e0,  and  current,  i0,  in  the  circuit,  at 
the  starting  moment  0  =  0,  can  be  expressed  by  the  Fourier 
series  (247),  and  from  (248), 

an'  =  2  avg  [E  sin  (2  n+  l)r]  =  (251) 


and 


(2  n  +  1)  n 


&»  =  0, 

and  from  (249), 

hence, 

4B 
(2n+l)a 

TZ 

"2' 

and  tan  /*n  = 

(252) 


and  substituting  (252)  into  (242), 

4  B  _^.^    sin  (2  »  +  1)  t  cos  (2  n  +  1)0 

e  =  - — e       >  n 

*  Y  2n  +  1 


and 

•  -tl\/C  -*V    cos(2n  +  Drsin(2n  + 

*  "    *   *L        7*"  2n  +  1 


1)0 


(253) 


From  (240)  it  follows  that 


»-g*.vreg. 


0  =  2  »  gives  the  period, 


and  the  frequency, 


h  =  4  Zov'ED, 


/.  = 


4J0\/I5' 
and  r  =  2  jt  gives  the  wave  length, 


k  =  H, 


of  the  fundamental  wave,  or  oscillation  of  lowest  frequency  and 
greatest  wave  length. 
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Choosing  the  same  line  constants  as  in  paragraph  16,  namely: 
l0  =  120  miles;  r  =  0.41  ohm  per  mile;  L  =  1.95X10"*  henry 
per  mile;  g  =  .25  X  10"41  mho  per  mile,  and  C  =  0.0162  X  10"~* 
farad  per  mile,  we  have 

u  -  113, 

and  the  fundamental  frequency  of  oscillation  is 

ft  =  371  cycles  per  second. 
If  now  the  e.m.f.  to  which  the  line  is  charged  is 
E  =  40,000  volts, 
substituting  these  values  in  equations  (253)  gives 

e  =  51,000  e-0-0485'  {sin  r  cos  0  +  \  sin  3  r  cos  3  0 
+  £  sin  5  t  cos  5  0  +  ...},  in  volts 

i  =  147  e-004*6'  {cos  rsintf  +  J  cos  3  rsin30 
+  \  cos  5  t  sin  5  0  +  .  .  . } ,  in  amp. 
The  maximum  value  of  e  is 

e  =  E  =  40,000  volts, 
and  the  maximum  current  of  i  is 

i  =  I  =  115.5  amp. 
Since 

y  gin(2n-l)aco8(2n-l)& 
V  2^1 


and 


and 


=  0,  if  ft-  -*<a<fc, 
or  b+    <a*'b  I  *, 


(2.r>l) 


<2J») 
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applying  (255)  to  (254)  we  have  at  any  point  t  of  the  line,  at  the 
time  0  given  by 


0  <  0  <  t:  e  =  Ee-*;       i  =  0. 

K 

2 


t  <  0  <  t  +  £ :  e  =  0;  t  =  /«-* 


r.+  g<0<r  +  *:         e^Sr*)    i  =  0. 

r  +  w<0<r  +  y:     e  =  0;  t  =  -  J*--. 

t  +  -£<  d  <t  +  2  n\      e  =  &-*;       t  =  0,  etc. 

At  any  moment  of  time  0  one  part  of  the  line  has  voltage 

6  =  Eg""*  and  zero  current,  and  the  other  part  of  the  line  has 

current  i  =  h  _M<  and  zero  voltage,  and  the  dividing  line  between 

UK 
the  two  sections  of  the  line  is  at  x  —  0  ±  —7  hence  moves 

along  the  line  at  the  rate  r  =  0. 

39.  As  second  example  may  be  considered  the  discharge  of  a 
live  line  into  a  dead  line:  A  circuit  of  length  lv  charged  to 
a  uniform  voltage  E,  but  carrying  no  current,  is  connected  to  a 
circuit  of  the  same  constants,  but  of  length  lv  and  having  neither 
voltage  nor  current,  otherwise  both  circuits  are  insulated. 

Let  the  total  length  of  the  circuit  be  denoted  by 
2  I  =  lx  +  lv 

and  let  the  time  be  counted  from  the  moment  where  the  circuits 
/j  and  l2  are  connected  together,  the  distance  from  the  beginning 
of  the  live  circuit  lv  whose  other  end  is  connected  to  the  dead 
circuit  lr 

Introduce  again  the  denotations  (240),  and  represent  the  total 
length  of  the  line  2  I  =  lt  +  l2  by  r  =  n,  then  write 

As  the  voltage  is  E  from  r  =  0  to  r  =  xv  and  0  from  t  =  r,  to 
r  =  7r,  the  mean  value  of  voltage,  or  the  voltage  which  will  be  left 
on  the  line  after  the  transient  phenomenon  has  passed,  is 

e0  =  T-±E, 
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and  the  terminal  conditions  of  voltage  and  current  are 

0  =  0 

e  =  E  -  e0  for  0  <  t  <  rv 
e  =  -  e0  for  Tj  <  t  <  7r, 
i  =0. 

Proceeding  then  in  the  same  manner  as  in  paragraph  34,  in  the 
present  case  the  equations  (245)  and  (248)  apply,  and 

On^-lJ    (E  -  e0)  cos  nO  dO-J  e0  cos  nO  dO  I 
2  E  sin  nzl 


n 


hence, 


and 


On'  =  K 


m  =  o 


0; 


w    (  2  7*       n 


cos  nr  cos  n0  J , 


isinnrsinnfl. 


(250) 


Choosing  the  same  line  constants  as  in  paragraph  lift,  and 
assuming 

J,=  120 miles  and  J,-  80  milw, 
we  have 

.  I  =  100  miles  and  r,  -  0.0  it. 

Let  #  =  40,000  volte,  «/  -  0.0404  0,  and  ihn  fuwliunwitol 
frequency  of  oscillation, /,,  =  445  cyclic  |ht  wwmiul;  tin*" 

c=24,000+25,500  «-«^*{sin  108°  eon  r  c«m  0  I  i  hIii  210" ' 
cos  2  t  cos  2  0+ \  sin  348°  eon  3  t  new  .'10  I  •  ■  |  vnlt* 
and  V  (2A7) 

t-73.5 «-*e,M»{sin  108° sin  t mn  0  \  J  mIii  a  1 1»"  sin  'J  r 
sin  2  0+  $  sin  348°  mn  3  r  nln  3  0  I       |  »»i|». 


CHAPTER   VI. 

TRANSITION  POINTS  AND  THE  COMPLEX  CIRCUIT. 

40.  The  discussions  of  standing  waves  and  free  oscillations  in 
Chapters  III  and  V,  and  traveling  waves  in  Chapter  IV,  apply 
directly  only  to  simple  circuits,  that  is,  circuits  comprising  a  con- 
ductor of  uniformly  distributed  constants  r,  L,  g,  and  C.  Indus- 
trial electric  circuits,  however,  never  are  simple  circuits,  but  are 
always  complex  circuits  comprising  sections  of  different  con- 
stants, —  generator,  transformer,  transmission  lines,  and  load,  — 
and  a  simple  circuit  is  realized  only  by  a  section  of  a  circuit,  as 
a  transmission  line  or  a  high-potential  transformer  coil,  which  is 
cut  off  at  both  ends  from  the  rest  of  the  circuit,  either  by  open- 
circuiting,  i  =  0,  or  by  short-circuiting,  e  =  0.  Approximately, 
the  simple  circuit  is  realized  by  a  section  of  a  complex  circuit, 
connecting  to  other  sections  of  very  different  constants,  so  that 
the  ends  of  the  circuit  can,  approximately,  be  considered  as 
reflection  points.  For  instance,  an  underground  cable  of  low  L 
and  high  C,  when  connected  to  a  large  reactive  coil  of  high  L 
and  low  C,  may,  approximately,  at  its  ends  be  considered  as 
having  reflection  points  i  =  0.  A  high-potential  transformer 
coil  of  high  L  and  low  C,  when  connected  to  a  cable  of  low  L 
and  high  C,  may  at  its  ends  be  considered  as  having  reflection 
points  6  =  0.  In  other  words,  in  the  first  case  the  reactive  coil 
may  be  considered  as  stopping  the  current,  in  the  latter  case  the 
cable  considered  as  short-circuiting  the  transformer.  This 
approximation,  however,  while  frequently  relied  upon  in  engi- 
neering practice,  and  often  permissible  for  the  circuit  section  in 
which  the  transient  phenomenon  originates,  is  not  permissible  in 
considering  the  effect  of  the  phenomenon  on  the  adjacent  sections 
of  the  circuit.  For  instance,  in  the  first  case  above  mentioned, 
a  transient  phenomenon  in  an  underground  cable  connected  to 
a  high  reactance,  the  current  and  e.m.f.  in  the  cable  may  approx- 
imately be  represented  by  considering  the  reactive  coil  as  a 
reflection  point,  that  is,  an  open  circuit,  since  only  a  small  current 
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exists  in  the  reactive  coil.  .  Such  a  small  current  in  the  reactive 
coil  may,  however,  give  a  very  high  and  destructive  voltage  in  the 
reactive  coil,  due  to  its  high  L,  and  thus  in  the  circuit  beyond  the 
reactive  coil.  In  the  investigation  of  the  effect  of  a  transient 
phenomenon  originating  in  one  section  of  a  complex  circuit,  as 
an  oscillating  arc  on  an  underground  cable,  on  other  sections 
of  the  circuit,  as  the  generating  station,  even  a  very  great 
change  of  circuit  constants  cannot  be  considered  as  a  reflection 
point.  Since  this  is  the  most  important  case  met  in  industrial 
practice,  as  disturbances  originating  in  one  section  of  a  complex 
circuit  usually  develop  their  destructive  effects  in  other  sections 
of  the  circuit,  the  investigation  of  the  general  problem  of  a  com- 
plex circuit  comprising  sections  of  different  constants  thus 
becomes  necessary.  This  requires  the  investigation  of  the 
changes  occurring  in  an  electric  wave,  and  its  equations,  when 
passing  over  a  transition  point  from  one  circuit  or  section  of  a 
circuit  into  another  section  of  different  constants. 

41.  The  equations  (50)  to  (57),  while  most  general,  are  less 
convenient  for  studying  the  transition  of  a  wave  from  one  circuit 
to  another  circuit  of  different  constants,  and  since  in  industrial 
high-voltage  circuits,  at  least  for  waves  originating  in  the  circuits, 
q  and  k  are  very  large  compared  with  s  and  h,  as  discussed  in 
paragraph  16,  s  and  h  may  be  neglected  compared  with  q  and  k. 
This  gives,  as  discussed  in  paragraph  9, 

h  =  as, 


k  =  *q, 

ci  =  c2  =  v  c  =  c' 

(258) 

C»       C*        q\c        ' 

where 

<r  =  VLC, 

(259) 

and  substituting 

X  =  <d, 

(260) 
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gives 

i  =  £-*  {,-.(*-«  [C,  cos  q  (X  -  t)  +  C/  sin  q  (X  -  t)] 

-  e+«x+,>[Ct  cos  q  (X  +  t)  +  Ct'  sin  q  (X  +  t)] 
+  «+•<*-«>  [Ct  cos  9  (X  -  t)  +  Ct'  sin  q  (X  -  *)] 

-  «-•« +  o  [C4  cos  3  (A  +  0+C/  sin  3  (X  +  Q]}     (262) 
and 


=  ^«--{t-(i-,)  [C,  cos  ?  (i  -  0  +  C,'  sin  q(X- 


m 


+  ,+•<*+»  [C,  cos  3  (i  +  0  +  C/  sin  g  (A  +  f)] 
+  e+» (■»-«  [C,  cos  3  (X  -  t)  +  C,'  sin  q  (X  -  t)] 
+  ,-•<*+«  [Ct  cos 3  (X  +  t)  +  C/ sin g  (X  +  t))}. 


Substituting  now 


c;  +  ctn  =  &, 

C,1  +  Cs"  =  C, 
C*  +  C<n  =  D2, 

C ' 

-~  =  tan  a, 

1 

C ' 

^f -tanjS, 

C ' 

<f  =  tan  r, 


(263) 


(264) 


=  tan. 


(265) 


gives 


t  =  «""'{ile-rt-,)cosb(^-0-a]-&+,(a+0COBb(i+0-/3] 
+  C«+,(i-°  cos  [3  (J-Q  -r]-De-(i+«>  cos  [3  (X+t)  -*]} 

(266) 
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and 
e  -  ^f--{Af-itf-°ooB[g(il-0-«]+&^tf +oooBb(Jl+0-ffl 

(267) 

42.  In  these  equations  (266)  and  (267)  X  is  the  distance 
coordinate,  using  the  velocity  of  propagation  as  unit  distance, 
and  at  a  transition  point  from  one  circuit  to  another,  where  the 
circuit  constants  change,  the  velocity  of  propagation  also  changes, 
and  thus,  for  the  same  time  constants  s  and  q,  h  and  k  also  change, 
and  therewith  Id,  but  transformed  to  the  distance  variable  X,  qX 
remains  the  same;  that  is,  by  introducing  the  distance  variable  X, 
the  distance  can  be  measured  throughout  the  entire  circuit,  and 
across  transition  points,  at  which  the  circuit  constants  change, 
and  the  same  equations  (266)  and  (267)  apply  throughout  the 
entire  circuit.    In  this  case,  however,  in  any  section  of  the  circuit, 

where  L{  and  C^  are  the  inductance  and  the  capacity,  respect- 
ively, of  the  section  i  of  the  circuit,  per  unit  length,  for  instance, 
per  mile,  in  a  line,  per  turn  in  a  transformer  coil,  etc. 

In  a  complex  circuit  the  time  variable  t  is  the  same  throughout 
the  entire  circuit,  or,  in  other  words,  the  frequency  of  oscillation, 
as  represented  by  q,  and  the  rate  of  decay  of  the  oscillation,  as 
represented  by  the  exponential  function  of  time,  must  be  the 
same  throughout  the  entire  circuit.  Not  so,  however,  with  the 
distance  variable  I;  the  wave  length  of  the  oscillation  and  its  rate 
of  building  up  or  down  along  the  circuit  need  not  be  the  same, 
and  usually  are  not,  but  in  some  sections  of  the  circuit  the  wave 
length  may  be  far  shorter,  as  in  coiled  circuits  as  transformers, 
due  to  the  higher  L,  or  in  cables,  due  to  the  higher  C.  To  extend 
the  same  equations  over  the  entire  complex  circuit,  it  therefore 
becomes  necessary  to  substitute  for  the  distance  variable  I  another 
distance  variable  X  of  such  character  that  the  wave  length  has  the 
same  value  in  all  sections  of  the  complex  circuit.    As  the  wave 

length  of  the  section  i  is  — >  this  is  done  by  changing  the 

unit  distance  by  the  factor  <r.  =  VLfi^    The  distance  unit  of 
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the  new  distance  variable  X  then  is  the  distance  traversed  by  the 
wave  in  unit  time,  hence  different  in  linear  measure  for  the 
different  sections  of  the  circuit,  but  offers  the  advantage  of 
carrying  the  distance  measurements  across  the  entire  circuit 
and  over  transition  points  by  the  same  distance  variable  X. 

This  means  that  the  length  l{  of  any  section  i  of  the  complex 
circuit  is  expressed  by  the  length  ^  =  <r%l{. 

The  introduction  of  the  distance  variable  X  also  has  the  advan- 
tage that  in  the  determination  of  the  constants  r,  L,  g,  C  of  the 
different  sections  of  the  circuit  different  linear  distance  measure- 
ments I  may  be  used.  For  instance,  in  the  transmission  line, 
the  constants  may  be  given  per  mile,  that  is,  the  mile  used  as 
unit  length,  while  in  the  high-potential  coil  of  a  transformer  the 
turn,  or  the  coil,  or  the  total  transformer  may  be  used  as  unit  of 
length  Z,  so  that  the  actual  linear  length  of  conductor  may  be 
unknown.  For  instance,  choosing  the  total  length  of  conductor 
in  the  high-potential  transformer  as  unit  length,  then  the  length 
of  the  transformer  winding  in  the  velocity  measure  X  is  i0  = 
VLfiv  where  L0  =  total  inductance,  C0  =  total  capacity  of 
transformer. 

The  introduction  of  the  distance  variable  X  thus  permits  the 
representation  in  the  circuit  of  apparatus  as  reactive  coils,  etc., 
in  wliich  one  of  the  constants  is  very  small  compared  with  the 
other  and  therefore  is  usually  neglected  and  the  apparatus 
considered  as  "massed  inductance,"  etc.,  and  allows  the  investi- 
gation of  the  effect  of  the  distributed  capacity  of  reactive  coils 
and  similar  matters,  by  representing  the  reactive  coil  as  a  finite 
(frequently  quite  long)  section  ^0  of  the  circuit. 

43.  Let  ^0,  Xv  X2,  ...  <An  be  a  number  of  transition  points  at 
which  the  circuit  constants  change  and  the  quantities  may  be 
denoted  by  index  1  in  the  section  from  X0  to  Xv  by  index  2  in  tJte 
section  from  Xt  to  Xv  etc. 

At  X  =  Xt  it  then  must  be  ix  =  iv  et  =  e3;  thus  substituting 
X  =  Xt  into  equations  (266)  and  (267)  gives 

f-^-^'jil^-^cosb^^-O -a  J-B^ +^008^(^+0 -All 

+f-(««+t>«{crlc+iAcosb1(^-o-ri]  -^"'^cosfe^+o-ajl 

=e-<"«-^{A2£-^cos[92(^-0-«2]  -B^'  coBfe^+O-AJl 
+r<^+8*)t\C^8^cos[q2(X1-t)-f2]  -^"^coab^+O-ijj. 

(269) 
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Herefrom  it  follows  that 

«,-«,;  (270) 

that  is,  the  frequency  must  be  the  same  throughout  the  entire 
circuit  as  is  obvious,  and 

«,  ±  «,  =  «,  ±  «,.  (271) 

Since  «,  ?*  uv  only  one  of  the  two  waves  can  exist,  the  A  B, 
or  the  C  D,  and  since  these  two  waves  differ  from  each  other 
only  by  the  sign  of  s,  by  assuming  now  that  s  may  be  either 
positive  or  negative  we  can  select  one  of  the  two  waves,  for 
instance,  the  second  wave,  but  use  A,  B,  a,  p  as  denotations  of 
the  integration  constants. 

44.  The  equations  (266)  and  (267)  now  assume  the  form 

i  =  «"-{il«+,(a-,)  cos  [q  (X-t)  -  a] 
-  Bs-,a+l)cos[q(X  +  t)  -/}]} 


and 


or 


and 


c  =  V^*""'  { A«+,(*-0  cos  [q  (X  -  t)  -  a] 
+  Be-'<x+,)  cos[q  (X  +  t)-  /?]}, 

i  -  ,-(«+»)« [Ae+,x  cos  [q  (X-t)  -  a] 
-Be-xcos[q(X  +  t)-  0]\ 

e  =  y^s-<u+,)t  [Ae+,xcos[q(X  -  t)-  a] 


(272) 


(273) 


+  Be-xcos[q(X  +  t)-p\; 

or,  using  equations  (262)  and  (263)  instead  of  (266)  and  (267), 
the  corresponding  equations  are  of  the  form 

i  =  ,-*  |c+i(i-o  [^  Cos  q(X-t)  +  B  sin  9  (J  -  0] 

-  e-iX+t)[Ccosq.(X  +  t)  +  Dsinq(X  +  <)]} 

and 


=  y^e-tt<{s+*a-')[Acosg(>l  -0+Ssin?(i-0] 
+  ,-«^+«  [Ccosg  (X  +  <)  +  /> sing  0+0]}, 


(274) 


(275) 
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or 

i  =  ,-<«+#  {e+°x[A  cos  q  (X  -  0  +  Bsin  g  (i-*)] 

-€-8^[Ccosgr(>l  +  0  +  Dsing(>l  +  0]} 
and 

6  =  y/L-<«+«><  {e+^[Acos5(^  "  t)+Bnnq(X-t)] 

+  e-x[Gcosq(X  +  t)  +  D sin q  (X+t)]), 

where  s  may  be  positive  or  negative. 
From  equation  (269)  it  then  follows  that 

ut  +  st  =  u2  +  s2  =  u3  +  sz  =  .  .  .  =  Un  +  sn  =  tio,  (270) 

where  uv  uv  uz,  etc.,  un  are  the  time  constants  of  the  individual 

sections  of  the  complex  circuit,  5(7  +  p\  and  u0  may  be  called 

the  resultant  time  decrement  of  the  complex  circuit. 

46.  Equation  (269),  by  canceling  equal  terms  on  both  sides, 
then  assumes  the  form 

Af****  cos  [q  (X{-  t)  -  a,]  -  #,€"**«  cos  [q  (X,  +  t)  -  ft]  = 
Af+*x*  cos  [q  (X  -  t)  -  «2]  -  Bf—Xl  cos  [q  (Xt  +  t)  -  ft], 
and,  resolved  for  cos  qt  and  sin  qt,  this  gives  the  identities 
A^*81*1  cos  (qXt  -  a  J  -  B^"8^1  cos  (g^  -  /?,)  = 
A2£Wl  cos  (</^  -  «2)  -  B2r**Xt  cos  (^  -  /?,), 
j^e"1"-"*1  sin  (^  -  at)  +  Bte'ai^  sin  (qXt  -  ft)  = 
A2*+8^  sin  (qX,  -  a2)  +  Bf—**  sin  (g^t  -  ft).  (277) 

These  identities  resulted  by  equating  ix  =  i,  from  equation 
(272).  In  the  same  manner,  by  equating  et  and  e2  from  equation 
(272)  there  result  the  two  further  identities 

y/£-'  {AlS+»x>  cos  (qXt  -  a,)  +  Bte-<x>cos  (qXt  -  /?,)}  = 


^ 


^  {Aj+»x>  cos  (gi,  -  a,)  +  B^—''  cos  (jA,  -  /?,)}, 
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£  {Af+^an  (qX,  -  at)  -  £,«-■*■  sin  (qi,  -  ^)  = 


^  {A,^  sin  (gi,  -a,)-  fi^-^  sin  (gjl,  -  &) }.    (278) 

Equations  (277)  and  (278)  determine  the  constants  of  any 
section  of  the  circuit,  A2,  B2,  «2,  £2,  from  the  constants  of  the 
next  section  of  the  circuit,  Av  Bv  av  fiv 


Let 


Ae+'^cos  {qXx  -  a)  =  A'\ 
A^9^An{qkx  -  a)  =  A"; 
&-•*■  cos  (gjll  -  /?)  =  B\ 
Be'8**  sin  (9At  -  /?)  =  fl"; 


■.-V& 


C, 


*-*£ 


Then 


2  c,A/  =  (c,  +  c2)  4/  +  (c,  -  ct)  B,', 
2c,B/  =  (c,  +  c2)  5/  +  (c,  -CjM/, 
2  <vV  =  (c,  +  c2)  .4,"  -  (c,  -  ct)  Bx", 
2  0,5,"  =  (c,  +  c,)  B,»  -  (c,  -  c2)  A,*, 


(279) 


(280) 


(281) 


and  since  by  (279) : 

A"  +  An  =  Ah*2***  etc.,  (282) 

substituting  herein  (281), 

4 c*A*t+'*1'  =  (c,  +  c,)1 ,4,2S+I"'a<  +  (c,-  c2)»  £,»«-»**•.     (283) 
+  2(A1'BI'-A,'BI*)(cl»-c1») 


506 
and 

tan  (?;,-«,)  = 
tan(gA,-/?2)  = 
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1- 


c.—c,  B 


c^c,  Al 


7Bic-2..x,f™W,-Pt) 


sin^-g,) 


c,+c,  A,  cos(<^,-a,)J 

1  _  ci~c»  di  e+2"^ 8in^'~a') 
ct+c,  Bt  sin  (?;,-/?,) 

1  +  c'~c*  di  £  + W,  cob  (;*,-«,) 
c,+c,  B,  cos^i,-/?,) 


tan  (?*i-a») 


tan(g^-ft). 


(281) 


In  the  same  manner,  equating,  for  X  =  Xv  in  equations  (275) 
the  current  i„  corresponding  to  the  section  from  X0  to  Xv  with 
the  current  iv  corresponding  to  the  section  from  Xt  to  Xv  and  also 
the  e.m.fs.,  e2  =  c„  gives  the  constants  in  equations  (275)  and 
(274),  of  one  section,  Xt  to  Xv  expressed  by  those  of  the  next 
adjoining  section,  X0  to  Xv  as 

A,-t—h{ale+«*'Al+blt—i'  (C,  cos  2  qlt  +  Dl  sin  2 gi,) } 
B2=s-^'{a1e+'^  B,+6,e-,A  (C,  sin  2  g^-D,  cos  2  gj,) } 
C1-«+^,{a,e— A  C,  +  6ie+,';'  (A,  cos  2  g^-B.sin  2  g>g} 
D,=-c+*^{oI«-,',«  D1+6,«+#A  (A,  sin  2  g^.-B,  cos  2  qXt)  \ 


(285) 


where 


C|  +  c2 
2c,    ' 


6    -*-Z_£s 
1         2c2    ' 


-,  vCi» 

-2     v  n  * 
^  2 


(286) 


(287) 
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46.  The  general  equation  of  current  and  e.m.f.  in  a  complex 
circuit  thus  also  consists  of  two  terms,  the  main  wave  A  in 
equations  (272),  (273),  and  its  reflected  wave  B. 

The  factor  £-(u+a)'=£-^  in  equations  (273)  and  (275)  repre- 
sents the  time  decrement,  or  the  decrease  of  the  intensity  of 
the  wave  with  the  time,  and  as  such  is  the  same  throughout  the 
entire  circuit.  In  an  isolated  section,  of  time  constant  u,  the 
time  decrement,  from  Chapters  III  and  V,  is,  however,  £_tt£;  that 
is,  with  the  decrement  e_M/  the  wave  dies  out  in  the  isolated  sec- 
tion at  the  rate  at  which  its  stored  energy  is  dissipated  by  the 
power  lost  in  resistance  and  conductance.  In  a  section  of  the 
circuit  connected  to  other  sections  the  time  decrement  e_w^  does 
not  correspond  to  the  power  dissipation  in  the  section;  that  is, 
the  wave  does  not  die  out  in  each  section  at  the  rate  as  given  by 
the  power  consumed  in  this  section,  or,  in  other  words,  power 
transfer  occurs  from  section  to  section  during  the  oscillation  of 
a  complex  circuit. 

If  s  is  negative,  u0  is  less  than  u,  and  the  wave  dies  out  in  that 
particular  section  at  a  lesser  rate  than  corresponds  to  the  power 
consumed  in  the  section,  or,  in  other  words,  in  this  section  of  the 
complex  circuit  more  power  is  consumed  by  r  and  g  than  is  sup- 
plied by  the  decrease  of  the  stored  energy,  and  this  section, 
therefore,  must  receive  energy  from  adjoining  sections.  Inversely, 
if  s  is  positive,  u0  >  u,  the  wave  dies  out  more  rapidly  in  that 
section  than  its  stored  energy  is  consumed  by  r  and  g;  that  is, 
a  part  of  the  stored  energy  of  this  section  is  transferred  to  the 
adjoining  sections,  and  only  a  part  —  occasionally  a  very  small 
part  —  dissipated  in  the  section,  and  this  section  acts  as  a  store 
of  energy  for  supplying  the  other  sections  of  the  system. 

The  constant  s  of  the  circuit,  therefore,  may  be  called  energy 
transfer  constant,  and  positive  s  means  transfer  of  energy  from  the 
section  to  the  rest  of  the  circuit,  and  negative  s  means  reception 
of  energy  from  other  sections.  This  explains  the  vanishing  of  s 
in  a  standing  wave  of  a  uniform  circuit,  due  to  the  absence  of 
energy  transfer,  and  the  presence  of  s  in  the  equations  of  the 
traveling  wave,  due  to  the  transfer  of  energy  along  the  circuit, 
and  in  the  general  equations  of  alternating-current  circuits. 

It  immediately  follows  herefrom  that  in  a  complex  circuit 
some  of  the  s  of  the  different  sections  must  always  be  positive, 
some  negative. 
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In  addition  to  the  time  decrement  e~(tt  +  9)  *=**-"*  the  waves  in 
equations  (273)  and  (275)  also  contain  the  distance  decrement 
e+8*  for  the  main  wave,  e~*^  for  the  reflected  wave.  Negative  s 
therefore  means  a  decrease  of  the  main  wave  for  increasing  X,  or 
in  the  direction  of  propagation,  and  a  decrease  of  the  reflected 
wave  for  decreasing  X,  that  is,  also  in  the  direction  of  propagation; 
while  positive  s  means  increase  of  main  wave  as  well  as  reflected 
wave  in  the  direction  of  propagation  along  the  circuit.  In 
other  words,  if  s  is  negative  and  the  section  consumes  more 
power  than  is  given  by  its  stored  energy,  and  therefore  receives 
power  from  the  adjoining  sections,  the  electric  wave  decreases 
in  the  direction  of  its  propagation,  or  builds  down,  showing 
the  gradual  dissipation  of  the  power  received  from  adjoining 
sections.  Inversely,  if  s  is  positive  and  the  section  thus  supplies 
power  to  adjoining  sections,  the  electric  wave  increases  in  this 
section  in  the  direction  of  its  propagation,  or  builds  up. 

In  other  words,  in  a  complex  circuit,  in  sections  of  low 
power  dissipation,  the  wave  increases  and  transfers  power 
to  sections  of  high  power  dissipation,  in  which  the  wave 
decreases. 

This  can  still  better  be  seen  from  equations  (272)  and  (274). 
Here  the  time  decrement  e~ut  represents  the  dissipation  of  stored 
energy  by  the  power  consumed  in  the  section  by  r  and  g.  The 
time  distance  decrement,  e+*^-*>  for  the  main  wave,  e~t(*+l)  for 
the  reflected  wave,  represents  the  decrement  of  the  wave  for  con- 
stant (X  —  t)  or  (X  +  t)  respectively;  that  is,  shows  the  change 
of  wave  intensity  during  its  propagation.  Thus  for  instance, 
following  a  wave  crest,  the  wave  decreases  for  negative  s  and 
increases  for  positive  s,  in  addition  to  the  uniform  decrease  by 
the  time  constant  £""*;  or,  in  other  words,  for  positive  s  the 
wave  gathers  intensity  during  its  progress,  for  negative  s  it  loses 
intensity  in  addition  to  the  loss  of  intensity  by  the  time  con- 
stant of  this  particular  section  of  the  circuit. 

47.  Introducing  the  resultant  time  decrement  u0  of  the  com- 
plex circuit,  the  equations  of  any  section,  (273)  and  (275),  can 
also  be  expressed  by  the  resultant  time  decrement  of  the  entire 
complex  circuit,  uof  and  the  energy  transfer  constant  of  the 
individual  section;  thus 

(288) 
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i=e-*{Ae+8Xco8[q{X-t)-a]-Be-8Xcos[q(X+t)-p]} 
and 

e  =  y^€-^{Ae+8Xco8[q(X-t)-a]+Be-8Xcos[q(X  +  t)-fi]l 

or 

i  =  €-«o<{e+*' [A  cos q(X-t)+Bmnq(X-  t)] 
-  £"^[Ccosg(>l  +  0  +  Dsinq(X  +  0]} 

e  =  y~e-^{£+^[i4cosg(i  -  t)+Bmnq(X  -  0] 

+  e"ai[Ccosg(>l  +  /)+  Osin<?(vl  +  0]}., 


(289) 


.    (290) 


The  constants  A,  B,  C,  D  are  the  integration  constants,  and 
are  such  as  given  by  the  terminal  conditions  of  the  problem,  as 
by  the  distribution  of  current  and  e.m.f.  in  the  circuit  at  the 
starting  moment,  for  t  =  0,  or  at  one  particular  point,  as  X  =  0. 

48.  The  constants  u0  and  q  depend  upon  the  circuit  conditions. 
If  the  circuit  is  closed  upon  itself  —  as  usually  is  the  case  with  an 
electrical  transmission  or  distribution  circuit  —  and  A  is  the  total 
length  of  the  closed  circuit,  the  equations  must  give  for  X  =  A 
the  same  values  as  for  X  =  0,  and  therefore  q  must  be  a  complete 
cycle  or  a  multiple  thereof,  2  nn\  that  is, 

q  -  — ,  (291) 


and  the  least  value  of  q,  or  the  fundamental  frequency  of  oscilla- 
tion, is 

q.  -  ^  (292) 

A 

and 

q  =  nq0.  (293) 

If  the  complex  circuit  is  open  at  both  ends,  or  grounded  at  both 
ends,  and  thus  performs  a  half-wave  oscillation,  and  At  =  total 
length  of  the  circuit, 

?o  =  T-     and     ?  =  **?<»  C294) 

Ai 
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and  if  the  circuit  is  open  at  one  end,  grounded  at  the  other  end, 
thus  performing  a  quarter-wave  oscillation,  and  A3  =  total  length 
of  circuit,  it  is 

9o==2T    and    9-(^n-l)qof  (295) 

while,  if  the  length  of  the  complex  circuit  is  very  great  compared 
with  the  frequency  of  the  oscillation,  q0  may  have  any  value; 
that  is,  if  the  wave  length  of  the  oscillation  is  very  short  com- 
pared with  the  length  of  the  circuit,  any  wave  length,  and  there- 
fore any  frequency,  may  occur.  With  uniform  circuits,  as  trans- 
mission lines,  this  latter  case,  that  is,  the  response  of  the  line  to 
any  frequency,  can  occur  only  in  the  range  of  very  high  fre- 
quencies. Even  in  a  transmission  line  of  several  hundred  miles' 
length  the  lowest  frequency  of  free  oscillation  is  fairly  high,  and 
frequencies  which  are  so  high  compared  with  the  fundamental 
frequency  of  the  circuit  that,  considered  as  higher  harmonics 
thereof,  they  overlap  (as  discussed  in  the  above),  must  be 
extremely  high  —  of  the  magnitude  of  million  cycles.  In  a  com- 
plex circuit,  however,  the  fundamental  frequency  may  be  very 
much  lower,  and  below  machine  frequencies,  as  the  velocity  of 

propagation  may  be  quite  low  in  some  sections  of  the  cir- 
cuit, as  in  the  high-potential  coils  of  large  transformers,  and  the 
presence  of  iron  increases  the  inconstancy  of  L  for  high  frequen- 
cies, so  that  in  such  a  complex  circuit,  even  at  fairly  moderate 
frequencies,  of  the  magnitude  of  10,000  cycles,  the  circuit  may 
respond  to  any  frequency. 

49.  The  constant  u0  is  also  determined  by  the  circuit  constants. 
Upon  u0  depends  the  energy  transfer  constant  of  the  circuit  sec- 
tion, and  therewith  the  rate  of  building  up  in  a  section  of  low 
power  consumption,  or  building  down  in  a  section  of  high  power 
consumption.  In  a  closed  circuit,  however,  passing  around  the 
entire  circuit,  the  same  values  of  e  and  i  must  again  be  reached, 
and  the  rates  of  building  up  and  building  down  of  the  wave  in  the 
different  sections  must  therefore  be  such  as  to  neutralize  each 
other  when  carried  through  the  entire  circuit;  that  is,  the  total 
building  up  through  the  entire  complex  circuit  must  be  zero. 
This  gives  an  equation  from  which  u0  is  determined. 
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In  a  complex  circuit  having  n  sections  of  different  constants 
and  therefore  n  transition  points,  at  the  distances 


Aj,  A}    .    •    .    An 


(2%) 


where  **+!  =  lt  +  A,  and  A  =  the  total  length  of  the  circuit, 
the  equations  of  i  and  e  of  any  section  t  are  given  by  equations 
(290)  containing  the  constants  Ait  Bif  Ci9  Z)t. 

The  constants  A,  B,  C,  D  of  any  section  are  determined  by 
the  constants  of  the  preceding  section  by  equations  (285)  to 
(287).  The  constants  of  the  second  section  thus  are  determined 
by  those  of  the  firet  section,  the  constants  of  the  third  section 
by  those  of  the  second  section,  and  thereby,  by  substituting  for 
the  latter,  by  the  constants  of  the  first  section,  and  in  this  manner, 
by  successive  substitutions,  the  constants  of  any  section  %  can  lx> 
expressed  by  the  constants  of  the  first  section  as  linear  func- 
tions thereof. 

Ultimately  thereby  the  constants  of  section  (n  +  1)  are 
expressed  as  linear  functions  of  the  constants  of  the  first  section : 


An+l  =  a' A,  +  a"Bx  +  a'"C,  +  a""/),, 
Bn+l  ^VAt+  V'B,  +  b'"Cl  +  b""I)ti 
Cn+1  =  JAX  +  <TBX  +  e»Cx  +  r""/)lf 
Dn+l  =  d'Ax  +  d"Bx  +  d'"(\  +  rf""/>lf 


(297) 


where  a',  a",  a'",  a"" ',  6',  6",  etc.,  are  functions  of  h(  ami  Jl§ 

The  (n  +  l)st  section,  however,  is  again  the  first  Ntwtinn,  and 
it  is  thereby,  by  equations  (290)  and  (290), 


An+l   =-.  Axt  *»\ 


Hxt 


«,A 


(29H) 


and  substituting  (29S;  into  (297;  given  four  nymmHrleal  linear 
equations  in  Alf  Bx,  C\,  l)tt  from  which  Ihene  four  ronnUnU 
can  be  eliminated,   a*   n   KyrnmHrienl    llneiir   eqiMtloiiM    with 


(299) 
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n  variables  are  dependent  equations,  containing  an  identity, 
thus: 

(o'  -  e— A')  At  +  a" By  +  a'"Ct  +  a""Dl  =0; 
b'Ay  +  (&"  -  e-*A)  By  +  a'"Cx  +  V'"DX  =  0; 
cM,  +  c"B,  +  iff"  -  e+"A)  C,  +  e'"Dx  =  0; 
d'At  +  d"By  +  dfCy  +  (d""  -  e+*A)  D,  =  0, 

and  herefrom 

(a'  -  «"•» A)    a"  a'"  c"" 

6'  (5"  _  e— .*)     ft'"  &"" 

J  c"        (c"'  -  «+,'A)     c"" 

d'  d"  d"'       (d""  -  e+'»A) 


=  0.  (300) 


Substituting  in  this  determinant  equation  for  s,-  the  values 
from  (276) 

Si  =  m,  -  «,•  (301) 


gives  an  exponential  equation  in  u0,  thus : 

f(«0.«»4«i)  =o, 


(302) 


from  which  the  value  w0,  or  the  resultant  time  decrement  of  the 
circuit,  is  determined. 

In  general,  this  equation  (302)  can  be  solved  only  by  approxi- 
mation, except  in  special  cases. 


CHAPTER  Vn. 

POWER  AND  ENERGY  OF  THE  COMPLEX  CIRCUIT. 

60.  The  free  oscillation  of  a  complex  circuit  differs  from  that 
of  the  uniform  circuit  in  that  the  former  contains  exponential 
functions  of  the  distance  X  which  represent  the  shifting  or 
transfer  of  power  between  the  sections  of  the  circuit. 

Thus  the  general  expression  of  one  term  or  frequency  of  current 
and  voltage  in  a  section  of  a  complex  circuit  is  given  by  equations 
(290); 

i  -f-w{t+*[AcoBg(i-0  +  Bsinq(X-t)] 
-e-8X[Ccoaq(X  +  t)  +  Dsinq  (X  +  t)]} 
and 

e  =  V~€-^{£+fA[Acos?(A-0+5sin?(>l-0] 
+  c"*  [0  cos  q  (X+t) +D sin  q  (X+t)]}, 

2  TZ 

where  q  =  nqQy  q0  =  — ,  A  =  total  length  of  circuit,  expressed 

in  the  distance  coordinate  X  =  <rlyl  being  the  distance  coordinate 
of  the  circuit  section  in  any  measure,  as  miles,  turns,  etc.,  and 
r,  L,  g,  C  the  circuit  constants  per  unit  length  of  I, 

<r  =  VLC, 

.-# 

1/r       q\ 

u  —  -\y  +  —J  =  time  constant  of  circuit  section, 

^0=  w  +  s  =  resultant  time  decrement  of  complex  circuit, 
s   =  u0  —  u  =  energy  transfer  constant  of  circuit  section. 

613 
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The  instantaneous  value  of  power  at  any  point  X  of  the  circuxi 
at  any  time  t  is 

p  =  ei 

IL 


W\ 


-2V  jj+2*^  coaq(X-t)  +  Bsinq(X-  t)J 
-  e~*'x  [C  cos  q  (X  +  t)  +  D  sin  q  (X  +  t)f} 

+[e+2'x(A,-BI)cos2q(X-l)-6-*'x(Ci-I>')co82q(X+0] 
+  2  [ABe+2,xsin  2 <j  (J -ft  -CZ)«-2''sin  2  g  (A+0]| ;    (303) 

that  is,  the  instantaneous  value  of  power  consists  of  a  constant 
term  and  terms  of  double  frequency  in  {X  —  t)  and  (X  + 1)  of 
in  distance  X  and  time  t. 

Integrating  (303)  over  a  complete  period  in  time  gives  the 
effective  or  mean  value  of  power  at  any  point  X  as 

p  =  iJk,-**  {e+f*  (A*  +  B*)  -  e~2'x  (C"  +  D2)} ,        (304) 

that  is,  the  effective  power  at  any  point  of  the  circuit  is  the 
difference  between  the  effective  power  of  the  main  wave  and 
that  of  the  reflected  wave,  and  also,  the  instantaneous  power 
at  any  time  and  any  point  of  the  circuit  is  the  difference  between 
the  instantaneous  power  of  the  main  wave  and  that  of  the 
reflected  wave. 

The  effective  power  at  any  point  of  the  circuit  gradually 
decreases  in  any  section  with  the  resultant  time  decrement  of 
the  total  circuit,  e-2"0*,  and  varies  gradually  or  exponentially 
with  the  distance  X}  the  one  wave  increasing,  the  other  decreasing, 
so  that  at  one  point  of  the  circuit  or  circuit  section  the  effective 
power  is  zero;  which  point  of  the  circuit  is  a  power  node,  or  point 
across  which  no  energy  flows.     It  is  given  by 

or 

C2  +  D* 
A2  +  B2' 


£4*X  =  ^ ™> 


,       1  .     C2  +  D* 


(305) 
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The  difference  of  power  between  two  points  of  the  circuit,  Xt 
and  X2)  that  is,  the  power  which  is  supplied  or  received  (depend- 
ing upon  its  sign)  by  a  section  X'  »  ^3  —  Xx  of  the  circuit,  is  given 
by  equation  (304)  as 

-  («-»•<"  -  e-,tA0  (C*  +  Z?)}.     (306) 

If  P0  is  >  0,  this  represents  the  power  which  is  supplied  by  the 
section  X'  to  the  adjoining  section  of  the  circuit;  if  P0<  0,  this  is 
the  power  received  by  the  section  from  the  rest  of  the  complex 
circuit. 

If  s>t2  and  sXx  are  small  quantities,  the  exponential  function 
can  be  resolved  into  an  infinite  series,  and  all  but  the  first  term 
dropped,  as  of  higher  orders,  or  negligible,  and  this  gives  the 
approximate  value 

€±uh  _  e±>'*i  «  ±  2  s  (X2  -  Xt)  =  ±  2  sX';        (307) 
hence, 

P0  =  sl'sj^t-*^  {A*  +  B*  +  G*  +  &};  (308) 

that  is,  the  power  transferred  from  a  section  of  length  V  to  the 
rest  of  the  circuit,  or  received  by  the  section  from  the  rest  of  the 
circuit,  is  proportional  to  the  length  of  the  section,  X',  to  its  trans- 
fer constant,  s}  and  to  the  sum  of  the  power  of  main  wave  and 
reflected  wave. 

61.  The  energy  stored  by  the  inductance  L  of  a  circuit  element 
dXf  that  is,  in  the  magnetic  field  of  the  circuit,  is 

dwx  =—  dX, 

where  V  =  inductance  per  unit  length  of  circuit  expressed  by 
the  distance  coordinate  X. 

Since  L  =  the  inductance  per  unit  length  of  circuit,  of  distance 
coordinate  Z,  and  X  =  *l, 

*      VIC      V  C 
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hence,  mi 

In  general,  the  circuit  constants  r,  L,  g,  C,  ped 
I  -  1  give,  per  unit  length,  1  =  1,  the  circuit  oooba_ 

L.   k     I     9.  ** 

cr'    cr'    cr'    cr '  . 

or 

VZC'  vzc    yc  VZc'  VIC     * 


1 


Substituting  (290)  in  equation  (309)  gives 

^  - \ V^«-^{«+,u [4  cos g  (i  -  0  +  Ban. 
+  «-**  [C  cos  ?  (j  +  *)  +  Z)sin« 
-  2 [A  cos g  (J  -  0  +  Bain i 
[CcosgOl  +  0  +  Dsinv 

-l^fi*-""  U«+,a  (^  +  *)  +  e»x  (C7»  - 

+  [*+**  (A9  -B*)cos2q(X-t) 
+  «-»«*  (C*  -  Z)»)  cos  2  g  (A  +  0] 
+  2  [ABe+"x  san2q(X-t)  +  CD«-"4 sin 

-  2  [(AC  -  BZ>)  cos  2  gi  +  (AZ)  +  BC)  sir 

-  2[(AC  +  BD)  cos 2 #  +  {AD  -  BO)  sin 

Integrating  over  a  complete  period  in  time  gives  tl 
energy  stored  in  the  magnetic  field  at  point  X  as 

dX       2*  J0     dX 

=  |V§  •-"  \l*+"X  (**  +«*)+«-»- 
-  2  [(AC  -  BD)  cos  2  ?i  +  (4Z)+BC) 
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and  integrating  over  one  complete  period  of  distance  X,  or  one 
complete  wave  length,  this  gives 

+  e-2,x(C  +  D')}.  (313) 

The  energy  stored  by  the  inductance  L,  or  in  the  magnetic 
field  of  the  conductor,  thus  consists  of  a  constant  part, 

1m  =  \ V^6-"*'  le+"x  {A2  +  B2)  +  e~2'x  (C°  +  **>>  (314) 

a  part  which  is  a  function  of  (X  —  t)  and  (X  +  t), 

S~  =  Wd*1"*  i[e+t'X  (il*  -&)  cos  2  q(X-t) 
+  e-2'l(C*  -  DP)  cos  2  q(X  +  t)] 

+  2  [ABe+i,i  sin  2  q  (X  -  t) 

+    CDe~ui  sin  2q  (X  +  *)]},  (315) 

a  part  which  is  a  function  of  the  distance  X  only  but  not  of  time  t, 

~  TT  =  J  X7,s~2u*i  (AC  ~  BD)  cos2  &  +  (AD+BC)  Aa2qX, 

(IA         Zt  "   O 

(316) 

and  a  part  which  is  a  function  of  time  t  only  but  not  of  the 
distance  X, 

du/"     i   Ft 
~~dT  =2Vc^"2^^^c+5Z))cos2^  +  (AD"BCr)sin2?^, 

(317) 

and  the  total  energy  of  the  electromagnetic  field  of  circuit  element 
dX  at  time  t  is 

<M        dX  +  dJl        <U         <tt    "  l      ; 

62.  The  energy  stored  in  the  electrostatic  field  of  the  conductor 
or  by  the  capacity  C  is  given  by 

CV 

dw2  =  ——  dX: 
2        2 
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or,  substituting  (310), 


£-iV^'. 


and  substituting  in  (319)  the  value  of  e  from  equation  (290) 
gives  the  same  expression  as  (311)  except  that  the  sign  of  the 
last  two  terms  is  reversed;  that  is,  the  total  energy  of  the  electro- 
static field  of  circuit  element  dX  at  time  t  is 


dw2       dw0       duf      dvf'      dvf" 


and  adding  (318)  and  (320)  gives  the  total  stored  energy  of  the 
electric  field  of  the  conductor, 

dw     dwt     dw2        dw9        dvf  . 

dx=-dT  +  -dT  =  2-d7  +  2-dx'  m 

and  integrated  over  a  complete  period  of  time  this  gives 

^T  =  2  dik=  I  Vc  *-iu*U+2tl  (4H5»)+S-^(C+Z)')}.(322) 

du/'        dvf" 
The  last  two  terms,  — -  and  -77- ,  thus  represent  the  energy 

which  is  transferred,  or  pulsates,  between  the  electromagnetic 

and  the  electrostatic  field  of  the  circuit;  and  the  term  -3-  repre- 

dt 

.sents  the  alternating  (or  rather  oscillating)  component  of  stored 

energy. 

63.  The  energy  stored  by  the  electric  field  in  a  circuit  section 

dW 
X'}  between  Xx  and  X2)  is  given  by  integrating— -  between  X2  and  Xlf 

as 

_  (e-^-e-^)(C»  +  D»)};  (323) 

or,  substituting  herein  the  approximation  (307), 

W  =  I  / \/^-2uo/  {A2  +  B*  +  C3  +  &).         (324) 
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Differentiating  (324)  with  respect  to  t  gives  the  power  sup- 
plied by  the  electric  field  of  the  circuit  as 

p  =  -  ®L  =  uj*  s/^e-**  {A2  +  &  +  C  +  D2},    (325) 
or,  more  generally, 

P  =  |^y/5 e"2^  { (e+2^  -  e+2*)  {A*  +  &) 

-  (e-29**  -  e"2^)  (C3  +  Z)2)}.  (326) 

rd>t 
64.  The  power  dissipated  in  the  resistance  r'dX  =     of  a 

conductor  element  dA  is 

dj/  =  r^dA  (327) 

=  Tdw" 

hence,  substituting  herein  equation  (318)  gives  the  power  con- 
sumed by  resistance  of  the  circuit  element  dX  as 

dp'  _2r(dw       dv/     du/'     du/^  ) 
Tk'TldX  +  "dl     ~dX       dX    \'  {6M) 

and  the  power  consumed  by  the  conductance  g'dX  =     _  dX 

of  a  conductor  element  dX  is 

dj/'  =  0Vd>t  (329) 

hence  the  power  consumed  by  conductance  of  circuit  element  dX 
is 

dp"  _2gidw       dv/      dv/'    dv/" ) 

lx~  c  \~dx+~dx  +  dT+~d7Y  {660) 

and  the  total  power  dissipated  in  the  circuit  element  dX  is 

dp,     dp'      dp"      A     fdwa      dv/\     ,     /dv/'    dv/"\    , 
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where,  as  before, 

and  1/         \     I  (332) 

and  integrating  over  a  complete  period 

dP,      A     dw.      A     dvf' 

_.  =  4MT;-4W— ,  (333) 

the  power  dissipated  in  the  circuit  thus  contains  a  constant  term, 
4  u  -zy  ,  and  a  term  which  is  a  periodic  function  of  the  distance  i, 

4  m  -r-  ,  of  double  frequency. 
aX 

Averaged  over  a  half-wave  of  the  circuit,  or  a  multiple  thereof, 
the  second  term  disappears,  and 

dP*  dwn 

1    =  4u— -  • 
dX         *UdX' 

or,  substituting  (314), 

^  =  u^e~2u«  {e+2a*  (A2  +  B2)  +  e~*'x  (C2  +  D2)},   (334) 

thus  the  power  dissipated  in  a  section  X'  =  X2  —  Xt  of  the  circuit 
is,  by  integrating  between  limits  Xt  and  X2, 

+  (e-2"W**0  (C2  +  Z)2)},  (335) 

or,  approximately, 

P,°  =  id'  V^"2"0'  {A2  +  B2  +  G*  +  Z)2}.  (336) 

66.  Writing,  therefore, 

IP  =  (A2  +  £2  +  C2  +  Z)2)  y/|,  (337) 


POWER  AND  ENERGY  OF  THE  COMPLEX  CIRCUIT      621 

the  energy  stored  in  the  electric  field  of  the  circuit  section  of  length  X'  is 

W=\x'IPe-2u*)  (338) 

the  power  supply  to  the  conductor  by  the  decay  of  the  electric  field  of 
the  circuit  is 

P  =  ii/lSPf-*1*;  (339) 

the  power  dissipated  in  the  circuit  section  X'  by  its  effective  resist- 
ance and  conductance  is 

Pt*  -  uX'IPe-**,  (340) 

and  the  power  transferred  from  the  circuit  section  X'  to  the  rest  of 
the  circuit  is 

P0  =  sX'H2*-2*;  (341) 

u 
that  is,  —  =  ratio  of  power  dissipated  in  the  section  to  that 

Uq 

supplied  to  the  section  by  its  stored  energy  of  the  electric  field. 

—  =  fraction  of  power  supplied  to  the  section  by  its  electric 

u° 
field,  which  is  transferred  from  the  section  to  adjoining  sections 

(or,  if  s  <  0,  received  from  them). 

—  =  ratio  of  power  transferred  to  other   sections  to  power 

dissipated  in  the  section. 

u0  -s-  u  -j-  s  thus  is  the  ratio  of  the  power  supplied  to  the  sec- 
tion by  its  electric  field,  dissipated  in  the  section,  and  transferred 
from  the  section  to  adjoining  sections. 

These  relations  obviously  are  approximate  only,  and  applicable 
to  the  case  where  the  wave  length  is  short. 

66.  Equation  (306),  of  the  power  transferred  from  a  section 
to  the  adjoining  section,  can  be  arranged  in  the  form 

-  [€ +2'x*  (A8  +  B2)  -  £"2*A«  (C*  +  Z)2)]} ;  (342) 

that  is,  it  consists  of  two  parts,  thus: 

Po>  =  \\J^e-2u*  {*+28X*  (A2  +  B*)  -  r2'**  (C2  +  Z)2) },     (343) 
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which  is  the  power  transferred  from  the  section  to  the  next  fol- 
lowing section,  and 

P"  =  +  Wd'~*"  I***'*1  {A*  +  fi2)-*"2'^  (C3  +  &))>  (3**) 

which  is  the  power  received  from  the  preceding  section,  and  tie 
difference  between  the  two  values, 

P0  -  P, '  -  P/,  (345) 

• 

therefore,  is  the  excess  of  the  power  given  out  over  that  received, 
or  the  resultant  power  supplied  by  the  section  to  the  rest  of  the 
circuit. 

An  approximate  idea  of  the  value  of  the  power  transfer  con- 
stant can  now  be  derived  by  assuming  H2  as  constant  throughout 
the  entire  complex  circuit,  which  is  approximately  the  case. 

In  this  case,  as  the  total  power  transferred  between  the  sections 
must  be  zero,  thus: 

2^  =  0; 

hence,  substituting  (341), 

2*V  =  0,  (346) 

and,  since 

u0A  =  2>A';  (347) 

that  is,  the  resultant  circuit  decrement  multiplied  by  the  total 
length  of  the  circuit  equals  the  sum  of  the  time  constants  of  the 
sections  multiplied  with  the  respective  length  of  the  section,  or,  if 
?!,  ?a .  .  .  ?j  =»  length  of  the  circuit  section,  as  fraction  of  the 
total  circuit  length  A, 

u0  =  g{fo  (348) 

Whether  this  expression  (348)  is  more  general  is  still  unknown. 

67.  As  an  example  assume  a  transmission  line  having  the 
following  constants  per  wire :  fj  =  52;  Lt  =  0.21  ;gl  =  40  X  10"4, 
and  Cx  =  1.6  X  10"6. 

Further  assume  this  line  to  be  connected  to  step-up  and  step- 
down  transformers  having  the  following  constants  per  trans- 
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former  high-potential  circuit:  r2  =  5,  L2  =  3;  g2  =  0.1  X  10~8, 
and  C2  =  0.3  X  10"*;  then 

X/  =  at  -  VIA  =  0.58  X  10-*,    V  =  <r3  =  0.95  X  10"8, 

ux  =  136,  w2  =  1. 

The  circuit  consists  of  four  sections  of  the  lengths 

V=0.58X10"3,  V=0.95X10"3,  V=0.58xl0-S,  V^O^XlO"3; 

hence  a  total  length 

A  =  3.06  X  10"8, 

and  the  resultant  circuit  decrement  is 

u0  =  2X±ux  +  2^-  u2  =  51.6  +  0.59  =  52.2; 

hence,  st  =  -  83.8  and  s2  =  +  51.2. 

If  now  the  current  in  the  circuit  is  i0  =  100  amperes,  the  e.m.f. 
e0  =  40,000  volts,  the  total  stored  energy  is 

W  =  i0>  (Lt  +  L2)  +  e02  (Ct  +  C2) 
=  32,000  +  3000  =  35,000  joules, 

and  from  equation  (338)  then  follows,  for  t  =  0, 
\  MP  =  35,000, 

tf>=7-^  =  22.8X10., 

which  gives  w0  =  52.2, 

IP  =  22.8  X  10", 
W  =  35,000. 


Line. 

Step-up 

Line. 

Step-down 

Transformer. 

Transformer. 

Length  of  section,     k'  = 

0.58x10-* 

0. 95X10-* 

0.58x10-* 

0.95X10-8 

Time  constant,           u  = 

136 

1 

136 

1 

Transfer  constant,      s= 

-83.8 

+  51.2 

-83.8 

•      +51.2 

Energy  of  electric 
field,                      TP= 

6.650 

10.850 

6.650 

10.850kilojoule8 

Power  supplied  by 
electric  neld,          P= 

690 

1132 

690 

1132  kilowatts 

Power  dissipated,  P,°  = 
Power  transferred,  P0= 

1800 

22 

1800 

22  kilowatts 

-  1110 

1110 

-  1110 

1110  kilowatts 
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Thus,  of  the  total  power  produced  in  the  transformers  by  the 
decrease  of  their  electric  field,  only  22  kw.  are  dissipated  as  heat 
in  the  transformer,  and  1110  kw.  transferred  to  the  transmission 
line.  While  the  power  available  by  the  decrease  of  the  electric 
field  of  the  transmission  line  is  only  690  kw.,  the  line  dissipates 
energy  at  the  rate  of  1800  kw.,  receiving  1110  kw.  from  the 
transformers. 


CHAPTER  VIII. 

REFLECTION  AND  REFRACTION  AT  TRANSITION   POINT. 

68.  The  general  equation  of  the  current  and  voltage  in  a  sec- 
tion of  a  complex  circuit,  from  equations  (290),  is 

i  =  £-«*  {e+»*  [A  cos  q  (X  -  t)  +  B  sin  q  (X  -  t)] 
-  e~,x[C cos q(X  +  t)  +  Dainq  (X  +  t)]\ 


c=ce-"»l  {e+,i  [A  cosq  (X  -  t)  +  Bsinq  (X  -  t)) 
+  e~,x[C cos q(X  +  t)  +  Dainq  (X+t))}, 


(290) 


where 

X  =  <rl  =  distance  variable  with  velocity  as  unit; 
<r  =  s/W; 

u0  =  u  +  s  =  resultant  time  decrement; 

«  =  -(—  +  ^7]  =  time  constant,  and 

s  =  energy  transfer  constant  of  section. 

At  a  transition  point  Xt  between  section  1  and  section  2  the 
constants  change  by 

Aj=e-«^{a1e+'«*«Al+&le-*';'  (C,  cos  2  git, +D,  sin  2^,)} 
B2  =e-^'{a1e+,^Bl+ble-^  (C,  sin  2  qXl-Dl  cos  2  qXt) } 
Ct  =£+^{a1s-"^C1  +6le+**'  (A,  cos  2  qXt +Bt  sin 2  gJ,) } 
Z)s = e  +U { 0l« -^«D, + bte  +*A  (A , sin 2qXl-B1cos2 qXJ } , 

where 

a,=%±^    and    &,  =  C«  ~  C' 


(285) 


2  c, 


2  c, 


(286) 
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Choosing  now  the  transition  point  as  zero  point  of  X,  so  that 
k<  0  is  section  1,  X>0  is  section  2,  equations  (285)  assume  the 

form  A,  =  o,A,  +  bxCv 

B2  =  C.B,  -  bj)v 
0,-afit  +  biAv 


D2  =  aj), 


bfiv 


(349) 


From  equations  (349)  and  (286)  it  follows  that 


and 


c,  (A,'  -  (V)  =  ct  (A,'  -  Cfl 


} 


(350) 


If  now  a  wave  in  section  1,  A  B,  travels  towards  transition 
point  X  =  0,  at  this  point  a  part  is  reflected,  giving  rise  to  the 
reflected  wave  C  D  in  section  1,  while  a  part  is  transmitted  and 
appears  as  main  wave  A  B  in  section  2.  The  wave  C  D  in  sec- 
tion 2  thus  would  not  exist,  as  it  would  be  a  wave  coming  towards 
X  =  0  from  section  2,  so  not  a  part  of  the  wave  coming  from 
section  1.  In  other  words,  we  can  consider  the  circuit  as  com- 
prising two  waves  moving  in  opposite  direction: 

(1)  A  main  wave  AlBv  giving  a  transmitted  wave  A2B2  and 

reflected  wave  CJ)V 

(2)  A  main  wave  C2DV  giving  a  transmitted  wave  C/D/  and 

reflected  wave  A2B2. 
The  waves  moving  towards  the  transition  point  are  single  main 


waves,  AtBt 


and  C2D2,  and  the  waves  moving  away  from  the 


transition  point  are  combinations  of  waves  reflected  in  the  sec- 
tion and  waves  transmitted  from  the  other  section. 

69.  Considering  first  the  main  wave  moving  towards  rising  X\ 
in  this  C2  =  0  =  D2,  hence,  from  (349), 

a1C1  +  b1Al=0 


and 


(351) 


<M>.-  M*.  ■ 

and  herefrom 

and 

C'=-a"^  =  + 

!>.-+£*,-  + 

c.  +  c 


2JB. 


c,  +  c, 


(352) 


REFLECTION  AND  REFRACTION 


527 


which  substituted  in  (349)  gives 

b*    .       a,2-b? 


2  c, 


and 


1       '         a,  ot  '     c,  + 


A, 


B^afi,-^-  B,--i- 


V 


2  c. 


'      ct  +  c3    » 


(353) 


Then  for  the  main  uxnra  in  section  1, 

t\  =  «-"•'  «+,,A  {4,  cos g-  (^  -  t)  +  Bt  sin q(A-t)\ 

and  [(354) 

e,  =  cle-'"'e+*'A{^,cosg(;-0+B18in<?(>l-0}- 

When  reaching  a  transition  point  i.  =  0,  the  wave  resolves  into 
the  reflected  wave,  turned  back  on  section  1,  thus: 


C  —  C 


c2  +  cx 


le-^e-'i^AtCOsqU  +  O-B^inqiX  +  t)} 


and 
e 


(355) 


'  =  +c.?^€-*e-^\Alco8q(X+t)-Bl£nq(X+t)}. 
c2+c, 

The  transmitted  wave,  which  by  passing  over  the  transition 
point  enters  section  2,  is  given  by 


2  =  -^-e-*e+t'x{A1cosq(X-t)+Bl8mq(X-t)} 

Cl   +   C2 


X 

and 

e,  =  c, 


(356) 


2^  „,    ^-e-^e+^jiljCOsgy-O+^iSinjCJl-O}- 

Cl    +   C2 

The  reflection  angle,  tan  (i/)  =  -  -j-1 ,  is  supplementary  to  the 
impact  angle,  tan  (it)  =  +  71,  and  transmission  angle,  tan  (i2) 


-  + 


5, 


Reversing  the  sign  of  X  in  the  equation  (355)  of  the  reflected 
wave,  that  is,  counting  the  distance  for  the  reflected  wave  also  in 
the  direction  of  its  propagation,  and  so  in  opposite  direction  as 
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in  the  main  wave  and'  the  transmitted  wave,  equations  (355) 
become 


t^^  +  ^^e-^e+^'jil^osgCA'-O  +  ^sing^-O}, 


(357) 


and  then 


or 


(358) 


h  +  *7  -  iv 

tx  +  il    =  xv 

ct  n  __ 

6j  ~r  6|     =  Cj. 

(1)  In  a  single  electric  wave,  current  and  e.m.f.  are  in  phase 
with  each  other.  Phase  displacements  between  current  and 
e.m.f.  thus  can  occur  only  in  resultant  waves,  that  is,  in  the  com- 
bination of  the  main  and  the  reflected  wave,  and  then  are  a 
function  of  the  distance  X,  as  the  two  waves  travel  in  opposite 
direction. 

(2)  When  reaching  a  transition  point,  a  wave  splits  up  into  a 
reflected  wave  and  a  transmitted  wave,  the  former  returning  in 
opposite  direction  over  the  same  section,  the  latter  entering  the 
adjoining  section  of  the  circuit. 

(3)  Reflection  and  transmission  occur  without  change  of  the 
phase  angle;  that  is,  the  phase  of  the  current  and  of  the  voltage 
in  the  reflected  wave  and  in  the  transmitted  wave,  at  the  transi- 
tion point,  is  the  same  as  the  phase  of  the  main  wave  or  incoming 
wave.  Reflection  and  transmission  with  a  change  of  phase  angle 
can  occur  only  by  the  combination  of  two  waves  traveling  in 
opposite  direction  over  a  circuit;  that  is,  in  a  resultant  wave, 
but  not  in  a  single  wave. 

(4)  The  sum  of  the  transmitted  and  the  reflected  current 
equals  the  main  current,  when  considering  these  currents  in  their 
respective  direction  of  propagation. 
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The  sum  of  the  voltage  of  the  main  wave  and  the  reflected 
wave  equals  the  voltage  of  the  transmitted  wave. 

The  sum  of  the  voltage  of  the  reflected  wave  and  the  voltage 
of  the  transmitted  wave  reduced  to  the  first  section  by  the  ratio 

of  voltage  transformation  — ,  equals  the  voltage  of  the  main  wave. 

Cl  c 

(5)  Therefore   a  voltage  transformation   by   the   factor    — 
ci 

IL   C 
-^  -^-occurs  at  the  transition  point;  that  is,  the  trans- 

mitted  wave  of  voltage  equals  the  difference  between  main  wave 

and  reflected  wave  multiplied  by  the  transformation  ratio  — ; 

c  °l 

e2  =  —  (et  —  e/0.    As  result  thereof,  in  passing  from  one  section 

C2 

of  a  circuit  to  another  section,  the  voltage  of  the  wave  may 

c 
decrease  or  may  increase.    If  —  >  1,  that  is,  when  passing  from 

a  section  of  low  inductance  and  high  capacity  into  a  section  of 

high  inductance  and  low  capacity,  as  from  a  transmission  line 

into  a  transformer  or  a  reactive  coil,  the  voltage  of  the  wave  is 

c 
increased;  if  —  <  1,  that  is,  when  passing  from  a  section  of  high 

inductance  and  low  capacity  into  a  section  of  low  inductance 
and  high  capacity,  as  from  a  transformer  to  a  transmission  line, 
the  voltage  of  the  wave  is  decreased. 

This  explains  the  frequent  increase  to  destructive  voltages, 
when  entering  a  station  from  the  transmission  line  or  cable,  of  an 
impulse  or  a  wave  which  in  the  transmission  line  is  of  relatively 
harmless  voltage. 

The  ratio  of  the  transmitted  to  the  reflected  wave  is  given  by 

t"  2e\  2VIA  2 


V LlC\ 
and 


2c2  ^  VL2Ct 


VL2C\  -  VAC,      j  _     fLTU, 


(359) 
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60.  Example: 

Transmission  line 

Transformer 

Lt  =  1.95  X  10~* 

L,  =  l 

C,  =  0.0162  X  10~« 

C,  =  0.4  X  10"« 

c,  =346 

c   =  1580 

4^  =  0.56 

^  =  2.56 

And  in  the  opposite  direction 

>  -  -  2.56 

% 0.56. 

The  ratio -^  becomes  a  maximum, 

=  oo,  for  ^  -J,  bi 

but  in 

this  case  6/  =  0;  that  is,  no  reflection  occurs,  and  the  reflected 
wave  equals  zero,  the  transmitted  wave  equals  the  incoming 
wave. 

U        2  c, 


c2  +  ct 


oo  and 


(360) 


hence,  becomes  a  maximum  for  c2  =  0,  or  ex 
then  =  2;  in  which  case  e2  =  0. 

ei  C2  +   Cl  ' 

hence,  becomes  a  maximum  for  cx  =  0,  or  c2  =  oo  and  then  =  2; 
in  which  case  i2  =  0.  From  the  above  it  is  seen  that  the  maxi- 
mum value  to  which  the  voltage  can  build  up  at  a  single  transi- 
tion point  is  twice  the  voltage  of  the  incoming  wave,  and  this 
occurs  at  the  open  end  of  the  circuit,  or,  approximately,  at  a 
point  where  the  ratio  of  inductance  to  capacity  very  greatly 
increases. 


ix       c2  +  ct 
hence,  becomes  a  maximum,  and  equal  to  1,  for  ex  =  0, 


e 


ex       c2  +  cx 
has  the  same  value  as  the  current-ratio. 


(361) 
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61.  Consider  now  a  wave  traversing  the  circuit  in  opposite 
direction;  that  is,  CJ)^  is  the  main  wave,  AJi2  the  reflected 
wave,  CtDt  the  transmitted  wave,  and  4,=  0  =  1?,.  In  equa- 
tion (349)  this  gives 

At=     bfit; 

B,  =  -6.D.; 

C,  =     atCv 


and 
hence, 


a. 


and 


A'      a,    '" 


c,  +  c2 

c,  —  c. 


*>--?J>.--? 


2D       <± itn. 

Cl    +   C2  C2    +   Cl 


»    (362) 


that  is,  the  same  relations  as  expressed  by  equations  (352)  and 

(353)  for  the  wave  traveling  in  opposite  direction. 
The  equations  of  the  components  of  the  wave  then  are: 

Main  wave: 

ii  =  -  e-V£-^  lCtcosq(X  +  t)  +  D2smq(X  +  t)}   ) 
«2=+c2e-"'e-^{C2cosg(>H-0  +  DtHinq(X  +  t)};j    '     ' 

Transmitted  wave: 


ix= J2-*'"  e-'«;{C3  cos  q  (X+t)  +  D2  sin  q  (X  +  t) } 

Cl   +   C2 

e^+cl^^€-^e-^x{CtGoaq{X+t)  +  Dismq{X  +  t))) 

Cl  +  C2 

Reflected  wave: 

i2>  =  C-±^l€-*  e+9>x     [C2 cosg (X-t)-D2 sing  (X-t)) 
cl+c2 

e;=c2?^e-^e  +  'xlC2c(xq(X-0-D2fimq(X-t)}-, 
ct+c2 


(364) 


(365) 
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or,  in  the  direction  of  propagation,  that  is,  reversing  the  sign  of  X: 


c,-c. 


i2" L_!c-*e-f'*  {c2  cos  q  (X'+t)  +  D2  sin  q  (X'  +  t) } 

ct+c2 


c,-c, 


e2"=c2-± te-^e-**'  {C2cosq(X'  +  t)  +  D28mq(X'  +  t)\. 

cL+c2 


(366) 


62.  The  compound  wave,  that  is,  the  resultant  of  waves  pass- 
ing the  transition  point  in  both  directions,  then  is 


*»°  =  *i  +  */  +  h 
et°  =  et  +  e/  4-  e, 


=  i2  4-  i2  +  i 


e2°  =  e2  +  e2  +  e2'  J 


(367) 


In  the  neighborhood  of  the  transition  point,  that  is,  for  values 
X  which  are  sufficiently  small,  so  that  e+9*  and  e~9*  can  be  dropped 
as  being  approximately  equal  to  1,  by  substituting  equations 
(354)  to  (356)  and  (363)  to  (366)  into  (367)  we  have 

^o  =  £-w       [{^  cos  q  (j  _  q  +  st  sin  q  (X  -  t) } ' 

-  £i-Hi!i  \At  cos  q(X  +  t)-B.  sin  g  (X  +  t)  } 
cx  +  c2l    1 

~  ~C~  \C2  cos  q(X  +  t)'+  D2  sin  q  (X  +  t) }]; 
c4  +  c2 

«/>  =  c^"^     [{i4j  cos  9  (Jl  -  0  4-  Bt  sin  g  (Jl  -  0  } 

+  ^  ~  ^  {Aj  cos  j  (Jl  +  0  -  Bx  sin  9  (Jl  +  t) } 
c2  4-  Cj 

+  -2-r'-  [C2 cos 9  (X  +  t)+  Dt sin q(X+l)}}:}  (368) 

i2o  =  _  t-v*    [{c2 cos g  (X  +  t)  +  Z>2 sin q  (X  +  I) } 

-^-^-2  jC,cos9(>l  -  0  -  Dtsmq(X  -<)} 

-  ~-^~  { A ,  cos  q  (X  -  t)  +  Bt  sin  q  (X  - 1) }  ]; 
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[{Ctcoeq(X  +  l)  +  Da 


■  «*-" 


>j  sin  ( 


q  (A  -  t)  -  D, 
2c, 


5(^  +  0} 
>,  sin  g  (A 


0} 


+  -^-  {^cosg  (i  -  t)  +  B.sinq  (X  -  *)}]. 

In  these  equations  the  first  term  is  the  main  wave,  the  second 
term  its  reflected  wave,  and  the  third  term  the  wave  transmitted 
from  the  adjoining  section  over  the  transition  point. 

Expanding  and  rearranging  equations  (368)  gives 

singAjcosg* 


C    1*111111    1/Cllll    U11C    wave   t 

t  the  transition  point. 
_       equations  (368)  gives 

2e"Mff 

i  •  -  — ; — [{M1  -  c3C2)  cosgJ  + 

Cl   +   C7 

-UcB.  -he J). 


ci  +  ca 

-  { (c151  +  c,/),)  cos  qX  -  c2  (At+  CJ 

<  =  -^*-*[{c,(^+C,) 

Cl   "T"   C2 


(c^j  +  c,!),)  cos  g^  ~  c2  (At+  C,)  sin  gA}  sin  qt]; 

e-u*[{c2(Al+CJco8qX  +  (clBl+c2Di)sinqX}cosqt 

-  {c2  (B^DJ  cos g^- (c1Al-c2C2)sin g^jsin  gf]; 

(369) 

2  e""110* 
t'2°  = [{ {pxAx  -  ^C,)  cos gA  +  ct  (fit  -  D,)  sin  g^}  cos g< 

Cl    +   C2 

-  { (cl5l  +  CjD^  cos  gJ  -  cx  (Ax  +  CJ  an  g^ }  sin 
e°  =  -^-e-^Hc^A.+C^coQqX+i^B.+c^si 

#V    4-   tf!_ 


hence, 

tan*,8  =  c,  =  v/5£, . 
tani,«     c,     V/^C,' 

(c,Bt  +  c/g  cos  <ft  +  (c,At  -  ctCt)  sii 

1  "  c,[(Al  +  C2)  cos  gt  -  (£t  -  /),)  sin  < 
=  (c,gt  +  c2D2)  cos  qt  +  (exA  t_-  r,C,)  si 

2  c.  { (A.  +  C.)  cos  g<  -  c,  (B,  -  /),)  sin 


[ctpt  -r  cjjj  cos  qi  +  (c1Ai  -  r/.,)  sin  qt 
c,{  (4,  +  C2)  cos  qt  -  (Bt  -  1\)  sin  qt }    ' 
(c,Bt  +  c2D2)  cos  g*  +  (ctA ,  -  r/"1^  sin  qt 
cl\(Al  +  Ca)  cos  qt  -  c,  (B~-  /),)  sin~«/f }  ' 


(371) 


tf?Jt 
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hence, 

tane,0     c,        /LjC. 

that  is,  at  a  transition  point  the  distance  phase  angle  of  the  wave 
changes  so  that  the  ratio  of  the  tangent  functions  of  the  phase 
angle  is  constant,  and  the  ratio  of  the  tangent  functions  of  the 
phase  angle  of  the  voltages  is  proportional,  of  the  currents 


inversely  proportional  to  the  circuit  constants  c 


-4 


In  other  words,  the  transition  of  an  electric  wave  or  impulse 
from  one  section  of  a  circuit  to  another  takes  place  at  a  constant 
ratio  of  the  tangent  functions  of  the  phase  angle,  which  ratio  is  a 
constant  of  the  circuit  sections  between  which  the  transition 
occurs. 

This  law  is  analogous  to  the  law  of  refraction  in  optics,  except 
that  in  the  electric  wave  it  is  the  ratio  of  the  tangent  functions, 
while  in  optics  it  is  the  ratio  of  the  sine  functions,  which  is  con- 
stant and  a  characteristic  of  the  media  between  which  the  tran- 
sition occurs. 

Therefore  this  law  may  be  called  the  law  of  refraction  of  a  wave 
at  the  boundary  between  two  circuits,  or  at  a  transition  point. 

The  law  of  refraction  of  an  electric  wave  at  the  boundary 
between  two  media,  that  is,  at  a  transition  point  between  two 
circuit  sections,  is  given  by  the  constancy  of  the  ratio  of  the 
tangent  functions  of  the  incoming  and  refracted  wave. 


CHAPTER  IX. 

INDUCTIVE  DISCHARGES. 

64.  The  discharge  of  an  inductance  into  a  transmission  line 
may  be  considered  as  an  illustration  of  the  phenomena  in  a 
complex  circuit  comprising  sections  of  very  different  constants; 
that  is,  a  combination  of  a  circuit  section  of  high  inductance  and 
small  resistance  and  negligible  capacity  and  conductance,  as  a 
generating  station,  with  a  circuit  of  distributed  capacity  and 
inductance,  as  a  transmission  line.  The  extreme  case  of  such  a 
discharge  would  occur  if  a  short  circuit  at  the  busbars  of  a  gen- 
erating station  opens  while  the  transmission  line  is  connected 
to  the  generating  station. 

Let  r  =  the  total  resistance  and  L  =  the  total  inductance  of 
the  inductive  section  of  the  circuit;  also  let  g  =  0,  C—  0,  and 
L0  =  inductance,  C0  =  capacity,  r0  =  resistance,  g0  »  conduc- 
tance of  the  total  transmission  line  connected  to  the  inductive 
circuit. 

In  either  of  the  two  circuit  sections  the  total  length  of  the 
section  is  chosen  as  unit  distance,  and,  translated  to  the  velocity 
measure,  the  length  of  the  transmission  line  is 

K  =  *  =  VTJ\, 
and  the  length  of  the  inductive  circuit  is 

K  -  *t  -  y/TJ\  -  ();  <3W 

that  is,  the  inductive  section  of  zero  capacity  han  ^m  length 
when  denoted  by  the  velocity  measure  k%  or  \h  a  "iiiuhhimI  induc- 
tance." 

It  follows  herefrom  that  throughout  tho  rutin*  inductive 
section  A  =  0,  and  current^  therefore  incotiMtant  throughout  thin 
section. 

Choosing  now  the  transition  point  Mwwn  tin*  indiiclaiirr  and 
the  transmission  line  as  zero  of  i|ihIiuhm\  A      <>.  tJ"'  iu'hictance 
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is  massed  at  point  X  =  0,  and  the  transmission  line  extends  from 
;  =  0  to  A  =  ;0. 

Denoting  the  constants  of  the  inductive  section  by  index  1, 
those  of  the  transmission  line  by  index  2,  the  equations  of  the  two 
circuit  sections,  from  (290),  are 


t\  =  e-** 


{ (At  -  CJ  cos  qt  -  (Bt  +  DJ  sin  j*},1 


el  =  cle-u<t{(Al  +  Ct)  cos  qt-  (Bt-Dx)  sin  qt] 


h  =e-^{e+8A[A2cosq(X  -  t)  +  B2sinq(X  -  0] 


—  e 


[C2  cos  q  (X  +  t)  +  D2sin  q  (X  +  t)]}f 
e3  =  c2 1-"*  {[e  +iX  [A2  cos  q  (X  -  t)  +  B2  sin  q  (X  -  t)] 


(375) 


(376) 


+  e-A  [C2  cos  g  (X  +  t)  +  D2  sin  q  (X  +  t)]}, 

and  the  constants  of  the  second  section  are  related  on  those  of 
the  first  section  by  the  equations  (285) : 


where 


and 


A, 

=  axAx 

+  bfiv 

C 

Bt 

-«A 

-  \DV 

D 

o,= 

ct  +  ct 
2  c, 

*.- 

c,  -o2 
2  c, 

c 

-& 

C.--A  +  M..   1  (349) 


(280) 


(287) 


66.  In  the  inductive  section  having  the  constants  L  and  r, 
that  is,  at  the  point  X  =  0  of  the  circuit,  current  t,  and  voltage 
e,  must  be  related  by  the  equation  of  inductance, 


(377) 


Substituting  (375)  in  (377),  and  expanding,  gives 
c,  { (At  +  C,)  cos  qt  -  (5,  -  Dt)  sin  qt} 
=  (r  +  u0L)  { (At  -  C.)  cos  gtf  -  (5,  +  /),)  sin  qt) 
+  qL  { (A,  -  C,)  sin  </<  +  (B,  +  D,)  cos  #}, 
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cx  (A,  +  Ct)  -  (r  +  uJJ)  (A,  -  CO  +  qL  (B1+  Dt),  1 
Ci  {Bi  _Z),)  =  (r  +  «,L)  (5,  +  2>,)  -  qL  (At-  Ct).  J 


Writing 
and 

gives 
and 


A,  -  C,  =  M 


Ci  (A,  +  C.)  =  (r  +  tt„L)  M  +  3LAT    1 

,  J 


(379) 


(380) 


(381) 


c,  (J?!  -  *>,)  =  (r  +  tt„L)  AT  -  qLM 
which  substituted  in  (349)  gives 
A,=±  Uc  +  r  +  u^)M  +  qLN)^l(M  +  pN), 

B.-£-Uc  +  r  +  uJ,)N-  qLM\^1-(N  -  pM), 

Cj  .  ^  {9LiV-  (c  -  r  -  m0L)  M}^1-^  -  M), 

D2  =  I  |9LM  +  (c  -  r-  mJJ)  N]  ^\(pM  +  N),  J 

where  in  the  second  expression  terms  of  secondary  order  have 
been  dropped. 

Then  substituting  in    (375)    gives   the  equations   of  massed 
inductance: 

ix =£"***{ M  cos  qt  —  N  sin  qt }  ) 

e^^^l^r+u^M+qL^cosqt-^r  +  u^N-qLA^smqt]^ 

(382) 

If  at  t  =  0,  ex  =  0,  that  is,  if  at  the  beginning  of  the  transient 
discharge  the  voltage  at  the  inductance  is  zero,  as  for  instance 
the  inductance  had  been  short-circuited,  then,  substituting  in 
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(382),  and  denoting  by  t0  the  current  at  the  moment  t  —  0,  or  at 
the  moment  of  start,  we  have 


and 


t  =  0,  t,=  i„,  et=  0;  hence, 
M  =  t0, 

r  +  UoL 
"  qL      %0' 


■  -ut  J     t  ,  r  +  uoL  •    A 

i,  =  i0e     -  -j  cos  qt  H j-^  sin  ql  n 

e,  =  -2 — !=-  t„e  -'sin  qt. 


In  this  case 

A*      2  ' 

B,  -  -  ^  W  +  (r  +  «.L)*  +  c(r  +  «0L)} 

C'  2  ' 


(383) 


(384) 


2c9L 


D,  =  -^  { (qLf  +  (r  +  u0L)*  -  c  (r  +  «/,) } . 


(385) 


66.  In  the  case  that  the  transmission  line  is  open  at  its  end, 
at  point  X  =  X0, 

■      X  =  L, 


h  =  0; 


hence,  this  substituted  in  (376),  expanded  and  rearranged  as 
function  of  cos  qt  and  sin  qt,  gives  the  two  identities 

e  +*''0  (A  2  cos  qX0  +  B2  sin  qX0)  =  e  ~  ,x»  (C2  cos  qX0 + Dt  sin  qXa) 

and 

e  +^°  {A2 sin^0 - 52  cos  qXt)  =  -£-,x° (C2 sin  qX0 - D2sin  gA0). 


(386) 


Squared  and  added  these  two  equations  (386)  give 
e+2'*°  {A?  +  B22)  =  e-2li°  (C,2  +  Z>22). 


(387) 
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Divided  by  each  other  and  expanded  equations  (386)  give 

{Afix  -  fi2Z>,)  sin  2  qX0  -  (A2D2  +  Bfij  cos  2  9*0.    (388) 

Substituting  (381)  into  equations  (387)  and  (388)  gives 

e+2*{(qL)2  +  (c+r+u£)2\=e-2*{(qL)2+(c-r-uJ.y}    (389) 

{ (qL)2  +  (r  +  uj,)2  -  c2}  sin  2  ?A0  -  2  cgL  cos  2  gJt0.   (390) 

Since  2  sA0  is  a  small  quantity,  in  equation  (389)  we  can  sub- 
stitute 

f±»*  =  1  ±  2s;0; 

hence,  rearranging  (389)  and  substituting 


gives 
c  (r  +  ujj)-(u  -  u0)  X0  {(qL)2+(r  +  u0L)2  +  c2}  =  0.    (391) 

Since  (r  +  uJJ)  is  a  small  quantity  compared  with  &  {qL)2,  it 
can  be  neglected,  and  equations  (390)  and  (391)  assume  the  form 


{ (qL)2  -  c2}  sin  2  qX0  =  2  cgL  cos  2  gvl0 

c  (r  +  u0L)  -  (t*  -  O  ;0  {(9L)2  +  c2}  =  0, 

and,  transformed,  equation  (392)  assumes  the  form 

2cqL      m 


(392) 
(393) 


t&n2qX0  = 


(qL)2  -  &  ' 


or 


or 


q  =  -  £  tan  gJ0, 


+  j;  cot  ?^o. 


(394) 


hence  tan  2  g^  is  positive  U  qL  >  c,  as  is  usually  the  case. 
Expanded  for  u0,  equation  (393)  assumes  the  form 

_uX,\(qLy  +  <*}-Cr 
0       i.{(qL)*  +  <?)  +cL' 
or 


c 


(^) 


u       cL  +  kg\(qLy  +  <?} 


(395) 


s  = (u  -  u0). 
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From  equations  (394)  q  is  calculated  by  approximation,  and 
then  from  (395)  u0  and  s. 

As  seen,  in  all  these  expressions  of  g,  uof  s,  etc.,  the  integration 
constants  M  and  N  eliminate;  that  is,  the  frequency,  time  atten- 
uation constant,  power  transfer,  etc.,  depend  on  the  circuit  con- 
stants only,  but  not  oh  the  distribution  of  current  and  voltage 
in  the  circuit. 

67.  At  any  point  X  of  the  circuit,  the  voltage  is  given  by  equa- 
tion (376),  which,  transposed,  gives 

e  =  cf"Uol{c+i*  [(A2  cos  qX  +  2?,  sin  qX)  cos  qt 

+  (A2  sin  qX  -  B2  cos  qX)  sin  qt] 

*~tX  [(Ca  cos  qX  +  D2  sin  qX)  cos  qt 

-  (C3  sin  qX  —  D2  cos  qX)  sin  qt]}} 


+  e~ 


or  approximately, 

e  =  <*-*<*  {[(A3  +  C2)  cos  qX  +  (B2  +  DJ  sin  qX]  cos  qt 
+  [(A2  -  Cj)  sin  qX  -  (Bt  —  Dj)  cos  qX]  sin  <#} 

Similarly  to  equation  (381), 

A2  +  C2  =  ptf  ; 
A2  -  C2  =  M; 
B2  +  D2  =  #; 
*,-©,--  pM, 


(396) 


where 


qL 


then 


=  *-*4 


=  *-** 


t,  =  e 


(qL  cos  <^+c  sin  qX)  (N  cos  $  +  M  sin  #), 
(cos  ?^ sin  gd)  (Af  cos  qt  -  iV  sin  #); 


ex  =  gLs  ^  (AT  cos  qt  +  M  sin 
it  =  £-^  (j|f  cos  qt  -  Nmiqt) 


*} 


(397) 


(398) 
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If 


hence, 


ex  =  0  for  t  =  0, 
N  =  0; 

t\  =  i0t  "^  cos  gtf, 
et  =  gLi0e~Mo'  sin  gJ; 


?£ 


^2  =  V  ^  (cos  9^  ""       s^n  ?^)  cos  9*> 
e2  =  v~Mor  (qL  cos  g^  +  c  sin  g^)  sin  qt.  d 


Writing 


y/\  (M2  +  N>)  =  /„ 
the  effective  values  of  the  quantities  are 

/2  =  /^"""m  cos  g^  —  —  sin  qX\ 

E2  =  /of""0*  (gL  cos  qk  +  c  sin  g^).  , 
Herefrom  it  follows  that 

I2  =  0  for  >l  =  J0  by  the  equation 


or 

while 
gives 

that  is, 


cos  qX0  —  q  —  sin  qk0  =  0, 


q  =  -j:cot^0, 

q  — 2;tan^» 


qL  coaqX0  +  c  sin  qX0  =  0; 

E2  -  0  at  A  -  A,. 


(399) 


(400) 


(401) 


(402) 
(403) 
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At  the  open  end  of  the  line  X  =  X0  the  voltage  E%  by  substi- 
tuting (402)  into  (401)  is 

qh 


E2° 


Lr*- 


(404) 


cos  qX0  ° 

At  the  grounded  end  of  the  line  X  =  X0  the  current  /3,  by  sub- 
stituting (403)  into  (401),  is 

/o=ii?L_^.  (405) 

cos  qX0 

An  inductance  discharging  into  the  transmission  line  thus 
gives  an  oscillatory  distribution  of  voltage  and  current  along  the 
line. 

68.  As  example  may  be  considered  the  three-phase  high- 
potential  circuit,  comprising  a  generating  system  of  r  =  2  ohms 
and  L  =  0.5  henry  per  phase  and  connected  to  a  long-distance 
transmission  line  of  r0=  0.4  ohm,  L0  =  0.002  henry,  gr0=.0.2  X 
10~"6  mho,  C0=  0.016  X  10~6  farad  per  mile  of  conductor  or 
phase,  and  of  l0  =  80  miles  length. 


-\£- 


354,      c*  =  125,300; 


«■„  =  VLjC0  =  5.66  X  10-«; 
h  =  to  =  0-453  X  10-3; 

i  =  708, 

and  herefrom,  substituting  in  equations  (394)  and  (395), 
q  =  -  708  tan  (0.0259  q)°    (zero  voltage) 
=  +  708  cot  (0.0259  q)°     (zero  current), 


1 


_* 

u 


1 


0.618  <?  10-s  +  1.28 


100.35° 
3875 

185.64° 
7168 

273.83° 
10,572 

362.89° 
14,010 

452.32° 
17,463 

541.94° 
20,920 

i-^  = 

0.0946 

0.0302 

0.0142 

0.00816 

0.0047 

0.0037 

—  s  = 

95.8 
10.2 

102.8 
3.2 

104.5 
1.5 

105.1 
0.87 

105.5 
0.5 

105.6 
0.4 
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By  equation  (401)  the  effective  values  of  the  first  six  har- 
monics are  given  as 

(1)  Quarter-wave:  100.35°. 

qx  =  3875; 
«0  =  95.8; 

/  =  v-"0*  (cos  qX  -  5.48  sin  qX) ; 
E  =  1939  i/—*  (cosqX  +  0.182  sin  qX). 

(2)  Half-wave:  185.64°. 

q,  =  7168; 
u,  =  102.8; 

/  =  v-""*  (cos  qX  -  10.14  sin  qX); 
E  =  3585  v—*  (cos  qX  +  0.098  sin  qX). 

(3)  Three-quarter  wave:  273.83°. 

q,  =  10,572; 
«0  =  104.5; 

/  =  v-"0*  (cos  qX  -  14.90  sin  qX); 
E  -  5287  v-'*  (cos  gA  +  0.067  sin  qX). 

(4)  Full  wave:  362.89°. 

qt  =  14,010; 

u0  =  105.1; 

/  =■  v-"0*  (cos  qX  -  19.8  sin  g>l); 

E  =  7005  v-""  (cos  qX  +  0.050  sin  $A). 

(5)  Five-quarter  wave:  452.32°. 

ft  =  17,463; 
m0  =  105.5; 

/  =  to£-«.'  (cos  g;  _  24.65  sin  qX); 
E  =  8732  v-*  (cos  </A  +  0.040  sin  qX). 
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(6)  Three-half  wave:  541.94°. 

g,  =  20,920; 
«0  =  105.6; 

/  =  ij~**  (cos  qX  —  29.6  sin  qX) ; 
E  =  10,460  i^**  (cos  qX  +  0.033  sin  qX). 
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VELOCITY  FUNCTIONS  OF  THE  ELECTRIC  FIELD 


In  the  study  of  the  propagation  of  the  electric  field  through 
space  (wireless  telegraphy  and  telephony),  a  number  of  new 
functions  appear  (Section  III,  Chapter  VIII). 

By  the  following  equations  these  functions  are  defined,  and 
related  to  the  "Sine-Integral"  Si  x>  the  "Cosine-Integral"  Ci  x, 
and  the  "Exponential  Integral,"  Ei  x7  of  which  tables  were 
calculated  by  J.  W.  L.  Glaisher  (Philosophical  Transactions  of 
the  Royal  Society  of  London,  1870,  Vol.  160) : 


col 


Jr°°  sin  u 


du 


[        V?     u5     u7 

/    I«!  l!d  !«I 

7M_3|3+5l5~7j7_+-' 


du 
u 

r 


"2     1X    3|3+5|5     7|7+     "• 


=  C08X 


1_|2+J4_J6  + 

X      7?      & 


-I--1 


-fsinx 


1  _£+!£_£+_. 


X2      3* 


Xs 


-|-Si, 


n      Cx  sin  u  , 
2     J0       u 
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Jx  « 

/**r     «2   «*   ««  )du 

-I  I'-g+rE*"-)* 

/.        i«2   i«<  iue  /• 

=/l0gM"2|2+4l4-6l6+---/ 

1  1       f  1  x2     1  x4     1  x6    1  x8  1 

r+jlog^J  +|2l2-4]4+6l6-8i8 +_'  '  •} 


=  COS  X 


ri j£+j£_H+_. 

I2      I4      X8      I8 


— sinx 


fl     |2     J4     |3 


.-a(x) 

J^x  COS  u 


u 


cfa; 


where 

r=0.5772156  .  .  . 

— du  =  I      — du 

x     u  J-x     u 


U*      U* 


du 
u 


=1    {1+w+]2+J3+Ji  +  --- 

/.  1  w2     1  u3     1  u* 

=/logu+M+2|2+3|3+4|-4+--. 


/« 


1  1  X2       1  X3       1  X4 

r+Ilogx4+x  +  2f2+3f3+4^  +  .. 
fl     1      |2     |3     |4 

[X       X2      X3      X4      X5 

-Eix 


where 


-/-C*; 

•/</>  l> 


3  is  given  by:  expl  q=0  as:    9  =  0.37249680  . 
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f*r         «2  u8  v*  )du 

/,  1  M2      1  U8      1  tt4  /* 

=/log«-«+2|2-3j3+4||-+.../ 

I  ,        J       f        lx2     lx8     ll4  1 

=  -    r+j log^J  +  ^-2]2+3]3-4i4;+--  ■  •] 

_J1     1    .!?     |3     J4     ^ 


=  -Ei(-x) 


•Zoo 


■dti. 


Tables  of  these  four  functions,  reduced  from  the  Glaisher 
tables,  are  given  in  the  following  for  6  decimals,  and  their 
first  part  plotted  in  Fig.  103. 

These  functions  have  the  following  properties: 


col  0  =  2 

silO-  +oo 
expl  0  =  +  oo 
expl  9  =  0 


col  oo 


=0 


sil  oo  =0 

expl  ( +  oo )  =  —  oo 
expl  (— oo)=0 


col  x  has  maxima  at  the  even,  sil  x  at  the  odd  quadrants, 
and  these  maxima  are  alternately  positive  and  negative;  that  is, 


col  ~2s 


=  max. 


sil  <r(2s-l)  =  max. 


s  =  integer  number. 
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i.e 

\ 

l  4 

1 

\ 

wix^/lkii  du 

expl  x=^£     ^        du 

1  q 

\ 

i  J 

\ 

1  i 

\ 

BgnjUV*/.                     .1., 

i  it 

* 

*  1 

J 

i 

-\ 

.4 

N 

ril   3 

t 

i 

/ 

^ 

i 

4- 

t£J 

^/ 

/ 

,0 

nfr 

«& 

j/ 

• 

- 

n 

^lu>* 

1 

1     > 

X= 

1 

1 

.5      1.0      1.5     2.0     2.5      8.0     3.5     4.0     4.5     6.0     5.5     6.0      6.5      70    75 

Fig.  103. 
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For  large  values  of  s,  the  numerical  values  of  these  maxima 
approach  the  values: 

col  J  2s        =(-l/-; 

2  v         '    7CS' 

silJ(2s-lH(-l)':     2 


2^       '     v       '  n(2a-l)' 

for:  s>40,  the  approximation  is  correct  to  the  6th  decimal. 
For  small  values  of  x,  the  approximations  hold: 

silx  =  log- -0.5772156, 

col  X  =  ^. 

For  large  values  of  x,  it  is: 

2  sin  x      ..         2  sin  x 

<sil  x< —  — , 

itn\  itri2 

2  cos  x        ,       2  cos  x 

<col  x< . 

nri2  nn\    * 

where  nx  and  n2  are  the  two  successive  quadrants,  between 
which  x  lies.     For  instance: 

x  =  40; 
40  =  25.5x|; 
nx  =  26; 
n2=25. 


sin  x  =  sin  1.5^  =  0.707, 


cos  x  =  cos  1.5- =  -0.707, 
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and  0.01725  <  sil  x<  0.01805, 

-0.01805  <  col  x  <  -0.01725. 
It  is,  approximately,  for  large  values  of  x,  if : 


x=2u+v> 


where 


col  x  =  col  jtWCOS  v, 


sil  x=sil  ;rucos  v, 


"2<V<+2' 


and  u  is  the  nearest  even  quadrant  to  x,  for  col  x,  and  the  nearest 

odd  quadrant  to  x,  for  sil  x,  and  col  ^  u  or  sil  ^  w  are  given  by 
Table  VII. 

For  instance : 

x  =  40 
uj=26  w2  =  25 

Vi=  -0.785  r'2= +0.785 

col  26  *  =  -0.0245  sil  25  |  =  0.0254 

cos  ( -0.785)  =0.707  cos  0.785  =  0.707 

col  40=  -0.01730  sil  40  =  0.01795 

From  the  series  expressions  of  these  functions  follows: 
col  (  —  x)     =7:  — col  x 
sil  (  — x)      =sil  x 
expl  (jx)     =  sil  x  +  j  col  x  -  /  4y 
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expl  (-;» =al  x-j  col  x +j  J 

col  (±/x)   -  ±|{expl  x-expl  (- j)j  +/- 

sil  (±jx)    =2Jexpl  x+expl  (-x)j 
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TABLE  I 
Col  x  and  sil  x  from  0.00  to  1.00 


X 

cola; 

J 

silx 

A 

+ 1 .  570  im 

GO 

.00 

10  000 
9  999 
0  999 
9  998 
9  997 

.01 
,02 
.03 
.04 

1.560  796 
1.550  797 
1.540  798 
1.530  800 

+  4,027  980 
3.334  907 
2,929  567 
2.642  060 

693  073 
405  340 

287  507 

222  918 

0,1 

i  520  tm 

2  419  142 

9  995 
9  993 

9  mo 

9  0S8 
9  985 

182  047 
153  820 
133  156 
117  359 

104  886 

,06 
.07 
-OH 
.0*1 

1.510  80S 
1.500  815 
1.490  825 
1.480  837 

2.237  095 
2.083  269 
1.950  113 
1.832  754 

10 

1,470  852 

t . 727  868 

.11 

.12 
.13 

.14 

1.460  870 
1  450  892 
1.440  918 

1  430  ma 

9  982 
9  978 
9  974 
9  969 
9  965 

1.633  083 
1  546  646 

1  467  227 
1.393  793 

94  785 
86  437 
79  419 
73  434 

i;. 

I   420  984 

1.325  524 

68  269 

9960 

9  955 
9  949 
9  943 
9  937 

.16 
,17 
.18 
.19 

1.411  024 

1.401  060 
1.391  120 
1.381  177 

1.201  759 
1201  957 
1J45  672 
1.092  527 

63  *  65 
59  802 
56  285 
53  145 
.50  321 

20 

1  371  240 

1.042  206 

9  330 

9  923 
9  916 
9908 
9900 

47  769 
45  449 
43  332 
41  390 
39  603 

.21 
.22 
.23 

,24 

1,361  310 
1  351  387 

1.341  471 
1.331  563 

.994  437 
948  988 
.905  656 
.864  266 

,25 

1.321  063 

.824  663 

9  K92 
9  H83 
9  875 
9  865 
9  856 

37  953 
36  423 
35  001 
33  676 
32  437 

.26 
,27 

.29 

1311  771 

1.301  888 
1.292  013 
1 ,282  148 

786  710 
750  287 
715  286 
6SI  610 

30 

1  272  21)2 

649  173 

9  845 
9  836 
9  825 
9  814 
9  803 

31  277 
30  186 
29  161 
28  191 
27  279 

31 

.32 

.33 

3-1 

1.262  447 
1.252  611 
1.242  786 
1.232  972 

617  896 
587  710 
558  549 
530  355 

35 

1  223  it>9 

503  076 

9  791 
9  779 
0  767 
9  755 
9  742 

26  414 
25  594 
24  815 
24  074 
23  369 

.36 
.37 

.38 
,39 

1.213  37S 
1,203  S&& 
1.193  832 
1   184  077 

470  661 
451  067 
426  252 
402  178 

40 

1.174  335 

378  809 

9  729 
9  715 
R  702 
9  68S 
9  673 

.41 
.42 

44 

1.164  606 
1   154  891 
1.145  im 
1.135  501 

356  114 
334  062 
312  625 
291  776 

22  69a 
22  052 
21  437 

20  4H9 
20  2S4 

45 

1.125  82S 

271  492 

9  658 
9  644 
9  628 
9  613 
9  596 

46 
.47 
AH 
,411 

1,116  170 

1,106  526 

1.086  898 

1.087  285 

251  749 

232  526 

.213  903 

195562 

19  1 43 
19  223 
is  723 
18  241 

17  778 

50 

+  1  077  6*9 

+  0 

177  784 
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£ 

Ct>l  J 

J 

-il  r 

J 

50 

+  1.077  689 

9596 

+0.177  784 

17  778 

.51 
.52 

,54 

I  068  108 
1058  545 
1.048  998 

1.039  448 

9  581 
9  563 
9  547 
9  530 

9  512 

160  453 

.143  554 

.127  071 

110  990 

17  331 

16  899 
16  483 
16  081 
15  690 

55 

1.029  956 

095  300 

9  495 
9  476 

9  458 
9  439 

9  421 

15  314 
14  949 
14  596 
14  251 
13  919 

56 
.57 
.58 
.59 

1  020  461 

1.010  985 

1.001  527 

.992  088 

.079  986 
.065  037 
.050  441 
.036  190 

go 

982  667 

.022  271 

9  401 
9  381 
9  362 
9  341 
9  321 

13  516 
13  281 
12  976 
12  678 
12  390 

.62 
.63 
,64 

.973  266 

.963  885 
954  523 
.945  182 

+    .008  675 

-  .004  606 

-  .017  582 
-    ,030  260 

65 

.935  861 

-    .042  650 

9  300 
9  279 
9  258 
9  236 
9  214 
9  192 
9  169 
9  147 
9  124 
9  100 

12  108 
11  833 
11  567 
11  305 
11  052 

.66 

.67 

69 

.926  561 
.917  282 
.908  024 
.898  788 

-    .054  758 

-  .066  591 

-  .078  158 

-  0SU463 

.70 

.889  574 

-    ,100  515 

,71 
72 
.73 
.74 

♦  880  382 

.871  21 a 

.862  066 
.852  942 

-  Ill  318 

-  .121  879 

-  .132  203 

-  ,142  296 

10  803 
10  561 
10  324 
10  093 

75 

.843  842 

-    .152  164 

9  868 

.7$ 
.77 
.78 
♦79 

.834  765 
.825  713 
.816  684 
.807  680 

9  077 
9  052 
9  029 

9004 
8980 

-  .161  810 

-  ,171  240 

-  .180  458 

-  -189  470 

9  646 
9  430 
9  218 

9  012 

80 

.798  700 

-    ,198  279 

8  809 

8  954 

8  1*29 
8904 
8  878 
8  851 

.81 
♦82 
.83 
♦84 

,789  746 
♦780  817 
771  913 
,763  035 

-  ,206  889 

-  215  305 

-  .223  530 

-  .231  568 

-  .239  423 

-  .247  Mta 

-  .251  mi; 

-  .261  mia 

-     269  07*> 

8  601 
8  416 
8  225 

8  038 

85 

.754  184 

7  8,Vi 

8  825 
8  798 
8  772 
8  745 
8  718 
8~689 
8  662 
8  634 
8  605 
8  577 
H  548 
H  JilK 
H  11*0 
H  1MI 

H  130 

♦86 
.87 
.88 
89 

.745  358 
.736  560 
.727  788 
.719  043 

7  67 ;» 

7  499 

7  *M 

7  UMt 

90 

710  325 

-    .276  WS                *m 

JJ 

.92 
93 
,04 

.701  636 
.692  974 
.684  340 
.675  735 

2S2  Sllil                 xv  ^ 
■  nn  *****      i           H  uui 

:uo  ma            ' 

m*+         lift 

IV  M     *%v| 

95 

.667  158 

m 

.97 
98 
M 

.658  610 

.650  092 
.641  602 
.633  143 

106 

+  0.624  713 
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TABLE  n 
Expi  r  ami  t-xpt  (  -x>  from  0.00  to  1. 00 


I 

exp]  £ 

J 

expl  (— jr) 

J 

f  y. 

oc 

.00 

703  223 
415  591 
297  859 
233  372 

.01 
.02 
.03 
04 

+  4.017  929 
3,314  707 
2.899  116 
2.601  257 

+  4,037  930 
3.354  708 
2.959  119 
2  681  264 

684  222 
395  589 
277  855 
213  366 

06 

2  367  885 

2.467  898 

192  602 

164  483 
143  910 
128  220 
115  851 

172  591 
144  469 
123  897 
108  196 

95  821 

.06 
.07 

.08 
09 

2.175  283 
2.010  800 
1.886  884 
1  738  664 

2.295  307 
2.150  83S 
2.026  941 
1,918  745 

10 

1622  813 

1.822  924 

105  854 
97  609 
90  695 
S4  814 
79  754 

85  817 
77  565 
70  643 
64  753 

59  684 

.11 
.12 
.13 
.14 

1.516  959 
1,419  350 
1.328  655 

1.243  841 

1.737  107 
1,659  542 
1.588  899 
1.524  346 

15 

1  164  086 

1  464  462 

75  355 

71  497 

68  087 
65  052 
62  335 

55  275 
51  406 
47  985 
44  938 
42  207 

16 
.17 
.18 

.19 

1,088  731 

1.017  234 

.949  148 

.884  096 

1,409  187 
1,357  781 

1.309  796 
1.264  858 

20 

821  761 

1  222  651 

59  889 
57  676 
55  666 
53  832 
52  153 

39  749 
37  522 
35  497 
33  648 
31  952 

.21 
.22 

23 
,24 

.761  872 
.704  195 
.$48  529 
,594  697 

1.182  902 
1.145  380 
1.109  883 
3  076  235 

25 

.  542  543 

1.044  283 

50  611 

49  191 
47  878 
46  662 
45  533 

30  394 
28  956 
27  625 
26  300 
25  241 

.26 
.27 
.28 
.29 

.491  11:12 
.442  741 
<394  863 
.348  202 

1.013  mt 
,984  933 
,957  308 
.930  918 

30 

.302  669 

905  677 

44  482 
43  503 

42  588 
41  732 
40  929 

24  171 
23  171 
22  234 
21  355 
20  531 

.31 

.32 
M 

.258  186 

.214  683 

■   ,172  095 

.130  363 

,881  506 
.858  335 
.836  101 
,814  746 

35 

.089  434 

.794  215 

40  176 
39  468 
38  801 
38  173 
37  581 

19  753 
19  021 
18  329 
17  675 
17  057 

,36 
.37 
,38 

M 

.049  258 
+  .009  790 

-  .029  Oil 

-  .067  185 

,774  462 
.755  441 
,737  112 
,719  437 

40 

HU  765 

702  380 

37  021 
36  492 
35  991 
35  517 
35  06R 

16  470 
15  913 
15  384 

14  880 
14  402 

41 
42 
43 
14 

.141  786 

!  -  .178  278 

-  .214  270 

.249  787 

,685  910 
.669  997 
.654  613 
.639  733 

1,1 

284  #55 

,625  331 

34  642 
34  238 
33  854 
33  489 
33  142 

46 
.47 

.48 
.49 

319  497 

-  .353  735 

-  .387  589 

■   421  078 

<6U  387 
.597  877 
.584  784 
,572  089 
+  0  559  774 

13  944 
13  510 
13  093 
12  695 

.ilt 

-0  454  220 

12  315 
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X 

expl  x 

J 

expl  (-x) 

J 

50 

-0.454  220 

33  142 

+  0.559  774 
.547  822 

.536  220 
.524  952 
.514  004 

12  315 

32  812* 
32  498 
32  200 
31  915 
31  645 

11  952 
11602 
11  268 
10  948 
10  640 

.51 

.53 
-54 

-  .4*7  032 

-  .519  531 

-  .551  730 

-  .583  646 

-  .615  291 

55 

.503  364 

31  387 
31  141 
30  907 
30  684 
30  472 

10  344 

10  060 

9  7*7 

9  523 

9  270 

.56 
.57 
.58 
.59 

-  .646  677 

-  .677  819 

-  .708  726 

-  .739  410 

-  .769  881 

.493  020 

.482  960 
.473  173 
.463  650 

.454  :wf  ~ 

60 

30  269 
30  076 

29  892 
29  717 
29  550 

9  027 
8  791 
8  565 
8  345 
8  135 

61 
.62 
.63 
.64 

MOO  150 

-  .830  226 

-  .860  119 

-  ,889  836 
.910  386 

.445  353 
.436  562 
.427  997 
.419  652 

65 

.411  517 

29  392 

29  241 
29  079 
28  960 
28  831 

7  931 

7  733 
7  544 

7  359 

7  181 

66 

.68 
.69 

-  .948  778 

-  ,978  019 
-1.007  116 
-1.036  077 

-f  064  907 

.403  586 
.395  853 
,388  309 
.380  950 

.70 

.373  769 

.366  760 
.359  918 
,353  237 
.346  713 

28  707 
28  590 
28  479 
28  374 
28  275 

7009 
6  842 
6  681 
6  524 
6  372 

71 
.72 
,73 
.74 

-  1  093  615 
-1.122  205 
-1,150  684 

-1.179  058 

75 

-1.207  333 

.340  341 

28  181 

28  092 
28  008 
27  920 
27  855 

6  226 
6  083 
5  944 
5  811 
5680 

.76 

.77 
.78 
.79 

-1.235  513 
-1.263  605 
-1.291  613 
-1.319  542 

.334  115 
.328  032 
.322  088 
.316  277 

80 

-1.347  397 

.310  597 

27  785 
27  720 
27  659 
27  603 
27  550 

5  554 
5  432 
5  312 
5  196 
5084 

M 
.82 
.83 
,84 
85 

-1.375  182 
-1.402  902 
-1.430  561 
-1,458  164 

- 1 .485  714 

.305  043 
.299  611 
.294  290 
,289  103 
.284  019 

27  502 
27  457 
27  416 

27  370 
27  345 

4  974 

4868 
4  764 
4  664 
4  565 

.86 
.87 
.88 
.89 

-1.513  216 
-1.540  673 

-1.568  089 
-1.595  467 
-1.622  812 

,279  045 

,274  177 
.269  413 
.264  749 

00 

,260  184 

27  314 
27  287 
27  264 
27  243 
27  226 
27  211 
27  200 
27  102 
27  186 
27  183 

4  470 
4  378 
4  286 
4  199 
4  113 

.91 
.92 
.93 
.94 

-1.650  126 
-1.677413 
-1.704  677 
-1.731  920 

.255  714 
.251  336 
.247  050 
.242  851 

95 

-1.759  146 

.238  738 

4  030 

3  948 
3  869 
3  791 

3  716 

.96 
,97 

.98 
.99 

-1.786  367 
-1,813  557 
-1.840  749 
-1,867  935 

.234  708 
.230  760 
.226  891 
.223  100 

1.00 

-1.895  lis 

+  0.219  384 
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TABLE  III 
x  and  sil  x  from  0.0  to  5.0 

X 

col  J 

J 

ail  x 

J 

+  1.570  796 

00 

.0 

■ 

,1 
.2 

.4 

1.470  852 
1,371  240 
1  272  292 
1 . 174  335 

+  1,727  868 

1,042  206 

.649  173 

,378  809 

5 

1,077  689 

177  784 

"  +  82  602  * 

79  362 
75  911 
72  269 

68  457 

♦  6 
7 

9 

.982  667 
♦889  574 
.798  700 
.710  326 

+  .022  271 

-  .100  515 

-  .198  279 

-  .276  068 

1  0 

.624  713 

-  .337  404 

11 
1.2 
13 
1,4 

.542  Ul 
.462  749 
.387  838 
.314  570 

-  .384  $73 

-  .420  459 

-  .445  739 

-  .462  007 

+  47  469 
35  586 
25  279 
16  268 

1.5 

.246  113 

-  .470  356 

8  349 

1.6 
1.7 

1  u 

.181  616 

.121  204 

.064  979 

+  .013  021 

64  497 
60  412 
56  225 
51  958 
47  63S 

-  ,471  733 

-  .466  968 

-  .456  811 

-  ,441  940 

+  1  377 
-  4  765 
-10  157 
-14  871 

2.0 

-  .034  617 

.422  981 

—  18  959 

2.1 
2,2 

2.3 
2.4 

-  ,077  902 

-  .116  839 

-  .151  411 

-  .18  689 

43  285 

38  927 
34  582 
30  278 
26  035 

-  .400  512 

-  .375  075 

-  +347  176 

-  ,317  292 

-22  469 
-25  437 

-27  899 
-29  sS4 
-31  421 

25 

-  .207  724 

-  ,285  871 

2.6 
2,7 
2,8 
2.9 

-  .229  598 

-  .247  416 

-  ,261  300 

-  .271  394 
-  .277856 

21  874 
17  818 
13  884 
10  094 
6  462 

■  253  337 

-  .220  085 

-  . 186  488 

-  .152  895 

-32  534 

-33  252 
-33  597 
-33  593 
-33  265 

30 

-  .119  630 

3,1 
3  2 
3.3 
3,4 

-  .280  863 

-  .280  605 

-  .277  284 

-  .271  118 

+  3  007 

-  258 

-  3  319 

-  6  166 

-  8  789 

-  .086  992 

-  .055  257 

-  ,024  678 
+  .004  518 

-32  638 

-31  735 
-  30  579 
-29  196 
-27  610 

3.5 

-  .262  329 

.032  129 

3  6 
3  7 

38 
39 

-  +  25l  152 

-  .237  825 

-  .222  594 

-  ,205  705 

-11  177 

-  13  323 
-15  231 
-16  889 

-  18  298 

.057  974 

,081  901 
.103  778 
.123  499 

-25  846 

-  23  927 
-21  877 
-19  721 

V  I) 

187  407 

,140  982 

—  17  483 

4.1 
4,2 
4  3 
4  4 

-  . 167  947 

-  i 147  572 

-  .126  524 

-  .  105  038 
.083  344 

I'.i  4  on 

20  375 

-21  048 

-21  486 

-21  694 

.156  165 
.169  013 
.179  510 
.187  660 

-15  183 
-12  848 
- 10  497 
-  8  150 

4.5 

.193  491 

-  5  831 

4   6 
47 
4.8 
4,9 

-  .061  664 

-  .040  209 

-  .019  179 
+  .001  237 

-21  680 

-  21  455 

-  21  030 
^20  416 

-19  628 

.197  047 

,198  391 
.197  604 
,194  780 

-  3  556 

-  1  344 
+   787 

2  824 

5.0 

+  0.020  865 

+  0,190  030 

+  4  750 
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TABLE   IV 
expl  x  and  expl  (  —  x)  from  0.0  to  5.0 


X 

expl  x 

+    / 

J 

expl  (— z) 

J 

.0 

00 

.1 
.2 
,3 

.4 

+  1.622  813 

+   .821  761 
+   .302  669 
-   .104  765 

+  1.822  924 
1  222  651 

.905  677 
.702  380 

,5 

454  220 

559  774 

272  260* + 
274  714 
270  306 
285  809 
294  078 
~  304  034 
315  643 
328  904 
343  846 
360  521 

6 

.7 
.8 

769  88 1 

-  1.064  907 

-  1,347  397 

-  1  622  812 

.454  380 

.373  769 
.310  597 
,260  184 

1.0 

-  1  S95  UK 

.219  384 

33  393 
27  583 
22  957 
19  232 
16  199 

11 
12 
1.3 
14 

-  2.167  378 

-  2,442  092 

-  2.721  399 

-  3.007  207 

.185  991 

.158  408 
.135  451 
.116  219 

15 

-  3,301  285 

-  3  605  320 

-  3.920  963 

-  4  249  868 

-  4.593  714 

-  4.9^1  234 

,  100  020 

rose  308 

074  655 
.064  713 
.056  204 

.048  901 

1  6 
17 
IS 
19 

13  712 

11  653 

9  942 

8  509 

7303 

2,0 

379  001 
399  379 
421  766 
446  289 
473  096 
"502  349 
534  233 
568  950 
606  726 
647  SOS 
692  468 
741  002 
793  739 
851  034 
913  279 

2  1 
2,2 
2  3 
2.4 

-  5.333  235 

-  5.732  615 

-  6.154  381 
-  6.600  670 

,042  614 
.037  191 
.032  502 
028  440 

6  287 
5  423 

4  689 
4  062 
3  525 

2  5 

-  7  073  766 

+024  915 

2,6 
2.7 

2.8 
2,9 

-  7,576  115 

-  8.110  347 

-  8.679  298 

-  9,286  024 

.021  850 
.019  182 
♦  016  855 

014  vjt 

3  065 
2  668 
2  327 
2  031 

1  776 

3,0 

-  9.933  833 
-10.626  300 
-11,367  303 
-12  161  041 
-13.012  075 

013  04!S 

1  554 

1  361 
1  194 
1  048 

3  1 
3,2 

3.3 
34 

Oil  494 

.010  133 
.008  939 
.007  891 
♦  006  970 

3,5 

- 13  925  354 

921 

980  900 
1.054  365 
1.134  183 
1220  912 
1.315  160 
1  417  592 
1,528  934 
1.649  979 

1  781  593 
1.924  723 
2. 080"  403 

2  249  760 
2.434  030 
2  634  561 
2.852  825 

3,6 
3.7 
3.8 
3.9 

-14,908  254 
-15,960  619 
-17.094  802 
-18.315  714 

006  160 
.005  448 
.004  820 

004  267 

810 
712 
628 
553 

488 

4  0 

-19,630  874 

.003  779 
.003  349 
.002  969 
.002  633 

(K.I2  :W6 

.002  073 

41 
4.2 
4.3 
4  4 

4  5 

-21,048  467 
-22.577  401 
-24,227  380 
-26,008  973 
-27.933  697 
-30.014  099 
-32,263  860 
-34,697  890 
-37.332  451 

430 

380 
336 
297 
263 

232 

206 
182 
162 

4.6 

4.7 
4,8 
4.9 

.001  841 
.001  635 
.001  453 
.001  291 

5.0 

-40  185  275 

+  0.001  148 

143 
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TABLE  V 

Col  xt  sil  x,  expl  x,  and  expl  (— x)  from  0  to  15 


X 

col  X 

silx 

expl  x 

expl  (— x) 

X 

X° 

0 

+  1.570796 

00 

00 

oo 

0 

0 

1 
2 
3 
4 

+ 

.624713 
.034617 
.277856 
.187407 

-.337404 
-  .422981 
-.119630 
+  .140982 

1.895118 

4.954234 

9.933833 

19.630874 

+ .219384 
.048901 
.013048 
.003779 

1 
2 
3 
4 

57.2958 
114.5916 
171.8874 
229.1832 

5 

+ 

.020865 

+  .190093 

40.185275 

.001148 

5 

286.479 

6 
7 
8 
9 

+ 
+ 

.146109 
.116200 
.003391 
.094244 

+ .068057 
-.076695 
-.122434 
-  .055348 

85.990 

-  191.505 

-  440.380 

-  1037.878 

.000360082 
.000115482 
.000  37666 
.000012447 

6 

7 
8 
9 

343.775 
401.071 
458.366 
515.662 

10 

- 

.087551 

+  .045456 

-  2492.229 

.000004157 

10 

572.958 

11 
12 
13 
14 

+ 
+ 
+ 

.007511 
.065825 
.071435 
.014585 

+  .089563 
+  .049780 
-.026764 
-.069396 

-  6071.406 

-  14959 

-  37198 

-  93193 

.000001400 
.000000475 
.000000162 
.000000056 

11 
12 
13 
14 

630.254 
687.550 
744.846 
802.142 

15 

- 

.047398 

-.046279 

-234956 

+  .000000019 

15 

859.438 
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TABLE  VI 
col  x  and  sil  x 


- 

CO'  X 

sil  x 

* 

col  X 

sil  x 

0 

+  1.570  796 

00 

150 

+  .004  6i.O 

+  .004  796 

5 

+ 

.020  865 

+  .190  093 

160 

-.006  089 

-.001  409 

10 

— 

.087  551 

+  .045  456 

170 

+  .005  529 

-.002  006 

15 

— 

.047  398 

-.046  279 

180 

-.003  349 

+  .004  432 

20 

+ 

.022  555 

-.044  420 

190 

+  tOOO  377 

-.005  249 

25 

+ 

.039  314 

+  .006  849 

200 

+ .002  414 

+  .004  378 

30 

+ 

.001  040 

+  .033  032 

300 

-.000  085 

+  .003  332 

35 

— 

.026  126 

+  .011  480 

400 

-.001  319 

+  .002  124 

40 

— 

.016  189 

-  .019  020 

500 

-.001  770 

+ .000  932 

45 

+ 

.012  081 

-.018  632 

600 
700 
800 

-.001  665 
-.001  198 
-.000  559 

-.000  076 
-  .000  779 
-.001  US 

50 

+ 

.019  179 

+  .005  628 

900 

+  .000  075 

-.001  109 

55 
60 

+ 

.000  072 
.015  949 

+ .018  173 
+  .004  813 

1  000 

+  .000  563 

-.(MM)  S26 

65 
70 

.006  675 
.009  201 

-.012  847 
-.010  922 

+ 

2  000 

-.000  183 

-  .(MM)  465 

75 

+ 

.012  217 

+ .005  332 

3  000 

-.000  325 

.(MM)  073 

80 

— 

.001  535 

+ .012  402 

4  000 

-  .(MM)  182 

\   .000  171 

85 

— 

.011  602 

+  .001  935 

5  000 

+  .(MM)  031 

\    (MM)  IDS 

90 

— 

.004  867 

-.009  986 

6  000 

+  .000  151 

♦  .(MM)  071 

95 

+ 

.007  760 

-.007  110 

7  000 

8  (MX) 

9  (MX) 

10  (MM) 

+  .000  123 

+  .(MM)  (M)S 

.(MM)  088 

(MM)  (MIA 

(MM)  072 
(MM)  12ft 
(MM)  (MIS 

100 

+ 

.008  571 

+ .005  149 

110 



.009  084 

+ .000  320  ; 

{  (MM)  o:ti 

120 

+ 

.007  824 

-.004  781 

— 

130 

— 

.002  880 

+  .007  132 

11  (MM) 

(MM)  nvm 

I  (MM)  oh; 

140 

— 

.001  363 

-.007  Oil 

KM)  (MM) 
1  (MM)  (MM) 

(MM)  010 
{  (MM)  (MM 

(MM)  (MM) 
(  (MM)  (MM) 

150 

+ 

.004  630 

+  .004  796 
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TABLE  VII 


Maxima  and  Minima  of  col  — x  and  ail  — x 


X 

col|x 

2      .  K 

col— X 

KX                2 

X 

•i  * 
8x1  -? 

2   ..  * 

Sll  -jzX 

nx           2 

0 
2 

+1 

+ 
+ 

.570  796 
.281  141 
.152  645 
.103  966 
.078  635 

*(-l)2 

1 

3 

+ 

.472  001 
.198  408 

4 
6 

8 

5 

- 

.123  772 

7 

9 
11 
13 

+ 
+ 

.089  564 
.070  065 
.057  501 
.048  742 

x+l 

*(-D  2 
374 

10 

- 

.063  168 

494 

12 

+ 
+ 

.052  762 
.045  289 
.039  665  • 
.035  281 

290 

184 

123 

94 

229 

14 
16 
18 

15 
17 
19 
21 
23 
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Acceleration  constant  of  traveling  wave 466 

Air  blast,  action  in  oscillating-current  generator 75 

pressure  required  in  oecillating-current  generator 75 

Alternating-current  circuit  and  transient  term  of  fundamental  frequency  473 

distribution  in  conductor 369 

transformer  operating  oecillating-current  generator 87 

transmission,  equations  of  traveling  wave 477 

wave  as  traveling  wave  without  attenuation 472 

Alternator  control  by  periodic  transient  term  of  field  excitation 223 

Aluminum  cell  rectifier 222 

effective  penetration  of  alternating  current 378 

Amplitude  of  traveling  wave 465 

of  wave 438 

Arc,  and  spark 249 

continuity  at  cathode 249 

lamp,  control  by  inductive  shunt  to  operating  mechanism 131 

machine 230 

as  rectifier 221 

current  control 220 

properties 249 

rectification 249 

rectifiers 222 

resistivities 9 

starting 249 

Arcing  ground  on  lines  and  cables,  as  periodic  transient  phenomenon  . .  23 

Armature  reactance,  reaction  and  short-circuit  current  of  alternator 199 

Attenuation  of  alternating  magnetic  flux  in  iron 361 

constants 434 

of  traveling  wave,  and  loading 462 

Booster,  response  to  change  of  load 158 

Brush  arc  machine 221,  230,  242,  248 

Building  up  of  direct-current  generator 32 

of  overcompounded  direct-current  machine 49 

Cable,  high-potential  underground,  standing  waves 452 

opening  under  load 112,  1 18 

short-circuit  oscillation 1 13,  1 18 

starting Ill,  117 

transient  terms  and  oscillations 98,  102 

561 
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Capacity,  also  see  Condenser. 

and  inductance,  equations 48 

and  velocity  of  propagation 400,  401 

distributed  series 348 

energy  of  complex  circuit 517 

in  mutual  inductive  circuit 161 

of  electric  circuit 1 12 

range  in  electric  circuit 13 

representing  electrostatic  component  of  electric  field 5 

shunting  direct-current  circuit 133 

specific,  numerical  values 11 

suppressing  pulsations  in  direct-current  circuit 134 

Cast  iron,  effective  penetration  of  alternating  current 378 

Cathode  of  arcs 249 

Charge  of  condenser 51 

of  magnetic  field 27 

Circuit,  complex,  see  Complex  circuit. 

control  by  periodic  transient  phenomena 220,  223 

electric,  speed  of  propagation  in 422 

Closed  circuit  transmission  line 306 

Col  al . 392,  394 

Commutation  and  rectification 222 

.  as  transient  phenomenon 40 

Commutator,  rectifying 229 

Complex  circuit,  of  waves 498 

power  and  energy 513 

resultant  time  decrement 504 

traveling  wave 468 

Compound  wave  at  transition  point 532 

Condenser,  also  see  Capacity. 

charge,  inductive 18 

noninductive 18 

circuit  of  negligible  inductance 55 

equations 48 

oscillation,  effective  value  of  voltage,  current  and  power. ...  70 

efficiency,  decrement  and  output 72 

frequency 62 

general  equations 60 

size  and  rating 69 

starting  on  alternating  voltage 94 

voltage  in  inductive  circuit 49 

Conductance,  shunted,  effective 12 

Conductors  at  high  frequency 403 

Constant-current  mercury  arc  rectifier 250 

rectification 221,  230 

potential-constant-current  transformation  by  quarter-wave  line  308 

mercury  arc  rectifier 251 

rectification. 221,  230 
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Control  of  circuits  by  periodic  transient  phenomena 220 

Conversion  by  quarter-wave  circuits 313 

Copper,  effective  penetration  of  alternating  currents 378 

ribbon,  effective  high  frequency  impedance 408 

wire,  effective  high  frequency  impedance 408 

Cosine  wave,  traveling 434 

Critical  case  of  condenser  charge  and  discharge 53 

resistance  of  condenser  oscillation * 6Q 

start  of  condenser  on  alternating  voltage 95 

Current  density,  in  alternating-current  conductor 372 

effective,  of  oscillating-current  generator 81 

transformation  at  transition  point  of  wave 529 

Damping  of  condenser  oscillation 66,  72 

Decay  of  continuous  current  in  inductive  circuit 17 

of  wave  of  condenser  oscillation 72 

Decrement  of  condenser  oscillation 65,  72 

resultant  time,  of  complex  circuit 504 

Destructive  voltages  in  cables  and  transmission  lines 120 

Dielectric  constant,  numerical  values 11 

strength,  numerical  values 11 

Dielectric  also  see  Electrostatic. 

Direct-current  generator,  self-excitation 32 

railway,  transient  effective  resistance 379 

Disappearance  of  transient  term  in  alternating-current  circuit 43 

Discharge  of  condenser 51 

Geissler  tube 9 

inductive,  as  wave 635 

into  transmission  line 542 

of  motor  field 29 

Disruptive  strength,  numerical  values 11 

voltage  in  opening  direct-current  circuit 26 

Distance  attenuation  constant 434 

in  velocity  measure 435 

Distortionless  circuit 441   447 

Distributed  series  capacity 348 

Distribution  of  alternating-current  density  in  conductor 369 

of  alternating  magnetic  flux  in  iron 355 

Divided  circuit,  general  equations 122 

continuous-current  circuit  without  capacity 126 

Dynamostatic  machine 220 

Effective  current  of  condenser  discharge 70 

voltage  and  power  of  oscillating-current  generator. . .  81 

layer  of  alternating-current  conductor 377 

penetration  of  alternating  current  in  conductor 376,  378 

power  of  complex  circuit 514 

of  condenser  oscillation 70 

reactance  of  armature  reaction 2°° 
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Effective  resistance  of  alternating-current  distribution  in  conductor,   370,  376 

voltage  of  condenser  oscillation 70 

Efficiency  of  condenser  oscillation 72 

Electric  circuit,  general  equations 428 

field,  velocity  of  propagation 387 

Electrolytes,  resistivities 8 

Electrolytic  rectifiers 222 

Electromagnetic,  also  see  Magnetic. 

axis  of  electric  field : 4 

Electrostatic,   also  see  Dielectric. 

axis  of  electric  field 4 

energy  of  complex  circuit 517 

field,  energy  of 7 

Elimination  of  pulsations  in  direct-current  circuit  by  capacity 134 

Energy  of  complex  circuit 513 

condenser  discharge 70 

electric  field 4,  7 

transfer  in  complex  circuit 507,  521 

constant  of  complex  circuit 507 

Equations,  general,  of  electric  circuit 428 

Even  harmonics  of  half-wave  oscillations 483 

Excitation  of  motor  field 27 

Exponential  curve  of  starting  current 45 

Field  current  at  armature  short-circuit 202 

electric,  of  conductor 3 

energy  of 4 

velocity  of  propagation 387 

excitation,  transient  term 27 

exciting  current,  rise  and  decay 17 

regulation  of  generator  by  periodic  transient  terms 223 

resultant  polyphase   192 

Flat  conductor,  unequal  current  distribution   371 

Floating  system  of  control 220 

Fluctuations  of  current  in  divided  circuit 129 

voltage  of  direct-current  generator  with  load 149 

Free  oscillations 432,  478 

and  standing  waves 482 

Frequency,  absence  of  effect  on  circuit  oscillation 10 

and  starting  current  of  transformer 182 

constant  of  wave 433 

limit  of  condenser  oscillation 73 

of  condenser  oscillation 62,  68 

field  current  at  armature  short-circuit 203 

oscillation  of  condenser,  transmission  line,  cable. ...       99,  338 

recurrence  of  discharge  in  oscillating-current  generator. .  81 

wave 433 

range  of  condenser  oscillation 71 

electromagnetic  induction 67 
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Full-wave  oscillation  of  complex  circuit 508 

transmission  line 336 

Fundamental  frequency  of  oscillation,  cables  and  transmission  lines    103,  105 

Gas  pipe,  effective  high  frequency  impedance 408 

General  circuits  with  inductance  and  capacity 174 

without  capacity 168 

equations  of  electric  circuit 428 

Generator,  direct-current  over-compounded,  building  up 149 

self-excitation 32 

oscillating  current 74 

German  silver,  effective  penetration  of  alternating  current 378 

Gradual  approach  to  permanent  value 21 

or  logarithmic  condenser  charge  and  discharge 53 

term,  also  see  Logarithmic. 

Graphite,  effective  penetration  of  alternating  current 378 

Grounded  transmission  line 303 

Half-wave  oscillation 483,  490 

of  complex  circuit 509 

transmission  line . . . : 333 

rectification 221 

Harmonics,  even,  of  half-wave  oscillation 483 

Hertzian  oscillators 388 

High  frequency   alternators,  momentary  short-circuit  current 201 

conductor 370,  403 

discharge 388 

oscillating  currents  by  periodic  transient  terms 220 

oscillations  of  cables  and  transmission  lines 103,  105 

power  surge  of  low-frequency 105 

stray  field  and  starting  current  of  transformer 189 

Impact  angle  at  transition  point  of  wave 527 

Impedance  of  conductor  at  high  frequency 407 

effective  high  frequency 408,  4 1  •'* 

of  radiation .'KM 

traveling  wave 41H)  • 

Inductance  and  shunted  capacity  suppressing  pnlwitirmn  in  direct -«»ur 

rent  circuit \M 

effective,  of  radiation :<u* 

energy  of  complex  circuit A,A 

in  telephone  linos *^<V  *{V* 

massed,  in  circuit  lV**" 

of  conductor  without  n>tm»  **Hj 

electric  cirri  lit  *** 

range  in  plwtrir  HivtiH  . 

representing  miiKtiHIit  »Mm|^\Y^t  m  ,  T. .  i>»*.  *  w  * 
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Induction,  magnetic,  and  starting  current  of  transformer 180 

motor  circuit,  starting , 44 

Inductive  discharges  into  transmission  line 542 

shunt  to  non-inductive  circuit 129 

Inductorium,  equations 164 

Infinitely  long  conductor 305 

Input,  see  Power. 

Instantaneous  power  in  complex  circuit 514 

Insulators,  resistivities 9 

Iron  arc  operated  by  oscillating-current  generator 82 

effective  penetration  of  alternating  current 348 

wire,  current  distribution 370 

and  pipe,  effective  high  frequency  impedance 408 

Laminated  iron,  alternating  magnetic  flux 355 

pole  series  booster,  response  to  voltage  change 158 

Layer,  effective,  of  alternating-current  conductor 377 

Leakage  in  telephone  lines 455,  463 

Length  of  wave 433 

Lighting  circuit,  starting 27,  44 

Lightning  arrester,  multigap 348 

conductors 370 

discharges 388 

in  thunder  cloud 350 

Limit  condition  of  condenser  equations 50 

of  frequency  of  condenser  oscillations 73 

Loading  of  telephone  lines 455,  462 

Local  oscillations  of  cables  and  lines 103,  105 

Logarithmic  decrement  of  conc^nser  oscillation 65 

or  gradual  condenser  charge  and  discharge 53 

start  of  condenser  on  alternating  voltage 95 

Low  frequency  surge  in  cables  and  lines 103,  105 

stray  field  and  starting  current  of  transformer 189 

Loxodromic  spiral  of  starting  current 46 

Magnetic,  also  see  Electromagnetic. 

density  and  starting  current  of  transformer 180 

energy  of  complex  circuit 515 

field,  energy  of 6 

flux,  alternating,  in  iron 355,  361,  363,  365,  366,  367 

materials 10 

saturation,  numerical  values 10 

Magnet  poles,  solid,  as  mutual  inductive  circuit 155 

Main  axes  of  electric  field 46 

wave  at  transition  point 531 

Massed  inductance  and  electric  wave 537 

Mechanical  rectification 221,  229 

Mercury  arc  rectifier 250 
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Metallic  conductors,  resistivities 8 

magnetic  induction 10 

Minimum  wave  length  of  oscillating  currents 74 

Motor  circuit,  alternating,  starting 44 

field,  excitation 27 

Multigap  lightning  arrester 348 

Mutual  impedance  and  velocity  of  propagation 399 

inductance,  equations 143 

and  velocity  of  propagation 397 

inductive  circuit  with  capacity 161 

without  capacity 144 

of  solid  magnet  poles 165 

reactance 143 

Nominal  generated  e.m.f.  and  short-circuit  current 200 

Noninductive  condenser  circuit 54 

shunt  to  inductive  circuit 129 

Nonoscillatory,  see  Gradual  or  Logarithmic. 

Open-circuit  rectification 230 

Opening  of  cable  or  transmission  line  under  load 112,  118 

of  continuous-current  circuit 26 

Open  transmission  line 299 

Oscillating-current  generator 69,  74 

and  charging  current 85 

high-frequency  currents  by  periodic  transient  terms 220 

Oscillation,  also  see  Condenser  discharge. 

free,  of  circuit 432,  478 

of  rotating  field  in  starting 197 

transmission  line 322,  333,  336,  338 

Oscillatory  approach  to  permanent  value '. 21 

case  of  alternating  circuit 93 

or  trigonometric  condenser  charge  and  discharge 53 

start  of  condenser  on  alternating  voltage 95 

Oscillograms  of  mercury  arc  rectifier 264 

of  transformer  starting  current 190 

Output,  also  see  Power. 

effective,  of  oscillating-current  generator 81 

Overcompounded  direct-current  generator,  building  up 149 

Overlap  of  rectifying  arcs 251 

Overreaching  of  condenser  charge 19 

in  noninductive  branch  of  inductive  circuit 131 

Oversaturated  transformer  Mux  of  starting  current 181 

Penetration,  effective  depth  of, 405 

of  alternating  current  in  conductor 376,  378 

magnetic  flux  in  iron 361,  363,  365 

Period  of  recurrence 218 

wave 433 
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Periodic  transient  terms 22,  218 

Permanent  term  of  alternating-current  circuit 91 

values  of  electric  quantities 16 

Permeability 9 

apparent,  of  iron  for  alternating  currents 355,  367 

Phase  difference  in  transmission  line 296 

of  wave  and  transient  term 45,  91 

Physical  meaning  of  transient  term 103 

Polyphase  alternator  short  circuit 202,  204 

m.m.f .,  resultant 192 

rectification 230 

Potential  regulation  by  periodic  transient  terms 223 

Power  of  complex  circuit 513 

component  of  high  frequency  impedance 412 

gradient  of  electric  circuit 3 

electric  field 48 

output,  effective,  of  oscillating-current  generator 81 

radiated  by  conductor 394,  397 

transfer  in  complex  circuit 521 

constant  of  complex  circuit 507 

Propagation  constant  of  wave 441 

speed  of,  of  wave 422 

field 387 

Pulsation  of  rotating  field  in  starting 197 

Pyroelectrblyte8,  resistivities 9 

Quarter-phase  rectification 230 

Quarter-wave  circuit 313 

oscillation    483,  489 

of  complex  circuit 509 

transmission  line 322 

transformer 312 

transmission  line 306,  315 

Quartic  equation  of  divided  circuit 126 

Radiation,  effective  resistance 393 

power  of  conductor 393,  397 

resistance  of  conductor 403 

Rail,  effective  penetration  of  alternating  current 378 

return  of  single-phase  system 370 

transient  effective  resistance 379 

Railway,  direct-current,  transient  rail  resistance 379 

motor,  self-excitation  as  generator 38 

single-phase,  rail  return 370 

Rating  of  capacity  and  inductance 122 

resistors,  reactors,  condensers 69 

Ratio  of  currents,  oscillating-current  generator 82 

Reactance,  effective,  of  external  field 406 
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Reactance,  effective  (continued), 

of  internal  field 406 

of  armature  reaction 200 

mutual  inductive 143 

Reaction,  armature,  and  short-circuit  current 199 

Reactor,  size  and  rating 69 

Rectification,   and  commutation 222 

arc 249 

by  periodic  transient  terms 22,  221 

constant-current 230,  242 

potential 230,  236 

mechanical 229 

open-circuit 230 

polyphase 230 

quarter-phase 230,  242 

reversal  or  change  of  circuit  connections 221 

short-circuit 230 

single-phase 229,  231,  236 

Rectifier,  mercury  arc 250 

oscillograms 264 

Rectifying  commutator 222,  229 

Recurrent  transient  terms 218 

Reflected  waves 431 

at  transition  point 527,  531 

Reflection  angle  at  transition  point 527 

of  wave 525 

Refraction  law  of  wave 534 

of  wave 525 

ratio  at  transition  point 534 

Regulation  of  potential  by  periodic  transient  terms 223 

Remanent  magnetism  in  starting  transformer 181 

Resistance,   and  starting  current  of  transformer 185 

effective,  of  alternating-current  conductor 370,  376 

of  electric  circuit 12 

radiation,  of  conductor 393,  403 

range  in  electric  circuits 13 

representing  power  gradient  of  electric  field 6 

specific,  see  Resistivity. 

thermal,  of  conductor 403 

Resistivity,  numerical  values 8 

Resistor,  size  and  rating 69 

Resonators,  Hertzian 388 

Resultant  polyphase  m.m.f 192 

time  decrement  of  complex  circuit 504 

Rise  of  continuous  current  in  inductive  circuit 17 

voltage  by  transformation  at  transition  point 529 

Rotating  field,  polyphase 192 

Ruhmkorff  coil,  equations 164 
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Salt  solution,  effective  penetration  of  alternating  current 378 

Saturation,  magnetic,  numerical  values 10 

and  transformer  starting  current 180 

Screening  effect  of  alternating  currents 378 

Self-excitation  of  direct-current  generator 32 

railway  motor  as  generator 38 

series  generator 38 

shunt  generator 37 

Self-inductance  in  direct-current  circuits 26 

and  short-circuit  current  of  alternator 199 

Series  capacity,  distributed 348 

generator,  self-excitation 38 

motor,  self-excitation  as  generator 38 

Short-circuit  current  of  alternator 199,  201 

oscillation  of  cables  and  lines 113, 118 

rectification 229 

Shunt  generator,  self-excitation 32 

motor  field  excitation,  change 27 

Sil  al 392,  394 

Silicon,  effective  penetration  of  alternating  current 378 

Sine  wave  traveling 434 

Single-phase  alternator  short-circuit 202 

railway  rail  return 370 

rectification 229 

Solid  magnet  poles  as  mutual  inductive  circuit 155,  158 

Space  induction,  magnetic 10 

Spark  discharge  in  cables  and  lines  as  periodic  transient  phenomenon.  .       23 

of  condenser  as  periodic  transient  phenomenon 22 

Speed,   effect  on  discharge  of  motor  field 29 

propagation  in  electric  circuit 422 

of  alternating  magnetic  flux  in  iron 366 

Standing  waves 439,  442 

and  free  oscillations 482 

Starting  current  of  transformer,  calculation 188 

and  frequency 182 

magnetic  saturation 180 

remanent  magnetism 181 

resistance 185 

stray  field 184 

oscillograms 190 

of  alternating  current 43 

continuous  current 27 

polyphase  or  rotating  field 192,  197 

oscillation  of  cables  and  lines Ill,  117 

Static,  see  Electrostatic. 

phenomena 13,  105 

Stationary  waves 439,  442 

Steel,  effective  penetration  of  alternating  current 378 
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Stored  energy  of  complex  circuit 515 

Stranded  conductor,  effective  resistance  of  current  distribution 370 

Stray  field  and  starting  current  of  transformer 184 

Suppression  of  pulsations  of  direct  current  by  capacity  and  inductance.  134 

Synchronous  reactance  and  short-circuit  current 200 

rectifier 221 

Telegraph,  wireless 388 

cable,  submarine,  standing  waves 454 

Telephone  281 

circuit,  long  distance,  standing  waves' 454 

Terminal  conditions  of  condenser  equations 50 

Tesla  transformer  and  oscillating-curren*  generator 82 

Thermal  resistance  of  conductor 403 

Third  harmonic  of  short-circuit  current 213 

Thomson  arc  machine 221,  230 

Thunder  cloud,  lightning  discharge  in 350 

Time  attenuation  constant 434 

constant,  resultant,  of  complex  circuit 504 

decrement,  resultant,  of  complex  circuit 504 

local,  of  traveling  wave 460 

Tirrill  regulator 223 

Transfer  constant  of  energy,  of  complex  circuit 507 

of  energy  in  oscillation  of  complex  circuit 507,  521 

Transformation  ratio  at  transition  point  of  wave 529 

of  voltage  and  current  at  transition  point 529 

Transformer,  alternating,  operating  oscillating-current  generator 87 

distributed  capacity 342 

quarter-wave  oscillation 312 

starting * 44 

and  magnetic  saturation 180 

Transient  rail  resistance  with  direct  current 386 

terms,  conditions  of  their  appearance 21,  23 

of  alternating-current  circuit 91 

capacity  and  inductance,  physical  meaning 103 

fundamental  frequency  in  alternating-current  circuit  473 

periodic 22 

unequal  current  distribution 379 

Transition  period  at  change  of  circuit  condition 16 

points  of  wave 498 

Transmission  angle  at  transition  point 527 

line,   characteristic  curves 297 

closed 306 

constants 282 

conversion  by 308,  313 

equations 284, 287 

approximate 294 

free  oscillation 322 
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Transmission  line  (continued), 

frequency 100,  280,  320, 

full-wave  oscillation 

general  equations  of  standing  waves 449, 

grounded 

half-wave  oscillation 

inductive  discharges 

infinitely  long 

natural  period 280, 

open 

opening  under  load 112, 1] 

phase  difference 

quarter-wave 306,  313, 

oscillation 

radiation 

resonance  frequency 

with  higher  harmonics 

short-circuit  oscillation 113, 1 

starting    Ill,  11! 

transient  terms  and  oscillations     98, 1(0 

Transmitted  wave  at  transition  point 527, 531 

Traveling  sine  and  cosine  waves 434 

waves,  general  equations 458 

without  attenuation,  as  alternating  waves 473 

Trigonometric  or  oscillatory  condenser  charge  and  discharge 53 

term,  tee  Oscillatory.  I 

Turbo  alternators,  short-circuit  current 201 

Unequal  alternating-current  distribution  in  conductor 370 

transient-current  distribution  in  conductor 379 

Velocity,  also  see  Speed. 

measure  of  distance 435 

of  propagation  of  electric  field 387 

Voltage   control  by  transient  terms 223 

drop,  high  frequency  conductor 4  V^ 

transformation  at  transition  point  of  wave 5S£^ 

variation  of  direct-current  generator,  with  load 1-^* 

Voltmeter  across  inductive  circuit,  pulsation 1^^ 

Water,  effective  penetration  of  alternating  current Z*^ 

Wave  of  alternating  magnetism  in  iron 3^^^ 

direct  or  main,  and  reflected 4^  * 

length  of  alternating  magnetic  flux  in  iron 361, 3^"    - 

constant 43?       M 


minimum,  of  oscillating  current 7 — ^T 

transmission 28 — -^^ 

Wireless  telegraphy 38^^^ 


X-ray  apparatus,  equations. 


^v 


